2A28USL0O09 Label:

’4760.37 mm

Device

88.70 mm

CLOUD
MOBILE

Model:MC9C6743
FCC 1D:2A28USL009
Voltage Rating:3.8 5v
SN:SL009TC00000001

IMEI:351226400000010

H/W:0.2
Made in China

Label Location (Battery Compartment) :



CLAOUD

MOBILE
Stratus CS Max

Model:MCOCET4S

FCC ID:2A28USL009

Voltage Rating:3.85v
N:SLO0STCO0000001
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H/W:0.2
Made in China
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E-Label :

1. Users must be able to access the information in no more than three steps in a device’s
menu. The actual steps are:

When the phone is turned off, press and hold the volume down button and the power
button for 10 seconds at the same time, and the E-Label (including FCC ID) will be displayed
on the phone screen. Press the VoLUME Up key toexit and return to powered

down state.

No special access codes or permissions are required to perform the above steps.



the VOLUMEAUP key to '
‘and return to powered

[down state.

IMEI1:361226400001729
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SKU:100239

G DATE:260819
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FCC ID: 2A28USL009

2. The information is stored on the device, no special accessories or supplemental
plug-ins (e.g., a SIM/USIM card) are required to access the information.
Yes

3. Users are provided specific instructions on how to access the information.
The information to the user is provided in the User Manual document.

4.The above information must be programmed by the responsible party and the information
must be secured in such a manner that third-parties cannot modify it.

The e-label information is pre-programmed by the grantee. The user cannot modify the e
label information.

5.All the applicable regulatory information required on the packaging or user instructions
must be provided according to the rules even if it is displayed electronically. For example,
hearing aid compatibility (HAC) ratings for the phones as specified in 47 C.F.R. § 20.19.
Hearing aid compatibility (HAC) related information is detailed in the user manual.



