LABEL SIZE:227.4*245.3mm

EcoFlow Smart Home Panel 3 (32 Circuits)
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Srivation plus

*MORE THAN ONE LIVE CIRCUIT. DISCONNECT ALL SOURCES OF SUPPLY BEFORE SERVICING.

*SUITABLE FOR USE AS SERVICE EQUIPMENT.

*MAXIMUM CONTINUOUS LOADS ON BRANCH CIRCUITS NOT TO EXCEED 80% OF THE RATINGS OF THE CIRCUIT BREAKERS EMPLOYED IN OTHER THAN MOTOR CIRCUITS.

*THE MAXIMUM CONTINUOUS LOAD NOT TO EXCEED 80% OF THE RATING OF THE MAIN CIRCUIT BREAKER UNLESS IT IS MARKED AS SUITABLE FOR CONTINUOUS OPERATION AT 100% OF ITS RATING.
o|F THE USER MANUAL INCLUDED WITH THE PRODUCT IS LOST, PLEASE VISIT WWW.ECOFLOW.COM TO OBTAIN THE LATEST DOCUMENTS.

*PLUS D'UN CIRCUIT ACTIF. DEBRANCHEZ TOUTES LES SOURCES D'ALIMENTATION AVANT DE PROCEDER A L'ENTRETIEN.

*PEUT ETRE UTILISE COMME EQUIPEMENT DE SERVICE.

o[ ES CHARGES CONTINUES MAXIMALES SUR LES CIRCUITS DE DERIVATION NE DOIVENT PAS DEPASSER 80 % DES VALEURS NOMINALES DES DISJONCTEURS UTILISES DANS LES CIRCUITS AUTRES QUE LES
CIRCUITS MOTEURS.

o[ A CHARGE CONTINUE MAXIMALE NE DOIT PAS DEPASSER 80 % DE LA VALEUR NOMINALE DU DISJONCTEUR PRINCIPAL, A MOINS QU'ELLE NE CONVIENNE A UN FONCTIONNEMENT CONTINU A 100 % DE SA
PUISSANCE.

S| VOUS PERDEZ LE MANUEL D'UTILISATION FOURNI AVEC LE PRODUIT, RENDEZ-VOUS SUR WWW.ECOFLOW.COM POUR OBTENIR LES DOCUMENTS LES PLUS RECENTS.

EIE *THE MANUAL, PAMPHLET, OR INSTRUCTION SHEET SHOULD BE CONSULTED BEFORE INSTALLATION OF THE PANELBOARD.
*CONSULTEZ LE MANUEL, LA BROCHURE OU LA FEUILLE D'INSTRUCTIONS AVANT D'INSTALLER LE TABLEAU ELECTRIQUE.

CAUTION / ATTENTION

*RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT SWITCH MAY BE REQUIRED TO DE-ENERGIZE THE EQUIPMENT BEFORE SERVICING.
*TURNING OFF PARALLEL ENERGY SOURCE DISCONNECT DOES NOT DEENERGIZE THIS PANEL. TURN OFF POWER FROM ALL SOURCES SUPPLYING THIS EQUIPMENT BEFORE WORKING INSIDE.
*BOTH THE LINE AND LOAD TERMINALS MAY BE ENERGIZED WHEN THE BREAKER IS IN THE OPEN (OFF) POSITION.

*RISQUE D'ELECTROCUTION : PLUSIEURS INTERRUPTEURS DE DECONNEXION PEUVENT ETRE NECESSAIRES POUR METTRE L'EQUIPEMENT HORS TENSION AVANT L'ENTRETIEN.
[ A DESACTIVATION DE LA SOURCE D'ENERGIE PARALLELE NE MET PAS CE PANNEAU HORS TENSION. COUPER L'ALIMENTATION DE TOUTES LES SOURCES

FOURNIR CET EQUIPEMENT AVANT DE TRAVAILLER A L'INTERIEUR.

[ A LIGNE ET LES BORNES DE CHARGE PEUVENT ETRE SOUS TENSION LORSQUE LE DISJONCTEUR EST EN POSITION OUVERTE (DESACTIVE).




