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Device Installation

Install on the wall via the backplate

1. Drill holes in the wall at suitable locations according to the holes
in the backplate.

Fix the backplate on the wall with the wall mounting screws.

. Pass the cable through the wiring hole, and then snap the device
onto the backplate from top to bottom.

Fasten the device to the backplate with a security screw.
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Communication Methods

Connect the reader to the controller via Wiegand as follows and then
connect the +12V power supply. The controller shown in the diagram
is only partially wired. The Wiegand wiring reference is shown below:

1. Wiegand format is W34 (default): 2. Wiegand format is W66:

+12V DC +12V DC
+12V DC f—+12VDC L, @ +12V DC [—+12VDC L, ]@
GND  b— GND|: o) GND F—_ __ GNDl. )
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RLED | Reo|, AL RLED Reo |, AL
GLED | GLen|, o GLED — GLeD|, o
SWITCH | % SWITCH DN
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Controller Controller
Note:

1) The default Wiegand format is W34. It can be switched to W66 when
supporting IC cards.

2) The format can be switched via the terminal SWITCH. By default, it
is W34 when SWITCH is not grounded, and it becomes W66 when
SWITCH is grounded.



Status Indicator & Buzzer

Working Status Description

Breathing blue light, with one breath cycle

Standby Mode every 2 seconds.

The buzzer beeps once briefly, and the blue

Card Detected light turns on.

Successful verification: the buzzer beeps once
and the indicator light (green) lights up.

Failed verification: buzzer beeps twice, indicator
light (red) lights up briefly twice.

Authentication mode error: red light, two quick
beeps and one long beep.

No authority: the buzzer short beep four times,
Received the the indicator (red) short light four times.

verification result | combination of validation to continue
validation: indicator (red) short three times.

Combination verification is not completed:
buzzer short beep four times (timeout time is
10s), indicator (red) short light four times.

Verification timeout: the buzzer sounds three
times (timeout is 8s), and the indicator (red) lights
up three times.

The buzzer sounds long, the standby status
light remains unchanged.

Note: The tamper alarm will be canceled and
the beeping will stop after the tamper button
(magnet) is held in place for 5 seconds.

When the tamper
alarm is triggered




Hardware Parameters

Working environment temperature: -4°F~140°F(-20°C~ 60°C)
Swipe distance: <1.575"(40mm)

Card reading speed: < 0.3 seconds

Voltage: DC9V~12V

Password Verification

The * key is the delete key. The # key is the confirmation key. The
reader supports 1~8 digit password verification.



Attachment 1

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including interference that may cause undesired operation.

Warning: Changes or modifications to this unit not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,

pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against

harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

® Reorient or relocate the receiving antenna.

® Increase the separation between the equipment and receiver.

® Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

® Consult the dealer or an experienced radio/TV technician for help.

"This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled environment.

This equipment should be installed and operated with a minimum distance of 20 cm between the radiator and
your body.

This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter."






