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The antenna's floor plan
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REV DATE DESCRIPTION

NAME

A |2023-01-29 New edition

Yin Feljie

+ The finished product shall be inspected 100%.

. Mest ROHS requirements.

D aphen-—

* Dimensioned for emphasis.

(Frequency Range)

2400-2500MHz

. The finished product shall be 100% test and conduction OK
. The finished product adopts environmental protection process.

+ Please refer to general tolerance if no tolerance is specified.
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(Gain) 3.0dBi Materials label card shall be affixed to the outer box
1PCS for each ROHS label
(VSWR) <1.92
(Polarization) Linear.Vertical
(SCALE) (SIZE)
(Max power rating) 50W &I@lm! b - _ i
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Antenna technical parameters and environmental testing:

Electrical parameters of electrical apparatus

Electrical Specifications Mechanical Specifications
Frequency Range 2400-2500MHz Cable Color Black
VSWR <1.92 Working Temperature | -20°C~+70C
Input Impedance 50Q Working Humidity 20%~80%
Direction All Gain 3.0 dBi

Environmental performance test:

project test condition standard
In the absence of specified test temperature,
humidity, air pressure is as follows: . .
Storage . e~ . Electrical and mechanical
o 1. Temperature is — 20 C  + 70 C . .
Conditions properties is normal

2. Relative humidity of 45% to 45%
3. Air pressure is 86 kpa to 106 kpa

high and low
temperature
test

Between 70 ‘C and —20 ‘C for 5 loops, then 1-2
h under normal conditions, check the appearance

quality.

Size should meet the
requirements and should
satisfy the content with
the electrical and

mechanical properties

Constant damp

95+ / — 3% relative humidity, temperature test:
40 C. Lasts 2 h after, try to take out the

Size should meet the

requirements and should

and hot
) determination of electrical properties, within | satisfy the content with
resistance . . . .
tost 5min after try 1-2 h under article normal thing, | the electrical and
es
check the appearance quality mechanical properties
) ) 10-55 hz, vibration frequency range of ) )
vibration ) ) ) Electrical and mechanical
displacement amplitude: 0.35 MM, acceleration ] )
test properties is normal

amplitude: 50.0 M/S, sweep cycles: 30 times

fall down test

1 m high altitude in accordance with the

perpendicular axis free drop 3 times

Electrical and mechanical

properties is normal
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Antenna diagram:

pil| 511 SR 1.000/ Ref 1.000 [F1]

31 2.4000000 GHz 1.3182
|5 $7%c00000 GHz 1.4533
| 3 2.5000000 GHz 1.7211

Antenna performance test diagram: (horizontal polarization)

F500000 1 2,4000000 G
4500000 2.4500000" GHz
D00 3 2.5000000 GHz 22.637

Mkrl 2.4110 GHz

Ref 38 dBm 9.743 dBm

Atten 40 dB

System, Alignments, Align Now, All required
Preivsorvesbrtyriy
1 1

Marker |
2.411000000 GHz
9743 dBm | |

M1 32\—W_JJW—M-MW'Q'-\\.*'-NJ\jl\-'\' t
S3 FC o L —

Stop 2.5 Gz
Sweep 4 ms (401 pts)

1B 70 kiHz

VBN 1 MHz
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2D and 3D(2.4G) test data :(horizontal polarization)

Frequency (MHz) Efficiency (%) Gain. (dBi)
2400MHz 58. 48 2.6
2410MHz 62. 95 2.03
2420MHz 60. 81 2.04
2430MHz 59.7 2.74
2440MHz 59. 57 2.62
2450MHz 63. 1 2.81
2460MHz 62. 09 2. 87
2470MHz 59. 98 2.76
2480MHz 63. 1 2.39
2490MHz 61. 52 2.39
2500MHz 61.94 2.6
Phi 0 2Dfigure: Phi 90 2Dfigure Theta 90 2Dfigure
5 T e T
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z ; AN i /// // : > : \ /X / : 7 ; N, /////{/ :
3D 2450: 3D 2500:
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2D and 3D(2.4G) test data :(vertical polarization)

Phi 0 2Dfigure:

Frequency (MHz) Efficiency (%) Gain. (dBi)
2400MHz 55. 98 2.45
2410MHz 52.6 2.34
2420MHz 61. 09 2.05
2430MHz 52. 24 2. 36
2440MHz 56. 36 2.32
2450MHz 53. 46 2.41
2460MHz 55. 21 2. 28
2470MHz 51.29 2.37
2480MHz 54,33 2.69
2490MHz 51. 88 2.81
2500MHz 51. 88 2.8

Phi 90 2Dfigure Theta 90 2Dfigure
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Material RoHS conformity declaration form

This is to certify that the delivery to your company's components, raw materials, auxiliary materials used and the additives in the
production engineering are accord with RoHS environmental requirements of the restrictions on the use of hazardous substances
directive (RoHS directive 2011/65 / EU)

About components used raw materials, packaging materials, auxiliary materials and additives used in the production process such as
composition of the report is as follows:

Component Material Test Content of harmful substances (ppm) PASS?
. ICP report # Test Date

/Part Name Composition Org. cd Pb He cr * PEB PEDE PASS

PCB PCB CANEC2202816806 SGS | 22/03/08 ND 8 ND ND ND ND PASS




