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2. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:

FCC Part15 (15.247) , Subpart C
Stand_ard Test ltem Result Remark
Section
FCC part 15.203/15.247 (c) Antenna requirement PASS
FCC part 15.207 AC Power Line Conducted Emission PASS
FCC part 15.247 (b)(3) Conducted Peak Output Power PASS
FCC part 15.247 (a)(2) 6dB Occupied Bandwidth PASS
FCC part 15.247 (e) Power Spectral Density PASS
FCC part 15.247 (d) Conducted Bgnd Edgg & Unwanted PASS
Spurious Emission
FCC part 15.205/15.209 Radiated Band Edge & Unwanted PASS
Spurious Emission
ANSI C63.10:2020 Duty Cycle PASS
NOTE:
(1)” N/A” denotes test is not applicable in this Test Report
Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 5 of 63
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2.1 TEST FACILITY

Shenzhen DL Testing Technology Co., Ltd.

Add. : 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1 Baolong

Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China

FCC Test Firm Registration Number: 854456
Designation Number; CN1307

IC Registered No.: 27485

CAB identifier: CN0118

2.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a standard
uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of approximately 95 %.

No. Item Uncertainty
3m camber Radiated spurious emission _

! (9KHz-30MHz) e
3m camber Radiated spurious emission [%

2 (30MHz-1GHz) (U~4.8dB
3m chamber Radiated spurious emission _

3 (1GHz-6GHz) U=4.3dB
3m chamber Radiated spurious emission vV

4 (6GHz-40GHz) U=5.0d8

5 Conducted Disturbance U=3.2dB

6 RF Band Edge U=1.68dB

7 RF Power Conducted U=1.86dB

8 RF Conducted Spurious Emission U=2.2dB

9 RF Occupied Bandwidth U=1.8MHz

10 RF Power Spectral Density U=1.75dB

11 Humidity Uncertainty U=5.3%

12 Temperature Uncertainty U=0.59°C

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com
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3. GENERAL INFORMATION

3.1 GENERAL DESCRIPTION OF EUT

Product Name: Indoor wifi pan-tilt camera

Model No.: SHM-MQ81M13EA

Serial No.: STY-MQ81M13EA, MQ81M13EA

Model Different.: All the model are the same circuit and RF module,Only the model
name different.

Hardware Version: V1.0

Software Version: V1.0

Sample(s) Status: Engineer sample

Frequency Range: 2412-2462MHz for 802.11 b/g/n20
2422-2452MHz for 802.11 n40

Channel Numbers: 802.11b/g/n (20M): 11 Channels
802.11n (40M): 7 Channels

Channel Separation: 5MHz

Modulation Technology: 802.11b: Direct Sequence Spread Spectrum(DSSS)

802.11g/n: Orthogonal Frequency Division Multiplexing(OFDM)

Data Rate: 802.11b: 1/2/5.5/11Mbit/s

802.11n: MCS0-MCS7

802.11g: 6/9/12/24/18/36/48/54Mbit/s

Antenna Type: PCB Antenna
Antenna Gain: 0.10dBi
Power Supply: Input: 5V=—=1.2A

Test Report Tel: 400-688-3552 Web:www.dl-cert.com
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Operation Frequency each of channel
Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency
1 2412MHz 4 2427MHz 7 2442MHz 10 2457MHz
2 2417MHz 5 2432MHz 8 2447MHz 11 2462MHz
3 2422MHz 6 2437MHz 9 2452MHz
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the
middle frequency, and the highest frequency of channel were selected to perform the test, and the
selected channel see below:

Test channel

Frequency

802.11b/g/n (20M)

802.11n (40M)

Lowest channel 2412MHz 2422MHz
Middle channel 2437MHz 2437MHz
Highest channel 2462MHz 2452MHz

3.2 DESCRIPTION OF TEST MODES

Transmitting mode

Keep the EUT in continuously transmitting mode

Remark: During the test, the test voltage was tuned from 85% to 115% of the nominal rated supply
voltage, and found that the worst case was under the nominal rated supply condition. So the report
just shows that condition’s data.

follows:

We have verified the construction and function in typical operation. All the test modes were carried
out with the EUT in transmitting operation, which was shown in this test report and defined as

Pre-scan all kind of data rate in lowest channel, and found the follow list which it was worst case.

Mode 802.11b 802.11g 802.11n20 802.11n40
Data rate 1Mbps 6Mbps MCSO(HTO) MCSO(HTO)
Test Software CMD
Power level setup Default

Test Report
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3.3 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED

Conducted Emission

Adapter
(E-2)

EUT

(E-1)

Radiated Emission

Adapter
(E-2)

EUT

Conducted Spurious

Adapter
(E-2)

(E-1)

EUT

(E-1)

C1

Spectrum

Analyzer

3.4 DESCRIPTION OF SUPPORT UNITS(CONDUCTED MODE)

The EUT has been tested as an independent unit together with other necessary accessories or support

units. The following support units or accessories were used to form a representative test configuration
during the tests.

Item Equipment Mfr/Brand Model/Type No. Series No. Note
E-1 Indoor wifi pan-tilt camera SightSys SHM-MQ81M13EA N/A EUT
E-2 AC/DC Adapter SAMSUNG EP-T4510 N/A Auxiliary
Item Shielded Type Ferrite Core Length Note

C1 NO NO 0.3M RF Line

Note:

(1) The support equipment was authorized by Declaration of Confirmation.
(2) For detachable type 1/0O cable should be specified the length in cm in TLengths column.

Test Report
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3.5 EQUIPMENTS LIST FORALL TEST ITEMS

Radiation Test & Radio Frequency Test equipment
ltem Equipment Manufacturer Type No. Serial No. Last calibration | Calibrated until
Spectrum Analyzer .
1 (9kHZ-26.5GHz) Agilent E4408B MY50140780 | Nov. 01,2024 | Oct. 31, 2025
Test Receiver
2 (9kHz-7GHz) R&S ESRP7 101393 Nov. 01, 2024 | Oct. 31, 2025
Bilog Antenna
3 (30MHz-1GH?z) R&S VULB9162 00306 Nov. 01, 2024 | Oct. 31, 2025
Horn Antenna
4 (1GHz-18GHz2) Schwarzbeck | BBHA9120D 02139 Nov. 01, 2024 | Oct. 31, 2025
Horn Antenna
5 (18GHZz-40GHz) A.H. Systems SAS-574 588 Nov. 01, 2024 | Oct. 31, 2025
Amplifier
6 (9KHZ-6GH?z) Schwarzbeck BBV9743B 00153 Nov. 01, 2024 | Oct. 31, 2025
Amplifier
7 (1GHz-18GHz) EMEC EMO01G8GA 00270 Nov. 01, 2024 | Oct. 31, 2025
Amplifier c
8 (18GHz-40GHz) Quanjuda DLE-161 97 Nov. 01, 2024 | Oct. 31, 2025
Loop Antenna
9 (9KHZ-30MHz) Schwarzbeck | FMZB1519B 00014 Nov. 01, 2024 | Oct. 31, 2025
RF cables1
10 (9kHz-1GHz) ChengYu 966 004 Nov. 01, 2024 | Oct. 31, 2025
RF cables2
11 (1GHz-40GHz2) ChengYu 966 003 Nov. 01, 2024 | Oct. 31, 2025
12 | Antenna connector | Florida RF Labs N/A RF O1# Nov. 01, 2024 | Oct. 31, 2025
13 Power probe KEYSIGHT U2021XA MY55210018 | Nov. 01, 2024 | Oct. 31, 2025
Signal Analyzer .
14 9KkHZz-26 5GHz Agilent N9020A MY55370280 | Nov. 01, 2024 | Oct. 31, 2025
Test Receiver
15 20kHz-40GHz R&S ESU 40 100376 Nov. 01, 2024 | Oct. 31, 2025
16 | D.C. Power Supply LongWei PS-305D 010964729 Nov. 01, 2024 | Oct. 31, 2025
AC Power Line Conduction Test equipment
ltem Equipment Manufacturer Type No. Serial No. Last calibration | Calibrated until
1 |843 Shielded Room YIHENG 843 Room 843 Nov. 05, 2023 | Nov. 04, 2026
2 EMI Receiver R&S ESR 101421 Nov. 01, 2024 | Oct. 31, 2025
3 LISN R&S ENV216 102417 Nov. 01, 2024 | Oct. 31, 2025
4 843 Cable 1# ChengYu CE Cable 001 Nov. 01, 2024 | Oct. 31, 2025
Other
ltem Name Manufacturer Model Software version
1 EMC Conduction Test System FALA EZ EMC EMC-CON 3A1.1
2 EMC radiation test system FALA EZ EMC FA-03A2
3 RF test system MAIWEI MTS8310 2.0.0.0
4 | RF communication test system MAIWEI MTS8200 2.0.0.0
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4. EMC EMISSION TEST

4.1 CONDUCTED EMISSION MEASUREMENT

Test Requirement: FCC Part15 C Section 15.207

Test Method: ANSI C63.10:2020

Test Frequency Range: 150KHz to 30MHz

Receiver setup: RBW=9KHz, VBW=30KHz, Sweep time=auto

4.1.1 POWER LINE CONDUCTED EMISSION LIMITS

Limit (dBuV)
FREQUENCY (MHz) Standard
Quasi-peak Average
0.15-0.5 66 - 56 * 56 -46* FCC
0.50-5.0 56.00 46.00 FCC
5.0 -30.0 60.00 50.00 FCC

Note:
(1) *Decreases with the logarithm of the frequency.

4.1.2 TEST PROCEDURE

a.

d.
e.

The EUT was placed 0.8 meters from the horizontal ground plane with EUT being connected to the
power mains through a line impedance stabilization network (LISN). All other support equipments
powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the
measuring instrument.

. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back

and forth in the center forming a bundle 30 to 40 cm long.

. /0 cables that are not connected to a peripheral shall be bundled in the center. The end of the

cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

LISN at least 80 cm from nearest part of EUT chassis.

For the actual test configuration, please refer to the related ltem —EUT Test Photos.

4.1.3 DEVIATION FROM TEST STANDARD
No deviation

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 11 of 63
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4.1.4 TEST SETUP

Vertical Reference
Ground Plane ~"Test Receiver
V.
—nl———

EUT o]
|

|

(£
o0
oo
[ ]

10cm

80cm
|

:'lsul_

™N T
\Horizontal Reference
Ground Plane

HWote: 1.5Support units were connected to second LISH.
2Z.Both of LISHs (AMHN) are 80 cm from EUT and at least 80
from otherunits and other metal planes

4.1.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 12 of 63
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4.1.6 TEST RESULT

Temperature: 26°C Relative Humidity: 54%

Pressure: 101 kPa Polarization: L

Test Voltage: AC 120V/60Hz Test Mode: TX 802.11n40 - 2422MHz
80.0 dBuV¥

70

FCC Pat15 CE-Class B_QP

\ KCC| P4it]5 CE-Class B_AVle
50
P—‘\ﬂ"‘“—. I
i 11
4 | =4
w: 4 8: 10
y i X
30 iww'ﬁﬂhﬁy\;ﬂﬂlﬁ dothorf) W ﬂ\ }«} l\ ; gt A A 2
D 1
N NRE £ W g Pt VNV B Yo
i Y 2 { P 3 /
2 K il A VY || O I PR T ““*ﬁ-‘u‘, s g Aol U 'l
Ml W || ot o] [T L e \ave
10
0.0 _
0.150 [MHz) 30.000
Notes:

1.An initial pre-scan was performed on the line and neutral lines with peak detector.

2.Quasi - Peak and Average measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Lisn factor+ Cable loss factor + limiter factor.

5.Margin = Measurement Level-Limit.

6.The test data shows only the worst case TX 802.11n40 - 2422MHz.

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 13 of 63


mailto:service@dl-cert.com
../../../文件專區/2006年新版報告格式/2006ReportFormats/ReFoDatabase/InputPowers.doc

Shenzhen DL Testing Technology Co., Ltd.

Report NO.: DLE-251106011R

Temperature: 26°C Relative Humidity: 54%
Pressure: 101 kPa Polarization: N
Test Voltage: AC 120V/60Hz Test Mode: TX 802.11n40 - 2422MHz
80.0 dBu¥
70
FCC Pat15 CE-Class B_QP
60 — l
KCC| Part15 CE-Class B_AVie
40 | | n
R . 3 M 3 ;
30 ‘ﬁwrjl,.\]ln o .!tj ""#WWA“ J’WML : (1 ‘ _ j ‘}Wﬂ | h 2
. ,.J[l ‘ :' Y%\M WW‘J“ W 0 Mw ra\” Lﬁpeak
20 d)r = W hwd I"-n’ A ‘j i PP v 'l"w”dlw"‘“«r‘«\‘,.“ i :‘{ | .i‘ A ;'u"l '|-|“'L\
AV | D TN PV “AVG
10 ]
0.0
0.150 (MHz) 30.000
Notes:

1.An initial pre-scan was performed on the line and neutral lines with peak detector.
2.Quasi - Peak and Average measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Lisn factor+ Cable loss factor + limiter factor.

5.Margin = Measurement Level-Limit.

6.The test data shows only the worst case TX 802.11n40 - 2422MHz.
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4.2 RADIATED EMISSION MEASUREMENT

Test Requirement:

FCC Part15 C Section 15.209

Test Method:

ANSI C63.10:2020

Test Frequency Range:

9kHz to 25GHz

Test site:

Measurement Distance: 3m

Receiver setup:

Frequency Detector RBW VBW Value
9KHz-150KHz Quasi-peak 200Hz 600Hz Quasi-peak
150KHz-30MHz | Quasi-peak 9KHz 30KHz | Quasi-peak
30MHz-1GHz Quasi-peak | 120KHz | 300KHz | Quasi-peak
Peak 1MHz 3MHz Peak
Above 1GHz
Peak 1MHz 10Hz Average

4.2.1 RADIATED EMISSION LIMITS

Frequencies Field Strength Measurement Distance
(MHz) (micorvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3
LIMITS OF RADIATED EMISSION MEASUREMENT
Frequency Limit (dBuV/m) (at 3M)
(MHz) Peak Average
Above 1000 74 54
Notes:

(1) The limit for radiated test was performed according to FCC PART 15C.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uV/m).

4.2.2 TEST PROCEDURE

Below 1GHz test procedure as below:
a. The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
semi-anechoiccamber. The table was rotated 360 degrees to determine the position of the highest

radiation.
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b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of avariable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set to
make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned
to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was tuned to
heights 1meter) and the rotatable table was turned from 0 degrees to 360 degrees to find the maximum
reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum Hold
Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing could
be stopped and the peak values of the EUT would be reported. Otherwise the emissions that did not
have 10dBmargin would be re-tested one by one using peak, quasi-peak or average method as
specified and then reported in a data sheet.

Above 1GHz test procedure as below:

g. Different between above is the test site, change from Semi- Anechoic Chamber to fully Anechoic
Chamber and change form table 0.8 meter to 1.5 meter( Above 18 GHz the distance is 1 meter and table
is 1.5 meter).

h. Test the EUT in the lowest channel ,the middle channel ,the Highest channel

Note:

Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

4.2.3 DEVIATION FROM TEST STANDARD
No deviation

4.2.4 TEST SETUP
(A) Radiated Emission Test-Up Frequency Below 30MHz

Loop Antenna

«— M 5 Amplifier

—
n T Speu:truln
0 Slm tm Anakyzer
T

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 16 of 63


mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report NO.: DLE-251106011R

(B) Radiated Emission Test-Up Frequency 30MHz~1GHz

Ant. feed

point

am ——————» |
|

il
i

i 1-4m
EUT Turs Table

IO.B m
_ X

Ground Plane

(C) Radiated Emission Test-Up Frequency Above 1GHz

A
Ant.feed !
point {
3 ™)
< —
: " —
EUT >
.............. 1-4m
Twrm Table
. o
15m
.

Ground Plane

4.2.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.

4.2.6 TEST RESULTS

Between 9KHz — 30MHz

The emission from 9 kHz to 30MHz was pre-tested and found the result was 20dB lower than the limit,
and according to 15.31(0) & RSS-Gen 6.13, the test result no need to reported.
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Between 30MHz — 1GHz

Temperature: 26°C Relative Humidity: |54%
Pressure: 101 kPa Polarization: Horizontal
Test Voltage: DC 5V From Adapter AC 120V/60Hz|Test Mode : TX 802.11n40 - 2422MHz

80.0 dBuV/m

70

60

FCC Part15 RE-Clasq B_30-80iHE HE

50

40 l

30

20 P

:
£
3
3
i
B
5
I
Ll
=
=
=

10

0.0
30.000 60 100 (MHz) 500 1000.0

Remarks:

1.An initial pre-scan was performed on the peak detector.

2.Quasi - Peak measurement were performed at the frequencies with maximized peak emission.
3.The emission levels of other frequencies are very lower than the limit and not show in test report.
4.Final Level = Reading level + Correct Factor.

5.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.

6.Margin = Measurement Level-Limit.

7.The test data shows only the worst case TX 802.11n40 - 2422MHz.
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Temperature: 26°C Relative Humidity: |54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: DC 5V From Adapter AC 120V/60Hz [Test Mode : TX 802.11n40 - 2422MHz
80.0 dBuV/m
70
60
FLC Part15 RE-Clasq B_30-pe00id 5 HB
50 -
40 |
l 2
>5|< | A
30 4 i
3% MJ\J Z
3
20 1 > lﬁ" N"M | LJM
bt i !
10 M g e Jﬁ.fﬂ» WW)J
0.0
30.000 60 100 (MHz) 500 1000.0
Remarks:

1.An initial pre-scan was performed on the peak detector.
2.Quasi - Peak measurement were performed at the frequencies with maximized peak emission.

3.The emission levels of other frequencies are very lower than the limit and not show in test report.
4.Final Level = Reading level + Correct Factor.
5.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
6.Margin = Measurement Level-Limit.
7.The test data shows only the worst case TX 802.11n40 - 2422MHz.
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1GHz~25GHz
802.11b
o | s | e e | | e | ki | i | v | o
BV MHz) | @Buv) | @B) | @B) | (@B) | (dBuvim) (d?n‘;w @) | Type
Low Channel:2412MHz
V | 482400 | 5386 | 3055 | 577 | 2466 53.74 | 7400 | 2026 | PK
V | 482400 | 4383 | 3055 | 577 | 2466 4371 | 5400 | 1029 | AV
V | 723600 | 5140 | 3033 | 632 | 2455 5194 | 7400 | 2206 | PK
V | 723600 | 4386 | 3033 | 632 | 2455 4440 | 5400 | 960 | AV
V | 964800 | 5152 | 3085 | 7.45 | 2469 5281 | 7400 | 2119 | PK
V | 964800 | 4389 | 3085 | 7.45 | 2469 4518 | 5400 | 882 | AV
V | 1206000 | 5216 | 3102 | 899 | 2557 5570 | 7400 | -1830 | PK
V| 1206000 | 4337 | 3102 | 899 | 2557 4691 | 5400 | -7.09 | AV
H | 482400 | 5380 | 3055 | 577 | 2466 5368 | 7400 | 2032 | PK
H | 482400 | 4383 | 3055 | 577 | 2466 4371 | 5400 | 1029 | AV
H | 723600 | 5263 | 3033 | 632 | 2455 5317 | 7400 | 2083 | PK
H | 723600 | 4357 | 3033 | 632 | 2455 4411 | 5400 | 989 | AV
H | 964800 | 5067 | 3085 | 745 | 2469 5196 | 7400 | 2204 | PK
H | 964800 | 4338 | 3085 | 745 | 2469 4467 | 5400 | 933 | AV
H | 1206000 | 5230 | 3102 | 899 | 2557 5584 | 7400 | -18.16 | PK
H | 1206000 | 4329 | 3102 | 899 | 2557 46.83 | 5400 | 717 | AV
| Py | S P | Gl | s | S | i | v | o
BV i) | @Buv) | @B) | @B) | (@B) | (dBuvim) (d?n“)w @B) | Type
Middle Channel:2437MHz
V | 487400 | 5410 | 3055 | 577 | 2466 5398 | 7400 | 2002 | PK
V | 487400 | 4379 | 3055 | 577 | 2466 4367 | 5400 | 1033 | AV
V | 731100 | 5186 | 3033 | 632 | 2455 5240 | 7400 | 2160 | PK
V | 731100 | 4355 | 3033 | 632 | 2455 4409 | 5400 | 991 | AV
V | 974800 | 5073 | 3085 | 7.45 | 2469 5202 | 7400 | 2198 | PK
V | 974800 | 4380 | 3085 | 7.45 | 2469 4509 | 5400 | 891 | AV
V | 1218500 | 5112 | 3102 | 899 | 2557 5466 | 7400 | 1934 | PK
V| 1218500 | 4301 | 3102 | 899 | 2557 4655 | 5400 | 745 | AV
H | 487400 | 5092 | 3055 | 577 | 2466 50.80 | 7400 | 2320 | PK
H | 487400 | 4312 | 3055 | 577 | 2466 4300 | 5400 | -11.00 | AV
H | 731100 | 5235 | 3033 | 632 | 2455 5289 | 7400 | 2111 | PK
H | 7311.00 | 4396 | 3033 | 632 | 2455 4450 | 5400 | 950 | AV
H | 974800 | 5270 | 3085 | 745 | 2469 5399 | 7400 | 2001 | PK
H | 974800 | 4324 | 3085 | 745 | 2469 4453 | 5400 | 947 | AV
H | 1218500 | 5410 | 3102 | 899 | 2557 5764 | 7400 | -1636 | PK
H | 1218500 | 4354 | 3102 | 899 | 2557 4708 | 5400 | 692 | AV
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Frequency Mett_ar Pre-_ampli Cable | Antenna | Emission Limits Margin | Detect
Polar Reading fier Loss Factor Level or
(HV) (MHz) (dBuV) (dB) (dB) (dB) (dBuV/m) (dBmL;V/ (dB) Type
High Channel:2462MHz
Y 4924.00 52.01 30.55 5.77 24.66 51.89 74.00 -22.11 PK
Vv 4924.00 43.07 30.55 5.77 24.66 42.95 54.00 -11.05 AV
Y 7386.00 50.37 30.33 6.32 24.55 50.91 74.00 -23.09 PK
Y 7386.00 43.28 30.33 6.32 24.55 43.82 54.00 -10.18 AV
Y 9848.00 54.60 30.85 7.45 24.69 55.89 74.00 -18.11 PK
Vv 9848.00 43.42 30.85 7.45 24.69 44.71 54.00 -9.29 AV
\Y, 12310.00 54.33 31.02 8.99 25.57 57.87 74.00 -16.13 PK
\Y, 12310.00 43.56 31.02 8.99 25.57 47.10 54.00 -6.90 AV
H 4924.00 54.54 30.55 5.77 24.66 54.42 74.00 -19.58 PK
H 4924.00 43.82 30.55 5.77 24.66 43.70 54.00 -10.30 AV
H 7386.00 50.82 30.33 6.32 24.55 51.36 74.00 -22.64 PK
H 7386.00 43.28 30.33 6.32 24.55 43.82 54.00 -10.18 AV
H 9848.00 50.17 30.85 7.45 24.69 51.46 74.00 -22.54 PK
H 9848.00 43.12 30.85 7.45 24.69 44 .41 54.00 -9.59 AV
H 12310.00 52.67 31.02 8.99 25.57 56.21 74.00 -17.79 PK
H 12310.00 43.74 31.02 8.99 25.57 47.28 54.00 -6.72 AV
Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier,

Margin= Emission Level - Limit

2. If peak below the average limit, the average emission was no test.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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802.11g
o [ e [P e | s | BT | e | e [ e
BV iz | @Buv) | (@B) | @B) | (@B) | (dBuvim) (d'r?’n‘;w @B) | Type

Low Channel:2412MH
V | 482400 | 5270 | 3055 | 577 | 2466 5258 | 7400 | 2142 | PK
V | 482400 | 4359 | 3055 | 577 | 2466 4347 | 5400 | 1053 | AV
V| 723600 | 5284 | 3033 | 632 | 2455 5338 | 7400 | 2062 | PK
V | 723600 | 4323 | 3033 | 632 | 2455 4377 | 5400 | 1023 | AV
V | 9648.00 | 5045 | 30.85 | 745 | 2469 5174 | 7400 | 2226 | PK
V| 9648.00 | 4380 | 30.85 | 745 | 2469 4509 | 5400 | 891 | AV
V| 1206000 | 5246 | 3102 | 899 | 2557 56.00 | 7400 | -1800 | PK
V| 1206000 | 4381 | 3102 | 899 | 2557 4735 | 5400 | 6656 | AV
H | 482400 | 5110 | 3055 | 577 | 2466 5098 | 7400 | 2302 | PK
H | 482400 | 4301 | 3055 | 577 | 2466 4289 | 5400 | -11.11 | AV
H | 7236.00 | 5476 | 3033 | 632 | 2455 5530 | 7400 | -18.70 | PK
H | 7236.00 | 4343 | 3033 | 632 | 2455 4397 | 5400 | -1003 | AV
H | 964800 | 5243 | 3085 | 7.45 | 24.69 5372 | 7400 | 2028 | PK
H | 964800 | 4372 | 3085 | 7.45 | 2469 4501 | 5400 | 899 | AV
H | 12060.00 | 5435 | 3102 | 899 | 2557 5789 | 7400 | -1611 | PK
H | 12060.00 | 4395 | 31.02 | 899 | 2557 4749 | 5400 | 651 | AV
o || i | Pz | e | s | £ | L | i [ e
BN iz | @Buv) | @B) | @B) | (@B) | (dBuvim) (di‘;\” @B) | Type
Middle Channel:2437MHz

V | 487400 | 5375 | 3055 | 577 | 2466 5363 | 7400 | 2037 | PK
V| 487400 | 4313 | 3055 | 577 | 2466 4301 | 5400 | 1099 | AV
V| 7311.00 | 5081 | 3033 | 632 | 2455 5135 | 7400 | 2265 | PK
V | 7311.00 | 4344 | 3033 | 632 | 2455 4398 | 5400 | -10.02 | AV
V | 974800 | 5456 | 3085 | 745 | 2469 5585 | 7400 | -1815 | PK
V | 974800 | 4390 | 3085 | 745 | 2469 4519 | 5400 | 881 | AV
V | 1218500 | 5443 | 3102 | 899 | 2557 5797 | 7400 | -1603 | PK
V| 1218500 | 4319 | 3102 | 899 | 2557 4673 | 5400 | 727 | AV
H | 487400 | 5182 | 3055 | 577 | 24.66 5170 | 7400 | 2230 | PK
H | 487400 | 4324 | 3055 | 577 | 2466 4312 | 5400 | 1088 | AV
H | 7311.00 | 5137 | 3033 | 632 | 2455 51.01 | 7400 | 2209 | PK
H | 731100 | 4305 | 3033 | 632 | 2455 4359 | 5400 | 1041 | AV
H | 974800 | 5332 | 30.85 | 7.45 | 24.69 5461 | 7400 | -1939 | PK
H | 974800 | 4367 | 30.85 | 7.45 | 24.69 4496 | 5400 | 904 | AV
H | 1218500 | 5333 | 3102 | 899 | 2557 56.87 | 7400 | -1713 | PK
H | 1218500 | 4352 | 3102 | 899 | 2557 47.06 | 5400 | 694 | AV
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Frequency Mett_ar Prg-_ampl Cable | Antenna | Emission Limits Margin | Detect
Polar Reading ifier Loss Factor Level or
BT Mz | @Buv) | @) | @) | @B) | (dBuvim) (dBmL;V/ dB) | Type
High Channel:2462MHz
\Y, 4924.00 51.81 30.55 5.77 24.66 51.69 74.00 -22.31 PK
Y 4924.00 43.04 30.55 5.77 24.66 42.92 54.00 -11.08 AV
\Y 7386.00 53.44 30.33 6.32 24.55 53.98 74.00 -20.02 PK
\Y 7386.00 43.32 30.33 6.32 24.55 43.86 54.00 -10.14 AV
\Y 9848.00 53.19 30.85 7.45 24.69 54.48 74.00 -19.52 PK
\Y 9848.00 43.24 30.85 7.45 24.69 44.53 54.00 -9.47 AV
\Y 12310.00 53.97 31.02 8.99 2557 57.51 74.00 -16.49 PK
\Y 12310.00 43.71 31.02 8.99 25.57 47.25 54.00 -6.75 AV
H 4924.00 52.27 30.55 5.77 24.66 52.15 74.00 -21.85 PK
H 4924.00 43.12 30.55 5.77 24.66 43.00 54.00 -11.00 AV
H 7386.00 53.00 30.33 6.32 24.55 53.54 74.00 -20.46 PK
H 7386.00 43.95 30.33 6.32 24 .55 44 .49 54.00 -9.51 AV
H 9848.00 52.12 30.85 7.45 24.69 53.41 74.00 -20.59 PK
H 9848.00 43.36 30.85 7.45 24.69 44.65 54.00 -9.35 AV
H 12310.00 52.69 31.02 8.99 25.57 56.23 74.00 -17.77 PK
H 12310.00 43.45 31.02 8.99 25.57 46.99 54.00 -7.01 AV
Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-ampilifier,

Margin= Emission Level - Limit

2. If peak below the average limit, the average emission was no test.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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802.11n20
| P | i [P | Gt | s | S0 [ i | o | ot
BT hzy | @euv) | @B) | @) | (@B) | (dBuvIm) (dBmL;V/ @B) | Type

Low Channel:2412MHz
V| 482400 | 5330 | 3055 | 577 | 2466 5318 | 7400 | 2082 | PK
V | 482400 | 4305 | 3055 | 577 | 2466 | 4293 | 5400 | -11.07 | AV
V| 7236.00 | 5003 | 3033 | 632 | 2455 5057 | 7400 | 2343 | PK
V| 723600 | 4323 | 3033 | 632 | 2455 | 4377 | 5400 | -1023 | AV
V | 964800 | 5325 | 3085 | 745 | 24.69 5454 | 7400 | -1946 | PK
V | 964800 | 4302 | 3085 | 745 | 2469 | 4431 | 5400 | -969 | AV
V| 1206000 | 5242 | 3102 | 899 | 2557 5596 | 7400 | -1804 | PK
V| 1206000 | 4382 | 3102 | 899 | 2557 | 4736 | 5400 | -664 | AV
H | 482400 | 5082 | 30556 | 577 | 2466 5070 | 7400 | 2330 | PK
H | 482400 | 4337 | 30556 | 577 | 2466 | 4325 | 5400 | -1075 | AV
H | 723600 | 5153 | 3033 | 632 | 2455 5207 | 7400 | 2193 | PK
H | 723600 | 4332 | 3033 | 632 | 2455 | 4386 | 5400 | -1014 | AV
H | 964800 | 5016 | 3085 | 745 | 24.69 5145 | 7400 | 2255 | PK
H | 9648.00 | 4313 | 3085 | 745 | 2469 | 4442 | 5400 | -958 | AV
H | 1206000 | 5298 | 3102 | 899 | 2557 5652 | 7400 | -17.48 | PK
H | 12060.00 | 4314 | 3102 | 899 | 2557 | 4668 | 5400 | -732 | AV
| P | i [P | e | s | S0 [ i [ o | o
BT hzy | @euv) | @) | @) | (@B) | (dBuvIm) (di‘;w dB) | Type
Middle Channel:2437MHz

V | 487400 | 5359 | 3055 | 577 | 2466 5347 | 7400 | 2053 | PK
V | 487400 | 4390 | 3055 | 577 | 2466 | 4378 | 5400 | -1022 | AV
V| 7311.00 | 5250 | 3033 | 632 | 2455 5304 | 7400 | 2096 | PK
V | 7311.00 | 4372 | 3033 | 632 | 2455 | 4426 | 5400 | -974 | AV
V | 974800 | 5306 | 3085 | 745 | 24.69 5435 | 7400 | -1965 | PK
V | 974800 | 4367 | 3085 | 745 | 2469 | 4496 | 5400 | -904 | AV
V| 1218500 | 5279 | 31.02 | 899 | 2557 5633 | 7400 | -17.67 | PK
V | 1218500 | 4311 | 3102 | 899 | 2557 | 4665 | 5400 | -7.35 | AV
H | 487400 | 5282 | 3055 | 577 | 24.66 5270 | 7400 | 2130 | PK
H | 487400 | 4316 | 3055 | 577 | 2466 | 4304 | 5400 | -1096 | AV
H | 7311.00 | 5360 | 3033 | 632 | 2455 5414 | 7400 | -1986 | PK
H | 731100 | 4339 | 3033 | 632 | 2455 | 4393 | 5400 | -1007 | AV
H | 974800 | 5245 | 3085 | 745 | 24.69 5374 | 7400 | 2026 | PK
H | 974800 | 4303 | 3085 | 745 | 2469 | 4432 | 5400 | -968 | AV
H | 1218500 | 5383 | 3102 | 899 | 2557 5737 | 7400 | -1663 | PK
H | 1218500 | 4358 | 3102 | 899 | 2557 | 4712 | 5400 | -688 | AV
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Frequency Mett_ar Prg-_ampl Cable | Antenna | Emission Limits Margin | Detect
Polar Reading ifier Loss Factor Level or
BT MHz) | @Buv) | @) | @) | @B) | (dBuvim) (dBmL;V/ @B) | Type
High Channel:2462MHz
\Y, 4924.00 53.50 30.55 5.77 24.66 53.38 74.00 -20.62 PK
\Y, 4924.00 43.21 30.55 5.77 24.66 43.09 54.00 -10.91 AV
\Y, 7386.00 52.89 30.33 6.32 24.55 53.43 74.00 -20.57 PK
\Y 7386.00 43.73 30.33 6.32 24.55 44.27 54.00 -9.73 AV
\Y 9848.00 52.75 30.85 7.45 24.69 54.04 74.00 -19.96 PK
\Y 9848.00 43.07 30.85 7.45 24.69 44.36 54.00 -9.64 AV
\Y 12310.00 53.60 31.02 8.99 25.57 57.14 74.00 -16.86 PK
\Y 12310.00 43.81 31.02 8.99 25.57 47.35 54.00 -6.65 AV
H 4924.00 54.63 30.55 5.77 24.66 54.51 74.00 -19.49 PK
H 4924.00 43.11 30.55 5.77 24.66 42.99 54.00 -11.01 AV
H 7386.00 50.04 30.33 6.32 24 .55 50.58 74.00 -23.42 PK
H 7386.00 43.21 30.33 6.32 24 .55 43.75 54.00 -10.25 AV
H 9848.00 51.30 30.85 7.45 24.69 52.59 74.00 -21.41 PK
H 9848.00 43.14 30.85 7.45 24.69 44 .43 54.00 -9.57 AV
H 12310.00 52.26 31.02 8.99 2557 55.80 74.00 -18.20 PK
H 12310.00 43.37 31.02 8.99 2557 46.91 54.00 -7.09 AV
Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier,

Margin= Emission Level - Limit

2. If peak below the average limit, the average emission was no test.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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802.11n40

B Mhz) | @uv) | @) | @) | @B) | (@Buvim) | @BV | (4p T;):;e
m)
Low Channel:2422MHz
V| 484400 | 5081 | 3055 | 577 | 24.66 5069 | 7400 | 2331 | PK
V| 484400 | 4321 | 3055 | 577 | 2466 | 4309 | 5400 | -1091 | AV
V| 726600 | 5093 | 3033 | 632 | 2455 5147 | 7400 | 2253 | PK
V| 726600 | 4372 | 3033 | 632 | 2455 | 4426 | 5400 | -9.74 | AV
V| 9688.00 | 5226 | 30.85 | 7.45 | 2469 5355 | 7400 | 2045 | PK
V| 9688.00 | 4332 | 3085 | 7.45 | 2469 | 4461 | 5400 | -939 | AV
V| 1211000 | 5001 | 3102 | 899 | 2557 5355 | 7400 | 2045 | PK
V| 1211000 | 4375 | 3102 | 899 | 2557 | 4729 | 5400 | -671 | AV
H | 484400 | 5368 | 3055 | 577 | 24.66 5356 | 7400 | 2044 | PK
H | 484400 | 4359 | 3055 | 577 | 2466 | 4347 | 5400 | -1053 | AV
H | 726600 | 5220 | 3033 | 632 | 2455 5274 | 7400 | 2126 | PK
H | 726600 | 4351 | 3033 | 632 | 2455 | 4405 | 5400 | -9.95 | AV
H | 968800 | 5086 | 3085 | 7.45 | 2469 5215 | 7400 | 2185 | PK
H | 9688.00 | 4398 | 30.85 | 745 | 2469 | 4527 | 5400 | -873 | AV
H | 1211000 | 5130 | 3102 | 899 | 2557 5484 | 7400 | -1916 | PK
H | 1211000 | 4314 | 3102 | 899 | 2557 | 4668 | 5400 | -732 | AV
BT Mhz) | @Buv) | @) | @) | @B) | (@Buvim) | @BV [ (4p T;/);;e
m)
Middle Channel:2437MHz

V| 487400 | 5355 | 3055 | 577 | 2466 5343 | 7400 | 2057 | PK
V | 487400 | 4355 | 3055 | 577 | 2466 | 4343 | 5400 | -1057 | AV
V| 7311.00 | 5322 | 3033 | 632 | 2455 5376 | 7400 | 2024 | PK
V| 7311.00 | 4337 | 3033 | 632 | 2455 | 4391 | 5400 | -1009 | AV
V| 974800 | 5494 | 3085 | 745 | 2469 5623 | 7400 | -17.77 | PK
V| 974800 | 4386 | 3085 | 745 | 2469 | 4515 | 5400 | -885 | AV
V| 1218500 | 5268 | 3102 | 899 | 2557 5622 | 7400 | -17.78 | PK
V| 1218500 | 4368 | 3102 | 899 | 2557 | 4722 | 5400 | -678 | AV
H | 487400 | 5077 | 3055 | 577 | 2466 5065 | 7400 | 2335 | PK
H | 487400 | 4362 | 3055 | 577 | 2466 | 4350 | 5400 | -1050 | AV
H | 7311.00 | 5130 | 3033 | 632 | 2455 5184 | 7400 | 2216 | PK
H | 731100 | 4393 | 3033 | 632 | 2455 | 4447 | 5400 | 953 | AV
H | 974800 | 5029 | 3085 | 7.45 | 2469 5158 | 7400 | 2242 | PK
H | 9748.00 | 4330 | 3085 | 745 | 2469 | 4459 | 5400 | -941 | AV
H | 1218500 | 5020 | 3102 | 899 | 2557 5374 | 7400 | 2026 | PK
H | 1218500 | 4372 | 3102 | 899 | 2557 | 4726 | 5400 | -674 | AV
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Frequency Met(_ar Prg-_amp Cable | Antenna | Emission Limits Margin | Detect
Polar Reading lifier Loss Factor Level or
BT iz | @Buv) | @) | @) | @B | (dBuvim) (dBmL;V/ @B) | Type
High Channel:2452MHz
\Y 4904.00 52.63 30.55 5.77 24.66 52.51 74.00 -21.49 PK
\Y 4904.00 43.40 30.55 5.77 24.66 43.28 54.00 -10.72 AV
\ 7356.00 51.01 30.33 6.32 24.55 51.55 74.00 -22.45 PK
\Y 7356.00 43.69 30.33 6.32 24.55 44.23 54.00 -9.77 AV
\Y 9808.00 50.33 30.85 7.45 24.69 51.62 74.00 -22.38 PK
\Y 9808.00 43.30 30.85 7.45 24.69 44 .59 54.00 -9.41 AV
\Y, 12260.00 54.80 31.02 8.99 25.57 58.34 74.00 -15.66 PK
\Y, 12260.00 43.86 31.02 8.99 25.57 47.40 54.00 -6.60 AV
H 4904.00 54.22 30.55 5.77 24.66 54.10 74.00 -19.90 PK
H 4904.00 43.72 30.55 5.77 24.66 43.60 54.00 -10.40 AV
H 7356.00 50.72 30.33 6.32 24 .55 51.26 74.00 -22.74 PK
H 7356.00 43.79 30.33 6.32 24 .55 44 .33 54.00 -9.67 AV
H 9808.00 52.47 30.85 7.45 24.69 53.76 74.00 -20.24 PK
H 9808.00 43.80 30.85 7.45 24.69 45.09 54.00 -8.91 AV
H 12260.00 50.81 31.02 8.99 25.57 54.35 74.00 -19.65 PK
H 12260.00 43.29 31.02 8.99 25.57 46.83 54.00 =717 AV
Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier,

Margin= Emission Level - Limit

2. If peak below the average limit, the average emission was no test.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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5. RADIATED BAND EMISSIONMEASUREMENT

5.1 TEST REQUIREMENT

Test Requirement: FCC Part15 C Section 15.209 and 15.205 and 15.247(d)

Test Method: ANSI C63.10:2020

All of the restrict bands were tested, only the worst band’s (2310MHz to

Test Frequency Range:
2500MHz) data was showed.

Test site: Measurement Distance: 3m
Frequency Detector RBW VBW Value
Receiver setup: Above Peak 1MHz 3MHz Peak
1GHz Average 1MHz 3MHz Average

LIMITS OF RADIATED EMISSION MEASUREMENT (Above 1000MHz)

Frequency Class B (dBuV/m) (at 3M)
(MHz) Peak Average
Above 1000 74 54
Notes:

(1) The limit for radiated test was performed according to FCC PART 15C.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uvV/m).

Spectrum Parameter Setting

Attenuation Auto

Start Frequency 2310MHz

Stop Frequency 2500MHz

RB / VB (emission in restricted band) 1 MHz / 3 MHz for Peak, 1 MHz / 3MHz for Average

5.2 TEST PROCEDURE
Above 1GHz test procedure as below:

a. 1. The EUT was placed on the top of a rotating table 1.5 meters above the ground at a 3 meter camber.
The table was rotated 360 degrees to determine the position of the highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set to
make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned
to heights from 1 meter to 4 meters and the rota table was turned from 0 degrees to 360 degrees to find
the maximum reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum Hold
Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing could
be stopped and the peak values of the EUT would be reported. Otherwise the emissions that did not
have 10dBmargin would be re-tested one by one using peak, quasi-peak or average method as
specified and then reported in a data sheet.

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 28 of 63


mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report NO.: DLE-251106011R
g. Test the EUT in the lowest channel, the Highest channel

Note:

Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

5.3 DEVIATION FROM TEST STANDARD
No deviation

5.4 TEST SETUP

Radiated Emission Test-Up Frequency Above 1GHz

Ant.feed !

point {
4 8m ——» )
=

1-4m

Ground Plane

5.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.
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5.6 TEST RESULT
Polar | Frequency Metgr Pre-- Cable | Antenna | Emission | Limit Margin Dete
(HIV) (MHz) Reading | amplifier | Loss | Factor level (dBu (dB) ctor | Result
(dBuV) (dB) (dB) | (dB/m) | (dBuV/m) | V/m) Type
LowChannel 2412MHz
H 2310.00 54.06 30.22 4.85 23.98 52.67 74.00 | -21.33 PK PASS
H 2310.00 44.35 30.22 4.85 23.98 42.96 54.00 | -11.04 | AV PASS
H 2350.00 53.92 30.22 4.85 23.98 52.53 74.00 | -21.47 PK PASS
H 2350.00 44 14 30.22 4.85 23.98 42.75 54.00 | -11.25 | AV PASS
H 2390.00 53.41 30.22 4.85 23.98 52.02 74.00 | -21.98 PK PASS
H 2390.00 44 .54 30.22 4.85 23.98 43.15 54.00 | -10.85 | AV PASS
\Y 2310.00 53.33 30.22 4.85 23.98 51.94 74.00 | -22.06 PK PASS
\Y 2310.00 4443 30.22 4.85 23.98 43.04 54.00 | -10.96 | AV PASS
\ 2350.00 53.41 30.22 4.85 23.98 52.02 74.00 | -21.98 PK PASS
\Y 2350.00 44.25 30.22 4.85 23.98 42.86 54.00 | -11.14 | AV PASS
\ 2390.00 54.87 30.22 4.85 23.98 53.48 74.00 | -20.52 PK PASS
\ 2390.00 44.04 30.22 4.85 23.98 42.65 54.00 | -11.35 | AV PASS
Ao HighChannel 2462MHz
H 2483.50 54.56 30.22 4.85 23.98 53.17 74.00 | -20.83 PK PASS
H 2483.50 4418 30.22 4.85 23.98 42.79 54.00 | -11.21 AV PASS
H 2490.00 54.93 30.22 4.85 23.98 53.54 74.00 | -20.46 PK PASS
H 2490.00 44.00 30.22 4.85 23.98 42.61 54.00 | -11.39 | AV PASS
H 2500.00 53.23 30.22 4.85 23.98 51.84 74.00 | -22.16 PK PASS
H 2500.00 44.87 30.22 4.85 23.98 43.48 54.00 | -10.52 | AV PASS
\Y 2483.50 54.62 30.22 4.85 23.98 53.23 74.00 | -20.77 PK PASS
\Y 2483.50 44.40 30.22 4.85 23.98 43.01 54.00 | -10.99 | AV PASS
Vv 2490.00 53.52 30.22 4.85 23.98 52.13 74.00 | -21.87 PK PASS
\Y 2490.00 44.61 30.22 4.85 23.98 43.22 54.00 | -10.78 | AV PASS
\ 2500.00 53.46 30.22 4.85 23.98 52.07 74.00 | -21.93 PK PASS
Vv 2500.00 44.52 30.22 4.85 23.98 43.13 54.00 | -10.87 | AV PASS
Remark:

Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier, Margin= Emission Level - Limit
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Polar | Frequency Mett_ar Prg-_ Cable | Antenna | Emission | Limit Margin Dete
(HIV) (MHz) Reading | amplifier | Loss Factor level (dBu (dB) ctor | Result
(dBuV) (dB) (dB) (dB/m) | (dBuV/m) | V/m) Type
LowChannel 2412MHz
H 2310.00 53.94 30.22 4.85 23.98 52.55 74.00 | -21.45 PK PASS
H 2310.00 44.67 30.22 4.85 23.98 43.28 54.00 | -10.72 AV PASS
H 2350.00 54.21 30.22 4.85 23.98 52.82 74.00 | -21.18 PK PASS
H 2350.00 44.55 30.22 4.85 23.98 43.16 54.00 | -10.84 AV PASS
H 2390.00 54.70 30.22 4.85 23.98 53.31 74.00 | -20.69 PK PASS
H 2390.00 44.80 30.22 4.85 23.98 43.41 54.00 | -10.59 AV PASS
\Y 2310.00 53.63 30.22 4.85 23.98 52.24 74.00 | -21.76 PK PASS
\Y 2350.00 44.69 30.22 4.85 23.98 43.30 54.00 | -10.70 AV PASS
\Y 2350.00 53.68 30.22 4.85 23.98 52.29 74.00 | -21.71 PK PASS
\Y 2310.00 44.24 30.22 4.85 23.98 42.85 54.00 | -11.15 AV PASS
Y, 2390.00 54.65 30.22 4.85 23.98 53.26 74.00 | -20.74 PK PASS
\Y 2390.00 44.18 30.22 4.85 23.98 42.79 54.00 | -11.21 AV PASS
%02.119 High Channel 2462MHz
H 2483.50 53.33 30.22 4.85 23.98 51.94 74.00 | -22.06 PK PASS
H 2483.50 44.57 30.22 4.85 23.98 43.18 54.00 | -10.82 AV PASS
H 2490.00 54.52 30.22 4.85 23.98 53.13 74.00 | -20.87 PK PASS
H 2490.00 44.70 30.22 4.85 23.98 43.31 54.00 | -10.69 AV PASS
H 2500.00 54.86 30.22 4.85 23.98 53.47 74.00 | -20.53 PK PASS
H 2500.00 44.42 30.22 4.85 23.98 43.03 54.00 | -10.97 AV PASS
\ 2483.50 54.74 30.22 4.85 23.98 53.35 74.00 | -20.65 PK PASS
\Y 2483.50 44.89 30.22 4.85 23.98 43.50 54.00 | -10.50 AV PASS
\ 2490.00 53.18 30.22 4.85 23.98 51.79 74.00 | -22.21 PK PASS
\ 2490.00 44.58 30.22 4.85 23.98 43.19 54.00 | -10.81 AV PASS
\ 2500.00 54.86 30.22 4.85 23.98 53.47 74.00 | -20.53 PK PASS
\ 2500.00 44.78 30.22 4.85 23.98 43.39 54.00 | -10.61 AV PASS
Remark:

Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier, Margin= Emission Level - Limit
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Meter Pre- Cable | Antenna | Emission | Limit Marain Dete
Reading | amplifier | Loss | Factor level (dBu ( ng) ctor | Result
(dBuV) (dB) (dB) (dB/m) | (dBuV/m) | V/m) Type

Polar | Frequency
(H/V) (MHz)

LowChannel 2412MHz

2310.00 53.36 30.22 4.85 23.98 51.97 74.00 | -22.03 PK PASS

2310.00 44.24 30.22 4.85 23.98 42.85 54.00 | -11.15 AV PASS

2350.00 53.66 30.22 4.85 23.98 52.27 74.00 | -21.73 PK PASS

2350.00 44.09 30.22 4.85 23.98 42.70 54.00 | -11.30 AV PASS

2390.00 53.07 30.22 4.85 23.98 51.68 74.00 | -22.32 PK PASS

2390.00 44.22 30.22 4.85 23.98 42.83 54.00 | -11.17 AV PASS

2310.00 54.24 30.22 4.85 23.98 52.85 74.00 | -21.15 PK PASS

2310.00 44.65 30.22 4.85 23.98 43.26 54.00 | -10.74 AV PASS

2350.00 54.36 30.22 4.85 23.98 52.97 74.00 | -21.03 PK PASS

2350.00 44.19 30.22 4.85 23.98 42.80 54.00 | -11.20 AV PASS

2390.00 53.10 30.22 4.85 23.98 51.71 74.00 | -22.29 PK PASS

I < I << [<[<K<|T|T|T|T|T|XT

802.11 2390.00 44.55 30.22 4.85 23.98 43.16 54.00 | -10.84 AV PASS

n20 HighChannel 2462MHz

2483.50 54.03 30.22 4.85 23.98 52.64 74.00 | -21.36 PK PASS

2483.50 44.54 30.22 4.85 23.98 43.15 54.00 | -10.85 AV PASS

2490.00 54.70 30.22 4.85 23.98 53.31 74.00 | -20.69 PK PASS

2490.00 44.27 30.22 4.85 23.98 42.88 54.00 | -11.12 AV PASS

2500.00 54.54 30.22 4.85 23.98 53.15 74.00 | -20.85 PK PASS

2500.00 44.20 30.22 4.85 23.98 42.81 54.00 | -11.19 AV PASS

2483.50 54.45 30.22 4.85 23.98 53.06 74.00 | -20.94 PK PASS

2483.50 44.35 30.22 4.85 23.98 42.96 54.00 | -11.04 AV PASS

2490.00 54.50 30.22 4.85 23.98 53.11 74.00 | -20.89 PK PASS

2490.00 44.26 30.22 4.85 23.98 42.87 54.00 | -11.13 AV PASS

2500.00 53.61 30.22 4.85 23.98 52.22 74.00 | -21.78 PK PASS

I < | <[ <[K<|<K<|T|T|T|XT|XT|XT

2500.00 44.42 30.22 4.85 23.98 43.03 54.00 | -10.97 AV PASS

Remark:
Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier, Margin= Emission Level - Limit
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Meter Pre- Cable | Antenna | Emission | Limit Marain Dete
Reading | amplifier | Loss | Factor level (dBu ( ng) ctor | Result
(dBuV) (dB) (dB) (dB/m) | (dBuV/m) | V/m) Type

Polar | Frequency
(H/V) (MHz)

LowChannel 2422MHz

2310.00 53.11 30.22 4.85 23.98 51.72 74.00 | -22.28 PK PASS

2310.00 44.80 30.22 4.85 23.98 43.41 54.00 | -10.59 AV PASS

2350.00 53.78 30.22 4.85 23.98 52.39 74.00 | -21.61 PK PASS

2350.00 44.25 30.22 4.85 23.98 42.86 54.00 | -11.14 AV PASS

2390.00 54.21 30.22 4.85 23.98 52.82 74.00 | -21.18 PK PASS

2390.00 44.38 30.22 4.85 23.98 42.99 54.00 | -11.01 AV PASS

2310.00 54.24 30.22 4.85 23.98 52.85 74.00 | -21.15 PK PASS

2310.00 44.80 30.22 4.85 23.98 43.41 54.00 | -10.59 AV PASS

2350.00 53.27 30.22 4.85 23.98 51.88 74.00 | -22.12 PK PASS

2350.00 44.72 30.22 4.85 23.98 43.33 54.00 | -10.67 AV PASS

2390.00 54.30 30.22 4.85 23.98 52.91 74.00 | -21.09 PK PASS

I < I << [<[<K<|T|T|T|T|T|XT

802.11 2390.00 44.97 30.22 4.85 23.98 43.58 54.00 | -10.42 AV PASS

n40 High Channel 2452MHz

2483.50 53.85 30.22 4.85 23.98 52.46 74.00 | -21.54 PK PASS

2483.50 44.25 30.22 4.85 23.98 42.86 54.00 | -11.14 AV PASS

2490.00 53.72 30.22 4.85 23.98 52.33 74.00 | -21.67 PK PASS

2490.00 44.49 30.22 4.85 23.98 43.10 54.00 | -10.90 AV PASS

2500.00 53.60 30.22 4.85 23.98 52.21 74.00 | -21.79 PK PASS

2500.00 44.63 30.22 4.85 23.98 43.24 54.00 | -10.76 AV PASS

2483.50 54.65 30.22 4.85 23.98 53.26 74.00 | -20.74 PK PASS

2483.50 44.29 30.22 4.85 23.98 42.90 54.00 | -11.10 AV PASS

2490.00 53.81 30.22 4.85 23.98 52.42 74.00 | -21.58 PK PASS

2490.00 44.83 30.22 4.85 23.98 43.44 54.00 | -10.56 AV PASS

2500.00 54.67 30.22 4.85 23.98 53.28 74.00 | -20.72 PK PASS

I < | <[ <[K<|<K<|T|T|T|XT|XT|XT

2500.00 44.76 30.22 4.85 23.98 43.37 54.00 | -10.63 AV PASS

Remark:
Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier, Margin= Emission Level - Limit
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6. POWER SPECTRAL DENSITY TEST

Test Requirement:

FCC Part15 C Section 15.247 (e)

Test Method:

KDB558074 D0115.247 Meas Guidancev05r02

6.1 APPLIED PROCEDURES / LIMIT

FCC Part15 (15.247) , Subpart C

Section Test ltem Limit Frequency Range Result
(MHz)
15.247 Power Spectral Density 8dBm/3kHz 2400-2483.5 PASS
6.2 TEST PROCEDURE

. Set analyzer center frequency to DTS channel center frequency.
. Set the span to 1.5 times the DTS bandwidth.
. Set the RBW to: 3 kHz < RBW < 100 kHz.

. Set the VBW = 3 x RBW.

. Sweep time = auto couple.

. Trace mode = max hold.

. Allow trace to fully stabilize.

. Use the peak marker function to determine the maximum amplitude level within the RBW.

1
2
3
4
5. Detector = peak.
6
7
8
9
1

0. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

6.3 DEVIATION FROM STANDARD

No deviation.

6.4 TEST SETUP

EUT

RF test system

SPECTRUM

6.5 EUT OPERATION CONDITIONS

ANALYZER

The EUT tested system was configured as the statements of chapter 3, Unless otherwise a special

operating condition is specified in the follows during the testing.
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6.6 TEST RESULT
Temperature : 26°C Relative Humidity : |54%
Pressure : 101kPa Test Voltage I132C2)\5/>gOFLoZm Ndapter RC
e Frequency Power Spectral Density Limit —
(MHz) (dBm/3kHz) (dBm/3kHz)
2412 -10.955 8 PASS
802.11b 2437 -11.969 8 PASS
2462 -11.683 8 PASS
2412 -12.826 8 PASS
802.11g 2437 -12.327 8 PASS
2462 -12.460 8 PASS
2412 -12.557 8 PASS
802.11n20 2437 -12.922 8 PASS
2462 -11.847 8 PASS
2422 -13.959 8 PASS
802.11n40 2437 -14.630 8 PASS
2452 -14.544 8 PASS
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802.11b - CHO1

802.11b - CHO6

802.11b - CH11
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7. 6DB OCCUPIED BANDWIDTH

Test Requirement: FCC Part15 C Section 15.247 (a)(2)

Test Method: KDB558074 D0115.247 Meas Guidancev05r02

7.1 APPLIED PROCEDURES / LIMIT

FCC Part15 (15.247) , Subpart C

Frequency Range
Section Test ltem Limit Result
(MHz)
>= 500KHz
15.247(a)(2) Bandwidth 2400-2483.5 PASS
(6dB Occupied Bandwidth)

7.2 TEST PROCEDURE

The steps for 6dB Bandwidth are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100 kHz.

b) Set the VBW = [3 x RBWI].

c) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at the lowest frequency and
the other at the highest frequency of the envelope of the spectral display, such that each marker is at or
slightly below the “-6 dB down amplitude”. If a marker is below this “~6 dB down amplitude” value, then

it shall be as close as possible to this value.

7.3 DEVIATION FROM STANDARD

No deviation.

7.4 TEST SETUP

EUT SPECTRUM
RF test system
ANALYZER

7.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of chapter 3, Unless otherwise a special
operating condition is specified in the follows during the testing.
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7.6 TEST RESULT
Temperature : 26°C Relative Humidity : |54%
Pressure : 101kPa Test Voltage : I132Cé)\5/>gOF|[|ozm AdaptepdC
Test Mode X
Test Channel 6dB Occupied Bandwidth Limit
Test Mode Result
(MHz) (MHz) (kHz)
2412 10.24
802.11b 2437 12.03 >500 Pass
2462 12.03
2412 15.90
802.11g 2437 15.98 >500 Pass
2462 15.95
2412 17.16
802.11n20 2437 16.90 >500 Pass
2462 17.23
2422 35.34
802.11n40 2437 34.31 >500 Pass
2452 34.67
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8.PEAK OUTPUT POWER TEST

Test Requirement:

FCC Part15 C Section 15.247 (b)(3)

Test Method:

KDB558074 D0115.247 Meas Guidancev05r02

8.1 APPLIED PROCEDURES/LIMIT

FCC Part15 (15.247) , Subpart C

Frequency Range
Section Test Item Limit Result
(MHz)
15.247(b)(3) Peak Output 1 watt or 30dBm 2400-2483.5 PASS
Power
8.2 TEST PROCEDURE

a. The EUT was directly connected to the Power meter

8.3 DEVIATION FROM STANDARD

No deviation.

8.4 TEST SETUP

EUT

8.5 EUT OPERATION CONDITIONS

POWER METER

The EUT tested system was configured as the statements of chapter 3, Unless otherwise a special

operating condition is specified in the follows during the testing.
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8.6 TEST RESULT
Temperature : 26°C Relative Humidity : |54%
Pressure : 101kPa Test Voltage I132Cé)\5/>gOFLc;m AdapterdC
Test Channel Peak Output Power Limit
Test Mode Result
(MHz) (dBm) (dBm)
2412 16.803
802.11b 2437 16.710 30.00 Pass
2462 16.752
2412 17.606
802.11g 2437 17.521 30.00 Pass
2462 17.232
2412 17.595
802.11n20 2437 17.529 30.00 Pass
2462 17.234
2422 17.792
802.11n40 2437 17.577 30.00 Pass
2452 16.803
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9. CONDUCTED BAND EDGE AND SPURIOUS EMISSION

Test Requirement: FCC Part15 C Section 15.247 (d)

Test Method: KDB558074 D0115.247 Meas Guidancev05r02

9.1 APPLICABLE STANDARD

Typical regulatory requirements specify that in any 100 khz bandwidth outside of the authorized frequency
band, the power shall be attenuated according to the following conditions®°:

The maximum peak conducted output power procedure was used to determine compliance as described in
11.9.1, then the peak output power measured in any 100 kHz bandwidth outside of the authorized frequency
band shall be attenuated by at least 20 dB relative to the maximum in-band peak PSD level in 100 kHz (i.e.,
20 dBc).

9.2 TEST PROCEDURE

A. Reference level measurement, establish a reference level by using the following procedure:
a) Set instrument center frequency to DTS channel center frequency.
b) Set the span to = 1.5 times the DTS bandwidth.
c) Set the RBW = 100 kHz.
d) Set the VBW = [3 x RBW].
e) Detector = peak.
f) Sweep time = auto couple.
g) Trace mode = max hold.
h) Allow trace to fully stabilize.
i) Use the peak marker function to determine the maximum PSD level.

Note that the channel found to contain the maximum PSD level can be used to establish the reference level.

B. Emission level measurement, establish an emission level by using the following procedure:

a) Set the center frequency and span to encompass frequency range to be measured.

b) Set the RBW = 100 kHz.

c) Set the VBW 2 [3 x RBW].

d) Detector = peak.

e) Sweep time = auto couple.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.
Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding
restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report

the three highest emissions relative to the limit.
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9.3 DEVIATION FROM STANDARD

No deviation.

9.4 TEST SETUP

EUT SPECTRUM
RF test system
ANALYZER

9.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of chapter 3, Unless otherwise a special
operating condition is specified in the follows during the testing.
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9.6 TEST RESULTS

Band edge test plot as follows:

Temperature : 26°C Relative Humidity : |54%
. DC 5V From Adapter AC
Pressure : 101kPa Test Voltage 120V/60Hz
802.11b - Lowest channel
802.11b - Highest channel
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Spurious emission test plot as follows:

Test Report

802.11b
Lowest channel

Middle channel

Highest channel

30MHz ~ 26.5GHz
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Test Report
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Middle channel
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Lowest channel

Middle channel

Highest channel
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Middle channel
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10. DUTY CYCLE

Test Method: ANSI C63.10:2020

10.1 APPLIED PROCEDURES / LIMIT

10.2 DEVIATION FROM STANDARD

No deviation.

10.3 TEST SETUP

EUT SPECTRUM
RF test system
ANALYZER

10.4 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of chapter 3, Unless otherwise a special
operating condition is specified in the follows during the testing.
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10.5 TEST RESULTS
Temperature : 26°C Relative Humidity : |54%
. DC 5V From Adapter AC
Pressure : 101kPa Test Voltage 120V/60Hz
Test Frequency Duty Cycle Factor
Test Mode Result
(MHz) (%) (dB)
802.11b 2412 100 0.00 Pass
802.11g 2412 98.94 0.05 Pass
802.11n20 2412 99.71 0.01 Pass
802.11n40 2422 99.40 0.03 Pass
Note: Duty Cycle = Ton / Total * 100%;
Duty Cycle Correction Factor = 10log (1/Duty Cycle).
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Note: All channel have been tested, and the report only reflects the worst case data.
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11. ANTENNA REQUIREMENT

Standard requirement: FCC Part15 C Section 15.203 /247(c)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit so that a
broken antenna can be replaced by the user, but the use of a standard antenna jack or electrical connector is
prohibited.

15.247(c) (1)(i) requirement:

(i) Systems operating in the 2400-2483.5 MHz band that is used exclusively for fixed. Point-to-point operations
may employ transmitting antennas with directional gain greater than 6dBi provided the maximum conducted
output power of the intentional radiator is reduced by 1 dB for every 3 dB that the directional gain of the
antenna exceeds 6dBi.

EUT Antenna:

The antenna is PCB antenna, the best case gain of the antenna is 0.10dBi, reference to the appendix Il for
details.
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12. TEST SETUP PHOTO

Reference to the appendix | for details.

13. EUT CONSTRUCTIONAL DETAILS

Reference to the appendix Il for details.

XK X END OF REPORT 3% %% 3% 3% %
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