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Veil | Instant Tint Changing Sunglasses

Welcome Note

Unveil Your Style

Meet Veil—where sophisticated technology meets effortless style. Our
advanced liquid crystal technology adapts seamlessly to your environment,
transitioning from crystal clarity to elegant shade at your command. Veil delivers
the perfect balance of innovation and refinement, elevating both your vision and
your style.

Please register your product at chamelo.com/register and reach out any time at
hello@chamelo.com for support or feedback.

What'’s in the Box?
1. Veil 4. Cleaning Cloth
2. Charging Cable 5. Manual

3. Protective Case

Quick Start Guide

Fully charge before first use.

® Open arms to power on.

Slide right temple to adjust tint.

® Store in protective case when not in use.

Features:
Bluetooth
connection

IPX4 waterproof
Polarized
N
Tint Slider
uv400
Magnetic Charging
Flexible Liquid Q
Crystal Film
Style & Fit

® Frame sits level with eyebrows

® Temple arms rest comfortably on ears
® Designed to complement most face shapes

® |f experiencing discomfort, contact customer support - never attempt

adjustments yourself

Operation

e Power
O Open arms to power on (green light appears)
O Close arms to power off (red light appears)

e Tint Control
O Slide right temple to cycle through tint levels
O Range: 37% to 8% transmittance
O Only adjust while stationary, never while driving or operating

machinery



Charging

1. Connect charging cable to power source
2. Align magnetic Pogo Pin with charging tip
3. Indicators:

O Red: Charging

O Green: Fully Charged

O Flashing Red: Low Battery
4. Disconnect when fully charged
5. Charge within 0°C-35°C (32°F-95°F)
6. Do not charge for more than 12 hours

Product Specifications

Frame: High-strength TR-90 and alloy materials
Lens: TAC + flexible liquid crystal film, polarized
Water Resistance: IPX4 rated (splash, rain, and sweat-proof but not fully
waterproof)
Battery: 22 mAh polymer battery
Battery Life: Up to 18 hours of tint adjustments
Charging Time: 80% in 80 minutes
Measurements:

O Arm Length:138.6 mm

O Temple Width: 140 mm

O Frame Height: 54.4 mm
UV Protection: 100% UVA/UVB at all tint levels
Storage Temperature: -20°C to 45°C (-4°F to 113°F)

Care and Maintenance

Use included microfiber cloth for cleaning

For deeper cleaning, lightly dampen a soft cloth with water
before cleaning or use a Chamelo Cleaning Kit

Wipe gently in one direction—avoid circular motions
Store in protective case

Avoid extreme temperatures

Keep away from direct sunlight when not in use

Important Safety Warnings

DO NOT attempt to bend or modify the temple arms
DO NOT dismantle or attempt repairs

DO NOT submerge in any liquid

Keep away from harsh chemicals

Avoid extended sun exposure when not in use

DO NOT pull on hinges or squeeze temples excessively

Warranty

1-year limited warranty covers defects in materials and workmanship

Warranty does not cover improper use, accidents, or
unauthorized modifications

e Contact hello@chamelo.com for support

Warning:

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection

against harmfulinterference in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if notinstalled and used in accordancewith the instructions, may cause

harmful interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to radio or television

reception, which can be determined by turning the equipment off and on, the user is encouraged to try

to correct the interference by one or more of the followingmeasures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.

Warning: changes or modifications not expressly approved by the party responsible for compliance

could void the user"s authority to operate the equipment

The devices has been evaluated to meet general RF exposure requirement, the device can

be used in portable exposure condition without restriction
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