
SPECIFICATION FOR APPROVAL

客户名称（CUSTOMER):Shenzhen Hasmine Technology Co., Ltd

客户料号（CUSTOMER P/N）: A.02.026.0058

品名（DESCRIPTION) : i30L

规格（SPECIFICATION) ：Nanocrystalline coil / 41.5/0.3 / thick add 20 * 0.8 disk for
40 + / - 1 mm / 2 8.1 UH + 5% / without glue

日期（DATE): 2025-11-110

深 圳 市 鸿 日 昇 威 科 技 有 限 公 司

HRSW ELECTRONICS CO.,LTD

ADD：深圳市龙华新区观澜环观中路 48号 1栋 2楼
2nd Floor, Building 1, No. 48, Huanguan Middle Road, Guanlan, Longhua New
District, Shenzhen City

SPECIFICATION FOR APPROVAL
1. MECHANICAL DIMENSION (UNIT:mm)

1.Add a 20*0.8MM small piece in the middle

2.The thickness of the adhesive tape removed should be within 1.2MM (1.5MM at the line exit position).

3.Add back adhesive



A B G D E H

41.5±0.5 21.5±0.5 0.3±0.2 40+2/-1 2MM-4MM 1.25MAX

2.原理图 SCHEMATICS:

START WINDING

3. WINDING：

STEP START-FINISH WIRE TYPE TURNS TAPE REMAR
K

N1 S-F 0.08*65 2UEW 11TS (Ref)
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4.ELECTRICAL SPECIFICATION:

ITEM L DCR

operating
temperature

HI-POT

TEST
Coil plus magnetic

sheet S-F

at room
temperature

COND 100KHz,0.25V AT 25℃

at room
temperature

SPEC 8.1uH±5% 70mΩ Max 0-80℃


