
RF EXPOSURE EVALUATION

FCC I D: 2A5CE-J22

According t o KDB 447498 D01 Mobile and Portable Devices RF Exposure Procedures
and Equipment Authorization Policies v06.

According t o FCC 1.1310: The c riteria l isted i n t he f ollowing t able s hall be u sed t o
evaluate t he environment i mpact of human exposure t o radio f requency(RF) Radiation as
specified i n §1.1307(b):

Routine S AR e valuation r efers t o t hat s pecifically r equired b y § 2.1093, u sing
measurements or computer simulation. When r outine SAR evaluation i s not r equired,
portable t ransmitters with output power greater t han t he applicable l ow t hreshold r equire
SAR evaluation t o qualify f or TCB approval.
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2402 -1.06 -1.06 ±1 -0.060 5 0.306 3
BLE 1M2440 -0.52 -0.52 ±1 0.480 5 0.349 3

2480 0.13 0.13 ±  1 1.130 5 0.408 3
2402 -1.12 -1.12 ±1 -0.120 5 0.302 3

BLE 2M2440 -0.58 -0.58 ±1 0.420 5 0.344 3
2480 -0.05 -0.05 ±1 0.950 5 0.392 3

Result: No Standalone SAR t est i s required.
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