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Manuale della
Tastiera Bluetooth

Pacchetto Incluso: Manuale diistruzioni * 1
Cavo diricarica microUSB * 1

Tastiera Bluetooth italiana * 1
Cartadigaranzia*1

Specifiche del prodotto

Interfaccia Bluetooth standard
Tensione di funzionamento: 3.7 V

Corrente di standby: < 0, 3mA
Corrente di sonno: < 40uA
Corrente di carica: > 200mA

. Tempo di attesa: > 130 giorni
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Corrente di funzionamento: < 2.5 mA

9. Tempo di ricarica: 2-3 ore

Distanza di funzionamento: 10 metri (33 piedi)  10. Capacita della batteria al litio: 220mAh

11. Tempo di lavoro sostenibile: > 90 ore

12. Durata della batteria al litio: 3 anni

13. Forza chiave: 80 +/-10 g

14. Vita chiave: 5 milioni di colpi

15. Temperatura di funzionamento: - 10 °C - + 55 °C

CAPS - Indicatore luminoso dei CAPS: si accende quando si applicano i CAPS
i i : La luce lampeggia quando viene premuto il
pulsante "Connect" e si trova in uno stato di accoppiamento automatico, la luce
si spegne dopo che la tastiera € stata collegata correttamente

OFF / ON - Interruttore di alimentazione: il controllo della accensione /
spegnimento della tastiera

Connect - TPulsante di accoppiamento Bluetooth: premere per collegare
quando la tastiera & accesa e non é collegata

Power - Indicatore di potenza: Si accende per 2 secondi quando la tastiera &
accesa, lampeggia quando il livello della batteria & basso. Si prega di caricare
in tempo

Charge - Indicatore di carica: si accende quando la tastiera & in carica, si
spegne quando & completamente carica

Layout della Tastiera

Descrizione della scorciatoia da tastiera Bluetooth
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Come cambiare il sistema ¢ la lingua appropriati prima di utilizzare la tastiera?

1 FN+ Android Sistema Android
2 FN+ Windows Sistema Windows
3 FN+ i0OS Sistema iOS Nota:
4 Shift+ Barra spaziatrice Car:igigrlgalizglé?o?;r il Quapdo si utilizza la tastiera,
Cambialal 0 configurarla sullo stesso
5 Control+ | Barra spaziatrice A e e sistema del dispositivo dopo
) L aver collegato Bluetooth.
Win+ Barra spaziatrice
6 Shift+ Alt Cambia la Iingua peril
sistema Windows
Control+ Shift

1) Quando la tastiera non viene utilizzata per un lungo periodo, si consiglia di spegnere la tastiera per
prolungare la durata della batteria

2) Per ottenere una maggiore durata della batteria, si consiglia di caricare la tastiera quando la spia di
alimentazione lampeggia. E meglio caricare la tastiera per almeno 2 ore

Passaggi per la connessione Bluetooth

2. Accendi e sblocca il tuo dispositivo
elettronico e vai su Impostazioni

Airplane Mode

WLAN off

1. Far scorrere l'interruttore di accensione per
accendere la tastiera, quindi premere il pulsante
di connessione

(G (@D)
CONNECT ~ OFF/ON

@ celuiar off

4. Trovail nome Bluetooth come "
Bluetooth Keyboard" e fai clic per

3. Vai su "Bluetooth" e attiva il Bluetooth del
tuo dispositivo per cercare
automaticamente i dispositivi vicini

connettersi
Airplane Mode R ()
B wan off A
@ celuiar off

Indicatori luminosi e istruzioni di caricamento

LED di alimentazione (blu): l'indicatore di alimentazione si illumina per 2 secondi quando & acceso
e quindi spento, e lampeggia quando la batteria & scarica

LED di ricarica (rosso): Indicatore di carica, questo LED & rosso quando la tastiera € in carica, si
spegne quando la tastiera & completamente carica

LED BT (blu): Indicatore Bluetooth, questo indicatore inizia a lampeggiare quando viene premuto
il pulsante di connessione, si spegne automaticamente quando la tastiera & accoppiata

Caps LED (blu): Indicatore maiuscolo: quando la tastiera € in maiuscolo, l'indicatore di maiuscolo &
acceso

« Per caricare questa tastiera, utilizzare un cavo micro USB per collegarlo al caricatore del telefono, al
caricabatterie, al caricabatterie da parete o al computer

» Quando si usa la tastiera per la prima volta, provare a caricarla per 6 ore o piu, quindi caricarla per 2
ore ogni volta che la batteria & scarica

» Quando l'indicatore di alimentazione lampeggia, indica che la batteria & scarica. Caricalo in tempo
per favore. Durante la carica, |a spia rimarra accesa finché non sara completamente carica e poi
spenta

Risoluzione dei problemi

1. Assicurarsi che l'alimentazione sia accesa
2. Assicurati che la tastiera sia a 10 metri di distanza dal dispositivo
3. Assicurati che la tastiera abbia abbastanza potenza
4. Assicurarsi che il Bluetooth sia acceso
5. Assicurati che la tastiera sia accoppiata correttamente al tuo dispositivo
6. Se la connessione tra la tastiera e il dispositivo fallisce, procedere come segue:
- Rimuovi tutti i dispositivi Bluetooth dalla cronologia sul tuo dispositivo
- Disattiva il Bluetooth sul dispositivo
- Riavvia il dispositivo e il Bluetooth
- Ricollegare la tastiera al dispositivo

Utilizzare alcol o un detergente volatile simile per pulire la tastiera

Tus282/239

Smart Keyboard
User’s Guide

Package Contents: User Manual*1 Bluetooth Keyboard*1 USB Cable*1 Service card*1

Product Descriptions

1. Bluetooth Standard Interface

2. Operating Distance: 10 meters( 33 ft)
3. Operating Voltage: 3.7 V

4. Working Current: < 2.5mA

5. Standby Current: < 0.3mA

6. Sleep Current: < 40uA

7. Charging Current: >200mA

8. Standby Time: > 130 days

9. Charging Time: 2-3 hours

10. Lithium Battery Capacity: 220mAh

11. Sustainable Working Time: >100 hours
12. Lithium Battery Life: 3 years

13. Key Strength: 80+/- 10 g

14. Key Life: 5 million stroke

15. Operating Temperature: -10°C- +55°C

Getting Started Guide

CAPS - Caps Indicator Light: Light on when caps applied
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Bluetooth Indicator Light: The light flashes when “connect” button
is pressed and it’ s in an auto-pairing status, light off after keyboard
is successfully connected( keyboard will automatically reconnected in
later use when power on)

OFF/ON - Power Switch: Control the power on/off of the keyboard
Connect - Bluetooth Pairing Key: When Keyboard is turned on and
unpaired, click this key to initiate pairing

Power - Power Indicator Light: Light on for 2 secs when keyboard is
turned on, it flashes when battery level is low. Charge it in time
Charge - Charging Indicator Light: Light on when keyboard is in
charging, light off when it s full charged

General Sets

Bluetooth Keyboard Hot Key

Q-+

Volume -/+

Brightness -/+

O Esc Q Search Ay Select All

) Copy @ Paste X Cut

e« Prev Track 4 Play/Pause > Next Track
a

Lock Screen

How to switch the appropriate system and language before using the keyboard?

1 FN+ Android Andriod System

2 FN+ Windows Windows System

3 FN+ ioS iOS System NOTE:

4 Shift + Space SW;‘:;;S%‘;?;;” When using the keyboard,

- please adjust to the same
Switch language for .

5 Ctrl+ Space i0S system system as the device after
Win+ Space connecting Bluetooth.

6 Shift + Alt Windows System
Ctrl+ Shift

Attention

1. When not in use for a long time, it' s supposed to be turned off for sake of battery life
2. To obtain longer battery life, charge the keyboard only when it need charging and ensure
2h of charging duration

Bluetooth Connection Steps

1. Right Slide the power switch to turn
on the keyboard, press connect button

2. Open and unlock your electronic
device, go to” Setting”
Airplane Mode

WLAN off
CONNECT  OFF/ON
3.Goto “Bluetooth” and enable Cellular off

Bluetooth of your device, it will

automatically search for nearby 4. Find the "Bluetooth Keyboard”

devices device, click connect

Airplane Mode Bluetooth C

B wan off
DEVICES 3,

Y cellular off
icator Lights and Charging Descriptions

Power LED (blue) : Power indicator light, it goes on for 2s when power on then goes off,
when battery level is low, it flashes
Charge LED (red) : charging indicator light, when the keyboard is in charging, this LED
lights in red ; It turns off when keyboard is full charged
BT LED (blue) : Bluetooth indicator light, when Connect button is pressed, this light
starts flashing; when keyboard is paired, it turns off automatically
Caps LED (blue) : Caps indicator light - When keyboard is in uppercase, the Caps light on

« To charge this keyboard, connect it to phone charger, power bank, wall charger or
computer device with micro USB cable

e First time to use the keyboard, do as possible to charge it 6h and up, later when
battery level is low, charge it 2h each time

*« When the power LED flashes, it indicates the battery level is low, please charge it
intime

e During charging the light will stay on, until itis full charged, it goes off

Trouble Shooting

Make sure the power is turned on

Ensure the keyboard is in range of 10 meters from your device

Make sure the keyboard has enough power

Make sure the Bluetooth is turned on

Make sure the keyboard is successfully paired to your device

If the pairing between keyboard and your device failed, do the following steps:
- Delete all the history Bluetooth devices in your device

- Shut the Bluetooth in your device

- Reboot your device and it’ s Bluetooth

- Reconnect the keyboard with your device

Use alcohol or similar volatile cleaning agent to clean the keyboard.
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This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that

interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-- Consult the dealer or an experienced radio/TV technician for help.

Warning: changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment

The devices has been evaluated to meet general RF exposure requirement, the device can be
used in portable exposure condition without estriction



