Induction
Remote Control Car

* Please read the user manual carefully before use and keep it in a
safe place for future reference.
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& Photography Edition Notes

For camera functionality, please refer to
the separate app manual and download
the software.

Follow Mode:

In addition to standard remote control functions, the remote control car features an interactive follow mode: when a hand
approaches within approximately 20 cm of the front sensor, the car will follow the hand by moving forward or backward.
Escape Mode:

In addition to standard remote control functions, the remote control car features an interactive escape mode: when a hand
approaches within approximately 20 cm above the rear sensor, the car will drive forward to get away.
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Note: Once the battery is fully charged, immediately disconnect it from the USB charging cable.
Front light on: Charging in progress; Front light off: Fully charged.

Remote Control Fu uide
Music —
Left joystick _y_, Right joystick
(Forward / Back ) i\ \/ (Turn left/ Turn right )
Mode Switch /Long \ High-low
press 3 secondi speed switching
Low-spee " "
remote control mode No functionality
(Applicable to versions
with a camera ) — Honk
N |
Power Switch One Key Demo
No functionality

Take photos/View phcto:[ ]:)Iay/Back

Video / View Video Page Down
Screen On/Off / Page Up

Port A
' LT P e o
-
=] uss charging cable
Adapter
Power outlet (Sold separately) Charging time is approximately

80 tes.

Insert the charging cable into the remote control's charging port, then connect the USB
charging cable to a computer's USB port or a USB adapter. The indicator light will illuminate
red while charging and will turn off when fully charged.

When the remote control is low on battery, it will emit a "beep" alarm sound and the red indicator light on the
remote control will flash. At this time, please stop operating the remote control as soon as possible and charge it.
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Frequency matching

First, press the power switch on the remote control vehicle, then press the power switch on the remote control.
The remote control and the vehicle will automatically pair.

Control Method

Forward / Backward

Turn left 7 Turn right




Mode Switching ( Four Modes )

1. Remote Low-Speed Mode ( For camera-equipped versions ):

Camera

(Requires purchase of the version with a camera )

For the version of the car with a camera, you need to view it from a first-person perspective on the
remote control screen. It is recommended to switch to low-speed mode. You can switch to this mode by
briefly pressing the button indicated by the arrow.

2. Remote Control High-Speed Drift Mode:

Press the button indicated by the arrow again briefly to switch to high-speed mode. Switch the remote
control car to high-speed drift mode and use the joystick on the remote to create drift effects.

3. Follow Mode:

When your hand approaches within approximately 20 cm of the front sensor on the remote control car,
the car will move forward or backward in response to your hand's movement.
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4. Escape Mode:

When your hand approaches within about 20 centimeters above the rear sensor of the remote control car,
the car will drive forward to get away.

One key Demo

After pressing the one-touch demo button, the remote control car will start moving on its own to
demonstrate its functions.

Honk / Music

A short press of the music button plays music for the remote-controlled car; a short press of the horn
button sounds the horn for the remote-controlled car.
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This device complies with part 15 of the FCC Rules. Operation
is subject to the following two conditions:

(1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including
interference that may cause undesired operation.

Class B device:
NOTE: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to part 15
of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and
can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no
guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful
interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more
of the following measures:
—Reorient or relocate the receiving antenna
—Increase the separation between the equipment and receiver.
—~Connect the equipment into an outlet on a circuit different
from that to which the receiver is connected
—Consult the dealer or an experienced radio/TV technician for
help.
Warning: Changes or modifications not expressly approved by
the party responsible for compliance could void the user’ s
authority to operate the equipment

The device has been evaluated to meet general RF exposure
requirement. The device can be used in portable exposure
condition without restriction



