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Product Parameter

Product Name: Qi2 Fan Cooling 3 in 1 Wireless Charger
Material: Zinc Alloy+ ABS+ PC

Product Size: 80*80*118mm

Product Weight: 230g

Input: 9V/3A 12V/3A

Mobile Phone Output: 15W max

Earphones: 5W max

Watch Output: 2.5W

Compatibility: Support mobile phones, earphones, and watch
that comply with the Qi Standard

Product Operating Guide

1. Please make sure the product connect to the power before
using and fast wireless charging requires PD35W or above adapter.

2. Place the phone in the mobile phone charging area and wireless
charging starts, When the wireless charging coil charging
temperature reaches 35 Celsius, the semiconductor chilling plate
works and cooling fan rotates. When the mobile phone full
charged or removed, these miconductor chilling plate and cooling
fan stops working.

3. When charging the Watch, place the Watch falt in the charging
area to start charging.

4. When charging the earphones, place theearphones flat in the
charging area to start charging.

5. Itis recommended to use phone case less than 2mm thick.
The product cools the phone backside surface, too thickness
phone case will affect the cooling effect.

Special Note:

1. For optimal charging, please use the above 35W USB-C PD
wall charger. This item certified by Qi2, requires iPhone software
update into i0S 17.2 or higher.

2. IF you use a protective shell, please use the mobile phone
protection shell with magsafe function.

3. Please do not use the mobile phone protection shell with a
metal back or the mobile phone protection shell which thicker
than 2mm.

Built-in smart semiconductor chilling plate and cooling fan, the
fan will start working when Wireless Charger coil charging
temperature reaches 35 Celsius, the chilling plate cools the
wireless charging coil and the phone surface simultaneously to
improve the wireless charging efficiency. The semiconductor
chilling plate stops working when the phone is fully charged or
removed.

Indicator light display

Power on -----------ooeeeee Red light flashes 3 times
Standby --- -- No lights on

Charging - - Blue light on for 10s
Full charged --------------- No lights on

Foreign body status: LED red and blue lights flash alternately

Packaging accessories

Qi2 Fan Cooling 3 in 1 wireless charger *1 Manual *1
USB-C charging cable *1

FCC WARNING

This device complies with part 15 of the FCC Rules. Operation
is subject to the following two conditions: (1) this device may
not cause harmful interference, and (2) this device must accept

any interference received, including interference that may cause
undesired operation.

Any changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority
to operate the equipment.

NOTE: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio
communications.

However, there is no guarantee that interference will not occur
in a particular installation.

If this equipment does cause harmful interference to radio or
television reception,which can be determined by turning the
equipment of f and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different
from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for
help.

To maintain compliance with FCC's RF Exposure guidelines, This
equipment should be installed and operated with minimum
distance between 20cm the radiator your body: Use only the
supplied antenna.

The content of this manual and product specifications are
subject to change without notice




