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1. GENERAL INFORMATION

1.1. Client Information
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Applicant
Address
Manufacturer

Address

: SHENZHEN YOU LAI MI TECHNOLOGY CO LTD

. 5th Floor Building C, Fu Tai Industrial Park, Liaokeng,Shiyan Street
" Bao’an District, Shenzhen City, China, China

: SHENZHEN YOU LAl MI TECHNOLOGY CO LTD

. 5th Floor Building C, Fu Tai Industrial Park, Liaokeng,Shiyan Street
" Bao’an District, Shenzhen City, China, China

1.2. Description of Device (EUT)

Product Name

Trade Mark

Model Number

Model difference
Test Model
Power Supply
Hardware version

Software version

: LED Controller

.

C51XXX, DROTWXX, DR02WXX, DRO3WXX, DR04WXX, DROSWXX,

© LM051XX, LM052XX, LM053XX, WB5XX, CO1XXX, C02XXX,

CO3XXX, CO4XXX, CO5XXX, C21XXX, C31XXX

All the same except for the model name

: C51IXXX
. Input: DC 12V-24V
: V1.0

: V1.0

1.3. Wireless Function Tested in this Report

Short Range Device
Frequency Range
Channel Number
Modulation Technology
Data Rates

Antenna Type And Gain

: 2406-2476MHz
: 11 Channels

: GFSK

: 1Mbps

: Internal Antenna, 0dBi

Note 1: Antenna position refer to EUT Photos.
Note 2: the above information was supplied by the applicant.
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1.4. EUT configuration

The following peripheral devices and interface cables were connected during the measurement:
@supplied by the manufacturer

Osupplied by the lab

O | Adapter Model: FJ-SW126G1201500N
Input: Input 100-240V\AC 50/60Hz 0.6A
Output: Output 12V-1A

1.5. Description of Test Facility

FCC

Designation Number: CN1275

Test Firm Registration Number: 167722

Shenzhen Tongzhou Testing Co.,Ltd has been listed on the US Federal Communications Commission
list of test facilities recognized to perform electromagnetic emissions measurements.

A2LA

Certificate Number: 5463.01
Shenzhen Tongzhou Testing Co.,Ltd has been listed by American Association for Laboratory
Accreditation to perform electromagnetic emission measurement.

IC

ISED#: 22033

CAB identifier: CN0099

Shenzhen Tongzhou Testing Co.,Ltd has been listed by Innovation, Science and Economic Development
Canada to perform electromagnetic emission measurement.

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.4 and CISPR 16-1-4:2010
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1.6. Statement of the Measurement Uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. To CISPR 16 — 4 “Specification for radio
disturbance and immunity measuring apparatus and methods — Part 4: Uncertainty in EMC Measurements”
and is documented in the Shenzhen Tongzhou Testing Co.,Ltd’s quality system acc. To DIN EN ISO/IEC
17025. Furthermore, component and process variability of devices similar to that tested may result in
additional deviation. The manufacturer has the sole responsibility of continued compliance of the device.

1.7. Measurement Uncertainty

Test Item Uncertainty Note
Radiation Uncertainty(9KHz~30MHz) : +3.26dB (1)
Radiation Uncertainty(30MHz~1000MHz) : +3.92dB (1)
Radiation Uncertainty(1GHz~40GHz) : 15.62dB (1)
Conduction Uncertainty : +2.71dB (1)
Occupied Channel Bandwidth : 1+3.0% (1)

(1). This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2.

1.8. Description of Test Modes

The EUT has been tested under operating condition.
This test was performed with EUT in X, Y, Z position and the worst case was found when EUT in X position.

Worst-case mode and channel used for 150 kHz-30 MHz power line conducted emissions was the mode and
channel with the highest output power, which was determined to be low Channel.

Worst-case mode and channel used for 9kHz-1000 MHz radiated emissions was the mode and channel with
the highest output power, that was determined to be low Channel.

1.9. Frequency of Channels

Channel Fr((alsltﬁezn)cy Channel Fr?lsltlj_'ezr;cy
1 2406 7 2458
2 2410 8 2463
3 2413 9 2472
4 2418 10 2473
5 2441 11 2476
6 2442
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2. TEST METHODOLOGY

All measurements contained in this report were conducted with ANSI C63.10-2020+Cor. 1-2023, American
National Standard of Procedures for Compliance Testing of Unlicensed Wireless Devices.

The radiated testing was performed at an antenna-to-EUT distance of 3 meters. All radiated and conducted
emissions measurement was performed at Shenzhen Tongzhou Testing Co.,Ltd

2.1. EUT Configuration

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions
requirement and operating in a manner that intends to maximize its emission characteristics in a continuous
normal application.

2.2. EUT Exercise

The EUT was operated in the engineering mode to fix the TX frequency that was for the purpose of the
measurements.

According to its specifications, the EUT must comply with the requirements of the Section 15.203, 15.205,
15.207, 15.209, 15.249 under the FCC Rules Part 15 Subpart C.

2.3. Test Sample

Sample ID Description

TZ0287260502—-1# Normal sample
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3.SYSTEM TEST CONFIGURATION
3.1. Justification
The system was configured for testing in a continuous transmits condition.
3.2. Special Accessories
No. | Equipment | Manufacturer Model No. Serial No. Length usngiﬁi'gﬁ%/d Notes
1 Adapter FUJIA FJ-SW126G1201500N / / / /

3.3. Block Diagram/Schematics

Please refer to the related document

3.4. Equipment Modifications

Shenzhen Tongzhou Testing Co.,Ltd has not done any modification on the EUT.

3.5. Configuration of Tested System
Conducted Emission at AC Port

EUT Adapter

Radiated Emission

EUT DC Source
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4. SUMMARY OF TEST RESULTS
FCC Rules Description of Test Sample ID Result

§15.249(a) Field Strength of Fundamental TZ0287260502—1# Compliant
§15.209&8§15.249(a) Radiated Emission TZ0287260502—1# Compliant
§15.209&8§15.249(d) Band Edge Emission TZ0287260502—1# Compliant
/ -20dB Bandwidth TZ20287260502—1# Compliant
§15.207(a) Conducted Emissions TZ0287260502—1# Compliant
§15.203 Antenna Requirements TZ0287260502—1# Compliant

Remark: The measurement uncertainty is not included in the test result.
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5. TEST RESULT

5.1. Bandwidth Measurement
5.1.1. Standard Applicable

Bandwidth is determined at the points 20 dB down from the modulated carrier.

5.1.2. Block Diagram of Test Setup

/1

Antenna Tower

}——b?'m&lm “—{ | | —Horn Antenna

EUT I\
1.5m SPA/Receiver
e-am oo
T o
on
1 [ 1
Turntable &~ Reference Ground Plane

Above 1GHz

5.1.3. Test Procedures

Occupied Bandwidth Spectrum Bandwidth Test Procedure:

1. The transmitter output (antenna port) was connected to the spectrum analyzer in peak hold mode.
2. The resolution bandwidth and the video bandwidth were set according to C63.10 6.9.3

3. Use the 99% power bandwidth function of the instrument and report the measured bandwidth.

5.1.4. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.
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5.1.5. Test Result
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Temperature 22.5C Humidity 56%
Test Engineer Tony Luo Configurations TX Mode
Test Voltage DC 12V / /
(Eﬂrﬁg) -2OdB(I\Iiar;)1width Occupif(elsI |E)Ieza)ndwidth Limit (MHz) Conclusion
2406 1.280 1.1762 / PASS
2442 1.307 1.1767 / PASS
2476 1.306 1.1755 / PASS

Ag;'ient Spectrum Analyzer - Occupied BW
Center Freq 2.406000000 GHz

Ref 8.00

L
#IFGain:Low

dBm

Occupied Bandwidth
1.1762 MHz

Transmit Freq Error

x dB Bandwidth

29.915 kHz
1.280 MHz

ALIGM AUTO

02:29:55 PM Jun 01, 2026

Center Freq: 2.406000000 GHz
- Trig:Free Run
#Atten: 20 dB

#VBW 100 kHz

Total Power

OBW Power
x dB

Avg|Hold:>10i10

Radio Std: None

Radio Device: BTS

Span 3 MHz
Sweep 4.133 ms

-20.00 dB

STATUS

Frequency

Center Freq
2.406000000 GHz

Channel 2406MHz
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02:31:02 PM Jun 01, 2026

Center Freq: 2.442000000 GHz
—— Trig:Free Run Avg|Hold:>10{10
#Atten: 20 dB

Center Freq 2.442000000 GHz

L
#IFGain:Low

Ref 8.00 dBm

#VBW 100 kHz

Occupied Bandwidth Total Power

1.1767 MHz
25.370 kHz
1.307 MHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.442000000 GHz

Span 3 MHz
Sweep 4.133 ms

-20.00 dB

IMSG

STATUS

Channel 2442MHz

Agilent Spectrum Analyzer - Occupied BW

soe o |

ALIGM AUTO

02:28:59 PM Jun 01, 2026

Center Freq: 2.476000000 GHz
., Trig:Free Run Avg|Hold:>10{10
#Atten: 20 dB

Center Freq 2.476000000 GHz

#IFGain:Low

Ref 8.00 dBm

#VBW 100 kHz

Total Power

Occupied Bandwidth

1.1755 MHz
25.594 kHz
1.306 MHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

99.00 %
-20.00 dB

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.476000000 GHz

Span 3 MHz
Sweep 4.133 ms

Freq Offset
0 Hz

IMSG

STATUS

Channel 2476 MHz
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5.2. Radiated Emissions Measurement

5.2.1. Standard Applicable
15.249 (a)
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Fundamental Frequency

Field Strength of Fundamental
(millivolts/meter)

Field Strength of Harmonics
(microvolts/meter)

902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

(1) The above field strength limits are specified at a distance of 3 meters.

(2) Emissions radiated outside of the specified frequency bands, except for harmonics, shall be
attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission limits
in §15.209, whichever is the lesser attenuation.
(3) As shown in §15.35(b), for frequencies above 1000 MHz, the field strength limits in this section are
based on average limits. However, the peak field strength of any emission shall not exceed the
maximum permitted average limits specified above by more than 20 dB under any condition of

modulation.
15.209(a):
Frequencies Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3
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5.2.2. Measuring Instruments and Setting
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The following table is the setting of spectrum analyzer and receiver.

Spectrum Parameter Setting
Attenuation Auto
Start Frequency 1000 MHz

Stop Frequency

10t carrier harmonic

RB / VB (Emission in restricted band)

1MHz / 1MHz for Peak, 1 MHz / 3 MHz for Average

RB / VB (Emission in non-restricted band)

1MHz / 1MHz for Peak, 1 MHz / 3 MHz for Average

Receiver Parameter

Setting

Attenuation

Auto

Start ~ Stop Frequency

9kHz~150kHz / RB/VB 200Hz/1KHz for QP/AVG

Start ~ Stop Frequency

150kHz~30MHz / RB/VB 9kHz/30KHz for QP/AVG

Start ~ Stop Frequency

30MHz~1000MHz / RB/VB 120kHz/1MHz for QP

5.2.3. Block Diagram of Test Setup

For radiated emissions below 30MHz

'—b 3m 47‘
RX Antenna
EUT)
SPA/Receiver
1.0m oo
oo
o s
I 1
Turntable »~ \Reference Ground Plane
Below 30MHz
 — |
Antenna Tower
| +3m
| Bi-log Antenna
v
T |/"
A |
Al
EUT, ! I |
SPA/Receiver
g .
oo
O.?Sm T o
I 1 - |
Turntable - \Reference Ground Plane

Below 1GHz
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Above 1GHz

Page 15 of 33




/ Report No.: TZ0287260502FRF20
Page 16 of 33

5.2.4. Test Procedures

1) Sequence of testing 9 kHz to 30 MHz

Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 0.8 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions.

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna height is 1.0 meter.

--- At each turntable position the analyzer sweeps with peak detection to find the maximum of all emissions
Final measurement:

--- Identified emissions during the premeasurement the software maximizes by rotating the turntable position
(0° to 360°) and by rotating the elevation axes (0° to 360°).

--- The final measurement will be done in the position (turntable and elevation) causing the highest emissions
with QPK detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, correction factor, margin to the
limit and limit will be recorded. Also a plot with the graph of the premeasurement and the limit will be stored.

2) Sequence of testing 30 MHz to 1 GHz

Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a table with 0.8 m height is used, which is placed on the ground plane.
--- If the EUT is a floor standing device, it is placed on the ground plane with insulation between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna is polarized vertical and horizontal.

--- The antenna height changes from 1 to 3 meter.

--- At each turntable position, antenna polarization and height the analyzer sweeps three times in peak to find
the maximum of all emissions.

Final measurement:

--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the software maximize the
peaks by changing turntable position (+ 45°) and antenna movement between 1 and 4 meter.

--- The final measurement will be done with QP detector with an EMI receiver.

--- The final levels, frequency, measuring time, bandwidth, antenna height, antenna polarization, turntable
angle, correction factor, margin to the limit and limit will be recorded. Also a plot with the graph of the
premeasurement with marked maximum final measurements and the limit will be stored.

3) Sequence of testing 1 GHz to 40 GHz

Setup:
--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.
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--- If the EUT is a tabletop system, a rotatable table with 1.5 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna is polarized vertical and horizontal.

--- The antenna height scan range is 1 meter to 2.5 meter.

--- At each turntable position and antenna polarization the analyzer sweeps with peak detection to find the
maximum of all emissions.

Final measurement:

--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the software maximize the
peaks by changing turntable position (£ 45°) and antenna movement between 1 and 4 meters. This procedure
is repeated for both antenna polarizations.

--- The final measurement will be done in the position (turntable, EUT-table and antenna polarization) causing
the highest emissions with Peak and Average detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, EUT-table position, antenna
polarization, correction factor, margin to the limit and limit will be recorded. Also a plot with the graph of the
premeasurement with marked maximum final measurements and the limit will be stored.
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5.2.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.2.6. Test Results

Results of Radiated Emissions (9 KHz~30MHz)
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Temperature 22.5C Humidity 56%
Test Engineer Tony Luo Configurations TX Mode
Test Voltage DC 12V / /
Freq. Level Over Limit Over Limit
Remark
(MHz) (dBuV) (dB) (dBuV)
- - - - See Note

Note:

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible value

has no need to be reported.

Distance extrapolation factor = 40 log (specific distance / test distance) (dB).
Limit line = specific limits (dBuV) + distance extrapolation factor.




/ Report No.: TZ0287260502FRF20
Page 19 of 33

Results of Radiated Emissions and Band Edge (30MHz~1GHz)

Temperature 22.5C Humidity 56%
Test Engineer Tony Luo Configurations TX Mode
Test Voltage DC 12V / /
Vertical
a0 FGC Parti5 B
70
60 -
£ %t . [
@ 4
b -
= 30+ Il| L]I )
20 - “‘*-*’“**«*w’www
104
]
30 100M 16
Frequency[Hz]
& OF Delector
1 34 60 23.61 12.08 35.69 40.00 4.31 100 80 Vertical
2 54 .49 8.95 14.66 23.61 40.00 16.39 100 341 Vertical
3 107.9 9.83 12.67 22.50 43.50 21.00 100 99 Vertical
4 6797 555 24 05 2960 46.00 16.40 100 183 Vertical
5 851.3 5.36 26.30 31.66 46.00 14.34 100 313 Vertical
6 959.8 6.23 27.53 33.76 46.00 12.24 100 301 Vertical
***Note:
1. Level [dBpV/m] = Reading [dBuV] + Factor [dB/m]
2. Margin [dB] = Limit [dBuV/m] - Level [dBpV/m]

Shenzhen Tongzhou Testing Co., Ltd.
Add: 1st Floor, Building 1, Haomai High-tech Park, Huating Road 387, Dalang Street, Longhua, Shenzhen, China

https:/Avww sztz-testing.com E-mail: sztz@sztz-testing.com Tel: +86-755-3209 2199
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Horizontal

IS

70

FGG Part12 B

60+

504

44d

Lewel[dBLNIT]

30+ I'R

20 LN

P

. c
S R S R TR e T

& OF Detector

100M

1G
Frequency[Hz]

1 3460 2023 12.08 32.31 40.00 769 100 284 Harizontal

2 55.94 8.05 14 62 22 67 40.00 17.33 100 284 Horizontal

3 98.14 762 12.60 2022 43.50 23.28 100 195 Haorizontal

4 2249 9.40 13.99 23.39 46.00 22 81 100 31 Harizontal

5 8039 5.88 2556 31.44 46.00 14 .56 100 [§] Haorizontal

5] 959.3 5.85 27 46 3331 46.00 12.69 100 165 Horizontal
***Note:

1. Level [dBpV/m] = Reading [dBuV] + Factor [dB/m]
2. Margin [dB] = Limit [dBuV/m] - Level [dBpV/m]

Shenzhen Tongzhou Testing Co., Ltd.

Add: 1st Floor, Building 1, Haomai High-tech Park, Huating Road 387, Dalang Street, Longhua, Shenzhen, China
E-mail: sztz@sztz-testing.com Tel: +86-755-3209 2199

https:/Avww sztz-testing.com
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Results of Field Strength of Fundamental

Peak Value

Frequency Measured Level@3m Correction Field Strength Limit @3m Polarity
(MHz) (dBpV/m) Factor dB/m (dBpV/m) (dBpV/m)
2406 57.75 34.59 92.34 94 Horizontal
2406 55.45 34.59 90.04 94 Vertical
2442 57.96 34.59 92.55 94 Horizontal
2442 55.16 34.59 89.75 94 Vertical
2476 58.02 34.59 92.61 94 Horizontal
2476 55.56 34.59 90.15 94 Vertical

Note:

1. Corr. Factor= Antenna Factor (dB/m) + Cable Loss (dB)

2. RBW=2MHz/VBW=6MHz

3. The average measurement was not performed when the peak measured data under the limit of average
detection.
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Results for Radiated Emissions (1GHz to 25GHz)
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Temperature 24°C Humidity 55.2%
Test Engineer Tony Luo Configurations TX Mode
Test Voltage DC 12V / /
Remark: Measured all modes and recorded worst case.
Channel 1 /2406 MHz
. Pre. Cab. L )
Freq. Reading | Ant. Fac. Level Limit Margin
Fac. Loss Remark Pol.
MHz dBuVv dB/m dBuV/m dBuV/m dB
dB dB
4812.00 55.06 33.06 35.04 | 3.94 57.02 74.00 16.98 Peak Horizontal
4812.00 41.83 33.06 35.04 | 3.94 43.79 54.00 10.21 Average | Horizontal
4812.00 59.29 33.06 35.04 | 3.94 61.25 74.00 12.75 Peak Vertical
4812.00 42.02 33.06 35.04 | 3.94 43.98 54.00 10.02 | Average Vertical
Channel 6 / 2442MHz
i Pre. Cab. o )
Freq. Reading | Ant. Fac. Level Limit Margin
Fac. Loss Remark Pol.
MHz dBpVv dB/m dBuV/m dBuV/m dB
dB dB
4884.00 57.52 33.16 35.15 | 3.96 59.49 74.00 14.51 Peak Horizontal
4884.00 43.04 33.16 35.15 | 3.96 45.01 54.00 8.99 Average | Horizontal
4884.00 53.91 33.16 35.15 | 3.96 55.88 74.00 18.12 Peak Vertical
4884.00 41.59 33.16 35.15 | 3.96 43.56 54.00 10.44 | Average Vertical
Channel 11 /2476 MHz
Pre. Cab.
Freq. Reading | Ant. Fac. Level Limit Margin
Fac. Loss Remark Pol.
MHz dBuVv dB/m dBuV/m dBuV/m dB
dB dB
4952.00 52.30 33.26 35.14 | 3.98 54.40 74.00 19.60 Peak Horizontal
4952.00 41.47 33.26 35.14 | 3.98 43.57 54.00 10.43 | Average | Horizontal
4952.00 57.28 33.26 35.14 | 3.98 59.38 74.00 14.62 Peak Vertical
4952.00 42.86 33.26 35.14 | 3.98 44.96 54.00 9.04 Average Vertical
Notes:

1. Measuring frequencies from 9 KHz - 10th harmonic or 26.5GHz (which is less), No emission found
between lowest internal used/generated frequency to 30MHz.
2. Radiated emissions measured in frequency range from 9 KHz ~10th harmonic or 26.5GHz (which is less)
were made with an instrument using Peak detector mode.
3. Data of measurement within this frequency range shown “---” in the table above means the reading of
emissions are attenuated more than 30dB below the permissible limits or the field strength is too small to be

measured.

4. Level = Reading + Ant. Fac - Pre. Fac. + Cab. Loss. Margin = Limit — Level.




/ Report No.: TZ0287260502FRF20
Page 23 of 33

5.3. AC Power line conducted emissions
5.3.1. Standard Applicable

According to §15.207 (a): For an intentional radiator which is designed to be connected to the public utility
(AC) power line, the radio frequency voltage that is conducted back onto the AC power line on any frequency
or frequencies within the band 150 kHz to 30 MHz shall not exceed 250 microvolts (The limit decreases
linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz). The limits at specific
frequency range are listed as follows:

Frequency Range Limits (dBuV)
(MHZz) Quasi-peak Average
0.15 t0 0.50 66 to 56 56 to 46
0.50to 5 56 46
5to 30 60 50

* Decreasing linearly with the logarithm of the frequency

5.3.2. Block Diagram of Test Setup

0.4m '
0
= i
w ]
E Attenuator
B AC FUT -
5 mains i Measuring
- cable T O instrument
Measurement table
0.8m
l— AMN
A s s 7z v ~ 7
W Horizontal reference plane

To power source . .
T'o power source Insulating matenal

Note: the distance between LISN and Vertical reference plane is 40 cm and the distance between LISN and
EUT is 80 cm.

5.3.3. Test Results

Temperature 24°C Humidity 55.2%

Test Engineer Tony Luo Configurations TX Mode

Test Volgate AC 120V/60Hz / /
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Neutral Line
Level [dBuY]
L il i et e i iy i e e I T Y A
I I I I I I [ I I
B0 e e e e ) P T T ' 1
1 1 1 J I I [ 1 1
1 1 1 1 1 1 1 [ 1
S0 e S S S | T T T T T !
1 y 1 1 1 1 [ 1 1
40 ! e s I T S B Lo ddoL I I
an ____La.__IL:JI,L_:f,L1L:'|_‘.'_| ml L |
R *E"' AT |
20 —f‘*—\ql"t- Hnb!ﬁ__hﬂ‘rl—u'ruml——.l—l' Ly —]—II— I— o _lm
1 ilr, |I || | II"'\""'-“'{'K,\:J
1 1 ﬂ‘l-'ll.ll.u,fl- 1R
MEp---r----- --—-F-- F-A-—F-l-4-F———=—=-—= -~
I I I I I I [
T T e e e A | |
I I I I I I [ I I
_1D 1 1 1 1 1 1 1 1 1 1 1 1
150Kk 300k 400k 600k &00k 1M M M 4M SM BM BM 10M 20M  30M
Frequency [Hz]
Fregquency Lewvel Transd Limit Margin Detector Line FE
M= dBpv dB dBuv dB
0.217500 31.00 10.& 63 31.49 QF i) GHD
0.e00000 27 .30 9.9 a6 28.7 QF o) LD
0.924000 22.10 .8 SE 33.9 QP i) SHD
2.958000 1%.&0 2.7 SE 3c.4 QP i) SHD
5.653500 1€.80 .8 &0 43.2 QJF i) GHD
15.1e&500 14 .20 9.9 &0 45.8 QP i) GHD
Fregquency Lewvel Transd Limit Margin IDetector Line FE
MH= dBuv dB dBuv dBe
0.3684000 183.80 10.0 48 Z29.4 AW o) SHD
0.5373000 18.40 9.9 4e 27.6 AV o) =D
0.887000 17.70 .4 4e 28.3 AV o) =D
Z2.32280040 13.60 2.7 4c 3Z2.4 aw i) GHD
5 8500 g8.80 .8 a0 41.2 AW i) GHD
l1e.071000 g8.00 10.0 50 42.0 AW i) GHD
Note:
1. Margin(dB)= Limit(dBpV) - Level(dBuV)
2. If QP Result complies with AV limit, AV Result is deemed to comply with AV limit.
3. Test setup: 9 kHz (150 kHz—30 MHz), Step size: 4 kHz, Scan time: auto.
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Live Line
Level [dBu'v]
7O
G0
30
40
30
20
10
0
-10
Frequency [Hz]
Frequency Lewel Transd Limit Margin Detector Line FE
MH= dBuWv dB dBpuwv dB
0.32329000 27 .80 10.1 29 31.3 QF .1 MDD
0.564000 322.30 9.9 ST 2Z3.5 QF .1 MDD
0.8955500 27 .60 9.8 26 ZB.4 QF .1 MDD
Z2.499000 21.00 9.7 26 35.0 QF .1 MDD
S5.545500 13.830 S.8 &0 41 .2 QF L1 MDD
14.856000 1&€.830 9.9 &0 43.2 QF L1 GHD
Frequency Lewvel Transd Limit Margin Detector Line FPE
MH= dBuW dB dBuv dB
0.334500 15.%0 10.1 4G 3z.4 mwW .1 EHD
0.564000 1%.50 9.9 4& Z6.5 AW .1 EHD
0.9c0000 1€.10 9.8 4& 29.9 AW .1 EHD
Z.3385040 10.20 .7 45 35.8 AWV 1 EHD
&.3158500 &.40 9.8 a0 43.6 AV 1 EHD
16.062000 9.70 10.0 a0 40.3 AW L1 EHD
Note:
1. Margin(dB)= Limit(dBuV) - Level(dBpuV)
2. If QP Result complies with AV limit, AV Result is deemed to comply with AV limit.
3. Test setup: 9 kHz (150 kHz—30 MHz), Step size: 4 kHz, Scan time: auto.
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5.4. Band-edge measurements for radiated emissions
5.4.1. Standard Applicable

15.249 (a)
Fundamental Frequency Field Strength of Fundamental Field Strength of Harmonics
(millivolts/meter) (microvolts/meter)
902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

(1) The above field strength limits are specified at a distance of 3 meters.

(2) Emissions radiated outside of the specified frequency bands, except for harmonics, shall be
attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission limits
in §15.209, whichever is the lesser attenuation.

5.4.2. Block Diagram of Test Setup
XIFor Radiated

| I— |

Antenna Tower

3m | | —Horn Antenna

EUT I\
I‘Tm SPA/Receiver
bre-amr oo
|l:| =]
oo
1 L 1
Turntable »~ Reference Ground Plane

Above 1GHz

5.4.3. Test Procedures

XIRadiated Method:
1. The EUT was placed on a turn table which is 1.5m above ground plane.

2. Maximum procedure was performed by raising the receiving antenna from 1m to 4m and rotating the turn
table from 0°C to 360°C to acquire the highest emissions from EUT.

3. And also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical.

4. Repeat above procedures until all frequency measurements have been completed.

5. Setting test receiver/spectrum as following table states:

Test Frequency range Test Receiver/Spectrum Setting Detector

Peak Value: RBW=1MHz/VBW=3MHz,
L Peak
Sweep time=Auto
Average Value: RBW=1MHz/VBW=3MHz,
Sweep time=Auto

1GHz-40GHz
Average
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5.4.4. Test Results

Temperature 22.5C Humidity 56%
Test Engineer Allen Lai Configurations SRD
Test Voltage DC 12V / /

SRD_ANT1_2406_1Mbps

Band Edge Emissions in Restricted Frequency Bands

120
110
100
90 VAR
E 80 w’f \
>1 1
g 704 \
50 -} m}WWN’L\,"\M\M‘WWMN’“’MMMJAM\)\wﬂ,\,.a_'..-_,m‘m ot g it g, ,';Mm.ﬁ&kmw;k}"j lx'nM
40
30 4
21?370.0 23':“4.0 237‘7.9 238‘1.8 238:5.3 238‘9.3 239‘3 7 239‘7.6 24(;1 (5] 24(;5.6 24(;9.5
Frequency [MHz]
4 Peak Delector
. Ant. Cable o )
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBpVv dBuV/m dBpV/m dB
dB/m dB
2382.53 14.59 29.99 8.35 52.93 74.00 21.07 Peak Horizontal
2400.00 12.48 29.99 8.35 50.82 74.00 23.18 Peak Horizontal
120 - Band Edge Emissions in Restricted Frequency Bands
110
100
90 4
E 801 N
2 [N
g 70 4 /f L“.‘
% 60 f \"‘!
50 1 ;‘ "‘.‘
20 N SN UV SV A § imd ]
30 4
21?370.0 23':“4.0 237‘7.9 238‘1.8 238:5.3 238‘9.3 239‘3 7 239‘7.6 24(;1 (5] 24(;5.6 24(;9.5
Frequency [MHz]
+  Average Deteclor
) Ant. Cable o )
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuVv dBuV/m dBuV/m dB
dB/m dB
2381.94 3.87 29.99 8.35 42.21 54.00 11.79 Average Horizontal
2400.00 2.61 29.99 8.35 40.95 54.00 13.05 Average | Horizontal
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Band Edge Emissions in Restricted Frequency Bands

120
110
100
90 ’.,4' V\‘\
T 80 f'ﬁ \
2 .
2 70 / \
E / \
® 60+ ‘ \ .
. tv-v~\umw¢‘u\.a--rmm‘»».Av'.wr+mVA'M""“m'rwvﬁ\r\ﬂ'f-WMmman v e b I Yol
40
30 4
20 T T T T T T T T T 1
2370.0 2374.0 23779 2381.8 2385.8 2389.8 23937 23976 2401.6 24056 2409.5
Frequency [MHz]
& Peak Detector
Ant. Cable
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuVv dBuV/m dBuV/m dB
dB/m dB
2382.34 18.35 29.99 8.35 56.69 74.00 17.31 Peak Vertical
2400.00 14.54 29.99 8.35 52.88 74.00 21.12 Peak Vertical
120 - Band Edge Emissions in Restricted Frequency Bands
110
100
90 |
_ I/“\.
E 80 Fieee
3 {0\
E 70 4 :H‘. l:‘.‘
50 - | I"‘=‘
I AU SO NI PO SN U S ,,‘,N,hw_w.w" e
40
30
20 T T T T T T T T T 1
2370.0 23740 23779 23818 23858 2389.8 23937 23976 24016 2405.6 24095
Frequency [MHz]
# Average Detector
. Ant. Cable o )
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuVv dBuV/m dBuV/m dB
dB/m dB
2381.98 7.34 29.99 8.35 45.68 54.00 8.32 Average Vertical
2400.00 5.64 29.99 8.35 43.98 54.00 10.02 Average Vertical
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SRD_ANT1_2476_1Mbps

Band Edge Emissions in Restricted Frequency Bands

120 7
110 o
100 -
90 /’"’“\\
€ 801 f‘l;. \
>1 / A
ﬁ 70 If' “a\
% 50 ;" L';
,ﬂ;‘r \
50 M'w# " ’*\uﬂ'h"!,v‘”-‘l'\“v;\"i‘ﬁ./‘/’\ﬁ'."ﬁ\‘,w‘«-‘»"’ve-mWl'd*/\w’w\w"q""#\%-h"d~"*"M'M‘4w4VW“AWJ"MM/"M\"‘J"';“‘V*L“" t“f‘*
40
30
21?472.5 247‘5.2 247!3.0 243‘0.8 248I3.5 248‘.6.2 248‘9 0 249‘1.8 249’4 5 249‘7.2 25(;0.0
Frequency [MHz]
4 Peak Detector
] Ant. Cable o )
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuV dBuV/m dBuV/m dB
dB/m dB
2499.31 13.51 30.25 8.50 52.26 74.00 21.74 Peak Horizontal
2483.50 10.61 30.25 8.50 49.36 74.00 24.64 Peak Horizontal
120 - Band Edge Emissions in Restricted Frequency Bands
110
100
90
€ 801 f’/_% A
=1 / 3
-E 70 _,\"
% 60 II“.
50 \
20 Au,.-rj K‘wfwwmd SO S S RO SR SNSRI e, P
30
20 T T T T T T T T T 1
24725 2475.2 2478.0 2480.8 24835 2486.2 2489.0 24918 24945 2497.2 2500.0
Frequency [MHz]
# Average Detector
) Ant. Cable o )
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuV dBuV/m | dBpV/m dB
dB/m dB
2498.54 2.94 30.25 8.50 41.69 54.00 12.31 Average Horizontal
2483.50 1.95 30.25 8.50 40.70 54.00 13.30 Average | Horizontal
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Band Edge Emissions in Restricted Frequency Bands
120 -

110
100 -
90 |
E 80
=
D 0+
% 60 |
50 |
a0 |
30 -
20 T T T T T T T T T 1
) Frequency [MHz] 7 )
4 Peak Detector
Ant. Cable
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuVv dBuV/m dBuV/m dB
dB/m dB
2495.93 16.44 30.25 8.50 55.19 74.00 18.81 Peak Vertical
2483.50 14.74 30.25 8.50 53.49 74.00 20.51 Peak Vertical
1204 Band Edge Emissions in Restricted Frequency Bands
110
100 -
90 |
E 80
=
D 0+
% 60 |
50 |
e v el
a0 |
30 -
20 T T T T T T T T T 1
) Frequency [MHz] 7 )
4 Average Detector
Ant. Cable
Freq. Reading Level Limit Margin
Fac. Loss Detector Pol.
MHz dBuVv dBuV/m dBuV/m dB
dB/m dB
2499.97 6.66 30.25 8.50 45.41 54.00 8.59 Average Vertical
2483.50 5.30 30.25 8.50 44.05 54.00 9.95 Average Vertical

Result Level = Read Level + Antenna Factor + Cable loss.
Margin = Limit - Emission Level.
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5.5. Antenna Requirements
5.5.1. Standard Applicable

According to antenna requirement of §15.203.

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an antenna
that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the
provisions of this Section. The manufacturer may design the unit so that a broken antenna can be re-placed
by the user, but the use of a standard antenna jack or electrical connector is prohibited. This requirement
does not apply to carrier current devices or to devices operated under the provisions of Sections 15.211,
15.213, 15.217, 15.219, or 15.221. Further, this requirement does not apply to intentional radiators that must
be professionally installed, such as perimeter protection systems and some field disturbance sensors, or to
other intentional radiators which, in accordance with Section 15.31(d), must be measured at the installation
site. However, the installer shall be responsible for ensuring that the proper antenna is employed so that the
limits in this Part are not exceeded.

5.5.2. Antenna Connected Construction
The antenna is an internal antenna and no consideration of replacement. Please see EUT photo for details.

5.5.3. Results

Compliance
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6. LIST OF MEASURING EQUIPMENTS

Item | Test Equipment Manufacturer Model No. Serial No. Calg);?;ion Clljaljiebrgtai?en
1 Mﬁ*a Efe”ra' Keysight N9020A MY52091623 | 2026-01-11 | 2027-01-10
2 | LoopAntenna | schwarzbeck FMZB15198 00023 2025-10-18 | 2028-10-17
3 | Vydeband schwarzbeck VULB 9163 958 2025-10-18 | 2028-10-17

ntenna
4 | HomAntenna | schwarzbeck BBHA 9120D 01989 2025-10-18 | 2028-10-17
5 oM et R&S ESCI 100849/003 | 2026-01-11 | 2027-01-10
6 Controller MF MF7802 N/A N/A N/A
7 Amplifier schwarzbeck BBV 9743 209 2026-01-11 | 2027-01-10
8 Amplifier Tonscend TSAMP-0518SE - 2026-01-11 | 2027-01-10
o [RF Cfg'ﬁge'ow HUBER+SUHNER RG214 N/A 2026-01-11 | 2027-01-10
10 | RF Cfg'ﬁ(;;bo"e HUBER+SUHNER RG214 N/A 2026-01-11 | 2027-01-10
11 | Aificial Mains | SOHDES ENV 216 101333-P | 2026-01-11 | 2027-01-10
12 | Amplifier Chengyi EMC184045SE 980508 | 2026-01-11 | 2027-01-10
13 | Horn Antenna A-INFO LB-180400-KF | J211020657 | 2025-10-18 | 2028-10-17
14 if]zcl;fer? R&S FSV40 101321 2026-01-11 | 2027-01-10
15 | Fixed Attenuator|  Mini circuits | BW-S6-2W263A+ N/A 2026-01-11 | 2027-01-10
16 | RF Cable MICROWAVE SMA-18 N/A Each Test | Each Test
17 | RF Filter HX Microwave | HXLBQ-DZA219 N/A 2026-01-11 | 2027-01-10
Test software used:

ltem Test Software Manufacturer Name Version

1 RE test software Tonscend JS32-RE V5.0.0.0
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7. TEST SETUP PHOTOGRAPHS OF EUT

Please refer to separated files for Test Setup Photos of the EUT.

8. EXTERIOR PHOTOGRAPHS OF EUT

Please refer to separated files for External Photos of the EUT.

9.INTERIOR PHOTOGRAPHS OF EUT

Please refer to separated files for Internal Photos of the EUT.

THE END OF REPORT----cnenonenee
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