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深圳市英佳创电子科技有限公司

http://www szsyjc com

Shenzhen Yingjia Chuang Electronic Technology Co., LTD

Contact Information (factory) :
Company address: building A.C, guangming valley, hongyu guangming valley, no. 11, jiangyou magang,
shiwei community, matantian office, guangming district, shenzhen
Hangzhou Office: 212, Building B, Dahua Jianghong International Innovation Park, No. 369, Internet of
Things Street, Binjiang District, Hangzhou
Phone + 86-755-27810060/23192199; Fax: + 86-0755-27810057
Company website: http://www.szsyjc.com E-mail: yjc@szsyjc.com
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履历表：

版本 变更内容及更改原因 日期 发行

A/0 初版发行 2023年 04月 26日
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天线平面图：
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天线技术参数及环境测试：

电气技术参数
电 性 能 指 标 Electrical Specifications

频率范围 2400-2500MHz Frequency Range 2400-2500MHz

电压驻波比 ＜1.92 VSWR ＜1.92

输入阻抗 50 Ω Input Impedance 50 Ω

方向 全向 Direction All

增益 2.03dBi Gain 2.03dBi

机 械 指 标 Mechanical Specifications

工作温度 -20℃~+70℃ Working Temperature -20℃~+70℃

工作湿度 20%~80% Working Humidity 20%~80%

环境性能测试:

项目 测试条件 规格

储存环境

在没有指定的情况下测试温度、湿度、气压如下：

1. 温度为-20℃～+70℃

2.相对湿度为45%-85%

3.气压为86kpa-106kpa

电气机械性能正常

高低温试验
在70℃与-20℃之间进行5次循环，然后在正常条件下

1-2H，检查外观质量。

尺寸应满足规定并应满

足于机械、电气性能

耐恒定

湿热试验

相对湿度95±3%，试验温度：40℃.持续2H作用后，

试品取出后5min之内测定电气性能，试品在正常条

件下1-2H，检查外观质量

尺寸应满足规定并应满

足于机械、电气性能

振动试验
振频范围10-55HZ，位移幅值：0.35MM，加速度幅值：

50.0M/S，扫频循环次数：30次
电气机械性能正常

跌落试验 1M高空按照互相垂直的轴方向自由跌落3次 电气机械性能正常
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天线性能测试图:

2D、3D测试数据(2.4G)：
Frequency Efficiency (%) Gain.(dBi)

2400MHz 33.11 1.78
2410MHz 33.11 1.83
2420MHz 33.65 1.39
2430MHz 34.36 1.37
2440MHz 32.51 2.03
2450MHz 32.21 1.11
2460MHz 31.19 1.77
2470MHz 30.48 1.68
2480MHz 28.05 1.59
2490MHz 28.77 1.37
2500MHz 30.1 1.58
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Phi 0 2D图: Phi 90 2D图 Theta 90 2D图

3D 2400：

3D 2450：

3D 2500：
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