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Specific Absorption Rate (SAR) information:

This Wireless Direct Projection Magic Box meets the
government's requirements for exposure to radio
waves. The guidelines are based on standards that
were developed by independent scientific
organizations through periodic and thorough
evaluation of scientific studies. The standards
include a substantial safety margin designed to
assure the safety of all persons regardless of age or
health. FCC RF Exposure Information and
Statement the SAR limit of USA (FCC) /Canada(ISED)
is 1.6 W/kg averaged over one gram of tissue.
Device types: Wireless Direct Projection Magic

Box has also been tested against this SAR limit. This
device was tested for typical body-worn operations
with the back of the box kept Omm from the

body. To maintain compliance with FCC RF
exposure requirements, use accessories that
maintain an 0 mm separation distance between the
user's body and Wireless Direct Projection Magic
Box.

English 01-08

Informations sur le taux d'absorption spécifique
(SAR) : Cette boite Magic Box de projection sans
fil répond aux exigences gouvernementales
concernant I'exposition aux ondes radio. Ces
directives s'appuient sur des normes élaborées
par des organisations scientifiques
indépendantes a travers une évaluation
périodique et approfondie d'études scientifiques.
Ces normes prévoient une marge de sécurité
significative congue pour garantir la sécurité de
toutes les personnes, quel que soit leur age ou
leur état de santé.Informations et déclaration
relatives a I'exposition RF de la FCC : la limite de
SAR pour les Etats-Unis (FCC) et le Canada
(ISED) est de 1,6 W/kg, calculée en moyenne sur
un gramme de tissu. Types de dispositifs : Le
dispositif Wireless Direct Projection MagicBox a
également été testé conformément a cette limite
de SAR. Ce dispositif a été testé pour des
utilisations typiques portées sur le corps, en
maintenant la face arriére de la boite a une
distance de 0 mm par rapport au corps. Afin de
respecter les exigences de I'FCC concernant I'
exposition RF, utilisez des accessoires qui
maintiennent une distance de séparation de 0
mm entre le corps de I'utilisateur et le dispositif
Wireless Direct Projection Magic Box.
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Before use, please read this manual carefully to ensure
proper usage and storage. We hope you have an
enjoyable experience.

Packing List
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1x Receiver (RX)

1x Transmitter (TX)

Product Display

Transmitter (TX) ®
@ Type-C Port
@ Pairing Status Light
® Multifunction
Button (Pairing/Reset)
@ Type-C Power Port o—
Transmitter
FCC ID:2A77D-A580AIR

IC: 29100-A580AIR p
@

Receiver (RX) @

Connection and pairing

Connection Method 1 (Receiver + Transmitter)

1. Connect the RX (Receiver) to the power cable, and plug it
into a 5V adapter or the USB port of a display/TV for power
supply. The power supply must be 25V/1A (Note: voltage
should not exceed 5V).

2. Insert the TX (Transmitter) into a laptop or smartphone
with a Type-C port that supports DP functionality.

3. No additional operation is required; automatic pairing
and screen projection will occur within 10 seconds.

4. The TX (Transmitter) button can be used to freely
switch or pause the screen projection.

=—=>  Mobile Phone  iPad

Transmitter (TX)
J

Connection Method 2 (Receiver Only)

1. Connect the RX (Receiver) to the power cable, and plug
it into a 5V adapter or the USB port of a display/TV for
power supply. The power supply must be =5V/1A (Note:
voltage should not exceed 5V).

2. Supports wireless connection with multiple devices:
(1) Android Phone Mirroring:
Go to Settings = More Connections — Wireless Display/Wireless
Sharing/Multi-Screen Interaction — Select the device and find

“LLANO-A580 air” or click the corresponding icon in the menu to
find LLANO-A580 air. (&) (@) &)

(2) iPhone Mirroring:

Swipe down the menu on your phone — Screen Mirroring(@
— Select the device and find LLANO-A580 air.

Portrait/Landscape Screen Operation

Press the RX (Receiver) button to switch between portrait
and landscape modes.

Press the button to
toggle between
portrait and
landscape screens.
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Receiver (RX) TV/Monitor TV/Monitor

Important Notes

The receiver must be connected to the
power cable and plugged into a 5V adapter
or the USB port of a display/TV for the
screen to display.

When the transmitter is connected to a
device, the transmitter indicator will blink,
indicating that pairing is in progress. Wait
for 10 seconds, and the screen will
automatically project.

No action is required; the receiver and
transmitter will automatically pair.After
successful pairing, the transmitter indicator

Product Specifications

Model A580 air
RX Port HDMI
TX Port TYPE-C
RX Power Input 5V/IA
Resolution 1080P/60Hz
Frequency 2400-2483.5MHZ  5725-5850 MHZ
Range

Transmission
Distance

80m (Unobstructed)

Warranty Card

For your rights and interests, please fill in the details and keep

it properly. This copy is used as a proof before maintenance:

User name:

User address:

Postal code:

Contact number:

E-mail:

Purchase date/order number:

Return reason:

E @ Pairing Status Light 1 (3) PC Screen Projection: will remain on.
@ Button (Pairing/Portrait- For Windows 10 and above: Press the Windows ag + K
Landscape Screen Switch) E keys — Select the device and find "LLANO-A580 air" w
)~ ® HDMI Port i Laptop For Mac: Click the screen projection icon in the status If screen PI’CIJJECtlon fallS, please contact
w\&) @ Type-C Power Port ®—{H H —® bar (@) — Select the device and find "LLANO-A580 air". Green Giant's technical support.
(5VNA) [
USB Power Cable 1x HDMI cable N .
1x (A to C) Adapter F @
Product after-sales warranty service: 365 days
Receiver (RX) TV/Monitor (Note: gift accessories are not covered by the warranty)
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FCC Statement

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no guarantee that interference will
not occur in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be

determined by turning the equipment off and on, the user is

encouraged to try to correct the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer could
void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

RF Exposure Information

The device has been evaluated to meet general RF exposure requirement. The device can be used in
portable exposure condition without restriction.

ISED Statement

English:This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation,
Science and Economic Development Canada’ s licence-exempt RSS(s). Operation is subject to the
following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause undesired

operation of the device.

The digital apparatus complies with Canadian CAN ICES-3 (B)/NMB-3(B).

French: Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont conformes aux

RSS exemptés de licence d'Innovation, Sciences et Développement économique Canada.

L'exploitation est soumise aux deux conditions suivantes :

(1) Cet appareil ne doit pas provoquer d'interférences.

(2) Cet appareil doit accepter toute interférence, y compris les interférences susceptibles de provoquer
un fonctionnement indésirable de I'appareil.

I'appareil numérique du ciem conforme canadien peut - 3 (b) / nmb - 3 (b).

This device meets the exemption from the routine evaluation limits in section 2.5 of RSS 102 and
compliance with RSS 102 RF exposure, users can obtain Canadian information on RF exposure and
compliance.

cet appareil est conforme a I'exemption des limites d'évaluation courante dans la section 2.5 du cnr - 102 et
conformité avec rss 102 de I'exposition aux rf, les utilisateurs peuvent obtenir des données canadiennes sur
I'exposition aux

champs rf et la conformité.

This equipment complies with Canada radiation exposure limits set forth for an uncontrolled environment.
Cet équipement est conforme aux limites d'exposition aux rayonnements du Canada établies pour

un environnement non controlé.

RF Exposure Statement

The device has been evaluated to meet general RF exposure requirement. This equipment should be
installed and operated with minimum distance Omm between the radiator & your body.

L'appareil a été évalué pour répondre aux exigences générales d'exposition aux RF. Cet équipement
doit étre installé et utilisé avec une distance minimale de 0 mm entre le radiateur et votre corps.






