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O Dt&C

Report No.: DRTFCC2511-0087(1)

1. General Information

1.1. Description of EUT

Equipment Class

Spread Spectrum Transmitter (DSS)

Product Name

PORTABLE BLUETOOTH SPEAKER

Model Name BasslQ

Add Model Name NA
Firmware Version

Identification Number SW V1.0
EUT Serial Number No Specified
Power Supply DC 7.4V

Frequency Range

2402 MHz ~ 2 480 MHz

Max. RF Output Power

8.21 dBm (0.007 W)

Modulation Technique
(Data rate)

GFSK(1 Mbps), T/4-DQPSK(2 Mbps), 8DPSK(3 Mbps)

Number of Channels

79

Antenna Specification

Antenna Type: PCB pattern antenna
Gain : -0.68 dBi (PK)

1.2. Support Equipemnt
-NA
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1.3. Testing Laboratory

Dt&C Co., Ltd.
The 3 m test site and conducted measurement facility used to collect the radiated data are located at
the 42, Yurim-ro, 154beon-gil, Cheoin-gu, Yongin-si, Gyeonggi-do, Korea 17042.
The test site complies with the requirements of Part 2.948.
- FCC & ISED MRA Designation No. : KR0034
- FCC Test Firm Registration No. : 704742

- ISED#: 5740A

www.dtnc.net
Telephone : + 82-31-321-2664
FAX : + 82-31-321-1664

1.4. Testing Environment

Ambient Condition

= Temperature +20 °C ~ +22 °C

= Relative Humidity 40 % ~ 45 %

1.5. Measurement Uncertainty
The measurement uncertainties shown below were calculated in accordance with requirements of ANSI
C63.10-2020. All measurement uncertainty values are shown with a coverage factor of k= 2 to indicate a 95 %

level of confidence.

Parameter Measurement uncertainty
Antenna-port conducted emission 1.3 dB (The confidence level is about 95 %, k = 2)
AC power-line conducted emission 3.4 dB (The confidence level is about 95 %, k = 2)
Radiated emission (1 GHz Below) 5.0 dB (The confidence level is about 95 %, k = 2)

Radiated emission (1 GHz ~ 18 GHz) 4.8 dB (The confidence level is about 95 %, k = 2)

Radiated emission (18 GHz Above) 5.8 dB (The confidence level is about 95 %, k = 2)
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1.6. Information about the FHSS characteristics

- This Bluetooth module has been tested by a Bluetooth Qualification Lab, and we confirm the following :
A) The hopping sequence is pseudorandom
Note 1 : Pseudorandom Frequency Hopping Sequence Table as below:
Channel: 08, 24, 40, 56, 42, 54, 72, 09, 01, 11, 33, 41, 34, 42, 65, 73, 53, 69, 06, 22, 04, 20,
36, 52, 38, 46, 70, 78, 68, 76, 21, 29, 10, 26, 41, 58, 44, 60, 76, 13, 03, 11, 35, 43,
37,45,69, 77,52, 71, 08, 24, 06, 24, 48, 56, 45, 46, 70, 01, 72, 06, 25, 33, 12, 28,
49, 60, 45, 58, 74, 13, 05, 18, 37, 49 etc
The System receiver have input bandwidths that match the hopping channel bandwidths of
their corresponding transmitters and shift frequencies in synchroniztation with the transmit
ted signals.
B) All channels are used equally on average
C) The receiver input bandwidth equals the transmit bandwidth

D) The receiver hops in sequenc e with the transmit signal

- 15.247(g) : In accordance with the Bluetooth Industry Standard, the system is designed to comply with all
of the regulations in Section 15.247 when the transmitter is presented with a continuous data
(or information) system.

- 15.247(h) : In accordance with the Bluetooth Industry Standard, the system does not coordinate its

channels selection / hopping sequence with other frequency hopping systems for the express

purpose of avoiding the simultaneous occupancy of individual hopping frequencies by multiple
transmitters.

- 15.247(h) : The EUT employs Adaptive Frequency Hopping (AFH) which identifies sources of interference

namely devices operating in 802.11 WLAN and excludes them from the list of available

channels. The process of re-mapping reduces the number of test channels from 79 channels
to @ minimum number of 20 channels.
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1.7. Conclusion of worst-case and operation mode

The EUT has three types of modulation (GFSK, 1/4-DQPSK and 8DPSK).
Therefore all applicable requirements were tested with all the modulations.

And packet type was tested at the worst case(DH5).

EUT Operation test setup

Bluetooth tester was used to control the transmit parameters during test.

Tested frequency information

- Hopping Function : Enable

Tested Frequency (MHz)

Hopping Band 2402 ~2480

Hopping Function : Disable

Tested Frequency (MHz)

Lowest Channel 2 402
Middle Channel 2 441
Highest Channel 2480
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1.8. Test Equipment List

Type Manufacturer Model (y?/?rlr.n?naltjil) ny’;ﬁ:}ﬁ:;e S/IN
Spectrum Analyzer Agilent Technologies N9020A 24/12/10 25/12/10 MY50200816
Spectrum Analyzer Agilent Technologies N9020A 25/05/26 26/05/26 US47360812
Spectrum Analyzer Agilent Technologies N9020A 24/11/26 25/11/26 MY50410399
Multimeter FLUKE 17B 24/11/27 25/11/27 26030065WS
Signal Generator Rohde Schwarz SMBV100A 24/12/10 25/12/10 255571
Signal Generator KEYSIGHT M9383A 24/12/10 25/12/10 E76F804A28
Thermohygrometer BODYCOM BJ5478 24/12/17 25/12/17 090205-4
Thermohygrometer BODYCOM BJ5478 24/12/05 25/12/05 120612-2
Thermohygrometer BODYCOM BJ5478 25/05/29 26/05/29 N/A
BlueTooth Tester TESCOM TC-3000C 24/12/10 25/12/10 3000C000396
Resistive Divider Clear Microwave D240 25/05/26 26/05/26 2
Loop Antenna ETS-Lindgren 6502 24/11/08 26/11/08 00060496
Hybrid Antenna Schwarzbeck VULB 9160 24/12/13 25/12/13 3362
Horn Antenna ETS-Lindgren 3117 25/05/27 26/05/27 00143278
Horn Antenna A.H.Systems Inc. SAS-574 25/06/12 26/06/12 155
PreAmplifier tsj MLA-0118-B01-40 24/11/26 25/11/26 1852267
PreAmplifier tsj MLA-1840-J02-45 25/05/29 26/05/29 16966-10728
PreAmplifier H.P 8447D 24/12/11 25/12/11 2944A07774

. . —_ WHKX12-935-

High Pass Filter Wainwright Instruments 1000-15000-40SS 25/05/26 26/05/26 8
High Pass Filter Wainwright Instruments | Spib% 102890 25/05/26 26/05/26 1
High Pass Filter Wainwright Instruments \éVS%NXB'O/%'S' 25/05/26 26/05/26 3
Attenuator Hefei Shunze SS5T2.92-10-40 25/05/26 26/05/26 16012202
Attenuator Aeroflex/Weinschel 56-3 25/05/26 26/05/26 Y2370
Attenuator SMAJK SMAJK-2-3 25/05/26 26/05/26 3
Attenuator SMAJK SMAJK-2-3 25/05/26 26/05/26 2
Cover eS| o
EMI Receiver ROHDE&SCHWARZ ESCI7 25/01/20 26/01/20 100910
PULSE LIMITER Rohde Schwarz ESH3-22 24/08/21 25/08/21 101333
LISN SCHWARZBECK NSLK 8128 RC 24/10/21 25/10/21 8128 RC-387
Digital Thermo Hygrometer | CAS TE-303N 25/02/13 26/02/13 220502531
Cable Dt&C Cable 25/01/02 26/01/02 G-2
Cable HUBER+SUHNER SUCOFLEX 100 25/01/02 26/01/02 G-3
Cable Dt&C Cable 25/01/02 26/01/02 G-4
Cable OoMT YSS21S 25/01/02 26/01/02 G-5
Cable Junkosha MWX241 25/01/02 26/01/02 mmW-1
Cable Junkosha MWX241 25/01/02 26/01/02 mmW-4
Cable HUBER+SUHNER SUCOFLEX100 25/01/02 26/01/02 M-01
Cable HUBER+SUHNER SUCOFLEX100 25/01/02 26/01/02 M-02
Cable JUNKOSHA MWX241/B 25/01/02 26/01/02 M-03
Cable JUNKOSHA J12J101757-00 25/01/02 26/01/02 M-07
Cable HUBER+SUHNER SUCOFLEX106 25/01/02 26/01/02 M-09
Cable Dt&C Cable 25/01/02 26/01/02 RFC-030
;I-Ig:tdg::c\j’\;are tsj EMI Measurement NA NA \2/%8_'8?85
Test Software ts Measurement NA NA 200,010
Aeshor Chamber SYC 3m-SAC 220001 ;?\(/r\és\;\/}){) 250001 é?%?% 3m-SAC-1
Ancchoic Chamber svc 3m-SAC 25/01/17(VSWR) | 26/01/17(vSwWR) | ¥SAC2

Notel: The measurement antennas were calibrated in accordance to the requirements of ANSI C63.5-2017.
Note2: The cable is not a regular calibration item, so it has been calibrated by Dt&C itself.
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2. Antenna Requirement

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible
party shall be used with the device. The use of a permanently attached antenna or of an antenna that uses a

unique coupling to the intentional radiator shall be considered sufficient to comply with the provisions.

Conclusion: Comply

The antennais permanently attached on board.
Therefore this E.U.T complies with the requirement of Part 15.203
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3. Summary of Test Results

F R oy - T
C(E L S . Test Description Limit e§t_ Status
section(s) section(s) Condition Note 1
For FCC
Maximum Peak =< 0.125 W(conducted)
15.247(a) RSS-247[6.2.3.1] Conducted Output c
15.247(b) RSS-247[6.2.3.2] Power For ISED
=< 0.125 W(conducted)
=< 4 Watt(e.i.r.p)
20 dB Bandwidth NA Cc
. >= 25 kHz or
Carrier Frequency >= Two thirds of the 20 dB BW, c
Separation . A
15.247(a) RSS-247[6.2.3.1] whichever is greater.
. o Number of Hopping Conducted
u i _
Channels >= 15 hops ¢
Time of Occupancy =< 0.4 seconds C Note2
Occupied Bandwidth
- RSS-Gen[6.7] (99 %) NA Cc
The radiated emission to any 100
Unwanted Emissions kHz of out-band shall be at least 20

15.247(d) RSS-24716.6] (Conducted) dB below the highest in-band ¢

spectral density.

15.247(d) RSS-247[6.6] Unwanted Emissions Part 15.209 Limits . Note 3
15.205 RSS-Gen[8.9] (Radiated) (Refer to section 9) Radiated Cc
15.209 RSS-Gen[8.10]

AC Power-Line Part 15.207 Limits AC Line
15.207 RSS-Gen[8.8] Conducted Emissions (Refer to section 10) Conducted N
. Part 15.203
15.203 - Antenna Requirement (Refer to section 2) - C
Note 1: C=Comply = NC=Not Comply = NT=Not Tested = NA=Not Applicable
Note 2: This test item was performed using the configuration the longst dweel time(DH5) and the minimum number of channels(20).
Note 3: This test item was performed in three orthogonal EUT positions and the worst case data was reported.
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4. Maximum Peak Conducted Output Power

4.1. Test Setup
Refer to the APPENDIX I.

4.2. Limit
@] FCC Requirements

The maximum peak output power of the intentional radiator shall not exceed the following :

1. 815.247(a)(1), Frequency hopping systems shall have hopping channel carrier frequencies separated by a
minimum of 25 kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively,
frequency hopping systems operating in the 2 400 MHz - 2 483.5 MHz band may have hopping channel carrier
frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel,
whichever is greater, provided the systems operate with an output power no greater than 125 mw.

2. 815.247(b)(1), For frequency hopping systems operating in the 2 400 — 2 483.5 MHz employing at least 75
non-overlapping hopping channels, and all frequency hopping systems in the 5 725 MHz — 5 805 MHz band :
1 Watt. For all other frequency hopping systems in the 2 400 MHz — 2 483.5 MHz band: 0.125 watts.

@] ISED Requirements

1. RSS-247[6.2.3.1](a), FHS operating in the band 2400-2483.5 MHz may have hopping channel carrier
frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel,
whichever is greater, provided that the systems operate with an output power no greater than 0.125 W.

2. RSS-247[6.2.3.2](a), if the hopset uses 75 or more hopping channels, the maximum peak conducted output
power shall not exceed 1.0 W.

3. RSS-247[6.2.3.2](c), the e.i.r.p. shall not exceed 4 W, except as provided in sections 6.5 a) and b).

4.3. Test Procedure

1. The RF output power was measured with a spectrum analyzer connected to the RF Antenna connector
(conducted measurement) while EUT was operating in transmit mode at the appropriate center frequency, A
spectrum analyzer was used to record the shape of the transmit signal.

2. The peak output power of the fundamental frequency was measured with the spectrum analyzer using ;
Span = Approximately five times the 20 dB bandwidth, centered on a hopping channel.

RBW > 20 dB bandwidth of the emission being measured. Actual RBW =2 MHz
VBW 2= RBW

Sweep = No faster than coupled (auto) time.

Trace = max hold

Detector function = peak

Use the marker-to-peak function to set the marker to the peak of the emission.
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4.4. Test Results

Burst Average Peak Output Ante_nna e.i.r.photes
Modulation Tested Channel Output Power Power Gain
dBm mW dBm mW (dBi) (dBm)
Lowest 6.22 4.19 6.71 4.69 -0.68 6.03
GFSK Middle 6.77 4.75 7.20 5.25 -0.68 6.52
Highest 7.05 5.07 7.54 5.68 -0.68 6.86
Lowest 5.09 3.23 7.10 5.13 -0.68 6.42
m/4-DQPSK Middle 5.65 3.67 7.60 5.75 -0.68 6.92
Highest 5.73 3.74 7.98 6.28 -0.68 7.30
Lowest 5.09 3.23 7.25 5.31 -0.68 6.57
8DPSK Middle 5.65 3.67 7.78 6.00 -0.68 7.10
Highest 5.73 3.74 8.21 6.62 -0.68 7.53

Note 1: The average output power was tested using an average power meter for reference only.
Note 2: See next pages for actual measured spectrum plots.
Note 3: e.i.rp = Pcond + Geut
Pcond = measured power at feedpoint of the EUT antenna, in dBm (Peak Conducted Output Power)
Geut = gain of the EUT radiating element (antenna), in dBi
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Peak Output Power Lowest Channel & Modulation : GFSK

Agilent Spectrum Analyzer - Swept SA

B NALIGN OFF 04:08:25PM Aug 14, 2025

Center Freq 2.402000000 GHz ) Avg Type: Log-Pwr
= Trig: Free Run

IFGain:Low Atten: 30 dB

Frequency

Mkr1 2.401 910 GHz Bl
Ref 20.00 dBm 6.71 dBm |

Center Freq
2.402000000 GHz

StartFreq
2.397000000 GHz

StopFreq
2.407000000 GHz
[

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.402000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

MSG

Peak Output Power Middle Channel & Modulation : GFSK

Agilent Spectrum Analyzer - Swept SA
B M\ ALIGN OFF 04:11:15PM Aug 14, 2025
Center Freq 2.441000000 GHz Avg Type: Log-Pwr 1]

PNO: Fast )
IFGain:Low

Frequency

Trig: Free Run
Atten: 30 dB

Mkr1 2.440 850 GHZ Auto Tune
Ref 20.00 dBm 7.20 dBm |

Center Freq
2.441000000 GHz

StartFreq
2.436000000 GHz

StopFreq
2.446000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.441000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

STATUS

IMSG
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Peak Output Power

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.480000000 GHz

IFGain:Low

y Trig: Free Run
-

Ref 20.00 dBm

Center 2.480000 GHz
#Res BW 2.0 MHz

Highest Channel & Modulation : GFSK

Atten: 30 dB

#VBW 6.0 MHz

Mkr1 2.479 837 GHz

7.54 dBm

Span 10.00 MHz

Sweep 1.000 ms (3001 pts)

Frequency

Auto Tune

Center Freq
2.480000000 GHz

StartFreq
2.475000000 GHz

StopFreq
2.485000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

IMSG

STATUS

Peak Output Power

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.402000000 GHz

IFGain:Low

Ref 20.00 dBm

Center 2.402000 GHz
#Res BW 2.0 MHz

MSG

PNO: Fast )

Lowest Channel & Modulation : 1r/4-DQPSK

/N ALIGN OFF

01:11:52PM Aug 19, 2025

Trig: Free Run
Atten: 30 dB

#VBW 6.0 MHz

Avg Type: Log-Pwr

Mkr1 2.401 850 GHz

7.10 dBm

Span 10.00 MHz
Sweep 1.000 ms (3001 pts)

Frequency

Auto Tune

Center Freq
2.402000000 GHz

StartFreq
2.397000000 GHz

StopFreq
2.407000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Peak Output Power Middle Channel & Modulation : m/4-DQPSK

B NALIGN OFF 01:15:06PM Aug 19, 2025
Center Freq 2.441000000 GHz ) Avg Type: Log-Pwr
— Trig:Free Run

IFGain:Low —_Atten: 30 dB

Frequency

Mkr1 2.440 907 GHz| IRl
Ref 20.00 dBm 7.60 dBm |

Center Freq
2.441000000 GHz

StartFreq
2.436000000 GHz

StopFreq
2.446000000 GHz
[

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.441000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

STATUS

IMSG

Peak Output Power Highest Channel & Modulation : m/4-DQPSK

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.480000000 GHz

PNO: Fast () 1rig:FreeRun
Atten: 30 dB

/N ALIGN OFF 01:17:58PM Aug 19, 2025
Avg Type: Log-Pwr

Frequency

IFGain:Low

Mkr1 2.479 887 GHz Auto Tune
Ref 20.00 dBm 7.98 dBm |

Center Freq
2.480000000 GHz

StartFreq
2.475000000 GHz

StopFreq
2.485000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.480000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

STATUS

IMSG
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Peak Output Power Lowest Channel & Modulation : 8DPSK

Agilent Spectrum Analyzer - Swept SA
B N\ ALIGN OFF 01:27:03PM Aug 19, 2025
Center Freq 2.402000000 GHz Avg Type: Log-Pwr £l

PNO: Fast L) Trig: Free Run
Atten: 30 dB

Frequency

IFGain:Low

Mkr1 2.401 893 GHz Auto Tune
Ref 20.00 dBm 7.25 dBm

CenterFreq
2.402000000 GHz

StartFreq
2.397000000 GHz

StopFreq
2.407000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.402000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

IM 56 STATUS

Peak Output Power Middle Channel & Modulation : 8DPSK

Agilent Spectrum Analyzer - Swept SA
i N ALIGN OFF 01:30:16PM fug 19, 2025
Center Freq 2.441000000 GHz Avg Type: Log-Pwr 1]

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

Frequency

Mkr1 2.440 973 GHz|[Rasdialy
Ref 20.00 dBm 7.78 dBm

CenterFreq
2.441000000 GHz

StartFreq
2.436000000 GHz

StopFreq
2.446000000 GHz

v|

CF Ste|
1.000000 MHz
Auto Man

Freq Offset
0Hz

Center 2.441000 GHz Span 10.00 MHz
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.000 ms (3001 pts)

IM 56 STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Peak Output Power

Agilent Spectrum Analyzer - Swept SA

S06 _AC_ | CORREC

Center Freq 2.480000000 GHz

Ref 20.00 dBm

Center 2.480000 GHz
#Res BW 2.0 MHz

IFGain:Low

Highest Channel & Modulation : 8DPSK

A ALIGN OFF 01:33:06PM Aug 19, 2025

— ) Trig:Free Run

Atten: 30 dB

#VBW 6.0 MHz

Avg Type: Log-Pwr

Mkr1 2.479 977 GHz
8.21 dBm

Span 10.00 MHz
Sweep 1.000 ms (3001 pts)

Frequency

Auto Tune

Center Freq
2.480000000 GHz

StartFreq
2.475000000 GHz

StopFreq
2.485000000 GHz

CF Step
1.000000 MHz
Auto Man

Freq Offset
0Hz

STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

5. 20 dB BW & Occupied BW

5.1. Test Setup

Refer to the APPENDIX I.

5.2. Limit
Limit : Not Applicable

5.3. Test Procedure

1. The 20 dB bandwidth was measured with a spectrum analyzer connected to RF antenna Connector

(conducted measurement) while EUT was operating in transmit mode. The analyzer center frequency was

set to the EUT carrier frequency, using the analyzer.

2. The bandwidth of the fundamental frequency was measured with the spectrum analyzer using below setting:

RBW =1 % to 5 % of the 20 dB BW & Occupied BW

VBW = 3 x RBW

Span = between 1.5 times and 5.0 times the 20 dB bandwidth & Occupied BW

Sweep = auto

Detector function = peak

Trace = max hold

5.4. Test Results

Modulation Tested Channel 20 dB BW (MHz) Occupied BW (MHz)

Lowest 0.887 0.847

GFSK Middle 0.887 0.853
Highest 0.888 0.854

Lowest 1.326 1.207

1m/4-DQPSK Middle 1.321 1.201
Highest 1.320 1.193

Lowest 1.309 1.217

8DPSK Middle 1.309 1.213
Highest 1.309 1.211

This test report is prohibited to copy or reissue in whole or in part without the approval of Dt&C Co., Ltd.

TRF-RF-237(07)210316

Pages: 18/ 73



O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

20 dB BW & Occupied BW

Ag}iznl Spectrum Analyzer - Occupied BW

Center Freq 2.402000000 GHz

#IFGain:Low

Ref 20.00 dBm

Center 2.402 GHz
#Res BW 15 kHz

Occupied Bandwidth

SEMSE:INT|

N ALIGN OFF

Lowest Channel & Modulation : GFSK

04:07:59PM Aug 14, 2025

—— Trig:Free Run
#Atten: 30 «B

#VBW 47 kHz

Total Power

847.45 kHz

Transmit Freq Error
x dB Bandwidth

3.823 kHz OBW Power
887.4 kHz x dB

Center Freq: 2.402000000 GHz
Avg|Hold: 3001300

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.402000000 GHz

13.4 dBm

99.00 %
-20.00 dB

STATUS

20 dB BW & Occupied BW

Agilent Spectrum Analyzer - Occupied BW

Ref 20.00 dBm

Center 2.441 GHz
#Res BW 15 kHz

Occupied Bandwidth

Center Freq 2.441000000 GHz

#IFGain:Low

Middle Channel & Modulation : GFSK

/N ALIGN OFF

04:10:35PM Aug 14, 2025

Center Freq: 2.441000000 GHz
Avg|Hold: 3001300

Trig: Free Run
#Atten: 30 dB

#VBW 47 kHz

Total Power

852.53 kHz

Transmit Freq Error
x dB Bandwidth

3.224 kHz OBW Power
887.4 kHz x dB

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.441000000 GHz

13.8 dBm

99.00 %
-20.00 dB

IMSG

STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

20 dB BW & Occupied BW

Ag}iznl Spectrum Analyzer - Occupied BW

Center Freq 2.480000000 GHz

#IFGain:Low

Ref 20.00 dBm

Center 2.48 GHz
#Res BW 15 kHz

Occupied Bandwidth

Highest Channel & Modulation : GFSK

SEMSE:INT|

N ALIGN OFF

04:13:17PM Aug 14, 2025

—— Trig:Free Run
#Atten: 30 «B

#VBW 47 kHz

Total Power

853.60 kHz

Transmit Freq Error
x dB Bandwidth

3.436 kHz OBW Power
888.3 kHz x dB

Center Freq: 2.480000000 GHz
Avg|Hold: 3001300

Frequency

Center Freq
2.480000000 GHz

Radie Std: None

Radio Device: BTS

Span 3 MHz

Sweep 12.73 ms CF Step

300.000 kHz
Auto Man

Freq Offset
0Hz

14.2 dBm

99.00 %
-20.00 dB

STATUS

20 dB BW & Occupied BW

Agilent Spectrum Analyzer - Occupied BW

Ref 20.00 dBm

Center 2.402 GHz
#Res BW 15 kHz

Occupied Bandwidth

Center Freq 2.402000000 GHz

#IFGain:Low

Lowest Channel & Modulation : /4-DQPSK

/N ALIGN OFF

01:11:05PM Aug 19, 2025

Center Freq: 2.402000000 GHz
Avg|Hold: 3001300

Trig: Free Run
#Atten: 30 dB

#VBW 47 kHz

Total Power

1.2073 MHz

Transmit Freq Error
x dB Bandwidth

4.359 kHz OBW Power
1.326 MHz x dB

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.402000000 GHz

13.0 dBm

99.00 %
-20.00 dB

IMSG

STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

20 dB BW & Occupied BW

Ag}iznl Spectrum Analyzer - Occupied BW

Center Freq 2.441000000 GHz

#IFGain:Low

Ref 20.00 dBm

Center 2.441 GHz
#Res BW 15 kHz

Occupied Bandwidth

SEMSE:INT| A ALIGN OFF 01:14:02PM Aug 19, 2025

Center Freq: 2.441000000 GHz
—— Trig:Free Run Avg|Hold: 300/300
#Atten: 20 «B

Radie Std: None

Radio Device: BTS

Span 3 MHz
#VBW 47 kHz Sweep 12.73 ms

Total Power 14.2 dBm

1.2012 MHz

Transmit Freq Error
x dB Bandwidth

5.232 kHz
1.321 MHz

OBW Power
x dB

99.00 %
-20.00 dB

STATUS

Middle Channel & Modulation : m/4-DQPSK

Frequency

Center Freq
2.441000000 GHz

CF Step
300.000 kHz

Auto Man

Freq Offset
0Hz

20 dB BW & Occupied BW

Agilent Spectrum Analyzer - Occupied BW

Ref 20.00 dBm

Center 2.48 GHz
#Res BW 15 kHz

Occupied Bandwidth

Center Freq 2.480000000 GHz

#IFGain:Low

H

W ALIGN OFF 01:17:11PM Aug 19, 2025

Center Freq: 2.480000000 GHz
Trig: Free Run Avg|Hold: 3001200
#Atten: 20 dB

Radio Std: None

Radio Device: BTS

#VBW 47 kHz

Total Power 14.6 dBm

1.1930 MHz

Transmit Freq Error
x dB Bandwidth

6.565 kHz
1.320 MHz

OBW Power
x dB

99.00 %
-20.00 dB

ighest Channel & Modulation : m/4-DQPSK

Frequency

Center Freq
2.480000000 GHz

300.000 kHz

Auto Man

Freq Offset
0Hz

IMSG

STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

20 dB BW & Occupied BW

Ag}iznl Spectrum Analyzer - Occupied BW

Center Freq 2.402000000 GHz

#IFGain:Low

Ref 20.00 dBm

Center 2.402 GHz
#Res BW 15 kHz

Occupied Bandwidth

SEMSE:INT|

N ALIGN OFF

Lowest Channel & Modulation : 8DPSK

01:26:17PM Aug 19, 2025

—— Trig:Free Run
#Atten: 30 «B

#VBW 47 kHz

Total Power

1.2174 MHz

Transmit Freq Error
x dB Bandwidth

-4.080 kHz

OBW Power
1.309 MHz x dB

Center Freq: 2.402000000 GHz
Avg|Hold: 3001300

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.402000000 GHz

12.9 dBm

99.00 %
-20.00 dB

STATUS

20 dB BW & Occupied BW

Agilent Spectrum Analyzer - Occupied BW

Ref 20.00 dBm

Center 2.441 GHz
#Res BW 15 kHz

Occupied Bandwidth

Center Freq 2.441000000 GHz

#IFGain:Low

Middle Channel & Modulation : 8DPSK

/N ALIGN OFF

01:29:14PM Aug 19, 2025

Center Freq: 2.441000000 GHz
Avg|Hold: 3001300

Trig: Free Run
#Atten: 20 dB

#VBW 47 kHz

Total Power

1.2130 MHz

Transmit Freq Error
x dB Bandwidth

-3.513 kHz

OBW Power
1.309 MHz x dB

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.441000000 GHz

14.2 dBm

99.00 %
-20.00 dB

IMSG

STATUS
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

20 dB BW & Occupied BW Highest Channel & Modulation : 8DPSK

S0 AC CORREC SENSEINT A\ ALIGN OFF 01:32:20PM Aug 19, 2025

Center Freq 2.480000000 GHz Center Fred: 2.480000000 GHz Radio Std: Nehe
Trig: Free Run Avg|Hold: 300/300

——
#IFGain:Low #Atten: 20 «B Radio Device: BTS

Frequency

Center Freq
2.480000000 GHz

Ref 20.00 dBm

Center 2.48 GHz Span 3 MHz

#Res BW 15 kHz #VBW 47 kHz Sweep 12.73 ms CF Step

300.000 kHz
Auto Man

Occupied Bandwidth Total Power 14.4 dBm

1.2107 MHz Ee———
Transmit Freq Error -2.399 kHz OBW Power 99.00 % =

x dB Bandwidth 1.309 MHz x dB -20.00 dB

MSG STATUS
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FCC ID: 2A78WBASSIQ

m Dt &C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

6. Carrier Frequency Separation

6.1. Test Setup
Refer to the APPENDIX I.

6.2. Limit
Limit : 2 25 kHz or 2 Two-Thirds of the 20 dB BW whichever is greater.

6.3. Test Procedure

The carrier frequency separation was measured with a spectrum analyzer connected to the antenna terminal,
while EUT had its hopping function enabled.
After the trace being stable, the reading value between the peaks of the adjacent channels using the marker-
delta function was recorded as the measurement results.
The spectrum analyzer is set to :

Span = Wide enough to capture the peaks of two adjacent channels

RBW = Start with the RBW set to approximately 30 % of the channel spacing; adjust as necessary to
best identify the center of each individual channel.

VBW = RBW Sweep = No faster than coupled (auto) time.
Detector function = peak Trace = max hold
Allow the trace to stabilize.

6.4. Test Results

Hopping Modulation Peak of reference Peak of adjacent Test Result
Mode channel(MHz) Channel(MHz) (MHz)
Enable GFSK 2 441.064 2 442.056 0.992

Note 1 : See next pages for actual measured spectrum
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Carrier Frequency Separation (FH) Hopping mode : Enable & GFSK

Ag}ienl Spectrum Analyzer - Swept SA
0 RL___ | RF__[S00 AC | CORREC | i INALIGN OFF 04:21:42PM Aug 14, 2025 F
Center Freq 2.441000000 GHz Aug Type: Log-Pwr 12 I

= Trig: Free Run
IFGain:Low Atten: 30 dB
Auto Tune
Ref 20.00 dBm : I
X Center Freq
N 2.441000000 GHz
I
StartFreq
2.439500000 GHz
[
Stop Freq
2.442500000 GHz
[
Center 2.441000 GHz Span 3.000 MHz CF Step
#VBW 150 kHz Sweep 1.200 ms (3001 pts) 300.000 kHz
MER MODE TRC SCL ® FUNCTION FUNCTION WADTH FUNCTION WaLlE ~ M Man
A T Y S N—
Y F |1 f]  2a4i064GHz]  616dBm| | | |
3 | I S A AN Freq Offset
‘5‘ 0 Hz
[
T
8
9
10
11 | v
< b
MSG STATUS
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FCC ID: 2A78WBASSIQ

m Dt &C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

7. Number of Hopping Channels

7.1. Test Setup
Refer to the APPENDIX I.

7.2. Limit
Limit : >= 15 hops

7.3. Test Procedure
The number of hopping frequencies was measured with a spectrum analyzer connected to the antenna terminal,
while EUT had its hopping function enabled.
To get higher resolution, two frequency ranges for FH mode within the 2 400 MHz ~ 2 483.5 MHz were examined.
The spectrum analyzer is set to :
Span for FH mode = 50 MHz Start Frequency = 2 391.5 MHz, Stop Frequency = 2 441.5 MHz

Start Frequency = 2 441.5 MHz, Stop Frequency =2 491.5 MHz

Span for AFH mode = 30 MHz Start Frequency = 2 426.0 MHz, Stop Frequency = 2 456.0 MHz

RBW = To identify clearly the individual channels, set the RBW to less than 30 % of the channel spacing
or the 20 dB bandwidth, whichever is smaller.

VBW = RBW Sweep = No faster than coupled (auto) time.

Detector function = peak Trace = max hold
Allow the trace to stabilize.

7.4. Test Results

FH mode
Hopping mode Modulation Test Result (Total Hops)
Enable GFSK 79
AFH mode
Hopping mode Modulation Test Result (Total Hops)
Enable GFSK 20

Note 1 : See next pages for actual measured spectrum plots.
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Number of Hopping Channels 1(FH

Agilent Spectrum Analyzer - Swept SA

SO AC | CORREC

Center Freq 2.416500000 GHz
PNO: Fast L, )
IFGain:Low

Trig: Free Run
Atten: 30 dB

Mkr2

Ref 20.00 dBm
1

Start 2.39150 GHz

#Res BW 270 kHz #VBW 820 kHz

2.441 000 GHz
6.96 dBm

Stop 2.44150 GHz

Sweep 1.000 ms (3001 pts)

MKR MODE| TRC SCL FUNCTION FUNCTION WIDTH

(ll N[1]7F]
N [ 1[f]

OO~ E W

10

FUNCTION VALUE A

Auto Tune

Center Freq
2.416500000 GHz

StartFreq
2.391500000 GHz

StopFreq
2.441500000 GHz

CF Step
5.000000 MHz

Auto Man

Freq Offset
0Hz

STATUS

Agilent Spectrum Analyzer - Swept SA
N\ BLIGN OFF

04:19:57 PM Aug 14, 2025

Center Freq 2.466500000 GHz

PNO: Fast )
IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run
Atten: 30 dB

Mkr2

Ref 20.00 dBm
2

Start 2.44150 GHz

2.480 000 GHz
7.29 dBm

Stop 2.49150 GHz
.000 ms (3001 pts)

FUNCTION VALUE A

Frequency

Auto Tune

Center Freq
2.466500000 GHz

StartFreq
2.441500000 GHz

StopFreq
2.491500000 GHz

CF Step
5.000000 MHz

Auto Man

Freq Offset
0Hz

Res BW 270 kHz #VBW 820 kHz Sweep 1
MKR MODE| TRC| SCL ® W FUMCTION FUNCTION WIDTH
fl N [1[f]  2442000GHz| = 695dBm| [ |
PN N [1f[ 2480000GHz[  728dBm[ | |
3 I A A R
4 1 ]
5 I A A R
6 I A A
7 1 ]
8 I A A R
9 1 ]
10 I A A R
11 [ |
<
MSG STATUS

ng mode : Enable & GFSK
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Number of Hopping Channels 1(AFH)

Agilent Spectrum Analyzer - Swept SA

S06 _AC_ | CORREC

N ALIGN OFF

05:03:41PM Aug 14, 2025

Center Freq 2.441000000 GHz Avg Type: Log-Pwr

IFGain:Low

— ) Trig:Free Run
Atten: 30 dB

Mkr2 2.451 00 GHz

Ref 20.00 dBm

Center 2.44100 GHz

Res BW 270 kHz #VBW 820 kHz Sweep 1

7.05 dBm

‘2

Span 30.00 MHz
000 ms (3001 pts)

MKR MODE TRC SCL kS Y FUMCTION FUMCTION WADTH

1 INNEEEE 2,432 00 GHz 697dBm| [ |

A N [ 1] f] 2.46100 GHz 706dBm[ [
I A A

FUNCTION VALUE &~

Frequency

Auto Tune

Center Freq
2.441000000 GHz

StartFreq
2.426000000 GHz

StopFreq
2.456000000 GHz

CF Step
3.000000 MHz

Auto Man

Freq Offset
0Hz

Hopping mode : Enable & GFSK
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FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

O Dt&C

Report No.: DRTFCC2511-0087(1)

8. Time of Occupancy

8.1. Test Setup
Refer to the APPENDIX I.

8.2. Limit

The maximum permissible time of occupancy is 400 ms within a period of 400 ms multiplied by the number of

hopping channels employed.

8.3. Test Procedure

The dwell time was measured with a spectrum analyzer connected to the antenna terminal, while EUT had its
hopping function enabled.

1st Step

The spectrum analyzer is set to :
Center frequency = 2 441 MHz Span = zero
RBW shall be < channel spacing and where possible RBW should be set >> 1/T, where T is the expected

dwell time per channel, Actual: 1 MHz

Sweep time: Set so that the start of the first transmission and end of the last transmission for the hop
are clearly captured. Setting the sweep time to be slightly longer than the hopping period per channel
(hopping period = 1/hopping rate) should achieve this. Actual: 4 ms
Use a video trigger, where possible with a trigger delay, so that the start of the transmission is clearly
observed. The trigger level might need adjustment to reduce the chance of triggering when the system
hops on an adjacent channel.
VBW = RBW
Trace = Clear-write, single sweep.

Place markers at the start of the first transmission on the channel and at the end of the last
transmission. The dwell time per hop is the time between these two markers.

Detector function = peak

2nd Step

To determine the number of hops on a channel in the regulatory observation period repeat the
measurement using a longer sweep time. When the device uses a single hopping sequence the period of
measurement should be sufficient to capture at least 2 hops.

SA Sweep time setting: 800 ms

8.4. Test Results

AFH mode
Hopping Packet Dwell Time SA Sweep Number of Regulatc?ry Time of
mode Tvoe per Hop time(ms) Hops a observation | Occupancy
yp (ms) channel period(ms) (ms)
Enable DH5 2.88 800 12 8s 345.6

Note: Regulatory observation period = 20(humber of hopping channels) x 400 ms

Time of Occupancy = Dwell time per Hop x ((Number of Hops a channel / SA sweep time) x Regulatory
observation period)
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ

IC: 28870-BASSIQ

Dwell time per hop (AFH)

Agilent Spectrum Analyzer - Swept SA

Hopping mode : Enable & DH5

ALIGN AUTO! 02:03:47 PM Sep 09, 2025

Trig Delay-500.0 pus
PNO: Fast —»— Trig: Video
IFGain:Low Atten: 30 dB

Ref 20.00 dBm

%

Center 2.441000000 GHz
Res BW 1.0 MHz

MSG

#VBW 3.0 MHz

Avg Type: Log-Pwr Frequency

AMkr1 2.880 ms
-0.31dB

1A2

Span 0 Hz
Sweep 4.000 ms (3001 pts)

STATUS

Number of Hops a channel in SA Sweep time

Agilent Spectrum Analyzer - Swept SA

SO AC | CORREC

Hopping mode : Enable & D5

ALIGN AUTO!

Trig Delay-10.00 ms

Trig: Video
Atten: 40 dB

PHO: Fast ~—»—
IFGain:Low

Ref 30.00 dBm

Center 2.441000000 GHz
Res BW 510 kHz

MSG

#VBW 1.6 MHz

Avg Type: Log-Pwr

Span 0 Hz
Sweep 800.0 ms (40001 pts)

STATUS.
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FCC ID: 2A78WBASSIQ

m Dt &C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

9. Unwanted Emissions

9.1. Test Setup
Refer to the APPENDIX I.

9.2. Limit
Part 15.247(d), Part 15.205, Part 15.209 & RSS-247[6.6], RSS-Gen[8.9], RSS-Gen [8.10]

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be
at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of
Part 15.247 the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation below
the general limits specified in §15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in §15.205(a), must also comply with the radiated emission limits specified in
§15.209(a) (see §15.205(c)).

- Part 15.209 & RSS-Gen[8.9]: General requirement

Frequency (MHz) FCC Limit (uV/m) ISED Limit (uA/m) Measurement Distance (m)
0.009 — 0.490 2400/ F (kHz) 6.37/F (F in kHz) 300
0.490 - 1.705 24 000/ F (kHz) 63.7/F (F in kHz) 30
1.705 — 30.0 30 0.08 30
Frequency (MHz) FCC Limit (uV/m) ISED Limit (uV/m) Measurement Distance (m)
30~88 100 ** 100 3
88 ~ 216 150 ** 150 3
216 ~ 960 200 ** 200 3
Above 960 500 500 3

**Except as provided in paragraph (g), fundamental emissions from intentional radiators operating under this
section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz.
However, operation within these frequency bands is permitted under other sections of this part, e.g., §15.231
and 15.241.
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- Part 15.205(a): Restricted band of operation

MHz MHz MHz MHz GHz GHz
0.009 ~ 0.110 8.414 25~ 8.414 75 108 ~ 121.94 1300 ~ 1427 45~515 14.47 ~ 14.5
0.495 ~ 0.505 12.29 ~ 12.293 123 ~ 138 1435~ 1626.5 5.35 ~ 5.46 15.35 ~ 16.2
2.1735~2.1905 12.519 75 ~ 12.520 25 149.9 ~ 150.05 16455~ 1 646.5 7.25~7.75 17.7~214
4125~ 4.128 12.576 75 ~ 12.577 25 156.524 75 ~ 156.525 25 1660~ 1710 8.025 ~ 8.5 22.01 ~23.12
417725~ 417775 13.36 ~ 13.41 156.7 ~ 156.9 1718.8~17222 9.0~9.2 23.6 ~24.0
4.207 25 ~ 4.207 75 16.42 ~ 16.423 162.012 5 ~ 167.17 2200 ~ 2300 9.3~9.5 31.2~31.8
6.215~6.218 16.694 75 ~ 16.695 25 167.72 ~173.2 2310~2390 10.6 ~ 12.7 36.43 ~ 36.5
6.267 75~6.268 25 | 16.804 25 ~ 16.804 75 240 ~ 285 2483.5~2500 13.25 ~ 13.4 Above 38.6
6.31175~6.31225 25.5 ~ 25.67 322 ~ 3354 2655 ~2900
8.291 ~ 8.294 37.5~38.25 399.90 ~ 410 3260 ~ 3 267
8.362 ~ 8.366 73~74.6 608 ~ 614 3332~3339
8.376 25 ~ 8.386 75 74.8~75.2 960 ~ 1240 3345.8 ~3358
3600 ~ 4 400
- RSS-Gen[8.10]: Restricted frequency bands
MHz MHz MHz MHz MHz GHz
0.090 ~ 0.110 8.362 ~ 8.366 73~74.6 608 ~ 614 33458 ~3 358 9.0~92
0.495 ~ 0.505 8.376 25 ~ 8.386 75 74.8~75.2 960 ~ 1 427 3500 ~ 4 400 9.3~95
21735~2.1905 8.41425~8.41475 108 ~ 138 1435~1626.5 4500 ~5 150 10.6 ~ 12.7
3.020 ~ 3.026 12.29 ~ 12.293 149.9 ~ 150.05 16455~ 1646.5 5350 ~ 5 460 13.25~13.4
4.125~4.128 12.519 75 ~ 12.520 25 156.524 75 ~ 1660~ 1710 7 250 ~ 7 750 14.47 ~14.5
4.17725~4.17775 | 12.576 75 ~ 12.577 25 156.525 25 1718.8~1722.2 8 025 ~ 8 500 15.35 ~ 16.2
4.207 25 ~ 4.207 75 13.36 ~ 13.41 156.7 ~ 156.9 2200 ~ 2 300 17.7~21.4
5.677 ~ 5.683 16.42 ~ 16.423 162.01 25 ~ 167.17 2310 ~ 2390 22.01~23.12
6.215~6.218 16.694 75 ~ 16.695 25 167.72 ~173.2 2483.5~2 500 23.6~24.0
6.267 75~ 6.26825 | 16.804 25 ~ 16.804 75 240 ~ 285 2 655 ~ 2 900 31.2~318
6.311 75~ 6.312 25 25.5~25.67 322~3354 3260 ~ 3 267 36.43 ~ 36.5
8.291 ~ 8.294 37.5~38.25 399.90 ~ 410 3332~3339 Above 38.6
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9.3. Test Procedures

9.3.1. Test Procedures for Unwanted Emissions(Radiated)

1.

The EUT is placed on a non-conductive table. For emission measurements at or below 1 GHz, the table
height is 80 cm. For emission measurements above 1 GHz, the table height is 1.5 m.

The table was rotated 360 degrees to determine the position of the highest radiation.

During performing radiated emission below 1 GHz, the EUT was set 3 meters away from the interference
receiving antenna, which was mounted on the top of a variable-height antenna tower. During performing
radiated emission above 1 GHz, the EUT was set 1 or 3 meter away from the interference-receiving
antenna.

For measurements above 1 GHz absorbers are placed on the floor between the turn table and the
antenna mast in such a way so as to maximize the reduction of reflections. For measurements below 1
GHz, the absorbers are removed.

The antenna is a broadband antenna, and its height is varied from one meter to four meters above the
ground to determine the maximum value of the field strength. Both horizontal and vertical polarizations of
the antenna are set to make the measurement.

For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned to
heights from 1 meter to 4 meters and the table was turned from 0 degrees to 360 degrees to find the
maximum reading.

The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum Hold
Mode.

Measurement Instrument Setting

- Frequencies less than or equal to 1 000 MHz

RBW = As specified in table, VBW = 3 x RBW, Sweep = Auto, Detector = PeakN°®! or Quasi Peak,
Trace mode = Max Hold until the trace stabilize

Frequency RBW
9 kHz - 150 kHz 200 Hz - 300 Hz
0.15 MHz - 30 MHz 9 kHz -10 kHz
30 MHz - 1 000 MHz 100 kHz - 120 kHz

Notel: Measurements were performed using the peak detector.
The data measured using the peak detector of a spectrum analyzer will represent the worst-case results.

- Frequencies above 1 000 MHz

Peak Measurement

RBW =1 MHz, VBW = 3 MHz, Detector = Peak, Sweep time = Auto, Trace mode = Max Hold until the trace stabilizes
Average Measurement> 1GHz

RBW = 1MHz, VBW = Reduce the video bandwidth until no significant variations in the displayed signal are observed
in subsequent traces, provided the video bandwidth is no less than 1 Hz.

Detector = Peak, Sweep Time = Auto, Trace Mode = Max Hold until the trace stabilizes
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9.3.2. Test Procedures for Unwanted Emissions(Conducted)
1. The transmitter output was connected to the spectrum analyzer.

2. The reference level of the fundamental frequency was measured with the spectrum analyzer using
RBW =100 kHz, VBW = 300 kHz.

3. The conducted spurious emission was tested each ranges were set as below.

Frequency range : 9 kHz ~ 30 MHz
RBW = 100 kHz, VBW = 300 kHz, SWEEP TIME = AUTO, DETECTOR = PEAK, TRACE = MAX HOLD, SWEEP POINT : 40 001

Frequency range : 30 MHz ~ 10 GHz, 10 GHz ~ 25 GHz
RBW =1 MHz, VBW = 3 MHz, SWEEP TIME = AUTO, DETECTOR = PEAK, TRACE = MAX HOLD, SWEEP POINT : 40 001

LIMIT LINE = 20 dB below of the reference level of above measurement procedure Step 2. (RBW = 100 kHz, VBW = 300 kHz)

If the emission level with above setting was close to the limit (ie, less than 3 dB margin) then zoom scan is
required using RBW = 100 kHz, VBW = 300 kHz, SPAN = 100 MHz and BINS = 2 001 to get accurate

emission level within 100 kHz BW.

Also the path loss for conducted measurement setup was used as described on the Appendix | of this test
report.
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9.4. Test Results

9.4.1. Unwanted Emissions(Radiated)

= Test Notes.

1. The radiated emissions were investigated 9 kHz to 25 GHz. And no other spurious and harmonic emissions were found below listed
frequencies.
2. Information of Distance Correction Factor

For finding emissions, measurements may be performed at a distance closer than that specified in the regulations.

In this case, the distance correction factor is applied to the result.

- Calculation of distance factor

At frequencies below 30 MHz = 40 log(tested distance / specified distance)

At frequencies at or above 30 MHz = 20 log(tested distance / specified distance)

When distance factor is “N/A”, the measurements were performed at the specified distance and distance factor is not applied.

3. Sample Calculation.

Margin = Limit — Result / Result = Reading + TF+ DCCF + DCF / TF=AF +CL+ HL+AL-AG

Where, TF = Total Factor, AF =Antenna Factor, CL = Cable Loss, AG = Amplifier Gain, HL = High pass filter Loss,

AL = Attenuator Loss, DCCF = Duty Cycle Correction Factor, DCF = Distance Correction Factor

9 kHz ~ 25 GHz Data (Modulation : GFSK)

= Lowest Channel

Frequency ANT p EUtT Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol E’:}ii's‘;” Mode (dBuv) | (@B/m) | (dB) (dB) (dBuVv/im) | (@Buvim) | (dB)
2 389.68 H X PK 58.16 5.19 N/A N/A 63.35 74.00 10.65
2 389.85 H X AV 39.44 5.19 N/A N/A 44.63 54.00 9.37
4 804.18 H Z PK 52.95 2.86 N/A N/A 55.81 74.00 18.19
4 804.08 H Z AV 43.73 2.86 N/A N/A 46.59 54.00 7.41
7 200.02 H Y PK 49.19 8.18 N/A N/A 57.37 74.00 16.63
7 199.97 H Y AV 38.16 8.18 N/A N/A 46.34 54.00 7.66
* Middle Channel
Frequency ANT p EUtT Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol ("/f)ii'so)” Mode | (dBuVv) | (dB/m) | (dB) (dB) (dBuvim) | (dBuv/im) | (dB)
4 882.47 H A PK 53.50 3.06 N/A N/A 56.56 74.00 17.44
4 882.02 H Z AV 46.92 3.05 N/A N/A 49.97 54.00 4.03
731712 H Y PK 47.13 8.24 N/A N/A 55.37 74.00 18.63
7 316.98 H Y AV 35.98 8.24 N/A N/A 44,22 54.00 9.78
= Highest Channel
Frequency | ANT PoEsLth?—on Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuv) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
2 484.37 H X PK 65.80 6.05 N/A N/A 71.85 74.00 2.15
2 483.50 H X AV 46.13 6.04 N/A N/A 52.17 54.00 1.83
4 959.75 H Z PK 54.43 3.47 N/A N/A 57.90 74.00 16.10
4 960.02 H Z AV 46.67 3.47 N/A N/A 50.14 54.00 3.86
7 433.96 H Y PK 47.39 8.33 N/A N/A 55.72 74.00 18.28
7 433.98 H Y AV 37.19 8.33 N/A N/A 45,52 54.00 8.48
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9 kHz ~ 25 GHz Data (Modulation : /4-DQPSK)

= Lowest Channel

Frequency | ANT PoEsLth-iron Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuVv) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
2 389.13 H X PK 57.50 5.19 N/A N/A 62.69 74.00 11.31
2 389.88 H X AV 38.99 5.19 N/A N/A 4418 54.00 9.82
4 804.11 H Y4 PK 53.45 2.86 N/A N/A 56.31 74.00 17.69
4 804.15 H Z AV 41.50 2.86 N/A N/A 44.36 54.00 9.64
7 200.44 H Y PK 48.66 8.18 N/A N/A 56.84 74.00 17.16
7 200.05 H Y AV 37.41 8.18 N/A N/A 45.59 54.00 8.41
» Middle Channel
Frequency ANT PoEsLijtiTon Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuV) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
4 882.05 H Z PK 53.54 3.05 N/A N/A 56.59 74.00 17.41
4 881.99 H 4 AV 44.59 3.05 N/A N/A 47.64 54.00 6.36
7 317.35 H Y PK 47.09 8.24 N/A N/A 55.33 74.00 18.67
7 316.98 H Y AV 35.56 8.24 N/A N/A 43.80 54.00 10.20
= Highest Channel
Frequency | ANT PoEsLth-iron Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuV) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
2 483.64 H X PK 63.76 6.04 N/A N/A 69.80 74.00 4.20
2 483.50 H X AV 47.00 6.04 N/A N/A 53.04 54.00 0.96
4 959.93 H Z PK 51.92 3.47 N/A N/A 55.39 74.00 18.61
4 960.01 H Z AV 43.51 3.47 N/A N/A 46.98 54.00 7.02
7 434.25 H Y PK 47.50 8.33 N/A N/A 55.83 74.00 18.17
7 434.06 H Y AV 36.51 8.33 N/A N/A 44.84 54.00 9.16
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9 kHz ~ 25 GHz Data (Modulation : 8DPSK)

= Lowest Channel

Frequency | ANT PoEsLth-iron Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuVv) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
2 389.78 H X PK 56.36 5.19 N/A N/A 61.55 74.00 12.45
2 389.80 H X AV 39.36 5.19 N/A N/A 44 .55 54.00 9.45
4 803.85 H Y4 PK 53.01 2.86 N/A N/A 55.87 74.00 18.13
4 803.92 H Z AV 41.94 2.86 N/A N/A 44.80 54.00 9.20
7 199.78 H Y PK 48.73 8.18 N/A N/A 56.91 74.00 17.09
7 199.96 H Y AV 37.35 8.18 N/A N/A 45.53 54.00 8.47
» Middle Channel
Frequency ANT PoEsLijtiTon Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuV) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
4 881.86 H Z PK 53.03 3.05 N/A N/A 56.08 74.00 17.92
4 881.99 H 4 AV 44.67 3.05 N/A N/A 47.72 54.00 6.28
7 316.75 H Y PK 47.18 8.25 N/A N/A 55.43 74.00 18.57
7 317.04 H Y AV 35.54 8.24 N/A N/A 43.78 54.00 10.22
= Highest Channel
Frequency | ANT PoEsLth-iron Detector | Reading TF DCCF DCF Result Limit Margin
(MHz) Pol (Axis) Mode (dBuV) | (dB/m) (dB) (dB) (dBuV/m) | (dBuV/m) (dB)
2 485.75 H X PK 66.73 6.08 N/A N/A 72.81 74.00 1.19
2 483.50 H X AV 47.36 6.04 N/A N/A 53.40 54.00 0.60
4 959.87 H Z PK 51.83 3.47 N/A N/A 55.30 74.00 18.70
4 960.02 H Z AV 43.89 3.47 N/A N/A 47.36 54.00 6.64
7 434.20 H Y PK 47.33 8.33 N/A N/A 55.66 74.00 18.34
7 434.06 H Y AV 36.52 8.33 N/A N/A 44.85 54.00 9.15
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9.4.2. Unwanted Emissions(Conducted)

Low Band-edge

Agilent Spectrum Analyzer - Swept SA

SOQ  AC | CORREC

A\BLIGN OFF

03:21:08PM Sep 16, 2025

Center Freq 2.400000000 GHz Avg Type: Log-Pwr
PNO: Wide G,
IFGain:Low

Trig: Free Run
Atten: 30 dB

Mkr2 2.399 940 00 GHz

Ref 20.00 dBm

Start 2.395000 GHz

Res BW 100 kHz #VBW 300 kHz

Stop 2.405000 GHz
Sweep 2.667 ms (10001 pts

-28.51 dBm

MKR MODE| TRC SCL ® A

FUNCTION FUNCTION %IDTH

FUNCTION WALUE A~

Lowest Channel & Modulation : FSK

Frequency

1 INEEEER 2.402 168 00 GHz L
A N [1]F] 2,399 940 00 GHz 1
3 ] [ 1
4 ] [ ]
5 I -
6 ] [
7 I ]
8 ] [ 1
9 I ]
10 ] [
11 | L B
< bd
MSG STATUS
Low Band-edge (o)

Agilent Spectrum Analyzer - Swept SA

0 RL_ [ RF S0 AC | CORREC

Center Freq 2.400000000 GHz Avg Type: Log-Pwr
PNO: Wide ()
IFGain:Low

Trig: Free Run
#Atten: 30 dB

Ref 20.00 dBm

Stop 2.405000 GHz

#VBW 300 kHz

Sweep 2.667 ms (10001 pts

MKF MODE| TRC SCL % v FUNCTION | FUNCTION WIDTH
N [1[f[]  239936000GHz|  31.68dBm|
A [ 1 ]
3
4
5
6
7
8
9

10

FUNCTIONVALUE A
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Conducted Spurious Emissions Lowest Channel & Modulation : GFSK

Agilent Spectrum Analyzer - Swept SA
B M\ALIGH OFF 03:22:10PM Sep 16, 2025 F
Center Freq 15.004500 MHz Avg Type: Log-Pur requency

7 Trig: Free Run
=
IFGain:Low #Atten: 30 dB

Mkr1 290.2 kHz
Ref 20.00 dBm -46.92 dBm

Stop 30.00 MHz
#VBW 300 kHz Sweep 5.333 ms (40001 pts

kY As FUNCTION FUNCTION WIDTH FUNCTION WALLE A S

1 | f | 290.2 kHz A4692dBm| |

2 I R R

3

4

5

6

7

8

9

10

11 [ [ |8
< >
MSG status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
B A\ALIGN OFF 03:22:37 PM Sep 16, 2025 Freguenc
Center Freq 5.015000000 GHz e i

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Ref 20.00 dBm

Stop 10.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.67 ms (40001 pts

MKR MODE| TRC| SCL ® FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~
jl N [T fF] 240211 GHz] ]
P N [1[fF[ 238966 GH [ ]
EY N [17f[ 237220 GHe] 1
PN N [1[fF] 642800 GHz [ ]
N [ 2.35426 GHe] 1
6 ] ]
7 ] [ ]
8 ] 1
9 ] [ ]

10 ] 1

11 S NS——[——

< >

MSG STATUS
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Conducted Spurious Emissions Lowest Channel & Modulation : GFSK

Agilent Spectrum Analyzer - Swept SA
Center Freq 17.500000000 GHz )
7 Trig: Free Run

IFGain:Low ©_ #Atten: 30 dB

Ref 20.00 dBm

25.000000000 GHz

Stop 25.000 GHz CF Step
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts 1.500000000 GHz

MKR MODE TRC SCL X A FUNCTION

1 INNEEEE 24.919 375 GHz 2540dBm| 0 [ 000000 [ 00|
[ N [17F] 21.380 875 GHz 2784dBm[ [ ]
| N [1]Ff] 19.169 876 GHz 2046dBm| [ 0000000 00000 |
- rrr— - ]

FUNCTION WIDTH FUNCTION WALUE A&

OO~ G E QN
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Reference for limit

Agilent Spectrum Analyzer - Swept SA

Middle Channel & Modulation : GFSK

A\ ALIGH OFF 03:23:39PM Sep 16, 2025

Center Freq 2.441000000 GHz

PNO: Wide 0 Irig:Free Run
#Atten: 30 dB

IFGain:Low

Ref 20.00 dBm

Center 2.441000 GHz

#Res BW 100 kHz #VBW 300 kHz

Avg Type: Log-Pwr Frequency

Mkr1 2.441 169 GHz
5.98 dBm

Span 3.000 MHz
Sweep 1.000 ms (3001 pts)

IMSG

STATUS

Conducted Spurious Emissions

Agilent Spectrum Analyzer - Swept SA

S0 @ ADC | CORREC

Middle Channel & Modulation : FSK

A\BLIGN OFF 03:24:02PM Sep 16, 2025

Center Freq 15.004500 MHz
PNO: Fast G
IFGain:Low

Trig: Free Run
#Atten: 30 dB

Avg Type: Log-Pwr Frequency

Ref 20.00 dBm

Start 9 kHz

#Res BW 100 kHz #VBW 300 kHz

Mkr1 281.9 kHz
-44.58 dBm

T3 07 aom)

Stop 30.00 MHz
Sweep 5.333 ms (10001 pts

MKR MODE| TRC SCL ® A
N N [1[fF]  2819kHz[] = 4468dBm| |
2 I - ]
3
4
5
6
7
8
9

FUNCTION FUNCTION %IDTH FUNCTION WALUE A~

sTatus 1 DC Coupled
—
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Conducted Spurious Emissions

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.015000000 GHz

IFGain:Low

MALIGH OFF
Avg Type: Log-Pwr

03:24:28PM Sep 16, 2025

7 Trig: Free Run
#Atten: 30 dB

Mkr5 5.902 58 GHz

Ref 20.00 dBm -37.60 dBm

RERE D

Stop 10.000 GHz

#VBW 3.0 MHz Sweep 18.67 ms (40001 pts

MER MODE TRC SCL kY As FUNCTION
[0 N [1[¢f] 2.44124 GHz 822dBm| [ 000000 [ 0000000000 ]
3.156 84 GHz 3721dBm| [ ]
L f | 6.464 89 GHz 33dBm| [ 0]

FUNCTION WIDTH

493325 GHz 3749dBm| [ ]
5.902 58 GHz 3760dBm[ | 0]
- @ [

OO~ @R W

Middle Channel & Modulation : GFSK

Frequency

FUNCTION WALUE & [=====

Agilent Spectrum Analyzer - Swept SA
Center Freq 17.500000000 GHz

PNO: Fast G
IFGain:Low

A\ ALIGH OFF
Avg Type: Log-Pwr

03:24:52PM Sep 16, 2025

Trig: Free Run
#Atten: 30 dB

Mkr3 19.048 000 GHz,

Ref 20.00 dBm -29.89 dBm

Stop 25.000 GHz

#VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

s

A FUNCTION

FUNCTION %IDTH FUNCTION YALUE

24.723 260 GHz
20.951 878 GHz
19.048 000 GHz

®

]
]
]
]
]
]
10 ]
L |

Frequency

STATUS.
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

High Band-edge
Agilent Spectrum Analyzer - Swept SA

S05 _AC_| CORREC

Center Freq 2.483500000 GHz
PNO: Wide (-
IFGain:Low

MALIGH OFF
Avg Type: Log-Pwr

03:25:36PM Sep 16, 2025

7 Trig: Free Run
#Atten: 30 dB

Mkr2 2.485 940 00 GHz

Ref 20.00 dBm -31.52 dBm

Start 2478500 GHz Stop 2.488500 GHz

#VBW 300 kHz Sweep 2.667 ms (40001 pts

MKR MODE TRC SCL

[ N [ 1[¢f] 2430 169 00 GHz 6 17dBm| | 00000 0000000000
A N [1]F] 2.485 940 00 GHz 3s52dBm| [ ]
-+ - - @

FUNCTION FUNCTION WIDTH

Highest Channel & Modulation : GFSK

Frequency

FUNCTION WALUE & [=====

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.483500000 GHz

PNO: Wide ()
IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run
#Atten: 30 dB

Ref 20.00 dBm

Start 2.478500 GHz
#Res BW 100 kHz

Mkr1 2.483 520 00 GHz
-35.64 dBm

Stop 2.488500 GHz

#VBW 300 kHz Sweep 2.667 ms (40001 pts;

MKR MODE| TRC SCL

M N [1]F] 2493 520 00 GHz 35 64dBm| |
- @ [

FUNCTION FUNCTION %IDTH FUNCTION WALUE A~
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Conducted Spurious Emissions Highest Channel & Modulation : GFSK

Agilent Spectrum Analyzer - Swept SA
Center Freq 15.004500 MHz

IFGain:Low

M ALIGH OFF
Avg Type: Log-Pwr

03:25:58 PM Sep 16, 2025

Frequency

7 Trig: Free Run
#Atten: 30 dB

Mkr1 285.7 kHz

Ref 20.00 dBm -46.71 dBm

Stop 30.00 MHz

#VBW 300 kHz Sweep 5.333 ms (40001 pts

kY As FUNCTION FUNCTION WIDTH FUNCTION WALLE A S

1 | f | 2857 kHz 4671dBm| |

2 - = ]

3

4

5

6

7

8

9

10

11 [ [ &
< b2
MSG status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.015000000 GHz

PNO: Fast G
IFGain:Low

A\ BLIGH OFF
Avyg Type: Log-Pwr

04:15:10PM Aug 14, 2025

Frequency

Trig: Free Run
Atten: 30 dB

Mkr5 9.963 86 GHz
-37.00 dBm

Stop 10.000 GHz
Sweep 18.67 ms (10001 pts

FUNCTION WIDTH

#VBW 3.0 MHz

MKR MODE| TRC| SCL ®

2.480 13 GHz

| 249633 GHy]
4.960 91 GHz
2,528 48 GHz
9,963 86 GHz

FUNCTION -~

FUNCTION YALUE

-

WoO~NOGE W

10

STATUS
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FCC ID: 2A78WBASSIQ
m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted Spurious Emissions Highest Channel & Modulation : GFSK

S0Q  AC | CORREC
Center Freq 17.500000000 GHz )
7 Trig: Free Run

IFGain:Low ©_ HAtten: 30 dB

Mkr3 21.932 125 GHz
Ref 20.00 dBm -27.83 dBm

25000000000 GHz

Stop 25.000 GHz CF Step
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts 1500000000 GHz

MER MODE TRC SCL kY As FUNCTION
1 INAEEEE 24,898 000 GHz 251%6dBm| [ [ ]
] 22786 750 GHz 2779dBm| [ ]

FUNCTION WIDTH FUNCTION WALUE A

i N
&l N [1f| 21932126GHz|  2783dBm| | | 1}
g - @ ]
6
7
8
9
10
11 I Y A I
< >
MSG STATUS
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Low Band-edge

Agilent Spectrum Analyzer - Swept SA

A\ ALIGH OFF 04:48:23PM Sep 16, 2025

Center Freq 2.400000000 GHz )
PNO: Wide () Trig: Free Run
IFGain:Low Atten: 30 <B

Ref 20.00 dBm

Start 2.395000 GHz
#VBW 300 kHz

Avg Type: Log-Pwr

Mkr2 2.399 940 00 GHz
-30.52 dBm

14 4T dBm)

Stop 2.405000 GHz
Sweep 2.667 ms (40001 pts

MKR MODE TRC SCL

FUNCTION

FUNCTION WIDTH

Lowest Channel & Modulation : 1/4-DQPSK

Frequency

FUNCTION WALUE & [=====

[ N [ 1[¢f] 2. 402 175 00 GHz 5 54dBm| [ 00000 [ 0000000000 ]
A N [1]F] 2.399 940 00 GHz 3052dBm| [ ]
-+ - - @

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.400000000 GHz

PNO: Wide ()
IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run
#Atten: 30 dB

Ref 20.00 dBm

Start 2.395000 GHz
#Res BW 100 kHz

Mkr1 2.399 600 00 GHz
-34.09 dBm

Stop 2.405000 GHz

#VBW 300 kHz Sweep 2.667 ms (40001 pts;

MKR MODE| TRC SCL

M N [1]F] 2399 600 00 GHz 34 09dBm| |
- @

FUNCTION FUNCTION %IDTH FUNCTION WALUE A~
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Conducted Spurious Emissions

Lowest Channel & Modulation : m/4-DQPSK

Agilent Spectrum Analyzer - Swept SA

ANALIGN OFF 04:48:45 PM Sep 16, 2025

Center Freq 15.004500 MHz

IFGain:Low

== Trig: Free Run

Ref 20.00 dBm

#VBW 3

Avg Type: Log-Pwr Frequency

Atten: 30 <B

Mkr1 281.9 kHz
-45.94 dBm

1447 dEm|

Stop 30.00 MHz

00 kHz Sweep 5.333 ms (40001 pts

X

=
| f | 2819 kHz 4584dBm| |
I R R

FUNCTION FUNCTION WIDTH

A

FUNCTION WALUE

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA

500 A | CORREC

A\ ALIGH OFF 04:438:11PM Sep 16, 2025

Center Freq 5.015000000 GHz
PHO: Fast ()
IFGain:Low

Ref 20.00 dBm

#VBW 3.

Trig: Free Run

Avg Type: Log-Pwr Frequency

Atten: 30 dB

Mkr5 2.354 26 GHz
-37.79 dBm

T4 47 o)

Stop 10.000 GHz

0 MHz Sweep 18.67 ms (40001 pts

x

| 2.402 35 GHy|
6.160 80 GHzZ
6.658 55 GHz
7.04390 GHz

FUNCTION FUNCTION WIDTH ~

FUNCTION YALUE
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FCC ID: 2A78WBASSIQ
m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted Spurious Emissions Lowest Channel & Modulation : m/4-DQPSK

Agilent Spectrum Analyzer - Swept SA
Center Freq 17.500000000 GHz )
== Trig: Free Run

IFGain:Low Atten: 30 <B

Mkr3 20.963 875 GHz
Ref 20.00 dBm -27.55 dBm

25000000000 GHz

Stop 25.000 GHz CF Step
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts 1500000000 GHz

MKR MODE TRC SCL X

0 N [1[f]  24678260GHz|  -2613dBm[ [ [ @000 |
[ N[17f[  23726500GHz[  -2638dBm| [ [ ]
| N [1]f[  20963876GHz[  -2766dBm| [ [ |
- rrr— - 1]

A FUNCTION FUNCTION WIDTH FUNCTION WALUE A

OO~ G E QN
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Reference for limit

Agilent Spectrum Analyzer - Swept SA

SOQ  AC | CORREC

A\ALIGN OFF

Center Freq 2.441000000 GHz i
PNO: Wide () Trig: Free Run
IFGain:Low Atten: 30 dB

Avg Type: Log-Pwr

Ref 20.00 dBm

#VBW 300 kHz

Mkr1 2.440 852 GHzZ
5.95dB

Span 3.000 MHz
Sweep 1.000 ms (3001 pts)

STATUS.

Middle Channel & Modulation : m/4-DQPSK

Conducted Spurious Emissions

Agilent Spectrum Analyzer - Swept SA

S0 @ ADC | CORREC

A\ALIGN OFF

Center Freq 15.004500 MHz
PNO: Fast G
IFGain:Low

3 Trig: Free Run
#Atten: 30 dB

Avg Type: Log-Pwr

Ref 20.00 dBm

Stop 30.00 MHz
Sweep 5.333 ms (10001 pts

Start 9 kHz
#Res BW 100 kHz #VEBW 300 kHz
MKR MODE| TRC SCL ® A
N i f ] o31okHz  4658dBm
2 1
3 I
2 I
5 I
6 I
7 I
8 I
s I
10 I
11 S
<
MSG

FUNCTION

FUNCTION %IDTH FUNCTION WALUE A~

status ! DC Coupled
—

Middle Channel & Modulation : m/4-DQPSK
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted Spurious Emissions Middle Channel & Modulation : rr/4QPSK

Agilent Spectrum Analyzer - Swept SA
g A\ALIGN OFF 04:51:41 PM Sep 16, 2025
Center Freq 5.015000000 GHz Avg Type: Log-Pwr T

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Frequency

Mkr5 2.629 43 GHz
Ref 20.00 dBm -38.41 dBm

T3 TS Gom|

Stop 10.000 GHz
#VBW 3.0 MHz Sweep 18.67 ms (40001 pts;

v

MKR MODE| TRC| SCL ®

jl N[ fF]  2.44100 GHz]
6.619 17 GHz

FUNCTION FUNCTION WIDTH FUNCTIONWALUE A~

CWE~OME WK

A s

MSG STATUS

Agilent Spectrum Analyzer - Swept SA
SOQ  AC | CORREC

Center Freq 17.500000000 GHz ] —
PNO: Fast ) Trig: Free Run ,
IFGain:L ow AAtten: 30 dB

Ref 20.00 dBm

Stop 25.000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

MKR MODE TRC SCL

Auto

®
24.929 500 GHz -24.72 dBm
21.415 000 GHz -27.92 dBm
22,327 000 GHz -27.94 dBm

-

A FUNCTION FUNCTION WIDTH FUNCTION WALUE

OO~ CE QN
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O Dt&C

FCC ID: 2A78WBASSIQ

Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

High Band-edge

Agilent Spectrum Analyzer - Swept SA

Ref 20.00 dBm
1

Start 2.478500 GHz
#Res BW 100 kHz

Center Freq 2.483500000 GHz

Highest Channel & Modulation : m/4-DQPSK

A\ ALIGH OFF
Avg Type: Log-Pwr

04:52:48PM Sep 16, 2025

Frequency

— ) Trig: Free Run
#Atten: 30 dB

Mkr2 2.485 100 00 GHz
-31.93 dBm

Stop 2.488500 GHz

#VBW 300 kHz Sweep 2.667 ms (40001 pts;

MKR MODE| TRC| SCL ®

A N[ 1] f|

WO~ EW

10

1 INNEEER 2.479 857 60 GHz
2,485 100 00 GHz

A FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

STATUS.

High Band-edge

Center Freq 2.483500000 GHz

Avg Type: Log-Pwr
Trig: Free Run

PNO: Wide ()
™ #Atten: 30 dB

IFGain:Low

Ref 20.00 dBm

Mkr1 2.483 5§20 00 GHz
-35.47 dBm

Stop 2.488500 GHz

#VBW 300 kHz Sweep 2.667 ms (40001 pts

FUNCTION FUNCTION %IDTH ~

FUNCTION YALUE

STATUS.
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m Dt & C Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Conducted Spurious Emissions Highest Channel & Modulation : rr-DQPSK

Agilent Spectrum Analyzer - Swept SA
B A\ALIGN OFF 04:53:11PM Sep 16, 2025
Center Freq 15.004500 MHz Avg Type: Log-Pwr L3

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 290.2 kHz
Ref 20.00 dBm -45.99 dBm

Stop 30.00 MHz
#VBW 300 kHz Sweep 5.333 ms (40001 pts;

FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

290.2 kH.

sTatus 1 DC Coupled
—

Frequency

Agilent Spectrum Analyzer - Swept SA

509 AC | CORREC B MALIGH OFF

Center Freq 5.015000000 GHz ] Avg Type: Log-Pur
PHO: Fast (, | 1rig Free Run

IFGain:Low #Atten: 30 dB

Mkr5 6.187 22 GHz
Ref 20.00 dBm -37.70 dBm

Stop 10.000 GHz
#VBW 3.0 MHz Sweep 18.67 ms (40001 pts

MER MODE| TRC SCL XK

=
1 INEENEA 2.480 13 GHz 673dBm| [ 00000 [ 0000000000
2 NEEREA 2.500 57 GHz 3496dBm| [ ]

FUNCTION FUNCTION WIDTH FUNCTION WALUE &

3 | 249733GHz|  3488dBm| [ [ ]
4 2527 49 GHz 3576dBm| |
5 | 648722GHz|  37.70dBm| |
3 - - 1
7 ]
8
9
10
11 [ [ |8
< >

Frequency

10.000000000 GHz

CF Step
997.000000 MHz
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted S

Agilent Spectrum Analyzer - Swept SA

Center Freq 17.500000000 GHz

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

A\ ALIGH OFF
Avg Type: Log-Pwr

Mkr3 16.545 250 GHz,
Ref 20.00 dBm -30.03 dBm

Stop 25.000 GHz
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

MKR MODE| TRC| SCL ® ~

[ N [1]f] 24.956 125 GHz
21.836 500 GHz
16545 250 GHz

FUNCTION FUNCTION %IDTH FUNCTION YALUE

2503 dBm
-27.86 dBm
-30.03 dBm

O O~OGE WK

10

MSG STATUS.

urious Emissions Highest Channel & Modulation : 11/4-DQPSK
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Low Band-ed Lowest Channel & Modulation : 8PSK

Agilent Spectrum Analyzer - Swept SA
i A\ALIGN OFF 04:56:41PM Sep 16, 2025
Center Freq 2.400000000 GHz Avg Type: Log-Pwr L3

PNO: Wide () Trig: Free Run
IFGain:Low #Atten: 30 dB

Frequency

Mkr2 2.399 900 00 GHz
Ref 20.00 dBm -29.25 dBm

Start 2.395000 GHz Stop 2.405000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (40001 pts;

MKR MODE TRC SCL Ed As FUNCTION FUNCTION WIDTH FUNCTION WALUE ~
1 INNEEER 2.402 170 00 GHz P
o N1 (] 2.399 900 00 GHz 1
3 ] 1
4 I 1
5 ] 1
6 ] -
7 I 1
8 ] 1
9 I 1

10 ] 1

11 I I

< ?

MSG STATUS

Low Band-edge

Agilent Spectrum Analyzer - Swept SA
SOQ  AC | CORREC

Center Freq 2.400000000 GHz i
PNO: Wide L, Trig: Free Run
IFGain:Low #Atten: 30 dB

Avg Type: Log-Pwr

Mkr1 2.399 980 00 GHz
Ref 20.00 dBm -30.05 dBm

Stop 2.405000 GHz
#VBW 300 kHz Sweep 2.667 ms (40001 pts

MK MODE| TRC SCL % 12 FUNCTION | FUNCTION WIDTH FUNCTION VALUE A
N [1[f[] 239998000 GHz| -30.05 dBm |
2 [ 1
3 ] ]
4 ] ]
5 ] 1
6 ] ]
7 ] 1
8 ] ]
9 ] 1
10 ] ]
11 1 [ [ [ B
< *

MSG STATUS
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m Dt & C Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Conducted Spurious Emissions Lowest Channel & Modulation : DPSK

Agilent Spectrum Analyzer - Swept SA
B A\ALIGN OFF 04:57:03PM Sep 16, 2025
Center Freq 15.004500 MHz Avg Type: Log-Pwr L3

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 292.4 kHz
Ref 20.00 dBm -46.28 dBm

Stop 30.00 MHz
#VBW 300 kHz Sweep 5.333 ms (40001 pts;

FUNCTION FUNCTION WIDTH FUNCTION ¥ALUE &
292.4 kH!

Frequency

sTatus 1 DC Coupled
—

Agilent Spectrum Analyzer - Swept SA
S0Q  AC CORREC B A\ALIGH OFF 04:57:31PM Sep 16, 2025

Center Freq 5.015000000 GHz . Avg Type: Log-Pwr
PNO: Fast Trig: Free Run
IFGain:Low #Atten: 30 dB

Frequency

Mkr5 6.296 89 GHz
Ref 20.00 dBm -37.51 dBm

Stop 10.000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.67 ms (40001 pts;

MKR MODE TRC SCL

® A

| 240186GHz[  647dBm| | |
| 238816GHz[  3361dBm| [ |
[ 238940GHz[  3540dBm[ T ]
| 236921GHz[  3673Bm[ | ]
| 620689GHz[  3761dBm| [ |
] 1
]

FUNCTION FUNCTION %IDTH

-

WO~ MLEWN
PRk

FUNCTION WALUE  ~| (B2
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FCC ID: 2A78WBASSIQ

m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted S

Ag‘i-lenl Spectrum Analyzer - Swept SA
Center Freq 17.500000000 GHz

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

A\ ALIGH OFF
Avg Type: Log-Pwr

Mkr3 16.695 250 GHz,
Ref 20.00 dBm -29.49 dBm

Stop 25.000 GHz
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

MKR MODE TRC SCL Ed
[ N [1]f] 24.820 760 GHz
21871750 GHz

16,695 250 GHz

25.41 dBm
-27.60 dBm
-29.49 dBm

O O~OGE WK

10

MSG STATUS.

urious Emissions Lowest Channel & Modulation : 8DPSK
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Reference for limit

Agilent Spectrum Analyzer - Swept SA

SOQ  AC | CORREC

Middle Channel & Modulation : DPSK

Center Freq 2.441000000 GHz i
PNO: Wide () Trig: Free Run
IFGain:Low #Atten: 30 dB

Avg Type: Log-Pwr

Ref 20.00 dBm

#VBW 300 kHz

Span 3.000 MHz
Sweep 1.000 ms (3001 pts)

STATUS.

Conducted Spurious Emissions

Agilent Spectrum Analyzer - Swept SA

S0 @ ADC | CORREC

Middle Channel & Modulation : DPSK

A\ALIGN OFF

Center Freq 15.004500 MHz
PNO: Fast G
IFGain:Low

3 Trig: Free Run
#Atten: 30 dB

Avg Type: Log-Pwr

Ref 20.00 dBm

Mkr1 281.9 kHz
-46.04 dBm

EER

Stop 30.00 MHz
Sweep 5.333 ms (10001 pts

Start 9 kHz
#Res BW 100 kHz #VEBW 300 kHz
MKR MODE| TRC SCL ® A
N [0 f ] o31okHz  4604dBm
2 1
3 I
2 I
5 I
6 I
7 I
8 I
s I
10 I
11 S
<
MSG

FUNCTION

FUNCTION %IDTH FUNCTION WALUE A~

status ! DC Coupled
—
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FCC ID: 2A78WBASSIQ
m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted Spurious Emissions Middle Channel & Modulation : DPSK

Agilent Spectrum Analyzer - Swept SA
S0Q  AC CORREC B M\ALIGN OFF 04:53:20PM Sep 16, 2025

Center Freq 5.015000000 GHz Avg Type: Log-Pwr 2 Ry

PNO: Fast (o 1rig:Free Run
e

IFGain:Low #Atten: 30 dB

Mkr5 5.986 33 GHz
Ref 20.00 dBm -37.82 dBm

T3 07 aom)

Stop 10.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.67 ms (40001 pts

MKR MODE| TRC| SCL ® A FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~
jl N [T fF]  2.44124 GHe] ]
PN N [1[fF] 936491 GHz [ ]
EY N1 7f[ 701922 GHe] 1
PN N [1[fF] 629939 GHz] [ ]
I NJ17f[ 598633 GHe] 1
6 I ] ]
7 ] [ ]
8 ] 1
9 ] [ ]

10 ] 1

1 S NS——[——

< >

MSG STATUS

Agilent Spectrum Analyzer - Swept SA
SOQ  AC | CORREC

Center Freq 17.500000000 GHz ) Frequency
PNO: Fast Trig: Free Run 4
IFGain:Low #Atten: 30 dB

Ref 20.00 dBm

Stop 25.000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

MKR MODE| TRC| 5CL 3
24.759 625 GHz 24.87 dBm

21.646 625 GHz 28.40 dBm

16.636 750 GHz 29.71 dBm

Auto

-

A FUNCTION FUNCTION %IDTH FUNCTION WALUE &

OO~ CE QN
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O Dt&C

Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

High Band-edge

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.483500000 GHz

IFGain:Low

Ref 20.00 dBm

Start 2.478500 GHz
#Res BW 100 kHz

Hig

hest Channel & Modulation : DPSK

A\ALIGN OFF

05:00:27 PM Sep 16, 2025

PNO: Wide )

#VBW 300 kHz

Avg Type: Log-Pwr Frequency

Trig: Free Run
#Atten: 30 dB

Mkr2 2.483 520 00 GHz
-32.21 dBm

Stop 2.438500 GHz
Sweep 2.667 ms (10001 pts

MKR MODE| TRC| SCL ®

1 INNEEER 2.480 167 25 GHz
| N |

2 [ f ] 2.483 520 00 GHz
3 ]
4 ]
5 ]
6 ]
7 ]
8 ]
9 ]
10 ]
1 L |

A FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

STATUS.

High Band-edge

Center Freq 2.483500000 GHz

PNO: Wide

IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run
#Atten: 30 dB

Ref 20.00 dBm

#VBW 300 kHz

Mkr1 2.483 5§60 00 GHz
-37.39 dBm

Stop 2.438500 GHz
Sweep 2.667 ms (10001 pts

MKR MODE| TRC SCL ®

M N [1]F] 2.483 560 00 GHz
[

FUNCTION FUNCTION %IDTH FUNCTION WALUE A~

STATUS.
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m Dt & C Report No.: DRTFCC2511-0087(1)

FCC ID: 2A78WBASSIQ
IC: 28870-BASSIQ

Conducted Spurious Emissions Highest Channel & Modulation :8DPSK

Agilent Spectrum Analyzer - Swept SA
B A\ALIGN OFF 05:00:49PM Sep 16, 2025
Center Freq 15.004500 MHz Avg Type: Log-Pwr L3

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 281.9 kHz
Ref 20.00 dBm -45.51 dBm

Stop 30.00 MHz
#VBW 300 kHz Sweep 5.333 ms (40001 pts;

FUNCTION FUNCTION WIDTH FUNCTION ¥ALUE &
281.9 kH!

Frequency

sTatus 1 DC Coupled
—

Agilent Spectrum Analyzer - Swept SA
S0Q  AC CORREC B A\ALIGH OFF 05:01:16PM Sep 16, 2025

Center Freq 5.015000000 GHz . Avg Type: Log-Pwr
PNO: Fast Trig: Free Run
IFGain:Low #Atten: 30 dB

Frequency

Mkr5 3.172 29 GHz
Ref 20.00 dBm -38.07 dBm

Stop 10.000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.67 ms (40001 pts;

MKR MODE TRC SCL ® A

| 248013GHz|  681dBm| | |
| 249483GHz[  3470dBm| [ |
[ 750600GHz[  37.00dBm[ [ ]
| 629914GHz|  3743dBm[ | |
| 347229GHz[  3807dBm| [ |
N A R
- ° ;]

FUNCTION FUNCTION %IDTH

-

WO~ MLEWN
PRk

FUNCTION WALUE  ~| (B2
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m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

Conducted Spurious Emissions Highest Channel & Modulation : 8DPSK

Agilent Spectrum Analyzer - Swept SA

Center Freq 17.500000000 GHz

PNO: Fast () Trig: Free Run
IFGain:Low #Atten: 30 dB

Avg Type: Log-Pwr

Ref 20.00 dBm

Stop 25.000 GHz
#VBW 3.0 MHz Sweep 40.00 ms (40001 pts;

MKR MODE| TRC| SCL ® FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

[ N [1]f] 24.947 125 GHz -26.14 dBm
21.943 000 GHz 2823 dBm
19.036 375 GHz 30,09 dBm

O O~OGE WK

10

MSG STATUS.
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m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

10. AC Power-Line Conducted Emissions

10.1. Test Setup

See test photographs for the actual connections between EUT and support equipment.

10.2. Limit

According to §15.207(a) for an intentional radiator that is designed to be connected to the public utility (AC)
power line, the radio frequency voltage that is conducted back onto the AC power line on any frequency or
frequencies, within the band 150 kHz to 30 MHz, shall not exceed the limits in the following table, as measured
using a 50 uH/50 ohm line impedance stabilization network (LISN).

Compliance with the provision of this paragraph shall on the measurement of the radio frequency voltage

between each power line and ground at the power terminal. The lower applies at the boundary between the

frequency ranges.

Conducted Limit (dBuV)
Frequency Range (MHz)
Quasi-Peak Average
0.15~0.50 66 to 56 * 56 to 46 *
0.5~5.0 56 46
5~30 60 50

* Decreases with the logarithm of the frequency

10.3. Test Procedure

Conducted emissions from the EUT were measured according to the ANSI C63.10-2020.

1. The test procedure is performed ina 6.5 m x 3.5 m x 3.5 m (L x W x H) shielded room. The EUT along with
its peripherals were placed on a 1.0 m (W) x 1.5 m (L) and 0.8 m in height wooden table and the EUT was
adjusted to maintain a 0.4 meter space from a vertical reference plane.

2. The EUT was connected to power mains through a line impedance stabilization network (LISN) which
provides 50 ohm coupling impedance for measuring instrument and the chassis ground was bounded to the
horizontal ground plane of shielded room.

3. All peripherals were connected to the second LISN and the chassis ground also bounded to the horizontal
ground plane of shielded room.

4. The excess power cable between the EUT and the LISN was bundled. The power cables of peripherals were

unbundled. All connecting cables of EUT and peripherals were moved to find the maximum emission.
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10.4. Test Results

AC Power-Line Conducted Emissions (Graph) = Modulation : GFSK

90

80

70

60

50

40

30

20

10

Results of Conducted Emission

Order No.
Model Name
Serial No.
Test Condition

BasslQ
BT_1M_2441
Memo

LIMIT : FCC P15.207 AV
FCC P15.207 QP

Lisn Factor

1. NSLK 8128 RC-387_N_24.10.21

2. NSLK 8128 RC-387_L1_24.10.21

Cable Loss

1. C1_LISN TO RECEIVER_2024-12-11

Pulse Lmitter

1. PULSE LIMITER_ESH3-Z2_101333_2025.07.10

[dBuA] PHASE:

Date 2025-07-25

Referrence No.
Power Supply
Temp/Humi.
Operator

120 V, 60 Hz
23'Cid1 %
J.H.Yoon

[QP/CAV]

e

L15M L2M . 3M LM LM 1M 2M

90

80

70

60

50

40

30

20

10

[dBuA] PHASE:

3M 5M ™ 10M 20M  30M

Frequency[Hz]
[QPICAV]

L15M L2M . 3M LM LM 1M 2M

3M 5M ™ 20M O0M

Frequency[Hz]
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AC Power-Line Conducted Emissions (List) = Modulation : GFSK
Results of Conducted Emission

Date 2025-07-25

Order No. Referrence No.
Model Name Bass|Q Power Supply 120 V, 60 Hz
Serial No. Temp/Humi. 23'C/1d41 %
Test Condition BT_1M_ 2441 Operator J.H.Yoon
Memo
LIMIT : FCC P15.207 AV
FCC P15.207 QP
Lisn Factor
1. NSLK 8128 RC-387_N_24.10.21
2. NSLK 8128 RC-387_L1_24.10.21
Cable Loss
1. C1_LISN TO RECEIVER_2024-12-11
Pulse Lmitter
1. PULSE LIMITER_ESH3-Z2_101333_2025.07.10
NO FREQ READING  C.FACTOR RESULT LIMIT MARGIN PHASE
QP CAV QP CAV QP CAV QP CAV
[MHz ] [dBua] [dBuk] [dB] [dBuA] [dBuA] [dBuaA] [dBul] [dBuA] [dBui]
1 0.15637 17.4111.55 10.02 27.43 21.57 65.65 55.65 38.2234.08 N
2 0.37354 19.4813.12 10.03 29.51 23.16 58.42 48.42 28.91 25.26 N
3 0.56598 9.57-1.38 10.05 19.62 8.67 56.00 46.00 36.3837.33 N
s 0.70767 11.25-1.73 10.06 21.31 8.33 56.00 46.00 34.6937.67 N
5 22.85380 3.59-3.03 10.60 14.1% 7.57 @©0.00 50.00 45.8142.43 N
6 29.67%60 12.91 4.78 10.64 23.5515.42 ©0.00 50.00 36.4534.58 N
T 0.16626 16.47 9.01 10.04 26.51 19.05 65.15 55.15 38.64 36.10 L1
8 0.27595 25.6620.07 10.02 35.68 30.09 60.94 50.%4 25.2620.85 L1l
9 0.50487 14.28 6.7% 10.05 24.3316.84 56.00 46.00 31.67 29.16 L1l
10 0.6356% 12.02 1.51 10.06 22.08 11.57 56.00 46.00 33.9234.432 L1
11 26.012¢0 0.21 -4.62 10.68 10.8%9 6€.06 6€0.00 50.00 495.1143.94 L1
12 29.72200 8.86-0.33 10.74 19.60 10.41 &0.00 50.00 40.40 39.59 L1l
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APPENDIX |

Test set up diagrams

» Radiated Measurement

Below 1 GHz Above 1 GHz

3 Meter

»l

1 or 3 Meter

¢ »

Receiving Antenna
Receiving Antenna
(Boresight Antenna Master)

1~4 Meter
1~4 Meter

0.7 Meter

b

0.8 Meter

Turn Table Absorber Ground Screen

Turn Table Ground Screen

* Conducted Measurement

Spectrum Analyzer Bluetooth Tester

=]
i“
|

Cable A Cable B

———
C=T=T-T-T-T~

Peowmer Splitter

EUT

Path loss information

Frequency (GHz) Pat(ré Ié;)ss Frequency (GHz) Pat(r:j Ié;)ss
0.03 6.56 15 11.82
1 7.42 20 13.10
2.402 & 2.441 & 2.480 8.12 25 1474
S 9.23 - _
10 10.58 - _

Note 1: The path loss from EUT to Spectrum analyzer was measured and used for test.
Path loss (S/A’s correction factor) = Cable A + Power Splitter
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APPENDIX II

Unwanted Emissions (Radiated) Test Plot

GFSK & Lowest & X & Hor Detector Mode : PK

Agilent Spectrum Analyzer - Swept SA
= el SnjosE s cE | E—— : ALIGN AUTQ 12 )

Avg Type: Log-Pwr Frequency
PNO: Fast ~#»+ 1rig:Free Run Avg|Hold: 200/200
IFGain:Low Atten: 10 dB

MKr3 2.389 677 GHz Auto Tune

Ref 106.99 dBpvV 58.162 dBp F——

Center Freq
2387500000 GHz

i |
StartFreq

’3
T “Ilmﬂ‘ Hl“' 2.370000000 GHz

StopFreq
2.405000000 GHz

|
Start 2.37000 GHz Stop 2.40500 GHz CF Step
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (5001 pts) REF L NelTF3
Auto Man

MKR MODE| TRC| SCL ® W FUMNCTION FUNCTION WIDTH FUNCTION VALUE A

Freq Offset
0Hz

10

MSG STATUS

GFSK & Lowest & X & Hor Detector Mode : AV
A'gilenl Spectrum alyzer pl

PNO: Fast —»— 1rig: Free Run
IFGain:Low Atten: 10 «B

Ref 106.99 dBpV

Stop 2.40500 GHz

#VEBW 1.0 Hz Sweep 27.29 s (5001 pts)

MKR MODE TRC SCL ® o FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ »

[0 N |1 f] 2402067 GHz|  90.258 dBuV/|

Al N [1[fF]  2300000GHz| 39418dBuv] [ T ]

of N [1[fF] 2389846GHz|  394d4dBuv| [ | @ ]

4 r 1]

5

[

7

8

9

10

11 I R | ~
< bd
MSG STATUS
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GFSK & Highest & X & Hor Detector Mode : PK

Agilent Spectrum Analyzer - Swept SA
T T e e | i ALIGNAUTO  [OL0LS2PM A

Avg Type: Log-Pwr Frequency
PNO: Fast —»— 1rig: Free Run Avg|Hold: 200/200
IFGain:Low Atten: 10 dB

Mkr3 2.484 371 2 GHz
Ref 106.99 dBpV 65.802 dBy

2.500000000 GHz

Start 2.47800 GHz Stop 2.50000 GHz CF Step
#Res BW 1.0 MHz [SUVETT VRN CRETDA RV EY) | 2.402000000 GHz
Auto Man

MKR MODE| TRC| 5CL % 0 FUNCTION FUNCTION WiDTH FUNCTION YALUE
f 24798788 GHz
2.483 600 0 GHz
2.484 3712 GHz

GFSK & Highest & X & Hor Detector Mode : AV

Agilent Spectrum Analyzer - Swept SA

T e f ALIGN AUTO 09:53:42 AM Aug 27, 2025
#Avg Type: Yoltage TRAS

PNO: Fast +~»—+ 1rig: Free Run
IFGain:Low Atten: 10 dB

Ref 106.99 dBpV

Stop 2.50000 GHz
#VBW 1.0 Hz Sweep 17.15 s (5001 pts)

MKR MODE| TRC| SCL ® FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

f§ N [1]f] 2480054 8 GHz| ]
Pl N [1[f[ 2483500 GHz| 1
&l N[1[f[ 24835000 GHz| ]
4 IR 1
5 1
6 [ ]
7 1
8 1
9 1
10 1
11 I
< >
MSG STATUS
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m Dt & C Report No.: DRTFCC2511-0087(1) IC: 28870-BASSIQ

m/4-DQPSK & Lowest & X & Hor Detector Mode : PK

Agilent Spectrum Analyzer - Swept SA

ALIGNAUTO  |01:30:51PM Aug 04, 2025
Avg Type: Log-Pwr wact PEEE Frequency
Avg|Hold: 200/200

PNO: Fast —»— 1rig: Free Run
IFGain:Low Atten: 10 «B

MKkr3 2.389 131 GHz
Ref 106.99 dBpv 57.504 dBy

YN YT

2.405000000 GHz

Start 2.37000 GHz Stop 240500 GHz CFStep
#Res BW 1.0 MHz #VBW 3.0 MHz SV RN TRET AR Oy | 2.402000000 GHz

MER MODE| TRC| SCL X e FUNCTION

[0 N[ 1[¢f] 2.401 878 GHz 93679dBwv| [ 00000000 0000000000 ]
[ N [1]f] 2.390 000 GHz s2g0dBMvY| [ ]
| N [1[f]

FUNCTION WIDTH FUNCTION WALUE A

2
3 2389131GHz|  67604dBWY| [ 0 | |
4 I R A
5 N N A
6 S S A
7
8
9
10
1 1 1 [ [ 1
< >
MSG STATUS

m/4-DQPSK & Lowest & X & Hor Detector Mode : AV

Agilent Spectrum Analyzer - Swept SA

[ P EEE

PNO: Fast +~»—+ 1rig: Free Run
IFGain:Low Atten: 10 dB

Ref 106.99 dBpV

Stop 2.40500 GHz
#VBW 1.0 Hz Sweep 27.29 s (5001 pts)

FUMCTION YALUE

FUNCTION %IDTH ~

FUNCTION

MSG STATUS
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m/4-DQPSK & Highest & X & Hor

Agilent Spectrum Analyzer - Swept SA
e isnjose el B |
Start Freq 2.478000000 GHz

IFGain:Low

ALIGH AUTO
Avg Type: Log-Pwr
Avg[Hold: 2001200

12:53:35PM Aug 04, 2025

Trig: Free Run
Atten: 10 dB

Mkr3 2.483 640 8 GH

Ref 106.99 dBpV 63.759 dBy

Stop 2.50000 GHz
Sweep 1.000 ms (5001 pts)

FUMCTION YALUE

Start 2.47800 GHz
#Res BW 1.0 MHz

MKR MODE TRC SCL ®

[ N [1]f] 2.479 905 2 GHz
[ N [1]f] 2.483 500 0 GHz
[ N [1]f] 2.483 640 8 GHz

A

FUNCTION FUNCTION %IDTH

OO0 G E WK

10

MSG STATUS

Detector Mode : PK

Frequency

2500000000 GHz

m/4-DQPSK & Highest & X & Hor

Agilent Spectrum Analyzer - Swept SA

Q= e R Sl O G S |

PNO: Fast —»— 1rig: Free Run
IFGain:Low Atten: 10 ¢B

ALIGH AUTO 009:38:00 &AM Aug 27, 2025

Ref 106.99 dBpV

I

Stop 2.50000 GHz

#VBW 1.0 Hz Sweep 17.15 s (5001 pts)

MER MODE| TRC| SCL S T FUNCTION FUNCTION WIDTH FUNCTIONVALUE A

0 N [1[f]  24799676GHz| 8669ddBuv] [ 00| 00000 |
Pl N [17f[  2483500GHz[ 47002dBwv] [ [ ]
SN N [1[f]  24335000GHz| 47002dBuv| |
4
5
6
7
8
9
10
11 v
< >
MSG STATUS

Detector Mode : AV

Frequency
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8DPSK & Lowest & X & Hor Detector Mode : PK

Agilent Spectrum Analyzer - Swept SA
- =+ - i ALIGN AUTO

Avg Type: Log-Pwr Frequency
PNO: Fast —»— 1rig: Free Run Avg|Hold: 200/200
IFGain:Low Atten: 10 dB

Mkr3 2.389 776 GHz
Ref 106.99 dBpV 56.356 dBy

2.405000000 GHz

Start 2.37000 GHz Stop 2.40500 GHz CF Step
#Res BW 1.0 MHz [SUVETT VRN CRETDA RV EY) | 2.402000000 GHz
Auto Man

MKR MODE| TRC| 5CL % 0 FUNCTION FUNCTION WiDTH FUNCTION YALUE
f 2401983 GHz
2.390 000 GHz
2389776 GHz

8DPSK & Lowest & X & Hor Detector Mode : AV

Agilent Spectrum Analyzer - Swept SA

T e f ALIGN AUTO 10:42:47 AM ALg 27, 2025
#Avg Type: Yoltage TRAS

PNO: Fast +~»—+ 1rig: Free Run
IFGain:Low Atten: 10 dB

Ref 106.99 dBpV

Stop 2.40500 GHz
#VBW 1.0 Hz Sweep 27.29 s (5001 pts)

MKR MODE| TRC| SCL ®

1 INEEEER 2.401 962 GHz

FUNCTION FUNCTION %IDTH FUNCTIONWALUE A~

]
A N [1[f[ 2350000 GHz| [ ]
el N[17f[ 2389804 GHz] 1
4 I [ ]
5 1
6 ]
7 [ ]
8 1
9 [ ]
10 ]
i S IS ..
< >
MSG STATUS
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8DPSK & Highest & X & Hor Detector Mode : PK

Agilent Spectrum Analyzer - Swept SA

ALIGNAUTO | 10:30:57 AM Aug 04, 2025
Avg Type: Log-Pwr wact PEEE Frequency
Avg|Hold: 200/200

PNO: Fast —»— 1rig: Free Run
IFGain:Low Atten: 10 «B

Mkr3 2.485 752 8 GHz
Ref 106.99 dBpv 66.734 dBy

2.500000000 GHz

Start 2.47800 GHz Stop 2.50000 GHz CFStep
#Res BW 1.0 MHz #VBW 3.0 MHz SV RN TRET AR Oy | 2.402000000 GHz

MER MODE| TRC| SCL X e FUNCTION

0 N [1]Ff] 2,479 997 6 GHz 93289dBuv) [ 00000 0000 |
[ N [17f] 61459dBuv] [ [ ]
| N [1]F]

FUNCTION WALUE A

FUNCTION WIDTH

I?! |  e6734dBwv [ [ ]

4 N S S

5 S S S S

; I N B R

8

9

i [ ¥

8DPSK & Highest & X & Hor Detector Mode : AV

Agilent Spectrum Analyzer - Swept SA

[ P EEE

PNO: Fast +~»—+ 1rig: Free Run
IFGain:Low Atten: 10 dB

Ref 106.99 dBpV

Stop 2.50000 GHz
#VBW 1.0 Hz Sweep 17.15 s (5001 pts)

FUMCTION YALUE

A

FUNCTION FUNCTION %IDTH

2.483 500 0 GHz
24857528 GHz

MSG STATUS
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GFSK & Highest & Z & Hor

Agilent Spectrum Analyzer - Swept SA

T T B ALIGN AUTD 03:24:48 PM Aug 27, 2025
#Avg Type: Voltage

PNO: Fast ~#»+ 1rig:Free Run
IFGain:Low Atten: 6 dB

Sweep 3.899 s (5001 pts)

IM SG STATUS

Detector Mode : AV

Frequency

Auto Tune

CenterFreq
4.960000000 GHz

StartFreq
4957500000 GHz

Stop Freq
4962500000 GHz

CF Step
2.402000000 GHz
Auto Man

Freq Offset
0Hz

m/4-DQPSK & Middle & Z & Hor

Agilent Spectrum Analyzer - Swept SA

S e SENSE!INT]| ALIGN AUTO 02:22:10PM
#Avg Type: Voltage

PNO: Fast —»— 1rig:Free Run
IFGain:Low Atten: 6 dB

5 dBidiv Ref 66.99 dBpv
Log

Sweep 3.899 s (5001 pts)

IM SG STATUS

Detector Mode : AV

Frequency

Auto Tune

Center Freq
4882000000 GHz

StartFreq
4.879500000 GHz

Stop Freq
4884500000 GHz

CF Step
2.402000000 GHz
Auto Man

Freq Offset
0 Hz
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8DPSK & Middle & Z & Hor

Ag}ienl Spectrum Analyzer - Swept SA

Qe R e[ 50 S G | | SENSEINT ALIGNALITO

01:26:40PM Aug 27, 2025

#Avg Type: Voltage
PNO: Fast —»— 1rig:Free Run
IFGain:Low Atten: 6 4B

Ref 66.99 dBpV

Center 4.882000 GHz
#Res BW 1.0 MHz #VBW 1.0 Hz Sweep 3.899 s (5001 pts)

Span 5.000 MHz

IM SG STATUS

Detector Mode : AV

Frequency

Auto Tune

Center Freq
4882000000 GHz

StartFreq
4879500000 GHz

Stop Freq
4884500000 GHz

CF Step
2.402000000 GHz
Auto Man

Freq Offset
0Hz

- END -
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