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~  Product pictures

. Product parameters

Product testing parameters

Product name 2.4G FPC Antenna (Model Type) GDT-XP-70

(Electrical Specifications)

(Frenquency Range) 2400-2500MHz (Polarization) perpendicular

(Impedance) 50Q Radiation QXCOMM
(VSWR) =2.0 (Power) 50w

(Gain) 3.06dBi (Bandwidth 100M

(Mechanical Specifications)

(Dimensions) 32%10 4 Lmm (Chassis Color) Black
(Connector) TPEX (Cable Length) 70+5MM
(Chassis Material) FPC Wire color 1.13 Black

(Working Temperature) -40°C-+85C (Limit Temperature) -40°C-+85C
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=. S11(VSWR. Return. Smith)

Sumdus 4 Tk janalysis S lrstr State

Serial Number 1 2 3 4 5 6 7 8 9 10 11

Freguency (V] 2400.0| 2410.0] 2420.0| 2430.0| 2440.0| 2450.0| 2460.0] 2470.0| 2480.0| 2490.0| 2500.0
Effciency(ds) -156| -154| -136| -1.52 -1.65 153 -1.27 -139| -151 -1.64 -1.46
Gain(dBi) 2.83 2.87 3.00 2.80 2.71 2.86 3.06 2.85 2.65 2.52 B
Ficiency(%) 69.88| 70.22| 73.06| 70.40| 6839| 7037| 7457| 7257| 70.65| 6859| 71.46
Directionaity (dB) 438 4.41 436 432 436 438 434 4.24 4.16 415 4.18
rﬁﬂ_axl[num gain posm’on_(them) 105.00 105.00 105.00 105.00 30.00 30.00 30.00 30.00 105.00 105.00 120.00
 eximum gain postion (Ph) 345.00 | 345.00| 345.00| 345.00 15.00 30.00 30.00 30.00| 345.00| 345.00| 345.00
FESEE——— 23.24 23.73 25.28 25.10 25.03 26.42 28.48 28.07 27.26 26.20 26.90
Vertical polarization efficiency (%) 46.64 46.49 47.78 45.30 43.36 43.95 46.09 44.49 43.39 42.39 44.56
[ —— 42.66 43.17| 45.29 43.96 42.96 44.48 47.28 46.08 44.80 43.27 44.84
o s finey 27.22 27.05 27.77 26.44 25.43 25.89 27.29 26.49 25.85 25.32 26.62

2400.0MHz Total, Eff: 69.9% Back View 2400.00Hz Total(E1-XZ), Max= 2.57ci 2400.0MHz Total(E2-YZ), Max= 2.33d81 Total(H-XY), Max=2.51dBi, GirD=11.18
z 20 10 0,210 20 10 0290 110 100 9¥80 o
%7 257 4 i Do i

130 50

160

%0170 430 170 "°° 20 260 210 280

0 4g0 170 *°
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2450.0WHz Total, EFT: 70.4% Back View 2450.00Hz Tolal(Ef-XZ), Max= 2.74dBI 2450.0MHz TotalE2-YZ), Max=2 34081 Total(H.XY), Max= 1,688, CrD=10.67
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1.1.13 black, Long line 70MMZ5MM

2.Length of copper pipe 32MM= 1MM N — | |
3.Width of copper tube 10MMA0.5MM LT Shenzhen Guandetong Electronic Co., Ltd

« AFIF I
4. The first generation IPEX
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75~ Environmental performance test

: . . Specificati
project Project test conditions
ons
The test temperature, humidity and air
pressure are as follows when there is no specific condition:
Storage 1. The temperature is — 30 ‘C +80 C Normal electrlcal
. and mechanical
environment
2. Relative humidity: 45% — 85% performance
3. The air pressure is 86kpa—106kpa
The size shall meet
the requirements and
High and low 5 cycles between 70 ° C and 40 ° C, then under normal
temperature test conditions1-2H, check the appearance quality. Mechanical and
electrical
performance

Relative humidity: 95 * 3% test temperature: 40 C.
After lasting for 2h, The size shall meet

the requirements and
Constant damp heat The electrical performance shall be measured within 5

resistance test | minutes after the test object is taken out, and the test Mechanical and
object shall be within the normal range electrical
performance

Part 1-2H, check the appearance quality
Vibration frequency range: 10-55HZ, displacement
amplitude: 0.35MM, acceleration amplitude:

Normal electrical

vibration test and mechanical

. erformance
50. 0M/s, frequency sweep cycles: 30 times b

Normal electrical

Free fall for 3 times in the direction of mutually .
and mechanical

Drop test . .
P perpendicular axes at a height of 1M

performance
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