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SPECIFICATION

E unD:Sf R 152158, 10H fiA %5 CUST: XXX
Rev: AQ | % 1l 5 CUST PIN:
JXsF DIMENSION:(mm) A 25+1
B 23.640.5
C 21.540.5
D 14.5+0.3
E 7.740.05
F 342
H 55+1
JE R | 2.7 Max
TE:
1A X2k

Operation Frequency

300-350KHz

Antenna Type

Loop coil antenna

Antenna gain:

0dBi

gain documentation is not required.

We statement that All measurements were performed radiated and therefore additional antenna
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—=. 5#Z% Winding Specification:
5 Uiy S Pl % GRERTT M)
NO. TERMINAL WIRE Turns Winding Direction
1 s | F B4 0.08%24P 14Ts ccw
M9, H %% ELECTRICAL CHARACTERISTICS:
5. TEMPERATURE:2510C, ¥2/% RELATIVE HUMIDITY:65+20%
e | BE | T FrifE W 2% A MRS
NO. | ITEM | TERMINAL | SPECIFICATION TEST FREQUENCY | TEST EQUIPMENTS
1 IND. |S-F 3.1uH 0% 5l £ [ 100KHz/1.0V LCZ METER 1062B
2 IND. |S-F 8.1 uH 0% HLh £ [l 100KHz/1.0V LCZ METER 1062B
3 DCR | S-F <32mQ 100KHz/1.0V LCZ METER 502B
4 Q S-F <111 100KHz/1.0V LCZ METER 502B
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