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1. Intended use
The Aurio is a wearable baby monitor and mainly made of flexible rubber. It safely and
conveniently monitors your baby’s well-being, such as breathing rate, sleeping time/pattern,
diaper wetness and alerts parents or baby carers through a paired smart phone when it detects
abnormal breathing, sleep position or a wet diaper.

2. How to attach the Aurio

The Aurio is equipped with Velcro on its backside. Attach the backside (with Velcro) on
the diaper surface. Make sure the baby face is upright.

Gently press the Aurio onto the diaper to ensure it is attached properly and firmly. We
recommend to attach the top of Aurio first on the diaper, stretch the bottom of Aurio
then attach the bottom of Aurio on the diaper.

Detach and re-attach the Aurio to a new diaper with every diaper change. Remove the
Aurio by gently peeling it off the diaper.

Make sure to attach the Aurio to the right place on a diaper by following the instruction
and diagram.

3. Operation

a. To make sure the Aurio has powered on, please firstly charge it for two hours. The
charge indicator light will be off when the Aurio is fully charged.

b. Download the free Aurio App for iOS or Android, open the app and follow the on-screen
instructions to register your Aurio account and pair with your Aurio through Bluetooth.
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c. Attach the Aurio on your baby’s diaper.
d. Real-time monitoring your baby well-being from your phone.
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4. Battery
The safety is always Aurio’s No.1 priority. The Aurio uses a fully sealed rechargeable coin
battery. The fully sealed battery will never be exposed to a baby. The battery can be fully
charged in 2 hours. After charging, the Aurio can work for 2-3 weeks depending on usage and
other settings.



FCC Warning

15.19 Labeling requirements.

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) This device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired
operation.

15.21 Information to user.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

15.105 Information to the user.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates uses and can radiate radio frequency energy and, if not installed
and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one or more of the following
measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC RF Radiation Exposure Statement:

1. This Transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

2. This equipment complies with RF radiation exposure limits set forth for an uncontrolled
environment.

3. This equipment should be installed and operated with minimum distance 5mm between
the radiator and your body.



