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Applicant : Shenzhen FeiChi Electronic Co.,Ltd

Manufacturer . Shenzhen FeiChi Electronic Co.,Ltd

Product Name . microphone

Test Model No. : K300

Reference Model No. : N/A

Trade Mark : JUEER

Rating(s) . Input: 5V= (with DC 3.7V, 2000mAh battery inside)
Test Standard(s) : FCC Part15 Subpart C, Section 15.236

Test Method(s) - ANSI C63.10: 2020

The device described above is tested by Shenzhen Anbotek Compliance Laboratory Limited to
determine the maximum emission levels emanating from the device and the severe levels of the device
can endure and its performance criterion. The measurement results are contained in this test report and
Shenzhen Anbotek Compliance Laboratory Limited is assumed full of responsibility for the accuracy
and completeness of these measurements. Also, this report shows that the EUT (Equipment Under
Test) is technically compliant with the FCC Part15 Subpart C requirements.

This report applies to above tested sample only and shall not be reproduced in part without written
approval of Shenzhen Anbotek Compliance Laboratory Limited.

Date of receipt Dec. 12, 2023
Date of Test Dec. 12, 2023~Jan. 03, 2024
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(Ella Liang)
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Approved & Authorized Signer

(Edward Pan)
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1. General Information

1.1. Client Information

Applicant Shenzhen FeiChi Electronic Co.,Ltd

Address Floor 5, building A, new retail Digital Industrial Park, Xixiang street Bao’an
District, Shenzhen, 518126, China

Manufacturer Shenzhen FeiChi Electronic Co.,Ltd

Address Floor 5, building A, new retail Digital Industrial Park, Xixiang street Bao’an
District, Shenzhen, 518126, China

Factory Shenzhen FeiChi Electronic Co.,Ltd

Address Floor 5, building A, new retail Digital Industrial Park, Xixiang street Bao’an

District, Shenzhen, 518126, China

1.2. Description of Device (EUT)

Product Name microphone

Test Model No. K300

Reference Model No. N/A

Trade Mark JUEER

Test Power Supply DC 5V from Adapter input AC 120V, 60Hz/ DC 3.7V Battery inside

Test Sample No.

1-2-1(Normal Sample), 1-2-2(Engineering Sample)

Adapter

N/A

RF Specification

Operation Frequency

Group A: 630~639MHz
Group B: 650~659MHz

Number of Channel

Group A: 10 Channels
Group B: 10 Channels

Modulation Type Pi/4 DQPSK
Antenna Type FPC Antenna
Antenna Gain(Peak) 1dBi

Remark: 1) All of the RF specification are provided by customer. 2) For a more detailed features
description, please refer to the manufacturer's specifications or the User's Manual.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
\ddress: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline

f 400-003-0500
www.anbotek.com.cn

eng Street, Bao'an District, Shenzhen, Guangdong, China

Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com
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1.3. Auxiliary Equipment Used During Test
Title Manufacturer Model No. Serial No.
Xiaomi 33W adapter Xiaomi MDY-11-EX SA62212LA04358J
1.4. Description of Test Configuration
Group A Group B
Channel (TV:E?) Channel (,;;eH(l)
1 630.00 1 650.00
2 630.80 2 650.80
3 632.00 3 652.00
4 633.00 4 653.00
5 633.80 5 653.80
6 635.00 6 655.00
7 636.00 7 656.00
8 636.80 8 656.80
9 638.00 9 658.00
10 639.00 10 659.00

Note:

1. The engineering test program was provided and the EUT was programmed to be in continuously

transmitting mode.

2. EUT was tested with Group A channel 1, 6 , 10 and Group B channel 1, 6 , 10.

Shenzhen Anbotek Compliance Laboratory Limited

Code:AB-RF-05-b

Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,

@ Hotline
o 400-003-0500

www.anbotek.com.cn

Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
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1.5. Description Of Test Setup

CE

USB
A AC Line
E-1 E-2
EUT Adapter LISN
0.8m
Table
1.5m
RE
A
0.8m E-1
EUT
Table
1.5m
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
2ss:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
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1.6. Test Equipment List
ltem Equipment Manufacturer Model No. Serial No. Last Cal. el
Interval
L.I.S.N.
1. Artificial Mains Rohde & Schwarz | ENV216 100055 Oct. 12, 2023 | 1 Year
Network
Three Phase V-type
2. Artificial Power CYBERTEK EM5040DT | E215040DT001 | Jul. 05, 2023 | 1 Year
Network
3. EMI Test Receiver | Rohde & Schwarz ESCI 100627 Oct. 12, 2023 | 1 Year
4. EMI Test Receiver | Rohde & Schwarz ESR26 101481 Oct. 12, 2023 | 1 Year
S| XA Spectgm Agilent N9020A | MY51170037 | Oct. 12, 2023 | 1 Year
Analysis
6. | EMIPreamplifier | SKET Electronic LNP’TA%”BG SKET-PA-002 | Oct. 12, 2023 | 1 Year
7. |PoubleRidged Horn| o yarzRECK | o BBHA 02555 Oct. 16, 2022 | 3 Year
Antenna 9120D
g. | BilogBroadband | .\ 0beck | VULB9163 345 Oct. 23, 2022 | 3 Year
Antenna
9. Loop Antenna Schwarzbeck FMZB1519B 00053 Oct. 12, 2023 | 1 Year
10. | Horn Antenna A-INFO HB-189400- | 4211060628 | Oct. 12,2023 | 1 Year
1. Pre-amplifier SONOMA 310N 186860 Oct. 12, 2023 | 1 Year
EMI Test Software
12. EZ.EMC SHURPLE N/A N/A N/A N/A
3. | MXA nsa?;;g“m KEYSIGHT N9020A | MY53280032 |Oct. 12,2023 | 1 Year
14, s MXG REg/ector Agilent N5182A | MY48180656 |Oct. 12,2023 | 1 Year
Signal Generator
15. | Signal Generator Agilent E4421B MY41000743 | Oct. 12, 2023 | 1 Year
16. | DC Power Supply IVYTECH 1V3605 1804D360510 | Oct. 20, 2023 | 1 Year
Constant
17. | Temperature ZHONGJIAN  |ZJ-KHWS80 N/A Oct. 16, 2023 | 1 Year
L B
Humidity Chamber
18. | Spectrum Analyzer | Rohde & Schwarz | FSV40-N 101792 May. 26, 2023 | 1 Year
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China «d 400-003-0500
Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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1.7. Measurement Uncertainty
Parameter Uncertainty
Conducted emissions (AMN 150kHz~30MHz) 3.8dB
Occupied Bandwidth 925Hz
Conducted Output Power 0.76dB
Power Spectral Density 0.76dB
Conducted Spurious Emission 1.24dB
Radiated spurious emissions (Below 30MHz) 3.53dB
Radiated spurious emissions (30MHz~1GHz) Horizontal: 3.92dB; Vertical: 4.52dB
1G-6GHz: 4.78dB;
Radiated spurious emissions (above 1GHz) 6G-18GHz: 4.88dB
18G-40GHz: 5.68dB
The measurement uncertainty and decision risk evaluated according to AB/WI-RF-F-032.
This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2.

1.8. Description of Test Facility
The test facility is recognized, certified, or accredited by the following organizations:

FCC-Registration No.: 434132

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered and fully
described in a report filed with the (FCC) Federal Communications Commission. The acceptance letter
from the FCC is maintained in our files. Registration No. 434132.

ISED-Registration No.: 8058A

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered and fully
described in a report filed with the (ISED) Innovation, Science and Economic Development Canada. The
acceptance letter from the ISED is maintained in our files. Registration 8058A.

Test Location

Shenzhen Anbotek Compliance Laboratory Limited.

1/F, Building D, Sogood Science and Technology Park, Sanwei community, Hangcheng Street, Bao'an
District, Shenzhen, Guangdong, China.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b

Sanwei Community @ Hotline
na 2_/ 400-003-0500

arvice @ anbotek.com www.anbotek.com.cn

rechnology Par
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1.9. Disclaimer

1. The test report is invalid if not marked with the signatures of the persons responsible for preparing
and approving the test report.

2. The test report is invalid if there is any evidence and/or falsification.

3. The results documented in this report apply only to the tested sample, under the conditions and
modes of operation as described herein.

4. This document may not be altered or revised in any way unless done so by Anbotek and all revisions
are duly noted in the revisions section.

5. Content of the test report, in part or in full, cannot be used for publicity and/or promotional purposes
without prior written approval from the laboratory.

6. The authenticity of the information provided by the customer is the responsibility of the customer and
the laboratory is not responsible for its authenticity.

The laboratory is only responsible for the data released by the laboratory, except for the part provided by
the applicant.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b

wei Community (‘; Hotline
d 400-003-0500

botek.com www.anbotek.com.cn

3s:1/F.,Building D,S
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2. Summary of Test Results

Standard Section Test Item Result
15.207 Conducted Emission PASS
15.236(d) RF Output Power PASS
15.236(f)(3) Frequency Stability PASS
15.236(f)(g) Operating Bandwidth & Emission Mask PASS
15.236(g) Radiated Spurious Emissions PASS

Remark: “N/A” is an abbreviation for Not Applicable.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. o 400-003-0500

Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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3. Conducted Emission Test

3.1. Test Standard and Limit

Test Standard FCC Part15 Section 15.207
Frequency Maximum RF Line Voltage (dBuV)
Quasi-peak Level Average Level
Test Limit 150kHZz~500kHz 66 ~ 56 * 56 ~46 *
500kHz~5MHz 56 46
5MHz~30MHz 60 50
Remark: (1) *Decreasing linearly with logarithm of the frequency.
(2) The lower limit shall apply at the transition frequency.

3.2. Test Setup

Shielding Room

Tast Recaiver

.
L |

LiSNT

LISNZ

Ground Reference Plane

3.3. Test Procedure

The EUT system is connected to the power mains through a line impedance stabilization network
(L.I.S.N.). This provides a 50ohm coupling impedance for the EUT system. Please refer the block
diagram of the test setup and photographs. Both sides of AC line are checked to find out the maximum
conducted emission. In order to find the maximum emission levels, the relative positions of equipment
and all of the interface cables shall be changed according to FCC ANSI C63.10: 2020 on Conducted
Emission Measurement.

The bandwidth of test receiver (ESCI) set at 9kHz.
The frequency range from 150kHz to 30MHz is checked.

3.4. Test Data

PASS
During the test, pre-scan all modes, only the worst case is recorded in the report.

AC conducted emission pre-test at both at AC 120V/60Hz and AC 240V/60Hz modes, recorded worst
case AC 120V/60Hz.

Please to see the following pages.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b

3s:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
eng Street, an District, Shenzh ngdong, China Z_/ 400-003-0500
Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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Test Site: 1# Shielded Room
Operating Condition: 630MHz
Test Specification: DC 5V from Adapter input AC 120V, 60Hz
Comment: Live Line
Temp.(°C)/Hum.(%RH): 24.2°C/49%RH
800 dBuV
Limit: —_—
AVG: -
. ',n.n,_ﬁw\r iy 2 3 4
*”""w\a-\aww'dfmwhwmf?
Vs '1'“"*-’V“-‘“-'l.wﬁ,«,ﬂ-«r\p‘w‘umhr*"""“"‘"‘*‘r
neak
"lave
0.0
0.150 0.5 [MHz) 5 30.000
Freq. Reading | Factor | Result Limit |Ower Limit
No. | MHz) | (@Buv) | @B) | @Buv) | @Buv) | (@) |Detector| Remark
1 0.1500| 27.35 1782 | 4517 65.99 -2082 | QP
2 0.5860| 22.53 17.86 | 4039 56.00 -1561 ap
3 1.0180| 2322 17.86 | 41.08 56.00 -1492 | QP
4 1.4460| 23.91 17 .86 41.77 56.00 -1423 Qe
5 1.4980| 14.06 17.85 31.91 46.00 -14.09 AVG
6 1.8020( 12.85 17.86 | 30.71 46.00 -1529 | AVG
7 1.8220| 22.62 17.86 | 40.48 56.00 -1552 | aP
8 2.1260| 19.28 17.86 | 37.13 56.00 -1887 | aP
9 21260 949 17.85 27.34 46.00 -18.66 AVG
10 3.2040| 3.15 17 .85 21.00 46.00 -25.00 AVG
11 4.8820| 2.25 17.86 | 20.11 46.00 -2589 | AVG
12 111500 7.20 18.01 | 2521 50.00 2479 | AVG
Note: Result = Reading + Factor ~ Over Limit = Result - Limit

Shenzhen Anbotek Compliance Laboratory Limited

Code:AB-RF-05-b

Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com

@ Hotline
4 400-003-0500

www.anbotek.com.cn
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Test Site: 1# Shielded Room
Operating Condition: 630MHz
Test Specification: DC 5V from Adapter input AC 120V, 60Hz
Comment: Neutral Line
Temp.(°C)/Hum.(%RH): 24.2°C/49%RH
#0000  dBuY
Limit: —_
AVEG: -—
-._\-"—H-L. = I — =
A 1 3
40 S : M
} ‘”ﬁWMMMW'ﬂW Jm"éi
~ 4
TR A g 5| ™y 11 N
el P bt é‘k‘”“"’l} '*"‘ﬁ%: s e
e ! ,‘%‘ M 1% "I
A]"'ﬁ. I ,m“"‘m"""“-'“w Dﬂﬂk
-\.l"-v""ﬂ‘jﬂ h“"‘w o,
T e AV
0.0
0150 05 [MHz) 5 30,000
Freq. Reading | Factor | Result Limit |Ower Limit
No. | MHz) | (@Bwv) | @B) | @Buv) | (@Buv) | (@B) |Detector| Rematk
1 0.3980| 2234 17.81 40.15 57.89 -17.74 aP
2 0.5340| 12.52 17 .86 30.38 46.00 -1562 AVG
3 1.0859| 13.14 17.86 31.00 46.00 -15.00 AVG
4 1.4620| 14.24 17 .86 32.10 46.00 -13.90 AVG
5 14860 2429 17.86 4215 56.00 -13.85 aP
5] 1.7980| 12.57 17 86 30.43 46.00 -15.57 AVG
7 15180 2182 17.85 39.77 56.00 -1623 aP
8 2.1220| B8.65 1785 26.50 46.00 -19.50 AVG
9 2.3380( 17.11 1785 34.96 56.00 -21.04 apP
10 3.9740| 11.53 17 86 29.39 56.00 -26 61 QP
11 49899 11.67 17 86 29.53 56.00 -26 47 QP
12 11.5780| 7.78 1803 25.81 50.00 -2419 AVG
Note: Result = Reading + Factor  Over Limit = Result - Limit

Shenzhen Anbotek Compliance Laboratory Limited

Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com

Code:AB-RF-05-b
Hotline

A
@ 400-003-0500

www.anbotek.com.cn
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4. RF Output Power Test

4.1. Test Standard and Limit

Test Standard FCC Part15 Subpart C, §15.236(d)
In the bands allocated and assigned for broadcast television and in the 600 MHz
o service band: 50 mW (17dBm) EIRP.
Test Limit

In the 600 MHz guard band and the 600 MHz duplex gap: 20 mW (13dBm)
EIRP.

4.2. Test Setup

4.3. Test Procedure
1. The EUT was connected to a spectrum analyzer for the output power test.

2. The output power was set to 50 mW.

3. The modulated output power was measured using a QP detector per ANSI C63.10: 2020 section
4.1.4.2.1.

4. The output power was measured at the low, middle, and high frequencies of the passband.

5. The cable loss from the EUT output to the spectrum analyzer input were input to the spectrum
analyzer as correction factor before recording the output power.

6. RBW =120 kHz, VBW = 3 x RBW, Detector = QP

4.4. Test Data

Test Item Output Power Test Mode CH Low ~ CH High
Test Voltage DC 3.7V Battery inside Temperature 25.3C
Test Result PASS Humidity 51.2 %
Group A
Test Channel Peak Power output EIRP EIRP Limit Results
(dBm) (dBm) (dBm)
Low -2.257 -1.257 17 PASS
Middle -2.432 -1.432 17 PASS
High -2.443 -1.443 17 PASS
Note: EIRP=Peak Power+ Antenna gain (dBi)
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2_/ 400-003-0500
Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn




Anbotek

Product Safety

Report No.: 18220WC30264601

FCC ID: 2A8D6-K300

Page 17 of 31

Group B
Frequency Peak Power output EIRP EIRP Limit
Results
(MHz) (dBm) (dBm) (dBm)
Low -2.532 -1.532 17 PASS
Middle -2.755 -1.755 17 PASS
High -2.684 -1.684 17 PASS

Note: EIRP=Peak Power+ Antenna gain (dBi)

Code:AB-RF-05-b

@ Hotline
f 400-003-0500

www.anbotek.com.cn

Shenzhen Anbotek Compliance Laboratory Limited

Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
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5. Frequency Stability Test

5.1. Test Standard and Limit

Test Standard FCC Part15 Subpart C, 15.236(f)(3)

Test Limit The frequency tolerance of the transmitter shall be =£0.005 percent.

5.2. Test Setup

Temperature Chamber

Spectrum analyzer EUT
7
At ‘

Variable Power Supply

Note : Measurement setup for testing on Antenna connector

5.3. Test Procedure

1. The EUT was placed in an environmental test chamber and the RF output was connected to a
spectrum analyzer.

2. The temperature was varied from -20°C to 50°C in 10°C increments. After a sufficient time for
temperature stabilization the RF output frequency was measured.

3. At 20°C the power supply voltage to the EUT was varied from 85% to 115% of the nominal value and
the RF output wasmeasured.

5.4. Test Data

Test Item :| Frequency Stability Test Mode | CH Middle

Test Voltage :| DC 3.7V Battery inside Temperature | 23.6C

Test Result :| PASS Humidity | 53 %
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, in District, Shenzh ngdong, China Z_/ 400-003-0500
Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 |

Email:service@anbotek.com www.anbotek.com.cn
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Group A
Test Frequency:
Fregii[ncy Tempue rature Szg\gl(ie;d :‘\I{Ieeqa uS:r:iS S0 i
-20 630.007198 11.43 +50
-10 630.006661 10.57 +50
0 630.006320 10.03 +50
10 " 630.007222 11.46 +50
20 630.006856 10.88 +50
630 30 630.005734 9.10 +50
40 630.005588 8.87 +50
50 630.006051 9.61 +50
20 3.3 630.005710 9.06 +50
20 4.1 630.004514 7.17 +50
-20 635.006992 11.01 +50
-10 635.006470 10.19 +50
0 635.006138 9.67 +50
10 " 635.007015 11.05 +50
20 635.006660 10.49 +50
635 30 635.005570 8.77 +50
40 635.005427 8.55 +50
50 635.005878 9.26 +50
20 3.3 635.005546 8.73 +50
20 4.1 635.004385 6.90 +50
-20 639.008437 13.20 +50
-10 639.007808 12.22 +50
0 639.007407 11.59 +50
10 o 639.008466 13.25 +50
839 20 639.008037 12.58 +50
30 639.006721 10.52 =50
40 639.006549 10.25 +50
50 639.007093 11.10 +50
20 3.3 639.006692 10.47 +50
20 4.1 639.005291 8.28 +50
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,

Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com

@ Hotline
f 400-003-0500

www.anbotek.com.cn
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Group B
Test Frequency:
Fregii[ncy Tempue rature Szg\gl(ie;d :‘\I{Ieeqa uS:r:iS S0 i
-20 650.007537 11.60 +50
-10 650.006975 10.73 +50
0 650.006617 10.18 +50
10 650.007563 11.64 +50
650 20 3.7 650.007180 11.05 +50
30 650.006004 9.24 +50
40 650.005851 9.00 +50
50 650.006336 9.75 +50
20 650.005979 9.20 +50
20 3.3 650.004727 7.27 +50
-20 655.006254 9.55 +50
-10 655.005788 8.84 +50
0 655.005491 8.38 +50
10 655.006275 9.58 +50
20 3.7 655.005957 9.09 +50
655 30 655.004982 7.61 +50
40 655.004855 7.41 +50
50 655.005258 8.03 +50
20 655.004961 7.57 +50
20 3.3 655.003922 5.99 +50
-20 659.008083 12.27 +50
-10 659.007480 11.35 +50
0 659.007097 10.77 +50
10 659.008110 12.31 +50
akg 20 3.7 659.007699 11.68 +50
30 659.006439 9.77 =50
40 659.006275 9.52 +50
50 659.006795 10.31 +50
20 659.006412 9.73 +50
20 3.3 659.005069 7.69 +50
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,

Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com

@ Hotline
f 400-003-0500

www.anbotek.com.cn
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6. Operating Bandwidth & Emission Mask Test

6.1. Test Standard and Limit

Test Standard FCC Part15 Subpart C, §15.236 (f)(g)

The operating bandwidth shall not exceed 200 kHz.

Emissions within the band from one megahertz below to one megahertz above
the carrier frequency shall comply with the emission mask in § 8.3 of ETSI EN
300 422-1 V1.4.2 (2011-08), Electromagnetic compatibility and Radio
spectrum Matters (ERM); Wireless microphones in the 25 MHz to 3 GHz
frequency range; Part 1: Technical characteristics and methods of
measurement. Emissions outside of this band shall comply with the limits
specified in section 8.4 of ETSI EN 300 422-1 V1.4.2 (2011-08).

Test Limit

6.2. Test Setup

Spectrum
Analyzer

) ) Attenuator
Audio Signal EUT

Generator

6.3. Test Procedure

The OBW is according to ANSI C63.10: 2020
The Emission Mask is according to section 8.3 of ETSI EN 300 422-1 V1.4.2 (2011-08).

6.4. Test Data

Test ltem : | Bandwidth Test Mode : | CH Low ~ CH High
Test Voltage : | DC 3.7V Battery inside Temperature ;| 24°C
Test Result : | PASS Humidity i 57 %
Group A
Test Channel Bandwidth (kHz) Limit (kHz) Test Result
Low 61.121 200 Pass
Middle 61.719 200 Pass
High 61.102 200 Pass
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Ac 3s:1/F.,Building D,Sogood Science Park, Sanwei Community »\ Hotline
H g Stree in District, St @ 400-003-0500

botek.com www.anbotek.com.cn
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Group B
Test Channel Bandwidth (kHz) Limit (kHz) Test Result
Low 61.946 200 Pass
Middle 61.134 200 Pass
High 61.819 200 Pass
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F. Building D,Sogood Science and Te‘r,'r‘;r*(,)\og\/ Park, Sanwei Community, @ Hotline )
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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Group A
Bandwidth Emission Mask

ﬁ \ghtSpe:tvumAna\yz O:(up\ed BW = ight Spectrum Analyzer pt SA
— T 510 PHDec 26,202 "L | w —iC SENSEPULE ) —
Center Freq: 630.000000 MHz Radio Std: None Center Freq 630.000000 MHz #Avg Type: RMS
—» Trig: FreeRun AvglHold: 10/10 PN e —» Trig: FreeRun AvglHold: 10/10
ow #Atten: 30 dB Radio Device: BTS PASS #Atten: 30 dB

Mkr1 630.010 5 MHz
10 dBidiv Ref 20.50 dBm Joasan Ref -2.26 dBm -19.832 dBm
Log - - -

#VBW 10 kHz

Occupied Bandwidth Total Power

61.121 kHz
Transmit Freq Error -2.363 kHz OBW Power 99.00 %
x dB Bandwidth 67.93 kHz xdB -20.00 dB

Span 1.000 MHz
#VBW 1.0 kHz* #Sweep 2.000 s (1001 pts)

sc ATUS s STATUS

n Key;\ngpeztvumAna\yzer O:zup\ed BW \\_/ n Key;\ngpeztvumAna\yzer S pzsa &P
[ SENSEPULSE AUTO [ SENSEPULSE GonAUTO |
Center Freq 635. ouguuu MHz Center Freq: 635.000000 MHz Radio Std: None #Avg Type: RMS
—» Trig: FreeRun AvglHold: 10/10 PN e —» Trig: FreeRun AvglHold: 10/10
#FGainLow #Atten: 30 dB. Radio Device: BTS PASS #Atten: 30 dB

10 dBidiv Ref 20.50 dBm !0 dEIdl\r Ref -2.43 dBm
L

#VBW 10 kHz
Occupied Bandwidth Total Power -5.47 dBm
61.719 kHz

Transmit Freq Error -2.477 kHz OBW Power 99.00 %
x dB Bandwidth 67.14 kHz xdB -20.00 dB g LAV P

e sl o
Center 635.0000 MHz Span 1.000 MHz
#Res BW 1.0 kHz #VBW 1.0 kHz* #Sweep 2.000 s (1001 pts)

= STATUS = STATUS

SENSEPULSE o 351 PHDec 26,200 "L R c SENSEPULSE g i—
Center Freq: 539 000000 MHz Radio Std: None i #Avg Type: RMS
s Trig: FreeRu Avg|Hold: 10110 PN e —» Trig: FreeRun AvglHold: 10/10
#FGain:Low #Atten: 30 dE Radio Device: BTS PASS #Atten: 30 dB

Mkr1 638.994 0 MHz
10 dBidiv Ref 20.50 dBm Joasan Ref -2.44 dBm -20.031 dBm
L - - i

#VBW 10 kHz Sweep 68.07 ms;
Occupied Bandwidth Total Power -5.30dBm
61.102 kHz

Transmit Freq Error -2.387 kHz OBW Power 99.00 %
x dB Bandwidth 66.93 kHz xdB -20.00 dB

Pl Y
Center 639.0000 MHz Span 1.000 MHz
#Res BW 1.0 kHz #VBW 1.0 kHz* #Sweep 2.000 s (1001 pts)

sc STATUS sc STATUS

Test Channel: High
Shenzhen Anbotek Compliance Laboratory Limited . o Code:AB-RF-_(_)_S-b__
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Group B

Bandwidth

Emission Mask

B Keysight Spectrum Anaiyzer - Occupied BV

] ght Spectrumm Analyzer - Swept SA

B RL RF AC
Center Freq 650.000000 MHz

ow

ICenter 650 MHz
#Res BW 3 kHz
Occupied Bandwidth
61.946 kHz
-2.176 kHz
68.60 kHz

Transmit Freq Error
x dB Bandwidth

SENSE:

Center Freq: 650.000000 MHz

s Trig: FreeRun
#Atten: 30 dB

#VBW 10 kHz

Total Power

OBW Power
xdB

031133 PMDec 26,2023
Radio Std: None
Avg|Hold: 10110

Radio Device: BTS

10 dBidiv
Log
Trace 1 Pjss

99.00 %
-20.00 dB

Center 650.0000 MHz
#Res BW 1.0 kHz

RL R C
Center Freq 650.000000 MHz

SENSE:PULSE]

#Avg Type: RMS

e -—». Trig: FreeRun
#Atten: 30 dB

AvglHold: 10/10

#VBW 1.0 kHz*

STATUS

Mkr1 650.001 5§ MHz
-19.257 dBm

Span 1.000 MHz
#Sweep 2.000 s (1001 pts)

BN Keysight Spectrum Analyzer - Occupied BW
T oy

R AC
Center Freq 655.000000 MHz

#FGain:Low

10 dBidiv Ref 20.50 dBm
L

ICenter 655 MHz

SENSE:PULSE]

Center Freq: 655.000000 MHz

Trig: Free Run
#Atten: 30 dB

A ~ O3i15:14 PiDec 26,2023
Radio Std: None

AvglHold: 10110

Radio Device: BTS PASS

10 dBidiv
Log
Trace 1 Pjss

SENSEPULSE CoNAUTO |

#Avg Type: RMS
e —» Trig: FreeRun AvgHold: 10110
#Atten: 30 dB

Mkr1 654.995 0 MHz
-20.097 dBm

Res BW 3 kHz #VBW 10 kHz
Occupied Bandwidth Total Power -5.78 dBm
62.134 kHz
Transmit Freq Error -1.826 kHz OBW Power 99.00 %
x dB Bandwidth 67.92 kHz xdB -20.00 dB
Center 695.0000 MHz Span 1.000 MHz
#Res BW 1.0 kHz #VBW 1.0 kHz* #Sweep 2.000 s (1001 pts)
Status fusc. staTUs
Test Channel: Middle
m Analyzer - Occupied BW = pight Spectrum Anayzee - Swept SA

B8 Keyeiont specten
RL ] ®

#FGain:Low

Center 659 MHz
#Res BW 3 kHz

Occupied Bandwidth

61.819 kHz
-1.958 kHz
68.47 kHz

Transmit Freq Error
x dB Bandwidth

sc

SENSE:PULSE]

O
Center Freq: 659.000000 MHz

s Trig: FreeRun
#Atten: 30 dB

#VBW 10 kHz

Total Power

OBW Power
xdB

033311 PMDec 26,2023
Radio Std: None
Avg|Hold: 10110

Radio Device: BTS

10 dBidiv
Log
Trace 1 Pjss

Sweep 68.07 ms|

-5.37 dBm

99.00 %
-20.00 dB

Center 659.0000 MHz
#Res BW 1.0 kHz

STATUS sc

RL R C
Center Freq 659.000000 MHz

SENSEPULSE =
#Avg Type: RMS
e —s- Trig: FreeRun Avg|Hold: 10/10

#Atten: 30 dB

#VBW 1.0 kHz*

STATUS

Mkr1 658.995 5§ MHz
-19.242 dBm

Span 1.000 MHz
#Sweep 2.000 s (1001 pts)

Test Channel: High

_Shenz_h_e_en Anbotfe__k Com__p_liance Laboratory I___i__r_nited

Code:AB-RF-05-b
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7. Radiation Spurious Emission Test

7.1. Test Standard and Limit

Test Standard | FCC Part15 Subpart C, §15.236(g)
The operating bandwidth shall not exceed 200 kHz.
Emissions within the band from one megahertz below to one megahertz above the

carrier frequency shall comply with the emission mask in § 8.3 of ETSI EN 300
Test Limit 422-1V1.4.2 (2011-08), Electromagnetic compatibility and Radio spectrum Matters
(ERM); Wireless microphones in the 25 MHz to 3 GHz frequency range; Part 1:
Technical characteristics and methods of measurement. Emissions outside of this
band shall comply with the limits specified in section 8.4 of ETSI EN 300 422-1

V1.4.2 (2011-08).

7.2. Test Setup

Receiving Antenna

Atlenuator

Figure 1

Signal

SA Substitute Generator

Artenna

J%
45

or

=

L iy

eceiving Antenna

Am plifier

Attenuator

. == =9

e |
--‘-I
i J Atenu

Filter

Figure 2

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b

Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
2_/ 400-003-0500

Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.
Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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7.3. Test Procedure

1. EUT was placed on a 0.8 meter for below 1GHz and 1.5 meter for above 1GHz high non-conductive
stand at a 3 meter test distance from the receive antenna. A receiving antenna was placed on the
antenna mast 3 meters from the EUT for emission measurements. The height of receiving antenna
is 1.0m. Detected emissions were maximized at each frequency by rotating the EUT through 360°
and adjusting the receiving antenna polarization. The radiated emission measurements of all transmit
frequencies in three channels (High, Middle, Low) were measured with peak detector.

2. Alog-periodic antenna or double-ridged waveguide horn antenna shall be substituted in place of the
EUT. The log-periodic antenna will be driven by a signal generator and the level will be adjusted till
the same power value on the spectrum analyzer or receiver. The level of the spurious emissions can
be calculated through the level of the signal generator, cable loss, the gain of the substitution
antenna and the reading of the spectrum analyzer or receiver.

3. The EUT is then put into continuously transmitting mode at its maximum power level during the
test.Set Test Receiver or Spectrum RBW=1MHz,VBW=3MHz for above 1GHz and RBW=100kHz,
VBW=300kHz for 30MHz to 1GHz, And the maximum value of the receiver should be recorded as
(Pr).

4. The EUT shall be replaced by a substitution antenna. In the chamber, an substitution antenna for the
frequency band of interest is placed at the reference point of the chamber. An RF Signal source for
the frequency band of interest isconnected to the substitution antenna with a cable that has been
constructed to not interfere with the radiation pattern of the antenna. A power (PMea) is applied to the
input of the substitution antenna, and adjust the level of the signal generator output until the value of
the receiver reach the previously recorded (Pr). The power of signal source (PMea) is recorded. The
test should be performed by rotating the test item and adjusting the receiving antenna polarization.

5. A amplifier should be connected to the Signal Source output port. And the cable should be connect
between the Amplifier and the Substitution Antenna. The cable loss (Pcl) ,the Substitution Antenna
Gain (Ga) and the Amplifier Gain (PAg) should be recorded after test.

6. The measurement results are obtained as described below:
Power(EIRP)=PMea- PAg - Pcl + Ga
We used SMF100A micowave signal generator which signal level can up to 33dBm,so we not used
power Amplifier for substituation test; The measurement results are amend as described below:
Power(EIRP)=PMea- Pcl + Ga

7. This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dBi)
and known input power.
ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP = EIRP-2.15dBi.

7.4. Test Data

PASS
During the test, pre-scan all modes, only the worst case is recorded in the report.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b

F Buildina D.Sogood Science and Techr
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Test Results:

Operating Condition: 630MHz
Test Specification: DC 3.7V Battery inside
Polarization Vertical

Temp.(°C)/Hum.(%RH): 23.5C/49%RH

Fundamental signal

100 dBm

Liwmit:: -,
Margir:

2
i

110
30,000 40 Gl Bl 0 80 IMHz] Jng 400 500 BOD ToR 1000.000
Freq. Reading | Factor | Result Limit |[Ower Limit - Height | degree 5

i {MHZz) {dBm) (dB) (dBmm) {dBm}) (dB) {emj) fdeg)

1 4805276 -50.46 -14.43 | -73.89 -54.00 -19.89 apP

2 556 7744 -5260 -11.61 -64.21 -54.00 -10.21 QP

3 631.6884| 376 -10.62 -5.85 { / peak

4 T03.7360) 45863 -9 .86 -55.49 -54.00 -4.45 apP

3 7796068 -54.49 -8.66 -63.15 -54.00 915 aP

L 860.0352| -24.42 -7.24 -51.66 -24.00 -7.66 apP

Note: Result = Reading + Factor  Over Limit = Result - Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. d 400-003-0500

Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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Operating Condition: 630MHz

Test Specification: DC 3.7V Battery inside

Polarization Horizontal

Temp.(°C)/Hum.(%RH):  23.5C/49%RH

Fundame@signal

%
== | | l =
il iE ! = i

AP P, / s
i ol JA“-vﬁme hJ"'WM—!‘""L‘
110
30,000 40 =l E0 0 a8b IMHz] Jag A0 S00 EOR YOO 1000, 000
Freq. Reading | Factor | Result Limit |Cwer Limit Height | cegree

No- | (MHz) | (dBm) | (@B) | (@Bm) | (@Bm) | (@B) |7==| fem) | (geg) | TET

1 SoETT44| 5728 -11.61 -68.87 -54.00 -14.87 apP

2 2930497 5949 -10.69 | -70.18 -24.00 -16.18 QP

3 6316884 -1.06 1062 | -11.68 { f peak

4 BE68.1423| 5454 -10.39 | -B5.33 -54.00 -11.33 QP

3 TO4 2261 -52.67 -9.86 5253 -54.00 -8.53 apP

& 8969965 -65.00 529 -71.29 -36.00 -35.29 apP

Note: Result = Reading + Factor  Over Limit = Result - Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address: 1/F.,Building D,Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. o 400-003-0500

Tel:(86) 0755-26066440 Fax:(86) 0755-26014772 Email:service@anbotek.com www.anbotek.com.cn
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Above 1GHz:
Group A
Test Channel: Low
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1260.00 -30.47 -30.00 -0.47 H
1890.00 -47.08 -30.00 -17.08 H
2520.00 -51.14 -30.00 -21.14 H
1260.00 -33.44 -30.00 -3.44 \%
1890.00 -53.48 -30.00 -23.48 V
2520.00 -53.67 -30.00 -23.67 \%
Test Channel: Middle
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1270.00 -30.46 -30.00 -0.46 H
1905.00 -44.46 -30.00 -14.46 H
2540.00 -51.55 -30.00 -21.55 H
1270.00 -36.13 -30.00 -6.13 V
1905.00 -47.81 -30.00 -17.81 \%
2540.00 -47.38 -30.00 -17.38 V
Test Channel: High
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1278.00 -32.18 -30.00 -2.18 H
1917.00 -46.25 -30.00 -16.25 H
2556.00 -53.12 -30.00 -23.12 H
1278.00 -37.35 -30.00 -7.35 Vv
1917.00 -47.92 -30.00 -17.92 V
2556.00 -52.76 -30.00 -22.76 V
Remark: Margin = Measurement - Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-RF-05-b
Address:1/F.,Building D,Sogood Science and Technology Park, Sanwei Community,

Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
Tel:(86) 0755-26066440 Fax:(86)0755-26014772 Email:service@anbotek.com

@ Hotline
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www.anbotek.com.cn




Anbotek

Product Safety

Report No.: 18220WC30264601

FCC ID: 2A8D6-K300

Page 30 of 31

Above 1GHz:
Group B
Test Channel: Low
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1300.00 -31.17 -30.00 -1.17 H
1950.00 -47.64 -30.00 -17.64 H
2600.00 -52.82 -30.00 -22.82 H
1300.00 -37.90 -30.00 -7.90 \%
1950.00 -49.63 -30.00 -19.63 V
2600.00 -46.67 -30.00 -16.67 \%
Test Channel: Middle
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1310.00 -31.21 -30.00 -1.21 H
1965.00 -43.60 -30.00 -13.60 H
2620.00 -52.23 -30.00 -22.23 H
1310.00 -33.35 -30.00 -3.35 V
1965.00 -51.09 -30.00 -21.09 \%
2620.00 -48.65 -30.00 -18.65 V
Test Channel: High
Frequency Measurement Limit Margin Antenna Polar
MHz (dBm) (dBm) (dB) (H/V)
1318.00 -31.83 -30.00 -1.83 H
1977.00 -45.81 -30.00 -15.81 H
2636.00 -53.00 -30.00 -23.00 H
1318.00 -36.20 -30.00 -6.20 Vv
1977.00 -53.97 -30.00 -23.97 V
2636.00 -50.68 -30.00 -20.68 V
Remark: Margin = Measurement - Limit
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APPENDIX | -- TEST SETUP PHOTOGRAPH

Please refer to separated files Appendix | -- Test Setup Photograph

APPENDIX Il -- EXTERNAL PHOTOGRAPH

Please refer to separated files Appendix Il -- External Photograph

APPENDIX Il -- INTERNAL PHOTOGRAPH

Please refer to separated files Appendix Il -- Internal Photograph
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