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1. Summary
1.1 Test Procedures and Results

Requirement CFR 47 Section Result

Antenna Requirement §15.203 PASS

AC PoweEr Ll_ne_ Conducted §15.207 PASS
mission

Maximum Conducted
Output Power

6dB Emission Bandwidth §15.407(e) PASS
26dB Emission Bandwidth&

§15.407(a) PASS

99% Occupied Bandwidth §15.407(a) N/A
Power Spectral Density §15.407(a) PASS
Band Edge §15.407(b)/15.209/15.205 PASS
Radiated Emission §15.407(b)/15.209/15.205 PASS
Frequency Stability §15.407(g) PASS

Note:
1. PASS: Test item meets the requirement.

2. Fail: Test item does not meet the requirement.

N\ Wl Y /4

3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

1.2 Information of the Test Laboratory

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai
Street, Bao’an District, Shenzhen, Guangdong, China
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1.3 Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU
1 Conducted Emission +0.37dB
2 RF Power, Conducted +3.35dB
3 Spurious Emissions, Conducted +2.20dB
4 All Emissions, Radiated(<1G) +3.90dB
5 All Emissions, Radiated(>1G) +4.28dB
6 Temperature +0.1°C
7 Humidity +1.0%
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2. EUT Description
2.1 General Description of EUT

Equipment

Outdoor High-power Dual-band Wireless AP

Model Name

HW622H-SE-01

Series Model(s)

HW622H-SE, HW622G-SE, HW622G-SE-01, HW521H-SE,
HW521H-SE-01, HW521G-SE-01

Model Difference

All model's the function, software and electric circuit are the
same, only with product model named different. Test sample
model: HW622H-SE-01.

Trade Mark

N/A

FCCID

2A8NQ-HW622H-SE-01

Operation Frequency

IEEE 802.11a/n/ac(HT20)/ax(HE20) 5.745GHz-5.825GHz
IEEE 802.11n/ac(HT40)/ax(HE40) 5.755GHz-5.795GHz
IEEE 802.11ac(HT80)/ax(HE80) 5.775GHz

Modulation Technology

IEEE 802.11a/n/ac/ax

Modulation Type

64QAM, 16QAM, QPSK, BPSK for OFDM
256QAM for OFDM in 11ac mode only
1024QAM for OFDMA in 11ax mode only

Antenna Type

External Antenna

Antenna Gain

Antenna 1: 7.56dBi
Antenna 2: 7.56dBi
MIMO: 10.57dBi

Power Source

DC48V from POE Adapter

Power Supply DC48V from POE Adapter
Hardware Version V1
Software Version V1.0

Note:

1. The EUT incorporates a MIMO function. Physically, it provides two completed transmitters

and receivers (2T2R), two transmit signals are completely correlated, then, Direction gain=
GANT + Array Gain (Array Gain=10 log(2) dB for power spectral density; Array Gain=0 for

power measurement).

2. For a more detailed features description, please refer to the manufacturer’s specifications or

the User's Manual.

3. Antenna gain Refer to the antenna specifications.
4. The cable loss data is obtained from the supplier.
5. The test results in the report only apply to the tested sample.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,
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2.2 Operation Frequency Each of Channel

Report No.: HK2508214730-2E

802.11a/802.11n(HT20 802.11n(HT40)/
802.11ac(HT(20) ) 802.11ac(:(HT4(%) ggg:]] Z;éﬂgggg
802.11ax(HE20) 802.11ax(HE40)
Channel Frequency Channel Frequency Channel Frequency
149 5745 151 5755 155 5775
153 5765 159 5795
157 5785
161 5805
165 5825
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel see

below:

2.3 Operation of EUT during Testing

Band IV (5725 - 5850 MHz)

For 802.11a/n(HT20)/ac(HT20)/ax(HEZ20)

Channel Number Channel Frequency (MHz)
149 Low 5745
157 Mid 5785
165 High 5825

For 802.11n(HT40)/ac(HT40)/ax(HE40)

Channel Number Channel Frequency (MHz)
151 Low 5755
159 High 5795

For 802.11ac(HT80)/ax(HES80)

Channel Number

Channel

Frequency (MHz)

155

/

5775

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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2.4 Description of Test Setup

Report No.: HK2508214730-2E

Operation of EUT during AC Conducted and Radiation below 1GHz testing:

AC Plug

Adapter

EUT

Laptop

Operation of EUT during Radiation Above 1GHz testing:

AC Plug

Adapter

EUT

Operation of EUT during RF conducted testing:

Desktop

EUT

RF
automatic
control unit

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of
3m chamber. Measurements in both horizontal and vertical polarities were performed.
During the test, each emission was maximized by: having the EUT continuously working,
investigated all operating modes, rotated about all 3 axis (X, Y & Z) and considered typical
configuration to obtain worst position, manipulating interconnecting cables, rotating the
turntable, varying antenna height from 1m to 4m in both horizontal and vertical polarizations.
The emissions worst-case are shown in Test Results of the following pages. The worst case

is X position.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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2.5 Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories
or support units. The following support units or accessories were used to form a
representative test configuration during the tests.

Item | Equipment | Trade Mark | Model/Type No. Specification Remark
Outdoor
1 | High-power N/A HW622H-SE-01 N/A EUT
Dual-band
Wireless AP
Input: 100-240V, 50/60Hz .
2 Adapter N/A LZD101-24W-48V-G Output: DC48V, 0.5A Peripheral
Input: DC 20V, 2.25~3.25A .
3 Laptop Lenovo TPOO096A Output: 5VDC, 0.5A Peripheral
Note:
1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the
test. P
2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the T
intended use. E
3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious Ll
Emissions), the antenna of EUT is connected to the test equipment via temporary antenna connector, the oV
antenna connector is soldered on the antenna port of EUT, and the temporary antenna connector is listed in 7
the Test Instruments. e

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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3. General Information
3.1 Test Environment and Mode

Page 11 of 114

Report No.: HK2508214730-2E

Operating Environment:

Temperature: 25.0 °C
Humidity: 56 % RH
Atmospheric Pressure: 1010 mbar

Test Mode:

Engineering Mode:

Keep the EUT in continuous transmitting
by select channel and modulations

report and defined as follows:

We have verified the construction and function in typical operation. All the test modes
were carried out with the EUT in transmitting operation, which was shown in this test

was worst case.

Per-scan all kind of data rate in lowest channel, and found the follow list which it

Mode Data rate
802.11a 6 Mbps
802.11n(HT20) MCSO0
802.11n(HT40) MCSO0
802.11ac(HT20)/ac(HT40)/ac(HT80) MCSO0
802.11ax(HE20)/ax(HE40)/ax(HES80) MCSO0

Final Test Mode:

Operation mode:

Keep the EUT in continuous transmitting
with modulation

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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3. Mode Test Duty Cycle
ANT.1:

Mode Duty Cycle

802.11a 0.9655
802.11n(HT20) 0.9632
802.11n(HT40) 0.9155
802.11ac(HT20) 0.9057
802.11ac(HT40) 0.8125
802.11ac(HT80) 0.7143
802.11ax(HE20) 0.8776
802.11ax(HE40) 0.8958
802.11ax(HE80) 0.8913

Test plots as follows:

802.11a 802.11n(HT20)

[ e
i

Agilent Spectrum Analyzer - Swept SA
RL R ic

ALIGNAUTO 7 00 0 ALIGAUTO —|07:16:14PM5ep 10, 2025
Center Freq 5. Trig Delay-2000 s #Avg Type: RMS Center Freq 5.785000000 GHz Trig Ds 0ps  HAvg Type: RMS Trac: (RS Frequency
PHO: Fast —~ Trig: Video TR Fast o Trig: Video
IFGain:Low __#Atten: 40 dB \FGolntow  #Atten: 40 dB
Auto Tune|
3
Ref Offset 1051 dB Ref Offset 10.03 dB. AMkr3 17 :gg rc?B

10 dBi Ref 30.00 dBm Ref 30.00 dBm "IV,

Center Freq|
5785000000 GHz,
StartFreq|
85000000 GHz,
Stop Freq|
5.785000000 GHz

Center 5.785000000 GHz Span 0 CF Step
#VBW 8.0 MHz

Center 5.825000000 GHz
#VBW 8.0 MHz

MKR_NODE| TRC SCL FUNCTION | FUNCTIONWIDTH. MKR MODE TRC SCL X Y FUNCTION _ FUNCTIONWIDTH | FUNCTIONVALLE_ A

1
Ri—

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
i ALIGIATO 0729020 Sep R
Center Freq 5.795000000 GHz Trig Delay-2000 s #Avg Type: RMS
NO: Past - Trig: Video
IFGain:Low __#Atten: 40 dB

T A r
Center Freq 5.745000000 GHz Trig Delay-2000 ps ~ #Avg Typs
PNO: Fast —>— 11ig: Video
IFGain:Low ___#Atten: 40 dB
Ref Offset 10.03 dB

Ref Offset 1003 dB
Ref 30.00 dBm

Ref 30.00 dBm

StartFreq|
5795000000 GHz

StopFreq|

Center 5.745000000 GHz

Center 5.795000000 GHz
#VBW 8.0 MHz

MKR MODE TRC SCL X Y FUNCTION __FUNCTION WIDTH

[t] 6390 ms. 9.85 dB)
3577 dB!

ll 2 4800

#VBW 8.0 MHz

FUNCTION | FUNCTION WIDTH.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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802.11ac(HT40) 802.11ac(HT80)

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
i R R D0 AC SENSEIV ALIGNAUTO |07:42:29PMSep10, 2025 SENSEINT ALIGNAUTO | 07:48:26PMSep 10, 2025

Center Freq 5.755000000 GHz Trig Delay2000 s #Avg Type: RMS - Frequency Center Freq 5.775000000 GHz Trig Delay 2000 s #Avg Type: RMS ace AR Freauency
'PNO: Fast —»— Trig: Video PNO: Fast —>— Tig: Video
IFGain:Low #Atten: 40 dB #Atten: 40 dB

Auto Tune

Ref Offset 10.03 dB y - Ref Offset 10.03 dB

Ref 30.00 dBm 0 Ref 30.00 dBm

Center Freq
5775000000 GHz,

Center 5.755000000 GHz Span 0 CFStep Center 5.775000000 GHz
Res BW 8 MHz #VBW 8.0 MHz . 8 MHz #VBW 8.0 MHz
uto

W NODE TRC SCL FONGTON | FONCTONVIOTH  FURCTONVALE & [ G W HO0E TR SCL FUNCIION _ FUNCTION WIoTH
1

NGEINT TS JGHALTO 110599/ SeD 15,2225
Trig Delay-2000 s #Avg Type: RMS TR etz X TngDelwinnnus #Avg Type: RMS Trece [IERR] Frequency.

Auto Tune,
Ref Offset 1051 dB. . Ref Offset 10.03 dB
Ref 30.00 dBm . J Ref 30.00 dBm

N

(Center 5.825000000 GHz Span 0 Hz (Center 5755000000 GHz Span 0 Hz

#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)) #VBW 8.0 MHz Sweep 10.13 ms (8000 pts))

VKR NDDE TC SCL FURCTION | FUNCTIONWIDTH __ FUNCTION VALUE ViR HODE TFC SCL v FUNCTION _ FUNCTIONWIOTH__FUNCTIONVALLE_ &
1

-26 94 dBn r [1]¢] 2.400 ms' -27.25 dBm
3547
£ _

Ff
-
EE

N

8|

S
|I

b

o
(i

4800 us](A) 283 di

S0
I
I
|
I
|
I
[ |

I ALIGNAUTO |11:16:41AWSep:
Trig Delay-2000 ps  #Avg Type: RMS TRACE Frequency
Trig: Video
#Asten: 40 dB
3
Ref Offset 10.03 dB AMkr3 459,-0 S
Ref 30.00 dBm -29.38 dB)

Center 5.775000000 GHz
#VBW 8.0 MHz

FUNCTION | FUNCTION WIDTH.
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ANT.2:

Mode

802.11a
802.11n(HT20)
802.11n(HT40)
802.11ac(HT20)
802.11ac(HT40)
802.11ac(HT80)
802.11ax(HE20)
802.11ax(HE40)
802.11ax(HE80)

Duty Cycle

0.9655
0.9562
0.9286
0.8889
0.8125
0.7500
0.8958
0.8958
0.8723

Test plots as follows:

802.11n(HT20)

Center 5.745000000 GHz

PNO: Fast >~
IFGain:Low

Ref Offset 10.03 dB
B/ Ref 30.00 dBm

ALIGNALTO  07:55.55PM Sep 10, 2025

Trig Delay-2000 s #Avg Type: RMS
Trig: Video
#htten: 40 dB

#VBW 8.0 MHz

X

Y FUNCTION | FUNCTIONWIDTH.

[ 7080ms[  -2652dBm|

&) 1400 ms[(8) 094 d&
@ 1450ms|(A) 018

Frequency

Agilent Spectrum Analyzer - Swept SA
RE

X
Center Freq 5.745000000 GHz i
PNO: Fast ~»- 1tig: Video
IFGain:Low ___#Atten: 40 dB
Ref Offset 10.03 dB
Ref 30.00 dBm

Center 5.745000000 GHz

Res BW 8 MHz #VBW 8.0 MHz

G
Trig Delay-2000 s #Avg Type: RMS

ALIGHAUTO | 0s05i21PM a9 10,2025
Frequency

KR MODE TAC S0L X v
[t] 8360 ms. 5.02 dBm
3483 d8.

FUNCTION WIDTH

Ref Offset 10.03 dB
B/ Ref 30.00 dBm

Center 5.755000000 GHz
Res BW 8 MHz

PNO: Fast >~
IFGain:Low

T

Trig Delay-2000 s #Avg Type: RMS

Trig: Video
#Atten: 40 dB

AMkr3 700.0

-27.27 dB

Center Freq
5755000000 GHz,

Span 0 Hz
#VBW 8.0 MHz

KR NODE TAC St

FUNCTION | FUNCTION WIDTH.

StartFreq|
5755000000 GHz
StopFreq|
5.755000000 GHz|

CF Step

Sweep 10.13 ms (8000 pts)|

Agilent Spectrum Analyzer - Swept SA

PNO: Fast —>— 11ig: Video
IFGainiLow __#Atten: 40 dB

Ref Offset 10.03 dB.
Ref 30.00 dBm

Center 5.745000000 GHz

Res BW 8 MHz #VBW 8.0 MHz

LA ] ALIGNAUTO | 10:41:11 AM Sep 11, 2025 =
Center Freq 5.745000000 GHz .0ps  #Avg Type: RMS TrACE IENE] requency

T

Y

X
7290 ms: 7.48 dBm
4800

Al 379148
5400 187 dB|

MK MODE TRC SCL
[1[¢]

FUNCTION WIDTH

Tel.: +86-0755-2302 9901
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802.11ac(HT40) 802.11ac(HT80)

Agilent Spectrum Analyzer - Swept SA

Agilent Spectrum Analyzer - Swept SA
ENETS SENSEINT
Center Freq 5.755000000 GHz Trig Delay-2000 ps  #Avg Type: RMS
P o Trig: Video
#Atten: 40 4B

Ot & L r— | SENSEINT] ALIGNAUTO
Center Freq 5775000000 GHz TrigDelay-2000 ps  #Avg Type: RMS Frequency
PNO: Fast —»— 17ig: Video

Low

Frequency

IFG: #Atten: 40 4B
Auto Tune

Ref Offset 10.03 dB

Ref 30.00 dBm

Ref Offset 10.03 dB.
Ref 30.00 dBm

[ L,

Center 5.755000000 GHz Center 5.775000000 GHz

Span 0
Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts)

MK MODE TAC SEL X v FUNCTION | FUNCTION WIDTH __FUNCTION VALUE
jd N [1[t[  eojoms|  207gBm[ | 0000 0000 |
P oT (1 [t]®) oe00ws[(A) 263998 [ [
ENATT1[ (@A) 300us[(A) Q2648 [

-+ — -
) A
) ) B
) S
) ) B
) A
) A N B

| S

Span 0 H;
#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)

WKR WODE TRC SCL X Y FUNCTION _ FUNCTIONWIDTH|___FUNCTIONVALLE_ A

N [1[¢t] 1690 ms 2.6 dBm L

2 INEEREEI 1500us[(A) 8868 | [

3IIE (a) 2000us/(A) 263048 |
[ —— [ — 1

=3 STAaTUS

802.11ax(HE40)

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
F 500 AC SENSEINT ALIGNAUTO
Center Freq 5.755000000 GHz Trig Delay-2000 s #Avg Type: RMS
‘PNO: Fast ~»- Trig: Video
IFGainiLow __#Atten: 40 dB

SENGEINT ALIGNAUTO  [11.26:34 34 520 15,2025
Center Freq 5.785000000 GHz Trig Delay-2000 s #Avg Type: RMS TRAC

'PNO: Fast ~»- Trig: Video

IFGain:Low __#Atten: 40 dB

Frequency Frequency

Auto Tune
Ref Offset 10.03 dB
Ref 30.00 dBm

Ref Offset 10.03 dB.
Ref 30.00 dBm

Center Freq

I

Center 5.755000000 GHz Span 0 Hz,
#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)

FUNCTION _ FUNCTIONWIDTH | FUNCTIONVALLE _ A&

Center 5.785000000 GHz Span 0 Hz|
#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)

WIR HODE TRC SCL FUNCTION  FUNCTIONWIDTH | FUNCTION VALUE

Aglent Spectrum Analyzer - Swept SA

0 _RL R 500 AC SENGEINT ALIGNAUTO [ 11:39:14 34 Sep 15,2025
Center Freq 5.775000000 GHz TrigDelay-2000 s #Avg Type: RMS TRAC

PNO: Fast ~»- 1tig: Video

IFGainiLow __#Atten: 40 dB

Frequency

Ref Offset 10.03 dB
Ref 30.00 dBm

(Center 5.775000000 GHz Span 0 Hz
Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts)|

KR MODE TRC S0L X v FUNCTION _ FUNCTON WIOTH _ FUNCTIONVALUE &
[1]¢] 1.900 ms! 76dBm| |
[t () 4100 us|(A) Tod8[ ]
el A1 1]t 4700 us|(A) g ]
[ — [ — ]
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4. Test Results and Measurement Data
41 AC Conducted Emission

4.1.1 Test Specification

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10: 2020

Frequency Range:

150 kHz to 30 MHz

Receiver setup:

RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Frequency range Limit (dBuV)
(MHz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.U.T [—ac power [[50em LLISN
Test Setup: [Filter |— AC power
Test table/Insulation plane
EMI
Remank Receiver
EUT Egquinment Under Test
LISN Line impedence Stabilization Nebwvork
Test table height=0.8m
Test Mode: Tx Mode

Test Procedure:

1.

The E.U.T and simulators are connected to the main
power through a line impedance stabilization network
(L.I.S.N.). This provides a 500hm/50uH coupling
impedance for the measuring equipment.

. The peripheral devices are also connected to the main

power through a LISN that provides a 50o0hm/50uH
coupling impedance with 50ohm termination. (Please
refer to the block diagram of the test setup and
photographs).

. Both sides of A.C. line are checked for maximum

conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI C63.10: 2020 on conducted measurement.

Test Result:

Pass

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.1.2 Test Instruments

Page 17 of 114

Report No.: HK2508214730-2E

Conducted Emission Shielding Room Test Site (843)
Equipment Manufacturer Model Serial Number |Calibration Date | Calibration Due

Receiver R&S ESR HKE-005 Feb. 20, 2024 Feb. 19, 2025
LISN R&S ENV216 HKE-002 Feb. 20, 2024 Feb. 19, 2025

LISN R&S ENV216 HKE-059 Feb. 20, 2024 Feb. 19, 2025
(gﬁoHi)-(scoal\aﬁz) Times | 381806-002 N/A Feb. 20,2024 | Feb. 19, 2025

EMI Test Software Tonscend JS%Z(;%E HKE-081 N/A N/A

10dB Attenuator | Schwarzbeck | VTSD9561F HKE-153 Feb. 20, 2024 Feb. 19, 2025

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (SI).

N\ Wl Y /4

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.1.3 Test Data

All modes have been tested, only the worst result was reported as below:

Test Specification: Line

130 FCC PART 15 C CLASS B(L)

120
110
100
90
< 8
g 70
S —
- - S
ST N
YA T N
| A Wﬁﬁw
!
0 VI TN
5ok i ™ 0M 30M

Frequency[Hz]
— QP Limit — AV Limit — PK — AV
o QP Detector % AV Detector

1 0.1635 48.19 19.56 65.28 17.09 28.63 PK L
2 0.2805 49.13 19.84 60.80 11.67 29.29 PK L
3 0.3705 4473 19.85 58.49 13.76 24.88 PK L
4 2.5350 40.31 20.22 56.00 15.69 20.09 PK L
5 3.9120 43.69 20.35 56.00 12.31 23.34 PK L
6 11.5395 41.82 21.34 60.00 18.18 2048 PK L

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Specification: Neutral

130 FCC PART 15 CCLASS B (N)

120

110

100

90
% 80
@ 70
= ]
T 80
R Py

e}
40 A N 2 ‘3
Soffx VU\\rV\ 1ob AH i
v Vw G
20 va i
10 N
fhok L T0M 30M
Frequency[Hz]
— QP Limit —— AV Limit — PK — AV

o QP Detector % AV Detector

1 0.1725 50.73 10.64 64.84 14.11 31.09 PK N
2 0.7170 38.62 19.75 56.00 17.38 18.87 PK N
3 0.9690 40.38 19.76 56.00 15.62 20.62 PK N
4 1.3650 37.85 10.84 56.00 18.15 18.01 PK N
5 3.7230 43.69 20.14 56.00 12.31 23.55 PK N
6 9.4560 45.88 20.88 60.00 1412 25.00 PK N

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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4.2 Maximum Conducted Output Power

4.2.1 Test Specification

Test Requirement: FCC Part15 E Section 15.407(a)

KDB789033 D02 General UNII Test Procedures New
Rules v02.r01 Section E

Test Method:

Frequency Band _—
Limit
Limit: (MHz)
5725-5850 1w
Test Setup: ‘ & b
RF automatic control unit EUT
Test Mode: Transmitting mode with modulation

1. The testing follows the Measurement Procedure of
KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section E, 3, a

2. The RF output of EUT was connected to the RF
automatic control unit by RF cable. The path loss was
compensated to the results for each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Measure the conducted output power and record the
results in the test report.

/4 > 1T Q\

Test Procedure:

Test Result: PASS
Conducted output power= measurement power
Remark: +10log(1/x) X is duty cycle=1, so 10log(1/1)=0

Conducted output power= measurement power

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.2.2 Test Instruments

Page 21 of 114

Report No.: HK2508214730-2E

RF Test Room
Equipment Manufacturer Model Serial Number |Calibration Date | Calibration Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 Feb. 18, 2026
Power meter Agilent E4419B HKE-085 Feb. 19, 2025 Feb. 18, 2026
Power Sensor Agilent E9300A HKE-086 Feb. 19, 2025 Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19, 2025 Feb. 18, 2026
RF automatig Tonscend | JS0806-2 | HKE-060 | Feb.19,2025 | Feb. 18,2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document

is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Tel.: +86-0755-2302 9901
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4.2.3 Test Data

Configuration Band IV (5725 - 5850 MHz)

Maximum Conducted Output Power
Mode Test Channel (dBm) Limit (dBm)| Result
Antenna port 1 | Antenna port 2
802.11a CH149 6.60 7.01 28.44 PASS
802.11a CH157 6.38 6.40 28.44 PASS
802.11a CH165 6.25 5.97 28.44 PASS
802.11n(HT20) CH149 6.18 7.81 28.44 PASS
802.11n(HT20) CH157 6.26 7.02 28.44 PASS
802.11n(HT20) CH165 5.91 6.36 28.44 PASS
802.11n(HT40) CH151 5.78 7.52 28.44 PASS
802.11n(HT40) CH159 6.90 6.36 28.44 PASS
802.11ac(HT20) CH149 7.48 8.65 28.44 PASS
802.11ac(HT20) CH157 8.04 7.47 28.44 PASS
802.11ac(HT20) CH165 7.72 7.34 28.44 PASS
802.11ac(HT40) CH151 7.10 7.20 28.44 PASS —
802.11ac(HT40) CH159 6.78 7.60 28.44 PASS T}
802.11ac(HT80) CH155 7.96 8.73 28.44 PASS E
802.11ax(HE20) CH149 7.74 7.94 28.44 PASS o
802.11ax(HE20) CH157 7.73 7.34 28.44 PASS —
802.11ax(HE20) CH165 7.27 6.71 28.44 PASS !
802.11ax(HE40) CH151 7.46 8.24 28.44 PASS
802.11ax(HE40) CH159 7.57 6.87 28.44 PASS
802.11ax(HE80) CH155 6.53 5.51 28.44 PASS

Note:
1. The test results including the cable lose.
2. Limit=30dBm-(direction gain-6dBi)=30dBm-(7.56-6dBi)=28.44dBm

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Configuration Band IV (5725 - 5850 MHz)
Maximum Conducted Output
Mode CJ::;eI FEmiEy (B, MIMO ('agnr:) Result
Antenna port 1| Antenna port 2
802.11n(HT20) CH149 6.18 7.81 10.08 25.43 PASS
802.11n(HT20) CH157 6.26 7.02 9.67 25.43 PASS
802.11n(HT20) CH165 5.91 6.36 9.15 25.43 PASS
802.11n(HT40) CH151 5.78 7.52 9.75 25.43 PASS
802.11n(HT40) CH159 6.90 6.36 9.65 25.43 PASS
802.11ac(HT20) CH149 7.48 8.65 11.11 25.43 PASS
802.11ac(HT20) CH157 8.04 7.47 10.77 25.43 PASS
802.11ac(HT20) CH165 7.72 7.34 10.54 25.43 PASS
802.11ac(HT40) CH151 7.10 7.20 10.16 25.43 PASS
802.11ac(HT40) CH159 6.78 7.60 10.22 25.43 PASS
802.11ac(HT80) CH155 7.96 8.73 11.37 25.43 PASS
802.11ax(HE20) CH149 7.74 7.94 10.85 25.43 PASS
802.11ax(HE20) CH157 7.73 7.34 10.55 25.43 PASS
802.11ax(HE20) CH165 7.27 6.71 10.01 25.43 PASS
802.11ax(HE40) CH151 7.46 8.24 10.88 25.43 PASS
802.11ax(HE40) CH159 7.57 6.87 10.24 25.43 PASS
802.11ax(HE80) CH155 6.53 5.51 9.06 25.43 PASS
Note: 1.The test results including the cable lose.
2. This product supports antenna 1 and antenna 2 launch, but only support 802.11 n/ac/ax for
MIMO mode, not support 802.11a for MIMO mode.
3. Limit=30dBm-(direction gain-6dBi)=30dBm-(10.57-6dBi)=25.43dBm

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.3 6dB Emission Bandwidth
4.3.1 Test Specification

Test Requirement: FCC CFR47 Part 15 Section 15.407(e)

KDB789033 D02 General UNII Test Procedures New

Test Method: Rules v01r04 Section C
Limit: >500kHz
.. !
Test Setup: |
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C
2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 100 kHz. Set the
Video bandwidth (VBW) = 300 kHz. In order to make
an accurate measurement. The 6dB bandwidth must
be greater than 500 kHz.

4. Measure and record the results in the test report.

PASS

Test Procedure:

Test Result:

4.3.2 Test Instruments

RF Test Room
. Serial Calibration Calibration

Equipment Manufacturer Model Number Date Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 | Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19, 2025 | Feb. 18, 2026
RF automatic Tonscend JS0806-2 HKE-060 | Feb. 19, 2025 | Feb. 18, 2026

control unit
RF Test Software | Tonscend J51120-3 HKE-083 N/A N/A
Version 3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.3.3 Test Data

ANT. 1
Band IV (5725 - 5850MHz)
Frequency 2 dB. _—
Mode Test channel Bandwidth Limit (MHZz) Result
(MH2) (MHz)

802.11a CH149 5745 15.440 0.5 PASS
802.11a CH157 5785 15.160 0.5 PASS
802.11a CH165 5825 15.160 0.5 PASS
802.11n(HT20) CH149 5745 15.160 0.5 PASS
802.11n(HT20) CH157 5785 15.080 0.5 PASS
802.11n(HT20) CH165 5825 15.120 0.5 PASS
802.11n(HT40) CH151 5755 35.040 0.5 PASS
802.11n(HT40) CH159 5795 35.040 0.5 PASS
802.11ac(HT20) CH149 5745 15.120 0.5 PASS
802.11ac(HT20) CH157 5785 15.720 0.5 PASS
802.11ac(HT20) CH165 5825 15.080 0.5 PASS
802.11ac(HT40) CH151 5755 35.040 0.5 PASS
802.11ac(HT40) CH159 5795 32.640 0.5 PASS
802.11ac(HT80) CH155 5775 61.280 0.5 PASS
802.11ax(HE20) CH149 5745 17.960 0.5 PASS
802.11ax(HE20) CH157 5785 17.960 0.5 PASS
802.11ax(HE20) CH165 5825 17.600 0.5 PASS
802.11ax(HE40) CH151 5755 32.560 0.5 PASS
802.11ax(HE40) CH159 5795 35.040 0.5 PASS
802.11ax(HE80) CH155 5775 62.560 0.5 PASS

Test plots as follows:

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Band IV (5725 — 5850MHz)

Report No.: HK2508214730-2E

802.11a

I = N NV
#Avg Type: RMS
Avg|Hold: 500/500

P S —— - ——yyy
q R EET

Center Freq 5.745000000 GHz

07:01:23PM Sep 10, 2025

Trig: FreeRun

© 00~ O OB AN =

PNO: Fast %~

IFGain:Low #Atten: 30 dB

Auto Tune|
Ref Offset 10.03 dB
Ref 20.00 dBm
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5.745000000 GHz|
J——
StartFreq
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I
StopFreq
5.765000000 GHz|
[
Center 5.74500 GHz Span 40.00 MHz CF Step
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. r o

Frequency

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.785000000 GHz #Avg Type: RMS
PNO: Fast —— Avg|Hold: 500/500

IFGain:Low
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Y
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Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO

Center Freq 5.825000000 GHz #Avg Type: RMS
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4
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| 802.11n(HT20)

509 AC || | GEMSENNT| |  ALIGNAUTO |07:12:19PMNSepi0,2025
TRA 4

Center Freq 5.745000000 GHz § #Avg Type: RMS
‘Dho: Fast —+ Trig:FreeRun Avg|Hold: 5001500

F
IFGain:Low #Atten: 30 dB

Ref Dffset 10.03 dB
Ref 20.00 dBm

CenterFreq|
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StartFreq

5725000000 GHz|

J—
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J—
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ANT. 2
Band IV (5725 - 5850 MHz)
Frequency © dE.’ o
Mode Test channel Bandwidth Limit (MHz) Result
(MHz) (MHz)

802.11a CH149 5745 15.680 0.5 PASS

802.11a CH157 5785 15.880 0.5 PASS

802.11a CH165 5825 15.120 0.5 PASS

802.11n(HT20) CH151 5745 15.120 0.5 PASS

802.11n(HT20) CH159 5785 15.160 0.5 PASS

802.11n(HT20) CH149 5825 15.160 0.5 PASS

802.11n(HT40) CH157 5755 35.040 0.5 PASS

802.11n(HT40) CH165 5795 35.040 0.5 PASS

802.11ac(HT20) CH151 5745 15.120 0.5 PASS

802.11ac(HT20) CH159 5785 15.680 0.5 PASS

802.11ac(HT20) CH155 5825 15.080 0.5 PASS

802.11ac(HT40) CH149 5755 35.040 0.5 PASS
802.11ac(HT40) CH157 5795 35.040 0.5 PASS E!_
802.11ac(HT80) CH165 5775 68.800 0.5 PASS D
802.11ax(HE20) CH151 5745 17.240 0.5 PASS o
802.11ax(HE20) CH159 5785 17.760 0.5 PASS -
802.11ax(HE20) CH155 5825 16.080 0.5 PASS !

802.11ax(HE40) CH149 5755 35.040 0.5 PASS

802.11ax(HE40) CH157 5795 35.040 0.5 PASS

802.11ax(HE80) CH165 5775 68.800 0.5 PASS

Test plots as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Band IV (5725 — 5850MHz)

802.11a
Agilent Spectrum Analyzer - Swept SA
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Agilent Spectrum Analyzer - Swept SA
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7 802.11ac(HT20

sog ac |l [ SENSEINT] ] AUGNAUTO

Center Freq 5.745000000 GHz )
PNO: Fast ~»- Trig:FreeRun Avg|Hold: soolsno

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|

Ref Dffset 10.03 dB.
Ref 20.00 dBm

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

'5|

Center 5.74500 GHz Span 40.00 MHz CF Ste|
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4,000000 MHz|

NKR MODE TRZ SCL FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

) Y W —— [
Freq Offset

0Hz

© 00~ O WM

Aéilem Spectrum Analyzer - Swept SA
e Rl R soe ac | | [ SEMSEINT| | ALGNAUTO  [10:43:23AMSepil, 2025
Center Freq 5.785000000 GHz #Avg Type: RMS TRA 4

: Fast

Frequency
= Trig:FreeRun Avg|Hold: 5001500

#Atten: 30 dB
Auto Tune

Ref Dffset 10.03 dB
Ref 20.00 dBm

CenterFreq|
5.785000000 GHz

StartFreq|
5765000000 GHz,

StopFreq|
5.805000000 GHz|

"’I

Center 5.78500 GHz Span 40.00 MHZ CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz

VKR MODE TRZ| SCL B FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

3
s
=3
=
=
5

J—
Freq Offset|
0 Hz|

Agilent Spectrum Analyzer - Swept SA
B T S = VT

Center Freq 5.825000000 GHz . #Avg Type: RMS
'PNO: Fast Trig: FreeRun AvglHold: 5001500

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|

Ref Dffset 10.51 dB

Ref 20.00 dBm
CenterFreq
5825000000 GHz|
J—
StartFreq
5805000000 GHz|
pra i (S
StopFreq|
5845000000 GHz|
J—
Center 5.82500 GHz Span 40.00 MHZ CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
VKR MODE TRZ SCL X FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m L=
1 IIIII-__— J—
[ seeodGHal 2057dem| [ [ |
B 15.08Mrizlm — oer1dB] | [ | Freq Offset
i S A E— o
S I R N R

-
-
-
1
10 - - r ]

< —

wsc sTATUS
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.03 dB
Ref 20.00 dBm

802.11ac(HT40

PNO: Fast ——

#VBW 300 kHz

Trig: Free Run
¥Atten: 30 dB

Avg|Hold: sonlsoo

Span 80.00 MHz,
Sweep 7.667 ms (1001 pts)

MKF MODE TRC SCL

5.762 62 GHz

(N N [1]F] 5 737 48 GHz -10. 109 dBm P
| N 1] __—
(A)

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  »

'5|

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Ste|
8.000000 MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.795000000 GHz

Ref Offset 10.03 dB
Ref 20.00 dBm

Center 5.79500 GHz

== Trig: Free Run

#VBW 300 kHz

509 AC | [ | SENGRINT| |  ALICNAUTD |105155AMSepll, 2025
TRA 4

AvglHold: 5001500
#Atten: 30 dB

Span 80.00 MHz,
Sweep 7.867 ms (1001 pts),

MKF| MODE TRC SCL B

4 N [1]f] 5777 48 GHz 9469dBm| [ [ ]
579252 GHz Y 073 dBm ]
[(A)  3504MHz[(A)  -1395dB|

v FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  ~

Frequency

Auto Tune

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

CF Ste|
8.000000 MHz

.5|

Auto

=
®
El

FreqOffset

OHz

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Dffset 10.03 dB
Ref 20.00 dBm

ICenter 5.77500 GHz
#Res BW 100 kHz

T N == I M VE

PNO: Fast ~—

#Avg Type: RMS
Trig: FreeRun AvglHold: 5001500

#Atten: 30 dB

Span 160.0 MHz

#VBW 300 kHz

KR MODE TRZ SCL B

|  573740GHz| 11624dBm| |
| 577244GHz[  6382dBm| |
(8 6880MHz[(A) 0711dB] |
0 N
1
- 1

v FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

Frequency

Auto Tune|

CenterFreq|
5775000000 GHz

StartFreq|
5.695000000 GHz,

StopFreq|
5855000000 GHz

CF Ste|
16.000000 MHz|

"’I

FreqOffset

0Hz

sTATUS
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802.11ax(HE20

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.745000000 GHz ) Frequency
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 5001500

IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 10.03 dB
Ref 20.00 dBm

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

'5|

Span 40.00 MHz, CF Ste|
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz

MKF MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE &
(N N [1]F] 5 73628 GHz 695 dBm [ [ ]
| N 1] 574624 GHz 9t6Bm| | ]

o) 1724MHz[(8) oo012¢8] [ [ ]
) N R

Aéilem Spectrum Analyzer - Swept SA
e RL | R sie ac | | [ SEMSEINT] | ALGNAUTO  [11:25i38AMSepis, 2025
Center Freq 5.785000000 GHz #Avg Type: RMS TRA 4

: Fast

Frequency

o Trig:Free Run AvglHold: 5001500
#Atten: 30 dB
Auto Tune
Ref Dffset 10.03 dB
Ref 20.00 dBm
CenterFreq|
5.785000000 GHz|
J—
StartFreq
5.765000000 GHz|
J—
StopFreq|
5805000000 GHz|
J—
Center 5.78500 GHz Span 40.00 MHZ CFStep|
#Res BW 100 kHz #VBW 300 kHz . 4.000000 MHz
VKR MODE T3 SCL X v FUNCTION | FUNCTION WIDTH > (Bl Man
JE—
; FreqOffset
0 Hz

Agilent Spectrum Analyzer - Swept SA
B T S = VT

Center Freq 5.825000000 GHz . #Avg Type: RMS
'PNO: Fast Trig: FreeRun AvglHold: 5001500

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|

Ref Dffset 10.51 dB

Ref 20.00 dBm
CenterFreq
5825000000 GHz|
J—
StartFreq
5805000000 GHz|
J—
StopFreq|
5845000000 GHz|
J—
Center 5.82500 GHz Span 40.00 MHZ CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
VKR MODE TRZ SCL X FUNCTION FUNCTION WIDTH FUNCTICN VALUE & M L=
1 IIIII-__— J—
[ seeodGHal artedem| [ [ |
BT l608Mrizl(R  “lsddeB] | [ | FreqOffset
e ) I A B o
S I R N R

-

-

1
10 - - r ]
1"
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.03 dB
Ref 20.00 dBm

802.11ax(HE40

sog ac L | SEMEINT] [ AUGNAUTY

PNO: Fast ——

#VBW 300 kHz

#Avg Type: RMS
Trig: Free Run Avg|Hold: 500/500
#Atten; 30 dB
Hz]

AMkr3 35.04 M
-0.925 dB

Span 80.00 MHz,
Sweep 7.667 ms (1001 pts)

MKF MODE TRC SCL X

5.762 62 GHz

Y
1 mgn 5737 48 GHz 9380dBm| [ ]

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  »

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

'5|

CF Ste|
8.000000 MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.795000000 GHz

Ref Dffset 10.03 dB
Ref 20.00 dBm

Center 5.79500 GHz
#Res BW 100 kHz

si9 AC || [ SEMEINT] [ AIGNAUTO
= Trig:FreeRun

#VBW 300 kHz

11:34:33 AM Sep 15, 2025
#Avg Type: RMS 4
Avg|Hold: 5001500
#Atten: 30 dB

Span 80.00 MHZ
Sweep 7.667 ms (1001 pts)

VKR MODE| TRS SCL X
5777 48 GHz

[ 579244GHz]

@ 3504MHz[A

FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

Frequency

Auto Tune|

CenterFreq|
5795000000 GHz

StartFreq|
5755000000 GHz,

StopFreq|
5.835000000 GHz|

"’I

CF Ste
8.000000 MHz

3
s
=3
=
=
5

J—
Freq Offset|
0 Hz|

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Dffset 10.03 dB
Ref 20.00 dBm

ICenter 5.77500 GHz
#Res BW 100 kHz

T N == I M VE

PNO: Fast ~—

#VBW 300 kHz

#Avg Type: RMS
Trig: FreeRun AvglHold: 5001500

#Atten: 30 dB

Span 160.0 MHZ
Sweep 15.33 ms (1001 pts)

KR MODE TRZ SCL B

FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

Frequency

Auto Tune|

CenterFreq|
5775000000 GHz

StartFreq|
5.695000000 GHz,

StopFreq|
5855000000 GHz

"’I

CF Ste|
16.000000 MHz|

FreqOffset
0 Hz
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4.4 26dB Bandwidth and 99% Occupied Bandwidth
4.4.1 Test Specification

Test Requirement: 47 CFR Part 15C Section 15.407 (a)

KDB789033 D02 General UNIlI Test Procedures New

Uttt Rules v02r01 Section C

Limit: No restriction limits

Test Setup: oe _D _
Spectrum Analyzer EUT

Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C
2. Set to the maximum power setting and enable the
EUT transmit continuously.
3. Make the measurement with the spectrum analyzer's
resolution bandwidth RBW = 1% EBW, VBW=3RBW,
In order to make an accurate measurement.
4. Measure and record the results in the test report.

Test Procedure:

\ Wl Y /4

Test Result: N/A
4.4.2 Test Instruments
RF Test Room
Equipment Manufacturer Model Serial Number |Calibration Date | Calibration Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19, 2025 Feb. 18, 2026
RF automatic Tonscend | JS0806-2 |  HKE-060 Feb. 19,2025 | Feb. 18, 2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

4.4.3 Test Result
N/A

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.5 Power Spectral Density
4.5.1 Test Specification

Test Requirement: FCC Part15 E Section 15.407 (a)

KDB789033 D02 General UNII Test Procedures New

Test Method: Rules v02r01 Section F
Limit: <30.00dBm/500KHz for Band IV 5725MHz-5850MHz
.. =
Test Setup: :I
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. Set the spectrum analyzer or EMI receiver span to
view the entire emission bandwidth.

2. Set RBW = 510 kHz/1 MHz, VBW = 3*RBW, Sweep
time = Auto, Detector = RMS.

3. Allow the sweeps to continue until the trace stabilizes.
4. Use the peak marker function to determine the
maximum amplitude level.

5. The E.I.R.P spectral density used radiated test
method. At a test site that has been validated using the
procedures of ANSI C63.4 or the latest CISPR 16-1-4 for
measurements above 1 GHz, so as to simulate a near
free-space environment.

PASS

Test Procedure:

Test Result:

4.5.2 Test Instruments

RF Test Room
Equipment Manufacturer Model Serial Number | Calibration Date | Calibration Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19, 2025 Feb. 18, 2026
RF automatic
control unit Tonscend JS0806-2 HKE-060 Feb. 19, 2025 Feb. 18, 2026
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.5.3 Test Data

ANT. 1
Configuration Band IV (5725 - 5850 MHz)
Mode Pl [dBrrll_/e5\ﬁ)lkHz] 10'2%5300/ SDI?’ZV‘\;;;' (dmeggi(ngz) R
ensity

802.11a CH149 0.07 -0.086 -0.016 28.44 PASS
802.11a CH157 -0.07 -0.086 -0.156 28.44 PASS
802.11a CH165 -0.22 -0.086 -0.306 28.44 PASS
802.11n(HT20) CH149 -0.97 -0.086 -1.056 28.44 PASS
802.11n(HT20) CH157 -0.32 -0.086 -0.406 28.44 PASS
802.11n(HT20) CH165 -0.90 -0.086 -0.986 28.44 PASS
802.11n(HT40) CH151 -3.37 -0.086 -3.456 28.44 PASS
802.11n(HT40) CH159 -2.04 -0.086 -2.126 28.44 PASS
802.11ac(HT20) CH149 3.01 -0.086 2.924 28.44 PASS
802.11ac(HT20) CH157 3.36 -0.086 3.274 28.44 PASS
802.11ac(HT20) CH165 2.26 -0.086 2.174 28.44 PASS
802.11ac(HT40) CH151 -0.14 -0.086 -0.226 28.44 PASS
802.11ac(HT40) CH159 -0.21 -0.086 -0.296 28.44 PASS
802.11ac(HT80) CH155 -1.51 -0.086 -1.596 28.44 PASS
802.11ax(HE20) CH149 3.82 -0.086 3.734 28.44 PASS
802.11ax(HE20) CH157 3.12 -0.086 3.034 28.44 PASS
802.11ax(HE20) CH165 2.29 -0.086 2.204 28.44 PASS
802.11ax(HE40) CH151 1.07 -0.086 0.984 28.44 PASS
802.11ax(HE40) CH159 0.46 -0.086 0.374 28.44 PASS
802.11ax(HES80) CH155 -2.88 -0.086 -2.966 28.44 PASS

Note: 1.Power Spectral Density= Level [dBm/510kHz] + (10log (Limit RBW/Test RBW))
2. Instrument attenuation and cable loss See test diagram
3. Limit: 30dBm/500KHz-(7.56-6dBi)=28.44dBm/500kHz

Test plots as follows:

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Band IV (5725 — 5850MHz)
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802.11a
Agilent Spectrum Analyzer - Swept SA

T =7 NV s 7

Center Freq 5.745000000 GHz X #Avg Type: RMS Frequency
Trig: Free Run AvglHold: 100/100

PNO: Fast =3~
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 1021 dB
Ref 20.00 dBm

Center Freq|
5.745000000 GHz

StartFreq|
$5.725000000 GHz

Stop Freq
5765000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Center 5.74500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

500 AC | [ [ GENSEINT| |  ALIGNAUTD |07:0¢49PMSep13,2025
race EER]

Center Freq 5.785000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.785 72 GHZ Auto Tune
o aan 7872 Grg

CenterFreq
5.785000000 GHz,

StartFreq|
5.765000000 GHz

Stop Freq
5805000000 GHz

CF Ste|
4.000000 MHz

'5|

Span 40.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD 10

Center Freq 5.825000000 GHz § #Avg Type: RMS
Fast e Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.66 dB
Ref 20.00 dBm

Center Freq|
5825000000 GHz

StartFreq
5.805000000 GHz

Stop Freq
5845000000 GHz

CF Step
W\'MM 4.000000 MHz|

Freq Offset
OHz

o

Center 5.82500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Agilent Spectrum Analyzer - Swept SA
so Al L | SENGEINT] [ ALGNAUTY

Center Freq 5.745000000 GHz . #Avg Type: RMS
Trig: Free Run Avg|Hold: 100/100

: Fast
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.741 52 GHZ Auto Tune
S aae 74152 Gi:

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

Span 40.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD 17

Center Freq 5.785000000 GHz § #Avg Type: RMS
== Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.19 dB
Ref 20.00 dBm

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz

.5|

CF Ste|
4.000000 MHz,
Man

Freq Offset
OHz

Center 5.78500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

T = B P 7 S S

Center Freq 5.825000000 GHz . #Ayg Type: RMS
PNO! Fast Trig: Free Run AvglHold: 100/100

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.71 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

it

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Agilent Spectrum Analyzer - Swept SA
so Al L | SENGEINT] [ ALGNAUTY

Center Freq 5.755000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.753 56 GHZ Auto Tune
g 753 %6 Gig

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz,

Span 80.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD 25

Center Freq 5.795000000 GHz § #Avg Type: RMS
'PRO: Fast ~»— Trig: Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.41 dB
Ref 20.00 dBm

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz, OV/

'5|

CF Ste|
8.000000 MHz

Freq Offset
OHz

Center 5.79500 GHz Span 80.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High
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802.11ac(HT20

500 AC | [ [ GENSEINT| |  ALIGNAUTD |07:3:19PMSep13,2025

Center Freq 5.745000000 GHz ) #Avg Type: RMS TRA Frequency
‘ENO: Fast ~»- Trig:Free Run Avgl|Hold: 1001100

IFGain:Low #Atten: 30 dB

Mkr1 5.746 04 GHZ Auto Tune
gy 46 04 Ghg

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

Span 40.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD i3

Center Freq 5.785000000 GHz § #Avg Type: RMS
== Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.54 dB
Ref 20.00 dBm

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz

CF Step
4.000000 MHz,
Man

\ Wl Y /4

Freq Offset
OHz

Center 5.78500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

T I = B P 75 =

Center Freq 5.825000000 GHz . #Ayg Type: RMS
PNO! Fast Trig: Free Run AvglHold: 100/100

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 11.02 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.93 dB
Ref 20.00 dBm

802.11ac(HT40

sog ac L | SEMEINT] [ AUGNAUTY

PNO: Fast ——

#VBW 1.5 MHz*

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100
¥Atten: 30 dB

Mkr1 5.752 60 GHz|

-0.143 dBm

Span 80.00 MHz;
Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz,

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.795000000 GHz
IFGain:Low

Ref Offset 10.93 dB
Ref 20.00 dBm

Center 5.79500 GHz
#Res BW 510 kHz

PNO: Fast ~+—

#VBW 1.5 MHz*

sog ac | L | SEMEINT] [ ALICNAUTD A

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

Span 80.00 MHz|
Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

.5|

CF Ste|
8.000000 MHz

Freq Offset
OHz

High

Agilent Spactrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Offset 11.49 dB
Ref 20.00 dBm

802.11ac(HT80

T === B

PNO: Fast =3~

#VBW 1.5 MHz*

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

Span 160.0 MHz
Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.775000000 GHz

StartFreq|
5.695000000 GHz

Stop Freq
5.855000000 GHz

'UI

CF Ste|
16.000000 MHz|
Auto Man

FreqOffset
0Hz,

Shenzhen HUAK Testing Technology Co., Ltd.
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802.11ax(HE20

sog ac L | SEMEINT] [ AUGNAUTY

Center Freq 5.745000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.746 20 GHZ Auto Tune
g 49 20 Ghg

CenterFreq
1 5.745000000 GHz,

N
(S

Span 40.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

L

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD il

Center Freq 5.785000000 GHz § #Avg Type: RMS
== Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Frequency

Auto Tune

Ref Offset 10.61 dB
Ref 20.00 dBm

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz

.5|

CF Ste|
4.000000 MHz,
Man

NM“W

Freq Offset
OHz

Center 5.78500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

S ac o T eew | A inoslsmisepis2os

Center Freq 5.825000000 GHz . #Ayg Type: RMS
PNO! Fast Trig: Free Run AvglHold: 100/100

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 11.08 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.51 dB
Ref 20.00 dBm

802.11ax(HE40

sog ac L | SEMEINT] [ AUGNAUTY

PNO: Fast ——

Iy

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100
¥Atten: 30 dB
Mkr1 5.757 72 GHz|
1.068 dBm

o

Span 80.00 MHz

#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz,

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.795000000 GHz
IFGain:Low

Ref Offset 10.51 dB
Ref 20.00 dBm

Center 5.79500 GHz

PNO: Fast ~+—

sog ac | L | SEMEINT] [ ALICNAUTD A

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

0.461 dBm

ww@w
st ka

Span 80.00 MHz|

Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

.5|

CF Ste|
8.000000 MHz

Freq Offset
OHz

Agilent Spactrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Offset 10.53 dB
Ref 20.00 dBm

p———

802.11ax(HE80)

sog ac | L | sEwEINT] [ AUGNAUTD

PNO: Fast ~»—

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Span 160.0 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5775000000 GHz

StartFreq|
5.695000000 GHz,

Stop Freq
5.855000000 GHz

CF Step
16.000000 MHz|
Auto Man

FreqOffset
OHz
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ANT. 2
Configuration Band IV (5725 - 5850 MHz)
HiEE FUE [dBnl;/eS\;%lkHz] 10'2%5)00/ %F")’ngt?;' (dBm|7i5r3i(§kHz) et
ensity
802.11a CH149 0.23 0086 | 0.144 28.44 PASS
802.11a CH157 014 0086 | -0.226 28.44 PASS
802.11a CH161 2043 0086 | -0516 28.44 PASS
802.11n(HT20) | CH149 120 0086 | 1.114 28.44 PASS
802.11n(HT20) | CH157 124 0086 | 1.154 28.44 PASS
802.11n(HT20) | CH161 014 0086 | -0.226 28.44 PASS
802.11n(HT40) | CH151 193 0086 | -2.016 28.44 PASS
802.11n(HT40) | CH159 3.23 0086 | -3316 28.44 PASS
802.11ac(HT20) | CH149 3.56 0086 | 3.474 28.44 PASS
802.11ac(HT20) | CH157 0.89 0086 | 0804 28.44 PASS
802.11ac(HT20) | CH161 112 0086 | 1.034 28.44 PASS |
802.11ac(HT40) | CH151 118 0086 | -1.266 28.44 PASS | 1
802.11ac(HT40) | CH159 126 0086 | -1.346 28.44 PASS |  rr
802.11ac(HT80) | CH155 21.90 0086 | -1.986 28.44 PASS | g
802.11ax(HE20) | CH149 254 0086 | 2454 28.44 PASS |
802.11ax(HE20) | CH157 2.07 0086 | 1.984 28.44 PASS
802.11ax(HE20) | CH161 3.02 0086 | 2934 28.44 PASS
802.11ax(HE40) | CH151 0.82 0086 | 0734 28.44 PASS
802.11ax(HE40) | CH159 20,68 0086 | -0.766 28.44 PASS
802.11ax(HE80) | CH155 415 0086 | -4236 28.44 PASS

Note:

1. Power Spectral Density= Level [dBm/510kHz] + (10log (Limit RBW/Test RBW))
2. Instrument attenuation and cable loss See test diagram
3. Limit: 30dBm/500KHz-(7.56-6dBi)=28.44dBm/500kHz

Test plots as follows:

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11a
Agilent Spectrum Analyzer - Swept SA

T = B P 7= = S
P

Center Freq 5.745000000 GHz . #Ayg Type: RMS
Trig: Free Run AvglHold: 100/100

PNO: Fast =3~
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.18 dB
Ref 20.00 dBm

Center Freq|
5.745000000 GHz

StartFreq|
$5.725000000 GHz

Stop Freq
5765000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Center 5.74500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

sog ac L | SEMEINT] [ AUGNAUTY

Center Freq 5.785000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.783 32 GHZ Auto Tune
o aan 783 32 Gig

.

CenterFreq
5.785000000 GHz,

StartFreq|
5.765000000 GHz

Stop Freq
5805000000 GHz

CF Step
4.000000 MHz

Center 5.78500 GHz Span 40.00 MHz;
H#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD il

Center Freq 5.825000000 GHz § #Avg Type: RMS
'PRO: Fast ~»— Trig: Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.69 dB
Ref 20.00 dBm

Center Freq|
5825000000 GHz

StartFreq

’1
WWWWMM
5.805000000 GHz,
Stop Freq
5845000000 GHz

CF Step
4.000000 MHz|

Freq Offset
OHz

Center 5.82500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Agilent Spectrum Analyzer - Swept SA

: Fast
IFGain:Low #Atten: 30 dB

Ref Offset 10.22 dB
Ref 20.00 dBm

#VBW 1.5 MHz*

sog ac L | SEMEINT] [ AUGNAUTY

Center Freq 5.745000000 GHz . #Ayg Type: RMS
Trig: Free Run Avg|Hold: 100/100

e: RM:

Mkr1 5.743 48 GHz|
1.199 dBm|

Span 40.00 MHz;
Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

Agilent Spectrum Analyzer - Swept SA

#Atten: 30 dB

Ref Offset 10.22 dB
Ref 20.00 dBm

Center 5.78500 GHz
#Res BW 510 kHz #VBW 1.5 MHz*

sog ac | L | SEMEINT] [ ALICNAUTD

Center Freq 5.785000000 GHz . #Avg Type:
== Trig: Free Run AvglHold: 100/100

e: RMS

Span 40.00 MHz|
Sweep 1.000 ms (1001 pts)

\ Wl Y /4

Frequency

Auto Tune

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz

CF Step
4.000000 MHz,
Man

Freq Offset
OHz

Mid

Agilent Spectrum Analyzer - Swept SA

: ==
IFGain:Low #Atten: 30 dB

Ref Offset 10.7 dB
Ref 20.00 dBm

#VBW 1.5 MHz*

So ac o T eewr | A ostisoensens o

Center Freq 5.825000000 GHz . #Ayg Type: RMS
PNO! Fast Trig: Free Run AvglHold: 100/100

Span 40.00 MHz
Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

High
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Agilent Spectrum Analyzer - Swept SA
so Al L | SENGEINT] [ ALGNAUTY

Center Freq 5.755000000 GHz . #Avg Type: RMS
Trig: Free Run Avg|Hold: 100/100

: Fast —#—
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.750 44 GHZ Auto Tune
Yy 750 44 Gi:

/‘M“ )

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

MWM CF Step

8.000000 MHz

Span 80.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD 6

Center Freq 5.795000000 GHz § #Avg Type: RMS
'PRO: Fast ~»— Trig: Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 10.42 dB
Ref 20.00 dBm

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

'5|

CF Ste|
8.000000 MHz

Freq Offset
OHz

Center 5.79500 GHz Span 80.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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802.11ac(HT20

sog ac L | SEMEINT] [ AUGNAUTY

Center Freq 5.745000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.744 04 GHzJJEGELALL
R 4404 G

e

Span 40.00 MHz;
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

Low

Agilent Spectrum Analyzer - Swept SA
sog ac | L | SEMEINT] [ ALICNAUTD Bl

Center Freq 5.785000000 GHz § #Avg Type: RMS
== Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Frequency

Mkr1 5.783 40 GHz| Auto Tune
Ref Offset 10.64 dB
Reef Zg.eﬂﬂ dBm 0.891 dBm

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz

.5|

CF Ste|

WMMM“W 4.000000 xll:i:

Freq Offset
OHz

Center 5.78500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

sio AC | | | GMEINT| | ALINAUTD |i047:28AMSepil, 2025
TRa

Center Freq 5.825000000 GHz . #Ayg Type: RMS
PNO! Fast Trig: Free Run AvglHold: 100/100

: ==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 11.03 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.93 dB
Ref 20.00 dBm

802.11ac(HT40

sog ac L | SEMEINT] [ AUGNAUTY

PNO: Fast ——

#VBW 1.5 MHz*

#Avg Type: RM

5
Trig: Free Run Avg|Hold: 1001100

#Atten; 30 dB

Mkr1 5.758 44 GHz|
-1.175 dBm

o
-

Span 80.00 MHz;
Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz,

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.795000000 GHz
IFGain:Low

Ref Offset 10.93 dB
Ref 20.00 dBm

Center 5.79500 GHz
#Res BW 510 kHz

PNO: Fast ~+—

#VBW 1.5 MHz*

sog ac | L | SEMEINT] [ ALICNAUTD

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

ﬁ b,

Span 80.00 MHz|
Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

.5|

CF Ste|
8.000000 MHz

Freq Offset
OHz

High

Agilent Spactrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Offset 11.28 dB
Ref 20.00 dBm

802.11ac(T80

T === B

PNO: Fast =3~

#VBW 1.5 MHz*

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

S

Span 160.0 MHz
Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.775000000 GHz

StartFreq|
5.695000000 GHz

Stop Freq
5.855000000 GHz

'UI

CF Ste|
16.000000 MHz|
Auto Man

FreqOffset
0Hz,

Shenzhen HUAK Testing Technology Co., Ltd.
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Agilent Spectrum Analyzer - Swept SA
Center Freq 5.745000000 GHz
IFGain:Low

Ref Offset 10.6 dB.
Ref 20.00 dBm

802.11ax(HE20

500 AC | [ | GENSEINT| |  ALICNAUTD  |11:2G09AMSepi5, 2025

Trig: Free Run Avg|Hold: 1001100
¥Atten: 30 dB

PNO: Fast ——

#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

#Avg Type: RMS TRAC Frequency

Mkr1 5.745 88 GHZ Auto Tune
2.538 dBm)

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

CF Step
4.000000 MHz

Span 40.00 MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.785000000 GHz

Ref Offset 10.51 dB
Ref 20.00 dBm

b Mo

Center 5.78500 GHz

sog ac | L | SEMEINT] [ ALICNAUTD

== Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

#Avg Type: RMS Frequency

Mkr1 5.788 04 GHz| Auto Tune
2.069 dBm

Center Freq|
5.785000000 GHz

StartFreq
5.765000000 GHz

Stop Freq
5.805000000 GHz bl R 0‘

.5|

CF Ste|
4.000000 MHz,
Man

Freq Offset
OHz

Span 40.00 MHz|

Agilent Spactrum Analyzer - Swept SA
Center Freq 5.825000000 GHz
IFGain:Low

Ref Offset 10.99 dB
Ref 20.00 dBm

S ac o T eew | Aiaim ihoroomisepiszos

Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

PNO: Fast =3~

SN A
BPmEREL"

Mid

#Avg Type: RMS Frequency

Auto Tune

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High

Shenzhen HUAK Testing Technology Co., Ltd.

Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China




Page 58 of 114

HUAK TESTING

Report No.: HK2508214730-2E

Agilent Spectrum Analyzer - Swept SA
Center Freq 5.755000000 GHz
IFGain:Low

Ref Offset 10.51 dB
Ref 20.00 dBm

802.11ax(HE40

sog ac L | SEMEINT] [ AUGNAUTY

PNO: Fast ——

SiEEEaEs

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100

#Atten; 30 dB

Mkr1 5.756 40 GHz|
0.819 dBm

Span 80.00 MHz

#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Frequency

Auto Tune

CenterFreq
5.755000000 GHz,

StartFreq|
5.7156000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz,

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.795000000 GHz

IFGain:Low

Ref Offset 10.61 dB
Ref 20.00 dBm

wwwwww«w

Center 5.79500 GHz

PNO: Fast ~+—

sog ac | L | SEMEINT] [ ALICNAUTD i3

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

|
\ \ &Y/

Frequency

Auto Tune

Center Freq|
5.795000000 GHz

StartFreq
5.755000000 GHz

Stop Freq
5.835000000 GHz,

CF Step
8.000000 MHz|

Freq Offset
OHz

Span 80.00 MHz|

Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High

Agilent Spactrum Analyzer - Swept SA
Center Freq 5.775000000 GHz
IFGain:Low

Ref Offset 10.62 dB
Ref 20.00 dBm

WWMWWJJ

802.11ax(HE80

S acl T e | amiam

PNO: Fast =3~

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB
Mkr1 5.772 44 GHz|
-4.148 dBm)|

Span 160.0 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq|
5.775000000 GHz

StartFreq|
5.695000000 GHz

Stop Freq
5.855000000 GHz

'UI

CF Ste|
16.000000 MHz|
Auto Man

FreqOffset
0Hz,
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HUAK TESTING
For MIMO antenna port 1+antenna port 2
Configuration Band IV (5725 - 5850 MHz)

Mode Test Channel ': d%‘”;;;gg;ﬂg Limit (dBm/500KHz) Result
802.11n(HT20) CH149 3.17 25.43 PASS
802.11n(HT20) CH157 3.45 25.43 PASS
802.11n(HT20) CH161 242 2543 PASS
802.11n(HT40) CH151 0.33 25.43 PASS
802.11n(HT40) CH159 0.33 25.43 PASS

802.11ac(HT20) CH149 6.22 2543 PASS
802.11ac(HT20) CH157 5.22 25.43 PASS
802.11ac(HT20) CH161 4.65 25.43 PASS
802.11ac(HT40) CH151 2.30 25.43 PASS
802.11ac(HT40) CH159 2.22 2543 PASS
802.11ac(HT80) CH155 1.22 25.43 PASS
802.11ax(HE20) CH149 6.15 25.43 PASS
802.11ax(HE20) CH157 5.55 2543 PASS
802.11ax(HE20) CH161 5.59 2543 PASS
802.11ax(HE40) CH151 3.87 25.43 PASS
802.11ax(HE40) CH159 2.85 25.43 PASS
802.11ax(HE80) CH155 -0.54 25.43 PASS

Note:

1. According to KDB 662911, Result power = 10log(10e""+1 Q).

2. Result unit: W, The end result is converted to units of dBm.

Limit=30dBm/500KHz-(10.57-6dBi)=25.43dBm/500KHz

Note: This product supports antenna 1 and antenna 2 launch, but only support 802.11 n/ac/ax for MIMO mode,
not support 802.11 a for MIMO mode.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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