
SprintRay Pro 2 Duo Kit Smart Adapter

SRP2412A1



FCC Compliance
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device 
may not cause harmful interference, and (2) this device must accept any interference received, including interference 
that may cause undesired operation.
Warning: Changes or modifications not expressly approved by the party responsible for compliance could void the 
user's authority to operate the equipment.

EU Compliance
This product complies with the radio interference requirements of the European Community:
Product Name: SprintRay Pro 2 Duo Kit Platform & Tank Bundle;  Product Model: SRP2412A 
Product Name: SprintRay Pro 2 Duo Kit Smart Adapter; Product Model: SRP2412A1
Product Name: SprintRay Pro 2 Duo Kit Platform;  Product Model: SRP2412A2
Manufacturer: Zhejiang Xunshi Technology Co., Ltd 
Address: No. 300, West Guazhu Road, Qiagqing Subdistrict, Keqiao District, Shaeoxing, Zejiang Prvince, 312030, P.R. 
China
Duo Kit Smart Adapter Input: 3.0V DC,1A Max (3.0VDC "AA" size non-rechargeable batteries)
Duo Kit Build Platform Input: 24V DC,4.2A Max 
Simplified EU Declaration of Conformity
Hereby, SPRINTRAY INC declares that the product compliance with essential requirements and other relevant provisions 
of Directive 2014/53/EU.
Frequency Range: 13.56MHz, Max Transmit Power: 29.56dBμA/m@ 10m Max
This product can be used across EU member states.
This product complies with RF specifications when it’s used at 20cm from your body.

EU Distributor
SprintRay GmbH 
Address: Brunnenweg 11.64331 Weiterstadt, Germany 
Phone: + 49 06 150 97894800 
MaiI: info.eu@sprintray.com 

ISED Canada Compliance
English
The device contains license-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and Economic 
Development Canada’s license-exempt RSS(s). Operation is subject to the following two conditions:
(1) This device may not cause interference.
(2) This device must accept any interference, including interference that may cause undesired operation of the device.
The device is compliance with RF exposure guidelines, users can obtain Canadian information on RF exposure and 
compliance. The minimum distance from body to use the device is 20cm.

French
L’émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR d’Innovation, Sciences 
et Développement économique Canada applicables aux appareils radio exempts de licence. L’exploitation est autorisée 
aux deux conditions suivantes :
1.L’appareil ne doit pas produire de brouillage;
2. L’appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d’en compromettre 
le fonctionnement.
Afin de se conformer aux exigences d'exposition RF ISED, cet appareil doit etre installe pour four�nir au moins 20 cm de 
separation du corps humain en tout temps.le fonctionnement."

Recycling information
To recycle the packaging, first remove the magnet from the Duo Kit Adapter box. The magnet cannot be recycled.
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FCC Radiation Exposure Statement: 
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment 
should be installed and operated with minimum distance 20cm between the radiator & your body. 



NOTE: This equipment has been tested and found to comply with the limits for a Class B 

digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 

reasonable protection against harmful interference in a residential installation. This 

equipment generates uses and can radiate radio frequency energy and, if not installed 

and used in accordance with the instructions, may cause harmful interference to radio 

communications. However, there is no guarantee that interference will not occur in a 

particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the 

user is encouraged to try to correct the interference by one or more of the following 

measures: 

 Reorient or relocate the receiving antenna. 

 Increase the separation between the equipment and receiver. 

 Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected. 

 Consult the dealer or an experienced radio/TV technician for help. 


