.EK Report No.: BTEK260526001A01E0102
£ Page: 10f8

TEST REPORT

Application No.: BTEK260526001A01E01

Applicant: JinXuan Electronics (Hong Kong) Company Limited

Address of Applicant: ROOM 07 7/F PROSPER COMM BLDG 9 YIN CHONG STREET KL
Manufacturer: JinXuan Electronics (Shenzhen) Co., Ltd.

Address of Manufacturer: Room 901, Block A, Phase 1, Galaxy World, Longgang District, Shenzhen
City, Guangdong Province, China

Equipment Under Test (EUT):

EUT Name: WIRELESS CHARGER
Test Model.: GAR282
Adding Model(s): GAR282N, GAR282B, GAR282-CN, GAR282N-CN, GAR282B-CN,

GAR282-E, GAR282Y-X, GAR282-YY, GAR282-YY-X, GAR282Y-YY-X
(Y=Ato Z, YY=AA to ZZ, X=0 to 9 for marketing purpose)

Trade Mark: 1HORA, IIORA  IBIORA, gz, HE
FCC ID: 2A9HV-GAR282
Standard(s) : 47 CFR PART 1, Subpart I, Section 1.1310

47 CFR PART 2, Subpart J, Section 2.1091
KDB 680106 DO1

Date of Receipt Sample(s): 2026-07-14

Date of Test: 2026-07-14 to 2026-08-17
Date of Issue: 2026-08-18
Test Result: | Pass*

* In the configuration tested, the EUT complied with the standards specified above.

Alex - Ww7

Alex Wang/ Approved & Authorized
EMC Laboratory Manager

ShenZhen BANTEK Testing Co.,Ltd.

Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street
Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com Web : www.btek-lab.com
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| Revision Record
‘ Version ‘ Issue Date ‘ Revisions ‘ Remarks
| Vo | 2026-08-18 | Initial | Valid
| | | |
| | | |
| Authorized for issue by | | |_|
Lo . Huang
p
Zora Huang / File Editor
)4
June Li /Reviewer
Remarks:

The results shown in this test report refer only to the sample(s) tested, this test report cannot be
reproduced, except in full without prior written permission of the company. The report would be invalid without
specific stamp of test institute and the signatures of compiler and approver.

ShenZhen BANTEK Testing Co.,Ltd.

Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street
Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com Web : www.btek-lab.com
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3 General Information

3.1 Details of E.U.T.

Power Supply USB-C Input: 5V=2A , 9V=2.22A
Wireless Charger Output: 5W/7.5W/10W/15W

Modulation Type FSK

Operating frequency 112-205KHz

Antenna Type Coil Antenna

Hardware Version V1.0

Software Version V1.0

Sample number BTEK260526001-002
[ 1Single Model.
DX Multi-Models:GAR282, GAR282N, GAR282B, GAR282-CN, GAR282N-CN,
GAR282B-CN, GAR282-E, GAR282Y-X, GAR282-YY, GAR282-YY-X,

Model(s) Difference GAR282Y-YY-X _

Statement (Y=Ato Z, YY=AA to ZZ, X=0 to 9 for marketing purpose)
Only the model GAR282 was tested. According to the declaration from the
applicant, the electrical circuit design, layout, components used, internal wiring
and functions of other models are identical for the above models, with only|
difference on Model No

3.2 Description of EUT Test Mode
Test Mode Description Remark
1 Wireless output:15W Load 1% Keep the EUT Wireless output:15W
2 Wireless output:15W Load 50% Keep the EUT Wireless output:15W
3 Wireless output:15W Load 99% Keep the EUT Wireless output:15W
3.3 Description of Support Units

Auxiliary Equipment

Description Manufacturer Model Serial Number

WPT charging load EESON 28 /

3.4 Test Location

3.5

ShenZhen BANTEK Testing Co.,Ltd.

Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street
Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com Web : www.btek-lab.com

All tests were performed at:

Shenzhen BANTEK Testing Co., Ltd.,

A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street, Bao'an District,
Shenzhen, Guangdong, China 518104

Tel:0755-2334 4200 Fax: 0755-2334 4200

FCC Registration Number: 264293

Designation Number: CN1356

No tests were sub-contracted.

Deviation from Standards
None
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3.6 Abnormalities from Standard Conditions

None
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4 RF Exposure Evaluation

41 RF Exposure Compliance Requirement

411 Limits

According to FCC Part1.1310: The criteria listed in the following table shall be used to evaluate the
environment impact of human exposure to radio frequency (RF) radiation as specified in part1.1307(b)
TABLE 1—LiMITs FOR MAXiMUM PERMISSIBLE ExPOsSURE (MPE)
Electric field Magnetic field : P
Freguency range Power density Averaging time
(MHz SEPH%‘N S‘L'fj,”n%t“ (mW/cm?) (minutes)
(A) Limits for Occupational/Controlled Exposures
B0 s A R a 614 1.63 =(100) &
B ol i v vitoas s i ot i 1842/ 4.89/f *(900/2) &
B0-300 vttt 61.4 0.163 1.0 B
B00-1500 .ooovereeeecreee st ieese e csesenssenens eemverene | et e /300 B
1B00-100,000 1.evivorerieeeeieaeieiescsieessssessisenanis | eevessssssssssssssssnsies | suessessessssaessssessessenss 5 B
(B) Limits for General Population/Uncontrolled Exposure

O3 AR s T e T S 614 1.63 (100) 30
L9480 ik B24/t 2.19/f *(180/2) 30
DD 5l i v i vitoa: s i oot i 27.5 0.073 0.2 30
D AB00 i i i tiiin: sl i oot i /1500 30
AG00A00M00D «i iyt i e opasts oo 1.0 30

Note 1: f = frequency in MHz ; *Plane-wave equivalent power density
Note 2: For the applicable limit, see FCC 1.1310, 680106 D01 RF Exposure Wireless Charging Apps v04
Note 3: Emissions between 100 kHz to 300 kHz should be assessed versus the limits at 300 kHz in Table 1
of Section 1.1310: 614 V/m and 1.63 A/m. A KDB inquiry is required to determine the applicable exposure

limits below 100 kHz.

Note 4: The aggregate H-field strengths 20 cm above the top surface from all simultaneous transmitting coils
are demonstrated to be less than 50% of the MPE Ilimit .

4.1.2 Test Procedure

For devices designed for typical desktop applications, such a wireless charging pads, RF exposure evaluation
should be conducted assuming a user separation distance of 20 cm(Top) . E and H field strength
measurements or numerical modeling may be used to demonstrate compliance. Measurements should be
made from all sides and the top of the primary/client pair, with the 20 cm(Top) from the center of the probe(s)

to the edge of the device.

ShenZhen BANTEK Testing Co.,Ltd.

Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street
Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200

E-mail : Service@btek-lab.com

Web : www.btek-lab.com
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41.3 Test Requirement
KDB 680106 D01 Wireless Power Transfer vO4
According to KDB 680106 DO1:
Requirements of KDB 680106 D01 Description

1.Power transfer frequency is less than 1 MHz

112kHz-205kHz

2. Output power from each primary coil is less than or
equal to 15 watts

Maximum 15W

3. The system may consist of more than one source
primary coils, charging one or more clients. If more
than one primary coil is present, the coil pairs may be
powered on at the same time.

One radiated Coil

4. Client device is placed directly in contact with the
transmitter.

Yes. The client device is placed directly in
contact with the transmitter.

5.Mobile exposure conditions only (portable exposure
conditions are not covered by this exclusion)

Mobile device

6. The aggregate H-field strengths anywhere at or
beyond 20 cm surrounding the device, and 20cm
away from the surface from all coils that by design can
simultaneously transmit, and while those coils are
simultaneously energized, are demonstrated to be
less than 50% of the applicable MPE limit.

Yes, The H-field strengths anywhere at or
beyond 20 cm surrounding the device

ShenZhen BANTEK Testing Co.,Ltd.

Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street

Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com Web : www.btek-lab.com
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\GTEK

414 Test Setup

E-Field & B-Field Probe

[
[

Note: Measurements should be made from all sides and the top of the primary/client pair, with the 20cm

measured from the center of the probe(s) to the edge of the device.

1) The RF exposure test was performed in anechoic chamber.

2) The measurement probe was placed at test distance (20cm) which is between the edge of the
charger and the geometric center of probe.

3) The highest emission level was recorded and compared with limit as soon as measurement of each
points (A, B, C, D, E, F) were completed.

4) The EUT was measured according to the dictates of KDB 680106 D01 v04.

4.2 Equipment List

Description Manufacturer Model Serial No. Cal. Date Cal. Due
Magnetic Schmid &
Amplitude and Partner
Gradient Engineering MAGPy-8H3D+E3D 3096 2025/3/12 2027/3/11
Probe AG
System
Magnetic Schmid &
Amplitude and Partner
Gradient Engineering MAGPy-DAS 3093 2025/3/12 2027/3/11
Probe AG
System

ShenZhen BANTEK Testing Co.,Ltd.
Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street
Bao'an District, Shenzhen, Guangdong, China 518104

Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com

Web : www.btek-lab.com
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4.3 Assessment Result
X Passed (] Not Applicable
Maximum permissible Exposure
Battery . Test E )
levels Test sides distance(cm) -field(V/m) H-field(A/m)
<1% Top 20 1.0212 0.0125
<1% Left 20 0.1727 0.0229
<1% Right 20 0.4405 0.0242
<1% Front 20 1.3343 0.0452
<1% Back 20 0.5912 0.0239
Limit 614 1.63
test result PASS PASS
Maximum permissible Exposure
Battery ) Test E )
levels Test sides distance(cm) -field(V/m) H-field(A/m)
<50% Top 20 0.6716 0.0225
<50% Left 20 0.3943 0.0242
<50% Right 20 0.6257 0.0387
<50% Front 20 1.6116 0.0231
<50% Back 20 0.3348 0.0224
Limit 614 1.63
test result PASS PASS
Maximum permissible Exposure
Battery ) Test E ,
ovels Test sides distance(cm) field(V/m) H-field(A/m)
<99% Top 20 0.7102 0.0261
<99% Left 20 0.7298 0.0257
<99% Right 20 0.3086 0.0661
<99% Front 20 1.6225 0.0457
<99% Back 20 0.3368 0.0162
Limit 614 1.63
test result PASS PASS

Note: All test modes were pre-tested, but we only recorded the worst case in this report.

ShenZhen BANTEK Testing Co.,Ltd.
Add : A5&AB6, Building B1&B2, No.45 Gangtou Road, Bogang Community, Shajing Street

- End of the Report -

Bao'an District, Shenzhen, Guangdong, China 518104
Tel : +(86)755-2334 4200 E-mail : Service@btek-lab.com

Web : www.btek-lab.com
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