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GENERAL SUMMARY 

Reference  

Standard(s) 

FCC 47CFR §2.1093 Radiofrequency Radiation Exposure Evaluation: Portable Devices 

 

ANSI C95.1, 1992: Safety Levels with Respect to Human Exposure to Radio Frequency 

Electromagnetic Fields, 3 kHz to 300 GHz.(IEEE Std C95.1-1991)  

 

IEEE Std 1528™-2003: IEEE Recommended Practice for Determining the Peak 

Spatial-Average Specific Absorption Rate (SAR) in the Human Head from Wireless 

Communications Devices: Measurement Techniques. 

 

KDB 865664 D01 SAR measurement 100 MHz to 6 GHz v01r03: SAR Measurement 

Requirements for 100 MHz to 6 GHz 

 

KDB 447498 D01 Mobile Portable RF Exposure v05r02: Mobile and Portable Device 

RF Exposure Procedures and Equipment Authorization Policies 

 

KDB 648474 D04 Handset SAR v01r02:  SAR Evaluation Considerations for Wireless 

Handsets. 

 

KDB 941225 D01 SAR test for 3G devices v02: SAR Measurement Procedures CDMA 

20001x RTT, 1x Ev-Do, WCDMA, HSDPA/HSPA 

 

KDB 941225 D02 HSPA and 1x Advanced v02r02  SAR Guidance for HSPA, HSPA+, 

DC-HSDPA and 1x-Advanced 

Conclusion WCDMA Band IV:  Pass 

Comment The test result only responds to the measured sample. 

Approved by   

Weizhong Yang 

Director  

Revised by   

Minbao Ling 

SAR Manager 

Performed by  

Yi Zhang 

SAR Engineer 
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1.  General Information 

1.1. Notes of the Test Report 

TA Technology (Shanghai) Co., Ltd. has obtained the accreditation of China National Accreditation 

Service for Conformity Assessment (CNAS), and accreditation number: L2264. 

TA Technology (Shanghai) Co., Ltd. guarantees the reliability of the data presented in this test 

report, which is the results of measurements and tests performed for the items under test on the date 

and under the conditions stated in this test report and is based on the knowledge and technical 

facilities available at TA Technology (Shanghai) Co., Ltd. at the time of execution of the test.  

TA Technology (Shanghai) Co., Ltd. is liable to the client for the maintenance by its personnel of the 

confidentiality of all information related to the items under test and the results of the test. The sample 

under test was selected by the Client.This report only refers to the item that has undergone the test. 

This report alone does not constitute or imply by its own an approval of the product by the certification 

Bodies or competent Authorities. This report cannot be used partially or in full for publicity and/or 

promotional purposes without previous written approval of TA Technology (Shanghai) Co., Ltd. and 

the Accreditation Bodies, if it applies. 

If the electronic report is inconsistent with the printed one, it should be subject to the latter. 

 

1.2. Testing Laboratory 

Company: TA Technology (Shanghai) Co., Ltd. 

Address: No.145, Jintang Rd, Tangzhen Industry Park, Pudong Shanghai, China 

City: Shanghai 

Post code: 201201 

Country: P. R. China 

Contact: Yang Weizhong 

Telephone: +86-021-50791141/2/3 

Fax: +86-021-50791141/2/3-8000 

Website: http://www.ta-shanghai.com 

E-mail: yangweizhong@ta-shanghai.com 
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1.3. Applicant Information 

Company: VSN Technologies Inc. d/b/a VSN Mobile 

Address: 1975 E. Sunrise Blvd. Suite 400, Fort Lauderdale FL 

Contact Person: Amit Verma 

Telephone: 954-609-4912 

Postcode: 33304 

 

1.4. Manufacturer Information 

Company: MOBIWIRE MOBILES (NINGBO) CO.,LTD 

Address: No.999,Dacheng East Road,Fenghua City,Zhejiang 

Contact Person: Xu Linzhong 

Telephone: 0574 88916450 

Postcode: 315500 
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1.5. Information of EUT 

General Information 

Device Type: Portable Device 

Exposure Category: Uncontrolled Environment / General Population 

State of Sample: Prototype Unit 

Product IMEI: 354044060001104 

Hardware Version: V01 

Software Version: V01 

Antenna Type: Internal Antenna 

Device Operating Configurations : 

Test Mode(s): UMTS Band IV  

Test Modulation: (UMTS)QPSK, 16QAM 

HSUPA UE Category: 6 

HSPA+ UE Downlink Category: 14 

Operating Frequency Range(s): 
Mode Tx (MHz) 

UMTS Band IV 1712.4 ~ 1752.6 

Power Class: UMTS Band IV: 3 

Power Level UMTS Band IV: all up bits 

 

This is a variant report. The original report number is RXA1405-0122SAR. This report is tested in the 

worst case position of the original report, and other SAR values are duplicated from the original report. 

The detailed product change description please refers to the ANNEX H. 

 

Auxiliary Equipment Details 

AE:Battery 

Name Model Manufacturer S/N  

Battery 1 178069957 / MAX20140000253 

Earphone TS813-28MS01-16R 
HuiZhou Lianyun Electronic 

Technology Co., Ltd 
/ 
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1.6. EUT Antenna Locations  

 
Table 1: Mobile Hotspot Sides for SAR Testing 

Mode Back Side Front Side Left Edge Right Edge Top Edge Bottom Edge

UMTS Band IV Yes Yes Yes No No Yes 

Note: When the antenna-to-edge distance is greater than 2.5cm, such position does not need to be 

tested. 
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1.7. The Maximum Reported SAR1g  

 

Head SAR Configuration 

Mode Test Position 
Channel 

/Frequency(MHz)

Limit SAR1g 1.6 W/kg 

Measured SAR1g  

(W/kg) 

Reported SAR1g 

(W/kg) 

UMTS Band IV Right/Cheek 1413/1732.6 0.374 0.420 

 

Body Worn Configuration 

Mode Test Position 
Channel 

/Frequency(MHz)

Limit SAR1g 1.6 W/kg 

Measured SAR1g  

(W/kg) 

Reported SAR1g 

(W/kg) 

UMTS Band IV Front Side 1513/1752.6 0.976 1.100 

 

Hotspots Configuration 

Mode Test Position 
Channel 

/Frequency(MHz)

Limit SAR1g 1.6 W/kg 

Measured SAR1g  

(W/kg) 

Reported SAR1g 

(W/kg) 

UMTS Band IV Front Side 1513/1752.6 0.976 1.100 

 

1.8. Test Date  

The test performed from May 25, 2014 to May 27, 2014. 
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2. SAR Measurements System Configuration 

 

2.1. SAR Measurement Set-up 

The DASY5 system for performing compliance tests consists of the following items: 

�z A standard high precision 6-axis robot (Stäubli RX family) with controller and software. An 

arm extension for accommodating the data acquisition electronics (DAE). 

�z A dosimetric probe, i.e. an isotropic E-field probe optimized and calibrated for usage in tissue 

simulating liquid. The probe is equipped with an optical surface detector system. 

�z A data acquisition electronic (DAE) which performs the signal amplification, signal 

multiplexing, AD-conversion, offset measurements, mechanical surface detection, collision 

detection, etc. The unit is battery powered with standard or rechargeable batteries. The 

signal is optically transmitted to the EOC. 

�z A unit to operate the optical surface detector which is connected to the EOC. 

�z The Electro-Optical Coupler (EOC) performs the conversion from the optical into a digital 

electric signal of the DAE. The EOC is connected to the DASY5 measurement server. 

�z The DASY5 measurement server, which performs all real-time data evaluation for field 

measurements and surface detection, controls robot movements and handles safety 

operation. A computer operating Windows 2003 

�z DASY5 software and SEMCAD data evaluation software. 

�z Remote control with teach panel and additional circuitry for robot safety such as warning 

lamps, etc. 

�z The generic twin phantom enabling the testing of left-hand and right-hand usage. 

�z The device holder for handheld mobile phones. 

�z Tissue simulating liquid mixed according to the given recipes. 

�z System validation dipoles allowing to validate the proper functioning of the system. 

 
Figure 1 SAR Lab Test Measurement Set-up 
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2.2. DASY5 E-field Probe System 

 

The SAR measurements were conducted with the dosimetric probe EX3DV4 (manufactured by 

SPEAG), designed in the classical triangular configuration and optimized for dosimetric 

evaluation.  

 

2.2.1. EX3DV4 Probe Specification                  

 

Construction Symmetrical design with triangular core 

Built-in shielding against static charges 

PEEK enclosure material (resistant to 

organic solvents, e.g., DGBE) 

 

Calibration        ISO/IEC 17025 calibration service available 

 

Frequency 10 MHz to > 6 GHz 

Linearity: ± 0.2 dB  

(30 MHz to 6 GHz) 

 

Directivity ± 0.3 dB in HSL (rotation around probe 

axis) ± 0.5 dB in tissue material (rotation 

normal to  probe axis) 

 

Dynamic Range 10 µW/g to > 100 mW/g Linearity:             

 

± 0.2dB (noise: typically < 1 µW/g) 

 

Dimensions           Overall length: 330 mm (Tip: 20 mm) 

Tip diameter: 2.5 mm (Body: 12 mm) 

Typical distance from probe tip to dipole 

centers: 1 mm 

 

Application           High precision dosimetric 

                     measurements in any exposure 

 scenario (e.g., very strong gradient 

fields).  

Only probe which enables compliance 

 testing for frequencies up to 6 GHz  

with precision of better 30%. 

 

 

 

 

Figure 2.EX3DV4 E-field Probe 

Figure 3. EX3DV4 E-field probe
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2.2.2. E-field Probe Calibration 

Each probe is calibrated according to a dosimetric assessment procedure with accuracy better than ± 

10%. The spherical isotropy was evaluated and found to be better than ± 0.25dB. The sensitivity 

parameters (NormX, NormY, NormZ), the diode compression parameter (DCP) and the conversion 

factor (ConvF) of the probe are tested. 

 

The free space E-field from amplified probe outputs is determined in a test chamber. This is 

performed in a TEM cell for frequencies bellow 1 GHz, and in a wave guide above 1 GHz for free 

space. For the free space calibration, the probe is placed in the volumetric center of the cavity and at 

the proper orientation with the field. The probe is then rotated 360 degrees. 

E-field temperature correlation calibration is performed in a flat phantom filled with the appropriate 

simulated brain tissue. The measured free space E-field in the medium correlates to temperature rise 

in a dielectric medium. For temperature correlation calibration a RF transparent thermistor-based 

temperature probe is used in conjunction with the E-field probe. 

 
Where: �¨t = Exposure time (30 seconds),  

C = Heat capacity of tissue (brain or muscle),  

�¨T = Temperature increase due to RF exposure. 

Or 

 

 Where: 

�1 = Simulated tissue conductivity, 

�! = Tissue density (kg/m3). 

 

2.3. Other Test Equipment 

 

2.3.1. Device Holder for Transmitters 

The DASY device holder is designed to cope with the die 

rent positions given in the standard. 

It has two scales for device rotation (with respect to the body 

axis) and device inclination (with respect to the line between 

the ear reference points). The rotation centers for both 

scales is the ear reference point (ERP). Thus the device 

needs no repositioning when changing the angles. 

The amount of dielectric material has been reduced in the 

closest vicinity of the device, since measurements have 

suggested that the inference of the clamp on the test results 

could thus be lowered. 

 

Figure 4 Device Holder 












































































































































