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From 30MHz to 1000MHz: Conclusion: PASS   
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System           M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: GFSK Tx CH1 2402MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/m) 

Margin 

(dB) 
Remark 

1 4804 42.48 33.95 10.18 34.26 52.35 74 21.65 PK 

2 4804 32.33 33.95 10.18 34.26 42.2 54 11.8 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Antenna Polarity: Horizontal 

1 4804 42.5 33.95 10.18 34.26 52.37 74 21.63 PK 

2 4804 33.01 33.95 10.18 34.26 42.88 54 11.12 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System          M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: GFSK Tx CH40 2441MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4882 42.9 33.93 10.2 34.29 52.74 74 21.26 PK 

2 4882 32.7 33.93 10.2 34.29 42.54 54 11.46 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Antenna Polarity: Horizontal 

1 4882 42.73 33.93 10.2 34.29 52.57 74 21.43 PK 

2 4882 32.28 33.93 10.2 34.29 42.12 54 11.88 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with  

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System        M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: GFSK Tx CH79 2480MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4960 43.18 33.98 10.22 34.25 53.13 74 20.87 PK 

2 4960 32.4 33.98 10.22 34.25 42.35 54 11.65 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Antenna Polarity: Horizontal 

1 4960 43.12 33.98 10.22 34.25 53.07 74 20.93 PK 

2 4960 32.38 33.98 10.22 34.25 42.33 54 11.67 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System           M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: π /4 DQPSK Tx CH1 2402MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/m) 

Margin 

(dB) 
Remark 

1 4804 42.79 33.95 10.18 34.26 52.66 74 21.34 PK 

2 4804 32.28 33.95 10.18 34.26 42.15 54 11.85 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Antenna Polarity: Horizontal 

1 4804 42.81 33.95 10.18 34.26 52.68 74 21.32 PK 

2 4804 32.56 33.95 10.18 34.26 42.43 54 11.57 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System          M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: π /4 DQPSK Tx CH40 2441MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4882 42.91 33.93 10.2 34.29 52.75 74 21.25 PK 

2 4882 32.49 33.93 10.2 34.29 42.33 54 11.67 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Antenna Polarity: Horizontal 

1 4882 42.91 33.93 10.2 34.29 52.75 74 21.25 PK 

2 4882 32.28 33.93 10.2 34.29 42.12 54 11.88 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with  

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Rechargeable Stereo Speaker System        M/N: Road Warrior 

Power: AC120V/60Hz 

Test date: 2015-12-05   Test site: 3m Chamber  Tested by: Peter 

Test mode: π /4 DQPSK  Tx CH79 2480MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4960 42.81 33.98 10.22 34.25 52.76 74 21.24 PK 

2 4960 32.66 33.98 10.22 34.25 42.61 54 11.39 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Antenna Polarity: Horizontal 

1 4960 43.19 33.98 10.22 34.25 53.14 74 20.86 PK 

2 4960 32.76 33.98 10.22 34.25 42.71 54 11.29 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 


