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1. Statement of Compliance

<Highest SAR Summary>

Highest Reported 1g-SAR(W/Kg) SAR Test Limit
Frequency Band
Body-worn 0 (0mm) (W/Kg)
WIFI2.4G 0.316
WIFI5.2G 0.698 16
WIFI5.8G 0.571 '
Test Result PASS

This device is in compliance with Specific Absorption Rate (SAR) for general population/uncontrolled
exposure limits (1.6 W/kg) specified in FCC 47 CFR part 2.1093 and IEEE Std C95.1-2019, and had
been tested in accordance with the measurement methods and procedures specified in IEEE Std
1528™-2013.
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2. General Information

2.1. Client Information

Applicant SHENZHEN ELECTRON TECHNOLOGY CO.,LTD.
Bld.2,Yingfeng Industrial Zone, Tantou Community,Songgang
Address )
Street,Bao’an,Shenzhen,China.
Manufacturer SHENZHEN ELECTRON TECHNOLOGY CO.,LTD.
Address Bld.2,Yingfeng Industrial Zone, Tantou Community,Songgang
Street,Bao’an,Shenzhen,China.
Factory SHENZHEN ELECTRON TECHNOLOGY CO.,LTD.
Bld.2,Yingfeng Industrial Zone, Tantou Community,Songgang
Address .
Street,Bao’an,Shenzhen,China.

2.2. Description of

Equipment Under Test (EUT)

Product Name

Tablet PC

K106A, K106, K106X(X=A-Z), K103X(X=A-Z)

Model No. (Note: All samples are the same except the model number appearance
leather cases and sales customers, so we prepare “K106A” for test only.)
[ ]
Trade Mark Apolosign

Test Power Supply

DC 3.8V Battery inside

Test Sample No.

1-2-1(Engineering Sample)

Tx Frequency

BT:2402MHz-2480MHz
BLE:2402MHz-2480MHz
2.4GWIFI:2412MHz-2484MHz
5.2GWIFI:5150MHz-5250MHz
5.8GWIFI:5725MHz-5850MHz

Type of Modulation

BT:GFSK,I1/4-DQPSK,8DPSK
BLE:GFSK
WIFI:DSSS,0FDM

Category of device

Portable device

Remark:

The above DUT's information was declared by manufacturer. Please refer to the specifications or
user's manual for more detailed description.

Code:AB-RF-05-b

Shenzhen Anbotek Compliance Laboratory Limited

Address: Sogood Industrial Zone Laboratory & 1/F. of Building D, Sogood Science and Technology Park, @ Hotline
>

Sanwei Community, Hangcheng Subdistrict, Bao’an District, Shenzhen, Guangdong, China

400-003-0500

Tel:(86)0755-26066440 Email: service@anbotek.com www.anbotek.com

A 22

| ——

FF W



Anbotek

Report No.: 1812C50210512501 Page 8 of 73
FCC ID:2ABC5-E0097

Product Safety

2.3. Device Category and SAR Limits

This device belongs to portable device category because its radiating structure is allowed to be used
within 20 centimeters of the body of the user. Limit for General Population/Uncontrolled exposure
should be applied for this device, it is 1.6 W/kg as averaged over any 1 gram of tissue.

2.4. Applied Standard

The Specific Absorption Rate (SAR) testing specification, method, and procedure for this device is in
accordance with the following standards:

FCC 47 CFR Part 2.1093

IEEE Std C95.1-2019

IEEE Std 1528™-2013

KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz v01r04

KDB 865664 D02 RF Exposure Reporting v01r02

KDB 447498 D01 General RF Exposure Guidance v06

KDB 248227 D01 802 11 Wi-Fi SAR v02r02

2.5. Environment of Test Site

Items Required Actual
Temperature (C) 18-25 22~23
Humidity (%RH) 30-70 55~65

2.6. Test Configuration

For WIFI SAR testing, engineering testing software installed on the EUT can provide continuous
transmitting RF signal.

2.7. Description of Test Facility

The test facility is recognized, certified, or accredited by the following organizations:
FCC-Registration No.:279531

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered and fully
described in a report filed with the (FCC) Federal Communications Commission. The acceptance
letter from the FCC is maintained in our files. Registration No. 279531

Test Location

Shenzhen Anbotek Compliance Laboratory Limited.

Sogood Industrial Zone Laboratory & 1/F. of Building D, Sogood Science and Technology Park,
Sanwei Community, Hangcheng Subdistrict, Bao'an District, Shenzhen, Guangdong, China.

Code:AB-RF-05-b
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2.8. Disclaimer

1. The test report is invalid if not marked with the signatures of the persons responsible for preparing
and approving the test report.

2. The test report is invalid if there is any evidence and/or falsification.

3. The results documented in this report apply only to the tested sample, under the conditions and
modes of operation as described herein.

4. This document may not be altered or revised in any way unless done so by Anbotek and all
revisions are duly noted in the revisions section.

5. Content of the test report, in part or in full, cannot be used for publicity and/or promotional
purposes without prior written approval from the laboratory.

6. The authenticity of the information provided by the customer is the responsibility of the customer
and the laboratory is not responsible for its authenticity.

7. The data in this report will be synchronized with the corresponding national market supervision and
management departments and cross-border e-commerce platforms as required by regulatory

agencies.

The laboratory is only responsible for the data released by the laboratory, except for the part
provided by the applicant.
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3. Specific Absorption Rate (SAR)

3.1. Introduction

SAR is related to the rate at which energy is absorbed per unit mass in an object exposed to a radio
field. The SAR distribution in a biological body is complicated and is usually carried out by
experimental techniques or numerical modeling. The standard recommends limits for two tiers of
groups, occupational/controlled and general population/uncontrolled, based on a person’s
awareness and ability to exercise control over his or her exposure. In general,
occupational/controlled exposure limits are higher than the limits for general population/uncontrolled.

3.2. SAR Definition

The SAR definition is the time derivative (rate) of the incremental energy (dW) absorbed by
(dissipated in) an incremental mass (dm) contained in a volume element (dv) of a given density
(p).The equation description is as below:

T dt

o [0 2

~ dt\dm pdv

SAR is expressed in units of Watts per kilogram (W/kg)
SAR measurement can be either related to the temperature elevation in tissue by

SAR C8T
B (St)

Where: C is the specific head capacity, 6T is the temperature rise and dtisthe exposure duration, or

related to the electrical field in the tissue by

olE?
SAR =

Where:o is the conductivity of the tissue, p is the mass density of the tissue and E is the RMS
electrical field strength.

However for evaluating SAR of low power transmitter, electrical field measurement is typically
applied.
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4. SAR Measurement System
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DASY System Configurations

The DASYsystem for performance compliance tests is illustrated above graphically. This system
consists of the following items:

>

>
>
>

A\

YV V V V

vV V V VY

A standard high precision 6-axis robot with controller, a teach pendant and software

A data acquisition electronic (DAE) attached to the robot arm extension

A dosimetric probe equipped with an optical surface detector system

The electro-optical converter (EOC) performs the conversion between optical and electrical
signals

A measurement server performs the time critical tasks such as signal filtering, control of the
robot operation and fast movement interrupts.

A probe alignment unit which improves the accuracy of the probe positioning

A computer operating Windows XP

DASY software

Remove control with teach pendant and additional circuitry for robot safety such as
warming lamps, etc.

The SAM twin phantom and ELI4 Phantom

A device holder

Tissue simulating liquid

Dipole for evaluating the proper functioning of the system

components are described in details in the following sub-sections.

Code:AB-RF-05-b
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4.1. E-Field Probe
The SAR measurement is conducted with the dosimetric probe (manufactured by SPEAG).The probe
is specially designed and calibrated for use in liquid with high permittivity. The dosimetric probe has
special calibration in liquid at different frequency. This probe has a built in optical surface detection
system to prevent from collision with phantom.
> E-Field Probe Specification
<EX3DV4 Probe>

Construction Symmetrical design with triangular
core

Built-in shielding against static charges
PEEK enclosure material (resistant to
organic solvents, e.g., DGBE)

Frequency 10 MHz to 6 GHz; Linearity: £ 0.2 dB
Directivity 1 0.3 dB in HSL (rotation around probe
axis)

+ 0.5 dB in tissue material (rotation
normal to probe axis)

Dynamic Range | 10 yW/g to 100 W/kg; Linearity: £ 0.2
dB (noise: typically< 1 pW/g) Photo of EX3DV4
Dimensions Overall length: 330 mm (Tip: 20 mm)
Tip diameter: 2.5 mm (Body: 12 mm)
Typical distance from probe tip to
dipole centers: 1 mm

» E-Field Probe Calibration
Each probe needs to be calibrated according to a dosimetric assessment procedure with
accuracy better than £ 10%. The spherical isotropy shall be evaluated and within + 0.25dB.
The sensitivity parameters (NormX, NormY, and NormZ), the diode compression
parameter (DCP) and the conversion factor (ConvF) of the probe are tested. The
calibration data can be referred to appendix C of this report.

4.2. Data Acquisition Electronics (DAE)

The data acquisition electronics (DAE) consists of a highly sensitive electrometer-grade preamplifier
with auto-zeroing, a channel and gain-switching multiplexer, a fast 16 bit AD-converter and a
command decoder and control logic unit. Transmission to the measurement server is accomplished
through an optical downlink for data and status information as well as an optical uplink for commands
and the clock.

The input impedance of the DAE is 200MOhm; the inputs are symmetrical and floating. Common
mode rejection is above 80dB.

Code:AB-RF-05-b
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Photo of DAE
4.3. Robot

The SPEAG DASY system uses the high precision robots (DASY5: TX60L) type from Staubli SA
(France). For the 6-axis controllersystem, the robot controller version (DASY5: CS8c) from Staubli is
used. The Staublirobot series have many features that are important for our application:

» High precision (repeatability +0.035 mm)

» High reliability (industrial design)

» Jerk-free straight movements

» Low ELF interference (the closed metallic construction shields against motor control fields)

=

G

Photo of DASY5

4.4. Measurement Server

The measurement server is based on a PC/104 CPU board with CPU (DASY5: 400 MHz, Intel
Celeron), chipdisk (DASY5: 128 MB), RAM (DASY5: 128 MB). The necessary circuits for
communication with the DAE electronic box, as well as the 16 bit AD converter system for optical
detection and digital I/O interface are contained on the DASY 1/O board, which is directly connected
to the PC/104 bus of the CPU board.

The measurement server performs all the real-time data evaluation for field measurements and
surface detection, controls robot movements and handles safety operations.

Code:AB-RF-05-b
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Photo of Server for DASY5

4.5. Phantom
<SAM Twin Phantom>

Shell Thickness 2+0.2mm;
Center ear point: 6 £ 0.2 mm

Filling Volume Approx. 25 liters

Dimensions Length: 1000 mm; Width: 500 mm;
Height: adjustable feet

Measurement Left Hand, Right Hand, Flat

Areas Phantom

Photo of SAM Phantom

The bottom plate contains three pair of bolts for locking the device holder. The device holder

positions are adjusted to the standard measurement positions in the three sections. A white

cover is provided to tap the phantom during off-periods to prevent water evaporation and

changes in the liquid parameters. On the phantom top, three reference markers are provided to

identify the phantom position with respect to the robot.

<ELI4 Phantom>

Shell Thickness | 2 £ 0.2 mm (sagging: <1%)
Filling Volume Approx. 30 liters

Dimensions Maijor ellipse axis: 600 mm
Minor axis:400 mm

Photo of ELI4 Phantom

The ELI4 phantom is intended for compliance testing of handheld and body-mounted wireless
devices in the frequency range of 30 MHz to 6 GHz. ELI4 is fully compatible with standard and

Shenzhen Anbotek Compliance Laboratory Limited
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all known tissue simulating liquids.
4.6. Device Holder

The SAR in the phantom is approximately inversely proportional to the square of the distance
between the source and the liquid surface. For a source at 5 mm distance, a positioning uncertainty
of £0.5mm would produce a SAR uncertainty of + 20%. Accurate device positioning is therefore
crucial for accurate and repeatable measurements. The positions in which the devices must be
measured are defined by the standards.

The DASY device holder is designed to cope with different positions given in the standard. It has two
scales for the device rotation (with respect to the body axis) and the device inclination (with respect to
the line between the ear reference points). The rotation center for both scales is the ear reference
point (ERP).Thus the device needs no repositioning when changing the angles.

The DASY device holder is constructed of low-loss POM material having the following dielectric
parameters: relative permittivity € = 3 and loss tangent & = 0.02. The amount of dielectric material has
been reduced in the closest vicinity of the device, since measurements have suggested that the
influence of the clamp on the test results could thus be lowered.

Device Holder

4.7. Data Storage and Evaluation
» Data Storage

The DASY software stores the assessed data from the data acquisition electronics as raw
data (in microvolt readings from the probe sensors), together with all the necessary
software parameters for the data evaluation (probe calibration data, liquid parameters and
device frequency and modulation data) in measurement files. The post-processing
software evaluates the desired unit and format for output each time the data is visualized
or exported. This allows verification of the complete software setup even after the
measurement and allows correction of erroneous parameter settings. For example, if a
measurement has been performed with an incorrect crest factor parameter in the device
setup, the parameter can be corrected afterwards and the data can be reevaluated.
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The measured data can be visualized or exported in different units or formats, depending
on the selected probe type (e.g., [V/m], [A/m], [W/kg]). Some of these units are not
available in certain situations or give meaningless results, e.g., a SAR-output in a non-lose
media, will always be zero. Raw data can also be exported to perform the evaluation with
other software packages.

> Data Evaluation

T

The DASY post-processing software (SEMCAD) automatically executes the following
procedures to calculate the field units from the microvolt readings at the probe connector.
The parameters used in the evaluation are stored in the configuration modules of the
software:

Probe parameters: - Sensitivity Norm;, ajg, ai1, a2
- Conversion factor ConvF;
- Diode compression point dcp;

Device parameters: - Frequency f
- Crest factor cf

Media parameters: - Conductivity o
- Density p

These parameters must be set correctly in the software. They can be found in the
component documents or they can be imported into the software from the configuration
files issued for the DASY components. In the direct measuring mode of the multi-meter
option, the parameters of the actual system setup are used. In the scan visualization and
export modes, the parameters stored in the corresponding document files are used.

The first step of the evaluation is a linearization of the filtered input signal to account for
the compression characteristics of the detector diode. The compensation depends on the
input signal, the diode type and the DC-transmission factor from the diode to the
evaluation electronics. If the exciting field is pulsed, the crest factor of the signal must be
known to correctly compensate for peak power.

he formula for each channel can be given as:

with  V;= compensated signal of channel i, (i = x, y, z)

U; = input signal of channel i, (i = x, y, 2)
cf = crest factor of exciting field (DASY parameter)
dcp; = diode compression point (DASY parameter)

From the compensated input signals, the primary field data for each channel can be
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evaluated:

Vi

Norm; - ConvF

E-field Probes: E;=

ajo + ailf + aizfz

H-field Probes: H;=+/Vi- y

with  V; = compensated signal of channel i,(i= x, y, z)
Norm;= sensor sensitivity of channel i, (i= x, y, z), uV/(V/m)?2 for E-field Probes
ConvF= sensitivity enhancement in solution
a;= sensor sensitivity factors for H-field probes
f = carrier frequency [GHZ]
Ei= electric field strength of channel iin V/m
Hi= magnetic field strength of channel iin A/m

The RSS value of the field components gives the total field strength (Hermitian magnitude):

EtotquE)Z('l' E?]+ E%

The primary field data are used to calculate the derived field units.

SAR = B2 - ——
~ Tt 51000
with  SAR = local specific absorption rate in W/kg
Ei= total field strength in V/m
0 = conductivity in [mho/m] or [Siemens/m]
p = equivalent tissue density in g/cm3

Note that the density is set to 1, to account for actual head tissue density rather than the
density of the tissue simulating liquid.
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5. Test Equipment List

Manufacturer Name of Equipment Type/Model | Serial Number Calibration
Last Cal. Due Date

SPEAG [2450MHz System Validation Kit| D2450V2 1018 2025-03-28 | 2028-03-27
SPEAG 5GHz System Validation Kit D5GHzV2 1093 2025-03-28 | 2028-03-27
SPEAG Data Acquisition Electronics DAE4 387 2024-09-02 | 2025-09-01
SPEAG Dosimetric E-Field Probe EX3DV4 7396 2025-05-06 | 2026-05-06
Agilent ENA Series Network Analyzer E5071C MY46317418 | 2024-10-26 | 2025-10-25
SPEAG DAK DAK-3.5 1226 2024-10-26 | 2025-10-25
SPEAG SAM Twin Phantom QDO000P40CD 1802 NCR NCR
SPEAG ELI Phantom QDOVAO004AA 2058 NCR NCR

Mini-Circuits Amplifier ZVA-183W-S+ | 932502132 NCR NCR
Agilent Power Meter N1914A MY50001102 | 2024-10-26 | 2025-10-25
Agilent Power Sensor E9323A US40410647 | 2025-01-23 | 2026-01-22
Agilent Power Sensor E9323A MY53100007 | 2025-01-23 | 2026-01-22
CDKMV Attenuator 6610 6610-1 2024-10-20 | 2025-10-19
CDKMV Attenuator 6606 6606-1 2024-10-20 | 2025-10-19
Agilent Spectrum Analyzer N9020A MY51170037 | 2024-10-26 | 2025-10-25
Agilent Signal Generation N5182A MY48180656 | 2024-10-26 | 2025-10-25
Worken Directional Coupler 011 0A$§601 ©- COMSSNV\”A 2024-10-26 | 2025-10-25

Note:

1. The calibration certificate of DASY can be referred to appendix C of this report.
2. The dipole calibration interval can be extended to 3 years with justification. The dipoles are also
not physically damaged, or repaired during the interval.
3. The Insertion Loss calibration of Dual Directional Coupler and Attenuator were characterized via
the network analyzer and compensated during system check.

4. The dielectric probe kit was calibrated via the network analyzer, with the specified procedure
(calibrated in pure water) and calibration kit (standard) short circuit, before the dielectric
measurement. The specific procedure and calibration kit are provided by Agilent.

5. In system check we need to monitor the level on the power meter, and adjust the power amplifier
level to have precise power level to the dipole; the measured SAR will be normalized to 1W
input power according to the ratio of 1W to the input power to the dipole. For system check, the
calibration of the power amplifier is deemed not critically required for correct measurement; the
power meter is critical and we do have calibration for it.
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6. Tissue Simulating Liquids

For the measurement of the field distribution inside the SAM phantom with DASY, the phantom must
be filled with around 25 liters of homogeneous body tissue simulating liquid. For head SAR testing,
the liquid height from the ear reference point (ERP) of the phantom to the liquid top surface is larger
than 15 cm, which is shown in Fig. 6.1. For body SAR testing, the liquid height from the center of the
flat phantom to the liquid top surface is larger than 15 cm, which is shown as followed:

=

Photo of Liquid Height for Head SAR

The following table shows the measuring results for simulating liquid.

. . Dev.
Measured Tissue Target Tissue (%)
(1]
Measured Cond . L.
o . . | Permitt Liquid
Frequency | Conduc | Permitti | uctivi L. Delta Delta Test Date
. . ivity Temp.
(MHz) tivity vity ty (o) (r)
Target
(o) (er) | Targe (%) (%)
(er)
t (o)
2437 1.78 39.39 1.81 39.26 -1.66 0.33 223 2025-05-18
2450 1.86 39.28 1.80 39.20 3.33 0.20 22.3 2025-05-18
5200 4.68 36.25 4.66 36.00 0.43 0.69 22.2 2025-05-18
5320 4.72 35.82 4.80 35.78 -1.67 0.11 22.2 2025-05-18
5795 5.32 35.21 5.25 35.33 1.33 -0.34 22.4 2025-05-19
5800 5.36 35.51 5.27 35.30 1.71 0.59 22.4 2025-05-19
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7. System Verification Procedures

Each DAS

Y system is equipped with one or more system validation kits. These units, together with

the predefined measurement procedures within the DASY software, enable the user to conduct the

system performance check and system validation. System validation kit includes a dipole, tripod

holder to fi

> P

> S

x it underneath the flat phantom and a corresponding distance holder.

urpose of System Performance check

The system performance check verifies that the system operates within its specifications.
System and operator errors can be detected and corrected. It is recommended that the
system performance check be performed prior to any usage of the system in order to
guarantee reproducible results. The system performance check uses normal SAR
measurements in a simplified setup with a well characterized source. This setup was
selected to give a high sensitivity to all parameters that might fail or vary over time. The
system check does not intend to replace the calibration of the components, but indicates
situations where the system uncertainty is exceeded due to drift or failure.

ystem Setup

In the simplified setup for system evaluation, the EUT is replaced by a calibrated dipole
and the power source is replaced by a continuous wave that comes from a signal
generator. The calibrated dipole must be placed beneath the flat phantom section of the
SAM twin phantom with the correct distance holder. The distance holder should touch the
phantom surface with a light pressure at the reference marking and be oriented parallel to
the long side of the phantom. The equipment setup is shown below:

Spacer

3D Probe positioner

Field probe
Flat Phantom

H Dipole

Dir.Coupler

Signal __| |
Generator

System Setup for System Evaluation
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> Validation Results
Comparing to the original SAR value provided by SPEAG, the verification data should be
within its specification of 10%. The table below shows the target SAR and measured SAR

Photo of Dipole Setup

Page 21 of 73

after normalized to 1W input power. It indicates that the system performance check can
meet the variation criterion and the plots can be referred to Appendix A of this report.

Power fed Measured Normalized L.
Frequency Targeted SAR Deviation

onto reference SAR SAR Test Date

(MHz) . 19(W/kg) (%)

dipole (mW) 19(W/kg) 1g(W/kg)

2450 250 52.2 12.78 51.12 -2.07 2025-05-18
5200 100 80.7 7.89 78.9 -2.23 2025-05-18
5800 100 82.0 7.62 76.2 -7.07 2025-05-19

Target and Measurement SAR after Normalized
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8. EUT Testing Position

8.1. Body Position

Body-worn operating configurations are tested with the belt-clips and holsters attached to the device
and positioned against a flat phantom in a normal use configuration. Per KDB 648474 D04,
body-worn accessory exposure is typically related to voice mode operations when handsets are
carried in body-worn accessories. The body-worn accessory procedures in FCC KDB 447498 D01
v06, 2015 should be used to test for body-worn accessory SAR compliance, without a headset
connected to it. This enables the test results for such configuration to be compatible with that
required for hotspot mode when the body-worn accessory test separation distance is greater than or
equal to that required for hotspot mode, when applicable. When the reported SAR for body-worn
accessory, measured without a headset connected to the handset is < 1.2 W/kg, the highest reported
SAR configuration for that wireless mode and frequency band should be repeated for that body-worn
accessory with a handset attached to the handset.

Accessories for body-worn operation configurations are divided into two categories: those that do not
contain metallic components and those that do contain metallic components and those that do
contain metallic components. When multiple accessories that do not contain metallic components are
supplied with the device, the device is tested with only the accessory that dictates the closest spacing
to the body. Then multiple accessories that contain metallic components are test with the device with
each accessory. If multiple accessories share an identical metallic component (i.e. the same metallic
belt-chip used with different holsters with no other metallic components) only the accessory that
dictates the closest spacing to the body is tested.

e i3
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Body Worn Position
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9. Measurement Procedures

The measurement procedures are as follows:
(a) Use base station simulator (if applicable) or engineering software to transmit RF power
continuously (continuous Tx) in the middle channel.
b) Keep EUT to radiate maximum output power or 100% duty factor (if applicable)
c) Measure output power through RF cable and power meter.

d) Place the EUT in the positions as setup photos demonstrates.
) Set scan area, grid size and other setting on the DASY software.
f) Measure SAR transmitting at the middle channel for all applicable exposure positions.

) Identify the exposure position and device configuration resulting the highest SAR

«Q

(
(
(
(e
(
(
(

h) Measure SAR at the lowest and highest channels attheworst exposure position and device
configuration if applicable.
According to the test standard, the recommended procedure for assessing the peak spatial-average
SAR value consists of the following steps:
(a) Power reference measurement
(b) Area scan
(c) Zoom scan
(

d) Power drift measurement

9.1. Spatial Peak SAR Evaluation

The procedure for spatial peak SAR evaluation has been implemented according to the test
standard. It can be conducted for 1g and 10g, as well as for user-specific masses. The DASY
software includes all numerical procedures necessary to evaluate the spatial peak SAR value.
The base for the evaluation is a "cube" measurement. The measured volume must include the 1g
and 10g cubes with the highest averaged SAR values. For that purpose, the center of the measured
volume is aligned to the interpolated peak SAR value of a previously performed area scan.
The entire evaluation of the spatial peak values is performed within the post-processing engine
(SEMCAD). The system always gives the maximum values for the 1g and 10g cubes. The algorithm
to find the cube with highest averaged SAR is divided into the following stages:
(a) Extraction of the measured data (grid and values) from the Zoom Scan
(b) Calculation of the SAR value at every measurement point based on all stored data (A/D
values and measurement parameters)
(c) Generation of a high-resolution mesh within the measured volume
(d) Interpolation of all measured values form the measurement grid to the high-resolution grid
(e) Extrapolation of the entire 3-D field distribution to the phantom surface over the distance
from sensor to surface
(f) Calculation of the averaged SAR within masses of 1g and 10g
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9.2. Power Reference Measurement

The Power Reference Measurement and Power Drift Measurements are for monitoring the power
drift of the device under test in the batch process. The minimum distance of probe sensors to surface
determines the closest measurement point to phantom surface. This distance cannot be smaller than
the distance of sensor calibration points to probe tip as defined in the probe properties.

9.3. Area Scan Procedures

The area scan is used as a fast scan in two dimensions to find the area of high field values, before
doing a fine measurement around the hot spot. The sophisticated interpolation routines implemented
in DASY software can find the maximum found in the scanned area, within a range of the global
maximum. The range (in dBO is specified in the standards for compliance testing. For example, a 2
dB range is required in IEEE standard 1528 and IEC 62209 standards, whereby 3 dB is a
requirement when compliance is assessed in accordance with the ARIB standard (Japan), if only one
zoom scan follows the area scan, then only the absolute maximum will be taken as reference. For
cases where multiple maximums are detected, the number of zoom scans has to be increased
accordingly.

Area scan parameters extracted from FCC KDB 865664 D01 SAR measurement 100 MHz to 6 GHz.

<3 GHz >3 GHz
Maximum distance from closest measurement point
: = P 5+ 1 mm %:6:In(2) + 0.5 mm
(geometric center of probe sensors) to phantom surface
Maximum probe angle from probe axis to phantom
P 5 P ) 300+ 1° 20°+ 1°
surface normal at the measurement location
<2 GHz: <15 mm 3—-4GHz: <12 mm
2—-3GHz: <12 mm 4-6GHz: £10 mm
Maximum area scan gpatial resolution: AXaren AV When the x or Yy dimension of the test device, in the
measurement plane orientation, is smaller than the above,
the measurement resolution must be < the corresponding
X or y dimension of the test device with at least one
measurement point on the test device.
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9.4. Zoom Scan Procedures

Zoom scans are used assess the peak spatial SAR values within a cubic averaging volume
containing 1 gram and 10gram of simulated tissue. The zoom scan measures points (refer to table
below) within a cube shoes base faces are centered on the maxima found in a preceding area scan
job within the same procedure. When the measurement is done, the zoom scan evaluates the
averaged SAR for 1 gram and 10 gram and displays these values next to the job’s label.

Zoom scan parameters extracted from FCC KDB 865664 D01 SAR measurement 100 MHz to 6

GHz.
i GHz 1 GHz
: ) : <2 GHz: < 8 mm J-4GHz <5 mm’
Maximum zoom scan spatial resolution: AXzaom, AVzoom : e " : i s
2-3GHz: =5mm 4 -6GHz: =4 mm
3-4GHz:<4mm
uniform grid: Azzgem(n) < 5 mm 4-5GHz: <3 mm
5-6GHz:<2mm
Maximum zoom scan AZz,0m(1): between 3-4GHz:=3mm
spatial resolution, 1¥ two points closest <4 mm 4-5GHz: <2.5mm
normal to phantom to phantom surface 5—6GHz: <2 mm
surface graded
arid
AZZoom(n':’ l}:
between subsequent < 1.5-Azzgom(n-1)
points
3J-4GHz: =28 mm
Minimum zoom scan . ’
%Y Z =30 mm 4-5GHz: =25mm
volume i
5-6GHz =22 mm

Note: § is the penetration depth of a plane-wave at normal incidence to the tissue medium; see draft standard IEEE
P1528-2011 for details.

When zoom scan is required and the reported SAR from the area scan based 1-g SAR estimation procedures of
KDB 447498 is < 1.4 W/kg. < 8 mm, < 7 mm and < 5 mm zoom scan resolution may be applied. respectively. for
2 GHz to 3 GHz, 3 GHz to 4 GHz and 4 GHz to 6 GHz.

¥
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9.5. Volume Scan Procedures

The volume scan is used for assess overlapping SAR distributions for antennas transmitting in
different frequency bands. It is equivalent to an oversized zoom scan used in standalone
measurements. The measurement volume will be used to enclose all the simultaneous transmitting
antennas. For antennas transmitting simultaneously in different frequency bands, the volume scan is
measured separately in each frequency band. In order to sum correctly to compute the 1g
aggregateSAR, the EUT remain in the same test position for all measurements and all volume scan
use the same spatial resolution and grid spacing. When all volume scan were completed, the
software, SEMCAD postprocessor can combine and subsequently superpose these measurement
data to calculating the multiband SAR.
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<WIFI 2.4G>
Mode Channel | Fré9Uency P%?:;‘;'I(J:tBer:) Tune-up
(MHz) power(dBm)
1 2412 14.48 14.50
802.11b 6 2437 14.76 15.00
11 2462 14.09 14.50
1 2412 14.36 14.50
802.11g 6 2437 14.21 14.50
11 2462 13.74 14.00
1 2412 14.16 14.50
802.11n20 6 2437 14.01 14.50
11 2462 13.60 14.00
3 2422 14.21 14.50
802.11n40 6 2437 14.11 14.50
9 2452 13.76 14.00
1 2412 14.03 14.50
802.11ax20 6 2437 13.92 14.00
11 2462 13.51 14.00
3 2422 14.21 14.50
802.11ax40 6 2437 14.06 14.50
9 2452 13.71 14.00
<WIFI5.2G>
s S Frequency P%‘":;‘(‘gt;rg) Tune-up
(MHz) power(dBm)

36 5180 12.71 13.00
802.11a 40 5200 12.78 13.00
48 5240 12.69 13.00
36 5180 12.51 13.00
802.11n20 40 5200 12.64 13.00
48 5240 12.54 13.00
38 5190 12.78 13.00

802.11n40
46 5230 12.78 13.00
36 5180 12.48 12.50

802.11ac20
40 5200 12.66 13.00
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48 5240 12.56 13.00
38 5190 12.75 13.00

802.11ac40
46 5230 12.75 13.00
36 5180 12.35 12.50
802.11ax20 40 5200 12.47 12.50
48 5240 12.38 12.50
38 5190 12.74 13.00

802.11ax40
46 5230 12.72 13.00

<WIF15.8G>
Mode Channel | Freauency PCondu:tBed Tune-up
(MHz) ower(dBm) power(dBm)

149 5745 12.72 13.00
802.11a 157 5785 12.57 13.00
165 5825 12.40 12.50
149 5745 12.57 13.00
802.11n20 157 5785 12.39 12.50
165 5825 12.25 12.50
151 5755 12.87 13.00

802.11n40
159 5795 12.71 13.00
149 5745 12.66 13.00
802.11ac20 157 5785 12.42 12.50
165 5825 12.27 12.50
151 5755 12.80 13.00

802.11ac40
159 5795 12.64 13.00
149 5745 12.52 13.00
802.11ax20 157 5785 12.45 12.50
165 5825 12.17 12.50
151 5755 12.79 13.00

802.11ax40
159 5795 12.64 13.00

Note:

1. Per KDB 447498 D01, the 1-g SAR test exclusion thresholds for 100 MHz to 6 GHz at test

separation distances < 50 mm are determined by:

[(max. power of channel, including tune-up tolerance, mW) / (min. test separation distance,

mm)] - [Vf(GHz)] < 3.0 for 1-g SAR, where

f(GHz) is the RF channel transmit frequency in GHz

Power and distance are rounded to the nearest m\W and mm before calculation

The result is rounded to one decimal place for comparison
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2. Base on the result of note1, RF exposure evaluation of 2.4G/5.2G/5.3G/5.4G/5.8G WIFI mode is
required.

3. Per KDB 248227 D01, choose the highest output power channel to test SAR and determine further
SAR exclusion.

4. Per KDB 248227 D01, In the 2.4 GHz band, separate SAR procedures are applied to DSSS and
OFDM configurations to simplify DSSS test requirements. SAR is not required for the following 2.4
GHz OFDM conditions:

1) When KDB Publication 447498 SAR test exclusion applies to the OFDM configuration.

2) When the highest reported SAR for DSSS is adjusted by the ratio of OFDM to DSSS specified
maximum output power and the adjusted SAR is < 1.2 W/kg.

<Bluetooth Conducted Power>

BT
Conducted
Mode | Channel Frequency Power Tune-up
(MHz) Power(dBm)
(dBm)
DH5 0 2402 7.87 8.00
DH5 39 2441 7.36 7.50
DH5 78 2480 6.90 7.00
2DH5 0 2402 7.16 7.50
2DH5 39 2441 6.12 6.50
2DH5 78 2480 6.14 6.50
3DH5 0 2402 6.24 6.50
3DH5 39 2441 6.51 7.00
3DH5 78 2480 5.97 6.00
BLE
Frequency Conducted Tune-up
Mode Channel
(MHz) Power (dBm) | Power(dBm)
BLE_1M 0 2402 7.77 8.00
BLE_1M 19 2440 7.27 7.50
BLE_1M 39 2480 6.82 7.00
BLE_2M 0 2402 7.83 8.00
BLE_2M 19 2440 7.32 7.50
BLE_2M 39 2480 6.83 7.00
Note:

Per KDB 447498 D01v06, the 1-g and 10-g SAR test exclusion thresholds for 100 MHz to 6 GHz at
test separation distances < 50 mm are determined by:
[(max. power of channel, including tune-up tolerance, mW)/(min. test separation distance,

mm)] -[Vf(GHz)] < 3.0 for 1-g SAR and < 7.5 for 10-g extremity SAR
Code:AB-RF-05-b
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f(GHz) is the RF channel transmit frequency in GHz

Power and distance are rounded to the nearest m\W and mm before calculation

The result is rounded to one decimal place for comparison
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Bluetooth Max. Power (dBm)

Separation Distance (mm)

Frequency (GHz)

exclusion thresholds

8.00

5

2.440

1.97

The test exclusion threshold is 1.97which is<= 3, SAR testing is not required.
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11. Antenna Location

AR %

AP

F T =

Left-Side.
\ 10mme T
215 mmy L
WIFIET-ANT¢
3
@ P
B o 9
7 3 3
g. 145 mmy E .;,_n
[t o
e
245mm# I
Right-Side..
Distance of The Antenna to the EUT surface and edge
Antennas Front Back Top Side Bottom Side Left Side Right Side
BT/WIFI <25mm <25mm >25mm <25mm <25mm >25mm
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12. SAR Test Results Summary

General Note:
1.Per KDB 447498 D01v06, the reported SAR is the measured SAR value adjusted for maximum
tune-up tolerance.

Scaling Factor = tune-up limit power (mW) / EUT RF power (mW), where tune-up limit is the
maximum rated power among all production units.

Reported SAR(W/kg)= Measured SAR(W/kg)* Scaling Factor
2. Per KDB 447498 D01v06, for each exposure position, if the highest output channel reported
SAR<0.8W/kg, other channels SAR testing are not necessary

12.1. SAR Test Results
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<2.4GWIFI>
Conduct
Frequen Tune-Up . | Power |Measured |[Reported
Test Gap ed . .. |Scaling .
Band . Channel cy Limit Drift | SAR1g SAR1g | Plot
Position| (mm) (MHz) Power Factor
(dBm) (dB) (W/kg) (W/kg)
(dBm)
11b Front 0 6 2437 14.76 15.00 1.057 0.12 0.299 0.316 #1
11b Back 0 6 2437 14.76 15.00 1.057 0.18 0.201 0.212
11b Right 0 6 2437 14.76 15.00 1.057 0.14 0.093 0.098
11b Bottom 0 6 2437 14.76 15.00 1.057 0.1 0.133 0.141
<5.2GWIFI>
Conduct
Frequen Tune-Up . | Power |Measured |[Reported
Test Gap ed . .. |Scaling .
Band . Channel cy Limit Drift | SAR1g | SAR1g | Plot
Position | (mm) (MHz) Power Factor
(dBm) (dB) (W/kg) (W/kg)
(dBm)
ax40 Front 0 46 5230 12.72 13.00 1.067 0.15 0.654 0.698 #2
ax40 Back 0 46 5230 12.72 13.00 1.067 0.18 0.534 0.570
ax40 Right 0 46 5230 12.72 13.00 1.067 0.08 0.126 0.134
ax40 Bottom 0 46 5230 12.72 13.00 1.067 0.06 0.368 0.393
<5.8GWIFI>
Conduct
Frequen Tune-Up . | Power |Measured |[Reported
Test Gap ed . .. |Scaling .
Band . Channel cy Limit Drift | SAR1g | SAR1g | Plot
Position | (mm) (MHz) Power Factor
(dBm) (dB) (W/kg) (W/kg)
(dBm)
ax40 Front 0 159 5795 12.64 13.00 1.086 | -0.05 0.526 0.571 #3
ax40 Back 0 159 5795 12.64 13.00 1.086 | -0.11 0.489 0.531
ax40 Right 0 159 5795 12.64 13.00 1.086 | 0.03 0.105 0.114
ax40 Bottom 0 159 5795 12.64 13.00 1.086 0.02 0.407 0.442
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13. Simultaneous Transmission Analysis

13.1. Simultaneous TX SAR Considerations

No.

Applicable Simultaneous Transmission

1.

N/A

Note:Bluetooth and Wi-Fi are on the same antenna and cannot transmit simultaneously.
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Product Safety

14. Measurement Uncertainty

Note:Per KDB 865664 D01 SAR measurement 100MHz to 6GHz, when the highest measured
1-g SAR within a frequency band is < 1.5 W/kg and the measured 10-g SAR within a frequency band
is < 3.75 W/kg. The expanded SAR measurement uncertainty must be < 30%, for a confidence
interval of k = 2. If these conditions are met, extensive SAR measurement uncertainty analysis
described in IEEE Std 1528-2013 is not required in SAR reports submitted for equipment approval.
For this device, the highest measured 1-g SAR is less 1.5W/kg and highest measured 10-g SAR is
less 3.75W/kg. Therefore, the measurement uncertainty table is not required in this report.
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Appendix A. EUT Photos and Test Setup Photos

Body Front(0mm)

Body Right(0mm)

Body Bottom(0mm)
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Appendix A. Plots of SAR System Check

2450MHz System Check Date:2025-05-18
DUT: Dipole 2450 MHz D2450V2; Type: D2450V2; Serial: 1018

Communication System: CW; Frequency: 2450 MHz
Medium parameters used (interpolated): f = 2450MHz; o = 1.86 S/m; er = 39.28; p = 1000 kg/m3
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 - SN7396; ConvF(7.58, 7.58, 7.58); Calibrated: 6/5/2025;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024;

Phantom: ELI V8.0; Type: QDOVAOQO4AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 19.5 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 80.745 V/m; Power Drift =-0.18 dB

Peak SAR (extrapolated) = 25.5 W/kg

SAR(1 g) =12.78 W/kg; SAR(10 g) = 5.4 W/kg

Maximum value of SAR (measured) = 18.5 W/kg
dB

-4.50
-9.00
-13.49

-17.99

-22.49
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5200MHz System Check Date:2025-05-18
DUT: Dipole5GHz; Type: D5GHzV2; Serial: 1093

Communication System: CW; Frequency: 5200MHz;

Medium parameters used (interpolated): f = 5200 MHz; o = 4.68 S/m; €, = 36.25; p = 1000 kg/m?
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 - SN7396; ConvF(5.34, 5.34, 5.34); Calibrated: 6/5/2025;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024;

Phantom: ELI V8.0; Type: QDOVAOQO04AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (41x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 14.8 W/kg

Zoom Scan (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=4mm
Reference Value = 20.651 V/m; Power Drift = -0.12 dB

Peak SAR (extrapolated) = 27.5 W/kg

SAR(1 g) = 7.89 W/kg; SAR(10 g) = 3.26 W/kg

Maximum value of SAR (measured) = 13.6 W/kg

dB
0

-10.00
-20.00
-30.00

|
-40.00 ‘ |
B —

-50.00
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5800MHz System Check Date:2025-05-19
DUT: Dipole5GHz; Type: D5GHzV2; Serial: 1093

Communication System: CW; Frequency: 5800MHz;

Medium parameters used (interpolated): f = 5800 MHz; ¢ = 5.36 S/m; ¢, = 35.51; p = 1000 kg/m?
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 - SN7396; ConvF(4.91, 4.91, 4.91); Calibrated: 6/5/2025;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024;

Phantom: ELI V8.0; Type: QDOVAOQ04AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (41x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 16.8 W/kg

Zoom Scan (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=4mm
Reference Value = 18.061 V/m; Power Drift = -0.12 dB

Peak SAR (extrapolated) = 38.4 W/kg

SAR(1 g) =7.62 W/kg; SAR(10 g) = 4.28 W/kg

Maximum value of SAR (measured) = 12.6 W/kg
dB

-10.00
-20.00
-30.00

-40.00

-50.00
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Appendix B. Plots of SAR Test Data

#1 Date:2025-05-18
2.4GWIFI-11b-ch6-Body Front

Communication System: UID 0; Frequency:2437 MHz
Medium parameters used (interpolated): f = 2437 MHz; ¢ =1.78 S/m; er = 39.39; p = 1000 kg/m3
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 — SN7396; ConvF(7.58,7.58,7.58); Calibrated:6/5/2025;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024

Phantom: ELI V8.0; Type: QDOVAOQO4AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (191x261x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.408 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.669 V/m; Power Drift = 0.12 dB

Peak SAR (extrapolated) = 0.649 W/kg

SAR(1 g) = 0.299 W/kg; SAR(10 g) = 0.137 W/kg

Maximum value of SAR (measured) = 0.351 W/kg

dB
0

-5.99
-11.99
-17.98

-23.98

-29.97
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#2 Date:2025-05-18
5.2GWIFI-11ax40-ch46-Body Front

Communication System: UID 0; Frequency:5320 MHz
Medium parameters used (interpolated): f = 5320 MHz; 0 = 4.72S/m; er = 35.82; p = 1000 kg/m3
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 — SN7396; ConvF(5.34,5.34,5.34); Calibrated:6/5/2025;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024

Phantom: ELI V8.0; Type: QDOVAOQ04AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (141x161x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.180 V/m; Power Drift = 0.15 dB

Peak SAR (extrapolated) = 2.95 W/kg

SAR(1 g) = 0.654W/kg; SAR(10 g) = 0.457 W/kg

Maximum value of SAR (measured) = 1.14 W/kg
dB

-3.63
-1.26

-10.90

-14.53

-18.16

Code:AB-RF-05-b

Shenzhen Anbotek Compliance Laboratory Limited

Address: Sogood Industrial Zone Laboratory & 1/F. of Building D, Sogood Science and Technology Park, Hotline
Sanwei Community, Hangcheng Subdistrict, Bao’an District, Shenzhen, Guangdong, China 2 400-003-0500
Tel:(86)0755-26066440 Email: service@anbotek.com www.anbotek.com



Anbotek

Report No.: 1812C50210512501 Page 41 of 73
FCC ID:2ABC5-E0097

Product Safety

#3 Date:2025-05-19

5.8GWIFI-11ax40-ch159-Body Front

Communication System: UID 0; Frequency: 5795 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5795 MHz; 0 = 5.32 S/m; er = 35.21; p = 1000 kg/m3
Phantom section: Flat Section

DASY5 Configuration:

Probe: EX3DV4 — SN7396; ConvF(); Calibrated:6/5/2025;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn387; Calibrated: 2/9/2024

Phantom: ELI V8.0; Type: QDOVAOQ04AA; Serial:2058;

Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.10 (7164)

Area Scan (141x161x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.260 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.090 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 1.58 W/kg

SAR(1 g) = 0.526 W/kg; SAR(10 g) = 0.368 W/kg

Maximum value of SAR (measured) = 0.337 W/kg

dB

-10.00
-20.00
-30.00

-40.00

-50.00
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Appendix A. DASY System Calibration Certificate

Schrria & Patnai E-gineanrg A S p e a q

Zeaatmimsireaia 473, 8304 Tunch, Swtertzne
Phene a4 0. S 44t 44 245970
ranig ) SO, R e e Ry Gonl

IMPORTANT NOTICE

USAGE OF THE DAE 4

The DAE unil is A delicale, high precisian irstrument and ranuitas careful treatmant by the usar. Thers ars no
servicesble parts inside tha DAE. Special nanton shall be given to the following points:

Battery Exchange: The batary eovar of the DAES unit is closed using & sciew, over fiphtening 1he screw may
cause tha threads inside the DAE fo wear out.

Shipping of the DAE Bafora shipping the DAE 1o SPEAG far calibration, remove the batieries and pack fhe
DAE in an antistabic bag. This anlisgtatic bag sha'l then be packed into a farger Bex of container which protects the
DAE Trom impacts during transporation. The package shall be marked to indicate that a fragile nsirement is
ineida

E-Stop Failures Touch detechion may be malfunctioning due fo broken magrets in the E-stop. Rough handiing
of the E-stop may lead to damage of Ihese magnats, Touch and callisian errors are often caused by dust ard i
accumulated in the Eslop Ta prevent Sstop failure, the cuslomer shall ahways mount the probe 1o the DAE
carefully and keep the DAE unit in 3 non-dusty envirgnmeant if not Used for measurements

Ir

Repair: Minor repars are performed at ne axtra cost dusing the annual calibration. Hawever SPEAG resenes
the nght to chamge for any repair gspecially if reugh unprofessional handling cauzed the defect

DASY Configuration Files: Since the exact wvalues of Ine DAE inpul resistances, 28 massured during 1he
callbration procedure of 8 DAE unit, are not used by the DASY software, 2 noming value of 200 MChm & given
n the corresponding configuratian file

“ Tl J

A\

Importart Nota:
VWarranty and calibration is void if the DAE unit is disassembled partly or fully by the
Customer.

Important Note:
MNever attempt to grease or oil the E-stop assembly. Cleaning and readjusting of the E-
stop assembly is allowed by certified SPEAG personnel only and is part of the annual

calibration procedure.

Important Note:

To prevent damage of the DAE probe cennectar pins, use great care when installing the
probe to the DAE. Carefully connect the probe with the connector notch oriented in the
mating position. Avoid any rotational movement of the probe body versus the DAE
while turning the locking nut of the connector. The same care shall be used when
disconnecting the probe from the DAE.

Schmid & Partmer Engmesaring

TH_BR03154A0 DAES dor
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Calibration Laboratory of
Schmid & Partner

Engineering AG
feughausstrasse 43, B004 Zurich, Switzerland

Schueizerlscher Kallbrierdiens:
Service suisss o'stalonnage
Sarvizio svizrers di taraturn
Swiss Calibrailon Sarvieo

Accradited by 1he Swiss Accroditalion Sandon (SAS5) hoereditation Ne.: 5CS 0108
Tha Swizs Ascreditalion Service is one of tha signatories lo the E4
Kultilateral Agreament for the recognilion of calibration certiicales

Client Anbotek (Auden) Cartificats No: DAE4-387_Sep02

|CALIBRATION CERTIFICATE
|

Chiest DAE4 - 5D 000 D04 BM - SN 387

| Eatbation pracadurols) QA CAL-06.w29
Calibration procedura for the data acquisition electronics (DAE)

Calit:ration date Saplamber 02, 2024

This caftration cerfificate documents he traceabilily lo nalional standards, whioh ieaiza the physical units of measurements (51,
Tha massurameants and tha uncertarbes wilh conlidance prakab@ty are givon on B loliowing pages and amwe par of the certificata.

All caflbrations hava been concucted in the ciesad labomtony ‘acity: envviormant lampasaiure (32 + 3)5C and humic iy < 70%

Caligration Equisment used (M&TE crilical for calibratian)

Primary Siandards i 4 Cal Date (Sodillcale No.) Schedulad Calibralion
Kooy Multimaser Type 2001 | she DavETE 15Ru -2 Mo 2R087) Aug-25
Secondary Standaris 1o # Chack [ala [in house) Schodulad Check
Ao DAE Calibration Linit SE WS 063 A4 10067 05-Jan-24 {n housa check) In house check: Jan-25
Calibrator Bax W2 1 SE UMS 006 AL 1002 05-Jan-24 {n houso chack) In house chack: Jan-25
Mame Funct on Signatune
Calitrated by Dominique Slelfen Labarawery Tachnlkan %
Approved by Suan Khn Deputy Manager 1 J g{ w
]

Ireusd: Septomibar 02, 2024

Thiig caibration carfificate shal 1ol be reprogucad sxeep in fid élihou vwitten aopraval of the abomtony.
Carfificate Ho: DAEA-387 Sep(2 Page 1af &

Code:AB-RF-05-b
Shenzhen Anbotek Compliance Laboratory Limited

Address: Sogood Industrial Zone Laboratory & 1/F. of Building D, Sogood Science and Technology Park, Hotline
Sanwei Community, Hangcheng Subdistrict, Bao'an District, Shenzhen, Guangdong, China o 400-003-0500
Tel:(86)0755-26066440 Email:service@anbotek.com www.anbotek.com

7 r

T —

A RN



Anbotek

Report No.: 1812C50210512501 Page 44 of 73
BERCLLE e FCC ID:2ABC5-E0097

Calibration Laboratory of s

A Band i §  Schweizerischer Kalbrierdienst
Schmid & Partner S g Serviee suisee diétalonnage
Enginearing AG e 7 Servizio svizzera di taratura
Zeughaussirasse &3, 8004 Zurich, Switzerand e S swise Calibeation Sorvice
LR N -ll'-‘
Accrediled by the Swiss Accladitation Secios (SA5) Accreditalion No.: SCS 0108

Tha Swiss Accreditation Bervice is one of the signatories lo the EA
Multilateral Agreement far the recognition of calibration cerificates

Glossary

CAE data acquisition electronics

Connector angle  information used in DASY system 1o align probe sensor X to the robat
coordinate system.

Methods Applied and Interpretation of Paramelers
* DG Vollage Measurement: Calibration Factor assessad for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeler in the respective rangs.

= Connector angle: The angle of the connector is aszessed measuring the angle
mechanically by a tool inserted. Uncertainty is net required,

= The following paramelers as documentad in the Appendix contain tachnical information as a
result from the performance test and reguire no uncerainty,

+ DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltaga. Influence of offset voltage is included in this
measurement.

= Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

*  Channel separation: Influence of a voltage on the neighbor channels nat subject to an
input voltage.

» AD Converter Valuas with inputs shorfed: Values on the internal AD converter
corresponding 1o zero input voltage

* Input Offset Measurement: Quiput voltage and statistical results over a large number of
zero voltage measurements.

= input Offset Current; Typical value for information; Maximum channel input offset
current, not considering the Input resistance.

* [Inpul resistance: Typical value far information: DAE input resistance at the connector,
during imtemal aute-zeroing and during measurament.

» Low Battery Alarm Yoltage: Typical value for information. Below this voitage, a battery
alarm signal is generated.

= Power consumption: Typical value for information. Supply curents in varicus operating
modes.
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DC Voltage Measurement
A/D - Converter Resolution nominal
High Rangs 1LSB = ..V full range «  -100.. _+306 my
Lowr Range: iL58 = BTnY full mrge = -1......+3my
DASY measuremant paramealers. Auto Zerg Time 3 cec: Measuring time: 3 sec
Calibration Faclors X Y F
High Range 404489 +0.02% (k=2} | 404,852 = 0.02% (k=2) | 404.862 = 0.02% (k=2)
Low Range 3.97827 = 1.50% (k=2) | 3.95875 & 1.50% (k=2) | 3.97582 + 1.50% (k=2)
Connector Angle
| Cennector Angle 1o be used in DASY systern 53.0°=1" -[
Certificate Mo DAE4-387_Sep(? PrgR 3ol & N
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Appendix (Additional assessments outside the scope of 5C501 08)
1. DC Voltage Linearity

High Range Reading (uV) Ditfference (V) Error (%)
Channel X + Input 20003285 3.3 -0.00
Channel X - |l-'lp-ut 20007.84 1.88 0o
Eharlnnl X - Input -20003.48 1.18 0.0
Channel ¥ + Input 200034 23 =143 0.0
Channel ¥ + Input 20006, 60 om a.00
Channel ¥ = Input 2000 04 072 -0.00
ChennelZ  + Input 200035 33 83 -0.00 i
Channel Z + Input 2000064 =211 -0.01
|channelz - input -20006 38 1.50 0.01
Low Range Aeading (u¥} Differance (uV) Error (%)
Channel X + Input 2001.63 0.08 0 0n
Channel X + Input 202.25 Q.70 0.35
Channel X = I‘npui. -187.80 .60 -0.30
Channel ¥ + Input 2001.33 CLoT -0.00
Channal ¥ + Input 200.88 0.60 030
Channel ¥ - Input -159.87 -1.23 0.62
Channel Z + Input 2001.61 027 ot
Channel Z + Input 200 60 (.70 0.35
Channel Z - Imput -189.51 -0.85 043
2. Commeon mode sensitivity
DASY measuremant parameters: Aulo Zero Time: 3 sec; Maasuring time: 3 sac
Common mode High Rangs Low Aange
Input Valtage (mV) Average Reading (L) Average Reading (V)
Channe| X 200 13.50 1156
- 200 =H.64 -11.18
Channel ¥ 200 :CI.BI -1.28
- 200 105 008
Channel £ 200 747 65891
ED:} -B46 -amn
3. Channel separation
DASY measurement paramstars: Auto Zero Time: 1 sat; Measuring ime: 3 sec
Input Voltage (mV) | Channel X (uV) | Channel ¥ (uVY] Channel Z (¥}
Channel X 200 -1.70 033
Channel ¥ 200 1070 -0.38
Channel Z 200 7.1 789
Carliticate Mo: DAE4-387_Sep0z Fage 4ol 5
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4. AD-Converter Values with inputs shorted

DASY measuramant parameters. Auto Zero Time: 3 sec; Measunng time: 3 sec

High Range (LSBj Low Hange (LSB)
| Channe| X 15969 1 746G
Channel ¥ 15661 16162
Channgl 2 15990 18190
5. Input Offset Measurement
DASY maeasurement parameters: Aute Zero Time: 1 sac: Measuring tima: 3 sec
Inpu 10ME2
Average (uV) | min. Offsel u¥) | max. Offset vy | o' ?“:;'ﬁ“"
i
Channel X 073 -2.58 323 062
Channel ¥ 041 -0.49 1.23 040
Channel Z -0.80 -1.88 0.3 042
6. Input Offset Current
MNominal Inpur cireuitry offset current on all channals: <2514
7. Input Resistance (Typical values for information)
Zeroing (kOhm) Measuring (MOhm)
Channel X 200 200
Channel Y 200 200
Channel 2 200 200

o 2

S NANVET

8. Low Battery Alarm Voltage (Typical values far inforration)
Typical values Alarm Level (VDO

Supply {+ Vece) +7 8
Supply (- Vec) T

9. Power Consumption (Typical values for infarmatian)

Typical values Switched off (mA) | Stand by (mA) | Transmitting {mA)
Supply (+ Vec) +0m +B +14
Supply (- Vec) 101 k| 9
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Chent Anbaotek Certificate No: Z25-987T1
CALIERATION CERTIFICATE
Ohjsct EX3DW4 - SN 7396

Calibration Procedure(s) FF-Z17-006-08

Callbration Procedures for Dosimetric E-field Frobes
 Calbration date: May 06 2025
This calibration Certificate documenis the tracesbilty to national standards, which realize the physical units of

| measurements{Sl). The measurements and the uncertaintes with confidence probability are given on the follcwing
pages and are part of the ¢enificate.

All calitiations have been conducted in the classd laboratary facilily: environment temperaturaizzey . and

i umidity-<T0%%s,
Calibration Equipment used (MSTE eritical for calioration)
Primary Standards |0 # Cal Date{Calibrated by, Cerificate No ) Scheduled Calibration
Fower Meter NRPZ | 101918 20-Jun-24 (CTTL, Np.J24 X07447) Jun-25
Peower sensor MRP-Z91 | 101847 20-Jun-24 {CTTL, No.d24 XO0T447) Jun-25
Fower sensor  NRP-Z91 | 101348 20-Jun-24 {CTTL, No.l24 X07447) Jun-25
ReferenceCdBAkenuator | 1BNSOW-10dB  13-Mar-25{CTTL No. J25X01547} War-28
Reference2CdBatienuator | 18NSOW-20dBE  13-Mar-25(CTTL, No.J25X01548) Mar-26
Feference Frobe EX30We | SN 7433 26-Sep-24({SPEAGNo.EX3-T432_Sep24)  Sep-25
DAES SN 548 13-Dac-24(SPEAG, No.DAE4-549_Dec24) Dec-25
Secondary Standards I Cal Date(Calibrated by, Certificale No.) Soheduled Calibrahon
SigralGererabtorMG37008 6201052604 2F-Jun-24 (CTTL, Ma.J24X04T7E) Jun-25
Network Analyzer ES071C | MY48110873  13-Jan-25(CTTL. No.J25X00265) Jan -6
Mame Function Signature
Calibrated ky- Zhao Liarg SAR Tesl Enginesr g :{_
| Reviewed by. Lin Hao SAR Test Engineer --:|3rﬁr_f ¥
Appraved by: Qi Dianyuan SAR Projsct Leader {:i;aﬂ,,-

Issued: MayCo 2025
This calibraticn cartificala shall not be reproduced except in full without written approval of the [aboratory.
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Add: No.82 |l mYoanbei Hoad Dedian Do, Deicing, 1101, Caina
Fel; RA-1 0062325320710 waw ~R0-1 2500 TS 2504
Eemuilt ool gekinutl som Rt phidnom Len
Glossary:
TSL tissue simulating figuid
NORMx .z sensitivity in free space
CanvF sensitivity in TSL £ NORMy, v,z
DCP dinde compression paint
CF crest factor (1rduty_gycle) of the RF signal
ABC D modulation dependent Iinearization parameters

Paolarization g 0 rotation around probe: axis

Polarization 9 8 rotation around an axis that s in the plane normal to probe axis (at measuremant centar), i

g=0 is normal to probe axis
Connector Angle  information used In DASY system to align probe sensor X to the robot coordinate system
Calibration is Performed According to the Following Standards:
ap IEEE St 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged
Specifiic Absorption Rate (SAR) in the Muman Head from Wirelezs Communications Devices:
Measurement Technigues”, June 2013

b} IEC §2208-1, “Procedure o measure the Spedific Absorpiion Rate (SAR) for hand-held devices used
in close proximily to the ear (frequency range of 300MHz o 3GHz)", February 2008

¢l IEC B2203-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless cammunication
devices used in clase proximiy to the human body (frequency range of 30 MHz to 8 GHz)", March
2010

d} KDB 865664, "SAR Measurement Requlrements for 1100 MHz 1o 6 GHz"

Methods Applied and interpretation of Parameters;

«  NORMx,y.z Assessed for E-field polarization 8=0 {{£800MHz in TEM-cell, f> 1BOOMHZ. wavaguide),
NORAx, v.Z are only intermadiste values. |.e. the uncertainties of NORMy y.z does net effect the
7 fiald uncertainty inside TSL {see balow CorvF).

«  NORM{Tx )z = NORMy v 2" frequensy_response (see Fraquency Response Chart), This
linearzation is implemented in DAS Y4 software versions latzr than 4.2. The uncertainty of the /
frequency response s included in the stated uncertainty of ConvF,

= (OCPx 2 OCP are numerical linearizalion parameters assessed based on the data of power swesp
[na uncettaimy required). DCP does not depend on frequency nor media.

« PAR: PAR is the Paak 1o Average Ratio that is not ealibrated but determined based on the signal
characleristics

= AXWI Ox iz Cx iz VRx ) z:A B C are numerical linearization parameters assessed based on the
data of power sweep for specific modulation signal The paramsters do not depend on frequency nor
media. VR is the maximum calibration range axpressed In EMS voltage across the diogde,

»  ConvF and Boundary Effect Parameters: Assessed in flat phamom using E-field {or Temperature
Tranafer Standard for F2800MHz) and inside waveguide using analytical fisld distrioutions based on
power measurements for f >800MHz. The same seiups are used for assessmant of the parameters
applied for boundary compensation {alpha, depth} of which typical uncertainty valued arz given
These parameters are used in DASY4 software ta improve prabe accuracy close Lo the bouncary.
The sensitivity in TSL comespands to NORMsx.y.2* ConvF whereby the uncertainty comespends to
that given for Conv. A frequency dependent ConvF is used in DASY version 4.4 and higher which
allows extending the validity from+ 50MHz to£100MHz.

»  Spherical sotropy (30 deviabion from isofropy): in a field of low gradients realized using a fial
phantom exposed by a paich antenna.

= Sensor Cifsel, The sensor offset comesponds 1o the ofizet of vidual measurement center fram the
probe tip {on probe axis). No tolarancs reguired.

« Connector Angla: The angle is assassad using the infarmation ganed by determining the NORMx
{ne uncertainty required).

g
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Probe EX3DV4

SN: 7396

Calibrated: May 06, 2024
Calibrated for DASY/EASY Syslems

(Mote: non-compatine with DASY2 systeml)
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DASY/EASY -~ Parameters of Probe: EX3DV4

Basic Calibration Parameters

CAICT

— SN: 7396

|—" Sansor X Sansor Y ' Sensor Z Ung (k=2}
Norm(pV/(Vim))* 0.54 053 0.50 +10 0%
DCP(mV)° 978 1045 102.5 -
Modulation Calibration Parameters

D Communication A ‘B T D VR Une *

) System Name g8 d8-pV | dB my k=2)

0 cw X 00 0.0 1.0 000 1969 | £2 4%

Y 0.0 0.0 1.0 203.3
'z (00 0D 1.0 [ 195.0 )

Carresponds to a8 coverage probability of approximately 35%.

The reporled uncertainty of measurement is stated as the standard uncerainty of |
Measuremenl multiplied by the coverage factor k=2 which for a normal distribution

" Numerical linearization parameter. uncerlainly nol required.

and 15 exprassed for the square of the fisld value,

Certificate Mo: 22598771 Page 4 of 11

* The uncertainties of Nomn X, Y, Z do not affect the E*-field uncertainty nside TSL [see Page B and Page 6)

€ Uncedainly is determined using the max. deviation from linsar response applying rectangular distribution
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DASY/EASY — Parameters of Probe: EX3DV4 — SN: 7396

Calibration Parameter Determined in Head Tissue Simulating Media

$ e & |
f paHe]" PET:‘II?;‘;::WF ':““‘:;fl_'l‘:":." ConvE X | ConvF Y | ConvF Z | Alpha® '::’:' :’:z: ’
750 418 |  o8s 9.81 981 | 981 | 030 085 +12.1% |
835 415 | 080 | 872 972 972 015 135 =12.1%
200 HE - 0.g7 - oas 88 | 088 018 | 137 +121%
1750 | 401 1.37 B.63 263 BE3 | 025 | 104 +121%
1900 400 140 812 B2 812 | 024 | 101  H12.1%
2100 /8 140 813 813 B13 | 024 | 104 +121%
2300 395 167 7.85 7.85 785 | 040 | 075 | +12.1%
2450 392 1,40 768 | 758 758 050 | 075 |*£121%
2600 350 196 7.37 7.37 737 084 | 088 | £121%
5250 359 4711 | 534 5.34 5.3 | 045 | 130 | £13.3% |
s800 | 355 507 488 488 488 | 045 | 135 | 1133%
5750 354 522 | a&@ 491 441 045 | 145 | =133%

® Frequency validity above 300 MHz of =1000dHz cnly applies far DASY v4 4 end higher (Paga 2), slse it is restricted to
£50MHz The uncerainty is the RSS of ConvF uncertainty at calibration frequancy and the uncerainty far the indicated
fraquency hand  Fragquency validity below 300 MHz Is + 10, 25 40, 50 ane 70 MHz for ConuF assassments af 30 64, 128,
150 and 220 MHz respacavely. Above & GHz frequency valdity can be exlanded 1o + 110 MHz.

" fraquency below 3 GHz the validity of tissus parameters £ and o) can be relaxed o £10% if liguid campensation
formula is appled to measered SAR values At frequences sbove 3 GHz, the validity of fissue parameters (£ and o) s
regtrigted o £5%, The uncensinty is the RES of the ComvE uncertainty for indicated fangel Ssue paramatars.

& aiphaDepth sre defermined during calibration. SPEAG warrants that the remaining devistion dus fo the boundary
etfect after compeansanon is always lass than + 1% for frequancles belaw 3 GHz and below + 2% for tha fragquancies
between 3-6 (3Hz at any disiance larger than half the probe fip diameter from the boundary.

Cetificate Wo: 725-93771 Pape 5 of 11
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DASY/EASY — Parameters of Probe: EX3DV4 — SN: 7396

Callbratlon Parameter Daiermlned in Body T'ssua Simulating Media

Relative ]_ Conductivity Depth®  Unct.

UCE o o i) ConVF X | ConvE Y | ConvF Z | Alpha® Sl
750 | 565 096 1008 | 10.08 | 1008 | 030 | 080 +121%
B35 b2 | 0.g7 2.88 088 9.89 019 1,32 —121%
80| S50 | 105 | 984 | 084 | 984 | 023 | 115 +121%
1750 534 1.48 523 8.23 8.23 .24 1.6 +121%
1900 | 533 | 1.52 788 7.08 7.98 019 | 1.24 £121%
2100 L32 1.62 8518 313 1 8.18 019 | 138 | =12.1%
2300 529 151 788 | 788 | 788 | 055 , 080 | —121%
2450 827 195 753 783 | 783 0.48 082 | =12 1%
200 | 525 2.16 739 | 733 | 739 | 052 080 | ~iz1%
5250 | 488 | 535 492 | 482 | 482 | 045 180 | -1a3%
EEE 577 417 | ai7 | a1 | 048 1m0 | 733
5750 483 584 451 | 451 | 451 | 048 [ 185 | =133%

¥ Frequancy validity abowe 300 MHz of £100MHz only applies for DASY v4 4 and highet (Paga 2} alse it i restricted 10
£50MHz The uncerainty iz the RSS ol CanvF uncertainty at calibration frequency and the uncedainty for the indicated
frequency band. Frequency validity below 300 MHz iz £ 10, 25, 40, 50 ane 7D NHz for ConvF assessments 2t 30 84, 128,
150 and 220 MHz respactvely. Above 5 GHz fraguency validily can be extendad o £ 110 MHz,

F frequancy below 3 GHz, the validity of Dsgue paramelers (e and o) can be relased 10 +10% Fliguid compensation
formula is applied fo measured SAR values, At frequencies above 3 GHz, the valdity of 1ssue parameters (£ and o) is
restricted to £5%. Tha uncarainty Is the RS5 of the ConvE uncertalnty for indicated target tissus parameters.

® Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due 1o the boundary
etfect after compensation is aways less than £ 1% for frequencies below 3 GHz and below = 2% for the llequencies
between 36 GHz al any dislance [arger than half the probe fip diameter from the boundary.
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Frequancy response {normalized)

CAICT

Frequency Response of E-Field
(TEM-Cell: ifi110 EXX, Waveguide: R22)

Certilicate Nu: 725-98771 Page 7ol 11
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Uncertainty of Frequency Response of E-field: £7.4% (k=2)
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DASY/EASY — Parameters of Probe: EX3DV4 — SN: 7396

: Recommended Measurement Distance from Surface

_ Other Probe Parameters
Sensor Arrangement Trlanuula.r
Connector hnﬁle (") 156.9
Mechanical Surfa& Detection Mode _ enabled
i Optical Surface Detection llm:t“e d'isahle_
Probe Overall Lal;lgth 337mm J
Frobe Body Diameter 10mm
I Tip Length Smm
Tip Di;meter - 2.5mm !
Prabe Tip to Se nst;r X G#libl’ﬂﬁbl‘l Polnt "m:m_
Probe Til:; to Sensor Y Calibration Point Tmm
Probe Tip to Sensor 2 Calibration Point 1mm
'i.#mr;'l
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aad: ¥a.4 3 HuoYianBei Raosd. Haidisn Digwic, Beijing 100081 i CHAS LOSTE
Tul +BG-10-62304630 2512 Fax: +86-10-62304633- 1304
F-mail: ol Gchinanl.cam [ltpduersichingirlen
Client Anbotok [Auden) Certificate No:  225-97091
CALIBRATION CERTIFICATE
Object D2450V2 - SN: 1018

Calibration Procedure(s) FD-Z24-2-003-01

Calibration Proceduras for dipole validation kits
| Calibration date: Mar 28, 2025
This calibration Cerificate documents the traceability to national standards, which realize the physical units of

measuraments(S1). The measurements and the uncertainties with confidence probability are given on the fellowing
pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility. environment temperature(22:3)T and
humidity<70%.

Calibraticn Equipment used (M&TE critical for calibration)

Primary Standards 1D # Sl Cal Date(Calibrated by, Certificate No.) Scheduled Calibration
Power Meter NRP2 101919 01-Jul-24 (CTTL, No.J24X04256) Jul-25
Power sensor  NRP-Z91 | 101547 01-Jul-24 (CTTL, No.J24X04258) Jul-25
Reference Probe EX30DV4 | SN 7307 18-Feb-25(SPEAG Nc.EX3-7307_Feb2s) Feb-26
DAE4 SN 771 02-Feb-25(CTTL-SPEAG Mo Z225-87011) Feb-26
Secondary Standards 1D # Cal Date{Calibrated by, Certificate No.) Scheduled Calibration
Signal Generator E4438C | MY49071430  01-Feb-25 (CTTL, No.J25X00833) Feb-26
Network Analyzer ES071C | MY48110672  26-Jan-25(CTTL, No.J25X00894) Jan-26

Mame Function Signature

Calibrated by. Zhao Jing SAR Test Engineer éé_‘f 2

Reviewed by: Qi Dianyuan SAR Project Leader —"%?”E’ZL_—" :

Approved by: Lu Bingsong Deputy Director of the laboratory (72, 44" (I"Z

lssued: Mar 28, 2025
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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E-mail: ot idchineil co

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORMx,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2020, "|EEE Recommended Practice for Determining the Peak
Spatial-Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques", Oct 2020

b} IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR} For hand-held
devices used in close proximity to the ear (frequency range of 300MHz to 3GHz)", February
2005

c) IEC 62209-2, “Procedure to measure the Specific Absorption Rate (SAR) For wireless
communication devices used in close proximity to the human body (frequency range of
30MHz to 6GHz)", March 2010

d) KDB865664, SAR Measurement Requirements for 100 MHz to 6 GHz

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

« Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

« Feed Point Impedance and Return Loss: These parameters are measured with the dipole
posilioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required,

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point,
Mo uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

¢ SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

e SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of
Measurement multiplied by the coverage factor k=2, which for a nomal distribution
Corresponds to a coverage probability of approximately 95%.

Certificate Mo: Z25-9700 Page 2 of &
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASYS2 52.8.8 |
Extrapolation Advanced Extrapolation

Phantom Triple Flat Phantom 5.1C

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 2450 MHz £ 1 MHz B

Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 302 1.80 mhafm
Measured Head TSL parameters (22.0+0.2)°C V0+6% 1.77 mhofm £ & %
Head TSL temperature change during test <1.0°C — -—
SAR result with Head TSL .

SAR averaged over1 ¢’ (1 g) of Head TSL Condition |
SAR measured 250 mW input power 134 m\W g
SAR for nominal Head TSL parameters normalized to 1w 52.2 mW g 20.5 % (k=2)

| SAR averaged over 10 cmi’ (10 g) of Head TSL Condition

[ SAR measurad 250 MW input power 6.06 mn g
SAR for nominal Head TSL parameters normalized to 1W 24.2 mW g + 20.4 % (k=2) |

Certificate Mo: Z25-9709 Pape 3 of 6
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed paint 54,70+ 2770

Relum Loss - 25 3dB |

General Antenna Parameters and Design

Electrical Delay {one direction) 1.263 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the fesdpeint can
be measured.

The dipole is made of standard semingid coaxial cable. The center conductor of the feading line is directly
connected to the second arm of the dipole. The antanna is therefore short-circuited for DC-signals. On some
af the dipales, small end caps are added to the dipale arms in arder to improve matching when loaded
acconding to the position as explained in the "Measurement Conditions” paragraph. The SAR data are nat
affected by this change The averall dipole length s still according to the Standard.

Mo excessive force must be zpplied to the dipole arme, because they might bend or the saldered
connections near the feedpoint may ba damaged.

Additional EUT Data

Manufaciured by SPEAG |
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Test Laboratory: CTTL, Beijing, China -
DUT; Dipole 2450 MHz: Type: D2450V2; Serial: D2430V2 - SN: 1013
Communication System: UTD 0, CW; Frequency: 2450 MHz: Duty Cycle: 1:1

Phantom section: Right Section
Measurement Standard: DASYS (IEEE/JIECTANSI C63.19-2007)
[ASYS Configuration:

+  Sensor-Surface: 2mm (Mechanical Surface Deteciion)
« Electronics: DAF4 Sn771; Calibrated: 2025-02-112

dy=5Smm. dz—=3mm

Reference Value = 106.5 Vim; Power Drift = 0.02 dBB
Peak SAR {extrapalated) = 26.7 Wikg

SAR(1 g) = 13,06 Wikg; SAR(LD g) = 6.06 W/kg
Meximum value of SAR (measured) = 19.7 Wikg

-17.81

I
-22.26 i

DASYS Validation Report for Head TSL Date: 03,27,2025

Medium parameters used: F= 2450 MHz o = 1.771 &/m; er = 39.03; p = 1000 kg/m3

e DProbe: EX3DV4 - SN7307: ConvF(7.36, 7.36, 7.36); Calibratcd: 2/19/2025;

« Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: IIﬁli;l
»  Measurement SW: DASYS2, Version 52.8 (8); SEMCAD X Version 14.6, 10(7372)

Dipole Calibration/Zoom Scan (Tx7%7){Tx7TWCube 0: Measurement grid: dx=5mm.

CAICT

0 dB = 19.7 Wikg = 12.94 dBW/kg

Centificate No: 725-9700] Page 5 of 6
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Impedance Measurement Plot for Head TSL
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Glossary:

TSL tissue simulating liquid

CoanvF sensitivity in TSL / NOBM x v,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE S5td 1528-2020, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Hate (SAR) in the Human Head fram Wireless
Communications Devices: Measurement Technigues”, Oct 2020

b) IEC 62203-2, "Procedure to determine the Specitic Absorption Hate (SAR) for wireless
communication devices used in close ;uelxit‘ﬂily o the human body l'lhrl;llﬂ..‘fli:'y range of 30
MHz to 6 GHz)", March 2010

c) KDB BaREG4, "SAR Measurement Requirements for 100 MHz to 6 GHz'

Additional Documentation:
d) DASY4/S Systern Handbook

Methods Applied and Interpretation of Parameters:

«  Measurermnen! Conditions: Further details are available from the Validation Report at the end
of the certilicate. All figures stated in the certificate are valid at the frequency indicated

+  Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallal to the body axis.

« Fead Point Impedance and Retum Loss: These parameters are measured with the dipole
positionad under the liquid filled phantom. The impedance stated is transformed from the
measurement al the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncerainty required

« Electrical Deiay: One-way delay between the SMA connector and the antenna feed point
Mo uncertainty required.

¢  SAR measured: SAR measurad at the stated anlenna npul power.

* SAR normalized: SAR as measured, normalized Lo an inpul power of 1 W at the antenna
connector

«  SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAH result

Tha reported uncerainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds 1o a coverage
| probability of approximately 95%

Certeate Mo DSGH:V2-1093_Mareh Page 2 od
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Measurement Conditions
lon, as far as not given on page 1

IASY sysiam cond urs

Measured Head TSL parameters

Head TSL temperature change during lest

SAR result with Head TSL at 5200 MHz

DASY Version LIA5Y5 V3288

. E.x.ll n[.-m.l.:-;un 1 Advanced Extrapolatio
Phantom Modular Flat Phantom V5.0
l'lis'ranl:e-anale Center - TSL 10 mrr - with Space
Zoom Scan Resolution il ,_-: d ,- I 0 mwm, i m_ --' I;H-[I *.HI.!__I--I £ dirachion
Frequency

Head TSL parameters at 5200 MHz
The following parameters and calculations were applied
Temperature Parmittivity Conductivity

Nominal Head TSL perameters 2.0 - 8.0 .68 mihodm B

4 57 mho'm +

Shenzhen Anbotek Compliance Laboratory Limited

SAF averaged over 1 em” (1 g) of Head TSL Conditio
SAFE Az B 100 mW mpud powst ’- B.06 W/kg
SAR for nominal Haad TSL parameders carrralized 1w | BO.T Wikg = 19.9 % (k=2)
SAR nunr;!qo-d over 10cm (10 glalHnat! TSL ol
! = -
SAR measured 100 mW Input pows: 1 Wikg
SAR lor nomina! Head TSL parameters WCEITliZes 1o 1 W 231 Wikg = 19.5 % (k=2)
Cerficare Mo DslHA2- 1083 Mardh
Code:AB-RF-05-b
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Head TSL parameters at 5300 MHz

The lollowing paramatars and calculations wers appliad

10512501

SAH measuraec 100 mid myput powear

| SAH tor neminal Head TSL parameters normelized o 1W

| sAR averaged over 10 em? (10 g) of Head TSL

Temperature Permittivity Caonductivity
| Naminal Haad TSL parameters 220 5.5 4. 76 mibhoem
I 1
I_Mtaﬁun:rl Head TSL parameters 2007 .2+ 6 4. 6A mho'm + f
Head T5L temperature change during test 5

SAR result with Head TSL at 5300 MHz
SAR averaged over 1 cm’ (1 g) of Head TSL Ao
26 Wik

B2.7 W kg + 18.9 % [(k=2)

cordhicn
SAH maasued 100 MW input power 239 Wikg
{ — bl
| for nominal Head TSL parameters ormalized o 1W 231.9 Wikg + 19.5 % (k=2)
Head TSL parameters at 5600 MHz
'Irlarslu'-\.l.-u-::;l.- ramatars and calculanons were appled N i
Temperalure Permittivity Conductivily
Nominal Head TSL parameters ?
Measured Head TSL parameters (22,0 = 0.2) "L & B
Head TS5L temperature change during test = 01
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 em” (1 g) of Head TSL Conditicn
EAR magsured 100 mAW inpaut poswves .69 Wikg
SAR lor nominal Head TSL parameters werrnaliencd o 1 W 87.0 Wikg = 19.9 %% (k=2)

SAR averaged over 10 cm” (10 g) of Head T5L

SAR measuned

arthcate Moo DaGHVZ-1093_Margs ago 4o 9

47 Wikg

24.7 Wikg £ 19.5 % (k=2)
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Head TSL parameters at 5800 MHz

The 1ollowing parameiers and calculations wene appicd

Conductivity

Temperature Parmultivily

Hominal Head T5L parameters 2201 35.3 527

Measured Head TSL rmlarngfqns {220+ 002 5 + B Y 5 28 mboim

Head T5L temparature change during test
SAR result with Head TSL at 5800 MHz

| sSAR averaged over 1 em” (1 g) of Head TSL Conditgr

£

measurad M} iy pow e .21 Wik

az20 w.'klj + 19.8 % [k=2)

SAR tor nominal Head TSL parameters normakhzed o tW

SAR averaged over 10 em” (10 g) of Head TSL
| P el iz 1

conditio
00 i Tnpeul poane 31 Wikg

SAR measured

SAH for nominal Head TSL parameters wrmalzed o TW 23.1 Wikg £ 18.5 % (k=2)
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Appendix (Additional assessments cutside the scope of SCS 0108)

Antenna Parameters with Head TSL at 5200 MHz

Impedarce, ranslormed o feed point |

Antenna Parameters with Head TSL at 5300 MHz

mpedance, iransfomed o teed point ALk

Antenna Parameters with Head TSL at 5600 MHz

mpedance, ranslormed 1o fesd ool 1.0

Antenna Parameters with Head TSL at 5800 MHz

General Antenna Parameters and Design

lactrical Lslay (one direcison) 198

i with 100 radiated power, only ight warming ol the dipole ne Ihe l=e

Alter long term u

The dipals & made of standard saminiged coaxizl cable. T
second arm of the dipole, Thne antenna is tharet

gre acoed o the dipokea arms oo dar 10 kmprove m

fiors” paragraph, T

must be pppled 16 the dipok ea 1l AcLEsE 1Py ighl band o the soldamed

2 darmageo
Additional EUT Data

Manufactusad by Al

| Manufactured or na do, 20

ificale Mo DSGHzYE- 1093 Mar? qe G
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DASYS Validation Report for Head TSL

¥

Calibrated: 10,06 2024
o Senso-surface: | dmm (Mechanical Surface Detection)
o Electromics: DAE4 Sp601; Calibrated: 17,08, 2024
«  Phantom: Flar Phantom 5.0 (from); Type: QDOODOPS0AA: Senal: 10601

o DASYS2328R(12220 SEMCAD X 14.6.10(7331

Relerence Value = 64,41 Vim: Power Drifl = (LO8 dB
Peak SAR (extrapolated) = 9.3 Wikp

SARD &) = B.00 Wikg: SARI0 g} = 2.31 W/kg
Maximnn value of SAR (measured) = 15,7 Wikg

Reterence Yalue = 65.31 Vim; Power Drill = 0.05 dB
Peak SAR \"'.I':I|‘|'|:IIL'.|.| =31.1 Wike

SARI g1 =826 Wike: SAR(10 g) = 239 Wike
Maximum value of SAR (measuredy = 194 W/ky

dist=1.4mm (Bx8x7WCube (: Measurement grid: dx=dmm. dy=4mm. dr=1.4n
Reference Value = 65,34 Vi, Power Dnft = 0.03 dB

Peak SAR iextrapolared) = 34.7 Wikg

SALLT ) =869 Wikp: SARUID g) = 247 Wikg

Maxumum value of SAR (measored) = 21.00 Wikg

Cerificale N 153G HzV2-1093 Mar? age o

Dale: 27.03.2025

Fest Labovmory: SPEAG, Zurich, Switzerland
DUT: Dipole SGHz: Tvpe: D3GHeV2: Serial: DSGHZY2 - 5h: 1093
Communicabion Svstem: UID 0 - CW: Frequency: 3200 MIz, Frequencey: 3300 WH ., Freguency: 5618
MHz. Fregquency: S8(H MHz
Medinm parameters used; f = 5200 MIls; o = 4.57 5/m: £ = 304 p= 1000 kg/m™ . Medism parameles
used: = 5300 MIz; o = 4.68 S/m; g, = 36.2; p= 1000 kgfn Medium purmmeters used: 1= 5600 MH?
503 5Mm: o, =357 p= 1000 kg/m” , Medinm parameaters used: 1= 5800 MLz o= 5.26 5/m; g, = 33
| (HI) L__"' 1l
Mhantom scotionm: Flat Sechor
Measurement Standand: DASY S (IEEEAEC/ANST C63 192400 1)
DASYS2 Confizuratiog

« Probe: EX3DV4 - SN3503; ConvF(5.31. 5.51, 5.51;; Calibrated: 10092024, ConvE{5.21

5.21 1 Calibeated: 10,00 2024, ConvFi(4.92, .92, 492} Calibrated: 10,09 2024, ConvF(4.9, 4.9

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, (=5200 MHz/Zoom Scan.
dist=1.4mm (Bx8x7W Cube ; Mewsurement gnd: da=4dmm, dy=dmm. dz=1 dnn

Dipole Calibration for Head Tissue/Iin=1MmW, dist=10mm, =330 VIH#/Zoom Scan,
dist=1.4mm (8x8x7 )/ Cube 0: Measurement grid. ds=3mm, dv=Jmm. dz=1.4mm

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, [=5600 MHz/Zoom Scan.
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Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, =5800 MHz/Zoom Scan
dist=1.4mm (Bx8x7VCube 0: Measurement srid: de=dmm, dv=4n 12 |

Referemee Valu 6241 Vim: Power [Drifi 1005 dDB
Peak SAR (extrapolated) = 34.5 Wike
SART o) = 8.2 Wk SARILD g = 2,31 Wik

: i I — &
Vaximum value of SAR [incasured 0.5 Wik

dil

! | -6.66
13.33
19.99

26.66

—_

1232

1B = 18.7 W/iks 12 |BW ik

e
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Impedance Measurement Plot for Head TSL

ES REF =29 F

***END OF REPORT*****
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