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Annex D Plots of Maximum SAR Test Results



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

GSM850_GPRS(2 TX slots)_Right Cheek_Ch189

Communication System: UID 0, GSM850(class 10) (0); Frequency: 836.4 MHz;Duty Cycle: 1:4.15
Medium: HSL_900 Medium parameters used (interpolated): f = 836.4 MHz; σ = 0.943 S/m; εr = 
42.978; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.4 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch189/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.296 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.72 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.301 W/kg
SAR(1 g) = 0.256 W/kg; SAR(10 g) = 0.205 W/kg
Maximum value of SAR (measured) = 0.284 W/kg

0 dB = 0.284 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

GSM1900_GPRS(4 TX slots)_Left Cheek_Ch661

Communication System: UID 0, GSM1900(Class 12) (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0619 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.175 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.0670 W/kg
SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.034 W/kg
Maximum value of SAR (measured) = 0.0585 W/kg

0 dB = 0.0585 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band II_RMC 12.2Kbps_Left Cheek_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0872 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.410 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.0900 W/kg
SAR(1 g) = 0.067 W/kg; SAR(10 g) = 0.047 W/kg
Maximum value of SAR (measured) = 0.0793 W/kg

0 dB = 0.0793 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band IV_RMC 12.2Kbps_Left Cheek_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.6 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.123 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.697 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.133 W/kg
SAR(1 g) = 0.094 W/kg; SAR(10 g) = 0.062 W/kg
Maximum value of SAR (measured) = 0.115 W/kg

0 dB = 0.115 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

WCDMA Band V_RMC 12.2Kbps_Left Cheek_Ch4182

Communication System: UID 0, UMTS-FDD (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.943 S/m; εr = 42.978; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.4 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch4182/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.132 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.689 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.142 W/kg
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.098 W/kg
Maximum value of SAR (measured) = 0.132 W/kg

0 dB = 0.132 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

CDMA2000 BC0_RTAP 153.6Kps_Right Cheek_Ch384

Communication System: UID 0, CDMA 2000 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.943 S/m; εr = 
42.978; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch189/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.296 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.72 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.301 W/kg
SAR(1 g) = 0.112 W/kg; SAR(10 g) = 0.088 W/kg
Maximum value of SAR (measured) = 0.284 W/kg

0 dB = 0.284 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 2_20MHz_QPSK_1RB_0Offset_Left Cheek_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0805 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.845 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 0.0890 W/kg
SAR(1 g) = 0.063 W/kg; SAR(10 g) = 0.044 W/kg
Maximum value of SAR (measured) = 0.0766 W/kg

0 dB = 0.0766 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 4_20MHz_QPSK_1RB_0Offset_Left Cheek_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0933 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.505 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.103 W/kg
SAR(1 g) = 0.075 W/kg; SAR(10 g) = 0.052 W/kg
Maximum value of SAR (measured) = 0.0894 W/kg

0 dB = 0.0894 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

LTE Band 5_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.943 S/m; εr = 
42.967; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.131 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.730 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.132 W/kg
SAR(1 g) = 0.109 W/kg; SAR(10 g) = 0.087 W/kg
Maximum value of SAR (measured) = 0.122 W/kg

0 dB = 0.131 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 7_20MHz_QPSK_1RB_0Offset_Right Cheek_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; εr = 38.489; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2535 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch21100/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.329 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.090 V/m; Power Drift = 1.52 dB
Peak SAR (extrapolated) = 0.403 W/kg
SAR(1 g) = 0.214 W/kg; SAR(10 g) = 0.108 W/kg
Maximum value of SAR (measured) = 0.302 W/kg

0 dB = 0.329 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 12_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.919 S/m; εr = 42.233; ρ = 1000
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.43, 10.43, 10.43) @ 707.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.117 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.458 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.125 W/kg
SAR(1 g) = 0.103 W/kg; SAR(10 g) = 0.083 W/kg
Maximum value of SAR (measured) = 0.115 W/kg

0 dB = 0.117 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 38_20MHz_QPSK_1RB_0Offset_Right Cheek_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.98 S/m; εr = 38.287; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2595 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38000/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.131 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.2080 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.160 W/kg
SAR(1 g) = 0.085 W/kg; SAR(10 g) = 0.043 W/kg
Maximum value of SAR (measured) = 0.122 W/kg

0 dB = 0.131 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.11

LTE Band 40_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch38750

Communication System: UID 0, LTE (0); Frequency: 2310 MHz;Duty Cycle: 1:1.59
Medium: HSL_2300 Medium parameters used: f = 2310 MHz; σ = 1.716 S/m; εr = 39.369; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.95, 7.95, 7.95) @ 2300 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38750Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.135 W/kg

Ch38750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.899 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 0.143 W/kg
SAR(1 g) = 0.078 W/kg; SAR(10 g) = 0.040 W/kg
Maximum value of SAR (measured) = 0.130 W/kg

0 dB = 0.135 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 41_20MHz_QPSK_1RB_0Offset_Right Cheek_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 
38.214; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2593 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch40620/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.115 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.859 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.143 W/kg
SAR(1 g) = 0.078 W/kg; SAR(10 g) = 0.040 W/kg
Maximum value of SAR (measured) = 0.110 W/kg

0 dB = 0.115 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.17

WLAN 2.4GHz_802.11b 1Mbps_Left Cheek_Ch7

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2442 MHz;Duty Cycle: 1:1
Medium: HSL_2450 Medium parameters used: f = 2442 MHz; σ = 1.808 S/m; εr = 
38.829; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2442 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch7/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Ch7/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.715 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.35 W/kg
SAR(1 g) = 0.683 W/kg; SAR(10 g) = 0.334 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.18

WLAN 5.2GHz_802.11a 6Mbps_Right Cheek_Ch48

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5240 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5240 MHz; σ = 4.685 S/m; εr = 36.07; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5240 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch48/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.850 W/kg

Ch48/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.322 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.890 W/kg
SAR(1 g) = 0.303 W/kg; SAR(10 g) = 0.102 W/kg
Maximum value of SAR (measured) = 0.543 W/kg

0 dB = 0.850 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.18

WLAN 5.3GHz_802.11a 6Mbps_Right Cheek_Ch64

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5320 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5320 MHz; σ = 4.787 S/m; εr = 35.947; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5320 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch64/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.695 W/kg

Ch64/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.916 W/kg
SAR(1 g) = 0.293 W/kg; SAR(10 g) = 0.096 W/kg
Maximum value of SAR (measured) = 0.541 W/kg

0 dB = 0.695 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.19

WLAN 5.5GHz_802.11a 6Mbps_Right Cheek_Ch144

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5720 MHz;Duty Cycle: 1:1.036
Medium: HSL_5750 Medium parameters used: f = 5720 MHz; σ = 5.266 S/m; εr = 35.22; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.11, 5.11, 5.11) @ 5720 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch144/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.494 W/kg

Ch144/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.372 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.354 W/kg
SAR(1 g) = 0.096 W/kg; SAR(10 g) = 0.023 W/kg
Maximum value of SAR (measured) = 0.224 W/kg

0 dB = 0.494 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.19

WLAN 5.8GHz_802.11a 6Mbps_Right Cheek_Ch165

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5825 MHz;Duty Cycle: 1:1.029
Medium: HSL_5750 Medium parameters used: f = 5825 MHz; σ = 5.388 S/m; εr = 35.018; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.08, 5.08, 5.08) @ 5825 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch165/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.779 W/kg

Ch165/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.490 W/kg
SAR(1 g) = 0.129 W/kg; SAR(10 g) = 0.034 W/kg
Maximum value of SAR (measured) = 0.284 W/kg

0 dB = 0.779 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

GSM850_GPRS(2 TX slots)_Front Side_10mm_Ch189

Communication System: UID 0, GSM850(class 10) (0); Frequency: 836.4 MHz;Duty Cycle: 
1:4.15
Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.943 S/m; εr =42.978; ρ = 1000 
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.4 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch189/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.584 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.37 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.665 W/kg
SAR(1 g) = 0.465 W/kg; SAR(10 g) = 0.318 W/kg
Maximum value of SAR (measured) = 0.565 W/kg

0 dB = 0.584 W/kg

MORLAB 
Shenzhen Morlab Communications Technology Co., Ltd. 
FL.1-3, Building A, FeiYang Science Park, No.8 LongChang Road, 
Block67, BaoAn District, ShenZhen, GuangDong Province, P. R. China 

Tel: 86-755-36698555 Fax: 86-755-36698525 

Http://www.morlab.cn E-mail: service@morlab.cn 

REPORT No.：SZ22120012S01

 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

GSM1900_GPRS(4 TX slots)_Front Side_10mm_Ch661

Communication System: UID 0, GSM1900(Class 12) (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.111 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.911 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.131 W/kg
SAR(1 g) = 0.078 W/kg; SAR(10 g) = 0.045 W/kg
Maximum value of SAR (measured) = 0.103 W/kg

0 dB = 0.111 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

GSM1900_GPRS(4 TX slots)_Left Side_10mm_Ch661

Communication System: UID 0, GSM1900(Class 12) (0); Frequency: 1880 MHz;Duty Cycle: 
1:2.08
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (41x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.221 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.197 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.258 W/kg
SAR(1 g) = 0.167 W/kg; SAR(10 g) = 0.102 W/kg
Maximum value of SAR (measured) = 0.218 W/kg

0 dB = 0.221 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band II_RMC 12.2Kbps_Front Side_10mm_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0686 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.358 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.0810 W/kg
SAR(1 g) = 0.053 W/kg; SAR(10 g) = 0.035 W/kg
Maximum value of SAR (measured) = 0.0684 W/kg

0 dB = 0.0686 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band II_RMC 12.2Kbps_Left Side_10mm_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (41x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.260 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.68 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.301 W/kg
SAR(1 g) = 0.195 W/kg; SAR(10 g) = 0.119 W/kg
Maximum value of SAR (measured) = 0.254 W/kg

0 dB = 0.260 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band IV_RMC 12.2Kbps_Front Side_10mm_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1732.6 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.6 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.152 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.511 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.188 W/kg
SAR(1 g) = 0.116 W/kg; SAR(10 g) = 0.078 W/kg
Maximum value of SAR (measured) = 0.155 W/kg

0 dB = 0.152 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band IV_RMC 12.2Kbps_Left Side_10mm_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.6 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (41x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.285 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.78 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.322 W/kg
SAR(1 g) = 0.213 W/kg; SAR(10 g) = 0.137 W/kg
Maximum value of SAR (measured) = 0.272 W/kg

0 dB = 0.285 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

WCDMA Band V_RMC 12.2Kbps_Front Side_10mm_Ch4182

Communication System: UID 0, UMTS-FDD (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.943 S/m; εr = 42.978; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.4 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch4182/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.148 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.699 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.168 W/kg
SAR(1 g) = 0.121 W/kg; SAR(10 g) = 0.086 W/kg
Maximum value of SAR (measured) = 0.146 W/kg

0 dB = 0.148 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

WCDMA Band V_RMC 12.2Kbps_Bottom Side_10mm_Ch4182

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.943 S/m; εr =  42.967; ρ = 1000 
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.232 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.43 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.254 W/kg
SAR(1 g) = 0.163 W/kg; SAR(10 g) = 0.108 W/kg
Maximum value of SAR (measured) = 0.203 W/kg

0 dB = 0.232 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

CDMA2000 BC0_RTAP 153.6Kps_Front Side_10mm_Ch384

Communication System: UID 0, CDMA 2000 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium: HSL_900 Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.943 S/m; εr = 
42.978; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch384/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.584 W/kg

Ch384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.37 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.665 W/kg
SAR(1 g) = 0.090 W/kg; SAR(10 g) = 0.063 W/kg
Maximum value of SAR (measured) = 0.565 W/kg

0 dB = 0.584 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 2_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.102 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.852 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.124 W/kg
SAR(1 g) = 0.080 W/kg; SAR(10 g) = 0.051 W/kg
Maximum value of SAR (measured) = 0.101 W/kg

0 dB = 0.102 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 2_20MHz_QPSK_1RB_0Offset_Left Side_10mm_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.250 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.925 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.282 W/kg
SAR(1 g) = 0.228 W/kg; SAR(10 g) = 0.138 W/kg
Maximum value of SAR (measured) = 0.239 W/kg

0 dB = 0.250 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 4_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.152 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.511 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.188 W/kg
SAR(1 g) = 0.120 W/kg; SAR(10 g) = 0.075 W/kg
Maximum value of SAR (measured) = 0.155 W/kg

0 dB = 0.152 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 4_20MHz_QPSK_1RB_0Offset_Left Side_10mm_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1800 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.250 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.925 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.282 W/kg
SAR(1 g) = 0.187 W/kg; SAR(10 g) = 0.121 W/kg
Maximum value of SAR (measured) = 0.239 W/kg

0 dB = 0.250 W/kg

MORLAB 
Shenzhen Morlab Communications Technology Co., Ltd. 
FL.1-3, Building A, FeiYang Science Park, No.8 LongChang Road, 
Block67, BaoAn District, ShenZhen, GuangDong Province, P. R. China 

Tel: 86-755-36698555 Fax: 86-755-36698525 

Http://www.morlab.cn E-mail: service@morlab.cn 

REPORT No.：SZ22120012S01

 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

LTE Band 5_10MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.943 S/m; εr = 42.967; ρ = 1000 
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.240 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.07 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.267 W/kg
SAR(1 g) = 0.189 W/kg; SAR(10 g) = 0.132 W/kg
Maximum value of SAR (measured) = 0.228 W/kg

0 dB = 0.240 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 7_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; εr = 38.489; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2535 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch21100/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.639 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.437 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.689 W/kg
SAR(1 g) = 0.362 W/kg; SAR(10 g) = 0.201 W/kg
Maximum value of SAR (measured) = 0.511 W/kg

0 dB = 0.639 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 12_10MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.919 S/m; εr = 42.233; ρ = 1000 
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.43, 10.43, 10.43) @ 707.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23095/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.133 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.10 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.147 W/kg
SAR(1 g) = 0.108 W/kg; SAR(10 g) = 0.079 W/kg
Maximum value of SAR (measured) = 0.129 W/kg

0 dB = 0.133 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 38_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.98 S/m; εr = 38.287; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2595 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.209 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.897 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.264 W/kg
SAR(1 g) = 0.139 W/kg; SAR(10 g) = 0.075 W/kg
Maximum value of SAR (measured) = 0.199 W/kg

0 dB = 0.209 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 38_20MHz_QPSK_1RB_0Offset_Bottom Side_10mm_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.98 S/m; εr = 38.287; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2595 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.232 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.691 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 0.290 W/kg
SAR(1 g) = 0.149 W/kg; SAR(10 g) = 0.074 W/kg
Maximum value of SAR (measured) = 0.218 W/kg

0 dB = 0.232 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.11

LTE Band 40B_10MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch39200

Communication System: UID 0, LTE (0); Frequency: 2355 MHz;Duty Cycle: 1:1.59
Medium: HSL_2300 Medium parameters used: f = 2355 MHz; σ = 1.716 S/m; εr = 39.369; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.95, 7.95, 7.95) @ 2355 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39200/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0857 W/kg

Ch39200/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.3390 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.110 W/kg
SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.030 W/kg
Maximum value of SAR (measured) = 0.0844 W/kg

0 dB = 0.0857 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.11

LTE Band 40B_10MHz_QPSK_1RB_0Offset_Left Side_10mm_Ch39200

Communication System: UID 0, LTE (0); Frequency: 2355 MHz;Duty Cycle: 1:1.59
Medium: HSL_2300 Medium parameters used: f = 2355 MHz; σ = 1.676 S/m; εr = 39.449; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.95, 7.95, 7.95) @ 2310 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39200/Area Scan (51x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.292 W/kg

Ch39200/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.925 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.340 W/kg
SAR(1 g) = 0.185 W/kg; SAR(10 g) = 0.095 W/kg
Maximum value of SAR (measured) = 0.264 W/kg

0 dB = 0.292 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 41_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 38.214; ρ = 1000 
kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2593 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch40620/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.248 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.634 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.310 W/kg
SAR(1 g) = 0.160 W/kg; SAR(10 g) = 0.084 W/kg
Maximum value of SAR (measured) = 0.233 W/kg

0 dB = 0.248 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.17

WLAN 2.4GHz_802.11b 1Mbps_Front Side_10mm_Ch7

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2442 MHz;Duty Cycle: 1:1
Medium: HSL_2450 Medium parameters used: f = 2442 MHz; σ = 1.808 S/m; εr = 38.829; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2442 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch7/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.321 W/kg

Ch7/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.690 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.432 W/kg
SAR(1 g) = 0.227 W/kg; SAR(10 g) = 0.122 W/kg
Maximum value of SAR (measured) = 0.322 W/kg

0 dB = 0.321 W/kg

MORLAB 
Shenzhen Morlab Communications Technology Co., Ltd. 
FL.1-3, Building A, FeiYang Science Park, No.8 LongChang Road, 
Block67, BaoAn District, ShenZhen, GuangDong Province, P. R. China 

Tel: 86-755-36698555 Fax: 86-755-36698525 

Http://www.morlab.cn E-mail: service@morlab.cn 

REPORT No.：SZ22120012S01

 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.18

WLAN 5.2 GHz_802.11a 6Mbps_Front Side_10mm_Ch48

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5240 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5240 MHz; σ = 4.685 S/m; εr = 36.07; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5240 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch48/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.123 W/kg

Ch48/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.916 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.303 W/kg
SAR(1 g) = 0.064 W/kg; SAR(10 g) = 0.026 W/kg
Maximum value of SAR (measured) = 0.151 W/kg

0 dB = 0.123 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.18

WLAN 5.3 GHz_802.11a 6Mbps_Front Side_10mm_Ch64

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5320 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5320 MHz; σ = 4.787 S/m; εr = 35.947; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5320 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch64/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.104 W/kg

Ch64/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.456 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.242 W/kg
SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.023 W/kg
Maximum value of SAR (measured) = 0.106 W/kg

0 dB = 0.104 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.19

WLAN 5.5 GHz_802.11a 6Mbps_Front Side_10mm_Ch144

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5720 MHz;Duty Cycle: 1:1.036
Medium: HSL_5750 Medium parameters used: f = 5720 MHz; σ = 5.266 S/m; εr = 35.22; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.11, 5.11, 5.11) @ 5720 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch144/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.186 W/kg

Ch144/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.06 W/kg
SAR(1 g) = 0.060 W/kg; SAR(10 g) = 0.00704 W/kg
Maximum value of SAR (measured) = 0.118 W/kg

0 dB = 0.186 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.19

WLAN 5.8 GHz_802.11a 6Mbps_Front Side_10mm_Ch165

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5825 MHz;Duty Cycle: 1:1.029
Medium: HSL_5750 Medium parameters used: f = 5825 MHz; σ = 5.388 S/m; εr = 35.018; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.08, 5.08, 5.08) @ 5825 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch165/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.124 W/kg

Ch165/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0.7180 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.165 W/kg
SAR(1 g) = 0.029 W/kg; SAR(10 g) = 0.011 W/kg
Maximum value of SAR (measured) = 0.0760 W/kg

0 dB = 0.124 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.17

Bluetooth_DH5_Front Side_10mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.083
Medium: HSL_2450 Medium parameters used: f = 2441 MHz; σ = 1.807 S/m; εr = 38.83; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2441 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.00479 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.0160 W/kg
SAR(1 g) = 0.006 W/kg; SAR(10 g) = 0.002 W/kg
Maximum value of SAR (measured) = 0.00461 W/kg

0 dB = 0.00479 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

GSM850_GPRS(2 TX slots)_Front Side_0mm_Ch189

Communication System: UID 0, GSM850(class 10) (0); Frequency: 836.4 MHz;Duty Cycle: 1:4.15
Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.943 S/m; εr = 42.978; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.4 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch189/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.68 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.58 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 4.65 W/kg
SAR(1 g) = 2.12 W/kg; SAR(10 g) = 1.21 W/kg
Maximum value of SAR (measured) = 3.04 W/kg

0 dB = 3.04 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

GSM1900_GPRS(4 TX slots)_Front Side_0mm_Ch661

Communication System: UID 0, GSM1900(Class 12) (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 2000 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.212 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.186 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.351 W/kg
SAR(1 g) = 0.172 W/kg; SAR(10 g) = 0.084 W/kg
Maximum value of SAR (measured) = 0.255 W/kg

0 dB = 0.255 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band II_RMC 12.2Kbps_Front Side_0mm_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.366 S/m; εr = 40.167; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.613 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.311 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.880 W/kg
SAR(1 g) = 0.438 W/kg; SAR(10 g) = 0.215 W/kg
Maximum value of SAR (measured) = 0.688 W/kg

0 dB = 0.688 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

WCDMA Band IV_RMC 12.2Kbps_Front Side_0mm_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.6 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.930 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.773 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.949 W/kg
SAR(1 g) = 0.508 W/kg; SAR(10 g) = 0.282 W/kg
Maximum value of SAR (measured) = 0.677 W/kg

0 dB = 0.677 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

WCDMA Band V_RMC 12.2Kbps_Front Side_0mm_Ch4182

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.943 S/m; εr = 42.967; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.40 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.708 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.80 W/kg
SAR(1 g) = 0.878 W/kg; SAR(10 g) = 0.503 W/kg
Maximum value of SAR (measured) = 1.25 W/kg

0 dB = 1.25 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

CDMA2000 BC0_RTAR 153.6Kps_Front Side_0mm_Ch384

Communication System: UID 0, CDMA 2000 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.943 S/m; εr = 42.978; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch189/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.68 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.58 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 4.65 W/kg
SAR(1 g) = 0.529 W/kg; SAR(10 g) = 0.321 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 2_20MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.529 S/m; εr = 39.178; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.27, 8.27, 8.27) @ 1880 MHz; Calibrated: 2022.03.31 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.870 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 0 V/m; Power Drift = .10 dB
Peak SAR (extrapolated) = 1.09 W/kg
SAR(1 g) = 0.531 W/kg; SAR(10 g) = 0.260 W/kg
Maximum value of SAR (measured) = 0.755 W/kg

0 dB = 0.755 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 4_20MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.412 S/m; εr = 39.814; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(8.6, 8.6, 8.6) @ 1732.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.816 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.635 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.936 W/kg
SAR(1 g) = 0.479 W/kg; SAR(10 g) = 0.261 W/kg
Maximum value of SAR (measured) = 0.730 W/kg

0 dB = 0.730 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

LTE Band 5_10MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.943 S/m; εr = 42.967; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 836.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.25 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.015 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 1.78 W/kg
SAR(1 g) = 0.851 W/kg; SAR(10 g) = 0.483 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 7_20MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; εr = 38.489; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2535 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch21100/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.23 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.399 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 5.60 W/kg
SAR(1 g) = 2.51 W/kg; SAR(10 g) = 1.15 W/kg
Maximum value of SAR (measured) = 3.97 W/kg

0 dB = 3.97 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.04

LTE Band 12_10MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.919 S/m; εr = 
42.233; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.43, 10.43, 10.43) @ 707.5 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23095/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.761 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.945 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.27 W/kg
SAR(1 g) = 0.535 W/kg; SAR(10 g) = 0.292 W/kg
Maximum value of SAR (measured) = 0.830 W/kg

0 dB = 0.761 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.07

LTE Band 38_20MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.98 S/m; εr = 38.287; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2595 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38000/Area Scan (91x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.57 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.276 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 2.28 W/kg
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.458 W/kg
Maximum value of SAR (measured) = 1.59 W/kg

0 dB = 1.59 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.11

LTE Band 40B_10MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch39200

Communication System: UID 0, LTE (0); Frequency: 2355 MHz;Duty Cycle: 1:1.59
Medium: HSL_2300 Medium parameters used: f = 2355 MHz; σ = 1.716 S/m; εr = 39.369; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.95, 7.95, 7.95) @ 2355 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39200/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.855 W/kg

Ch39200/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.351 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 1.07 W/kg
SAR(1 g) = 0.467 W/kg; SAR(10 g) = 0.214 W/kg
Maximum value of SAR (measured) = 0.750 W/kg

0 dB = 0.750 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.07

LTE Band 41_20MHz_QPSK_1RB_0Offset_Front Side_0mm_Ch40620 

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 38.214; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.5, 7.5, 7.5) @ 2593 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch40620/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.62 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.195 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 2.13 W/kg
SAR(1 g) = 0.946 W/kg; SAR(10 g) = 0.429 W/kg
Maximum value of SAR (measured) = 1.53 W/kg

0 dB = 1.53 W/kg 
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.17

WLAN 2.4GHz_802.11b 1Mbps_Front Side_0mm_Ch7

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2442 MHz;Duty Cycle: 1:1
Medium: HSL_2450 Medium parameters used (interpolated): f = 2442 MHz; σ = 1.808 S/m; εr = 
38.829; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2442 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch7/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.57 W/kg

Ch7/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.387 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.27 W/kg
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.462 W/kg
Maximum value of SAR (measured) = 1.53 W/kg

0 dB = 1.57 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.18

WLAN 5.2 GHz_802.11a 6Mbps_Front Side_0mm_Ch48

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5240 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5240 MHz; σ = 4.685 S/m; εr = 36.07; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5240 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch48/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.376 W/kg

Ch48/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.606 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.762 W/kg
SAR(1 g) = 0.185 W/kg; SAR(10 g) = 0.070 W/kg
Maximum value of SAR (measured) = 0.346 W/kg

0 dB = 0.376 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.18

WLAN 5.3 GHz_802.11a 6Mbps_Front Side_0mm_Ch64

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5320 MHz;Duty Cycle: 1:1.029
Medium: HSL_5250 Medium parameters used: f = 5320 MHz; σ = 4.787 S/m; εr = 35.947; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.57, 5.57, 5.57) @ 5320 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch64/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.252 W/kg

Ch64/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.669 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.524 W/kg
SAR(1 g) = 0.137 W/kg; SAR(10 g) = 0.055 W/kg
Maximum value of SAR (measured) = 0.254 W/kg

0 dB = 0.252 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.19

WLAN 5.5 GHz_802.11a 6Mbps_Front Side_0mm_Ch144

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5720 MHz;Duty Cycle: 1:1.036
Medium: HSL_5750 Medium parameters used: f = 5720 MHz; σ = 5.266 S/m; εr = 35.22; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.11, 5.11, 5.11) @ 5720 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch144/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.625 W/kg

Ch144/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0.5050 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.840 W/kg
SAR(1 g) = 0.205 W/kg; SAR(10 g) = 0.064 W/kg
Maximum value of SAR (measured) = 0.460 W/kg

0 dB = 0.625 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.19

WLAN 5.8 GHz_802.11a 6Mbps_Front Side_0mm_Ch165

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5825 MHz;Duty Cycle: 1:1.029
Medium: HSL_5750 Medium parameters used: f = 5825 MHz; σ = 5.388 S/m; εr = 35.018; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(5.08, 5.08, 5.08) @ 5825 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch165/Area Scan (111x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.284 W/kg

Ch165/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0.9900 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.488 W/kg
SAR(1 g) = 0.128 W/kg; SAR(10 g) = 0.041 W/kg
Maximum value of SAR (measured) = 0.261 W/kg

0 dB = 0.284 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.03.17

Bluetooth_DH5_Front Side_0mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.083
Medium: HSL_2450 Medium parameters used (interpolated): f = 2441 MHz; σ = 1.807 S/m; εr = 
38.83; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(7.71, 7.71, 7.71) @ 2441 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.00479 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.0160 W/kg
SAR(1 g) = 0.015 W/kg; SAR(10 g) = 0.010 W/kg
Maximum value of SAR (measured) = 0.00461 W/kg

0 dB = 0.00479 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.03.08

RFID_Front Side_20mm_914.15

Communication System: UID 0, RFID (0); Frequency: 914.75 MHz;Duty Cycle: 1:1
Medium: HSL_900 Medium parameters used: f = 915 MHz; σ = 0.99 S/m; εr = 45.65; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7624; ConvF(10.1, 10.1, 10.1) @ 914.75 MHz; Calibrated: 2022.03.31
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn373; Calibrated: 2022.12.28
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch914.75/Area Scan (81x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.520 W/kg

Ch914.75/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.65 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.600 W/kg
SAR(1 g) = 0.422 W/kg; SAR(10 g) = 0.286 W/kg
Maximum value of SAR (measured) = 0.509 W/kg

0 dB = 0.520 W/kg
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