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FCC SAR Test Report

APPLICANT : TCL Communication Ltd.

EQUIPMENT : GSM Quad Band / UMTS Mobile Phone
MODEL NAME : 5022E

FCCID : 2ACCJB031

STANDARD : FCC 47 CFR Part 2 (2.1093)
ANSI/IEEE C95.1-1992
IEEE 1528-2013

We, SPORTON INTERNATIONAL (SHENZHEN) INC., would like to declare that the tested
sample has been evaluated in accordance with the procedures and had been in compliance
with the applicable technical standards.

The test results in this report apply exclusively to the tested model / sample. Without
written approval of SPORTON INTERNATIONAL (SHENZHEN) INC., the test report shall not
be reproduced except in full.
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1. Statement of Compliance

The maximum results of Specific Absorption Rate (SAR) found during testing for TCL Communication Ltd.,
GSM Quad Band / UMTS Mobile Phone, 5022E are as follows.

Highest SAR Summary

Highest
Simultaneous
Transmission

1g SAR (W/kg)

Head Body-worn Wireless Router
(Separation (Separation (Separation
Omm) 10mm) 10mm)

Equipment Frequency

Class Band

1g SAR (W/kg) 1g SAR (W/kg) 1g SAR (W/kg)

GSM850 0.91 0.91
GSM1900 0.32 0.91 1.00

WCDMA Band V 0.38 0.54 0.54 109
WCDMA Band I 0.40 0.97 1.04

2.4GHz WLAN 0.26 0.13 0.13 1.09
Date of Testing: 2015.10.16 ~ 2015.10.22

Note: The SAR value list above are all rounded to two decimal digits.

This device is in compliance with Specific Absorption Rate (SAR) for general population/uncontrolled
exposure limits (1.6 W/kg) specified in FCC 47 CFR part 2 (2.1093) and ANSI/IEEE C95.1-1992, and had
been tested in accordance with the measurement methods and procedures specified in IEEE 1528-2013 and
FCC KDB publications
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2. Administration Data

Testing Laboratory
Test Site SPORTON INTERNATIONAL (SHENZHEN) INC.

1F & 2F,Building A, Morning Business Center, No. 4003 ShiGu Rd., Xili Town, Nanshan
District, Shenzhen, Guangdong, P. R. China

TEL: +86-755-8637-9589
FAX: +86-755-8637-9595

Test Site Location

Applicant
Company Name TCL Communication Ltd.

Address 5F, C-Tower, No. 232, Liang Jing Road, ZhangJiang High-Tech Park, Pudong
Area,Shanghai,201203,P.R.China

Manufacturer
Company Name TCL Communication Ltd.

Address 5F, C-Tower, No. 232, Liang Jing Road, ZhangJiang High-Tech Park, Pudong
Area,Shanghai,201203,P.R.China

3. Guidance Standard

The Specific Absorption Rate (SAR) testing specification, method, and procedure for this device is in accordance with
the following standards:
. FCC 47 CFR Part 2 (2.1093)
ANSI/IEEE C95.1-1992
IEEE 1528-2013
FCC KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz v01r04
FCC KDB 865664 D02 SAR Reporting v01r02
FCC KDB 447498 D01 General RF Exposure Guidance v06
FCC KDB 648474 D04 SAR Evaluation Considerations for Wireless Handsets v01r03
FCC KDB 248227 D01 802.11 Wi-Fi SAR v02r02
FCC KDB 941225 D01 3G SAR Procedures v03r01
FCC KDB 941225 D06 Hotspot Mode SAR v02r01
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TEL : 86-755-8637-9589/ FAX : 86-755-8637-9595 Issued Date : Nov. 10, 2015
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4. Equipment Under Test (EUT) Information

4.1 General Information

Equipment Name GSM Quad Band / UMTS Mobile Phone

Product Feature & Specification

Model Name 5022E

FCC ID 2ACCJB031

SIM1: 014463000000202

IMEI Code SIM2: 014463000000210

GSM850: 824.2 MHz ~ 848.8 MHz
GSM1900: 1850.2 MHz ~ 1909.8 MHz
WSS T T[] (e[ (A= (el \WCDMA Band II: 1852.4 MHz ~ 1907.6 MHz
Frequency Range WCDMA Band V: 826.4 MHz ~ 846.6 MHz
WLAN 2.4GHz Band: 2412 MHz ~ 2462 MHz
Bluetooth: 2402 MHz ~ 2480 MHz

- GSM/GPRS/EGPRS(Downlink Only)

- RMC/AMR 12.2Kbps

- HSDPA

- HSUPA

- HSPA+ (16QAM uplink is not supported)
- 802.11b/g/n HT20

- Bluetooth v2.1+EDR, Bluetooth v4.0 LE

HW Version PIO

SW Version V1.0

(€15] RWANEI S EERNIE I (E]d Class B — EUT cannot support Packet Switched and Circuit Switched Network
mode simultaneously but can automatically switch between Packet and Circuit Switched Network.

EUT Stage Production Unit

Remark:
This device supported VoIP in GPRS, WCDMA (e.g. 3rd party VoIP).

This device does not support DTM operation.

g s wh e

SAR.

This device 2.4GHz supports hotspot operation and 802.11n-HT40 is not supported in 2.4GHz WLAN.
This device supports GRPS / EGPRS mode up to multi-slot class 12 and EGPRS downlink only.

For dual SIM cards mobile have 2 SIM slots and supports Dual SIM Dual Standby. The WWAN radio transmission will
be enabled by either one SIM at a time (Single active). After pre-scan two SIM cards power, we found test result
of the SIM1 was the worse, so we chose dual SIM1 card to perform all tests. SIM 2 verified the worse case of SIM1

SPORTON INTERNATIONAL (SHENZHEN) INC.
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4.2 Specification of Accessory

Specification of Accessory

Brand Name el Model Name UC11UsS
onetouch

S e Power Rating Input: 100-240V ~ 50/60Hz 0.2A Output: 5.0V-1A
P/N CBAO0057AG0C2
Brand Name SCUD [Model Name  [TLi020F1
Power Rating 3.8V, 2000mAh
S/N CAB2000010C1
Brand Name JUWEI I[Model Name  |[CDA3122002C1
Signal Line Type 1.0meter,shielded cable, without ferrite core
Brand Name JUWEI |Model Name |CCBSlGOA1101
Signal Line Type 1.2meter,non-shielded cable, without ferrite core

SPORTON INTERNATIONAL (SHENZHEN) INC.
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FCCID : 2ACCJB031 Page 7 of 44 Form version. : 150415



seanron as. FCC SAR Test Report Report No. : FA592401-01

5. RF Exposure Limits

5.1 Uncontrolled Environment

Uncontrolled Environments are defined as locations where there is the exposure of individuals who have no knowledge or
control of their exposure. The general population/uncontrolled exposure limits are applicable to situations in which the
general public may be exposed or in which persons who are exposed as a consequence of their employment may not be
made fully aware of the potential for exposure or cannot exercise control over their exposure. Members of the general
public would come under this category when exposure is not employment-related; for example, in the case of a wireless
transmitter that exposes persons in its vicinity.

5.2 Controlled Environment

Controlled Environments are defined as locations where there is exposure that may be incurred by persons who are
aware of the potential for exposure, (i.e. as a result of employment or occupation). In general, occupational/controlled
exposure limits are applicable to situations in which persons are exposed as a consequence of their employment, who
have been made fully aware of the potential for exposure and can exercise control over their exposure. The exposure
category is also applicable when the exposure is of a transient nature due to incidental passage through a location where
the exposure levels may be higher than the general population/uncontrolled limits, but the exposed person is fully aware
of the potential for exposure and can exercise control over his or her exposure by leaving the area or by some other
appropriate means.

Limits for Occupational/Controlled Exposure (W/kg)

Whole-Body Partial-Body Hands. Wrists, Feet and Ankles

0.4 8.0 20.0

Limits for General Population/Uncontrolled Exposure (W/kg)

Whole-Body Partial-Body Hands, Wrists, Feet and Ankles

0.08 1.6 4.0

1. Whole-Body SAR is averaged over the entire body, partial-body SAR is averaged over any 1gram of tissue
defined as a tissue volume in the shape of a cube. SAR for hands, wrists, feet and ankles is averaged over any
10 grams of tissue defined as a tissue volume in the shape of a cube.

SPORTON INTERNATIONAL (SHENZHEN) INC.
TEL : 86-755-8637-9589/ FAX : 86-755-8637-9595 Issued Date : Nov. 10, 2015
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6. Specific Absorption Rate (SAR)

6.1 Introduction

SAR is related to the rate at which energy is absorbed per unit mass in an object exposed to a radio field. The SAR
distribution in a biological body is complicated and is usually carried out by experimental techniques or numerical
modeling. The standard recommends limits for two tiers of groups, occupational/controlled and general
population/uncontrolled, based on a person’s awareness and ability to exercise control over his or her exposure. In
general, occupational/controlled exposure limits are higher than the limits for general population/uncontrolled.

6.2 SAR Definition

The SAR definition is the time derivative (rate) of the incremental energy (dW) absorbed by (dissipated in) an
incremental mass (dm) contained in a volume element (dv) of a given density (p). The equation description is as

below:
SAR — d (dW) _ d (dW)
~ dt\dm/ dt\pdv

SAR is expressed in units of Watts per kilogram (W/kg)

o|E|?
SAR =

Where: o is the conductivity of the tissue, p is the mass density of the tissue and E is the RMS electrical field strength.
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7. System Description and Setup

The DASY system used for performing compliance tests consists of the following items:

® A standard high precision 6-axis robot with controller, teach pendant and software. An arm extension for
accommodating the data acquisition electronics (DAE).

®  Anisotropic Field probe optimized and calibrated for the targeted measurement.

® A data acquisition electronics (DAE) which performs the signal amplification, signal multiplexing,
AD-conversion, offset measurements, mechanical surface detection, collision detection, etc. The unit is
battery powered with standard or rechargeable batteries. The signal is optically transmitted to the EOC.

®  The Electro-optical converter (EOC) performs the conversion from optical to electrical signals for the
digital communication to the DAE. To use optical surface detection, a special version of the EOC is
required. The EOC signal is transmitted to the measurement server.

® The function of the measurement server is to perform the time critical tasks such as signal filtering,
control of the robot operation and fast movement interrupts.

® The Light Beam used is for probe alignment. This improves the (absolute) accuracy of the probe
positioning.

® A computer running WinXP or Win7 and the DASY5 software.

® Remote control and teach pendant as well as additional circuitry for robot safety such as warning lamps,
etc.

® The phantom, the device holder and other accessories according to the targeted measurement.

SPORTON INTERNATIONAL (SHENZHEN) INC.
TEL : 86-755-8637-9589/ FAX : 86-755-8637-9595 Issued Date : Nov. 10, 2015
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8. Measurement Procedures

The measurement procedures are as follows:

<Conducted power measurement>

(&) For WWAN power measurement, use base station simulator to configure EUT WWAN transmission in conducted
connection with RF cable, at maximum power in each supported wireless interface and frequency band.

(b) Read the WWAN RF power level from the base station simulator.

(c) For WLAN/BT power measurement, use engineering software to configure EUT WLAN/BT continuously
transmission, at maximum RF power in each supported wireless interface and frequency band

(d) Connect EUT RF port through RF cable to the power meter, and measure WLAN/BT output power

<SAR measurement>

(8) Use base station simulator to configure EUT WWAN transmission in radiated connection, and engineering
software to configure EUT WLAN/BT continuously transmission, at maximum RF power, in the highest power
channel.

(b) Place the EUT in the positions as Appendix D demonstrates.

(c) Setscan area, grid size and other setting on the DASY software.

(d) Measure SAR results for the highest power channel on each testing position.

(e) Find out the largest SAR result on these testing positions of each band

(f) Measure SAR results for other channels in worst SAR testing position if the reported SAR of highest power
channel is larger than 0.8 W/kg

According to the test standard, the recommended procedure for assessing the peak spatial-average SAR value
consists of the following steps:

(@) Power reference measurement
(b) Areascan

(c) Zoom scan

(d) Power drift measurement

8.1 Spatial Peak SAR Evaluation

The procedure for spatial peak SAR evaluation has been implemented according to the test standard. It can be
conducted for 1g and 10g, as well as for user-specific masses. The DASY software includes all numerical
procedures necessary to evaluate the spatial peak SAR value.

The base for the evaluation is a "cube" measurement. The measured volume must include the 1g and 10g cubes
with the highest averaged SAR values. For that purpose, the center of the measured volume is aligned to the
interpolated peak SAR value of a previously performed area scan.

The entire evaluation of the spatial peak values is performed within the post-processing engine (SEMCAD). The
system always gives the maximum values for the 1g and 10g cubes. The algorithm to find the cube with highest
averaged SAR is divided into the following stages:

(a) Extraction of the measured data (grid and values) from the Zoom Scan

(b) Calculation of the SAR value at every measurement point based on all stored data (A/D values and
measurement parameters)

(c) Generation of a high-resolution mesh within the measured volume

(d) Interpolation of all measured values form the measurement grid to the high-resolution grid

(e) Extrapolation of the entire 3-D field distribution to the phantom surface over the distance from sensor to surface

(f)  Calculation of the averaged SAR within masses of 1g and 10g

SPORTON INTERNATIONAL (SHENZHEN) INC.
TEL : 86-755-8637-9589/ FAX : 86-755-8637-9595 Issued Date : Nov. 10, 2015
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8.2 Power Reference Measurement

The Power Reference Measurement and Power Drift Measurements are for monitoring the power drift of the device under
test in the batch process. The minimum distance of probe sensors to surface determines the closest measurement point
to phantom surface. This distance cannot be smaller than the distance of sensor calibration points to probe tip as defined
in the probe properties.

8.3 Area Scan

The area scan is used as a fast scan in two dimensions to find the area of high field values, before doing a fine
measurement around the hot spot. The sophisticated interpolation routines implemented in DASY software can find the
maximum found in the scanned area, within a range of the global maximum. The range (in dBO is specified in the
standards for compliance testing. For example, a 2 dB range is required in IEEE standard 1528 and IEC 62209 standards,
whereby 3 dB is a requirement when compliance is assessed in accordance with the ARIB standard (Japan), if only one
zoom scan follows the area scan, then only the absolute maximum will be taken as reference. For cases where multiple
maximums are detected, the number of zoom scans has to be increased accordingly.

Area scan parameters extracted from FCC KDB 865664 D01v01r04 SAR measurement 100 MHz to 6 GHz.

<3 GHz >3 GHz

Maximum distance from closest measurement point
: : S 5+ 1 mm Y5-6:In(2) £ 0.5 mm
(geometric center of probe sensors) to phantom surface
Maximum probe angle from probe axis to phantom
: 5 30%%1° 20°+1°
surface normal at the measurement location
<2 GHz: < 15mm 3-4GHz: <12 mm
2—-3GHz: <12 mm 4 -6 GHz: <10 mm
Maximum area scan spatial resolution: AXyea, AYarea When the x or y dimension of the test device, in the
measurement plane orientation, is smaller than the above,
the measurement resolution must be < the corresponding
x or y dimension of the test device with at least one
measurement point on the test device.

SPORTON INTERNATIONAL (SHENZHEN) INC.
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8.4 Zoom Scan

Zoom scans are used assess the peak spatial SAR values within a cubic averaging volume containing 1 gram and 10
gram of simulated tissue. The zoom scan measures points (refer to table below) within a cube shoes base faces are
centered on the maxima found in a preceding area scan job within the same procedure. When the measurement is done,
the zoom scan evaluates the averaged SAR for 1 gram and 10 gram and displays these values next to the job’s label.

Zoom scan parameters extracted from FCC KDB 865664 D01v01r04 SAR measurement 100 MHz to 6 GHz.

<3 GHz >3 GHz
i ) . <2 GHz: <8 mm 3-4GHz: <5mm
Maximum zoom scan spatial resolution: AXzyom- A¥zoom . o s . . s
2-3 GHz: <5 mm 4 -6 GHz: <4 mm
3-4GHz: <4 mm
uniform grid: AZzg,m(n) < 5 mm 4—-5GHz: <3 mm

5 -6 GHz: <2 mm

Maximum zoom scan AZzo0m(1): between 3-4GHz: <3 mm
spatial resolution. 1¥ two points closest <4 mm 4-5GHz: <2.5mm
normal to phantom to phantom surface 5_6GHz <2 mm
surface graded -
grid

Azg, om(n:::’ 1):

between subsequent < 1.5'AZz,0m(n-1)

points

3 -4 GHz: = 28 mm

X V.Z =30 mm 4—-5GHz: =25 mm

Minimum zoom scan
volume ) )
5—-6 GHz: =22 mm

Note: & is the penetration depth of a plane-wave at normal incidence to the tissue medium: see draft standard IEEE
P1528-2011 for details.
" When zoom scan is required and the reporfed SAR from the area scan based 1-g SAR estimation procedures of
KDB 447498 is < 1.4 W/kg, < 8 mm, < 7 mm and < 5 mm zoom scan resolution may be applied. respectively. for
2 GHz to 3 GHz. 3 GHz to 4 GHz and 4 GHz to 6 GHz.

8.5 Volume Scan Procedures

The volume scan is used for assess overlapping SAR distributions for antennas transmitting in different frequency bands.
It is equivalent to an oversized zoom scan used in standalone measurements. The measurement volume will be used to
enclose all the simultaneous transmitting antennas. For antennas transmitting simultaneously in different frequency bands,
the volume scan is measured separately in each frequency band. In order to sum correctly to compute the 1g aggregate
SAR, the EUT remain in the same test position for all measurements and all volume scan use the same spatial resolution
and grid spacing. When all volume scan were completed, the software, SEMCAD postprocessor can combine and
subsequently superpose these measurement data to calculating the multiband SAR.

8.6 Power Drift Monitoring

All SAR testing is under the EUT install full charged battery and transmit maximum output power. In DASY measurement
software, the power reference measurement and power drift measurement procedures are used for monitoring the power
drift of EUT during SAR test. Both these procedures measure the field at a specified reference position before and after
the SAR testing. The software will calculate the field difference in dB. If the power drifts more than 5%, the SAR will be
retested.

SPORTON INTERNATIONAL (SHENZHEN) INC.
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14. Antenna Location

- S

71mm

A

»
»
i A

Bluetooth & WLAN
Antenna <Tx / Rx>

WWeEET

-Right Side 150mm Left Side

WWAN Antenna <Tx / R¥&

.

v Back View

Bottom Side

Distance of the Antenna to the EUT surface/edge

Antennas Back Front Top Side Bottom Side | Right Side Left Side
WWAN Main < 25mm < 25mm 125mm < 25mm 29mm < 25mm
BT&WLAN < 25mm < 25mm < 25mm 130mm 48mm < 25mm

Positions for SAR tests; Hotspot mode

Top Side Bottom Side | Right Side Left Side

Antennas Back Front
WWAN Main Yes Yes No Yes No Yes
BT&WLAN Yes Yes Yes No No Yes

General Note:
Referring to KDB 941225 D06 v02r01, when the overall device length and width are = 9cm*5cm, the test distance is 10

mm. SAR must be measured for all sides and surfaces with a transmitting antenna located within 25mm from that surface

or edge.
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Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.16
System Check Body 835MHz 151016
DUT: D835V2-SN:4d091

Communication System: UID 0, CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: MSL_835 151016 Medium parameters used: f= 835 MHz; 6 = 1.011 S/m; .= 56.243; p =

1000 kg/m?
Ambient Temperature: 23.3 °C ; Liquid Temperature: 22.7 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 2.63 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 50.85 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 3.62 W/kg

SAR(1 g) = 2.45 W/kg; SAR(10 g) = 1.61 W/kg
Maximum value of SAR (measured) = 2.62 W/kg

-2.06
-4.12
-6.18

-8.24

-10.30

0 dB =2.63 W/kg



Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.16
System Check_Body 1900MHz 151016
DUT: D1900V2-SN:5d118

Communication System: UID 0, CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: MSL_1900 151016 Medium parameters used: f = 1900 MHz; ¢ = 1.542 S/m; €. =53.532;p

= 1000 kg/m>
Ambient Temperature: 23.3 °C ; Liquid Temperature: 22.6 ‘C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(7.39, 7.39, 7.39); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 15.5 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 88.38 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 19.7 W/kg

SAR(1 g) = 10.5 W/kg; SAR(10 g) =5.64 W/kg
Maximum value of SAR (measured) = 15.6 W/kg

-3.66
-1.33
-10.99

-14.66

-18.32

0dB = 15.5 W/kg









Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.18

#01_GSMB850_GPRS(4 Tx slots) Right Cheek _Ch128

Communication System: UID 0, GPRS/EDGEI12 (0); Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL. 835 151018 Medium parameters used: f = 824.2 MHz; 6 = 0.919 S/m; e.=41.913;p

= 1000 kg/m>
Ambient Temperature: 23.2 °C ; Liquid Temperature: 22.8 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(9.48, 9.48, 9.48); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Ch128/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 0.465 W/kg

Ch128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.465 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 0.473 W/kg

SAR(1 g) = 0.391 W/kg; SAR(10 g) = 0.304 W/kg
Maximum value of SAR (measured) = 0.441 W/kg

-2.02
-4.03
-6.05

-8.06

-10.08

0dB =0.465 W/kg



Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.17

#02_GSM1900_GPRS(4 Tx slots)_Left Cheek_Ch810

Communication System: UID 0, GPRS/EDGEI12 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL. 1900 151017 Medium parameters used: f = 1909.8 MHz; ¢ = 1.449 S/m; g.= 39.996;

p= 1000 kg/m3
Ambient Temperature: 23.6 °C ; Liquid Temperature: 22.5 °C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(7.66, 7.66, 7.66); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD000P40CD; Serial: TP:1671

- Measurement SW: DASY 52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Ch810/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.363 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.668 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.449 W/kg

SAR(1 g) = 0.286 W/kg; SAR(10 g) =0.178 W/kg

Maximum value of SAR (measured) = 0.369 W/kg

-3.46

-6.91

-10.37

-13.82

-17.28

0dB=0.363 W/kg



Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.18

#03_WCDMA Band V_RMC 12.2Kbps_Right Cheek_Ch4233

Communication System: UID 0, UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL. 835 151018 Medium parameters used: f = 846.6 MHz; 6 = 0.939 S/m; g.=41.657;p

= 1000 kg/m>
Ambient Temperature: 23.2 °C ; Liquid Temperature: 22.8 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(9.48, 9.48, 9.48); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Ch4233/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 0.388 W/kg

Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.393 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 0.391 W/kg

SAR(1 g) = 0.325 W/kg; SAR(10 g) = 0.252 W/kg
Maximum value of SAR (measured) = 0.365 W/kg

-2.05
-4.11
-6.16

-8.22

\

-10.27 -
0 dB =0.388 W/kg



Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.17

#04 WCDMA Band II_RMC 12.2Kbps_Left Cheek_Ch9262

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL. 1900 151017 Medium parameters used: f=1852.4 MHz; 6 = 1.39 S/m; g.=40.25;p

= 1000 kg/m>
Ambient Temperature: 23.6 °C ; Liquid Temperature: 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(7.66, 7.66, 7.66); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Ch9262/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm

Maximum value of SAR (interpolated) = 0.441 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.358 V/m; Power Drift = 0.09 dB

Peak SAR (extrapolated) = 0.526 W/kg

SAR(1 g) = 0.345 W/kg; SAR(10 g) = 0.220 W/kg
Maximum value of SAR (measured) = 0.430 W/kg

-3.09
-6.18
-9.28

-12.37

-15.46

0dB =0.441 W/kg



Test Laboratory:Sporton International Inc SAR Testing Lab Date: 2015.10.22

#05 WLAN2.4GHz_802.11b 1Mbps_Right Cheek_Ch1l

Communication System: UID 0, WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium: HSL_2450_151022 Medium parameters used: f= 2412 MHz; ¢ = 1.817 S/m; ¢, = 39.724; p

= 1000 kg/m>
Ambient Temperature: 23.2 °C ; Liquid Temperature: 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN3819; ConvF(7.01, 7.01, 7.01); Calibrated: 2014.11.13;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1303; Calibrated: 2014.12.11

- Phantom: SAM2; Type: QD0O00P40CD; Serial: TP:1671

- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Ch1l/Area Scan (81x141x1): Interpolated grid: dx=12mm, dy=12mm

Maximum value of SAR (interpolated) = 0.352 W/kg

Chl/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.237 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 0.440 W/kg

SAR(1 g) =0.236 W/kg; SAR(10 g) =0.117 W/kg
Maximum value of SAR (measured) = 0.338 W/kg

-4.40
-8.80
-13.20

-17.60

-22.00

0dB =0.352 W/kg
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