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Meas.1 Body Plane with Right Edge 0mm on 39 Channel in Bluetooth mode with Ant 0 

Date: 2025.12.10 
Communication System Band: Bluetooth; Frequency: 2441 MHz;Duty Cycle: 1:1.261  
Medium parameters used: f = 2441 MHz; σ = 1.791 S/m; εr = 39.648; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.2℃ Liquid Temperature:21.5℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30;   

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn878; Calibrated: 2025.03.05  

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576  

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch39/Area Scan (7x10x1): Measurement grid: dx=12mm, dy=12mm 
Maximum value of SAR (measured) = 0.265 W/kg 
 
Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 11.72 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.681 W/kg 
SAR(1 g) = 0.283 W/kg; SAR(10 g) = 0.120 W/kg 
Smallest distance from peaks to all points 3 dB below = 8.2 mm 
Ratio of SAR at M2 to SAR at M1 = 45.3% 
Maximum value of SAR (measured) = 0.336 W/kg 

  

 0 dB = 0.336 W/kg 
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Meas.2 Body Plane with Right Edge 0mm on 11 Channel in IEEE802.11n40 mode with Ant 0 

Date:  2026.01.01 
Communication System Band: 2.4G; Frequency: 2437 MHz;Duty Cycle: 1:1.035  
Medium parameters used: f = 2437 MHz; σ = 1.829 S/m; εr = 40.107; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.5℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30;   

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn878; Calibrated: 2025.03.05  

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576  

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch6/Area Scan (7x10x1): Measurement grid: dx=12mm, dy=12mm 
Maximum value of SAR (measured) = 0.364 W/kg 
 
Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 4.724 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.749 W/kg 
SAR(1 g) = 0.319 W/kg; SAR(10 g) = 0.137 W/kg 
Smallest distance from peaks to all points 3 dB below = 7.1 mm 
Ratio of SAR at M2 to SAR at M1 = 47.3% 
Maximum value of SAR (measured) = 0.382 W/kg 

  

 0 dB = 0.382 W/kg 
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Meas.3 Body Plane with Top Edge 0mm on 44 Channel in IEEE802.11a mode with Ant 1 

Date: 2026.01.01 
Communication System Band: 5.2G; Frequency: 5220 MHz;Duty Cycle: 1:1.017  
Medium parameters used: f = 5220 MHz; σ = 4.646 S/m; εr = 36.276; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.2℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.61, 5.61, 5.61); Calibrated: 2025.06.30; 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn878; Calibrated: 2025.03.05  

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576    

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)   

 
Ch44/Area Scan (7x11x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (measured) = 1.79 W/kg 
 
Ch44/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 7.794 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 6.95 W/kg 
SAR(1 g) = 0.946 W/kg; SAR(10 g) = 0.232 W/kg 
Smallest distance from peaks to all points 3 dB below = 4.5 mm 
Ratio of SAR at M2 to SAR at M1 = 42.6% 
Maximum value of SAR (measured) = 2.25 W/kg 

  

 0 dB = 2.25 W/kg 
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Meas.4 Body Plane with Top Edge 0mm on 140 Channel in IEEE802.11a mode with Ant 1 

Date: 2025.12.12 
Communication System Band: 5.6G; Frequency: 5700 MHz;Duty Cycle: 1:1.017  
Medium parameters used: f = 5700 MHz; σ = 5.21 S/m; εr = 33.935; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.1℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(4.93, 4.93, 4.93); Calibrated: 2025.06.30; 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn878; Calibrated: 2025.03.05  

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576    

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch140/Area Scan (7x11x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (measured) = 1.97 W/kg 
 
Ch140/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 10.89 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 4.74 W/kg 
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.320 W/kg 
Smallest distance from peaks to all points 3 dB below = 5.1 mm 
Ratio of SAR at M2 to SAR at M1 = 49.8% 
Maximum value of SAR (measured) = 1.95 W/kg 

  

 0 dB = 1.95 W/kg 
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Meas.5 Body Plane with Top Edge 0mm on 159 Channel in IEEE802.11n40 mode with Ant 1 

Date: 2025.12.12 
Communication System Band: 5.8G; Frequency: 5795 MHz;Duty Cycle: 1:1.035  
Medium parameters used: f = 5795 MHz; σ = 5.26 S/m; εr = 34.944; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.5℃ Liquid Temperature:21.2℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.01, 5.01, 5.01); Calibrated: 2025.06.30; 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn878; Calibrated: 2025.03.05  

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576    

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch159/Area Scan (7x11x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (measured) = 1.71 W/kg 
 
Ch159/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 10.05 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 4.71 W/kg 
SAR(1 g) = 0.918 W/kg; SAR(10 g) = 0.292 W/kg 
Smallest distance from peaks to all points 3 dB below = 5.1 mm 
Ratio of SAR at M2 to SAR at M1 = 48.8% 
Maximum value of SAR (measured) = 2.01 W/kg 

  

 0 dB = 2.01 W/kg 
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Meas.6 Body Plane with Top Edge 0mm on 159 Channel in IEEE802.11n40 mode with ANT 1 

Date: 2026.04.22 
Communication System Band: 5.8G; Frequency: 5795 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 5795 MHz; σ = 5.306 S/m; εr = 35.603; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.5℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.01, 5.01, 5.01); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12 

• Phantom: SAM1; Type: QD000P40CD; Serial: TP:1576 

• Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.13 (7331)  

 
Ch159/Area Scan (61x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 2.24 W/kg 
 
Ch159/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 5.333 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 4.62 W/kg 
SAR(1 g) = 0.863 W/kg; SAR(10 g) = 0.276 W/kg 
Smallest distance from peaks to all points 3 dB below = 5.4 mm 
Ratio of SAR at M2 to SAR at M1 = 48% 
Maximum value of SAR (measured) = 1.82 W/kg 

  

 0 dB = 1.82 W/kg 
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