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1. Test Laboratory 

1.1. Testing Location 

Location 1: CTTL(huayuan North Road) 

Address: No. 52, Huayuan North Road, Haidian District, Beijing, 

P. R. China 100191 

 

1.2. Testing Environment  

Normal Temperature: 15-35Ņ 

Relative Humidity: 20-75% 

 

1.3. Project data 

Testing Start Date: 2015-05-11 

Testing End Date: 2015-09-09 

 

1.4. Signature 

 

  

Wang Junqing 

 (Prepared this test report) 

 

Qu Pengfei 

 (Reviewed this test report) 

    

Liu Baodian 

Deputy Director of the laboratory 

(Approved this test report) 
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2. Client Information 

2.1. Applicant Information 

Company Name: TCL Communication Ltd. 

Address /Post: 
5F, C building, No. 232, Liang Jing Road ZhangJiang High-Tech Park, 

Pudong Area Shanghai, P.R. China.  

City: Shanghai 

Postal Code: 201203 

Country: China 

Contact Person: Gong Zhizhou 

Contact Email zhizhou.gong@tcl.com 

Telephone: 0086-21-51798260 

Fax: 0086-21-61460602 

 

2.2. Manufacturer Information 

Company Name: TCL Communication Ltd. 

Address /Post: 
5F, C building, No. 232, Liang Jing Road ZhangJiang High-Tech Park, 

Pudong Area Shanghai, P.R. China.  

City: Shanghai 

Postal Code: 201203 

Country: China 

Telephone: 0086-21-51798260 

Fax: 0086-21-61460602 
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3. Equipment Under Test (EUT) and Ancillary Equipment (AE) 

3.1. About EUT 

Description HSDPA/HSUPA/UMTS quad band / GSM quad band /LTE 7 bands 

mobile phone 

Model Name 5017W 

FCC ID 2ACCJH035 

Extreme vol. Limits 3.5VDC to 4.2VDC (nominal: 3.8VDC) 

Note: Components list, please refer to documents of the manufacturer; it is also included in the 

original test record of Telecommunication Metrology Center of MIIT of Peopleôs Republic of China. 

 

3.2. Internal Identification of EUT used during the test 

EUT ID* SN or IMEI HW Version SW Version 

EUT1 354385070100091 PIO v1BD9 

*EUT ID: is used to identify the test sample in the lab internally. 

 

3.3. Internal Identification of AE used during the test 

 

AE ID* Description SN Remarks 

AE1 Battery / 15TCT-BA-0593 

AE3 Battery / 15TCT-BA-0574 

AE5 Travel charger / 15TCT-CH-0883 

AE7 Travel charger / 15TCT-CH-0175 

AE13 USB cable / 15TCT-DC-0682 

AE15 USB cable / 14TCT-DC-0616 

AE16 USB cable / / 

AE17 USB cable / / 

 

AE1 

Model CAB1780006C1  

Manufacturer  BYD     

Capacitance 1780mAh 

Nominal voltage            3.8V 

AE3 

Model CAB1780004C2  

Manufacturer  SCUD 

Capacitance 1780mAh 

Nominal voltage            3.8V 

 

AE5 

Model CBA0066AG2C2 

Manufacturer  Tenpao 

Length of cable 118cm 
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AE7 

Model CBA0066AG2C1  

Manufacturer  BYD  

Length of cable 122cm  

 

AE13 

Model                 CDA3122002C2     

Manufacturer  Shenghua 

Length of cable 98cm 

AE15 

Model                 CDA3122002C1 

Manufacturer  JUWEI 

Length of cable 98cm 

AE16 

Model                 CDA3122005C2 

Manufacturer  Shenghua 

Length of cable / 

AE17 

Model                 CDA3122005C1 

Manufacturer  Juwei   

Length of cable / 

*AE ID: is used to identify the test sample in the lab internally. 

 

3.4. EUT set-ups 

 

EUT set-up No. Combination of EUT and AE Remarks 

Set.1 EUT1 +AE1/AE3 +AE7 Charger 

Set.5 EUT1 +AE1/AE3 +AE13/AE15 USB 

Set.6 EUT1 +AE1/AE3 +AE5 Charger 

 

Note: The HSDPA/HSUPA/UMTS quad band / GSM quad band /LTE 7 bands mobile phone 

5017W manufactured by TCL Communication Ltd. is a variant model based on 5017A for 

conformance test. According to the declaration of changes, the following items are tested on Set.1 

and Set.5. 

Mode or Feature EUT set-up No Test Item 

Charger Set.1 Radiated Emission 

USB Set.5 Radiated Emission 

Other results are inherited from the initial model. The report number of initial model is 

I15Z41823-EMC01.
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4. Reference Documents 

4.1. Reference Documents for testing 

The following documents listed in this section are referred for testing. 

Reference  Title Version 

FCC Part 15, Subpart B Radio frequency devices - Unintentional Radiators 10-1-13 

Edition 

ANSI C63.4 Methods of Measurement of Radio-Noise 

Emissions from Low - Voltage Electrical and 

Electronic Equipment in the Range of 9 kHz to 40 

GHz 

2014 

 

http://wireless.fcc.gov/cgi-bin/wtbbye.pl?http://www.access.gpo.gov/nara/cfr/waisidx_07/47cfr15_07.html
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5. LABORATORY ENVIRONMENT 

Semi-anechoic chamber SAC-1 (23 meters¦17meters¦10meters) did not exceed following 

limits along the EMC testing: 

Temperature Min. = 15 Ņ, Max. = 35 Ņ 

Relative humidity Min. = 15 %, Max. = 75 % 

Shielding effectiveness 0.014MHz-1MHz, >60dB; 

1MHz - 1000MHz, >90dB. 

Electrical insulation > 2 MW 

Ground system resistance < 4 W 

Normalised site attenuation (NSA) < ¤4 dB, 10 m distance 

Site voltage standing-wave ratio (SVSWR) Between 0 and 6 dB, from 1GHz to 6GHz 

Uniformity of field strength Between 0 and 6 dB, from 80 to 3000 MHz 
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6. SUMMARY OF TEST RESULTS 

 

Abbreviations used in this clause:  

Verdict Column 

P Pass 

NA Not applicable 

F Fail 

Location Column 1 
The test is performed in test location 1 which is 

described in section 1.1 of this report 

 

Clause List Clause in FCC rules Verdict Location 

1 Radiated Emission 15.109(a) P 1 

2 Conducted Emission 15.107(a) P 1 
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7. Test Equipments Utilized 

NO. Description TYPE SERIES NUMBER MANUFACTURE 
CAL DUE 

DATE 

CALIBRATION 

INTERVAL 

1 Test Receiver ESCI 100344 R&S 2016-03-03 1 year 

2 Test Receiver ESCI 7 100948 R&S 2016-07-07 1 year 

3 

Universal 

Radio 

Communication 

Tester 

CMU200 109914 R&S 2016-03-26 1 year 

4 Test Receiver FSV 101047 R&S 2016-07-02 1 year 

5 LISN ESH2-Z5 829991/012 R&S 2016-04-12 1 year 

6 EMI Antenna 
VULB 

9163 
9163-234 Schwarzbeck 2016-09-16 3 years 

7 EMI Antenna 3115 9906-5827 ETS-Lindgren 2016-11-19 3 years 

8 PC 
OPTIPLEX 

380 
2X1YV2X DELL N/A N/A 

9 Monitor E178FPc 
CN-OWR979-64180 

-7AJ-D2MS 
DELL N/A N/A 

10 Printer P1606dn VNC3L52122 HP N/A N/A 

11 Keyboard L100 
CN0RH659658907 

ATOI40 
DELL N/A N/A 

12 Mouse M-UAE119 LZ935220ZRC Lenovo N/A N/A 




