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C.2 Dasy4 or DASY5  E-field Probe System  

The SAR measurements were conducted with the dosimetric probe designed in the classical 

triangular configuration and optimized for dosimetric evaluation. The probe is constructed using the 

thick film technique; with printed resistive lines on ceramic substrates. The probe is equipped with 

an optical multifiber line ending at the front of the probe tip. It is connected to the EOC box on the 

robot arm and provides an automatic detection of the phantom surface. Half of the fibers are 

connected to a pulsed infrared transmitter, the other half to a synchronized receiver. As the probe 

approaches the surface, the reflection from the surface produces a coupling from the transmitting to 

the receiving fibers. This reflection increases first during the approach, reaches maximum and then 

decreases. If the probe is flatly touching the surface, the coupling is zero. The distance of the 

coupling maximum to the surface is independent of the surface reflectivity and largely independent 

of the surface to probe angle. The DASY4 or DASY5 software reads the reflection durning a 

software approach and looks for the maximum using 2nd ord curve fitting. The approach is stopped 

at reaching the maximum. 

 

Probe Specifications:  
Model:          ES3DV3, EX3DV4  

Frequency      10MHz — 6.0GHz(EX3DV4) 

Range:          10MHz — 4GHz(ES3DV3) 

Calibration:      In head and body simulating tissue at  

                 Frequencies from 835 up to 5800MHz  

Linearity:        ± 0.2 dB(30 MHz to 6 GHz) for EX3DV4     Picture C.2 Near-field Probe  

± 0.2dB(30 MHz to 4 GHz) for ES3DV3  

DynamicRange: 10 mW/kg — 100W/kg 

Probe Length:   330 mm  

Probe Tip        

Length:         20 mm  

Body Diameter: 12 mm  

Tip Diameter:   2.5 mm (3.9 mm for ES3DV3)  

Tip-Center:     1 mm (2.0mm for ES3DV3)  

Application:     SAR Dosimetry Testing  

Compliance tests of  mobile phones  

                 Dosimetry in strong gradient fields  

Picture C.3 E-field Probe  

C.3 E-field Probe Calibration 

Each E-Probe/Probe Amplifier combination has unique calibration parameters. A TEM cell 

calibration procedure is conducted to determine the proper amplifier settings to enter in the probe 

parameters. The amplifier settings are determined for a given frequency by subjecting the probe to 

a known E-field density (1 mW/cm2) using an RF Signal generator, TEM cell, and RF Power Meter. 

 

The free space E-field from amplified probe outputs is determined in a test chamber. This  

calibration can be performed in a TEM cell if the frequency is below 1 GHz and inn a waveguide or 

other methodologies above 1 GHz for free space. For the free space calibration, the probe is placed 


