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Appendix B 
 

Detailed Test Results 
 

1. GSM 
GSM850 for Head & Body 
GSM1900 for Head & Body 
2. WCDMA 
WCDMA Band II for Head & Body 
WCDMA Band IV for Head & Body 
WCDMA Band V for Head & Body 
3. LTE 
LTE Band 2 for Head & Body 
LTE Band 5 for Head & Body 
LTE Band 7 for Head & Body 
LTE Band 13 for Head & Body 
LTE Band 17 for Head & Body 
LTE Band 66 for Head & Body 
4. WIFI & Bluetooth 
WIFI 2.4GHz for Head & Body 
Bluetooth for Head 
 



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A GSM850 GSM 251CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GSM Only Communication System (0); Frequency: 848.6 

MHz;Duty Cycle: 1:8.3

Medium: HSL835;Medium parameters used: f = 849 MHz; σ = 0.938 S/m; εr = 42.848; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.48 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 35.68 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 2.12 W/kg
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.548 W/kg
Maximum value of SAR (measured) = 1.57 W/kg

0 dB = 1.57 W/kg = 1.96 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A GSM850 GSM 190CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GSM Only Communication System (0); Frequency: 836.6 

MHz;Duty Cycle: 1:8.3

Medium: HSL835;Medium parameters used: f = 837 MHz; σ = 0.929 S/m; εr = 42.874; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.235 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.98 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.269 W/kg
SAR(1 g) = 0.221 W/kg; SAR(10 g) = 0.170 W/kg
Maximum value of SAR (measured) = 0.231 W/kg

0 dB = 0.231 W/kg = -6.36 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A GSM850 GPRS 4TS 190CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GPRS/EGPRS Mode(4up) Communication System (0); Frequency: 

836.6 MHz;Duty Cycle: 1:2.075

Medium: HSL835;Medium parameters used: f = 837 MHz; σ = 0.929 S/m; εr = 42.874; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.201 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 12.32 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.313 W/kg
SAR(1 g) = 0.180 W/kg; SAR(10 g) = 0.105 W/kg
Maximum value of SAR (measured) = 0.191 W/kg

0 dB = 0.191 W/kg = -7.19 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A GSM 1900 GSM 661CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GSM Only Communication System (0); Frequency: 1880 MHz;Duty 

Cycle: 1:8.3

Medium: HSL1900;Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 40.604; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.134 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 4.883 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.140 W/kg
SAR(1 g) = 0.115 W/kg; SAR(10 g) = 0.079 W/kg
Maximum value of SAR (measured) = 0.122 W/kg

0 dB = 0.122 W/kg = -9.14 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A GSM 1900 GSM 661CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GSM Only Communication System (0); Frequency: 1880 MHz;Duty 

Cycle: 1:8.3

Medium: HSL1900;Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 40.604; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.354 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 8.621 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.435 W/kg
SAR(1 g) = 0.293 W/kg; SAR(10 g) = 0.180 W/kg
Maximum value of SAR (measured) = 0.325 W/kg

0 dB = 0.325 W/kg = -4.88 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A GSM 1900 GPRS 4TS 661CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, GPRS/EGPRS Mode(4up) Communication System (0); Frequency: 

1880 MHz;Duty Cycle: 1:2.075

Medium: HSL1900;Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 40.604; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.647 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 10.25 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.872 W/kg
SAR(1 g) = 0.534 W/kg; SAR(10 g) = 0.298 W/kg
Maximum value of SAR (measured) = 0.561 W/kg

0 dB = 0.561 W/kg = -2.51 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band II 9400CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 40.604; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.240 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 5.966 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.252 W/kg
SAR(1 g) = 0.204 W/kg; SAR(10 g) = 0.141 W/kg
Maximum value of SAR (measured) = 0.220 W/kg

0 dB = 0.220 W/kg = -6.58 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band II 9400CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 40.604; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.571 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 9.802 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.682 W/kg
SAR(1 g) = 0.469 W/kg; SAR(10 g) = 0.297 W/kg
Maximum value of SAR (measured) = 0.509 W/kg

0 dB = 0.509 W/kg = -2.93 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band II 9262CH Bottom side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.386 S/m; εr = 

40.618; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (5x8x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.968 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 23.38 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.24 W/kg
SAR(1 g) = 0.796 W/kg; SAR(10 g) = 0.445 W/kg
Maximum value of SAR (measured) = 0.903 W/kg

0 dB = 0.903 W/kg = -0.44 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band IV 1412CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1732.4 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.328 S/m; εr = 

40.678; ρ = 1000 kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.257 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 5.005 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.266 W/kg
SAR(1 g) = 0.218 W/kg; SAR(10 g) = 0.152 W/kg
Maximum value of SAR (measured) = 0.232 W/kg

0 dB = 0.232 W/kg = -6.35 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band IV 1412CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1732.4 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.328 S/m; εr = 

40.678; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.424 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 9.579 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.513 W/kg
SAR(1 g) = 0.344 W/kg; SAR(10 g) = 0.209 W/kg
Maximum value of SAR (measured) = 0.376 W/kg

0 dB = 0.376 W/kg = -4.25 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band IV 1513CH Bottom side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used: f = 1753 MHz; σ = 1.338 S/m; εr = 40.668; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (5x8x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.970 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.98 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.29 W/kg
SAR(1 g) = 0.832 W/kg; SAR(10 g) = 0.463 W/kg
Maximum value of SAR (measured) = 0.935 W/kg

0 dB = 0.935 W/kg = -0.29 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band V 4132CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 826.4 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used (interpolated): f = 826.4 MHz; σ = 0.92 S/m; εr = 42.916; 

ρ = 1000 kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.04 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.17 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.64 W/kg
SAR(1 g) = 0.828 W/kg; SAR(10 g) = 0.455 W/kg
Maximum value of SAR (measured) = 0.919 W/kg

0 dB = 0.919 W/kg = -0.37 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band V 4182CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used (interpolated): f = 836.4 MHz; σ = 0.928 S/m; εr = 

42.876; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.205 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.07 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.232 W/kg
SAR(1 g) = 0.189 W/kg; SAR(10 g) = 0.146 W/kg
Maximum value of SAR (measured) = 0.198 W/kg

0 dB = 0.198 W/kg = -7.03 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A WCDMA Band V 4182CH Right side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used (interpolated): f = 836.4 MHz; σ = 0.928 S/m; εr = 

42.876; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.297 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 16.52 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 0.371 W/kg
SAR(1 g) = 0.274 W/kg; SAR(10 g) = 0.193 W/kg
Maximum value of SAR (measured) = 0.294 W/kg

0 dB = 0.294 W/kg = -5.32 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 2 20M QPSK 1RB50 19100CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1900 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used: f = 1900 MHz; σ = 1.407 S/m; εr = 40.571; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.200 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 5.555 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.205 W/kg
SAR(1 g) = 0.161 W/kg; SAR(10 g) = 0.109 W/kg
Maximum value of SAR (measured) = 0.170 W/kg

0 dB = 0.170 W/kg = -7.70 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 2 20M QPSK 1RB50 19100CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1900 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used: f = 1900 MHz; σ = 1.407 S/m; εr = 40.571; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.567 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 11.36 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.701 W/kg
SAR(1 g) = 0.472 W/kg; SAR(10 g) = 0.292 W/kg
Maximum value of SAR (measured) = 0.522 W/kg

0 dB = 0.522 W/kg = -2.82 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 2 20M QPSK 1RB50 18700CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1860 MHz;Duty Cycle: 1:1

Medium: HSL1900;Medium parameters used: f = 1860 MHz; σ = 1.389 S/m; εr = 40.614; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.21, 8.21, 8.21); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.14 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 13.99 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.42 W/kg
SAR(1 g) = 0.889 W/kg; SAR(10 g) = 0.502 W/kg
Maximum value of SAR (measured) = 0.964 W/kg

0 dB = 0.964 W/kg = -0.16 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 5 10M QPSK 1RB25 20450CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 829 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used: f = 829 MHz; σ = 0.922 S/m; εr = 42.903; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.01 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 27.56 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 1.58 W/kg
SAR(1 g) = 0.800 W/kg; SAR(10 g) = 0.441 W/kg
Maximum value of SAR (measured) = 0.884 W/kg

0 dB = 0.884 W/kg = -0.54 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 5 10M QPSK 1RB25 20525CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 836.5 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.928 S/m; εr = 

42.876; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.186 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 13.15 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.211 W/kg
SAR(1 g) = 0.172 W/kg; SAR(10 g) = 0.133 W/kg
Maximum value of SAR (measured) = 0.180 W/kg

0 dB = 0.180 W/kg = -7.45 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 5 10M QPSK 1RB25 20525CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 836.5 MHz;Duty Cycle: 1:1

Medium: HSL835;Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.928 S/m; εr = 

42.876; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.284 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.58 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.462 W/kg
SAR(1 g) = 0.267 W/kg; SAR(10 g) = 0.156 W/kg
Maximum value of SAR (measured) = 0.284 W/kg

0 dB = 0.284 W/kg = -5.47 dBW/kg



Date: 2020/11/05

Test Laboratory: SGS-SAR Lab

5028A LTE Band 7 20M QPSK 1RB50 21100CH Left cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 2535 MHz;Duty Cycle: 1:1

Medium: HSL2600;Medium parameters used: f = 2535 MHz; σ = 1.859 S/m; εr = 40.423; ρ = 1000 

kg/m3

Phantom section: Left Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.42, 7.42, 7.42); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.0601 W/kg

Configuration/Head/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 1.961 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.0600 W/kg
SAR(1 g) = 0.045 W/kg; SAR(10 g) = 0.029 W/kg
Maximum value of SAR (measured) = 0.0495 W/kg

0 dB = 0.0495 W/kg = -13.05 dBW/kg



Date: 2020/11/05

Test Laboratory: SGS-SAR Lab

5028A LTE Band 7 20M QPSK 1RB50 21100CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 2535 MHz;Duty Cycle: 1:1

Medium: HSL2600;Medium parameters used: f = 2535 MHz; σ = 1.859 S/m; εr = 40.423; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.42, 7.42, 7.42); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.478 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 2.794 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.611 W/kg
SAR(1 g) = 0.415 W/kg; SAR(10 g) = 0.248 W/kg
Maximum value of SAR (measured) = 0.455 W/kg

0 dB = 0.455 W/kg = -3.42 dBW/kg



Date: 2020/11/05

Test Laboratory: SGS-SAR Lab

5028A LTE Band 7 20M QPSK 1RB50 21350CH Bottom side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 2560 MHz;Duty Cycle: 1:1

Medium: HSL2600;Medium parameters used: f = 2560 MHz; σ = 1.888 S/m; εr = 40.33; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.42, 7.42, 7.42); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (6x10x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.944 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 20.17 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.728 W/kg; SAR(10 g) = 0.393 W/kg
Maximum value of SAR (measured) = 0.843 W/kg

0 dB = 0.843 W/kg = -0.74 dBW/kg



Date: 2020/11/05

Test Laboratory: SGS-SAR Lab

5028A LTE Band 7 20M QPSK 1RB50 20850CH Bottom side 0mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 2510 MHz;Duty Cycle: 1:1

Medium: HSL2600;Medium parameters used: f = 2510 MHz; σ = 1.83 S/m; εr = 40.515; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.42, 7.42, 7.42); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (6x10x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 9.16 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 44.39 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 12.1 W/kg
SAR(1 g) = 6.01 W/kg; SAR(10 g) = 2.47 W/kg
Maximum value of SAR (measured) = 7.80 W/kg

0 dB = 7.80 W/kg = 8.92 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 13 10M QPSK 1RB25 23230CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 782 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 782 MHz; σ = 0.887 S/m; εr = 43.281; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.763 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 16.51 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.18 W/kg
SAR(1 g) = 0.571 W/kg; SAR(10 g) = 0.288 W/kg
Maximum value of SAR (measured) = 0.629 W/kg

0 dB = 0.629 W/kg = -2.01 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 13 10M QPSK 1RB25 23230CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 782 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 782 MHz; σ = 0.887 S/m; εr = 43.281; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.235 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.83 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.193 W/kg
SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.164 W/kg
Maximum value of SAR (measured) = 0.193 W/kg

0 dB = 0.193 W/kg = -7.14 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 13 10M QPSK 1RB25 23230CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 782 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 782 MHz; σ = 0.887 S/m; εr = 43.281; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.287 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.78 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.333 W/kg
SAR(1 g) = 0.238 W/kg; SAR(10 g) = 0.155 W/kg
Maximum value of SAR (measured) = 0.253 W/kg

0 dB = 0.253 W/kg = -5.97 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 17 10M QPSK 1RB0 23790CH Left tilted

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 710 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 710 MHz; σ = 0.845 S/m; εr = 43.704; ρ = 1000 

kg/m3

Phantom section: Left Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.570 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 20.13 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.518 W/kg
SAR(1 g) = 0.388 W/kg; SAR(10 g) = 0.280 W/kg
Maximum value of SAR (measured) = 0.430 W/kg

0 dB = 0.430 W/kg = -3.67 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 17 10M QPSK 1RB25 23780CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 709 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 709 MHz; σ = 0.844 S/m; εr = 43.71; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.230 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 15.01 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.196 W/kg
SAR(1 g) = 0.191 W/kg; SAR(10 g) = 0.166 W/kg
Maximum value of SAR (measured) = 0.196 W/kg

0 dB = 0.196 W/kg = -7.08 dBW/kg



Date: 2020/10/31

Test Laboratory: SGS-SAR Lab

5028A LTE Band 17 10M QPSK 1RB25 23780CH Right side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 10MHZ (0); Frequency: 709 MHz;Duty Cycle: 1:1

Medium: HSL750;Medium parameters used: f = 709 MHz; σ = 0.844 S/m; εr = 43.71; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(10.16, 10.16, 10.16); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (5x14x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.230 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 15.68 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.197 W/kg
SAR(1 g) = 0.186 W/kg; SAR(10 g) = 0.152 W/kg
Maximum value of SAR (measured) = 0.194 W/kg

0 dB = 0.194 W/kg = -7.12 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 66 20M QPSK 1RB50 132322CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1745 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used: f = 1745 MHz; σ = 1.335 S/m; εr = 40.672; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.255 W/kg

Configuration/Head/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 4.577 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.261 W/kg
SAR(1 g) = 0.216 W/kg; SAR(10 g) = 0.151 W/kg
Maximum value of SAR (measured) = 0.230 W/kg

0 dB = 0.230 W/kg = -6.38 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 66 20M QPSK 1RB50 132322CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1745 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used: f = 1745 MHz; σ = 1.335 S/m; εr = 40.672; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.428 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 9.686 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.511 W/kg
SAR(1 g) = 0.344 W/kg; SAR(10 g) = 0.209 W/kg
Maximum value of SAR (measured) = 0.376 W/kg

0 dB = 0.376 W/kg = -4.25 dBW/kg



Date: 2020/11/01

Test Laboratory: SGS-SAR Lab

5028A LTE Band 66 20M QPSK 1RB50 132572CH Bottom side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, LTE-FDD BW 20MHz (0); Frequency: 1770 MHz;Duty Cycle: 1:1

Medium: HSL1750;Medium parameters used: f = 1770 MHz; σ = 1.347 S/m; εr = 40.659; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(8.5, 8.5, 8.5); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (5x8x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.974 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.78 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.22 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.464 W/kg
Maximum value of SAR (measured) = 0.895 W/kg

0 dB = 0.895 W/kg = -0.48 dBW/kg



Date: 2020/11/02

Test Laboratory: SGS-SAR Lab

5028A WIFI 2.4G 802.11b 1CH Right cheek

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WI-FI(2.4GHz) (0); Frequency: 2412 MHz;Duty Cycle: 1:1.006

Medium: HSL2450;Medium parameters used: f = 2412 MHz; σ = 1.721 S/m; εr = 40.843; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.6, 7.6, 7.6); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.454 W/kg

Configuration/Head/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 6.117 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.781 W/kg
SAR(1 g) = 0.373 W/kg; SAR(10 g) = 0.178 W/kg
Maximum value of SAR (measured) = 0.414 W/kg

0 dB = 0.414 W/kg = -3.83 dBW/kg



Date: 2020/11/02

Test Laboratory: SGS-SAR Lab

5028A WIFI 2.4G 802.11b 6CH Back side 15mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WI-FI(2.4GHz) (0); Frequency: 2437 MHz;Duty Cycle: 1:1.006

Medium: HSL2450;Medium parameters used: f = 2437 MHz; σ = 1.75 S/m; εr = 40.757; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.6, 7.6, 7.6); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.0781 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 2.408 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.126 W/kg
SAR(1 g) = 0.059 W/kg; SAR(10 g) = 0.028 W/kg
Maximum value of SAR (measured) = 0.0651 W/kg

0 dB = 0.0651 W/kg = -11.86 dBW/kg



Date: 2020/11/02

Test Laboratory: SGS-SAR Lab

5028A WIFI 2.4G 802.11b 6CH Back side 10mm

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, WI-FI(2.4GHz) (0); Frequency: 2437 MHz;Duty Cycle: 1:1.006

Medium: HSL2450;Medium parameters used: f = 2437 MHz; σ = 1.75 S/m; εr = 40.757; ρ = 1000 

kg/m3

Phantom section: Flat Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.6, 7.6, 7.6); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.163 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 3.228 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.282 W/kg
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.055 W/kg
Maximum value of SAR (measured) = 0.135 W/kg

0 dB = 0.135 W/kg = -8.70 dBW/kg



Date: 2020/11/02

Test Laboratory: SGS-SAR Lab

5028A Bluetooth DH5 78CH Right tilted

DUT: 5028A; Type: LTE/WCDMA/GSM mobile phone; Serial: ZLDMYPW4BM49QC99 

Communication System: UID 0, Bluetooth (0); Frequency: 2480 MHz;Duty Cycle: 1:1.302

Medium: HSL2450;Medium parameters used: f = 2480 MHz; σ = 1.798 S/m; εr = 40.629; ρ = 1000 

kg/m3

Phantom section: Right Section 

DASY 5 Configuration:

 Probe: EX3DV4 - SN3962; ConvF(7.6, 7.6, 7.6); Calibrated: 2020/04/01;
 Sensor-Surface: 2mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn1428; Calibrated: 2020/03/03
 Phantom: SAM 3; Type: SAM; Serial: 1912
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.162 W/kg

Configuration/Head/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 3.831 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.250 W/kg
SAR(1 g) = 0.136 W/kg; SAR(10 g) = 0.067 W/kg
Maximum value of SAR (measured) = 0.152 W/kg

0 dB = 0.152 W/kg = -8.18 dBW/kg
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