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SPECIFICATION FOR APPROVAL 

CUST P/N:

CUSTOMER: 

DATE: 

DESC: 

Version: A.0

TX43.5*5.3*0.5-10TS-0.25*4P-6.5UH-50MM

TELEPHONE EST (HK) CO., LTD

Room709, 7F, FuLi tianhe commercial building, Linhe East Road and tianhe district, Guangzhou, China

TX-Wireless Charging Transmitter Coil Module

Frequency: 110.5-205KHz



SPECIFICATION 

DESC Rev：
TX43.5*5.3*0.5-10TS-0
.25*4P-6.5UH-50MM A.0

CUST: 

CUST P/N:

一 DIMENSION:(mm)  

二、 SCHEMATIC DIAGRAM 

A 20.5±0.5

B 39±2

C  43.5±0.5

D  50±2

E 

F  

 

 

3±1

5.3±0.3

G 0.5±0.06

H 1.1MAX

三 Winding Specification: 

NO. TERMINAL WIRE Turns Winding Direction
1 S F 100.25*4P Ts CCW

四 ELECTRICAL CHARACTERISTICS: 
TEMPERATURE:25±10°C, RELATIVE HUMIDITY:65±20% 

NO. ITEM TERMINAL SPECIFICATION TEST FREQUENCY TEST EQUIPMENTS
1     

    
IND. S-F 2.8uH±10% 100KHz/1.0V

100KHz/1.0V

100KHz/1.0V

LCR METER 106X

LCR METER 106X
LCR METER 106X

IND.
DCR

S-F
S-F

6.5uH±10%
100mΩ Max

2

3

We, TELEPHONE EST (HK) CO., LTD, states that All measurements were performed radiated 
and therefore additional antenna gain documentation is not required.


