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Specification

6.58"

4.26"

4"

25 oz

If your vehicle has a leather dashboard,  
we recommend windshield mounting to avoid 
damaging your dash.

5" Extension

02  Installation
Assembling the Mount

Attaching the Mount

1. Connect the 
mount cradle to 
the ball joint.

2. Tighten the  
cradle knob.

Choose an installation method: dashboard/flat 
surface (A) or windshield/curved glass (B). 

Choose a flat location on the vehicle’s 
dashboard and wipe any dust or debris from 
the surface.

[ Option A ]

Dashboard or Flat Surface Installation
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Dashboard or Flat Surface Installation

1. Connect the mount cradle to the ball joint.
2. Tighten the cradle knob.

[ Option A ]
DASHBOARD OR FLAT SURFACE INSTALLATION 

[ Option B ]
WINDSHIELD OR CURVED GLASS INSTALLATION

VENT INSTALLATION POWER CABLE INSERT PHONE INTO MOUNT

GRAVITY MOUNT GRIP

ASSEMBLING THE MOUNT

DASH INSTALLATIONASSEMBLING THE MOUNT
INSTALLING THE MOUNT

WINDSHIELD INSTALLATION
INSTALLING THE MOUNT

Mount rotates 
360° for 
optimal 
viewing 
angles.

USB A-C CABLE
INCLUDED

2. Push the mount 
all the way onto the 
air vent blades.

1. Connect the 
cradle to the vent 
mount and tighten 
the cradle knob.

Gently push your 
phone down into the 
mount.  

260°

Pivot Knob
Turning the pivot knob allows you 

to adjust the telescopic arm. 
Tighten to secure the arm in place.

Cradle Knob 
To rotate the cradle, loosen 
the cradle knob. Tighten to 
lock into desired position. 

2.  Push the 
locking lever down 
to lock suction 
cup.

1.  Peel off the protective film 
on the suction cup and press 
the mount firmly onto the 
windshield. 

Choose a location on the windshield and wipe any 
dust or debris from the surface.

Telescopic Arm
To extend the arm, simply pull it outward and slide 
it into desired position, then tighten extension knob

Bottom Feet
Pull down or push up to adjust the feet 
for proper wireless charging alignment.

1.  Peel of the film on the suction cup and press onto the 
desired installation location. Then push the locking lever 
down to engage suction. Wait at least 20 minutes.  

Choose a flat location on the vehicle’s dashboard and 
wipe any dust or debris from the surface.

3-IN-1 WIRELESS CHARGING
GRAVITY MOUNT BUNDLE

DASH | WINDSHIELD | AIR VENT

SUPPORT: 877 543 3540
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MADE IN CHINA

Works with wireless charging-enabled and compatible 
devices

PACKAGE INCLUDES: 
(1) Gravity Phone Mount, (1) Vent Mount, 
(1) Dash Mount, (1) Cable), (1) User Manual

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions
(1) This device may not cause harmful interference, and
(2) this device must accept any interference received, including 
interference that may cause undesired operation.
Any Changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate the 
equipment.
Note: This equipment has been tested and found to comply with the limits 
for a Class B digital device pursuant to part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful 
interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy 
and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, 
the user is encouraged to try to correct the interference by one or more of 
the following measures:
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected
-Consult the dealer or an experienced radio/TV technician for help.
This equipment complies with FCC radiation exposure limits set forth for 
an uncontrolled environment. This equipment should be installed and 
operated with minimum distance 20cm between the radiator & your body.

MODEL
#2IHCM1084

ADJUSTING THE MOUNT 

Arms will grip
automatically
and lock phone
into place and
wireless charging
will begin

INPUT DC 5V/2A 9V 2.22A

CHARGING EFFICIENCY ≥73%

CHARGING DISTANCE 3-10MM

FREQUENCY

WIRELESS CHARGING POWER

PRODUCT SIZE

PRODUCT MATERIAL

CHARGING INTERFACE TYPE

CHARGING CABLE LENGTH

110.5-205 KHZ
15W MAX

15CM*7.3CM*2CM

ABS
USB TO TYPE C CABLE

100CM


