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2.4. Description of Available Antennas 

Antenna Type Manufacturer Frequency Band 

(GHz) 

Max Peak Gain  

(dBi) 

Dipole Antenna 1# 
Yuneec 

Technology Co., 

Limited 

2.4 1.71 

Dipole Antenna 2# 2.4 1.71 

Omni-directional Antenna 1# 5.8 -3.66 

Omni-directional Antenna 2# 5.8 -3.66 

Note: For 2.4GHz ZigBee & 5.8GHz WLAN, it has two diversity antennas (TX and RX) which are 

used to avoid dropouts due to multipath fading. Only one antenna is selected for use at any time 

through the on-board RF switch. 

 

2.5. Description of Antenna RF Port 

Antenna RF Port 

 

 

2.6. Test Mode 

Test Mode Mode 1: Transmit by 802.11a 

 

2.7. Test Software 

The test utility software used during testing was engineering directive ordered by applicant. 
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2.8. Device Capabilities 

This device contains the following capabilities: 

2.4GHz Zigbee (DTS) and 5.8GHz WLAN (UNII) 

Note: 5GHz (UNII) operation is possible in 20MHz channel bandwidths. The maximum achievable 

duty cycle was determined based on measurements performed on a spectrum analyzer in zero-span 

mode with RBW = 8MHz, VBW = 50MHz, and detector = average per the guidance of Section B)2)b) 

of KDB 789033 D02v01. The RBW and VBW were both greater than 50/T, where T is the minimum 

transmission duration, and the number of sweep points across T was greater than 100.  

Test Mode Duty Cycle 

802.11a 39.49 % 

 

2.9. Test Configuration 

The 3-Axis Gimbal Camera FCC ID: 2ACS5-CGO4 was tested per the guidance of KDB 789033 

D02v01. ANSI C63.10-2013 was used to reference the appropriate EUT setup for radiated spurious 

emissions testing and AC line conducted testing. 

 

2.10. EMI Suppression Device(s)/Modifications 

No EMI suppression device(s) were added and/or no modifications were made during testing. 

 

2.11. Labeling Requirements 

Per 2.1074 & 15.19; Docket 95-19 

The label shall be permanently affixed at a conspicuous location on the device; instruction manual or 

pamphlet supplied to the user and be readily visible to the purchaser at the time of purchase. 

However, when the device is so small wherein placement of the label with specified statement is not 

practical, only FCC ID must be displayed on the device per Section 15.19(a)(5). Please see 

attachment for FCC ID label and label location. 
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3.3. Radiated Emissions 

The radiated test facilities consisted of an indoor 3 meter semi-anechoic chamber used for final 

measurements and exploratory measurements, when necessary. The measurement area is 

contained within the semi-anechoic chamber which is shielded from any ambient interference. For 

measurements above 1GHz absorbers are arranged on the floor between the turn table and the 

antenna mast in such a way so as to maximize the reduction of reflections. For measurements below 

1GHz, the absorbers are removed. A MF Model 210SS turntable is used for radiated measurement. 

It is a continuously rotatable, remote controlled, metallic turntable and 2 meters (6.56 ft.) in diameter. 

The turn table is flush with the raised floor of the chamber in order to maintain its function as a 

ground plane. An 80cm high PVC support structure is placed on top of the turntable. 

For all measurements, the spectrum was scanned through all EUT azimuths and from 1 to 4 meter 

receive antenna height using a broadband antenna from 30MHz up to the upper frequency shown in 

15.33(b)(1) depending on the highest frequency generated or used in the device or on which the 

device operates or tunes. For frequencies above 1GHz, linearly polarized double ridge horn 

antennas were used. For frequencies below 30MHz, a calibrated loop antenna was used. When 

exploratory measurements were necessary, they were performed at 1 meter test distance inside the 

semi-anechoic chamber using broadband antennas, broadband amplifiers, and spectrum analyzers 

to determine the frequencies and modes producing the maximum emissions. Sufficient time for the 

EUT, support equipment, and test equipment was allowed in order for them to warm up to their 

normal operating condition. The test set-up for frequencies below 1GHz was placed on top of the 0.8 

meter high, 1 x 1.5 meter table; and test set-up for frequencies 1-40GHz was placed on top of the 1.5 

meter high, 1 x 1.5 meter table. The EUT, support equipment, and interconnecting cables were 

arranged and manipulated to maximize each emission. Appropriate precaution was taken to ensure 

that all emissions from the EUT were maximized and investigated. The system configuration, clock 

speed, mode of operation or video resolution, if applicable, turntable azimuth, and receive antenna 

height was noted for each frequency found. 

Final measurements were made in the semi-anechoic chamber using calibrated, linearly polarized 

broadband and horn antennas. The test setup was configured to the setup that produced the worst 

case emissions. The spectrum analyzer was set to investigate all frequencies required for testing to 

compare the highest radiated disturbances with respect to the specified limits. The turntable 

containing the EUT was rotated through 360 degrees and the height of the receive antenna was 

varied 1 to 4 meters and stopped at the azimuth and height producing the maximum emission. Each 

emission was maximized by changing the orientation of the EUT through three orthogonal planes 

and changing the polarity of the receive antenna, whichever produced the worst-case emissions. 

According to 3dB Beam-Width of horn antenna, the horn antenna should be always directed to the 

EUT when rising height. 
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5. TEST EQUIPMENT CALIBRATION DATE 

Conducted Emissions 

Instrument Manufacturer Type No. Asset No. Cali. Interval Cali. Due Date 

EMI Test Receiver R&S ESR7 MRTSUE06001 1 year 2016/11/03 

Two-Line V-Network R&S ENV216 MRTSUE06002 1 year 2016/11/03 

Two-Line V-Network R&S ENV216 MRTSUE06003 1 year 2016/11/03 

Temperature/Humidity Meter Ouleinuo N/A MRTSUE06114 1 year 2016/11/20 
 

Radiated Emissions 

Instrument Manufacturer Type No. Asset No. Cali. Interval Cali. Due Date 

Spectrum Analyzer Agilent E4447A MRTSUE06028 1 year 2016/12/08 

EMI Test Receiver R&S ESR7 MRTSUE06001 1 year 2016/11/03 

Preamplifier Agilent 83017A MRTSUE06020 1 year 2016/03/29 

Preamplifier Schwarzbeck BBV9721 MRTSUE06121 1 year 2016/04/16 

Loop Antenna Schwarzbeck FMZB1519 MRTSUE06025 1 year 2016/11/07 

TRILOG Antenna Schwarzbeck VULB9162 MRTSUE06022 1 year 2016/11/07 

Broad-Band Horn Antenna Schwarzbeck BBHA9120D MRTSUE06023 1 year 2016/11/07 

Broadband Horn Antenna Schwarzbeck BBHA9170 MRTSUE06024 1 year 2016/01/05 

Temperature/Humidity Meter Ouleinuo N/A MRTSUE06115 1 year 2016/11/20 
 

Conducted Test Equipment 

Instrument Manufacturer Type No. Asset No. Cali. Interval Cali. Due Date 

Spectrum Analyzer Agilent N9020A MRTSUE06106 1 year 2016/05/08 

USB Wideband Power Sensor Boonton 55006 MRTSUE06109 1 year 2016/05/08 

Temperature/Humidity Meter Ouleinuo N/A MRTSUE06112 1 year 2016/11/20 

 
Software Version Function 

e3  V 8.3.5 EMI Test Software 
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6. MEASUREMENT UNCERTAINTY 

 

Where relevant, the following test uncertainty levels have been estimated for tests performed on the 

EUT as specified in CISPR 16-4-2. This uncertainty represents an expanded uncertainty expressed 

at approximately the 95% confidence level using a coverage factor of k = 2. 

 

AC Conducted Emission Measurement 

Measuring Uncertainty for a Level of Confidence of 95% (U=2Uc(y)):  

150kHz~30MHz: 3.46dB 

Radiated Emission Measurement 

Measuring Uncertainty for a Level of Confidence of 95% (U=2Uc(y)):  

9kHz ~ 1GHz: 4.18dB 

1GHz ~ 40GHz: 4.76dB 

 






































































































