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Support 2.4G Wi-Fi6 IEEE802.11b/g/n/ax, BLE5.4 Wireless Standards
Based on Andes RISC SOC, 240MHz CPU, 606KB RAM, 4MB Flash
Support UART Data Communication with Wi-Fi or BLE

Support Wi-Fi STA/AP/AP+STA Mode

Support BLE SmartBLELink Config

Support Wi-Fi AP SmartAPLink

Support Wireless and Remote Firmware Upgrade Function
Support Software SDK for Develop

Support Different Antenna Option

B HF-LPT262-G: Internal PCB or or

B HF-LPT262-0G: External 15t IPEX

B HF-LPT262-0G: Antenna Pad Out

Single +3.3V Power Supply

Size:

B 22+0.2mm x 13.5£0.2mm x 3+0.2mm, SMT21 package
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1.PRODUCT OVERVIEW

1.1. General Description

The HF-LPT262 module is a fully self-contained small form-factor, single stream, 802.11b/g/n Wi-
Fi + BLE module, which provide a wireless interface to any equipment with a Serial interface for data
transfer. This module integrate MAC, baseband processor, RF transceiver with power amplifier in
hardware and all Wi-Fi protocol and configuration functionality and networking stack, in embedded
firmware to make a fully self-contained 802.11b/g/n Wi-Fi, BLE and SLE solution for a variety of
applications.

The HF-LPT262 module employs the world's lowest power consumption embedded architecture.
It has been optimized for all kinds of client applications in the home automation, smart grid, handheld
device, personal medical application and industrial control that have lower data rates, and transmit or
receive data on an infrequent basis.
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Figure 1.  SOC Chip system

1.1.1 Key Application

Remote equipment monitoring
Asset tracking and telemetry
Security

Industrial sensors and controls
Home automation

Medical devices

1.1.2 Device Paremeters

Table1. HF-LPT262 Module Technical Specifications

Class Item Parameters

Wireless standard 802.11 b/g/n/ax

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -4 -
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Frequency range

2.412GHz-2.472GHz (CH1~CH13)

Transmit Power

802.11b: +17dBm + 1dBm (@11Mbps)

802.11g: +15dBm + 1dBm (@54Mbps)

802.11n: +15dBm + 1dBm (@HT20, MCS7)

802.11n: +15dBm + 1dBm (@HT40, MCS7)

802.11ax: +15dBm + 1dBm (@HT20, MCS7)

802.11b: <-97dBm (@1Mbps)

/

Network Protocol

802.11b: <-90dBm (@11Mbps)
802.11g: <-92.5dBm (@6Mbps)
802.11g: <-75.5dBm (@54Mbps)
Receiver Sensitivity 802.11n: <-93dBm (@HT20 MCSO0)
802.11n: <-73dBm (@HT20 MCS?7)
802.11n: <-90dBm (@HT40 MCS?7)
802.11n: < -70 dBm (@HT40 MCS7)
802.11ax: <-92 dBm (@HE20 MCSO0)
Wireless standard BLE5.4
BLE Frequency range 2.402GHz-2.480GHz
Parameters |_1ransmit Power =14dBm
Receiver Sensitivity zzz ggm%;m
Antenna Internal: PCB antenna
External: 15t IPEX antenna or PAD out
Interface UART
GPIO, SPI, PWM, ADC, 12C
GPIO Driver Ability Source and Sink Current: 3mA (GND+0.3V/VCC-0.3V)
Operating Voltage 3~3.6V
Hardware Peak (1ms for every 100ms): <350mA
Parameters | Operating Current Average (STA): 70mA
Average (AP): 70mA
Operating Temp. -40°C- 85°C
Storage Temp. -40°C-125C
Humidity <85%
MSL Level 3
Dimensions and Size 22+0.2mm x 13.5£0.2mm x 3+£0.2mm
Network Type STA/AP/APSTA
Security Mechanisms | WEP/WPA-PSK/WPA2-PSK/WPA3-SAE
Encryption WEP64/WEP128/TKIP/AES
Update Firmware Local Wireless, Remote OTA
Software — ——
Parameters Customization Support SDK for application develop

IPv4, TCP/UDP/HTTP/TLS 1.2

User Configuration

AT+instruction set.
SmartBLELink BLE Config
SmartAPLink AP Config

1.2. Hardware Introduction

HF-LPT262 Wi-Fi module appearance is as following.

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com)
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Figure 2. HF-LPT262-G Appearance
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Figure 3. HF-LPT262-0G Appearance
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Figure 4. HF-LPT262-2G Appearance
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1.2.1. HF-LPT262 Pins Definition
23 | GND
22 | ANT
DEBUG _UARTO_TX | 1 21 | GND
DEBUG_UARTO_RX | 2 20 | VDD
GPIOO07/SPIO-CLK | 3 19 | GPIOO00
GPIOQ8 | 4 18 | nLink/GPIO02
UART1 TX | 5 17 | nReload/GPIO05
UART1_RX | 6 16 | nReady/GPIO10/SPI0-CS
Boot/GPIO03 | 7 15 | RESET
GPIO11/SPIO-MOSI | 8 14 | GPIO12
9 10 11 12 13
3 00 I 0
© 25900
o 0 o o
o 2 Qo O
o
N
(e}
o
o
o
O
Figure 5. HF-LPT262 Pins Map
Table2. HF-LPT262 Pins Definition
Pin | Describtion Net Name Signal Comments
Type
1 DEBUG_UARTO_TX| O [3.3V TTL UART Debug Output
Internal 2.2K pull-up resistor
2 DEBUG_UARTO0_RX I 3.3V TTL UART Debug Input
3 UART1_RTS GPIO07 O |used as RTS when enable flow control
4 UART1_CTS GPIO08 I used as CTS when enable flow control
5 UART1_TX UART1_TX O [3.3VTTL UART1 Communication Output
Internal 2.2K pull-up resistor
6 UART1_RX UART1_RX I 3.3V TTL UART1 Communication Input
7 Boot GPIO03 IPD |[Default pull-down, boot Select:
Low: boot from soc internal flash
High: boot from Debug UART, used for
program flash firmware.
This pin is used for HF factory program,
user just keep it unconnected.
8 GPIO11 10

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com)
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Pin | Describtion Net Name Signal Comments
Type
9 GPIO04 10
10 GPIO09 10
12 GPIO14 10
13 GPIO13 10
14 GPIO12 10
15 | Module Reset RESET I,PU [“Low” effective reset input. There is RC
reset circuit internally. No need of
external RC reset circuit.
16 [Module Boot Up nReady O ['0”—Boot-up OK;
Indicator “1” — Boot-up Fail;
GPIO10
17 | Multi-Function nReload I,PU |Detailed functions see <Notes>
GPIO5
18 Wi-Fi Status nLink O |‘0” — Wi-Fi connect to router
“1” — Wi-Fi unconncted;
Detailed functions see <Notes>
GPIO2
19 GPIO00 10
20 +3.3V Power VDD Power
11,21 Ground GND Power
22 ANT Signal [Only -0 and -2 have these two pins
23 Ground GND Power [Antenna Pad Out. See following for

detailed.

® -0 use external IPEX antenna, PIN22 is useless.

® -2 use PIN22 antenna PAD out
® -PAD use the back for antenna, see as following picture.

Table3. HF-LPT262-PAD Antenna Out

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -8 -
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Table4. Pin GPIO mapping
UART 12C PWh SPI ADC HEtb1 FEth2 #iT
GPIO0O PWIMD 5PI1_CS TDI SPIL R B EH
CROonT AL e ] bt e e
GPIO02 PWM2 SPI1 103
EB
GPIO03 PWM3 SPILIOV/S FEF EXE (BRiL28KTE)
BEY: HEFHER
: JTAG_ENABLE L2
GPIOD4 PWM4 | SPILIOL/SI (HEFEER) EEEEE POWER_CTRL {EE¥: SEGPIO
BETF: ITAGTHEE
SPID_IN
GPIO0S | UART2.CTS PWMS i1 102
TTE
SN RERCKRRECETATHE
o =
SO | WaIT TS e e Ermoe :EWW E
GPIO07 | UART2 RXD PWMT 5PI0_SCK ADCO 125 MCLK
GPIO0S | UARTZ TXD PWMO SPI0_CS1 ADCL
GPIO0Y PWM1 SPID_OUT ADC2 125 DO/TDO RADAR_ANTO_SW BEIE, A
GPIO10 PWM2 SPIO_CS0 ADC3 125 SCLK ANTO_SW
GPIO11 PWM3 SPID_IN ADC4 125 LRCLK RADAR_ANTI SW BEE), it
GPIO12 PWM4 ADC5 125 DI ANTL SW
GPIO13 | UARTL CTS TMS/SWD RADAR_ANTO_SW
GPIO14 | UARTL RTS TCK/SWC RADAR ANTI_SW
UARTLTX| .. 12C1_SDA
UARTL RX| kil 12C1 SCL
UARTO_TX| i@k ® M 1200 SDA
UARTORX|  *#5v  [12c0 sCL
<Notes>
| — Input; O — Output
PU—Internal Resistor Pull Up; 1/O: Digital I/O; Power—Power Supply

nReload Pin (Button) function:

1. When this pin is set to “low” during module boot up, the module will enter wireless
firmware and config upgrade mode. This mode is used for customer manufacture.
See Appendix to download software tools for customer batch configuration and
upgrade firmware during mass production.

2. After module is powered up, short press this button (0.2s < “Low” < 1.5s) and loose
to make the module go into SmartBLELink and SmartAPLink config mode, waiting for
APP to set router SSID and password, config module connect to router. Recommend
to use SmartBleLink BLE method config.
See Appendix to download SmartBLELink and SmartAPLink APP

3.  After module is powered up, long press this button ( “Low” > 4s ) and loose to make
the module recover to factory setting.

High-Flying strongly suggest customer fan out this pin to connector or button for

“Manufacture” upgrade or “SmartLink” application.

nReady Pin (LED) function(Low effective):

1.  OS initial finished indicator. Only after this pin output low, can the UART function be
used.

nLink Pin (LED) function(Low effective):

1. At wireless firmware and config upgrade mode , this LED used to indicate configure

and upgrade status.

2. At SmartAPLink and SmartBLELink config mode, this LED is used to indicate APP to
finish setting.

3. At normal mode, it’s Wi-Fi link status indicator. Output Low when STA mode connect
to router AP or other STA connect to it when in AP mode.

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com)
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High-Flying strongly suggest customer fan out this pin to LED.

Debugq UART:

1. Is used for debug log or firmware program, baud rate 115200.

1.2.2. Electrical Characteristics

Table5. Absolute Maximum Ratings:
Parameter Condition Min. | Typ. | Max. | Unit
Maximum soldering temperature IPC/JEDEC J-STD-020 260 °C
ESD (Human Body Model HBM) TAMB=25°C 4 KV
ESD (CDM) TAMB=25°C 0.5 KV
Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) - 10 -
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1.2.3. HF-LPT262 Mechanical Size
HF-LPT262 modules physical size (Unit: mm) as follows:

— P40 ———————
}—F_. 94 50—
He.l |- PIN 1 _\
] 2,75
13.510.3

Figure 6. HF-LPT262-G Mechanical Dimension

—1.0+0.1
—. 00,2

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com)
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Figure 7. HF-LPT262-0G/2G Mechanical Dimension
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1.2.4. On-board Chip Antenna

HF modules support internal on-board chip antenna option. When customer select internal antenna,
you shall comply with following antenna design rules and module location suggestions:
»  For customer PCB, module antenna area can’t put componet or paste GND net;(See the
following red arrow area)
»  Antenna must away from metal or high components at least 16mm;
» Antenna can’t be shieldedby any meal enclosure; All cover, include plastic, shall away from
antenna at least 16mm;
High-Flying suggest module better locate in following region at customer board, which to reduce the
effect to antenna and wireless signal, and better consult High-Flying technical people when you
structure your module placement and PCB layout.

Ieave 16mm distance leave 16mm distance

leave 16mm distance _ ﬁ
| || Antenna
& Area
leave 16mm distance

Side View

leave 16mm distance

N —— Antenna area I

User PCB
4 W B mmENEEER

Front View
Figure 8.  Suggested Module Placement Region

1.2.5. Evaluation Kit

High-Flying provides the EVK to promote user to familiar the product and develop the detailed
application. The evaluation kit shown as below, user can connect to module with the RS-232 UART,
USB (Internal USB to UART convetor) or Wireless interface to configure the parameters, manage the

module or do the some functional tests.

v o
L‘)«RYD»H__ 3 UARTO-RX
G6P10gY \ 6PI008
'
—- UART-TX UART -RX
GPI003
\‘ »
1| Gp1004
cplote |

9 ePro12|™ *® R
S—=TT u GPI00Z---L

GPIOLD | ™ " GPIOOS GP1003--Pul ! H‘qn:ﬁfoq-«n GPIO10- - -READY
GPI0O2 | = * GPIO0O GP1003--F loating:Normal GP1005- - -RELOAD

: JART -RX ‘-‘
,;nmx[ S =
; - -

-
USBRUARTT =

Flgure 9. HF-LPT62X0 EVK
Notes: User need download USB to UART port driver from High-Flying web or contact with technical

support people for more detail.

Reload

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -13 -
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The external interface description for evaluation kit as follows:

Table6. Evaluation Kit Interface Description
Function Name Description
External DATA_UART | Power In and communication UART2 port.
Interface DEBUG_UART | Power In and debug UART port, baud rate 115200
DC DC jack for power in, 5V input. When USB power
supply is not enough, may use external adapter.
LED Power Power LED
Ready nReady LED
Link nLink LED
Button Smart Config and Restore factory default
Reload ) .
configuration.
Reset Reboot module

1.2.6. Hardware Typical Application

A
I
i

ki

BX

GRID
GPIO

GFIO

&D

3.3V

Wi-Fi Madule
11 12
UART_RXD e K
UART_TXD I ‘ VDD
i Dg | “Dé 16
nReady
) | nReady nlink TK
aLink nRsloas
:"_Ralm‘ fa.c\h 0 52
aRST Pae]
T 1000F
|
—L—-
v
ad GO

Tl-mr; Tu:
HiE

Notes:

Figure 10. HF-LPT262 Hardware Typical Application

nReset- Module hardware reset signal. Input. Logics “0” effective.

There is pull-up resister internal and no external pull-up required. If need reset, set low at least 10ms

abd then set high.

nLink- Module WIFI connection status indication. Output.

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com)
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(This pin is recommend to connect to LED, indicate status when the module in wireless
upgrade mode)

When module connects to AP (AP associated), this pin will output “0”. This signal used to judge if
module already at WiFi connection status. Thers is pull-up resister internal and no external pull-up
required. If nLink function not required, can leave this pin open.

nReady- Module boot up ready signal. Output. Logics “0” effective.

The module will output “0” after normal boot up. This signal used to judge if module finish boot up and
ready for application or working at normal mode. If nReady function not required, can leave this pin
open.

nReload- Module restore to factory default configuration.Input. Logics “0” effective.

(This pin is recommend to connect to button, is used to enter wireless upgrade mode)

User can de-assert nReload signal “0” more than 4s through button or MCU pin, then release, module
will restore to factory default configuration and re-start boot up process.. If nReload function not
required, can leave this pin open.

UARTO_TXD/RXD- UART port data transmit and receive signal.

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -15 -
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2. SMT INFORMATION

2.1. Recommended Reflow Profile

S
°
2
@
[
a
g 1 | | I |
= I ] | I ]
' ] : ' Peak Temp. !
! ! ! ! 235~ 250°C !
250 I | | 1 I
; Preheating|zone : ; Reflowzone N\ Cooling zone
I 150 ~ 200 °C 160~120s ! -217°C 60 ~00s ! -1~-5°Cfs
217 1 i i | N
200 T T PE—— T T
L ol - . Soldering time |
-
s | : e
v i i i |
Ramp-up zone P ! : ! !
1~3Cfs )/ ! ! i i
100 —1— - : , : !
| | I | |
ya | | '. |
Vs l i i i |
50 —1— / I 1 1 1 I
I I I 1 1
// I I I 1 1
/ I I I 1 1
25 ! ! ! ] I Time (sec.)
| | 1 | 1 E
0
0 50 100 150 200 250
Ramp-up zone — Temp.: 25 ~ 150 °C Time: 60 ~ 90 s Ramp-up rate: 1 ~ 3 °C/s
Preheating zone — Temp.: 150 ~ 200 °C Time: 60 ~ 120 s
Reflow zone — Temp.: >217 °C Time: 60 ~ 90 s; Peak Temp.: 235 ~ 250 °C Time: 30 ~ 70 s
Cooling zone — Peak Temp. ~ 180 °C Ramp-down rate: -1 ~ -5 °C/s
Solder — Sn-Ag-Cu (SAC305) lead-free solder alloy

Figure 11. Reflow Soldering Profile

2.2. Device Handling Instruction (Module IC SMT Preparation)
1. Shelf life in sealed bag: 12 months, at <30°C and <60% relative humidity (RH)
After bag is opened, devices that will be re-baked required after last baked with window time
168 hours.
Recommend to oven bake with N2 supplied
Recommend end to reflow oven with N2 supplied
Baked required with 24 hours at 125+-5°C before rework process.
Recommend to store at =10% RH with vacuum packing
If SMT process needs twice reflow:
(1) Top side SMT and reflow - - (2) Bottom side SMT and reflow
Case 1: Wifi module mounted on top side. Need to bake when bottom side process over 168
hours window time, no need to bake within 168 hours

N o o s w

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -16 -
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Case 2: Wifi module mounted on bottom side, follow normal bake rule before process
Note: Window time means from last bake end to next reflow start that has 168 hours space.

Shanghai High-Flying Electronics Technology Co., Ltd(www.hi-flying.com) -17 -



HF-LP262 2.4GWi-Fi6 + BLE Module User Manual & HF

3. STATEMENT

FCC Statement

Federal Communication Commission Statement (FCC, U S)

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be determined
by turning the equipment off and on, the user is encouraged to try to correct the interference by one of
the following measures:

- Reorient or relocate the receiving antenna

- Increase the separation between the equipment and receiver

- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected

- Consult the dealer or an experienced radio/TV technician for help

The device must not be co-located or operating in conjunction with any other antenna or transmitter.
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

FCC Caution:
Any changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate this equipment.

FCC Radiation Exposure Statement

This equipment should be installed and operated with minimum distance 20cm between the radiator
and your body.

Does not comply with the use restrictions of the product:

Portable devices used close with human’s body (within 20cm), Like Cell phone, Notebook etc.

Integration instructions for host product manufacturers according to KDB 996369 D03 OEM
Manual v01

2.2 List of applicable FCC rules

FCC Part 15 Subpart C 15.247 & 15.209.

2.3 Specific operational use conditions

The module can be used for mobile applications with a maximum 1dBi antenna. The host
manufacturer installing this module into their product must ensure that the final compos it product
complies with the FCC requirements by a technical assessment or evaluation to the FCC rules,
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including the transmitter operation. The host manufacturer has to be aware not to provide information
to the end user regarding how to install or remove this RF module in the user's manual of the end
product which integrates this module The end user manual shall include all required regulatory
information/warning as show in this manual.

2.4 Limited module procedures

Not applicable The module is a Single module and complies with the requirement of FCC Part 15 212.
2.5 Trace antenna designs

Not applicable The module has its own antenna, and doesn’t need a hosts printed board micro strip
trace antenna etc.

2.6 RF exposure considerations

The module must be installed in the host equipment such that at least 20cm is maintained between
the antenna and users" body; and if RF exposure statement or module layout is changed, then the
host product manufacturer required to take responsibility of the module through a change in FCC ID or
new application The FCC ID of the module cannot be used on the final product In these
circumstances, the host manufacturer will be responsible for reevaluating the end product (including
the transmitter) and obtaining a separate FCC authorization.

2.7 Antennas

Antenna Specification are as follows:

Type: PCB Antenna

Gain: 1dBi max

This device is intended only for host manufacturers under the following conditions: The transmitter
module may not be co-located with any other transmitter or antenna; The module shall be only used
with the internal antenna(s) that has been originally tested and certified with this module. The antenna
must be either permanently attached or employ a “unique" antenna coupler.

As long as the conditions above are met, further transmitter test will not be required. However, the
host manufacturer is still responsible for testing their end-product for any additional compliance
requirements required with this module installed (for example, digital device emissions, PC peripheral
requirements, etc).

2.8 Label and compliance information

Host product manufacturers need to provide a physical or e-label stating "Contains FCC ID:
2ACSVHF-LPT262" with their finished product.

2.9 Information on test modes and additional testing requirements

Host manufacturer must perform test of radiated & conducted emission and spurious emission, e.t.c
according to the actual test modes for a stand-alone modular transmitter in a host, as well as for
multiple simultaneously transmitting modules or other transmitters in a host product. Only when all the
test results of test modes comply with FCC requirements, then the end product can be sold legally.
2.10 Additional testing, Part 15 Subpart B disclaimer

The modular transmitter is only FCC authorized for FCC Part 15 Subpart C 15.247 & 15 209 and that
the host product manufacturer is responsible for compliance to any other FCC rules that apply to the
host not covered by the modular transmitter grant of certification. If the grantee markets their product
as being Part 15 Subpart B compliant (when it also contains unintentional-radiator digital circuity), then
the grantee shall provide a notice stating that the final host product still requires Part 15 Subpart B
compliance testing with the modular transmitter installed.
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APPENDIX A: HW REFERENCE DESIGN

Refer to EVK.
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APPENDIX B:REFERENCES

B.1. High-Flying Mass Production Tool

Download Address: http://www.hi-flying.com/download-center-1/applications-1/download-item-
production-tool

B.2. SmartBleLink

Download Address: http://www.hi-flying.com/download-center-1/applications-1/download-item-

smartblelink

B.3. SmartAPLink

Download Address: http://www.hi-flying.com/download-center-1/applications-1/download-item-
smartaplink
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APPENDIX C: CONTACT INFORMATION

For more information about High-Flying modules, applications, and solutions, please
visit our web site
http://www.hi-flying.com

<END OF DOCUMENT>
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