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This report is governed by, and incorporates by reference, the Conditions of Testing as posted at the date of issuance of this report at http://www.bureauveritas.com/home/about-us/our-
business/cps/about-us/terms-conditions/ and is intended for your exclusive use. Any copying or replication of this report to or for any other person or entity, or use of our name or
trademark, is permitted only with our prior written permission. This report sets forth our findings solely with respect to the test samples identified herein. The results set forth in this report
are not indicative or representative of the quality or characteristics of the lot from which a test sample was taken or any similar or identical product unless specifically and expressly

noted. Our report includes all of the tests requested by you and the results thereof based upon the information that you provided to us.

Measurement uncertainty is only provided upon

request for accredited tests. Statements of conformity are based on simple acceptance criteria without taking measurement uncertainty into account, unless otherwise requested in
writing. You have 60 days from date of issuance of this report to notify us of any material error or omission caused by our negligence or if you require measurement uncertainty; provided,
however, that such notice shall be in writing and shall specifically address the issue you wish to raise. A failure to raise such issue within the prescribed time shall constitute your
unqualified acceptance of the completeness of this report, the tests conducted and the correctness of the report contents.
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1 Certificate

Product: 25W Qi2.2 Active-Cool Wireless Charging Pad with Magnetic Stand
Brand: j5create
Test Model: JUPW1125
Sample Status: Engineering sample
Applicant: KAIJET TECHNOLOGY INTERNATIONAL CORPORATION
Test Date: 2026/2/10

FCC Rule Part: FCC Part 1 (Section 1.1307(b), Section 1.1310)
FCC Part 2 (Section 2.1091)

Measurement KDB 680106 D01 Wireless Power Transfer v04
procedure:

The above equipment has been tested by Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch,
and found compliance with the requirement of the above standards. The test record, data evaluation & Equipment Under
Test (EUT) configurations represented herein are true and accurate accounts of the measurements of the sample’s RF

characteristics under the conditions specified in this report.
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2 Measurement Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on the EUT.

Expanded Uncertainty
Parameter Specification (k=2)
(%)
E=0.14dB,
RF Exposure 1 Hz ~ 400 kHz H=181dB

3 Description of Test Modes

Tested Frequency

Operated Mode: Charging 90%, Operating Frequency: 135 kHz

Operated Mode: Charging 90%, Operating Frequency: 128 kHz

Operated Mode: Charging 90%, Operating Frequency: 360 kHz
Note:

1. The charging mode has been pre-tested in three modes: 10%, 50% and 90%. After verification, 90% was chosen for
final test and presented in the test report.

2. For detailed configuration of system under test, please refer to Test Set Up Photos.

4 Test Instruments

The calibration interval of the all test instruments are 12 months and the calibrations are traceable to NML/ROC and
NIST/USA.

Routine Evaluation

Routine Evaluation Procedure - Single and/or Multiple RF Sources

D ipti i i
escription Model No. Serial No. Calibrated Callbra_ted
Manufacturer Date Until
E-Field Probe WPF60 22WP230188 2025/6/18 | 2026/6/17
\Wavecontrol
EM Field Meter SMP2 Dual 22SN1914 2025/6/18 | 2026/6/17
\Wavecontrol

Notes:
1. The test was performed in LK - RF chamber (Linkou).
2. Tested Date: 2026/2/10
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§ 1.1310 Radiofrequency radiation exposure limits.
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(a) Specific absorption rate (SAR) shall be used to evaluate the environmental impact of human exposure to
radiofrequency (RF) radiation as specified in § 1.1307(b) of this part within the frequency range of 100 kHz to 6 GHz

(inclusive).

(b) The SAR limits for occupational/controlled exposure are 0.4 W/kg, as averaged over the whole body, and a peak
spatial-average SAR of 8 W/kg, averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a cube).
Exceptions are the parts of the human body treated as extremities, such as hands, wrists, feet, ankles, and pinnae, where
the peak spatial-average SAR limit for occupational/controlled exposure is 20 W/kg, averaged over any 10 grams of
tissue (defined as a tissue volume in the shape of a cube). Exposure may be averaged over a time period not to exceed 6
minutes to determine compliance with occupational/controlled SAR limits.
(c) The SAR limits for general population/uncontrolled exposure are 0.08 W/kg, as averaged over the whole body, and a
peak spatial-average SAR of 1.6 W/kg, averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a
cube). Exceptions are the parts of the human body treated as extremities, such as hands, wrists, feet, ankles, and pinnae,
where the peak spatial-average SAR limit is 4 W/kg, averaged over any 10 grams of tissue (defined as a tissue volume in
the shape of a cube). Exposure may be averaged over a time period not to exceed 30 minutes to determine compliance

with general population/uncontrolled SAR limits.

(e) Maximum Permissible Exposure (MPE) to radiofrequency electromagnetic fields

» Limits for General Population/Uncontrolled Exposure

Frequency Range Electric Field Strength | Magnetic Field Strength Power Density Average Time
(MHz) (V/m) (A/m) (mW/cm?) (minutes)
Limits For General Population / Uncontrolled Exposure

0.3-1.34 614 1.63 (100)* <30
1.34-30 824/f 2.19/f (180/2)* <30
30-300 27.5 0.073 0.2 <30
300-1,500 /1500 <30
1,500-100,000 1.0 <30

f = frequency in MHz.

» Limits for Occupational/Controlled Exposure

* = Plane-wave equivalent power density.

Frequency Range Electric Field Strength | Magnetic Field Strength Power Density Average Time
(MHz) (V/m) (A/m) (mW/cm?) (minutes)
Limits For General Population / Uncontrolled Exposure

0.3-3.0 614 1.63 *(100) <6
3.0-30 1842/f 4.89/f *(900/f2) <6
30-300 61.4 0.163 1.0 <6
300-1,500 /300 <6
1,500-100,000 5 <6

f = frequency in MHz.

* = Plane-wave equivalent power density.

KDB 680106 D01 Wireless Power Transfer v04, section 3.2 as reproduced below:

3.2 Equipment Authorization Procedures for Devices Operating at Frequencies Below 4 MHz
The RF exposure limits, as set forth in § 1.1310, do not cover the frequency range below 100 kHz for Specific Absorption
Rate (SAR) and below 300 kHz for Maximum Permitted Exposure (MPE). In addition, present limitations of RF exposure
evaluation systems prevent an accurate evaluation of SAR below 4 MHz. For these reasons, a specific MPE-based RF
Exposure compliance procedure for devices operating in the aforementioned low-frequency ranges has been set in place.
Accordingly, for § 2.1091-Mobile devices, the MPE limits between 100 kHz to 300 kHz are to be considered the same as
those at 300 kHz in Table 1 of § 1.1310, that is, 614 V/m and 1.63 A/m, for the electric field and magnetic field,

respectively.
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Routine Evaluation

Routine Evaluation Procedure - Single and/or Multiple RF Sources

» MPE compliance are measurement in all directions surrounding the antenna and radiating structures of the device.
The aggregate Fields strengths at 20 cm surrounding the device and 20 cm above the top surface from all simultaneous
transmitting coils are demonstrated to be less than of the MPE limit.

Test Setup

20 cm

ZIe
OOO EUT

Field Meter + Probe

Z-axis (Above)

000
000

Measurement

Antenna

Bottom Z-axis (Below)

Note: The measurement antenna are moving and surrounding the EUT when performed the test, the test results
recorded the highest values for each sides of the EUT (left/right/top/bottom/z-axis (Above)/z-axis (Below))
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6 Test Results
EEIE ] 25°C, 76% RH Tested By: Dalen Dai
Conditions:
Operated Mode: Charging 90%, Operating Frequency: 135 kHz
E-Field (20 cm)
. Max E-field Limit Margin
EUT Side (V/m) (V/m) (Vim) Test Result
Left 0.54 614 -613.46 Pass
Right 0.47 614 -613.53 Pass
Top 0.82 614 -613.18 Pass
Bottom 0.63 614 -613.37 Pass
Z-axis (Above) 0.85 614 -613.15 Pass
Z-axis (Below) 0.64 614 -613.36 Pass
H-Field (20 cm)
. Max H-field Limit Margin
EUT Side (A/m) (A/m) (A/m) Test Result

Left 0.001 1.63 -1.629 Pass
Right 0.002 1.63 -1.628 Pass
Top 0.003 1.63 -1.627 Pass
Bottom 0.001 1.63 -1.629 Pass
Z-axis (Above) 0.002 1.63 -1.628 Pass
Z-axis (Below) 0.002 1.63 -1.628 Pass

Notes:

1. Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.

2. Measurements were made from all sides and the top of the primary/client pair, with the 20 cm measured from the
center of the probe(s) to the edge of the device.

3. The highest emission level was recorded.
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Operated Mode: Charging 90%, Operating Frequency: 128 kHz
E-Field (20 cm)
. Max E-field Limit Margin
EUT Side (V/m) (V/m) (V/m) Test Result
Left 0.48 614 -613.52 Pass
Right 0.41 614 -613.59 Pass
Top 0.83 614 -613.17 Pass
Bottom 0.65 614 -613.35 Pass
Z-axis (Above) 0.86 614 -613.14 Pass
Z-axis (Below) 0.62 614 -613.38 Pass
H-Field (20 cm)
. Max H-field Limit Margin
EUT Side (A/m) (A/m) (A/m) Test Result
Left 0.002 1.63 -1.628 Pass
Right 0.001 1.63 -1.629 Pass
Top 0.004 1.63 -1.626 Pass
Bottom 0.002 1.63 -1.628 Pass
Z-axis (Above) 0.001 1.63 -1.629 Pass
Z-axis (Below) 0.002 1.63 -1.628 Pass

Notes:

1. Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.

2. Measurements were made from all sides and the top of the primary/client pair, with the 20 cm measured from the
center of the probe(s) to the edge of the device.

3. The highest emission level was recorded.
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Operated Mode: Charging 90%, Operating Frequency: 360 kHz
E-Field (20 cm)
. Max E-field Limit Margin
EUT Side (V/m) (V/m) (V/m) Test Result
Left 0.52 614 -613.48 Pass
Right 0.45 614 -613.55 Pass
Top 0.77 614 -613.23 Pass
Bottom 0.58 614 -613.42 Pass
Z-axis (Above) 0.76 614 -613.24 Pass
Z-axis (Below) 0.49 614 -613.51 Pass
H-Field (20 cm)
. Max H-field Limit Margin
EUT Side (A/m) (A/m) (A/m) Test Result
Left 0.003 1.63 -1.627 Pass
Right 0.001 1.63 -1.629 Pass
Top 0.002 1.63 -1.628 Pass
Bottom 0.003 1.63 -1.627 Pass
Z-axis (Above) 0.002 1.63 -1.628 Pass
Z-axis (Below) 0.001 1.63 -1.629 Pass

Notes:

1. Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.

2. Measurements were made from all sides and the top of the primary/client pair, with the 20 cm measured from the
center of the probe(s) to the edge of the device.

3. The highest emission level was recorded.

7 Conclusion

Source-base time average power is below Exemption Criteria and/or Routine Evaluation MPE thresholds, therefore the
device is compliant FCC RF exposure requirement.
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8 Information of the Testing Laboratories

We, Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch, were founded in 1988 to provide our best

service in EMC, Radio, Telecom and Safety consultation. Our laboratories are FCC recognized accredited test firms and
accredited according to ISO/IEC 17025.

If you have any comments, please feel free to contact us at the following:

Lin Kou EMC/RF Lab Hsin Chu EMC/RF/Telecom Lab
Tel: 886-2-26052180 Tel: 886-3-6668565
Fax: 886-2-26051924 Fax: 886-3-6668323

Hwa Ya EMC/RF/Safety Lab
Tel: 886-3-3183232
Fax: 886-3-3270892

Email: service.adt@bureauveritas.com
Web Site: http://ee.bureauveritas.com.tw

The address and road map of all our labs can be found in our web site also.

---END ---
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