GTS

1. Duty Cycle
1.1 Antl

1.1.1 Test Result

Report No.: GTS202212000042F02

Antl
Mode TX Frequency T_on Period Duty Cycle Duty Cycle Max. DC
Type (MH2) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2402 2.094 3.124 67.03 1.74 16.78
1M SISO 2440 2.094 3.125 67.01 1.74 16.78
2480 2.094 3.124 67.03 1.74 16.78
1.1.2 Test Graph
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Report No.: GTS202212000042F02
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GTS

Report No.: GTS202212000042F02

2. Bandwidth
2.1 OBW

2.1.1 Test Result

Mode TX Frequency ANT 99% Occupied Bandwidth (MHz) verdict
Type (MHz) Result
2402 1 1.020 Pass
M SISO 2440 1 1.021 Pass
2480 1 1.022 Pass

2.1.2 Test Graph
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Report No.: GTS202212000042F02
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GTS

2.2 6dB BW

Report No.: GTS202212000042F02

2.2.1 Test Result

TX Frequency 6dB Bandwidth (MHz) X
MaHE Type (MHz) ANT Result Limit e
2402 1 0.653 >=0.5 Pass
1M SISO 2440 1 0.650 >=0.5 Pass
2480 1 0.650 >=0.5 Pass

2.2.2 Test Graph
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Report No.: GTS202212000042F02
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GTS

Report No.: GTS202212000042F02

3. Maximum Conducted Output Power
3.1 Power

3.1.1 Test Result

TX Frequenc Maximum Peak Conducted Output Power (dBm) :
iy Bl Type (r\C}le) { ANT1 Limit b ek
2402 6.56 <=30 Pass
iM SISO 2440 6.61 <=30 Pass
2480 6.66 <=30 Pass
Notel: Antenna Gain: Antl: 4.23dBi;

3.1.2 Test Graph
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Report No.: GTS202212000042F02
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GTS

4. Maximum Power Spectral Density

Report No.: GTS202212000042F02

4.1 PSD

4.1.1 Test Result

X Frequenc Maximum PSD (dBm/3kHz !
s Type (l\chHz) 5 ANT1 ( Lim)it ek
2402 -9.02 <=8 Pass

iM SISO 2440 -8.85 <=8 Pass
2480 -8.75 <=8 Pass

4.1.2 Test Graph
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Report No.: GTS202212000042F02

1M_MCH_2440MHz_Antl_NTNV

Ly Ant Antl
CENT: 2440 MHz
Sgani 975 kHz
RBW: 3 kHz
01 VBW.: 10 kHz
Detector: Peak
1 TraceType: MAX Hold
AverageCount: 1
-10 SweepPoint: 1001
SweepTime: 102.87 ms
Sweep: Continue
AverageType: RMS
_20 -
Maker
1.2439.997 MHz
— —30 A -8.85 dBm
£
S
= -40 1
Qo
>
3
_50 -
_60 -
_?0 -
_80 -
—— Trace
-90 T T T T T T T T T
2439.513 2440.488
Frequency (MHz)
1M _HCH_2480MHz_Antl NTNV
10 Ant: Ant1
CENT: 2480 MHz
S%an: 975 kHz
RBW: 3 kHz
0 VBW: 10 kHz
Detector: Peak
1 TraceType: MAX Hold
¢ AverageCount: 1
-10 4 SweepPoint: 1001
SweepTime: 102.87 ms
Sweep: Continue
AverageType: RMS
_20 4
Maker
1.2479.985 MHz
—~ —30 1 -8.75 dBm
£
S
= -40 1
(]
>
3
_50 4
_60 4
_?0 -
_80 4
—— Trace
-90 T T T T T T T T T
2479.513 2480.488

Frequency (MHz)

Global United Technology Services Co., Ltd.
No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102
Telephone: +86 (0) 755 2779 8480 Fax: +86 (0) 755 2779 8960 Page 10 of 17



GTS

Report No.: GTS202212000042F02

5. Unwanted Emissions In Non-restricted Frequency Bands
5.1 Ref

5.1.1 Test Result

TX Frequenc Level of Reference
Modk Type (I\?IHZ) 4 ANE (dBm)
2402 1 6.00
1M SISO 2440 1 6.12
2480 i 6.22
Notel: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
establish the reference level.
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GTS

5.1.2 Test Graph

Report No.: GTS202212000042F02
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GTS

Report No.: GTS202212000042F02
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GTS

5.2 CSE

5.2.1 Test Result

Report No.: GTS202212000042F02

TX Frequenc Level of Reference Limit ”
Mode Type (I\chHz) y ANT (dBm) (dBm) Verdict
2402 1 6.22 -13.78 Pass

iM SISO 2440 1 6.22 -13.78 Pass
2480 1 6.22 -13.78 Pass

establish the reference level.

Notel: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
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GTS

5.2.2 Test Graph

Report No.: GTS202212000042F02

IM_LCH_2402MHz_Antl_NTNV

20

Ant: Ant1

Start: 2310 MHz
Stop: 2410 MHz
RBW: 100 kHz

10 1 i ] t i VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 2001
04 SweepTime: 9.6 ms
Sweep: Continue

Limit=-13.78 dBm
laker:
1.2399.450 MHz

41 m
2.2400.000 MHz
-50.82 dBm

Level (dBm)

—— Trace

— Limit
2410.0
Frequency (MHz)
1M _LCH_2402MHz_Antl_NTNV
2 Ant: Antd
Start: 30 MHz
Stop: 25 GHz
RBW: 100 kHz
10 1 1 i f t VBW: 300 kHz
Detector: Peak
[ 4 Trace Type: MAX Hold
SweepPoint: 30001
0 SweepTime: 2.39 s
Sweep: Continue
_10 -
Limit=-13.78 dBm
Maker:
— =20 1 i i 1.2402.150 MHz
£ 4.21 dBm
m 2.3202.855 MHz
5 -43.33 dBm
—= -30
(0]
>
3 2
=40
¢
-50
-60
-70
—— Trace
— Limit
-80 T
30.0 25000.0

Frequency (MHz)

Global United Technology Services Co., Ltd.

No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102

Telephone: +86 (0) 755 2779 8480 Fax: +86 (0) 755 2779 8960 Page 15 of 17



Report No.: GTS202212000042F02
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Report No.: GTS202212000042F02
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