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1. GENERAL INFORMATION

1.1. Description of Device (EUT)

EUT . Panda Wireless N600 Dual Band Wireless N USB Adapter
Model Number : PAUO9
Power Supply . DC 5V from USB, 0.5A

. 2412.00~2462.00MHz/2422.00~2452.00MHz;
5180.00-5240.00MHz/5745.00-5825.00MHz

Frequency Range

Channel Number - 11 Channels for WIFI 20MHz Bandwidth(802.11b/g/n-HT20)
7 Channels for WIFI 40MHz Bandwidth(802.11n-HT40)
4 Channels for 5180.00-5240.00MHz(802.11a/n-HT20)
5 Channels for 5745.00-5825.00MHz(802.11a/n-HT20)
2 Channels for 5190.00-5230.00MHz(802.11n-HT40)
2 Channels for 5755.00-5795.00MHz(802.11n-HT40)

Modulation Technology : IEEE 802.11b: DSSS(CCK,DQPSK,DBPSK)
IEEE 802.11g: OFDM(64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11n: OFDM (64QAM, 16QAM,QPSK,BPSK)
IEEE 802.11a: OFDM (64QAM, 16QAM,QPSK,BPSK)

Data Rates - IEEE 802.11b: 1-11Mbps
IEEE 802.11g: 6-54Mbps

IEEE 802.11n: MCS0-MCS15
IEEE 802.11a: 6-54Mbps

Antenna Type And Gain : R-SMA antenna, 5.0 dBi (Max.)

1.2. Host System Configuration List and Details

Manufacturer Description Model Serial Number | Certificate
Lenovo PC B470 -- DoC

1.3. External I/O Port

I/O Port Description Quantity Cable
USB 1 N/A
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1.4. Description of Test Facility

CNAS Registration Number. is L4595.

FCC Registration Number. is 899208.

Industry Canada Registration Number. is 9642A-1.
VCCI Registration Number. is C-4260 and R-3804.
ESMD Registration Number. is ARCB0108.

UL Registration Number. is 100571-492.

TUV SUD Registration Number. is SCN1081.

TUV RH Registration Number. is UA 50296516-001

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.4:2014 and
CISPR 16-1-4:2010 SVSWR requirement for radiated emission above 1GHz.

1.5. Statement of the Measurement Uncertainty

The data and results referenced in this document are true and accurate. The reader is
cautioned that there may be errors within the calibration limits of the equipment and
facilities. The measurement uncertainty was calculated for all measurements listed in this
test report acc. To CISPR 16 — 4 “Specification for radio disturbance and immunity
measuring apparatus and methods — Part 4: Uncertainty in EMC Measurements” and is
documented in the LCS quality system acc. To DIN EN ISO/IEC 17025. Furthermore,
component and process variability of devices similar to that tested may result in additional
deviation. The manufacturer has the sole responsibility of continued compliance of the
device.

1.6. Measurement Uncertainty

Test [tem Frequency Range Uncertainty Note
9KHz~30MHz 3.10dB (1)
30MHz~200MHz 2.96dB (1)
Radiation Uncertainty |:| 200MHz~1000MHz 3.10dB (1)
1GHZz~26.5GHz 3.80dB (1)
26.5GHz~40GHz 3.90dB (1)
Conduction Uncertainty |: 150kHz~30MHz 1.63dB (1)
Power disturbance | 30MHz~300MHz 1.60dB (1)

(1). This uncertainty represents an expanded uncertainty expressed at approximately
the 95% confidence level using a coverage factor of k=2.

Thisreport shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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1.7. Description of Test Modes

The EUT has been tested under operating condition.

This test was performed with EUT in X, Y, Z position and the worse case was found when
EUT in X position.

Pre-testing for AC conducted emission measurement, measured at both AC 120V/60Hz and
AC 240V/60Hz for power adapter of PC;

Worst-case mode and channel used for 150 kHz-30 MHz power line conducted emissions
was the mode and channel with the highest output power that was determined to be 802.11a
mode (Low Channel).

Worst-case mode and channel used for 9kHz-1000 MHz radiated emissions was the mode
and channel with the highest output power, that was determined to be 802.11a mode(Low
Channel).

Worst-Case data rates were utilized from preliminary testing of the Chipset, worst-case data
rates used during the testing are as follows:

IEEE 802.11a Mode : 6 Mbps, OFDM.

IEEE 802.11n-HT20 Mode: MCS0, OFDM.

IEEE 802.11n-HT40 Mode: MCS8, OFDM.

Antenna & Bandwidth
Antenna Single (Port.1) Two (Port.1 + Port.2)
Bandwidth Mode | 20MHz | 40MHz | 80MHz 20MHz 40MHz 80MHz
802.11a O O O M O O
802.11n O O O M %] O
802.11ac O O O O O O

Page 8 of 49
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2. TEST METHODOLOGY

All measurements contained in this report were conducted with ANSI C63.10-2013,
American National Standard of Procedures for Compliance Testing of Unlicensed Wireless
Devices.

The radiated testing was performed at an antenna-to-EUT distance of 3 meters. All radiated
and conducted emissions measurement was performed at Shenzhen LCS Compliance
Testing Laboratory Ltd.

2.1. EUT Configuration

The EUT configuration for testing is installed on RF field strength measurement to meet the
Commissions requirement and operating in a manner that intends to maximize its emission
characteristics in a continuous normal application.

2.2. EUT Exercise

The EUT was operated in the engineering mode to fix the TX frequency that was for the
purpose of the measurements.

According to FCC’s request, Test Procedure 789033 D02 General UNII Test Procedures
New Rules v01r02 and KDB 662911 are required to be used for this kind of FCC 15.407
UII device.

According to its specifications, the EUT must comply with the requirements of the Section
15.203, 15.205, 15.207, 15.209 and 15.407 under the FCC Rules Part 15 Subpart E

2.3. General Test Procedures

2.3.1 Conducted Emissions

The EUT is placed on the turntable, which is 0.8 m above ground plane. According to the
requirements in Section 6.2.1 of ANSI C63.10-2013 Conducted emissions from the EUT
measured in the frequency range between 0.15 MHz and 30MHz using Quasi-peak and
average detector modes.

2.3.2 Radiated Emissions

The EUT is placed on a turn table, which is 0.8 m above ground plane. The turntable shall
rotate 360 degrees to determine the position of maximum emission level. EUT is set 3m
away from the receiving antenna, which varied from 1m to 4m to find out the highest
emission. And also, each emission was to be maximized by changing the polarization of
receiving antenna both horizontal and vertical. In order to find out the maximum emissions,

exploratory radiated emission measurements were made according to the requirements in
Section 6.3 of ANSI C63.10-2013

Thisreport shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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3. SYSTEM TEST CONFIGURATION

3.1. Justification

The system was configured for testing in a continuous transmits condition.

3.2. EUT Exercise Software

N/A

3.3. Special Accessories

N/A

3.4. Block Diagram/Schematics

Please refer to the related document

3.5. Equipment Modifications

Shenzhen LCS Compliance Testing Laboratory Ltd. has not done any modification on the
EUT.

3.6. Test Setup

Please refer to the test setup photo.

Thisreport shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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4. SUMMARY OF TEST RESULTS

Applied Standard: FCC Part 15 Subpart E

FCC Rules Description of Test Result
§15.407(a) Maximum Conducted Output Power Compliant
§15.407(a) Power Spectral Density Compliant
§15.407(a) 26dB Bandwidth Compliant
§15.407(a) 99% Occupied Bandwidth Compliant
§15.407(b) Radiated Emissions Compliant
§15.407(b) Band edge Emissions Compliant

§15.205 Emissions at Restricted Band Compliant
§15.407(g) Frequency Stability Compliant
§15.207(a) Line Conducted Emissions Compliant

§15.203 Antenna Requirements Compliant

§2.1093 RF Exposure Compliant

Page 11 of 49
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5. TEST RESULT

5.1. On Time and Duty Cycle

5.1.1. Standard Applicable

None; for reporting purpose only.

5.1.2. Measuring Instruments and Setting

Please refer to section 6 of equipments list in this report. The following table is the setting
of the spectrum analyzer.

5.1.3. Test Procedures

1. Set the centre frequency of the spectrum analyzer to the transmitting frequency;

2. Set the span=0MHz, RBW=8MHz, VBW=50MHz, Sweep time=5ms;

3. Detector = peak;

4. Trace mode = Single hold.

5.1.4. Test Setup Layout

L

(]

Spectrum Analyzer EUT

5.1.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.1.6. Test result

Mode On(Time B | Period Duty Cycle x Duty°CycIe Eg:ye(c:'\cligﬁ Mir}i{*:‘lgum

ms) (ms) (Linear) (%) Factor (dB) | VBW(KHz)
IEEE 802.11 a 5 5 1 100 0 0.010
IEEE 802.11 n HT20 5 5 1 100 0 0.010
IEEE 802.11 n HT40 5 5 1 100 0 0.010

Thisreport shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 12 of 49




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2ADUTLGPAUQ9 Report No.: LCS1606302539E

On Time and Duty Cycle

L [ [] s T l L [ [ N T l [
Arg Typtc Log Pt Frequency Weg Type: LogPur Frequency
[Center Freq 5220000000 Gﬂi; — ..l Trig: Fras Run v Type: Log [Center Freq 5220000000 Gﬂi: — ..l Trig: Fras Run v Type: Log
I Gabecl ow Awen: 30 dB IFGaiacl ow Aten: 30 dB o
Auto Tune Auto Tune
'1_0 dBidiv  Ref 20,00 dBm '1_0 dBidiv  Ref 20,00 dBm
og og
Genter Freq Genter Freq
o T T 5220000000 GHz| T 5220000000 GHz|
StartFreq StartFreq
£.220000000 GHz] £.220000000 GHz]
Stop Freq Stop Freq
£.220000000 GHz] £.220000000 GHz]
00 00 . .
= | CFstepl| ., | CFStep
o I I BOO0OOMHZ| I I 8000000 MHz
| ey Man | ey Man
500 + : 500 + 1
&0 | FreqOffset) . | Freq Offset)
| 0 Hz| | 0 Hz|
0.0 | 0.0 |
Center 5220000000 GHz Span 0 Hz Center 5220000000 GHz Span 0 Hz
Res BW 8 MHz #VEW 50 MHz Sweep 5.000 ms (10001 pts) Res BW 8 MHz #VEW 50 MHz Sweep 5.000 ms (10001 pts)
ums STATUS ums STATUS

IEEE 802.11a IEEE 802.11n HT20

[Center Freq 5.190EitlUUDU GHz | ) Avg Type: Log-Par Fraguency

o Fas = Trig: Frae Run
I Gabecl ow Awen: 30 dB
Auto Tune
loogﬂﬂdlv Ref 20.00 dBm
Genter Freq
o T T 5.180000000 GHz|
StartFreq

5190000000 GHz|

Stop Freq)
£.150000000 GHz]
00
@ ! CFStep
o I I 8000000 MHz
| ey Man
0 1 1
&0 | Freq Offset)
I 0 Hz
o0 |
Center 5190000000 GHz Span 0 Hz
Res BW 8 MHz #VEW 50 MHz Sweep 5.000 ms (10001 pts)
ums STATUS

IEEE 802.11n HT40
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5.2. Maximum Conducted Output Power Measurement

5.2.1. Standard Applicable
For 5150~5250M Hz

According to §15.407 (a) (1) (ii) For an indoor access point operating in the band 5.15-5.25
GHz, the maximum conducted output power over the frequency band of operation shall not
exceed 1 W provided the maximum antenna gain does not exceed 6 dBi. In addition, the
maximum power spectral density shall not exceed 17 dBm in any 1 megahertz band. If
transmitting antennas of directional gain greater than 6 dBi are used, both the maximum
conducted output power and the maximum power spectral density shall be reduced by the
amount in dB that the directional gain of the antenna exceeds 6 dBi.

5.2.2. Measuring Instruments and Setting

Please refer to section 6 of equipments list in this report. The following table is the setting
of the power meter.

5.2.3. Test Procedures
The transmitter output (antenna port) was connected to the power meter.

According to KDB 789033 D02 Section 3 (a) Method PM (Measurement using an RF
average power meter):

(1) Measurements may be performed using a wideband RF power meter with a
thermocouple detector or equivalent if all of the conditions listed below are satisfied.

® The EUT is configured to transmit continuously or to transmit with a constant
duty cycle.

@ At all times when the EUT is transmitting, it must be transmitting at its
maximum power control level.

@ The integration period of the power meter exceeds the repetition period of the
transmitted signal by at least a factor of five.

(i1) If the transmitter does not transmit continuously, measure the duty cycle, x, of the
transmitter output signal as described in section I1.B.

(iii)Measure the average power of the transmitter. This measurement is an average over both
the on and off periods of the transmitter.

(iv)Adjust the measurement in dBm by adding 10 log (1/x) where x is the duty cycle (e.g.,
10 log (1/0.25) if the duty cycle is 25%).

5.2.4. Test Setup Layout

=

Power Meter

(]

]

EUT
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5.1.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.2.6. Test Result of Maximum Conducted Output Power

Temperature 25°C Humidity 60%
Test Engineer Jacky Configurations 802.11a/n
Frequency Measured Outzut Average Power Duty Cycle | Limits '
Test Mode Channel (dBm) factor Verdict
(MHz) Antenna0 | Antennal Sum (dB) (dBm)
36 5180 15.95 15.28 / 0
IEEE 802.11 a 44 5220 15.75 15.03 / 0 30 PASS
48 5240 15.56 14.32 / 0
36 5180 15.12 14.77 17.96 0
IEEE 802.11 n HT20 44 5220 14.31 14.84 17.59 0 30 PASS
48 5240 15.11 14.59 17.87 0
38 5190 14.49 15.35 17.95 0
IEEE 802.11 n HT40 46 5230 14.35 13.87 17.13 0 30 PASS

Remark:

1. Measured output power at difference data rate for each mode and recorded worst case for each mode.

2. Test resultsincluding cable loss;
3. Worst case data at 6Mbps at IEEE 802.11 a; 13Mbps at IEEE 802.11 n HT20; 27Mbps at IEEE 802.11 n HT40

Thisreport shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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5.3. Power Spectral Density Measurement

5.3.1. Standard Applicable
For 5150~5250M Hz

According to §15.407 (a) (1) (ii) For an indoor access point operating in the band 5.15-5.25
GHz, the maximum conducted output power over the frequency band of operation shall not
exceed 1 W provided the maximum antenna gain does not exceed 6 dBi. In addition, the
maximum power spectral density shall not exceed 17 dBm in any 1 megahertz band. If
transmitting antennas of directional gain greater than 6 dBi are used, both the maximum
conducted output power and the maximum power spectral density shall be reduced by the
amount in dB that the directional gain of the antenna exceeds 6 dBi.

5.3.2. Measuring Instruments and Setting

Please refer to section 6 of equipments list in this report. The following table is the setting
of Spectrum Analyzer.

5.3.3. Test Procedures

1. The transmitter was connected directly to a Spectrum Analyzer through a directional
couple.

2. The power was monitored at the coupler port with a Spectrum Analyzer. The power level
was set to the maximum level.

. Set the RBW = IMHz.

. Set the VBW > 3*RBW

. Span=Encompass the entire emissions bandwidth (EBW) of the signal
. Detector = peak.

. Sweep time = auto couple.

. Trace mode = max hold.

O o0 9 N W B~ W

. Allow trace to fully stabilize.

10. Use the peak marker function to determine the maximum power level in any 1MHz band
segment within the fundamental EBW.

5.3.4. Test Setup Layout

o

(]

Spectrum Analyzéen EUT
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5.3.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.3.6. Test Result of Power Spectral Density

Temperature 25°C Humidity 60%
Test Engineer Jacky Configurations 802.11a/n
Measured Peak Power Spectral
: Duty | ppw -
Frequency Density Cycle Limits .
Test Mode Channel (dBm/1MHz) factor Verdict
(MHz) m z factor (dB) | (dBm/1MHz)
Antenna | Antenna (dB)
0 1 Sum
36 5180 1.883 4.559 / 0 0
IEEE 802.11 a 44 5220 0.861 3.776 / 0 0 17 PASS
48 5240 1.636 2.682 / 0 0
36 5180 2.136 3.291 5.762 0 0
IEEE 802.11 n HT20 44 5220 2.471 3.297 5.914 0 0 16 PASS
48 5240 1.204 2.680 5.015 0 0
38 5190 -0.549 -0.759 2.358 0 0
IEEE 802.11 n HT40 46 5230 0.066 -0.094 2.997 0 0 16 PASS

Remark:
1. Measured output power at difference data rate for each mode and recorded worst case for each mode.

2. Test resultsincluding cable loss;

3. Worst case data at 6Mbps at IEEE 802.11 a; 13Mbps at IEEE 802.11 n HT20; 27Mbps at IEEE 802.11 n
HTA40;

4. The PSD limits of IEEE 802.11n HT20 and IEEE 802.11 n HT40 for MIMO device should be reduce
10*long(2)/3=1dBi according to KDB662911D01;

5. pleaserefer to following plots;
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Peak Power Spectral Density
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Peak Power Spectral Density
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Peak Power Spectral Density
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5.4. 99% and 26dB Occupied Bandwidth Measurement

5.4.1. Standard Applicable

No restriction limits. But resolution bandwidth within band edge measurement is 1% of the
99% occupied bandwidth.

5.4.2. Measuring Instruments and Setting

Please refer to section 6 of equipments list in this report. The following table is the setting
of the Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto

Span > 26dB Bandwidth
Detector Peak

Trace Max Hold

Sweep Time 100ms

5.4.3. Test Procedures

1. The transmitter output (antenna port) was connected to the spectrum analyzer in peak
hold mode.

2. The resolution bandwidth of 300 kHz and the video bandwidth of 1000 kHz were used.

3. Measured the spectrum width with power higher than 26dB below carrier.

5.4.4. Test Setup Layout

]

Spectrum Analyzer EuT

5.4.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.4.6. Test Result of 99% and 26dB Occupied Bandwidth

Temperature 25°C Humidity 60%

Test Engineer Jacky Configurations 802.11a/n
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Test Mode channel Frequency 26dB Bandwidth (MHz) 99% Bandwidth (MHz) Limits Verdict
(MHz) Antenna0 | Antennal | AntennaO | Antennal (MHz)

36 5180 19.46 20.01 16.486 16.691

IEEE 802.11a 44 5220 19.56 19.88 16.533 16.637 No Limit PASS
48 5240 20.00 19.55 16.678 16.506
36 5180 19.96 20.11 17.426 17.417

IEEEHSTOZZO.lln 44 5220 20.13 20.10 17.426 17.408 No Limit PASS
48 5240 20.08 19.97 17.433 17.415

IEEE 802.11n 38 5190 39.99 40.24 35.904 35.922 No Limit PASS
HT40 46 5230 40.36 40.02 36.011 35.898

Remark:

1. Measured output power at difference data rate for each mode and recorded worst case for each mode.

2. Test resultsincluding cable loss;

3. Worst case data at 6Mbps at IEEE 802.11 a; 13Mbps at IEEE 802.11 n HT20; 27Mbps at IEEE 802.11 n HT40
4. please refer to following plots;
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99% and 26dB Occupied Bandwidth
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99% and 26dB Occupied Bandwidth
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x dB Bandwidth 20.08 MHz xdB -26.00 dB x dB Bandwidth 19.97 MHz xdB -26.00 dB

5240 MHz

5240 MHz
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99% and 26dB Occupied Bandwidth

IEEE 802.11 n HT40

Antenna O

Antenna 1

sTATUE

sTATUE

- . T = TraceiDetectar - - < ] TraceiDetectar
Centar Freq 5:130000000 G2 fres] 'I';:fFu:'l;‘uu Aqm:aumﬂn Span 60,000 MHz ] T:‘:fF":?un
AFGaintow — BAten: 3 4B Radio Device: BTS AFGaintow  BAten: 3 4B Radio Device: BTS
10 dBidiv Refl 10.00 dBm 10 dBidiv Refl 10.00 dBm
Loa (K1 e —
: - = ; o !
|l / ) R M) il Clearwri | . Jstocto | nememdincncnsdmznas Glear Writ
00 00 -
L] ] — ,.m,,,r/ 00 \
00 A Averagy |0 \'\.-., Averagy
0 0 Ly
00 00
Bl MaxHol{ |™° Max Hol
£l £l
ICenter 5.10 GHz Span 60 MHz ICenter 5.10 GHz Span 60 MHz
fﬂes BW 430 kHz BVBW 1.5 MHz swee_p 1 mi Min Hol fﬂes BW 430 kHz BVBW 1.5 MHz swee_p 1 mi Min Hol
Occupied Bandwidth Total Power 16.1 dBm Occupied Bandwidth Total Power 10.2 dBm
35.904 MHz Detecto| 35.922 MHz Detecto|
Peak! Peak!
Transmit Freq Error =151.91 kHz OBW Power 99.00 % Aute Man Transmit Freq Error 24.305 kHz OBW Power 99.00 % Aute Man
x dB Bandwidth 39.99 MHz xdB -26.00 dB x dB Bandwidth 40.24 MHz xdB -26.00 dB

5190 MHz

5190 MHz

sTATUE

sTATUE

. i Cantar F GH: Radio 5t Mo Trace/Detector . i Center Freq: GH: Radio 5t Mo Trace/Detector
CenterTre Soj00n0000 GHz: 'I';:fiu:'l;‘uu “AvglHalda 10110 i Hone center Treq 5230000000 Gha ,—,l 'I';:f;'u:?l‘uu “AvglHalda 10110 i tone
AFGainiow * SAten: 30 Radio Device: BTS AFGainiow * SAten: 30 Radio Device: BTS
10 dBidiv Refl 10.00 dBm 10 dBidiv Refl 10.00 dBm
(K1 e — jLog T
L (ﬂwﬁﬁw—ﬂrﬂwmﬁﬂuﬁ-\ Clearwritg | _WNM\{;W\MWW Glear Writ
00 00
00 J/ he 00 ./
[CP—
anf— \""\"'m Averag{ |[«wo ’W“-'“‘*"""“M \ Averag
——
il il
00 00
B MaxHold |™° Max Holl
00 00
[Center 5.23 GHz Span 60 MHz [Center 5.23 GHz Span 60 MHz
[ERes BW 430 kHz BVBW 1.5 MHz Sweep 1 ms| Min Hol [ERes BW 430 kHz BVBW 1.5 MHz Sweep 1 ms| Min Hol
Occupied Bandwidth Total Power 14.2 dBm Occupied Bandwidth Total Power 11.9 dBm
36.011 MHz Detecto| 35.898 MHz Detecto|
Peak! Peak!
Transmit Freq Error =14.021 kHz OBW Power 99.00 % Aute Transmit Freq Error -125.89 kHz OBW Power 99.00 % Aute
x dB Bandwidth 40.36 MHz xdB -26.00 dB x dB Bandwidth 40.02 MHz xdB -26.00 dB

5230 MHz

5230 MHz
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5.5. Radiated Emissions Measurement

5.5.1. Standard Applicable

15.205 (a) Except as shown in paragraph (d) of this section, only spurious emissions are
permitted in any of the frequency bands listed below:

MHz MHz MHz GHz
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
\I\ 0.495-0.505 16.69475-16.69525 608-614 5.35-5.46
2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293. 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 (\2\)

13.36-13.41

\1\ Until February 1, 1999, this restricted band shall be 0.490-0.510 MHz.

\2\ Above 38.6

In addition, In case the emission fall within the restricted band specified on 15.205(a), then
the 15.209(a) limit in the table below has to be followed.

Frequencies Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

5.5.2. Measuring Instruments and Setting

Please refer to section 6 of equipments list in this report. The following table is the setting
of spectrum analyzer and receiver.

Spectrum Parameter Setting
Attenuation Auto
Start Frequency 1000 MHz

10th carrier harmonic
1MHz / 1MHz for Peak, 1 MHz / 10Hz for Average
1MHz / 1MHz for Peak, 1 MHz / 10Hz for Average

Stop Frequency

RB / VB (Emission in restricted band)

RB / VB (Emission in non-restricted band)
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Receiver Parameter

Setting

Attenuation

Auto

Start ~ Stop Frequency

9kHz~150kHz / RB 200Hz for QP/AVG

Start ~ Stop Frequency

150kHz~30MHz / RB 9kHz for QP/AVG

Start ~ Stop Frequency

30MHz~1000MHz / RB 100kHz for QP/AVG

5.5.3. Test Procedures
1) Sequence of testing 9 kHzto 30 MHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or
described by manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 0.8 m height is used.
--- If the EUT is a floor standing device, it is placed on the ground.
--- Auxiliary equipment and cables were positioned to simulate normal operation conditions.

--- The AC power port of the EUT (if available) is connected to a power outlet below the
turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.
--- The antenna height is 1.5 meter.

--- At each turntable position the analyzer sweeps with peak detection to find the maximum
of all emissions

Final measurement:

--- Identified emissions during the premeasurement the software maximizes by rotating the
turntable position (0° to 360°) and by rotating the elevation axes (0° to 360°).

--- The final measurement will be done in the position (turntable and elevation) causing the
highest emissions with QPK detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, correction
factor, margin to the limit and limit will be recorded. Also a plot with the graph of the
premeasurement and the limit will be stored.
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2) Sequence of testing 30 MHzto 1 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or
described by manufacturer.

--- If the EUT is a tabletop system, a table with 0.8 m height is used, which is placed on the
ground plane.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation
between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the
turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.
--- The antenna is polarized vertical and horizontal.

--- The antenna height changes from 1 to 3 meter.

--- At each turntable position, antenna polarization and height the analyzer sweeps three
times in peak to find the maximum of all emissions.

Final measurement:
--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the
software maximize the peaks by changing turntable position (+ 45°) and antenna movement
between 1 and 4 meter.

--- The final measurement will be done with QP detector with an EMI receiver.

--- The final levels, frequency, measuring time, bandwidth, antenna height, antenna
polarization, turntable angle, correction factor, margin to the limit and limit will be recorded.
Also a plot with the graph of the premeasurement with marked maximum final
measurements and the limit will be stored.
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3) Sequence of testing 1 GHzto 18 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or
described by manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 1.5 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation
between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the
turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.
--- The antenna is polarized vertical and horizontal.

--- The antenna height scan range is 1 meter to 2.5 meter.

--- At each turntable position and antenna polarization the analyzer sweeps with peak
detection to find the maximum of all emissions.

Final measurement:
--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the
software maximize the peaks by changing turntable position (+ 45°) and antenna movement
between 1 and 4 meter. This procedure is repeated for both antenna polarizations.

--- The final measurement will be done in the position (turntable, EUT-table and antenna
polarization) causing the highest emissions with Peak and Average detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, EUT-table
position, antenna polarization, correction factor, margin to the limit and limit will be
recorded. Also a plot with the graph of the premeasurement with marked maximum final
measurements and the limit will be stored.
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4) Sequence of testing above 18 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or
described by manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 1.5 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation
between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the
turntable.

--- The measurement distance is 1 meter.

--- The EUT was set into operation.

Premeasurement:

--- The antenna is moved spherical over the EUT in different polarizations of the antenna.
Final measurement:

--- The final measurement will be performed at the position and antenna orientation for all
detected emissions that were found during the premeasurements with Peak and Average
detector.

--- The final levels, frequency, measuring time, bandwidth, correction factor, margin to the
limit and limit will be recorded. Also a plot with the graph of the premeasurement and the
limit will be stored.

5.5.4. Test Setup Layout

For radiated emissions below 30MHz

i—b 3m&1lm ¢—|
RX Antenna

EUT) |
T SPA/Receiver
im =}
o?m T __|_|g.'§
Turntable «~ \*“'-Referanr.n Ground Plane

Below 30MHz
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 —

Antenna Tower

Bi-log Antenna
v
4m

EUT i I
SPA/Receiver
T G
og|
m T oo

0.8
? I 1
Turntable ; \Reference Ground Plane

Below 1GHz

——

Antenna Tower

I——pam&lm ‘——‘ | | —Horn Antenna
h /
EUT l I\

SPA/Receiver
-am ooO

og
o0

Turntable ;

Reference Ground Plane

Above 1GHz

Above 10 GHz shall be extrapolated to the specified distance using an extrapolation factor
of 20 dB/decade form 3m to 1.5m.

Distance extrapolation factor = 20 log (specific distance [3m] / test distance [1.5m]) (dB);
Limit line = specific limits (dBuV) + distance extrapolation factor [6 dB].

5.5.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.5.6. Results of Radiated Emissions (9 kHz~30MHz)

Temperature 25°C Humidty 60%
Test Engineer Jacky Configurations 802.11a/n
Freq. Level Over Limit Over Limit Remark
(MHz) (dBuVv) (dB) (dBuVv)
- - - - See Note
Note:

The amplitude of spurious emissions which are attenuated by more than 20 dB below the
permissible value has no need to be reported.

Distance extrapolation factor = 40 log (specific distance / test distance) (dB);

Limit line = specific limits (dBuV) + distance extrapolation factor.
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5.5.7. Results of Radiated Emissions (30MHz~1GHz)

Temperature

25C

Humidity

60%

Test Engineer

Jacky

Configurations

802.11a, 5180MHz

80 Lewel {dBu'Win)

T

(11 ]

50

FCC|CLASS-B

40

30

20

10

s el gprbbes

630

50 100

=249 S 568%

200
Freqguency {(MHz)

500

1000

pol HORIT ZONTAL
Freqg Foeading CabLios Antfac Measurecd Limit el Py F o F.emark
MH= AdBEwaw dE AE.Sm dBEuW. m dBuWV. A m =8 =
1 432 .52 5.45 [ - 12.58 1=2.4= 40 . 00 —Z0Oo.52 L =)
= 1lo0o0.81 s.44 0. s0 1z.092 =Z20.13 43 .50 —=232.327 aF
3 181.32 17 .13 o.s2 2.80 =7 .82 43 .50 —15. 88 o
4 Z231.7 8 19.9s5 o.9g 11.7= FEZ.E85 4& .00 —1=2.24 ) =
5 Iae3.53 14.37 1.z= 14.50 I0.a3 4 .00 —15.31 aF
(=1 &E97 .36 S.00 1.52 1=.20 Zz9.329 4 & .00 —leae.sl L =)
Mote: 1. &1]1 readings are Cuasi—peak wvalues.
2. Measured= Reading -+ Antemnna Factor + Cakble Loss
3. The emission that ate Z20db kblow the offficial limit are mot reported

L ewvel {(dBuWin)

a0
To
(11 ]
FCC|CLASS-B
50
I
140 [
30 i
20
10
030 S50 100 200 S0 1000
Frequency (MHz)
Envw.  SIns: 2T S 558
pol: VERTICAT
Freog P.eading CabLo=s Antfac Measuared Limit Oerer Femark
MH= dBuW dBE dBE.m dBuW.m dBuW . m dBE
a1 49 .40 S.15 o.54 13.22 15 .28 40 .00 —=21.0=2 L =
= 104. &2 7.03 0.al 1=.73 =0 .37 43 .50 —=Z23.13 ==
3 1g95.z0 1=.3a o.70o 1o0.14 =3 .zZ0 43 .50 —=20.20 L=
4 =23=2.73 .72 a.9s 11.77 =2 .47 4 & .00 —=23.532 P
5 ZE1.14 1=.00 i.18 14. a2 =7 .80 4 e .00 12 .20 L=
=1 FzZzg .40 F.AR .70 1=2.1a =8 .65 4a.00 —17.35 2F
Mote: 1. 211 readings are Quasi—peak walues.
2. Measured= Reading + Antenna Factor + Cabhle Loss=

3.

These emission that ate 204k kblow the

offficmial limit

Note:
Pre-scan all modes and recorded the worst case resultsin this report (802.11a-5180MH2).
Emission level (dBuv/m) = 20 log Emission level (uv/m).

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level.
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5.5.8. Results for Radiated Emissions (Above 1GHz)

IEEE 802.11a (Antenna 0 was worst case)

Channel 36

Freq | [ [AmFac| b | b [Memme it o T T
dBuV dB dB dBuVv dBuV/m dB

15.54 58.35 33.06 35.04 3.94 60.31 68.2 -7.89 Peak Horizontal

15.54 41.48 33.06 35.04 3.94 43.44 54.0 -10.56 | Average | Horizontal

15.54 56.32 33.06 35.04 3.94 58.28 68.2 -9.92 Peak Vertical

15.54 39.05 33.06 35.04 3.94 41.01 54.0 -12.99 | Average | Vertical
Channel 40

Freq Eaead Ant. Pre. Cab. Measured Limit Over

GHz evel Fac Fac Los Level Line limit Remark Pol.
dBuVv dB/m dB dB dBuVvV dBuV/m dB

15.60 58.46 33.16 35.15 3.96 60.43 68.2 -7.77 Peak Horizontal

15.60 40.64 33.16 35.15 3.96 42.61 54.0 -11.39 | Average | Horizontal

15.60 56.62 33.16 35.15 3.96 58.59 68.2 -9.61 Peak Vertical

15.60 38.10 33.16 35.15 3.96 40.07 54.0 -13.93 | Average | Vertical
Channel 48

Freq fead Ant. Pre. Cab. Measured Limit Over

GHz evel Fac Fac Los Level Line limit Remark Pol.
dBuV dB/m dB dB dBuVv dBuV/m dB

15.72 58.37 33.26 35.14 3.98 60.47 68.2 -7.73 Peak Horizontal

15.72 40.73 33.26 35.14 3.98 42.83 54.0 -11.17 | Average | Horizontal

15.72 55.92 33.26 35.14 3.98 58.02 68.2 -10.18 Peak Vertical

15.72 39.04 33.26 35.14 3.98 41.14 54.0 -12.86 | Average | Vertical
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IEEE 802.11n HT20 (Combine Antenna 0 and Antenna 1)

Channel 36
grsg ﬁee\?gl ASE /Ir:nac IF;;e(f (I:_aots)' v ?_aesvltjerled Iilirl]ﬁqét cIi)r\r/ﬁtr Remark Pol.
dBuV dB dB dBuV dBuV/m dB
15.54 60.71 33.06 35.04 3.94 62.67 68.2 -5.53 Peak Horizontal
15.54 43.66 33.06 35.04 3.94 45.62 54.0 -8.38 | Average | Horizontal
15.54 58.26 33.06 35.04 3.94 60.22 68.2 -7.98 Peak Vertical
15.54 41.05 33.06 35.04 3.94 43.01 54.0 -10.99 | Average | Vertical
Channel 40
Freq Eead Ant. Pre. Cab. | Measured | Limit Over
GHz evel Fac Fac Los Level Line limit Remark Pol.
dBuV dB/m dB dB dBuV dBuV/m dB
15.60 60.77 33.16 35.15 3.96 62.74 68.2 -5.46 Peak Horizontal
15.60 43.58 33.16 35.15 3.96 45.55 54.0 -8.45 | Average | Horizontal
15.60 59.24 33.16 35.15 3.96 61.21 68.2 -6.99 Peak Vertical
15.60 42.01 33.16 35.15 3.96 43.98 54.0 -10.02 | Average | Vertical
Channel 48
Freq fead Ant. Pre. Cab. Measured Limit Over
GHz evel Fac Fac Los Level Line limit Remark Pol.
dBuV dB/m dB dB dBuV dBuV/m dB
15.72 60.46 33.26 35.14 3.98 62.56 68.2 -5.64 Peak Horizontal
15.72 42.79 33.26 35.14 3.98 44.89 54.0 -9.11 Average | Horizontal
15.72 58.13 33.26 35.14 3.98 60.23 68.2 -7.97 Peak Vertical
15.72 41.31 33.26 35.14 3.98 43.41 54.0 -10.59 | Average Vertical
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IEEE 802.11n HT40 (Combine Antenna 0 and Antenna 1)

Channel 38
Read Pre. Cab. Measured Limit Over
grsg Level ASE /';?C Fac Los Level Line limit Remark Pol.
dBuV dB dB dBuV dBuV/m dB
15.57 59.07 33.06 35.04 3.94 61.03 68.2 -7.17 Peak Horizontal
15.57 42.27 33.06 35.04 3.94 44.23 54.0 -9.77 | Average | Horizontal
15.57 58.59 33.06 35.04 3.94 60.55 68.2 -7.65 Peak Vertical
15.57 41.18 33.06 35.04 3.94 43.14 54.0 -10.86 | Average Vertical
Channel 46
Fre Read Ant. Pre. Cab. Measured Limit Over
GHg Level Fac Fac Los Level Line limit Remark Pol.
dBuV dB/m dB dB dBuV dBuV/m dB
15.69 58.25 33.16 35.15 3.96 60.22 68.2 -7.98 Peak Horizontal
15.69 41.76 33.16 35.15 3.96 43.73 54.0 -10.27 | Average | Horizontal
15.69 58.17 33.16 35.15 3.96 60.14 68.2 -8.06 Peak Vertical
15.69 40.90 33.16 35.15 3.96 42.87 54.0 -11.13 | Average | Vertical
Notes:
1. Measuring frequencies from 9k~40GHz, No emission found between lowest internal used/generated
frequency to 30MHz

2. Radiated emissions measured in frequency range from 9k~40GHz were made with an instrument using
Peak detector mode.

3. Data of measurement within this frequency range shown “ ---
emissions are attenuated more than 20dB below the permissible limits or the field strength is too small
to be measured.

in the table above means the reading of
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5.6. Undesirable Emissions Measurement

5.6.1 Test Requirements

According to£15.407 (b) Undesirable emission limits. Except as shown in paragraph (b)(7) of
this section, the maximum emissions outside of the frequency bands of operation shall be
attenuated in accordance with the following limits:

(1) For transmitters operating in the 5.15-5.25 GHz band: All emissions outside of the
5.15-5.35 GHz band shall not exceed an e.i.r.p. of =27 dBm/MHz.

(2) For transmitters operating in the 5.25-5.35 GHz band: All emissions outside of the

5.15-5.35 GHz band shall not exceed an e.i.r.p. of =27 dBm/MHz.

(3) For transmitters operating in the 5.47-5.725 GHz band: All emissions outside of the

5.47-5.725 GHz band shall not exceed an e.i.r.p. of =27 dBm/MHz.

(4) For transmitters operating in the 5.725-5.85 GHz band:

(1) All emissions shall be limited to a level of =27 dBm/MHz at 75 MHz or more above or
below the band edge increasing linearly to 10 dBm/MHz at 25 MHz above or below the
band edge, and from 25 MHz above or below the band edge increasing linearly to a level
of 15.6 dBm/MHz at 5 MHz above or below the band edge, and from 5 MHz above or
below the band edge increasing linearly to a level of 27 dBm/MHz at the band edge.

(i1) Devices certified before March 2, 2017 with antenna gain greater than 10 dBi may
demonstrate compliance with the emission limits in §15.247(d), but manufacturing,
marketing and importing of devices certified under this alternative must cease by March 2,
2018. Devices certified before March 2, 2018 with antenna gain of 10 dBi or less may
demonstrate compliance with the emission limits in §15.247(d), but manufacturing,
marketing and importing of devices certified under this alternative must cease before
March 2, 2020.

(5) The emission measurements shall be performed using a minimum resolution bandwidth of 1
MHz. A lower resolution bandwidth may be em#l)loyed near the band edge, when necessary,
provided the measured energy is integrated to show the total power over 1 MHz.

(6) Unwanted emissions below 1 GHz must comply with the general field strength limits set
forth in §15.209. Further, any U-NII devices using an AC power line are required to comply
also with the conducted limits set forth in §15.207.

(7) The provisions of §15.205 apply to intentional radiators operating under this section.

(8) When measuring the emission ﬁmits, the nominal carrier frequency shall be adjusted as close
to the upper and lower frequency band edges as the design of the equipment permits.

5.6.2 Test Configuration

SPECTRUM
EUT ANALYZER

5.6.3 Test Procedure
According to KDB789033 D02 General UNII Test Procedures New Rules vO1 Section G: Unwanted
Emission Measurement

1. Unwanted Emissions in the Restricted Bands

a) For all measurements, follow the requirements in section II.G.3. “General
Requirements for Unwanted Emissions Measurements.”

b) At frequencies below 1000 MHz, use the procedure described in section I1.G.4.
“Procedure for Unwanted Emissions Measurements below 1000 MHz.”

c) At frequencies above 1000 MHz, measurements performed using the peak and
average measurement procedures described in sections I1.G.5. and I1.G.6,
respectively, must satisfy the respective peak and average limits. If all peak
measurements satisfy the average limit, then average measurements are not required.
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d)

) For conducted measurements above 1000 MHz, EIRP shall be computed as
specified in section I1.G.3.b) and then field strength shall be computed as follows
(see KDB Publication 412172):

(1) E[dBuV/m]=EIRP[dBm] - 20 log (d[meters]) + 104.77, where E = field
strength and d = distance at which field strength limit is specified in the
rules;

(i) (i1) E[dBpV/m] = EIRP[dBm] + 95.2, for d = 3 meters

For conducted measurements below 1000 MHz, the field strength shall be computed
as specified in d), above, and then an additional 4.7 dB shall be added as an upper
bound on the field strength that would be observed on a test range with a ground
plane for frequencies between 30 MHz and 1000 MHz, or an additional 6 dB shall
be added for frequencies below 30 MHz.

2. Unwanted Emissions that fall Outside of the Restricted Bands

a)

b)

¢)

d)

For all measurements, follow the requirements in section I1.G.3. “General
Requirements for Unwanted Emissions Measurements.”

At frequencies below 1000 MHz, use the procedure described in section 11.G.4.
“Procedure for Unwanted Emissions Measurements below 1000 MHz.”

At frequencies above 1000 MHz, use the procedure for maximum emissions
described in section I1.G.5., “Procedure for Unwanted Maximum Unwanted
Emissions Measurements Above 1000 MHz.”

(1) Section 15.407(b) (1-3) specifies the unwanted emissions limit for the U-NII-1
and 2 bands. As specified, emissions above 1000 MHz that are outside of the
restricted bands are subject to a peak emission limit of -27 dBm/MHz.
However, an out-of-band emission that complies with both the average and
peak limits of Section 15.209 is not required to satisfy the -27 dBm/MHz
dBm/MHz peak emission limit.

(i) Section 15.407(b) (4) specifies the unwanted emissions limit for the U-NII-3
band. A band emissions mask is specified in Section 15.407(b) (4)(i). An
alternative to the band emissions mask is specified in Section 15.407(b) (4)
(i1). The alternative limits are based on the highest antenna gain specified in
the filing. There are also marketing and importation restrictions for the
alternative limit.

If radiated measurements are performed, field strength is then converted to EIRP as
follows:

(i) EIRP=((Exd)"2)/30

Where:

e E is the field strength in V/m;

e d is the measurement distance in meters;

¢ EIRP is the equivalent isotopically radiated power in watts;
(i) Working in dB units, the above equation is equivalent to:

EIRP [dBm] = E [dBuV/m] + 20 log (d [meters]) - 104.77

(iii) Or, if d is 3 meters:
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EIRP [dBm] =E [dBuV/m] - 95.2
5.6.4. Test Results

IEEE 802.11 a

Frequency Conducted Antenna Gain Covert Radiated E
(MHz) Power (dBi) Ground | | el At 3m (dBuV/m) Limit ,
(dBm) Reflection Detector (dBuV/m) Verdict
Antenna Antenna Antenna Antenna Antenna Antenna Factor Antenna Antenna
0 1 0 1 0 1 0 1
4500.000 4500.000 -53.450 -51.238 5.0 5.0 0 46.810 49.022 Peak 74.00 PASS
4500.000 4500.000 -63.535 -63.493 5.0 5.0 0 36.725 36.767 Average 54.00 PASS
5150.000 5150.000 -48.878 -45.820 5.0 5.0 0 51.382 54.440 Peak 74.00 PASS
5150.000 5150.000 -60.717 -59.098 5.0 5.0 0 39.543 41.162 Average 54.00 PASS
5185.300 5185.160 0.376 2.173 5.0 5.0 0 100.636 102.433 Peak - PASS
5181.800 5175.500 -10.235 -9.602 5.0 5.0 0 90.025 90.658 Average - PASS
5245.200 5245.200 0.947 2.249 5.0 5.0 0 101.207 102.509 Peak -—- PASS
5241.840 5181.900 -10.270 -9.922 5.0 5.0 0 89.990 90.338 Average -—- PASS
5350.000 5350.000 -49.584 -50.702 5.0 5.0 0 50.676 49.558 Peak 74.00 PASS
5350.000 5350.000 -62.430 -62.416 5.0 5.0 0 37.830 37.844 Average 54.00 PASS
5460.000 5460.000 -51.426 -51.120 5.0 5.0 0 48.834 49.140 Peak 74.00 PASS
5460.000 5460.000 -62.820 -62.836 5.0 5.0 0 37.440 37.424 Average 54.00 PASS
IEEE 802.11 n HT20
Frequency Conducted Power Antenna Gain Covert
(MHz) (dBm) (dBi) Ground Radiated Limit )
Reflection Detector Verdict
Antenna Antenna Antenna Antenna Sum Antenna Antenna Factor E Level At 3m (dBuVv/m)
0 1 0 1 0 1 (dBuV/m)
4500.000 4500.000 -52.940 -51.824 -49.336 5.0 5.0 0 50.924 Peak 74.00 PASS
4500.000 4500.000 -63.534 -63.524 -60.519 5.0 5.0 0 39.741 Average 54.00 PASS
5150.000 5150.000 -48.427 -46.076 -44.084 5.0 5.0 0 56.176 Peak 74.00 PASS
5150.000 5150.000 -60.614 -58.998 -56.721 5.0 5.0 0 43.539 Average 54.00 PASS
5184.600 5174.030 -0.541 2.011 3.930 5.0 5.0 0 104.190 Peak - PASS
5179.000 5241.840 -10.311 -8.922 -6.551 5.0 5.0 0 93.709 Average - PASS
5241.600 5241.600 0.419 1.890 4.227 5.0 5.0 0 104.487 Peak - PASS
5238.720 5238.480 -10.504 -9.130 -6.753 5.0 5.0 0 93.507 Average - PASS
5350.000 5350.000 -50.442 -49.924 -47.165 5.0 5.0 0 53.095 Peak 74.00 PASS
5350.000 5350.000 -62.369 -62.450 -59.399 5.0 5.0 0 40.861 Average 54.00 PASS
5460.000 5460.000 -51.177 -50.823 -47.986 5.0 5.0 0 52.274 Peak 74.00 PASS
5460.000 5460.000 -62.793 -62.860 -59.816 5.0 5.0 0 40.444 Average 54.00 PASS
IEEE 802.11 n HT40
Frequency Conducted Power Antenna Gain Ground Covert
(MHz) (dBm) (dBi) ) Radiated Limit .
Reflection Detector Verdict
Antenna Antenna Antenna | Antenna Sum Antenna Antenna Factor E Level At 3m (dBuVv/m)
0 1 0 1 0 1 (dBuV/m)
4500.000 4500.000 -52.013 -51.705 -48.846 5.0 5.0 0 51.414 Peak 74.00 PASS
4500.000 4500.000 -63.531 -63.507 -60.509 5.0 5.0 0 39.751 Average 54.00 PASS
5150.000 5150.000 -41.700 -41.310 -38.490 5.0 5.0 0 61.770 Peak 74.00 PASS
5150.000 5150.000 -54.385 -56.777 -52.408 5.0 5.0 0 47.852 Average 54.00 PASS
5179.690 5183.280 -3.937 -4.075 -0.995 5.0 5.0 0 99.265 Peak --- PASS
5184.000 5184.000 -14.624 -15.917 -12.212 5.0 5.0 0 88.048 Average - PASS
5219.760 5224.180 -3.966 -14.916 -3.630 5.0 5.0 0 96.630 Peak -—- PASS
5219.760 5223.920 -1.854 -12.905 -1.526 5.0 5.0 0 98.734 Average -—- PASS
5350.000 5350.000 -50.158 -51.240 -47.655 5.0 5.0 0 52.605 Peak 74.00 PASS
5350.000 5350.000 -62.574 -62.395 -59.473 5.0 5.0 0 40.787 Average 54.00 PASS
5460.000 5460.000 -51.538 -51.709 -48.612 5.0 5.0 0 51.648 Peak 74.00 PASS
5460.000 5460.000 -62.909 -62.821 -59.854 5.0 5.0 0 40.406 Average 54.00 PASS
Remark:

1. Measured output power at difference data rate for each mode and recorded worst case for each mode.
2. Testresultsincluding cable loss;
3. Worst case data at 6Mbps at IEEE 802.11 a; 13Mbps at IEEE 802.11 n HT20; 27Mbps at IEEE 802.11 n HT40
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4. please refer to following plots;

5. “---“means that the fundamental frequency not for 15.209 limits requirement.
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Band-edge Measurements for Radiated Emissions
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Band-edge Measurements for Radiated Emissions
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Band-edge Measurements for Radiated Emissions
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Band-edge Measurements for Radiated Emissions
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5.7. Power line conducted emissions

5.7.1 Standard Applicable

According to §15.207 (a): For an intentional radiator which is designed to be connected to
the public utility (AC) power line, the radio frequency voltage that is conducted back onto
the AC power line on any frequency or frequencies within the band 150 kHz to 30 MHz
shall not exceed 250 microvolts (The limit decreases linearly with the logarithm of the
frequency in the range 0.15 MHz to 0.50 MHz). The limits at specific frequency range is
listed as follows:

Frequency Range Limits (dBpV)
(MHz) Quasi-peak Average
0.15 to 0.50 66 to 56 56 t0 46
0.50to 5 56 46
51030 60 50

5.7.2 Block Diagram of Test Setup

Vert. reference
plane

/ EMI receiver

EUT
I
0BEBE O
L A O

LISN / ¥

Reference ground plane

5.7.3 Test Results
PASS.

The test data please refer to following page.
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Test result for IEEE 802.11a (AC 120V/60Hz)

Lewvel {(dBuw)

a0,
T
[~ FCC CLASS B{QP)
Lize]
———
FCC CLASS_BLAW)
50
a0 13 LY
"’iL". T M ] \\«M
e , et W ey
30 Fod U ARt i TH Ty T ¥
\ LAt Ly i o
20 Gt i | LTy iy O T
M., A N
10 |
A5 2 5 1 2 L 10 20 30
Freqguency (MHzIx)
Enwv. Ins: 24*/56%
Pol= MEUTUTITERLAT.
Fredgq Feading LisnFac Cablos Atten Fac Measured Limit Orre Remark
MH= dBawavw dB dB dB dBwavw dBawavw dB
1 0.168589 22.14 a.66 a.02 10.00 41 .82 a5.16 —23 .34 QP
2 0.16599 11.25 a.66 0.02 10.00 320.93 55.1& —24.23 Dorerage
3 0.17TT2 21.27 .64 0.02 10.00 40.93 64 .59 —23 .66 QF
4 0.17782 12.78 .63 a.02 10.00 32.43 54 .59 —22.16 Avrerage
5 0.486832 13.40 .62 0.04 10.00 33.06 56.23 —23.17 QP
& 0.45642 5.12 .62 0.04 10.00 24.78 465.23 —21.4% Dorerage
T 2.20147 12.20 .63 0.035 10.00 31.88 56.00 —Z24 .12 QF
8 2.20247 1.42 .63 0.05 10.00 21.10 465.00 —24 .90 Avrerage
910.01862 10.50 Q.72 o.03 10.00 30.30 a0 .00 —29 .70 QP
1010.019682 a.78 Q.72 0.08 10.00 20.58 S0.00 —Z25 .42 Average
1114.90683 21 .11 .74 o.10 10.00 40.95 a0 .00 —19.0%5 QF
1214.90783 12.52 9.74 0.10 10.00 32.368 50.00 —17 .64 Avrerage
REemarks: 1. Measured = Reading + Lisn Factor +Cable Losst+iAtten Fac.
2. The emission levels that are 204dB below the official
limit are not reported.
80 Level (dBuV)
TO
B FCC CLAS S _B{QP)
LiZe]
b
FCC CLASS-BL{AV)
S0
40 o,
] e W e
20 nl bt %MLW fitlebg gy ™ =
N Lkl L e iy “'.,f M
g | Mwm M
S PR Y L A | LT MY, ¥ B ESRSy Py ul b
20 e M T L Gl L K
L ~d
10 T
A5 2 -5 1 2 5 10 20 30
Freguency {MHz)
Enw. Ins: 24*/56%
Pol: LINE
Freda Feading LisnFac Cabl.ocs Atten Fac Measured Limit Orrer Remark
MH= dBwuwy dB dB dB dBwuwy dBuaw dBe
1 0.15000 23.99 9.57 o.02 10.00 45.58 aa.00 —22.42 QF
2 0.15010 13.23 9.57 o.02 10.00 32.82 55.499 —23.17 Average
3 0.17F772 21 .69 9.6l 0.0z 10.00 41 .32 64 .59 —23 .27 QP
4 0.17782 11.80 9.8l 0.0z 10.00 31.43 54.59 —23.16a Average
S 0.51278 13.73 .62 0.04 10.00 33.45 S&.00 —22.55 QF
a8 0.51288 5.32 S9.82 0.04 10.00 24 .95 45.00 —21.02 Average
T 1.05407 12.9&6 Q.63 0.05 10.00 32.64 5&6.00 —23.36 QP
2 1.05507 2.1a 9.63 0.05 10.00 21.824 46.00 —24.16 Arrerage
9 7.48603 9.84 9.638 .07 10.00 29.59 a0 .00 —30.41 QF
10 7.48703 —0.54 9.88 .07 10.00 19.21 50.00 —-30.7%9 Average
1114 .90683 21.06 9.71 0.10 10.00 40.87 a0.00 -19.13 QF
1214 .90783 12.83 9.71 o.10 10.00 32.64 50.00 -17.36 Arrerage
EBemarks: 1. Measured = Reading + Lisn Factor +Cabkle Loss+Atten Fac.
2. The emission lewvels that are 20d4dB below the official

limit are not reported.
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Test result for IEEE 802.11a (AC 240V/60Hz)

Lewvel {(dBu\W)

a0
il
I FOC CLAS S _B{QP)
640
F—
FCC CLASS-B{AWV)
S0
A0y, 42
P —
E E "
=0 o g AL P i i i W .- S i
kﬂf -~ Vﬂﬁwrhﬂhﬂ hﬂhﬂhﬂﬂﬁ#ﬂhﬂ@ﬂ”q B ﬂﬂﬂrﬂdﬁhv 1 ,ﬂwfff K
STV I P - g}
20 e ] L
N i
10 )
A5 L2 = 1 2 L 10 20 30
Frequency {MHz)
Enwv. Ins: 24*/56%
Pol: MNEUTERLAT.
Fredgq Feading LisnFac CablLos Atten Fac Measured Limitc Orrer Remark
MH= dBaaw dB dBe dB AR dBwuar dB
1 0.15%5000 21 .80 Q.70 o.02 10.00 41 .52 a&6.00 —24 .48 QE
2 0.15010 13.35 .70 0.0z 10.00 33.07 55.939 —22 .92 e rage
3 0.12639 20.81 Q.62 0.02 10.00 40.25 a4 .20 —23 .95 Qe
4 0.18649 12.03 9.682 0.0z 10.00 31.a7 54.19 —22.52 Avrerage
5 0.51007 13.51 9.682 O.04 10.00 33.17 56.00 —22.83 QE
a8 0.51017 S5.48 a.a2 O.04 10.00 25.12 46.00 —20.88 Lvrerage
T 2.1213=2 12.9a6 9.683 0.0%5 10.00 32.a4 S5a6.00 —23.3% QF
8 2.12232 2.64 9.63 0.05 10.00 22.32 46.00 —23 .68 Lverage
9 8.91a632 9.74 9.71 O.08 10.00 29.53 a0 .00 —30.47 QE
10 8.91732 1.61 Q.71 o.08 10.00 21 .40 50.00 —28 .60 Arrerage
1115.6863488 1a.14 9.75 O.10 10.00 38.99 a0 .00 —21.01 QE
1215.63588 10.89 9.75 o.10 10.00 30.74 S50.00 —19.2& Arrerage
Pemarks: 1. Measured = Reading + Lisn Factor +Cable Loss+hAhtten Fac.
2. The emission levels that are Z20d4dBE below the official
limit are not reported.
80 Lewvel {(dBuY)
T
I FCC CLASS-B{QP)
Li2]
—
FCC CLAS S-B{AV)

A0

A,
s ACAT
»0 Lty e g NUSPTY TR T 1T Mﬁ.““”ﬂrmﬁwr o ,«"'j w}i

3
i

:

hil

-:E«'

i

N,

Pl '
10 f
LA5 W2 .5 1 2 o> 10 20 30
Freguency (MHz)
Enw. Ins: 24*/756%
Pol: LINE
Fredo Feading LisnFac Cabl.os Atten Fac Measured Limit Orrer Remark
MH= dBaw dB dB dB dBasT dBuav dB
1 0.15000 25.02 .57 o.02 10.00 47 .61 aE5.00 —18.39 QP
2 0.15010 20.41 .57 0.0z 10.00 40 .00 55.99 —15.99 hverage
3 0.l1las589 23.688 9.59 o.02 10.00 43.29 a5.16 —21.87 QP
4 0.16599 16.92 .59 0.02 10.00 F6.53 55.16 —18.63 verage
5 0.51824 14.59 a.62 0.04 10.00 F4.25 56.00 —21.75 QE
a8 0.51834 3.93 9.682 0.04 10.00 23.59 45.00 —22.41 Lverage
T 1.43328 11.69 a9.64 a.05 10.00 31 .38 56.00 —24 .62 QP
8 1.43428 1.23 9.64 0.0%5 10.00 20.92 46.00 —25.08 hverage
9 9.35179 11.14 9.69 0o.08 10.00 30.91 a0.00 —29.09 QF
10 9.35279 0.50 9.689 o.08 10.00 20.27 50.00 —29.73 Lverage
1114.82806 21 .07 S.71 0.10 10.00 40 .88 a0.00 —19.12 QP
1214 .82906 11.13 9.71 0.10 10.00 30.94 50.00 —19.06 hverage
Femarks: 1. Measured = Reading + Lisn Factor +Cable Loss+Atten Fac.

2. The emission lewels that are Z0d4dE below the official
limit are not reported.

***Note: Pre-scan all modes and recorded the worst case resultsin thisreport (IEEE 802.11a).
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5.8. Antenna Requirements

5.8.1. Standard Applicable

According to § 15.203, an intentional radiator shall be designed to ensure that no antenna
other than that furnished by the responsible party shall be used with the device.

5.8.2. Antenna Connector Construction

The directional gains of antenna used for transmitting is 5.0dBi, which is an R-SMA
antenna and no consideration of replacement. Please see EUT photo for details.

5.8.3. Results: Compliance.

M easur ement

The antenna gain of the complete system is calculated by the difference of radiated power in
EIRP and the conducted power of the module.

Conducted power refers ANSI C63.10:2013 Output power test procedure for UNI devices.
Radiated power refers to ANSI C63.10:2013 Radiated emissions tests.

M easurement parameters

Measurement parameter

Detector: Peak

Sweep Time: Auto

Resolution bandwidth: 1MHz

Video bandwidth: 3MHz
Trace-Mode: Max hold

Limits
FCC IC

Antenna Gain

6 dBi

Note: The antenna gain of the complete system is calculated by the difference of radiated
power in EIRP and the conducted power of the module. For WLAN devices, the OFDM
(IEEE 802.11a) mode is used;
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Antenna 0

Lowest Channel

Middle Channel

Highest Channel

Tnom Vnom 5180 MHz 5220 MHz 5240 MHz
Conducted power [dBm]
Measured with 1.892 0.885 1.624
OFDM modulation
Radiated power [dBm]
Measured with 5.663 5.447 5.641
OFDM modulation
Gain [dBi] Calculated 3.771 4.562 4.017

Measurement uncertainty

+1.6dB (cond.)/ + 3.8 dB (rad.)

Antenna 1

Lowest Channel

Middle Channel

Highest Channel

Tnom Vnom 5180 MHz 5220 MHz 5240 MHz
Conducted power [dBm]
Measured with 4.637 3.799 2.714
OFDM modulation
Radiated power [dBm]
Measured with 8.473 8.276 6.842
OFDM modulation
Gain [dBi] Calculated 3.836 4.477 4.128

Measurement uncertainty

+1.6dB (cond.)/ + 3.8 dB (rad.)

Result: -/-
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6. LIST OF MEASURING EQUIPMENTS

Instrument Manufacturer Model No. Serial No. Characteristics Cal Date Due Date
EMC Receiver R&S ESCS 30 100174 9kHz —2.75GHz June 18, 2016 June 17, 2017
Signal analyzer Agilent E4448A(Exteral US44300469 9kHz~40GHz July 16, 2016 July 15,2017

mixers to 40GHz)

Signal analyzer Agilent N9020A MY50510140 9kHz~26.5GHz October 27, 2015 October 27,2016
LISN MESS Tec NNB-2/16Z 99079 9KHz-30MHz June 18,2016 June 17,2017
LISN

. EMCO 3819/2NM 9703-1839 9KHz-30MHz June 18,2016 June 17,2017

(Support Unit)

RF Cable-CON UTIFLEX 3102-26886-4 CB049 9KHz-30MHz June 18,2016 June 17,2017

ISN SCHAFFNER ISN STO08 21653 9KHz-30MHz June 18,2016 June 17,2017
3m Semi Anechoic SIDT SAC-3M 03CHO3-HY 3OM-18GHz June 18,2016 June 17,2017
Chamber FRANKONIA 3m

Amplifier SCHAFFNER COA9231A 18667 9kHz-2GHzz June 18, 2016 June 17, 2017

Amplifier Agilent 8449B 3008A02120 1GHz-26.5GHz July 16,2016 July 15,2017

Amplifier MITEQ AMF-6F-260400 9121372 26.5GHz-40GHz July 16, 2016 July 15,2017
Loop Antenna R&S HFH2-Z2 860004/001 9k-30MHz June 18, 2016 June 17, 2017
By-log Antenna SCHWARZBECK VULB9163 9163-470 30MHz-1GHz June 10, 2016 June 09, 2017
Horn Antenna EMCO 3115 6741 1GHz-18GHz June 10, 2016 June 09, 2017
Horn Antenna SCHWARZBECK BBHA9170 BBHA9170154 15GHz-40GHz June 10, 2016 June 09, 2017

RF Cable-R03m Jye Bao RG142 CB021 30MHz-1GHz June 18,2016 June 17,2017

RF Cable-HIGH SUHNER SUCOFLEX 106 03CHO3-HY 1GHz-40GHz June 18,2016 June 17,2017
Power Meter R&S NRVS 100444 DC-40GHz June 18, 2016 June 17, 2017
Power Sensor R&S NRV-Z51 100458 DC-30GHz June 18, 2016 June 17, 2017
Power Sensor R&S NRV-Z32 10057 30MHz-6GHz June 18, 2016 June 17,2017

AC Power Source HPC HPA-500E HPA-9100024 AC 0~300V June 18, 2016 June 17,2017

DC power Sourer GW GPC-6030D C671845 DC 1V-60V June 18,2016 June 17, 2017

Temp. and Giant Force GTH-225-20-S MAB0103-00 N/A June 18,2016 June 17,2017

Humidify
RF CABLE-Im JYE Bao RG142 CB034-1m 20MHz-7GHz June 18, 2016 June 17,2017
RF CABLE-2m JYE Bao RG142 CB)35-2m 20MHz-1GHz June 18, 2016 June 17,2017

Note: All equipment through GRGT EST calibration
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