Report No.: JYTSZ-R12-2400222

Test Data

Maximum Conducted Output Power

Condition Mode Frequency (MHz) Antenna Conducted Power (dBm) Limit (dBm) Verdict
NVNT 1-DH1 2402 Antl 7.75 30 Pass
NVNT 1-DH1 2441 Antl 8.19 30 Pass
NVNT 1-DH1 2480 Antl 5.033 30 Pass
NVNT 2-DH1 2402 Antl 7.7 21 Pass
NVNT 2-DH1 2441 Antl 8.167 21 Pass
NVNT 2-DH1 2480 Antl 5.453 21 Pass
NVNT 3-DH1 2402 Antl 8.008 21 Pass
NVNT 3-DH1 2441 Antl 8.392 21 Pass
NVNT 3-DH1 2480 Antl 5.678 21 Pass

JianYan Testing Group Shenzhen Co., Ltd.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Test Graphs

Power NVNT 1-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T - Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lyl Offset 2.56 dB Mkr1 2.402 030 5 GHz]|
Scale/Div 10 dB Ref Level 25.56 dBm 7.75 dBm

4

1 Spectrum

‘1

Center 2.402000 GHz #Video BW 3.0 MHz Span 5.000 MH.
##Res BW 1.0 MHz

Sweep 1.33 ms (10001 pts)|
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Power NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T - Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off PNNNNN

Ref Lvl Offset 2.58 dB Mkr1 2.440 828 5 GHz]
Scale/Div 10 dB Ref Level 25.58 dBm 8.19 dBm

4

1 Spectrum

Center 2.441000 GHz #Video BW 3.0 MHz Span 5.000 MH.
#Res BW 1.0 MHz

Sweep 1.33 ms (10001 pts)j
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Power NVNT 1-DH1 2480MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 2.60 dB Mkr1 2.479 849 0 GH
Scale/Div 10 dB Ref Level 25.60 dBm 5.03 dBm

Center 2.480000 GHz #Video BW 3.0 MHz Span 5.000 MH.

Sweep 1.33 ms (10001 pts)j
9 Mar 08, 2024
4:44:28 PM

Power NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 S3EEm Ref Lvl Offset 2.56 dB Mkr1 2.402 179 2 GHz]
Scale/Div 10 dB Ref Level 25.56 dBm 7.70 dBm

4

Center 2.402000 GHz #Video BW 6.0 MHz
##Res BW 2.0 MHz

2 llel | ? %?510:3'12364

Span 8.000 MH.
Sweep 1.33 ms (10001 pts)|

Power NVNT 2-DH1 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.58 dB Mkr1 2.441 087 2 GHz]
Scale/Div 10 dB Ref Level 25.58 dBm 8.17 dBm

4

1 Spectrum

“I

Center 2.441000 GHz #Video BW 6.0 MHz

Span 8.000 MH.
[#Res BW 2.0 MHz Sweep 1.33 ms (10001 pts)j

Mar 08, 2024
5:03:07

Power NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.480 140 0 GHz|
Scale/Div 10 dB Ref Level 25.60 dBm 5.45 dBm

4

1 Spectrum
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Center 2.480000 GHz #Video BW 6.0 MHz

Span 8.000 MH.
##Res BW 2.0 MHz

Sweep 1.33 ms (10001 pts)|
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.401 919 2 GHz]
Scale/Div 10 dB Ref Level 25.56 dBm 8.01 dBm

4

1 Spectrum

Center 2.402000 GHz #Video BW 6.0 MHz

Span 8.000 MH.
[#Res BW 2.0 MHz Sweep 1.33 ms (10001 pts)j

Mar 08, 2024
5:22:05 PM

Power NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lyl Offset 2.58 dB Mkr1 2.440 969 6 GHz]|
Scale/Div 10 dB Ref Level 25.58 dBm 8.39 dBm

4

1 Spectrum
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Sweep 1.33 ms (10001 pts)|
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Spectrum Ref Lvl Offset 2.60 dB Mkr1 2.479 8600 GHZ
Scale/Div 10 dB Ref Level 25.60 dBm 5.68 dBm

Center 2.480000 GHz #Video BW 6.0 MHz Span 8.000 MH.
[#Res BW 2.0 MHz Sweep 1.33 ms (10001 pts)j
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Report No.: JYTSZ-R12-2400222

-20dB Bandwidth

NVNT 1-DH1 2402 Antl 0.875
NVNT 1-DH1 2441 Antl 0.877
NVNT 1-DH1 2480 Antl 0.874
NVNT 2-DH1 2402 Antl 1.254
NVNT 2-DH1 2441 Antl 1.241
NVNT 2-DH1 2480 Antl 1.243
NVNT 3-DH1 2402 Antl 1.22
NVNT 3-DH1 2441 Antl 1.225
NVNT 3-DH1 2480 Antl 1.226
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Report No

1 JYTSZ-R12-2400222

Test Graphs

-20dB Bandwidth NVNT 1-DH1 2402MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input RF

RT Align: Auto

|Center 2.402000 GHz
[#Res BW 15.000 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Coupling: DC Corr CCorr
Freq Ref: Int (S)

814.13 kHz

Mar 08, 2024
== E‘) (‘ - ? 4?(;9:28 PM

Atten: 30 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 2.402000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.56 dB
Ref Value 22,56 dBm

#Video BW 47.000 kHz

Total Power

9.770 kHz % of OBW Power
875.3 kHz xdB

Mkr3 2.402447000 GHz|
-21.43 dBm

Span 2 MHz|
Sweep 8.67 ms (10001 pts)j

13.5dBm

99.00 %
-20.00 dB

e s

-20dB Bandwidth NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

Coupling: DC
RT Align: Auto

enter 2.441000 GHz
|[#Res BW 15.000 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

818.25 kHz

Atten: 30 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 2.441000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.58 dB
Ref Value 22,58 dBm

1

#Video BW 47.000 kHz

Total Power

6.059 kHz % of OBW Power
877.0 kHz xdB

Mkr3 2.441445000 GHz|
-19.53 dBm

Span 2 MHz
Sweep 8.67 ms (10001 pts)j}

14.0 dBm

99.00 %
-20.00 dB
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Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘,RF e
Coupling:
BT = Align: Auto
: 1 Graph
Scale/Div 10.0 dB

|[Center 2.480000 GHz
[#Res BW 15.000 kHz

2 Metrics

2O CCl?

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 30 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.60 dB
Ref Value 22.60 dBm

#Video BW 47.000 kHz

Occupied Bandwidth

817.22 kHz Total Power

5.866 kHz

% of OBW Power
874.2 kHz

xdB

Mar 08, 2024
4:44:38 PM

Center Freq: 2.480000000 GHz

Mkr3 2.480443000 GHz|
-22.53 dBm

Span 2 MHz|
Sweep 8.67 ms (10001 pts)j

10.8 dBm

99.00 %
-20.00 dB
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-20dB Bandwidth NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

E 1 Graph
Scale/Div 10.0 dB

Center 2.402000 GHz
|[#Res BW 20.000 kHz

2 Metrics

x dB Bandwidth

=~ ?

Transmit Freq Error

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 2.402000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.56 dB
Ref Value 22,56 dBm

#Video BW 62.000 kHz

Occupied Bandwidth

1.1644 MHz Total Power

% of OBW Power
xdB

-5.181 kHz
1.254 MHz

Mar 08, 2024
5:01:16 PM

Mkr3 2.402622000 GHz|
-20.31 dBm

Span 2 MHz
Sweep 5.33 ms (10001 pts)j}

12.1 dBm

99.00 %
-20.00 dB

e s

-20dB Bandwidth NVNT 2-DH1 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.441000000 GHz
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.58 dB Mkr3 2.441617000 GHz|
Scale/Div 10.0 dB Ref Value 22.58 dBm -17.29 dBm

|Center 2.441000 GHz #Video BW 62.000 kHz Span 2 MHz|
[#Res BW 20.000 kHz Sweep 5.33 ms (10001 pts)]
2 Metrics

Occupied Bandwidth

1.1645 MHz
Transmit Freq Error -3.745 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.241 MHz xdB -20.00 dB

Total Power 12.6 dBm
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'
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-20dB Bandwidth NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1

Occupied BW

KEYS|GHT Input: RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.480000000 GHz
R T Coupling: DC Corr CCorr

Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.60 dB Mkr3 2.480615000 GHz|
Scale/Div 10.0 dB Ref Value 22.60 dBm -19.40 dBm

Center 2.480000 GHz #Video BW 62.000 kHz Span 2 MHz
[#Res BW 20.000 kHz Sweep 5.33 ms (10001 pts)j}
2 Metrics

Occupied Bandwidth

1.1636 MHz Total Power 9.82 dBm

Transmit Freq Error -6.228 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.243 MHz

xdB -20.00 dB
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'
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

Coupling: DC
BT Align: Auto

Input Z: 50 Q
Corr CCorr

: 1 Graph
Scale/Div 10.0 dB

|Center 2.402000 GHz
[#Res BW 20.000 kHz

2 Metrics

Occupied Bandwidth
1.1575 MHz

Transmit Freq Error
% dB Bandwidth

Mar 08, 2024
5:22:15 PM

2O CCl?

Freq Ref: Int (5)

Atten: 30 dB Trig: Free Run
Gate: Off

Avg|Hold: 100/100
#IF Gain: Low

Radio Std: None

Ref Lvl Offset 2.56 dB
Ref Value 22.56 dBm

#Video BW 62.000 kHz

Total Power

12.314 kHz

% of OBW Power

1.220 MHz xdB

Center Freq: 2.402000000 GHz

Mkr3 2.402622000 GHz|
-17.96 dBm

Span 2 MHz|
Sweep 5.33 ms (10001 pts)]

11.6 dBm

99.00 %
-20.00 dB
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-20dB Bandwidth NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

Coupling: DC
RT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)
1 Graph

Scale/Div 10.0 dB

Center 2.441000 GHz
|[#Res BW 20.000 kHz

2 Metrics

Occupied Bandwidth
1.1613 MHz

Transmit Freq Error
% dB Bandwidth

Mar 08, 2024
5:24:14 PM

=~ ?

Atten: 30 dB Trig: Free Run

Gate: Off
#IF Gain: Low

Center Freq: 2.441000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.58 dB
Ref Value 22,58 dBm

#Video BW 62.000 kHz

Total Power

11.450 kHz
1.225 MHz

% of OBW Power
xdB

Mkr3 2.441624000 GHz|
-17.28 dBm

Span 2 MHz
Sweep 5.33 ms (10001 pts)j}

12.0dBm

99.00 %
-20.00 dB
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-20dB Bandwidth NVNT 3-DH1 2480MHz Antl
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Spectrum Analyzer 1

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.480000000 GHz
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) #IF Gain: Low Radio Std: None

Ref Lvl Offset 2.60 dB Mkr3 2.480623000 GHz|
Ref Value 22.60 dBm -20.20 dB

|[Center 2.480000 GHz #Video BW 62.000 kHz Span 2 MHz|
[#Res BW 20.000 kHz Sweep 5.33 ms (10001 pts)]

2 Metrics

Occupied Bandwidth
1.1604 MHz Total Power 9.33 dBm

Transmit Freq Error 10.288 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.226 MHz xdB -20.00 dB
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Report No.: JYTSZ-R12-2400222

Carrier Frequencies Separation

Condition Mode Antenna Hopping Freql (MHz) Hopping Freq2 (MHz) HFS (MHz) Limit (MHz) Verdict
NVNT 1-DH1 Antl 2402.172 2403.16 0.988 0.875 Pass
NVNT 1-DH1 Antl 2440.838 2441.834 0.996 0.877 Pass
NVNT 1-DH1 Antl 2478.834 2479.826 0.992 0.874 Pass
NVNT 2-DH1 Antl 2402.156 2403.158 1.002 0.836 Pass
NVNT 2-DH1 Antl 2440.848 2441.836 0.988 0.827 Pass
NVNT 2-DH1 Antl 2478.82 2479.854 1.034 0.829 Pass
NVNT 3-DH1 Antl 2402.16 2403.172 1.012 0.813 Pass
NVNT 3-DH1 Antl 2441.01 2442.004 0.994 0.817 Pass
NVNT 3-DH1 Antl 2478.842 2479.83 0.988 0.817 Pass

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 13 of 51
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Test Graphs

CFS NVNT 1-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input RF

Coupling: DC
RT lI) Align: Auto

pectrum
Scale/Div 10 dB

5 Marker Table v

Mode Trace Scale
N 1 f
N 1 f

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold:>100/100
Trig: Free Run

Ref Lvl Offset 2.56 dB
Ref Level 25.56 dBm

#Video BW 1.0 MHz

X Y
2.402 172 GHz
2.403 160 GHz

Function
7.530 dBm
7.608 dBm

9 Mar 08, 2024

4:52:08 PM

PNNNNN

Function Width

Mkr1 2.402 172 GHz]
7.53 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pts)

Function Value

CFS NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT [nput RE
R T [I) Coupling: DC

Align: Auto
pectrum
Scale/Div 10 dB

Center 2.441500 GHz
[#Res BW 300 kHz

5 Marker Table v
Mode Trace Scale

N 1 f
N 1 f

2O CCl?

Input Z: 50 Q #Atten: 40 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold:>100/100
Trig: Free Run

Ref Lvl Offset 2.58 dB
Ref Level 25.58 dBm

#Video BW 1.0 MHz

X Y
2.440 838 GHz
2.441 834 GHz

Function Function Width
8.168 dBm

8.208 dBm

Mar 08, 2024
4:58:24 PM

PNNNNN

Mkr1 2.440 838 GHz]
8.17 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pts)|

Function Value

CFS NVNT 1-DH1 2480MHz Antl
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Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
BT [I) Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB

pectrum
Scale/Div 10 dB

5 Marker Table v

Mode Trace Scale X
N 1 f 2.478 834 GHz,
N 1 f 2.479 826 GHz

9 Mar 08, 2024
4:50:13 PM

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 2.60 dB
Ref Level 25.60 dBm

#Video BW 1.0 MHz

Y Function
5.125 dBm
4.948 dBm

Avg Type: Log-Power 234
Avg|Hold:>100/100
Trig: Free Run

PNNNNN

Function Width

Mkr1 2.478 834 GHz]
5.13 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pis)j|

Function Value

CFS NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
RT lI) Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB

pectrum
Scale/Div 10 dB

Center 2.402500 GHz
[#Res BW 300 kHz

5 Marker Table v
Mode Trace Scale X

N 1 i 2.402 156 GHz
N 1 f 2.403 158 GHz

Mar 08, 2024
5:07:49 PM

=~ ?

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.56 dB
Ref Level 25.56 dBm

#Video BW 1.0 MHz

Y Function
6.159 dBm
6.216 dBm

Avg Type: Log-Power 2
Avg|Hold:>100/100

PNNNNN

Function Width

Mkr1 2.402 156 GHz]

6.16 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pts)|

Function Value

CFS NVNT 2-DH1 2441MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
BT [I) Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB

pectrum
Scale/Div 10 dB

5 Marker Table v

Mode Trace Scale X
N 1 f 2.440 848 GHz
N 1 f 2.441 836 GHz

9 Mar 08, 2024
5:15:33 PM

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 2.58 dB
Ref Level 25.58 dBm

#Video BW 1.0 MHz

Y Function
6.586 dBm
7.350 dBm

Avg Type: Log-Power 234
Avg|Hold:>100/100
Trig: Free Run

PNNNNN

Function Width

Mkr1 2.440 848 GHz]
6.59 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pis)j|

Function Value

CFS NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
RT lI) Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB

pectrum
Scale/Div 10 dB

Center 2.479500 GHz
[#Res BW 300 kHz

5 Marker Table v
Mode Trace Scale X

N 1 i 2.478 820 GHz
N 1 f 2.479 854 GHz

Mar 08, 2024
5:16:23 PM

=~ ?

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.60 dB
Ref Level 25.60 dBm

#Video BW 1.0 MHz

Y Function
4.107 dBm
3.935 dBm

Avg Type: Log-Power 2
Avg|Hold:>100/100

PNNNNN

Function Width

Mkr1 2.478 820 GHz]

4.11 dBm

Span 2.000 MHz|
Sweep 1.00 ms (1001 pts)|

Function Value

CFS NVNT 3-DH1 2402MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold:>100/100
[I) Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

poctrum Ref Lyl Offset 2.56 dB Mkr1 2.402 160 GHz|
Scale/Div 10 dB Ref Level 25.56 dBm 6.09 dBm

#Video BW 1.0 MHz Span 2.000 MHz|
| Sweep 1.00 ms (1001 pis)j|
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
N 1 f 2.402 160 GHz, 6.088 dBm
N 1 f 2.403 172 GHz, 6.113 dBm

9 Mar 08, 2024
5:29:47 PM

CFS NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold:>100/100
lI) Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

poctrum Ref Lyl Offset 2.58 dB Mkr1 2.441 010 GHz|
Scale/Div 10 dB Ref Level 25.58 dBm 6.52 dBm

Center 2.441500 GHz #Video BW 1.0 MHz Span 2.000 MHz|
[#Res BW 300 kHz Sweep 1.00 ms (1001 pts)|
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
N 1 f 2.441010 GHz, 6.516 dBm
N 1 f 2.442 004 GHz 7.268 dBm

Mar 08, 2024
=Dl ?) s

CFS NVNT 3-DH1 2480MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 17 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold:>100/100
[:) Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.478 842 GHz|
Ref Level 25.60 dBm 4.04 dB

#Video BW 1.0 MHz Span 2.000 MH.
Sweep 1.00 ms (1001 pts)j

5 Marker Table v
Mode Trace Scale X Y Function Function Width Function Value

N 1 I 2.478 842 GHz 4.040 dBm
N 1 f 2.479 830 GHz 3.881 dBm

Mar 08, 2024
E‘) (‘ - 9 5?56:48 PM

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 18 of 51
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Report No.: JYTSZ-R12-2400222

Band Edge
Condition Mode Frequency (MHz) Antenna Hopping Mode Max Value (dBc) Limit (dBc) Verdict

NVNT 1-DH1 2402 Antl No-Hopping -61.88 -20 Pass
NVNT 1-DH1 2480 Antl No-Hopping -60.25 -20 Pass
NVNT 2-DH1 2402 Antl No-Hopping -49.82 -20 Pass
NVNT 2-DH1 2480 Antl No-Hopping -59.76 -20 Pass
NVNT 3-DH1 2402 Antl No-Hopping -48.96 -20 Pass
NVNT 3-DH1 2480 Antl No-Hopping -59.71 -20 Pass

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 19 of 51




Report No.: JYTSZ-R12-2400222

Test Graphs

Band Edge NVNT 1-DH1 2402MHz Ant1 No-Hopping Ref

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT e Align: Auto

l 1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
##Res BW 100 kHz

8 M?

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 500/500
Trig: Free Run

PNNNNRN

Mkr1 2.401 840 GHz]
7.24 dBm

Ref Lvl Offset 2.56 dB
Ref Level 20.00 dBm

1

#Video BW 300 kHz Span 8.000 MH.

#Sweep 10.0 ms (1001 pts)|
Mar 08, 2024
4:41:00 PM

Band Edge NVNT 1-DH1 2402MHz Ant1 No-Hopping Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['DU11‘RF e
Coupling:
RT e Align: Auto

E 1 Spectrum
Scale/Div 10 dB

Start 2.30600 GHz
[#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
1 f

1 f
1 f
1 f

acm?

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 500/500
Trig: Free Run

PNNNNRN
Ref Lvl Offset 2.56 dB Mkr1 2.4022 GH
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 2.40600 GH:

#Sweep 10.0 ms (1001 pts)|

Y Function
7.336 dBm
-55.53 dBm
-55.53 dBm
-54.64 dBm

Function Width Function Value

2402 2 GHz
2.400 0 GHz.
24000 GHz
2.399 9 GHz

Mar 08, 2024
4:41:09 PM

Band Edge NVNT 1-DH1 2480MHz Ant1 No-Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 20 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.479 840 GHz|
Ref Level 20.00 dBm 4.63 dBm

enter 2.480000 GHz #Video BW 300 kHz Span 8.000 MH.
#Sweep 10.0 ms (1001 pts

9 Mar 08, 2024
4:44:50 PM

Band Edge NVNT 1-DH1 2480MHz Ant1 No-Hopping Emission

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.479 8 GHz]
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 2.57600 GHz
#Sweep 10.0 ms (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24798 GHz 4.627 dBm
N 1 f 2.483 5 GHz -57.72 dBm
N 1 f 2.500 0 GHz. -58.60 dBm
N 1 f 2487 1 GHz -55.61 dBm

N W [?)

Band Edge NVNT 2-DH1 2402MHz Ant1 No-Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 21 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.402 000 GHz]
Ref Level 20.00 dBm 5.70 dBm

enter 2.402000 GHz #Video BW 300 kHz Span 8.000 MH.
Res BW 100 kHz #Sweep 10.0 ms (1001 pts)j

Mar 08, 2024
5:01:29 PM

Band Edge NVNT 2-DH1 2402MHz Ant1 No-Hopping Emission

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.402 0 GHz]
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 2.40600 GHz
#Sweep 10.0 ms (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24020 GHz 5.783 dBm
N 1 f 2.400 0 GHz -49.70 dBm
N 1 f 2.400 0 GHz -49.70 dBm
N 1 f 2.399 5 GHz. -44.12 dBm

S [ [7)

Band Edge NVNT 2-DH1 2480MHz Ant1 No-Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 22 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.480 000 GHz]
Ref Level 20.00 dBm 3.46 dBm

enter 2.480000 GHz #Video BW 300 kHz Span 8.000 MH.
#Sweep 10.0 ms (1001 pts

9 Mar 08, 2024
5:04:50 PM

Band Edge NVNT 2-DH1 2480MHz Ant1 No-Hopping Emission

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 300/300
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.480 0 GHz]
Ref Level 20.00 dBm 3.55dBm

#Video BW 300 kHz Stop 2.57600 GHz
#Sweep 10.0 ms (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2.480 0 GHz. 3.555 dBm
N 1 f 2.483 5 GHz -56.30 dBm
N 1 f 2.500 0 GHz. -58.09 dBm
N 1 f 2.483 5 GHz -56.30 dBm

Dl ? s

Band Edge NVNT 3-DH1 2402MHz Ant1 No-Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 500/500
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.401 832 GHz]
Ref Level 20.00 dBm 5.72 dBm

enter 2.402000 GHz #Video BW 300 kHz Span 8.000 MH.
#Sweep 10.0 ms (1001 pts

9 Mar 08, 2024
5:22:28 PM

Band Edge NVNT 3-DH1 2402MHz Ant1 No-Hopping Emission

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 300/300
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.402 0 GHz]
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 2.40600 GHz
#Sweep 10.0 ms (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24020 GHz 5.784 dBm
N 1 f 2.400 0 GHz -48.99 dBm
N 1 f 2.400 0 GHz -48.99 dBm
N 1 f 2.399 5 GHz. -43.24 dBm

Dl ? s

Band Edge NVNT 3-DH1 2480MHz Ant1 No-Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB

pectrum
Scale/Div 10 dB

Center 2.480000 GHz
Res BW 100 kHz

Mar 08, 2024
5:25:52 PM

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.60 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Avg Type: Log-Power 234
Avg[Hold: 500/500

PNNNNN

Mkr1 2.479 840 GHz]
3.49 dBm

Span 8.000 MHz
#Sweep 10.0 ms (1001 pts)j

Band Edge NVNT 3-DH1 2480MHz Ant1 No-Hopping Emission

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
RT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB

pectrum
Scale/Div 10 dB
1

&

Start 2.47600 GHz
[#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale

N 1 f 24798 GHz
N 1 f 2.483 5 GHz
N 1 f 2.500 0 GHz.
N 1 f 2.484 2 GHz

Db wWN

Mar 08, 2024
5:25:59 PM

sl Ik

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 300/300
Trig: Free Run

Ref Lvl Offset 2.60 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function
3.485 dBm
-57.69 dBm
-59.45 dBm
-56.22 dBm

Avg Type: Log-Power 234

PNNNNN

Mkr1 2.479 8 GHz]
3.49 dBm

Stop 2.57600 GHz
#Sweep 10.0 ms (1001 pts)|

Function Width Function Value

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 25 of 51
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Report No.: JYTSZ-R12-2400222

Band Edge(Hopping)

Condition Mode Frequency (MHz) Antenna Hopping Mode Max Value (dBc) Limit (dBc) Verdict
NVNT 1-DH1 2402 Antl Hopping -63.71 -20 Pass
NVNT 1-DH1 2480 Antl Hopping -64.82 -20 Pass
NVNT 2-DH1 2402 Antl Hopping -61.69 -20 Pass
NVNT 2-DH1 2480 Antl Hopping -59.89 -20 Pass
NVNT 3-DH1 2402 Antl Hopping -61.83 -20 Pass
NVNT 3-DH1 2480 Antl Hopping -59.47 -20 Pass

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 26 of 51




Report No.: JYTSZ-R12-2400222

Test Graphs

Band Edge(Hopping) NVNT 1-DH1 2402MHz Ant1 Hopping Ref

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz
##Res BW 100 kHz

Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power (1|2 4
Corr CCorr Gate: Off Avg|Hold: 5000/5000
Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Ref Lvl Offset 2.56 dB Mkr1 2.405 840 GHz|
Ref Level 20.00 dBm 7.72 dBm

1

#Video BW 300 kHz Span 8.000 MH
Sweep 1.00 ms (1001 pts)j|

Spectrum Analyzer 1
Swept SA
KEYSIGHT [nput RF

Coupling: DC
RT Align: Auto

1 Spectrum

Scale/Div 10 dB

Start 2.30600 GHz
[#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
1 f

1 f
1 f
1 f

acm?

Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power |1|2 4
Corr CCorr Gate: Off Avg|Hold: 2000/2000
Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off PNNNNN

Ref Lvl Offset 2.56 dB Mkr1 2.405 2 GHz]
Ref Level 20.00 dBm 7.52 dBm

#Video BW 300 kHz Stop 2.40600 GH:;
Sweep 9.60 ms (1001 pts)}

Y Function Function Width Function Value
24052 GHz. 7.521 dBm
2.400 0 GHz -57.22 dBm
2.390 0 GHz. -58.20 dBm
2.387 0 GHz. -55.99 dBm

Mar 08, 2024
4:56:37 PM

Band Edge(Hopping) NVNT 1-DH1 2480MHz Ant1l Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 27 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 20 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 5000/5000
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.476 840 GHz|
Ref Level 12.60 dBm 5.10 dBm

enter 2.480000 GHz #Video BW 300 kHz Span 8.000 MH.
Sweep 1.00 ms (1001 pts

9 Mar 08, 2024
4:59:19 PM

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 20 dB PNO: Fast Avg Type: Log-Power |1|2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 2000/2000
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 2.60 dB Mkr1 2.476 8 GHz]
Ref Level 12.60 dBm 5.13 dBm

#Video BW 300 kHz Stop 2.57600 GHz
Sweep 9.60 ms (1001 pts)}

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2476 8 GHz 5.130 dBm
N 1 f 2.483 5 GHz -61.80 dBm
N 1 f 2.500 0 GHz. -67.57 dBm
N 1 f 2.483 6 GHz -59.72 dBm

Dl ? e

Band Edge(Hopping) NVNT 2-DH1 2402MHz Ant1 Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 28 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

enter 2.402000 GHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 5000/5000
Trig: Free Run

PNNNNRN

Ref Lvl Offset 2.56 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

9 Mar 08, 2024

5:10:15 PM

Mkr1 2.404 168 GHz]
5.87 dBm

Span 8.000 MH.
Sweep 1.00 ms (1001 pts

Band Edge(Hopping) NVNT 2-DH1 2402MHz Ant1 Hopping Emission

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Avg Type: Log-Power |1|2 4
Avg|Hold: 3000/3000
Trig: Free Run

PNNNNN

Ref Lvl Offset 2.56 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function Function Width
5.868 dBm
-51.71 dBm
-58.31 dBm

-55.82 dBm

2403 0 GHz
24000 GHz
2.390 0 GHz.
2.364 0 GHz

Mar 08, 2024
5:11:03 PM

Mkr1 2.403 0 GHz]

Stop 2.40600 GHz
Sweep 9.60 ms (1001 pts)}

Function Value

Band Edge(Hopping) NVNT 2-DH1 2480MHz Ant1 Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

enter 2.480000 GHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 5000/5000
Trig: Free Run

PNNNNRN

Ref Lvl Offset 2.60 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

9 Mar 08, 2024

5:20:07 PM

Mkr1 2.476 008 GHz]
4.21 dBm

Span 8.000 MH.
Sweep 1.00 ms (1001 pts

Band Edge(Hopping) NVNT 2-DH1 2480MHz Ant1 Hopping Emission

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Avg Type: Log-Power |1|2 4
Avg|Hold: 3000/3000
Trig: Free Run

PNNNNN

Ref Lvl Offset 2.60 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function Function Width
4.089 dBm
-57.52 dBm
-57.16 dBm

-55.68 dBm

24770 GHz
24835 GHz
2.500 0 GHz.
2488 9 GHz

Mar 08, 2024
5:20:55 PM

Mkr1 2.477 0 GHz]
4.09 dBm

Stop 2.57600 GHz
Sweep 9.60 ms (1001 pts)}

Function Value

Band Edge(Hopping) NVNT 3-DH1 2402MHz Ant1 Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

enter 2.402000 GHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 5000/5000
Trig: Free Run

PNNNNRN

Ref Lvl Offset 2.56 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

9 Mar 08, 2024

5:33:41 PM

Mkr1 2.406 000 GHz]
6.21 dBm

Span 8.000 MH.
Sweep 1.00 ms (1001 pts

Band Edge(Hopping) NVNT 3-DH1 2402MHz Ant1 Hopping Emission

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Avg Type: Log-Power |1|2 4
Avg|Hold: 2000/2000
Trig: Free Run

PNNNNN

Ref Lvl Offset 2.56 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function Function Width
6.144 dBm
-54.06 dBm
-58.15 dBm

-55.62 dBm

24050 GHz
24000 GHz
2.390 0 GHz.
2.3316 GHz

Mar 08, 2024
5:34:13 PM

Stop 2.40600 GHz
Sweep 9.60 ms (1001 pts)}

Function Value

Band Edge(Hopping) NVNT 3-DH1 2480MHz Ant1 Hopping Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R T —->— Coupling: DC Corr CCorr Gate: Off Avg|Hold: 5000/5000
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

poctrum Ref Lyl Offset 2.60 dB Mkr1 2.476 008 GHz|
Scale/Div 10 dB Ref Level 20.00 dBm 4.16 dBm

Center 2.480000 GHz #Video BW 300 kHz Span 8.000 MHz
Res BW 100 kHz Sweep 1.00 ms (1001 pts)j

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power |1|2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 2000/2000
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

pectrum Ref Lvl Offset 2.60 dB Mkr1 2.478 0 GHz|
Scale/Div 10 dB Ref Level 20.00 dBm 3.70 dBm

1

Start 2.47600 GHz #Video BW 300 kHz Stop 2.57600 GHz
[#Res BW 100 kHz Sweep 9.60 ms (1001 pts)}
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2478 0 GHz 3.699 dBm
N 1 f 2.483 5 GHz -57.45 dBm
N 1 f 2.500 0 GHz. -57.45 dBm
N 1 f 2.485 8 GHz. -55.31 dBm

Db wWN

D R ?

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 32 of 51
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Report No.: JYTSZ-R12-2400222

Conducted RF Spurious Emission

NVNT 1-DH1 2402 Antl -57.3 -20 Pass
NVNT 1-DH1 2441 Antl -57.9 -20 Pass
NVNT 1-DH1 2480 Antl -53.65 -20 Pass
NVNT 2-DH1 2402 Antl -55.29 -20 Pass
NVNT 2-DH1 2441 Antl -55.63 -20 Pass
NVNT 2-DH1 2480 Antl -53.32 -20 Pass
NVNT 3-DH1 2402 Antl -56.26 -20 Pass
NVNT 3-DH1 2441 Antl -55.93 -20 Pass
NVNT 3-DH1 2480 Antl -53.05 -20 Pass
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 33 of 51



Report No.: JYTSZ-R12-2400222

Test Graphs

Tx. Spurious NVNT 1-DH1 2402MHz Ant1l Ref

Spectrum Analyzer 1

KEYSIGHT nput RF
Coupling: DC
Align: Auto

enter 2.4020000 GHz
Res BW 100 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

#Video BW 300 kHz

Mar 08, 2024
4:3

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

PNNNNN

Mkr1 2.401 834 94 GHz|
7.25dBm

Span 1.500 MH.
Sweep 2.00 ms (30004 pts

Tx. Spurious NVNT 1-DH1 2402MHz Ant1 Emission

Spectrum Analyzer 1

KEYSIGHT |(['DU11‘RF e
Coupling:
RT e Align: Auto

5 Marker Table v

Mode Trace Scale
f

DR wWN

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

#Video BW 300 kHz

X Y
24019 GHz
4.839 6 GHz
7.038 4 GHz
94910 GHz

23.773 3 GHz

Function
4.791 dBm
-53.04 dBm
-55.01 dBm
-54.56 dBm
-50.05 dBm

Mar 08, 2024
4:40:26 PM

Avg Type: Log-Power 234
Avg|Hold: 10/10
Trig: Free Run

M
PNNNNN
Mkr1 2.401 9 GHz]
4.79 dBm

Stop 25.00 GH.
Sweep ~2.39 s (30004 pts)|

Function Width Function Value

Tx. Spurious NVNT 1-DH1 2441MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT = Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Center 2.4410000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
4:43:21 PM

PNNNNN

Mkr1 2.440 836 15 GHz|
7.85dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 1-DH1 2441MHz Antl Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT = Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y
1 f 24413 GHz

4.999 9 GHz

7.354 5 GHz.

9.631 0 GHz.

23.968 7 GHz

Function Function Width
7.328 dBm

-52.56 dBm

-54.58 dBm

-54.59 dBm

-50.05 dBm

Db wWN

Mar 08, 2024
e | 4:43:49 PM

i
J
)
B

PNNNNN

2.441 3 GHz|
7.33 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 1-DH1 2480MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Center 2.4800000 GHz
Res BW 100 kHz

#Video BW 300 kHz

PNNNNN

Mkr1 2.479 835 40 GHz|
4.63 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 1-DH1 2480MHz Ant1 Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y
1 f 24796 GHz

5.025 7 GHz.

7.6192 GHz

9.722 5 GHz.

23.898 0 GHz

Function Function Width
2.984 dBm
-53.49 dBm
-55.33 dBm
-55.25 dBm

-49.02 dBm

Db wWN

Mar 08, 2024
e | 4:45:36 PM

i
J
)
B

PNNNNN

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 2-DH1 2402MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004

Page 36 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

pectrum
Scale/Div 10 dB

Center 2.4020000 GHz
Res BW 100 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg|Hold: 300/300
Trig: Free Run

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

#Video BW 300 kHz

Mar 08, 2024
5:01:47 PM

Avg Type: Log-Power 2

PNNNNN

4

Mkr1 2.401 997 70 GHz|
5.71 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 2-DH1 2402MHz Ant1 Emission

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
RT Align: Auto

pectrum
Scale/Div 10 dB

‘1

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
1 f

Db wWN

i
J
)
B

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 10/10

Trig: Free Run M

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

#Video BW 300 kHz

Y Function
5.761 dBm
-53.40 dBm
-54.15 dBm
-54.87 dBm
-49.58 dBm

2402 2 GHz
4.729 4 GHz
7.080 7 GHz.
9.561 9 GHz
23.857 2 GHz

Mar 08, 2024
5:02:16 PM

Avg Type: Log-Power 2

PNNNNN

Function Width

4

Mkr1 2.402 2 GHz]
5.76 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 2-DH1 2441MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Center 2.4410000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
5:03:24 PM

PNNNNN

Mkr1 2.441 000 15 GHz|
6.21 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 2-DH1 2441MHz Antl Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y
1 f 24413 GHz

5.077 3 GHz.

7.4852 GHz

9.688 4 GHz.

23.913 0 GHz

Function Function Width
2.262 dBm
-52.98 dBm
-55.48 dBm
-55.73 dBm

-49.42 dBm

Db wWN

Mar 08, 2024
5:03:52 PM

i
J
)
B

PNNNNN

2.441 3 GHz|
2.26 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 2-DH1 2480MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 2000/2000
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Center 2.4800000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
5:05:28 PM

PNNNNN

Mkr1 2.479 999 75 GHz|
3.45 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 2-DH1 2480MHz Ant1 Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale X Y

Function Function Width

1 i 24804 GHz
5.088 9 GHz
7.517 7 GHz

10.023 8 GHz

23.860 5 GHz

2.017 dBm
-53.26 dBm
-55.71 dBm
-54.53 dBm
-49.87 dBm

Db wWN

Mar 08, 2024
5:05:56 PM

i
J
)
B

PNNNNN

Mkr1 2.480 4 GHz]
2.02 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 3-DH1 2402MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

Center 2.4020000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
5:22:44 PM

PNNNNN

Mkr1 2.401 837 05 GHz|
5.71 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 3-DH1 2402MHz Ant1 Emission

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
RT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.56 dB
Ref Level 22.56 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y
1 f 24013 GHz -4.294 dBm
4.901 6 GHz -54.09 dBm
7.139 8 GHz -54.87 dBm
9.807 4 GHz. -55.61 dBm
23.959 6 GHz -50.55 dBm

Function Function Width

Db wWN

Mar 08, 2024
5:23:13 PM

i
J
)
B

PNNNNN

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 3-DH1 2441MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Center 2.4410000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
5:24:24 PM

PNNNNN

Mkr1 2.440 833 75 GHz|
6.23 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 3-DH1 2441MHz Antl Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 22.58 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y
1 f 24413 GHz

4.936 6 GHz

7.246 3 GHz

9.614 3 GHz

23.923 0 GHz

Function Function Width
4.923 dBm
-52.43 dBm
-54.96 dBm
-55.37 dBm

-49.70 dBm

Db wWN

Mar 08, 2024
5:24:53 PM

i
J
)
B

PNNNNN

2.441 3 GHz|
4.92 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

Tx. Spurious NVNT 3-DH1 2480MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg|Hold: 300/300
Trig: Free Run

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Center 2.4800000 GHz
Res BW 100 kHz

#Video BW 300 kHz

Mar 08, 2024
5:26:09 PM

Avg Type: Log-Power 2

PNNNNN

4

Mkr1 2.479 835 40 GHz|
3.50 dBm

Span 1.500 MHz
Sweep 2.00 ms (30001 pts)j

Tx. Spurious NVNT 3-DH1 2480MHz Antl Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q #Atten: 30 dB
Corr CCorr

Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 10/10

Trig: Free Run M

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.60 dB
Ref Level 22.60 dBm

Start 30 MHz
[#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale X Y

Function
1 f 2.480 4 GHz.
4.949 1 GHz
7.240 5 GHz
10.087 1 GHz

23.758 2 GHz

1.704 dBm
-53.04 dBm
-55.08 dBm
-54.77 dBm
-49.55 dBm

Db wWN

Mar 08, 2024
5:26:37 PM

i
J
)
B

Avg Type: Log-Power 2

PNNNNN

Function Width

4

Mkr1 2.480 4 GHz]
1.70 dBm

Stop 25.00 GHz|
Sweep ~2.39 s (30001 pts)|

Function Value

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2403004
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Report No.: JYTSZ-R12-2400222

Number of Hopping Channel

NVNT 1-DH1 Antl 79 15 Pass

NVNT 2-DH1 Antl 79 15 Pass

NVNT 3-DH1 Antl 79 15 Pass
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Test Graphs

Hopping No. NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 2000/2000
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

pectrum Ref Lvl Offset 2.58 dB Mkr1 2.4021710 GHZ
Scale/Div 10 dB Ref Level 20.00 dBm 7.28 dBm

1

Start 2.40000 GHz #Video BW 300 kHz Stop 2.48350 GHz
Sweep 8.00 ms (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value

N 1 i 2.402 1710 GHz 7.280 dBm
N 1 f 2.480 160 0 GHz 4.367 dBm

9 Mar 08, 2024
4:49:27 PM

Hopping No. NVNT 2-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 4000/4000
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off PNNNNN

pectrum Ref Lvl Offset 2.58 dB Mkr1 2.401 8370 GHZ
Scale/Div 10 dB Ref Level 20.00 dBm 5.19 dBm

1

Start 2.40000 GHz #Video BW 300 kHz Stop 2.48350 GHz
[#Res BW 100 kHz Sweep 8.00 ms (1001 pts)|

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value

N 1 i 2.401 837 0 GHz 5.191 dBm
N 1 f 2.480 243 5 GHz 1.383 dBm

Mar 08, 2024
=Dl ?

Hopping No. NVNT 3-DH1 2441MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 44 of 51



Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R T > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 4000/4000
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off NNNNNRN

Ref Lvl Offset 2.58 dB Mkr1 2.401 670 0 GHz|
Ref Level 20.00 dBm 0.20 dB

#Video BW 300 kHz Stop 2.48350 GH;
Sweep 8.00 ms (1001 pts)j

5 Marker Table v
Mode Trace Scale X Y Function Function Width Function Value

N 1 I 2.401 670 0 GHz 0.1958 dBm
1 f 2.480 160 0 GHz 3.081 dBm

9 Mar 08, 2024
5:40:33 PM

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2400222

Dwell Time
Condition | Mode | Frequency (MHz) | Antenna | Pulse Time (ms) | Total Dwell Time (ms) | Period Time (ms) | Limit (ms) | Verdict

NVNT 1-DH1 2441 Antl 0.405 129.6 31600 400 Pass
NVNT 1-DH3 2441 Antl 1.662 265.92 31600 400 Pass
NVNT 1-DH5 2441 Antl 291 310.4 31600 400 Pass
NVNT 2-DH1 2441 Antl 0.398 127.36 31600 400 Pass
NVNT 2-DH3 2441 Antl 1.649 263.84 31600 400 Pass
NVNT 2-DH5 2441 Antl 2.898 309.12 31600 400 Pass
NVNT 3-DH1 2441 Antl 0.396 126.72 31600 400 Pass
NVNT 3-DH3 2441 Antl 1.646 263.36 31600 400 Pass
NVNT 3-DH5 2441 Antl 2.896 308.907 31600 400 Pass

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2403004

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2400222

Test Graphs

Dwell NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Video

Trig Delay: -500.0 ps w

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

Center 2.441000000 GHz
Res BW 1.0 MHz

5 Marker Table v

#Video BW 1.0 MHz

Mode Trace Scale Y
A2 1 t_ (A) 405.0 ps (A)
F 1 t 497.0 ps

Function
0.9488 dB
6.461 dBm

9 Mar 08, 2024
4:58:40 PM

Avg Type: Log-Power 2

PNNNNN

Function Width

4

AMkr1 405.0 ps|
0.95 dB

Span 0 Hz
Sweep 10.0 ms (10001 pts)

Function Value

Dwell NVNT 1-DH3 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['DU11‘RF e
Coupling:
RT o Align: Auto

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Trig: Video

Trig Delay: -500.0 ys w

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

Center 2.441000000 GHz
|[Res BW 1.0 MHz

5 Marker Table v

#Video BW 1.0 MHz

Mode Trace Scale Y
A2 1 t_ (A) 1.662 ms (A)
F 1 i 490.0 ps

Function
1.208 dB
-6.927 dBm

Mar 08, 2024
5:41:59 PM

2O CCl?

Avg Type: Log-Power 2

Function Width

4

AMkr1 1.662 ms}
1.21 dB

Span 0 Hz
Sweep 10.0 ms (10001 pts)|

Function Value

Dwell NVNT 1-DH5 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Video
Trig Delay: -500.0 ps

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

Center 2.441000000 GHz #Video BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
A2 1 1
F 1 t

Y Function Fun

(4) 6.153 dB

-0.04118 dBm

2.910 ms (A)
497.0 ps

9 Mar 08, 2024
5:42:32 PM

Avg Type: Log-Power 2

4
W
PNNNNN

AMkr1 2.910 ms}

Span 0 Hz
Sweep 10.0 ms (10001 pts)|

ction Width Function Value

Dwell NVNT 2-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Video
Trig Delay: -500.0 ps

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

Center 2.441000000 GHz
|[Res BW 1.0 MHz

5 Marker Table

#Video BW 1.0 MHz
\J
Mode Trace Scale

A2 1 1
F 1 t

Y
2.236 dB
-5.433 dBm

Function
(A) 398.0 ps (A)

492.0 ps

Mar 08, 2024
5:14:03 PM

=~ ?

Avg Type: Log-Power 2
w
P NN

Function Width

4

N NN
AMkr1 398.0 ps|

Span 0 Hz
Sweep 10.0 ms (10001 pts)|

Function Value

Dwell NVNT 2-DH3 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

pectrum
Scale/Div 10 dB

WJX

Center 2.441000000 GHz

5 Marker Table v

Mode Trace Scale
A2 1 t (A)
F 1 t

9 Mar 08, 2024
5:43:14 PM

#Atten: 30 dB

1.649 ms (A)
490.0 ps!

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 1|2 - 4
Trig: Video
Trig Delay: -500.0 ps

SNNNNN
Ref Lvl Offset 2.58 dB AMkr1 1.649 ms
Ref Level 20.00 dBm

#Video BW 1.0 MHz Span 0 Hz

Sweep 10.0 ms (10001 pts)|

Y Function
-0.7188 dB
-6.176 dBm

Function Width Function Value

Dwell NVNT 2-DH5 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

pectrum
Scale/Div 10 dB

A

Center 2.441000000 GHz
|[Res BW 1.0 MHz

5 Marker Table v
Mode Trace Scale

A2 1 t___(A)
F 1 t

Mar 08, 2024
5:43:43 PM

=~ ?

#Atten: 30 dB

2.898 ms (A)
184.0 ps

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 2
Trig: Video W
Trig Delay: -500.0 ps
PNNNNN

Ref Lvl Offset 2.58 dB AMKr1 2.898 msj

Ref Level 20.00 dBm

#Video BW 1.0 MHz Span 0 Hz

Sweep 10.0 ms (10001 pts)|

Y Function
1.943 dB
-5.207 dBm

Function Width Function Value

Dwell NVNT 3-DH1 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1
Swept SA

KEYSIGHT Ineut R
Coupling:
BT Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Video
Trig Delay: -500.0 ps

pectrum
Scale/Div 10 dB

Center 2.441000000 GHz

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

#Video BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
A2 1 1
F 1 t

Y
0.03087 dB
-5.131 dBm

Function Fun

(A) 396.0 ps (A)

490.0 ps!

9 Mar 08, 2024
5:40:49 PM

Avg Type: Log-Power 2

4
W
PNNNNN

AMkr1 396.0 ps|

Span 0 Hz
Sweep 10.0 ms (10001 pts)|

ction Width Function Value

Dwell NVNT 3-DH3 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |(['PU11‘RF e
Coupling:
RT o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Video
Trig Delay: -500.0 ps

pectrum
Scale/Div 10 dB

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

—X 3

Center 2.441000000 GHz
|[Res BW 1.0 MHz

5 Marker Table

#Video BW 1.0 MHz
\J
Mode Trace Scale

A2 1 1
F 1 t

Y
-0.1396 dB
-5.155 dBm

Function
(&) 1.646 ms (A)

492.0 ps

Mar 08, 2024
5:44:22 PM

=~ ?

Avg Type: Log-Power 2
w
P NN

Function Width

4

NNN
AMkr1 1.646 ms|

Span 0 Hz
Sweep 10.0 ms (10001 pts)|

Function Value

Dwell NVNT 3-DH5 2441MHz Antl
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Report No.: JYTSZ-R12-2400222

Spectrum Analyzer 1

KEYSIGHT Ineut R
Coupling:
BT ) Align: Auto

enter 2.441000000 GHz
|Res BW 1.0 MHz

5 Marker Table v

A2 1 1
F 1 t

9 [~

Mode Trace Scale

Input Z: 50 Q #Atten: 30 dB PNO: Fast

Corr CCorr Gate: Off

Freq Ref: Int (5) IF Gain: Low
Sig Track: Off

Ref Lvl Offset 2.58 dB
Ref Level 20.00 dBm

#Video BW 1.0 MHz

Y Function
2.896 ms (A) 0.4946 dB
493.0 ps -5.293 dBm

9 Mar 08, 2024

5:44:52 PM

Avg Type: Log-Power |1]|2 4
Trig: Video
Trig Delay: -500.0 ps

w
SNNNNN
AMkr1 2.896 ms|
0.49 d

Span O H
Sweep 10.0 ms (10001 pts)]

Function Width Function Value

JianYan Testing Group Shenzhen Co., Ltd.
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