Report No.: JYTSZ-R12-2301304

Test Data

Duty Cycle
NVNT b 2412 Antl12 100 0
NVNT b 2437 Antl12 100 0
NVNT b 2462 Antl12 100 0
NVNT g 2412 Antl12 100 0
NVNT g 2437 Antl12 100 0
NVNT g 2462 Antl12 100 0
NVNT n20 2412 Antl12 100 0
NVNT n20 2437 Antl12 100 0
NVNT n20 2462 Antl12 100 0
NVNT n40 2422 Antl12 100 0
NVNT n40 2437 Antl12 100 0
NVNT n40 2452 Antl12 100 0

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Test Graphs

Duty Cycle NVNT b 2412MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Trig: Free Run W
Align: Off Freq Ref: Int (S) IF Gain: Low
Sig Track: Off PNNNNN
i SrzEim Ref Lvl Offset 3.10 dB
Scale/Div 10 dB Ref Level 30.00 dBm

Center 2.412000000 GHz

Span 0 Hz|
Res BW 1.0 MHz Sweep 97.3 ms (10001 pts)

Duty Cycle NVNT b 2437MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Trig: Free Run W
Align: Off Freq Ref: Int (S) IF Gain: Low

Sig Track™ Off PNNNNN

4

1 Spectrum

Ref Lvl Offset 3.09 dB
Scale/Div 10 dB

Ref Level 30.00 dBm

Center 2.437000000 GHz Span 0 Hz|
Res BW 1.0 MHz Sweep 100 ms (10001 pts)

Duty Cycle NVNT b 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Trig: Free Run W

Align: Off Freq Ref: Int (5) IF Gain: Low

Sig Track: Off PNNNNN

1 Shzeium Ref Lvl Offset 3.05 dB
Scale/Div 10 dB Ref Level 30.00 dBm

Center 2.462000000 GHz

Span 0 Hz|
Res BW 1.0 MHz

Sweep 100 ms (10001 pts)
023

Duty Cycle NVNT g 2412MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Trig: Free Run W
Align: Off Freq Ref: Int (S) IF Gain: Low
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 23.10 ms
Scale/Div 10 dB Ref Level 30.00 dBm 14.00 dBm

Center 2.412000000 GHz
Res BW 1.0 MHz

Span 0 Hz|
Sweep 100 ms (20001 pts)

Duty Cycle NVNT g 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

1 Spectrum

Scale/Div 10 dB

Center 2.437000000 GHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 40 dB

PNO: Fast Avg Type: Log-Power 2 4
Preamp: Off

Gate: Off Trig: Free Run ™
IF Gain: Low
Sig Track: Off

Ref Lvl Offset 3.09 dB
Ref Level 30.00 dBm

PNNNNN

Mkr1 84.87 ms
14.18 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT g 2462MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input k™
Coupling:
R = align Off

1 Spectrum

Scale/Div 10 dB

Center 2.462000000 GHz
Res BW 1.0 MHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 40 dB

PNO: Fast Avg Type: Log-Power 2 4
Preamp: Off

Gate: Off Trig: Free Run W
IF Gain: Low
Sig Track: Off PNNNNN

Ref Lvl Offset 3.05 dB
Ref Level 30.00 dBm

Mkr1 93.87 ms
13.87 dBm

“I

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n20 2412MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

1 Spectrum

Scale/Div 10 dB

Center 2.412000000 GHz
Res BW 1.0 MHz

Sep 20, 2023
11:00:26

#Atten: 40 dB
Preamp: Off

PNO: Fast Avg Type: Log-Power 2 4
Gate: Off Trig: Free Run

IF Gain: Low w

Sig Track: Off

Ref Lvl Offset 3.10 dB
Ref Level 30.00 dBm

PNNNNN

Mkr1 32.53 ms
12.43 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n20 2437MHz Ant12

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.437000000 GHz
Res BW 1.0 MHz

#Atten: 40 dB
Preamp: Off

PNO: Fast Avg Type: Log-Power 2 4
Gate: Off Trig: Free Run W

IF Gain: Low

Sig Track: Off PNNNNN

Ref Lvl Offset 3.09 dB
Ref Level 30.00 dBm

’1

Mkr1 53.60 ms
12.57 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n20 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

1 Spectrum

Scale/Div 10 dB

Center 2.462000000 GHz
Res BW 1.0 MHz

Sep 20, 2023
11:04:34

#Atten: 40 dB
Preamp: Off

PNO: Fast Avg Type: Log-Power 2 4
Gate: Off Trig: Free Run

IF Gain: Low w

Sig Track: Off

Ref Lvl Offset 3.05 dB
Ref Level 30.00 dBm

PNNNNN

Mkr1 25.80 ms
12.81 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n40 2422MHz Ant12

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.422000000 GHz
Res BW 1.0 MHz

20, 2023
11:06:38

#Atten: 40 dB
Preamp: Off

PNO: Fast Avg Type: Log-Power 2 4
Gate: Off Trig: Free Run W

IF Gain: Low

Sig Track: Off PNNNNN

Ref Lvl Offset 3.12 dB
Ref Level 30.00 dBm

Mkr1 4.510 ms
7.46 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n40 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Spectrum

Scale/Div 10 dB

‘1

Center 2.437000000 GHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

9 Sep 20, 2023
11:10:01

#Atten: 40 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 3.09 dB
Ref Level 30.00 dBm

Avg Type: Log-Power 234

w

PNNNNN

Mkr1 5.600 ms
7.42 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Duty Cycle NVNT n40 2452MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input k™
Coupling:
R = align Off

1 Spectrum

Scale/Div 10 dB

Center 2.452000000 GHz
Res BW 1.0 MHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 40 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 3.05 dB
Ref Level 30.00 dBm

Avg Type: Log-Power 234

W
PNNNNN

Mkr1 35.84 ms
7.49 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Maximum Conducted Output Power

NVNT b 2412 Antl12 17.17 0 17.17 30 Pass
NVNT b 2437 Antl12 17.71 0 17.71 30 Pass
NVNT b 2462 Antl12 17.56 0 17.56 30 Pass
NVNT o] 2412 Antl12 16.06 0 16.06 30 Pass
NVNT o] 2437 Antl12 16.49 0 16.49 30 Pass
NVNT g 2462 Antl12 16.29 0 16.29 30 Pass
NVNT n20 2412 Antl12 14.19 0 14.19 30 Pass
NVNT n20 2437 Antl12 14.9 0 14.9 30 Pass
NVNT n20 2462 Antl12 14.76 0 14.76 30 Pass
NVNT n40 2422 Antl12 14.43 0 14.43 30 Pass
NVNT n40 2437 Antl12 14.44 0 14.44 30 Pass
NVNT n40 2452 Antl12 14.25 0 14.25 30 Pass
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 8 of 51
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Report No.: JYTSZ-R12-2301304

-6dB Bandwidth

NVNT b 2412 Antl12 7.548 0.5 Pass
NVNT b 2437 Antl12 7.563 0.5 Pass
NVNT b 2462 Antl12 7.565 0.5 Pass
NVNT g 2412 Antl12 16.335 0.5 Pass
NVNT g 2437 Antl12 16.335 0.5 Pass
NVNT g 2462 Antl12 16.292 0.5 Pass
NVNT n20 2412 Antl12 17.577 0.5 Pass
NVNT n20 2437 Antl12 17.581 0.5 Pass
NVNT n20 2462 Antl12 17.568 0.5 Pass
NVNT n40 2422 Antl12 35.416 0.5 Pass
NVNT n40 2437 Antl12 36.313 0.5 Pass
NVNT n40 2452 Antl12 36.021 0.5 Pass
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 9 of 51



Report No.:

JYTSZ-R12-2301304

Test Graphs

-6dB Bandwidth NVNT b 2412MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT jnput RF
Coupling:

R = align Off

1 Graph

Scale/Div 10.0 dB

Center 2.41200 GHz
#Res BW 100.00 kHz

2 Metrics

Transmit Freq Error
% dB Bandwidth

=~ ?

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.412000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.10 dB
Ref Value 23.10 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

12.819 MHz Total Power

48.974 kHz

% of OBW Power
7.548 MHz

xdB

Sep 20, 2023
10:44:49

Mkr3 2.415823000 GHz
0.92 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

23.3dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT b 2437MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT ot RF
Coupling:
# > aign: Off

1 Graph
Scale/Div 10.0 dB

Center 2.43700 GHz
#Res BW 100.00 kHz

2 Metrics

x dB Bandwidth

= C~l?

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.09 dB
Ref Value 23.09 dBm

#Video BW 300.00 kHz

Occupied Bandwidth
12.865 MHz

Transmit Freq Error

Total Power
34.904 kHz

% of OBW Power
7.563 MHz

xdB

Sep 20

10:47:05

Mkr3 2.440817000 GHz
0.63 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

23.6dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT b 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.46200 GHz
#Res BW 100.00 kHz

2 Metrics

= C~l?

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off

Avg|Hold: 100/100
#IF Gain: Low

Radio Std: None

Ref Lvl Offset 3.05 dB
Ref Value 23.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

12.864 MHz Total Power

-15.394 kHz

% of OBW Power
7.565 MHz

xdB

Sep 20, 2023
10:48:35

Center Freq: 2.462000000 GHz

Mkr3 2.465767000 GHz
0.99 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

23.3dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT g 2412MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input ™
Coupling:
R = align Off

1 Graph
Scale/Div 10.0 dB

Center 2.41200 GHz
#Res BW 100.00 kHz

2 Metrics

x dB Bandwidth

=~ ?

Transmit Freq Error

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.412000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.10 dB
Ref Value 23.10 dBm

#Video BW 300.00 kHz

Occupied Bandwidth
16.370 MHz

Total Power
12.506 kHz

% of OBW Power
16.33 MHz

xdB

Mkr3 2.420180000 GHz
-4.26 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

21.3dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT g 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No

- JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.43700 GHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

= C~l?

10:52:4

Input Z: 50 Q
Corr CCorr RCal
Freq Ref:

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off

Avg|Hold: 100/100
#IF Gain: Low

Int (S) Radio Std: None

Ref Lvl Offset 3.09 dB
Ref Value 23.09 dBm

#Video BW 300.00 kHz

16.363 MHz

Total Power
2.289 kHz

% of OBW Power
16.33 MHz

xdB

Sep 20, 2023

1

Center Freq: 2.437000000 GHz

Mkr3 2.445170000 GHz
-3.02 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

21.5dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT g 2462MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘RF e
Coupling:

R = align Off

1 Graph

Scale/Div 10.0 dB

Center 2.46200 GHz
#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
16.373 MHz

Transmit Freq Error
% dB Bandwidth

=~ ?

10:54:34

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.462000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.05 dB
Ref Value 23.05 dBm

#Video BW 300.00 kHz

Total Power
-287 Hz

% of OBW Power
16.29 MHz

xdB

Sep 20, 2023

Mkr3 2.470146000 GHz
-3.01 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

21.3dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n20 2412MHz Ant12

JianYan Testing Group Shenzhen Co.,

Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.41200 GHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

= C~l?

Input Z: 50 Q
Corr CCorr RCal
Freq Ref:

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off

Avg|Hold: 100/100
#IF Gain: Low

Int (S) Radio Std: None

Ref Lvl Offset 3.10 dB
Ref Value 23.10 dBm

#Video BW 300.00 kHz

17.548 MHz

Total Power
9.372 kHz

% of OBW Power
17.58 MHz

xdB

Sep 20, 2023
11:01:03

Center Freq: 2.412000000 GHz

Mkr3 2.420798000 GHz
-6.16 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

19.4 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n20 2437MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘RF e
Coupling:

R = align Off

1 Graph

Scale/Div 10.0 dB

Center 2.43700 GHz
#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
17.556 MHz

Transmit Freq Error
% dB Bandwidth

=~ ?

11:03:06

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.09 dB
Ref Value 23.09 dBm

#Video BW 300.00 kHz

Total Power
-4.974 kHz

% of OBW Power
17.58 MHz

xdB

Sep 20, 2023

Mkr3 2.445786000 GHz
-4.90 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

20.0dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n20 2462MHz Ant12

JianYan Testing Group Shenzhen Co.,

Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.46200 GHz
#Res BW 100.00 kHz

2 Metrics

= C~l?

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off

Avg|Hold: 100/100
#IF Gain: Low

Radio Std: None
Ref Lvl Offset 3.05 dB
Ref Value 23.05 dBm

1

#Video BW 300.00 kHz

Occupied Bandwidth

17.553 MHz Total Power

-14.462 kHz

% of OBW Power
17.57 MHz

xdB

Sep 20, 2023
11:04:59

Center Freq: 2.462000000 GHz

Mkr3 2.470769000 GHz
-4.17 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

19.7 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n40 2422MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input ™
Coupling:
R = align Off

1 Graph
Scale/Div 10.0 dB

Center 2.42200 GHz
#Res BW 100.00 kHz

2 Metrics

x dB Bandwidth

=~ ?

Transmit Freq Error

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.422000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.12 dB
Ref Value 23.12 dBm

1

#Video BW 300.00 kHz

Occupied Bandwidth
35.917 MHz

Total Power
54.610 kHz

% of OBW Power
35.42 MHz

xdB

Sep 20, 2023

11:07:37

Mkr3 2.439763000 GHz
-6.34 dBm

Span 60 MHz
Sweep 6.00 ms (10001 pts)

19.6 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n40 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No

- JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.43700 GHz
#Res BW 100.00 kHz

2 Metrics

x dB Bandwidth

= C~l?

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.09 dB
Ref Value 23.09 dBm

#Video BW 300.00 kHz

Occupied Bandwidth
35.927 MHz

Transmit Freq Error

Total Power
52.223 kHz

% of OBW Power
36.31 MHz

xdB

Sep 20, 2023

11:10:30

Mkr3 2.455209000 GHz
-10.03 dBm

Span 60 MHz
Sweep 6.00 ms (10001 pts)

19.7 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT n40 2452MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘RF e
Coupling:

R = align Off

1 Graph

Scale/Div 10.0 dB

Center 2.45200 GHz
#Res BW 100.00 kHz

2 Metrics

Transmit Freq Error
% dB Bandwidth

=~ ?

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.452000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.05 dB
Ref Value 23.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth
35.806 MHz

Total Power
7.612 kHz

% of OBW Power
36.02 MHz

xdB

Sep 20, 2023
11:12:39

Mkr3 2.470018000 GHz
-9.95 dBm

Span 60 MHz
Sweep 6.00 ms (10001 pts)

19.5dBm

99.00 %
-6.00dB

2

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2301304

Occupied Channel Bandwidth

NVNT b 2412 Ant12 12.852
NVNT b 2437 Ant12 12.904
NVNT b 2462 Ant12 12.904
NVNT o] 2412 Ant12 16.47
NVNT o] 2437 Ant12 16.483
NVNT g 2462 Antl12 16.426
NVNT n20 2412 Antl12 17.564
NVNT n20 2437 Ant12 17.581
NVNT n20 2462 Antl12 17.556
NVNT n40 2422 Ant12 36.008
NVNT n40 2437 Ant12 36.036
NVNT n40 2452 Antl12 35.945
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 16 of 51



Report No.: JYTSZ-R12-2301304

Test Graphs

OBW NVNT b 2412MHz Ant12

Spectrum Analyzer 1
Occupied BW
KEYSIGHT [nput RF

Coupling: DC
R Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq:

1 Graph Ref Lvl Offset 3.10 dB

Scale/Div 10.0 dB Ref Value 23.10 dBm

Center 2.41200 GHz
#Res BW 200.00 kHz

2 Metrics

#Video BW 620.00 kHz

Occupied Bandwidth
12.852 MHz

Transmit Freq Error
% dB Bandwidth

To
33.429 kHz %

16.20 MHz

Sep 20, 2023
10:44:43

mO R ?

Avg|Hold: 100/100
Radio Std: None

xdB

2.412000000 GHz

Span 30 MHz
Sweep 1.33 ms (10001 pts)

tal Power 21.8dBm

99.00 %
-26.00 dB

of OBW Power

2

OBW NVNT b 2437MHz Ant12

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off

#IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.09 dB
Scale/Div 10.0 dB

Ref Value 23.09 dBm

Center 2.43700 GHz
#Res BW 200.00 kHz

2 Metrics

#Video BW 620.00 kHz

Occupied Bandwidth
12.904 MHz

Transmit Freq Error
% dB Bandwidth

Total
27.764 kHz

16.20 MHz xdB

? Sep 20, 2023 |,
10:46:58

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100

% of OBW Power

Span 30 MHz
Sweep 1.33 ms (10001 pts)

Power 22.1 dBm

99.00 %
-26.00 dB

2

OBW NVNT b 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No

- JYTSZ-R12-2301304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Graph
Scale/Div 10.0 dB

Center 2.46200 GHz
#Res BW 200.00 kHz

2 Metrics

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.462000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.05 dB
Ref Value 23.05 dBm

#Video BW 620.00 kHz

Occupied Bandwidth

12.904 MHz Total Power

-21.573 kHz

% of OBW Power
16.21 MHz

xdB

9 Sep 20, 2023

10:48:28

Span 30 MHz
Sweep 1.33 ms (10001 pts)

21.8dBm

99.00 %
-26.00 dB

2

OBW NVNT g 2412MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |(['PU11‘RF e
Coupling:

R = align Off

1 Graph

Scale/Div 10.0 dB

Center 2.41200 GHz
#Res BW 200.00 kHz

2 Metrics

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.412000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 3.10 dB
Ref Value 23.10 dBm

#Video BW 620.00 kHz

Occupied Bandwidth
16.470 MHz

Total Power
-1.872 kHz

% of OBW Power
19.87 MHz

xdB

Span 30 MHz
Sweep 1.33 ms (10001 pts)

21.4dBm

99.00 %
-26.00 dB

2

OBW NVNT g 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.437000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off

Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.09 dB
Scale/Div 10.0 dB Ref Value 23.09 dBm

Center 2.43700 GHz #Video BW 620.00 kHz Span 30 MHz
#Res BW 200.00 kHz Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

16.483 MHz
Transmit Freq Error -1.638 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.93 MHz xdB -26.00 dB

Total Power 21.6dBm

Sep 20, 2023 )
? 10:52:34 'I: L*I_—l

OBW NVNT g 2462MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.462000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.05 dB
Scale/Div 10.0 dB Ref Value 23.05 dBm

Center 2.46200 GHz #Video BW 620.00 kHz Span 30 MHz
#Res BW 200.00 kHz

Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

16.426 MHz Total Power 21.4 dBm

Transmit Freq Error -18.277 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.83 MHz

xdB -26.00 dB

-= g-) (@ - £) | Sep 20, 2023
L]

)
10:54:26 ‘I: L*I_—I

OBW NVNT n20 2412MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.412000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off

Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.10 dB
Scale/Div 10.0 dB Ref Value 23.10 dBm

Center 2.41200 GHz #Video BW 620.00 kHz Span 30 MHz
#Res BW 200.00 kHz Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

17.564 MHz
Transmit Freq Error 6.316 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.22 MHz xdB -26.00 dB

Total Power 19.5dBm

Sep 20, 2023 )
? 11:00:53 'I: L*I_—l

OBW NVNT n20 2437MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.437000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.09 dB
Scale/Div 10.0 dB Ref Value 23.09 dBm

Center 2.43700 GHz #Video BW 620.00 kHz Span 30 MHz
#Res BW 200.00 kHz

Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

17.581 MHz Total Power 20.1 dBm

Transmit Freq Error 163 Hz % of OBW Power 99.00 %
x dB Bandwidth 20.13 MHz

xdB -26.00 dB

-= g-) (@ - £) | Sep 20, 2023
L]

'
11:02:58 ’I: L*I_—I

OBW NVNT n20 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Occupied BW

KEYSIGHT [nput RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

Atten: 30 dB
Preamp: Off

1 Graph
Scale/Div 10.0 dB

Center 2.46200 GHz
#Res BW 200.00 kHz

2 Metrics

Occupied Bandwidth
17.556 MHz

Transmit Freq Error

-16.527 kHz
x dB Bandwidth

20.13 MHz

9 Sep 20, 2023
11:04:51

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 3.05

Ref Value 23.05 dBm

#Video BW 620.00 k

Center Freq: 2.462000000 GHz
Avg|Hold: 100/100
Radio Std: None

dB

Hz Span 30 MHz

Sweep 1.33 ms (10001 pts)

Total Power 19.8 dBm

99.00 %
-26.00 dB

% of OBW Power
xdB

2

OBW NVNT n40 2422MHz Ant12

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

Atten: 30 dB
Preamp: Off

1 Graph
Scale/Div 10.0 dB

Center 2.42200 GHz
#Res BW 430.00 kHz

2 Metrics

Occupied Bandwidth
36.008 MHz

Transmit Freq Error
% dB Bandwidth

62.206 kHz
40.85 MHz

Sep 20, 2023
11:07:28

@0~ m?

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 3.12 dB

Ref Value 23.12 dBm

#Video BW 1.2000 MHz

Center Freq: 2.422000000 GHz
Avg|Hold: 100/100
Radio Std: None

Span 60 MHz
Sweep 1.33 ms (10001 pts)

Total Power 19.9 dBm

99.00 %
-26.00 dB

% of OBW Power
xdB

2

OBW NVNT n40 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.437000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off

Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.09 dB
Scale/Div 10.0 dB Ref Value 23.09 dBm

Center 2.43700 GHz #Video BW 1.2000 MHz Span 60 MHz
#Res BW 430.00 kHz Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

36.036 MHz
Transmit Freq Error 30.600 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.18 MHz xdB -26.00 dB

Total Power 20.1 dBm

Sep 20, 2023 )
? 11:10:20 'I: L*I_—l

OBW NVNT n40 2452MHz Ant12

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.452000000 GHz
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 3.05 dB
Scale/Div 10.0 dB Ref Value 23.05 dBm

Center 2.45200 GHz #Video BW 1.2000 MHz Span 60 MHz
#Res BW 430.00 kHz

Sweep 1.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

35.945 MHz Total Power 19.9 dBm

Transmit Freq Error 4.061 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.29 MHz

xdB -26.00 dB

-= g-) (@ - £) | Sep 20, 2023
L]

'
11:12:29 ’I: L*I_—I

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Maximum Power Spectral Density Level

Condition Mode Frequency (MHz) Antenna Max PSD (dBm) Limit (dBm) Verdict
NVNT b 2412 Ant12 -11.918 8 Pass
NVNT b 2437 Ant12 -11.898 8 Pass
NVNT b 2462 Ant12 -11.241 8 Pass
NVNT g 2412 Ant12 -15.151 8 Pass
NVNT g 2437 Ant12 -14.729 8 Pass
NVNT o] 2462 Antl12 -15.217 8 Pass
NVNT n20 2412 Antl12 -16.94 8 Pass
NVNT n20 2437 Antl12 -16.68 8 Pass
NVNT n20 2462 Antl12 -16.223 8 Pass
NVNT n40 2422 Antl12 -20.318 8 Pass
NVNT n40 2437 Ant12 -20.425 8 Pass
NVNT n40 2452 Ant12 -18.633 8 Pass

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
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Report No.: JYTSZ-R12-2301304

Test Graphs

PSD NVNT b 2412MHz Ant12

Spectrum Analyzer 1
Swept SA

Align: Off Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.41200 GHz
#Res BW 3.0 kHz

KEYSIGHT |nput RF Input Z: 50 O #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1| 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10

4

IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

Ref Lvl Offset 3.10 dB Mkr1 2.411 317 5 GHz
Ref Level 20.00 dBm -11.918 dBm

#Video BW 10 kHz* Span 30.00 MHz
Sweep 1.01 s (20001 pts)

PSD NVNT b 2437MHz Ant12

Spectrum Analyzer 1
Swept SA

Align: Off Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.43700 GHz
#Res BW 3.0 kHz

20, 2023

KEYS|GHT Input: RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10

4

IF Gain: Low Trig: Free Run
3ig Track: Off ANNNNN

Ref Lvl Offset 3.09 dB Mkr1 2.437 787 5 GHz
Ref Level 20.00 dBm -11.898 dBm

#Video BW 10 kHz* Span 30.00 MHz
Sweep 1.01 s (20001 pts)

PSD NVNT b 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.462 604 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -11.241 dBm

4

Center 2.46200 GHz #Video BW 10 kHz*

Span 30.00 MHz
#Res BW 3.0 kHz Sweep 1.01 s (20001 pts)

PSD NVNT g 2412MHz Ant12

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.412 601 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -15.151 dBm

4

Center 2.41200 GHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 30.00 MHz
Sweep 1.01 s (20001 pts)

PSD NVNT g 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 25 of 51



Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.00 dB Mkr1 2.436 356 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -14.729 dBm

Center 2.43700 GHz #Video BW 10 kHz* Span 30.00 MHz

Sweep 1.01 s (20001 pts)

PSD NVNT g 2462MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.460 123 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -15.217 dBm

Center 2.46200 GHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 30.00 MHz
Sweep 1.01 s (20001 pts)

PSD NVNT n20 2412MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.410 470 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -16.940 dBm

4

Center 2.41200 GHz #Video BW 10 kHz*

Span 30.00 MHz
#Res BW 3.0 kHz Sweep 1.01 s (20001 pts)
Sep 20, 2023

11:01:22

PSD NVNT n20 2437MHz Ant12

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.00 dB Mkr1 2.437 288 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -16.680 dBm

4

Center 2.43700 GHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 30.00 MHz
Sweep 1.01 s (20001 pts)
20, 2023
11:03:23

PSD NVNT n20 2462MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.462 613 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -16.223 dBm

4

Center 2.46200 GHz #Video BW 10 kHz*

Span 30.00 MHz
#Res BW 3.0 kHz Sweep 1.01 s (20001 pts)
Sep 20, 2023

11:05:16

PSD NVNT n40 2422MHz Ant12

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.12 dB Mkr1 2.426 104 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -20.318 dBm

4

Center 2.42200 GHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 60.00 MHz
Sweep 2.02 s (40001 pts)

PSD NVNT n40 2437MHz Ant12

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 28 of 51



Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.00 dB Mkr1 2.442 631 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -20.425 dBm

Center 2.43700 GHz #Video BW 10 kHz* Span 60.00 MHz

Sweep 2.02 s (40001 pts)
023

PSD NVNT n40 2452MHz Ant12

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.454 184 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -18.633 dBm

Center 2.45200 GHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 60.00 MHz
Sweep 2.02 s (40001 pts)

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Band Edge
NVNT b 2412 Ant12 -51.41 -30 Pass
NVNT b 2462 Ant12 -61.28 -30 Pass
NVNT g 2412 Antl12 -30.7 -30 Pass
NVNT g 2462 Ant12 -44.13 -30 Pass
NVNT n20 2412 Antl12 -34.18 -30 Pass
NVNT n20 2462 Antl12 -44.12 -30 Pass
NVNT n40 2422 Ant12 -34.77 -30 Pass
NVNT n40 2452 Antl12 -38.33 -30 Pass

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 30 of 51



Report No.: JYTSZ-R12-2301304

Test Graphs

Band Edge NVNT b 2412MHz Ant12 Ref

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

#Atten: 30 dB
Preamp: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.41200 GHz
#Res BW 100 kHz

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 3.10 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Avg Type: Log-Power |1|2 4
Avg|Hold: 300/300
Trig: Free Run
PNNNNN
Mkr1 2.412 51 GHz
8.72 dBm

1

Span 30.00 MHz
Sweep 1.00 ms (1001 pts)

Band Edge NVNT b 2412MHz Ant12 Emission

Spectrum Analyzer 1

Swept SA

KEYSIGHT jnput RF
Coupling:

# = aign: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

1 Spectrum

Scale/Div 10 dB

Start 2.32700 GHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale

1 f 24130 GHz
2.400 0 GHz
2.400 0 GHz.

2.3995 GHz

1 f
1 f
1 f

Sep 20, 2023
10:45:13

acm?

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 3.10 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y
8.409 dBm
-47.85 dBm
-47.85 dBm
-42.69 dBm

Avg Type: Log-Power 234
Avg|Hold: 300/300
Trig: Free Run

PNNNNRN

Mkr1 2.413 0 GHz
8.41dBm

Stop 2.42700 GHz
Sweep 1.00 ms (1001 pts)

Function Function Width Function Value

Band Edge NVNT b 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2309022

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.462 51 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 9.04 dBm

1

Center 2.46200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Band Edge NVNT b 2462MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.461 5 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 8.59 dBm

ot e SN N

Start 2.44700 GHz #Video BW 300 kHz Stop 2.54700 GHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24615 GHz 8.588 dBm
N 1 f 2.483 5 GHz -52.93 dBm
N 1 f 2.500 0 GHz. -59.34 dBm
N 1 f 2.486 5 GHz -52.24 dBm

Db wWN

DA ? ke

Band Edge NVNT g 2412MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.412 63 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.82 dBm

Center 2.41200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Band Edge NVNT g 2412MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.413 0 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 3.18 dBm

Start 2.32700 GHz #Video BW 300 kHz Stop 2.42700 GHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24130 GHz 3.181 dBm
N 1 f 2.400 0 GHz -30.79 dBm
N 1 f 2.400 0 GHz -30.79 dBm
N 1 f 2.399 5 GHz. -27.88 dBm

Db wWN

DA ? N

Band Edge NVNT g 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 303/303 1
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.459 48 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.55 dBm

Center 2.46200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Band Edge NVNT g 2462MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.460 4 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.73 dBm

Start 2.44700 GHz #Video BW 300 kHz Stop 2.54700 GHz

#Res BW 100 kHz
5 Marker Table v

Sweep 1.00 ms (1001 pts)

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2.460 4 GHz. 2.733 dBm
N 1 f 2.483 5 GHz -42.66 dBm
N 1 f 2.500 0 GHz. -59.27 dBm
N 1 f 2.483 6 GHz -41.58 dBm

Db wWN

Band Edge NVNT n20 2412MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Spectrum
Scale/Div 10 dB

Center 2.41200 GHz
#Res BW 100 kHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 1001100
Trig: Free Run

PNNNNRN

Mkr1 2.411 37 GHz
0.37 dBm

Ref Lvl Offset 3.10 dB
Ref Level 20.00 dBm

#Video BW 300 kHz Span 30.00 MHz

Sweep 1.00 ms (1001 pts)
20, 2023
1:29

Band Edge NVNT n20 2412MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput RF

Coupling: DC
R Align: Off

1 Spectrum

Scale/Div 10 dB

Start 2.32700 GHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

Db wWN

9 [~

#Atten: 30 dB
Preamp: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

PNNNNRN

Mkr1 2.411 1 GHz
1.34 dBm

Ref Lvl Offset 3.10 dB
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 2.42700 GHz

Sweep 1.00 ms (1001 pts)

Y Function
1.544 dBm
-36.90 dBm
-36.90 dBm
-33.81 dBm

Function Width Function Value
24111 GHz
2.400 0 GHz
2.400 0 GHz

2.399 8 GHz

Sep 20, 2023
11:01:30

Band Edge NVNT n20 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

1 Spectrum

Ref Lvl Offset 3.05 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Center 2.46200 GHz

#Video BW 300 kHz
#Res BW 100 kHz

20, 2023
5:22

Avg Type: Log-Power 2

4

PNNNNN

Mkr1 2.461 37 GHz
0.97 dBm

Span 30.00 MHz
Sweep 1.00 ms (1001 pts)

Band Edge NVNT n20 2462MHz Ant12 Emission

Spectrum Analyzer 1

Swept SA

KEYSIGHT jnput RF
Coupling:

R = align Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

1 Spectrum

Ref Lvl Offset 3.05 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Start 2.44700 GHz
#Res BW 100 kHz

5 Marker Table

#Video BW 300 kHz
v

Mode Trace Scale
N 1 f

Y

0.7663 dBm
-45.42 dBm
-60.09 dBm
-43.15 dBm

Function
24597 GHz.
2.483 5 GHz
2.500 0 GHz.
2.484 0 GHz

N
N
N

1 f
1 f
1 f

Db wWN

Sep 20, 2023
11:05:25

9 [~

Avg Type: Log-Power 2

4

PNNNNN

Mkr1 2.459 7 GHz
0.77 dBm

Stop 2.54700 GHz
Sweep 1.00 ms (1001 pts)

Function Width Function Value

Band Edge NVNT n40 2422MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Project No.: JYTSZR2309022

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.12 dB Mkr1 2.421 10 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -1.92 dBm

Center 2.42200 GHz #Video BW 300 kHz Span 60.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Band Edge NVNT n40 2422MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.12 dB Mkr1 2.423 2 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -2.20 dBm

Start 2.35200 GHz #Video BW 300 kHz Stop 2.45200 GHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 24232 GHz -2.204 dBm
N 1 f 2.400 0 GHz -40.09 dBm
N 1 f 2.400 0 GHz -40.09 dBm
N 1 f 2.399 2 GHz. -36.69 dBm

Db wWN

DR ? TR

Band Edge NVNT n40 2452MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R Coupling: DC
Align: Off

1 Spectrum
Scale/Div 10 dB

Center 2.45200 GHz
#Res BW 100 kHz

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 3.05 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Avg Type: Log-Power 234
Avg|Hold: 1001100

PNNNNN

Mkr1 2.453 86 GHz
-2.19 dBm

Span 60.00 MHz
Sweep 1.00 ms (1001 pts)

Band Edge NVNT n40 2452MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input k™
Coupling:
R = align Off

1 Spectrum
Scale/Div 10 dB

Start 2.42200 GHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

sl Ik

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

24506 GHz
24835 GHz
2.494 0 GHz
2484 8 GHz

Sep 20, 2023
11:13:21

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 3.05 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function
-1.960 dBm

-42.18 dBm

-59.40 dBm

-40.52 dBm

Avg Type: Log-Power

M
PNNNNN
Mkr1 2.455 6 GHz
-1.96 dBm

Stop 2.52200 GHz
Sweep 1.00 ms (1001 pts)

Function Width Function Value

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
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Conducted RF Spurious Emission

\4

Report No.: JYTSZ-R12-2301304

Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict
NVNT b 2412 Ant12 -52.28 -30 Pass
NVNT b 2437 Ant12 -53.21 -30 Pass
NVNT b 2462 Ant12 -53.44 -30 Pass
NVNT g 2412 Ant12 -50.72 -30 Pass
NVNT g 2437 Ant12 -51.29 -30 Pass
NVNT o] 2462 Antl12 -51.77 -30 Pass
NVNT n20 2412 Antl12 -49.16 -30 Pass
NVNT n20 2437 Antl12 -49.28 -30 Pass
NVNT n20 2462 Antl12 -49.83 -30 Pass
NVNT n40 2422 Antl12 -46.19 -30 Pass
NVNT n40 2437 Ant12 -47.33 -30 Pass
NVNT n40 2452 Ant12 -45.25 -30 Pass

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
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Report No.: JYTSZ-R12-2301304

Test Graphs

Tx. Spurious NVNT b 2412MHz Ant12 Ref

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.412 48 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 9.22 dBm

1

Center 2.41200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

TX. Spurious NVNT b 2412MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off PNNNNN

1 Spectrum Ref Lvl Offset 3.10 dB Mkr1 2.402 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 8.53 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|
#Res BW 100 kHz Sweep ~89.0 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
1 f 2.402 GHz 8.533 dBm
1 f 4.824 GHz -43.06 dBm
1 f 7.346 GHz -54.18 dBm
1 f 9.743 GHz -54.99 dBm

el ks

Tx. Spurious NVNT b 2437MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.00 dB Mkr1 2.437 99 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 9.42 dBm

1

Center 2.43700 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

TX. Spurious NVNT b 2437MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.00 dB Mkr1 2.427 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 6.92 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|
#Res BW 100 kHz Sweep ~89.0 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2.427 GHz 6.918 dBm
N 1 f 4.874 GHz -43.79 dBm
N 1 f 7.171 GHz -54.72 dBm
N 1 f 9.718 GHz -52.95 dBm

Db wWN

DA ? e

Tx. Spurious NVNT b 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.462 99 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 8.94 dBm

1

Center 2.46200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

TxX. Spurious NVNT b 2462MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.455 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 5.69 dBm

Start 33 MHz #Video BW 300 kHz Stop 25.00 GHz|
#Res BW 100 kHz Sweep ~89.0 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 2.455 GHz 5.692 dBm
N 1 f 4.927 GHz -44.50 dBm
N 1 f 7.199 GHz -54.89 dBm
N 1 f 9.671 GHz -53.73 dBm

Db wWN

DM ? e

Tx. Spurious NVNT g 2412MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.10 dB Mkr1 2.412 63 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.36 dBm

4

1 Spectrum

Center 2.41200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

TxX. Spurious NVNT g 2412MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

4

1 Spectrum

Ref Lvl Offset 3.10 dB Mkr1 2.402 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.56 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y

1 i 2.402 GHz 2.563 dBm
4.949 GHz -52.79 dBm

7.121 GHz -54.63 dBm

9.693 GHz -54.50 dBm

22.628 GHz -48.36 dBm

Function Function Width Function Value

Db wWN

Sep 20, 2023
10:51:29
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Tx. Spurious NVNT g 2437MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.00 dB Mkr1 2.436 37 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.96 dBm

4

1 Spectrum

Center 2.43700 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

TX. Spurious NVNT g 2437MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

4

1 Spectrum

Ref Lvl Offset 3.00 dB Mkr1 2.452 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 2.17 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y

1 i 2.452 GHz 2.165 dBm
4.874 GHz -54.06 dBm

7.421 GHz -54.59 dBm

9.693 GHz -54.58 dBm

23.851 GHz -48.33 dBm

Function Function Width Function Value

Db wWN

Sep 20, 2023
10:53:09
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Tx. Spurious NVNT g 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off
i SrzEim Ref Lvl Offset 3.05 dB
Scale/Div 10 dB Ref Level 20.00 dBm

Center 2.46200 GHz #Video BW 300 kHz
#Res BW 100 kHz

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 300/300

4

PNNNNN

Mkr1 2.461 13 GHz
2.93 dBm

Span 30.00 MHz
Sweep 1.00 ms (1001 pts)

TX. Spurious NVNT g 2462MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off
i SrzEim Ref Lvl Offset 3.05 dB
Scale/Div 10 dB Ref Level 20.00 dBm

Start 30 MHz #Video BW 300 kHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale Y

1 i 2.452 GHz 2.595 dBm
4.924 GHz -52.77 dBm

7.296 GHz -54.52 dBm

9.993 GHz -55.27 dBm

24.326 GHz -48.84 dBm

Function

Db wWN

Sep 20, 2023
10:55:11
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)
B

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2

4
M
PNNNNN

Function Width

Sweep ~89.0 ms (1001 pts)

Mkr1 2.452 GHz
2.59 dBm

Stop 25.00 GHz|

Function Value

Tx. Spurious NVNT n20 2412MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 2 4
Avg|Hold: 100/100
Trig: Free Run

PNNNNN
1 Spectrum Ref Lvl Offset 3.10 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Center 2.41200 GHz

#Video BW 300 kHz
#Res BW 100 kHz

20, 2023
1:37

Mkr1 2.412 99 GHz
0.58 dBm

Span 30.00 MHz
Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n20 2412MHz Ant12 Emission

Spectrum Analyzer 1

Swept SA

KEYSIGHT jnput RF
Coupling:

R = align Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

PNNNNRN

1 Spectrum

Ref Lvl Offset 3.10 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Start 30 MHz
#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y

Function Function Width

1 i 2.402 GHz
4.899 GHz
7.421 GHz
9.618 GHz

23.976 GHz

0.2867 dBm
-54.10 dBm
-53.40 dBm
-54.61 dBm
-48.58 dBm

Db wWN

Sep 20, 2023
11:01:41
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Mkr1 2.402 GHz
0.29 dBm

Stop 25.00 GHz|
Sweep ~89.0 ms (1001 pts)

Function Value

Tx. Spurious NVNT n20 2437MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (5)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 2 4
Avg|Hold: 100/100
Trig: Free Run

PNNNNN
1 Spectrum Ref Lvl Offset 3.09 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Center 2.43700 GHz

#Video BW 300 kHz
#Res BW 100 kHz

Mkr1 2.43574 GHz
1.03 dBm

Span 30.00 MHz
Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n20 2437MHz Ant12 Emission

Spectrum Analyzer 1

Swept SA

KEYSIGHT jnput RF
Coupling:

R = align Off

Input Z: 50 Q
Corr CCorr RCal
Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 10/10 M
Trig: Free Run

PNNNNRN

1 Spectrum

Ref Lvl Offset 3.09 dB
Scale/Div 10 dB

Ref Level 20.00 dBm

Start 30 MHz
#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y

Function Function Width

1 i 2.439 GHz
4.927 GHz
7.442 GHz
9.718 GHz

26.421 GHz

0.9988 dBm
-53.91 dBm
-54.58 dBm
-54.31 dBm
-48.25 dBm

Db wWN

Sep 20, 2023
11:03:34
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Mkr1 2.439 GHz
1.00 dBm

Stop 26.50 GHz|
Sweep ~93.8 ms (1001 pts)

Function Value

Tx. Spurious NVNT n20 2462MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd.

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2309022
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.05 dB Mkr1 2.460 38 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 1.26 dBm

4

1 Spectrum

Center 2.46200 GHz #Video BW 300 kHz Span 30.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n20 2462MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

4

1 Spectrum

Ref Lvl Offset 3.05 dB Mkr1 2.452 GHz
Scale/Div 10 dB Ref Level 20.00 dBm 1.33 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y

1 i 2.452 GHz 1.328 dBm
4.924 GHz -53.21 dBm

7.321 GHz -53.47 dBm

9.718 GHz -54.26 dBm

22.303 GHz -48.57 dBm

Function Function Width Function Value

Db wWN

Sep 20, 2023
11:05:37
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Tx. Spurious NVNT n40 2422MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.12 dB Mkr1 2.425 12 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -2.46 dBm

1 Spectrum

Center 2.42200 GHz #Video BW 300 kHz Span 60.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n40 2422MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.12 dB Mkr1 2.427 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -2.42 dBm

4

1 Spectrum

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y

1 i 2.427 GHz -2.418 dBm
4.924 GHz -53.74 dBm

7.121 GHz -54.02 dBm

9.668 GHz -54.68 dBm

23.926 GHz -48.65 dBm

Function Function Width Function Value

Db wWN

Sep 20, 2023
11:08:26
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Tx. Spurious NVNT n40 2437MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 49 of 51



Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 3.00 dB Mkr1 2.436 10 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -1.72 dBm

1 Spectrum

Center 2.43700 GHz #Video BW 300 kHz Span 60.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n40 2437MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

4

1 Spectrum

Ref Lvl Offset 3.00 dB Mkr1 2.427 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -2.24 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y
1 f 2.427 GHz -2.245 dBm
5.074 GHz -52.75 dBm
7.146 GHz -54.67 dBm
9.818 GHz -54.31 dBm
23.951 GHz -49.05 dBm

Function Function Width Function Value

Db wWN

Sep 20, 2023
11:11:10
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Tx. Spurious NVNT n40 2452MHz Ant12 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2301304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Off Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.449 72 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -1.99 dBm

Center 2.45200 GHz #Video BW 300 kHz Span 60.00 MHz
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Tx. Spurious NVNT n40 2452MHz Ant12 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power
R > Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 10/10 M
Align: Off Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 3.05 dB Mkr1 2.452 GHz
Scale/Div 10 dB Ref Level 20.00 dBm -2.30 dBm

Start 30 MHz #Video BW 300 kHz Stop 25.00 GHz|

#Res BW 100 kHz
5 Marker Table v

Sweep ~89.0 ms (1001 pts)

Mode Trace Scale Y Function Function Width Function Value
1 f 2.452 GHz -2.302 dBm
4.849 GHz -54.42 dBm
7.171 GHz -54.60 dBm
9.693 GHz -54.52 dBm
2.502 GHz -47.24 dBm

Db wWN

Sep 20, 2023
11:13:34
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JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2309022
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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