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The following samples were submitted and identified on behalf of the client as:
Equipment Under Test JUMPY Plus
Brand Name JUMPY
Model No. JR-02-W
Company Name JOYRAY TECHNOLOGY CO., LTD.
Company Address Rm. 4, 4F., No.162, Sec. 4, Zhongxiao E. Rd., Da’an Dist.,
Taipei City 106, Taiwan (R.O.C.) 10688
Standards IEEE /ANSI C95.1 , C95.3, IEEE 1528,

KDB248227D01v02r02,KDB865664D01v01r04,
KDB865664D02v01r02,KDB941225D01v03r01,

KDB447498D01v06,
FCCID 2ADZ9-JR-02-W
Date of Receipt Jan. 28, 2016
Date of Test(s) Feb. 13,2016 ~ Feb. 14, 2016
Date of Issue Mar. 15, 2016
In the configuration tested, the EUT complied with the standards specified above.

Remarks:

This report details the results of the testing carried out on one sample, the results contained in this test
report do not relate to other samples of the same product. The manufacturer should ensure that all products in
series production are in conformity with the product sample detailed in this report.

This report may only be reproduced and distributed in full. If the product in this report is used in any
configuration other than that detailed in the report, the manufacturer must ensure the new system complies
with all relevant standards. Any mention of SGS Taiwan Electronic & Communication Laboratory or testing
done by SGS Taiwan Electronic & Communication Laboratory in connection with distribution or use of the
product described in this report must be approved by SGS Taiwan Electronic & Communication Laboratory in

writing.
Signed on behalf of SGS
Sr. Engineer Asst. Supervisor

|A | ~ o
Mason Wu "/U{ Pt [/\/u\ John Yeh R Zl\'
Date: Mar. 15, 2016 Date: Mar. 15, 2016
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1. General Information

1.1 Testing Laboratory

SGS Taiwan Ltd. Electronics & Communication Laboratory

No.134, Wu Kung Road, New Taipei Industrial Park, Wuku District, New Taipei
City, Taiwan

Tel +886-2-2299-3279

Fax +886-2-2298-0488

Internet http://www.tw.sgs.com/

1.2 Details of Applicant

Company Name JOYRAY TECHNOLOGY CO., LTD.

Rm. 4, 4F., No.162, Sec. 4, Zhongxiao E. Rd., Da’an Dist.,
Taipei City 106, Taiwan (R.O.C.) 10688

Company Address
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1.3 Description of EUT

EUT Name JUMPY Plus

Brand Name JUMPY

Model No. JR-02-W

FCC ID 2ADZ9-JR-02-W

Mode of Operation DXIWCDMA DXJWLANB802.11 b/g/n(20M) [X|Bluetooth
WCDMA 1

Duty Cycle WLAN 802.11 b/g/n(20M) 1
Bluetooth 1
WCDMA Band Il 18524 — 1907.6

(TQHFZr)E’qUG”CY Range  wiLAN 802.11 b/g/n(20M) o412  — 2462
Bluetooth 2402 — 2480
WCDMA Band Il 9262 - 9538

g‘;;gf\:)'\'”mber WLAN 802.11 b/g/n(20M) 1 - 11
Bluetooth 0 — 78
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Max. SAR (1 g) (Unit: W/Kg)
Mode Band Measured|Reported Position / Channel
XFront [ ]Back
o WCDMA Band II 0.288 0.408 9538  Channel
DXFront [ ]Back
WLAN802.11 b 0.261 0.409 11 Channel
Max. SAR (10g) (Unit: W/Kg)
Mode Band Measured|Reported Position / Channel
[ JFront [XBack
. WCDMA Band II 1.55 2.194 9538  Channel
[ JFront [XBack
WLAN802.11 b 0.841 1.318 11 Channel
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WCDMA Band ll- HSDPA / HSUPA conducted power table:

Max.
Rated HSDPA mode AV(dBm) HSUPA mode AV(dBm)
Avg. Rel99
Band CH Power + AV(dBm)
Max. SUB-1 | SUB-2 | SUB-3 | SUB-4 | SUB-1 | SUB-2 | SUB-3 | SUB-4 | SUB-5
Tolerance
(AD M)
WCDMA 9262 22.5 2149 |21.34 |21.32 |21.26 |21.28 [21.19 [21.22 [20.51 | 20.49 | 21.29
Band Il 9400 22.5 21.32 |21.28 |21.30 |21.27 |21.24 [21.12 {19.25 [19.33 | 19.31 | 21.22
9538 22.5 20.99 [20.93 [20.96 [20.95 [20.98 [20.78 [19.91 [19.95 [19.99 |20.88
HSDPA
5 E'I:I E‘HSJ ':M '[le::ll MPR '[le::l|
e B (5F). BBe: | (noter, Note .| (Note3)| (Note3).
E 1. 2715, 15/15. 64 2/15. 4715, 0.0- 0.0.
2 12/15. | 15/15. 64, 12715 . 24/15 . 1.0, 0.0.
E— 3, 15/15., 8/15.. 64, 15/3.. 30/15., 1.5, 05.
E— 4, 15/15. a/15., &4, 15/4., 30/15. 1.5, 0.5.
HSUPA
B CM. | MPR.| A&,
i o ! . . a8} (g8} Index
(Note 6}, AN

1. 11/15]15/15 64.[11/15] 22/15. 209/225] 1309/225| 4. 1. 1.0 0.0.] 20. ]| 75.
2. 6/15.)15/15| 64.[ 6/15. 12/15. 12/15.| 94/75.| 4. 1., 3.0.0 2.0.] 12.] 6.

Fucl:
3. |15715] 9/15.| 64| 15/9.| 30015 30/15. ‘Ef f{" 2. | 20.] 1.0.] 15, 92,
47/15..

4. |2/15.]15/15] 64 2/15.] 4/15.] 2j15. | 56/75. ] 4. 1. | 3.0.] 20.] 17.] 71,
5. |15/15[15/15] 64.[15/15] 30/15.] 24/15.] 134/15.] 4. 1. | 1.0.] 0.0.] 21.] 81,
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802.11 b Max. Rated Avg. Average Power Output (dBm)
(MHz) Tolerance (dBm) 1
1 2412 17 16.86
6 2437 17 16.19
11 2462 17 15.05
802.11 ¢ Max. Rated Avg. Average Power Output (dBm)
(MHz) Tolerance (dBm) 1
1 2412 15 14.43
6 2437 15 14.81
11 2462 15 14.51

802.11 n(20M)

Max. Rated Avg.
Power + Max.

Average Power Output (dBm)

Data Rate (Mbps)

CH Fr?&ﬁezr;cy Tolerance (dBm) 1
1 2412 15 14.83
6 2437 15 14.97
11 2462 15 14.32
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#. Bluetooth maximum power table:

Maximum
Frequency (MHz) output power
(dBm)

2402 0
2442 0
2480 0
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1.4 Test Environment

Ambient Temperature: 22+2° C
Tissue Simulating Liquid: 22+2° C

1.5 Operation Description

1.

Measurements are performed respectively on the lowest, middle and highest
channels of the operating band(s). The EUT is set to maximum power level during
all tests, and at the beginning of each test the battery is fully charged.

During the SAR testing, the DASY 5 system checks power drift by comparing the
e-field strength of one specific location measured at the beginning with that
measured at the end of the SAR testing.

The device is a smart watch with WCDMA 2 and WLAN 802.11b/g/n functions.
Since the watch supports data transmission and speaker mode for voice
communication, so extremity exposure (wrist-worn condition) and next to mouth
exposure (face exposure) will be required.

For next to mouth exposure (face exposure, 1g-SAR<1.6), it is evaluated with the
front of the device positioned at 10 mm from a flat phantom and the wrist bands are
strapped together to represent normal use conditions.

For extremity exposure (wrist-worn, 10g-SAR<4), SAR for wrist exposure was
evaluated with the back of the device positioned in direct contact against a flat
phantom. (Detaching the strap and main body of watch to make the main body's
backside touch the phantom(0Omm) to support the exposure and use condition)
According to KDB447498D01v06 — The 1-g SAR test exclusion thresholds for 100
MHz to 6 GHz at test separation distances< 50 mm are determined by: [(max.
power of channel, including tune-up tolerance, mW)/(min. test separation distance,
mm)] - [V{(GHz)] < 3.0 for 1-g SAR, and < 7.5 for 10-g SAR.

Front side
Mode Maximum Maximum test test Require
power(dBm) power(mW) sgips?;té(e)n et SAR
(mm) calculation | testing?
BT 0 1 10 0.157 NO
Back side
Maximum Maximum test .
Mode . test Require
power(dBm) power(mW) sg{)setl;ilé(;n T - SAR
(mm) calculation | testing?
BT 0 1 5 0.315 NO
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7. SAR measurement is not required for HSDPA/HSPA since its maximum output
power is less than ¥4 dB higher than RMC without HSDPA/HSPA.

802.11b DSSS SAR Test Requirements:

8. SAR is measured for 2.4 GHz 802.11b DSSS mode using the highest measured
maximum output power channel, when the reported SAR of the highest measured
maximum output power channel for the exposure configuration is < 0.8 W/kg, no
further SAR testing is required for 802.11b DSSS in that exposure configuration.

9. When the reported SAR is > 0.8 W/kg, SAR is required for that exposure
configuration using the next highest measured output power channel. When any
reported SAR is > 1.2 W/kg, SAR is required for the third channel; i.e., all channels
require testing.
802.11g/n OFDM SAR Test Exclusion Requirements:

10. SAR is not required for 802.11g/n since the highest reported SAR for DSSS is
adjusted by the ratio of OFDM to DSSS specified maximum output power and the
adjusted SAR is < 1.2 W/kg.

Initial Test Configuration:

11. An initial test configuration is determined for OFDM transmission modes according
to the channel bandwidth, modulation and data rate combination(s) with the
highest maximum output power specified for production units in each standalone
and aggregated frequency band.

12. SAR is measured using the highest measured maximum output power channel.
When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR
measurement is required for the subsequent next highest measured output power
channel(s) in the initial test configuration until the reported SAR is < 1.2 W/kg or all
required channels are tested.

13. For WWAN and WLAN, the thresholds for test reduction or exclusion should be
multiplied by 2.5 when 10-g extremity SAR is considered.

14.BT and WLAN use the same antenna path and Bluetooth may transmit
simultaneously with WWAN.

15. According to KDB447498D01v05r02, testing of other required channels is not
required when the reported 1-g SAR for the highest output channel is < 0.8 W/kg,
when the transmission band is < 100 MHz.
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16. According to KDB865664D01v01r04, SAR measurement variability must be
assessed for each frequency band. When the original highest measured SAR is
> 0.8 W/kg, repeated that measurement once. Perform a second repeated
measurement only if the ratio of largest to smallest SAR for the original and first
repeated measurements is > 1.20 or when the original or repeated measurement
is =2 1.45 W/kg (~ 10% from the 1-g SAR limit). The same procedures should
be adapted for measurements according to extremity exposure limits by applying a
factor of 2.5 for extremity exposure to the corresponding SAR thresholds.

~ FrontView
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—3Gantenna
L 32mm
s = s
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3 . [
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& £ i
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L -a%
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3.2mm
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) a3mm N\ S
Bottom BT/WLAN antenna

Antenna location
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1.6 Positioning Procedure

Phone position 1, “cheek” or “touch” position. The reference points for the right ear
(RE), left ear (LE) and mouth (M), which define the reference plane for phone
positioning.

Phone position 2, “tilted position.” The reference points for the right ear (RE), left ear
(LE) and mouth (M), which define the reference plane for phone positioning.

Cheek/Touch Position:

The handset was brought toward the mouth of the head phantom by pivoting against
the ear reference point until any point of the mouthpiece or keypad touched the
phantom.

Ear/Tilt Position:

With the phone aligned in the Cheek/Touch position, the handset was tilted away from
the mouth with respect to the test device reference point by 15 degrees.
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1.7 Evaluation Procedures

The entire evaluation of the spatial peak values is performed within the

Post-processing engine (SEMCAD). The system always gives the maximum values

for the 1 g and 10 g cubes. The algorithm to find the cube with highest averaged SAR

is divided into the following stages:

1. The extraction of the measured data (grid and values) from the Zoom Scan.

2. The calculation of the SAR value at every measurement point based on all stored
data (A/D values and measurement parameters).

3. The generation of a high-resolution mesh within the measured volume.

4. The interpolation of all measured values from the measurement grid to the
high-resolution grid.

5. The extrapolation of the entire 3-D field distribution to the phantom surface over
the distance from sensor to surface.

6. The calculation of the averaged SAR within masses of 1g and 10g.

The probe is calibrated at the center of the dipole sensors that is located 1 to 2.7mm

away from the probe tip. During measurements, the probe stops shortly above the

phantom surface, depending on the probe and the surface detecting system. Both

distances are included as parameters in the probe configuration file. The software

always knows exactly how far away the measured point is from the surface. As the

probe cannot directly measure at the surface, the values between the deepest

measured point and the surface must be extrapolated. The angle between the probe

axis and the surface normal line is less than 30 degree.

In the Area Scan, the gradient of the interpolation function is evaluated to find all the

extreme of the SAR distribution. The uncertainty on the locations of the extreme is

less than 1/20 of the grid size. Only local maximum within —2 dB of the global

maximum are searched and passed for the Cube Scan measurement. In the Cube

Scan, the interpolation function is used to extrapolate the Peak SAR from the lowest

measurement points to the inner phantom surface (the extrapolation distance). The

uncertainty increases with the extrapolation distance. To keep the uncertainty within

1% for the 1 g and 10 g cubes, the extrapolation distance should not be larger than

5mm.
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The maximum search is automatically performed after each area scan measurement.
It is based on splines in two or three dimensions. The procedure can find the
maximum for most SAR distributions even with relatively large grid spacing. After the
area scanning measurement, the probe is automatically moved to a position at the
interpolated maximum. The following scan can directly use this position for reference,
e.g., for a finer resolution grid or the cube evaluations. The 1g and 10g peak
evaluations are only available for the predefined cube 7x7x7 scans.

The routines are verified and optimized for the grid dimensions used in these cube
measurements. The measured volume of 30x30x30mm contains about 30g of tissue.
The first procedure is an extrapolation (incl. Boundary correction) to get the points
between the lowest measured plane and the surface. The next step uses 3D
interpolation to get all points within the measured volume. In the last step, a 1g cube is
placed numerically into the volume and its averaged SAR is calculated. This cube is
the moved around until the highest averaged SAR is found.

If the highest SAR is found at the edge of the measured volume, the system will issue
a warning: higher SAR values might be found outside of the measured volume. In that
case the cube measurement can be repeated, using the new interpolated maximum
as the center.
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1.8 Probe Calibration Procedures

For the calibration of E-field probes in lossy liquids, an electric field with an accurately
known field strength must be produced within the measured liquid. For
standardization purposes it would be desirable if all measurements which are
necessary to assess the correct field strength would be traceable to standardized
measurement procedures. In the following two different calibration techniques are
summarized:

1.8.1 Transfer Calibration with Temperature Probes

In lossy liquids the specific absorption rate (SAR) is related both to the electric
field ( £) and the temperature gradient (67 /6t ) in the liquid.

or

ot

Whereby o is the conductivity, p the density and c¢ the heat capacity of the liquid.

sAr= 2| =c
Yo,

Hence, the electric field in lossy liquid can be measured indirectly by measuring
the temperature gradient in the liquid. Non-disturbing temperature probes
(optical probes or thermistor probes with resistive lines) with high spatial
resolution (<1-2 mm) and fast reaction time (<1 s) are available and can be
easily calibrated with high precision [1]. The setup and the exciting source have
no influence on the calibration; only the relative positioning uncertainties of the
standard temperature probe and the E-field probe to be calibrated must be
considered. However, several problems limit the available accuracy of probe
calibrations with temperature probes:

1. The temperature gradient is not directly measurable but must be evaluated
from temperature measurements at different time steps. Special precaution is
necessary to avoid measurement errors caused by temperature gradients due
to energy equalizing effects or convection currents in the liquid. Such effects
cannot be completely avoided, as the measured field itself destroys the
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thermal equilibrium in the liquid. With a careful setup these errors can be kept
small.

2. The measured volume around the temperature probe is not well defined. It is
difficult to calculate the energy transfer from a surrounding gradient
temperature field into the probe. These effects must be considered, since
temperature probes are calibrated in liquid with homogeneous temperatures.
There is no traceable standard for temperature rise measurements.

3. The calibration depends on the assessment of the specific density, the heat
capacity and the conductivity of the medium. While the specific density and
heat capacity can be measured accurately with standardized procedures (~
2% for ¢; much better for p), there is no standard for the measurement of the
conductivity. Depending on the method and liquid, the error can well exceed
+5%.

4. Temperature rise measurements are not very sensitive and therefore are
often performed at a higher power level than the E-field measurements. The
nonlinearities in the system (e.g., power measurements, different components,
etc.) must be considered.

Considering these problems, the possible accuracy of the calibration of E-field

probes with temperature gradient measurements in a carefully designed setup is

about £10% (RSS) [2]. Recently, a setup which is a combination of the
waveguide techniques and the thermal measurements was presented in [3]. The
estimated uncertainty of the setup is £5% (RSS) when the same liquid is used for
the calibration and for actual measurements and +7-9% (RSS) when not, which
is in good agreement with the estimates given in [2].
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1.8.2 Calibration with Analytical Fields

In this method a technical setup is used in which the field can be calculated

analytically from measurements of other physical magnitudes (e.g., input power).

This corresponds to the standard field method for probe calibration in air;

however, there is no standard defined for fields in lossy liquids.

When using calculated fields in lossy liquids for probe calibration, several points

must be considered in the assessment of the uncertainty:

1. The setup must enable accurate determination of the incident power.

2. The accuracy of the calculated field strength will depend on the assessment
of the dielectric parameters of the liquid.

3. Due to the small wavelength in liquids with high permittivity, even small setups
might be above the resonant cutoff frequencies. The field distribution in the
setup must be carefully checked for conformity with the theoretical field
distribution.
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1.9 The SAR Measurement System

A block diagram of the SAR measurement system is given in Fig. a. This SAR
measurement system uses a Computer-controlled 3-D stepper motor system (SPEAG
DASY 5 professional system). Model EX3DV4 field probes are used to determine the
internal electric fields. The SAR can be obtained from the equation SAR= o (|Ei|2)/ p
where o and p are the conductivity and mass density of the tissue-simulant.

et o o

Mo wimen! Sanve o DASYS

PC

| _Ipsecl]l II"

......

Fig. a A block diagram of the SAR measurement system
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The DASY 5 system for performing compliance tests consists of the following items:

1. A standard high precision 6-axis robot (Staubli RX family) with controller, teach
pendant and software. An arm extension is for accommodating the data acquisition
electronics (DAE).

2. A dosimetric probe, i.e., an isotropic E-field probe optimized and calibrated for
usage in tissue simulating liquid. The probe is equipped with an optical surface
detector system.

3. Data acquisition electronics (DAE) which performs the signal amplification, signal
multiplexing, AD-conversion, offset measurements, mechanical surface detection,
collision detection, etc. The unit is battery powered with standard or rechargeable
batteries. The signal is optically transmitted to the EOC.

4. The Electro-optical converter (EOC) performs the conversion between optical and
electrical of the signals for the digital communication to the DAE and for the analog
signal from the optical surface detection. The EOC is connected to the
measurement server.

5. The function of the measurement server is to perform the time critical tasks such as
signal filtering, control of the robot operation and fast movement interrupts.

6. A probe alignment unit which improves the (absolute) accuracy of the probe
positioning.

7. A computer operating Windows7

8. DASY 5 software.

9. Remote control with teach pendant and additional circuitry for robot safety such as
warning lamps, etc.

10. The SAM twin phantom enabling testing left-hand and right-hand usage.

11.  The device holder for handheld mobile phones.

12. Tissue simulating liquid mixed according to the given recipes.

13. Validation dipole kits allowing to validate the proper functioning of the system.
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1.10 System Components

EX3DV4 E-Field Probe

Construction

Symmetrical design with triangular core
Built-in shielding against static charges
PEEK enclosure material (resistant to
organic solvents, e.g., DGBE)

Calibration

Basic Broad Band Calibration in air
Conversion Factors (CF) for HSL1900/2450
MHz Additional CF for other liquids and
frequencies upon request L

Frequency

10 MHz to > 6 GHz, Linearity: + 0.6 dB

Directivity

+ 0.3 dB in HSL (rotation around probe axis)
+ 0.5 dB in tissue material (rotation normal to probe axis)

Dynamic
Range

10 uW/g to > 100 mW/g
Linearity: £ 0.2 dB (noise: typically < 1 uW/g)

Dimensions

Tip diameter: 2.5 mm

Application

High precision dosimetric measurements in any exposure scenario
(e.g., very strong gradient fields). Only probe which enables
compliance testing for frequencies up to 6 GHz with precision of
better 30%.
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SAM PHANTOM V4.0C

Construction: |The shell corresponds to the specifications of the Specific
Anthropomorphic Mannequin (SAM) phantom defined in IEEE 1528
and IEC 62209.

It enables the dosimetric evaluation of left and right hand phone
usage as well as body mounted usage at the flat phantom region. A
cover prevents evaporation of the liquid. Reference markings on the
phantom allow the complete setup of all predefined phantom
positions and measurement grids by manually teaching three points
with the robot.

Shell 2+0.2mm
Thickness:

Filling Approx. 25 liters
Volume:

Dimensions: [Height: 850 mm;
Length: 1000 mm;
Width: 500 mm

DEVICE HOLDER

Construction |In combination with the Twin SAM Phantom
V4.0/V4.0C or Twin SAM, the Mounting
Device (made from POM) enables the
rotation of the mounted transmitter in
spherical coordinates, whereby the rotation
point is the ear opening. The devices can
be easily and accurately positioned
according to IEC, IEEE, CENELEC, FCC or
other specifications. The device holdercan | "2 e
be locked at different phantom locations Device Holder
(left head, right head, flat phantom).
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1.11 SAR System Verification

The microwave circuit arrangement for system verification is sketched in Fig. b. The
daily system accuracy verification occurs within the flat section of the SAM phantom.
A SAR measurement was performed to see if the measured SAR was within +/- 10%
(according to KDB865664D01v01r04) from the target SAR values.

These tests were done at 1900/2450 MHz. The tests were conducted on the same
days as the measurement of the DUT. The obtained results from the system
accuracy verification are displayed in the table 1. During the tests, the ambient
temperature of the laboratory was 21.7°C, the relative humidity was 62% and the
liquid depth above the ear reference points was above 15 cm (<3G) or 10 cm (>3G)
in all the cases. It is seen that the system is operating within its specification, as the
results are within acceptable tolerance of the reference values.

R ¥
Spacer X

3D Probe positioner

\\ Field probe é

. T Flatphantom

- Dipole
Signal | =
generatar=l= 2 K"=|:|=
Attt

Fig. b The block diagram of system verification
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Measured
Validation Frequency N TGS | EEREe SAR-1g Deviation | Measured
) S/N SAR-1g SAR-1g ) o
Kit (MHz) (mW/g) (mWig) normalized to| (%) Date
1W (mW/a)
_ o,
D1900v2 |54027] 1900 Head 40.6 9.92 39.68 2.27% | Feb. 13,2016
Body 39.3 9.76 39.04 -0.66% | Feb. 14,2016
D2450v2 | 797 | 2450 Head 52 13.2 52.8 1.54% | Feb. 13,2016
Body 51 13.4 53.6 5.10% | Feb. 14,2016

Table 1. Results of system validation
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The dielectric properties for this Head-simulant fluid were measured by using the
Agilent Model 85070E Dielectric Probe (rates frequency band 200 MHz to 20 GHz)
in conjunction with Network Analyzer.
All dielectric parameters of tissue simulates were measured within 24 hours of
SAR measurements. The depth of the tissue simulant in the flat section of the
phantom was at least 15 cm (<3G) or 10 cm (>3Q) during all tests. (Appendix Fig.

2)
Tissue Measured D-'rallrg?t' Target '\I:/)I'eellsutre'd Measured Measurement
Frequency ielectric Conductivity, ielectric Conductivity, | % dev &r | % dev O
Type (MHz) Constant, o (S'm) Constant, o (S/m) Date
£r £r

1852.4 40.000 1.400 40.506 1.395 -1.27% 0.36%

Head 1880 40.000 1.400 40.378 1.41 -0.95% -0.71% Feb. 13, 2016
1900 40.000 1.400 40.303 1.425 -0.76% -1.79%
1907.6 40.000 1.400 40.235 1.43 -0.59% -2.14%
2412 39.268 1.766 39.441 1.793 -0.44% -1.53%

Head 2437 39.223 1.788 39.373 1.827 -0.38% -2.18% Feb. 13, 2016
2450 39.200 1.800 39.305 1.84 -0.27% -2.22%
2462 39.185 1.813 39.246 1.852 -0.16% -2.15%
1852.4 53.300 1.520 52.977 1.536 0.61% -1.05%
1880 53.300 1.520 52.889 1.556 0.77% -2.37%

Body Feb. 14, 2016
1900 53.300 1.520 52.848 1.565 0.85% -2.96%
1907.6 53.300 1.520 52.825 1.577 0.89% -3.75%
2412 52.751 1.914 53.064 1.94 -0.59% -1.36%
2437 2.717 1. 2.892 1.97 -0.33% -1.96%

Body 3 5 938 52.89 976 0.33% 96% Feb. 14, 2016
2450 52.700 1.95 52.846 1.997 -0.28% -2.41%
2462 52.685 1.967 52.785 2.006 -0.19% -1.98%

Table 2. Dielectric Parameters of Tissue Simulant Fluid
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Ingredient
Frequency Mode Preventol Total
(MHz) DGMBE| Water | Salt D-7 Cellulose |Sugar| amount
1900 Head |444.52 g|552.42 g| 3.06 ¢ - — — | 1.0L(Kg)
Body [300.67 g|716.56g| 4.0g — — — | 1.0L(Kg)
0450 Head | 550ml | 450ml — — = — | 1.0L(Kg)
Body |[301.7ml|698.3ml| — — — — | 1.0L(Kg)

Table 3. Recipes for tissue simulating liquid
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1.13 Test Standards and Limits

According to FCC 47CFR §2.1093(d) The limits to be used for evaluation are
based generally on criteria published by the American National Standards Institute
(ANSI) for localized specific absorption rate (“SAR”) in Section 4.2 of “IEEE
Standard for Safety Levels with Respect to Human Exposure to Radio Frequency
Electromagnetic Fields, 3 kHz to 300 GHz,” ANSI/IEEE C95.1, By the Institute of
Electrical and Electronics Engineers, Inc., New York, New York 10017.
These criteria for SAR evaluation are similar to those recommended by the
National Council on Radiation Protection and Measurements (NCRP) in
“Biological Effects and Exposure Criteria for Radio frequency Electromagnetic
Fields,” NCRP Report No. 86, Section 17.4.5. Copyright NCRP, 1986, Bethesda,
Maryland 20814. SAR is a measure of the rate of energy absorption due to
exposure to an RF transmitting source. SAR values have been related to
threshold levels for potential biological hazards. The criteria to be used are
specified in paragraphs (d)(1) and (d)(2) of this section and shall apply for portable
devices transmitting in the frequency range from 100 kHz to 6 GHz. Portable
devices that transmit at frequencies above 6 GHz are to be evaluated in terms of
the MPE limits specified in § 1.1310 of this chapter.

Measurements and calculations to demonstrate compliance with MPE field

strength or power density limits for devices operating above 6 GHz should be

made at a minimum distance of 5 cm from the radiating source.

1. Limits for Occupational/Controlled exposure: 0.4 W/kg as averaged over the
whole-body and spatial peak SAR not exceeding 8 W/kg as averaged over any
1 gram of tissue (defined as a tissue volume in the shape of a cube).
Exceptions are the hands, wrists, feet and ankles where the spatial peak SAR
shall not exceed 20 W/kg, as averaged over a 10 grams of tissue (defined as a
tissue volume in the shape of a cube).

Occupational/Controlled limits apply when persons are exposed as a

consequence of their employment provided these persons are fully aware of and

exercise control over their exposure. Awareness of exposure can be
accomplished by use of warning labels or by specific training or education through
appropriate means, such as an RF safety program in a work environment.

2. Limits for General Population/Uncontrolled exposure: 0.08 W/kg as averaged
over the whole-body and spatial peak SAR not exceeding 1.6 W/kg as
averaged over any 1 gram of tissue (defined as a tissue volume in the shape of
a cube).
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Exceptions are the hands, wrists, feet and ankles where the spatial peak SAR
shall not exceed 4 W/kg, as averaged over any 10 grams of tissue (defined as a

tissue volume in the shape of a cube).

General Population/Uncontrolled limits apply when the general public may be
exposed, or when persons that are exposed as a consequence of their
employment may not be fully aware of the potential for exposure or do not

exercise control over their exposure.

Warning labels placed on consumer devices such as cellular telephones will not
be sufficient reason to allow these devices to be evaluated subject to limits for
occupational/controlled exposure in paragraph (d)(1) of this section.(Table .6)

Uncontrolled Environment
Human Exposure

Controlled Environment

(Hands/Feet/Ankle/Wrist)

General Population Occupational
Spatial Peak SAR
(Brain) 1.60 m W/g 8.00 m W/g
Spatial Average SAR
(Whole Body) 0.08 m W/g 0.40 m W/g
Spatial Peak SAR 4.00 m W/g 20.00 m W/g

Table 4. RF exposure limits

Notes:

1. Uncontrolled environments are defined as locations where there is potential exposure of
individuals who have no knowledge or control of their potential exposure.

2. Controlled environments are defined as locations where there is potential exposure of
individuals who have knowledge of their potential exposure and can exercise control

over their exposure.
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Face
Max. Rated
. Av Measured Averaged SAR over 1g
Band Position Distance CH Freq. g. Avg. Scaling (W/kg) Plot
(mm) (MHz) | Power + Max. | power page
el (dBm) Measured [ Reported
WCDMA Front side 10 9262 | 1852.4 22.5 21.49 26.18% 0.280 0.353 -
Band II Front side 10 9400 | 1880 22.5 21.32 31.22% 0.260 0.341 -
Front side 10 9538 | 1907.6 22.5 20.99 41.58% 0.288 0.408 34
WLAN Front side 10 1 2412 17 16.86 3.28% 0.225 0.232 -
802.11 b Front side 10 6 2437 17 16.19 20.50% 0.239 0.288 -
Front side 10 11 2462 17 15.05 56.68% 0.261 0.409 35
Hand
Max. Rated | p\easured Averaged SAR over
" Distance Freq. Avg. Avg. . 10g Plot
Band Position (mm) CH (MH2) P?rwfr +Max. | power Scaling (W/kg) page
olerance
AT (dBm) Measured | Reported
Back side 0 9262 | 1852.4 22.5 21.49 26.18% 1.420 1.792 -
WCDMA| Back side 0 9400 | 1880 22.5 21.32 31.22% 1.430 1.876 -
Band Il | Back side 0 9538 | 1907.6 225 20.99 |[41.58% | 1.550 2.194 36
Back side* 0 9538 | 1907.6 22.5 20.99 41.58% 1.460 2.067 -
Back side 0 1 2412 17 16.86 3.28% 0.786 0.812 -
WLAN Back side 0 6 2437 17 16.19 20.50% 0.873 1.052 37
802.11 b| Back side 0 11 2462 17 15.05 | 56.68% | 0.841 1.318 -
Back side* 0 6 2437 17 16.19 20.50% 0.867 1.045 -

* - repeated at the highest SAR measurement according to the KDB 865664 D01
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3. Simultaneous Transmission Analysis

Simultaneous Transmission Scenarios:

Simultaneous Transmit Configurations Face Hand
WCDMA B2 + WLAN 2.4GHz Yes Yes
WCDMA B2 + BT Yes Yes
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3.1 Estimated SAR calculation

According to KDB447498 D01v05 — When standalone SAR test exclusion applies
to an antenna that transmits simultaneously with other antennas, the standalone
SAR must be estimated according to following to determine simultaneous
transmission SAR test exclusion:

Maz. tune up power(mw)  f(GHZ)
Min. test separation distance(mm) L5
If the minimum test separation distance is < 5mm, a distance of 5mm is used for

estimated SAR calculation. When the test separation distance is >50mm, the
0.4W/kg is used for SAR-1g.

Catlmated SAR =

Mode Frequency Maximum Power Separation Estimated SAR 1g
(MH2) (dBm) Distance (Face) (W/kg)
(Face) (mm)
Bluetooth 2480 0 10 0.021
Frequency NERr I [ReEr Separation Estimated SAR
Mode (MHz) (dBm) Distance 10g (Hand)
(Hand) (mm) (N/ka)
Bluetooth 2480 0 5 0.017

3.2 SPLSR evaluation and analysis

Per KDB447498D01, when the sum of SAR is larger than the limit, SAR test
exclusion is determined by the SAR sum to peak location separation ratio(SPLSR).

The simultaneous transmitting antennas in each operating mode and exposure
condition combination must be considered one pair at a time to determine the SAR
to peak location separation ratio to qualify for test exclusion.

The ratio is determined by (SAR1 + SAR2)71.5/Ri, rounded to two decimal digits,
and must be = 0.04 (0.1) for all antenna pairs in the configuration to qualify for 1-g
(10-g) SAR test exclusion.

SAR1 and SAR2 are the highest reported or estimated SAR for each antenna in the
pair, and Ri is the separation distance between the peak SAR locations for the
antenna pair in mm.

When standalone test exclusion applies, SAR is estimated; the peak location is
assumed to be at the feed-point or geometric center of the antenna.
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reported SAR WWAN and WLAN 2.4GHz, £SAR evaluation
Frequency Position reported SAR/W/kg | ZSAR Calculated | SPLSR
band WWAN WLAN | <1.6W/kg | distance (mm) | (=0.04)
WCDMA Face Front 0.408 0.409 0.817 - -
Band
reported SAR WWAN and Bluetooth, ZSAR evaluation
Frequency Position reported SAR/W/kg | ZSAR Calculated | SPLSR
band WWAN BT <1.6W/kg | distance (mm) | (=0.04)
WCDMA Face Front 0.408 0.021 0.429 - -
Band Il
reported SAR WWAN and WLAN 2.4GHz, £SAR evaluation
Frequency Position reported SAR/W/kg | ZSAR Calculated | SPLSR
band WWAN | WLAN | <4.0W/kg [distance (mm) | (=0.04)
WCDMA Hand Back 2.194 1.318 3.512 - -
Band |l
reported SAR WWAN and Bluetooth, ZSAR evaluation
Frequency Position reported SAR/W/kg [ 3SAR Calculated | SPLSR
band WWAN BT <4.0W/kg | distance (mm) [ (=0.04)
WCDMA Hand Back 2.194 0.017 2.211 - -
Band Il
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4. Instruments List
. , Date of last | Date of next
Manufacturer Device Type |Serial number calibration | calibration
Schmid & . . ,
Partner |DO9MeMC E-F1eld Exapys | 3938 |0ct01,2015(Sep.30,2016
\ : robe
Engineering AG
Sﬁmir& System Validation| P1900V2|  5d027  |Apr.29,2015|Apr.28,2016
Engineering AG Dipole D2450V2 727 Apr.22,2015|Apr.21,2016
Schmid & _—
Partner | Dataacquisition | p,p, 1260  |Sep.24,2015(Sep.23,2016
, . Electronics
Engineering AG
Schmid & a G
DASY 52 Calibration | Calibration
.Pa”r?er Software V52.8.8 N/A not required | not required
Engineering AG
Schmid & I 0
Partner Phantom SAM N/A n%?llgra:}ilfend n%?lllgri[ilfend
Engineering AG 9 9
Network .
Analyzer Agilent E5071C |MY46107530|Jan.07,2016|Jan.06,2017
, Dielectric Calibration | Calibration
Agilent Probe Kit 85070E | MY44300677 not required | not required
Agilent Dual-directional 778D | MY48220468 | Jul.16,2015 | Jul.15,2016
coupler 772D |MY52180142 | Jul.15,2015 | Jul.14,2016
. RF Signal
Agilent Generator N5181A |MY50144143|Jul.16.2015 | Jul.15.2016
Agilent Power Meter E4417A |MY52240003 | Jul.15,2015 | Jul.14,2016
Agilent Power Sensor | E9301H [MY52200004 |Jul.15,2015 | Jul.14,2016
Radio
R&S Communication | CMU200 122498  |Aug.26,2015|Aug.25,2016
Test
Digital
TECPEL thermometer DTM-303A| TP130075 (Mar.27,2015|Mar.26,2016
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5. Measurements

Date: 2016/2/13
WCDMA Band 2_Face exposure_Front side_CH 9538 10mm
Communication System: WCDMA; Frequency: 1907.6 MHz
Medium parameters used: f = 1908 MHz; o = 1.43 S/m; ¢, = 40.235; p = 1000 kg/m®
Phantom section: Flat Section

DASY5 Configuration:
e Probe: EX3DV4 - SN3938; ConvF(7.89, 7.89, 7.89); Calibrated: 2015/10/1;
« Sensor-Surface: 2mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn1260; Calibrated: 2015/9/24
o Phantom: Head
DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Body/Area Scan (71x81x1): Interpolated grid: dx=15 mm, dy=15 mm
Maximum value of SAR (interpolated) = 0.369 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm
Reference Value = 15.74 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.471 W/kg
SAR(1 g) = 0.288 W/kg; SAR(10 g) = 0.172 W/kg
Maximum value of SAR (measured) = 0.381 W/kg
dB

-3.45
-6.90
-10.34
-13.79
-17.24

0 dB = 0.381 W/kg = -4.19 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/13
WLAN 802.11b__ Face exposure_Front side_CH 11_10mm
Communication System: WLAN(2.45G); Frequency: 2462 MHz
Medium parameters used: f = 2462 MHz; o = 1.852 S/m; €, = 39.246; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:
o Probe: EX3DV4 - SN3938; ConvF(7.11, 7.11, 7.11); Calibrated: 2015/10/1;
e Sensor-Surface: 2mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24
o Phantom: Head
o« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Body/Area Scan (81x101x1): Interpolated grid: dx=12 mm, dy=12
mm
Maximum value of SAR (interpolated) = 0.405 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm
Reference Value = 13.08 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.480 W/kg
SAR(1 g) = 0.261 W/kg; SAR(10 g) = 0.137 W/kg
Maximum value of SAR (measured) = 0.362 W/kg
dB

-h.78

-11.56
-17.35
-23.13
-28.911

0 dB = 0.362 W/kg = -4.41 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/14
WCDMA Band 2_ Extremity exposure_Back side_CH 9538_0mm
Communication System: WCDMA; Frequency: 1907.6 MHz
Medium parameters used: f = 1908 MHz; o = 1.577 S/m; ¢, = 52.825; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:

o Probe: EX3DV4 - SN3938; ConvF(7.41, 7.41, 7.41); Calibrated: 2015/10/1;

e Sensor-Surface: 2mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24

o Phantom: Body

o« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Body/Area Scan (71x81x1): Interpolated grid: dx=15 mm, dy=15 mm
Maximum value of SAR (interpolated) = 4.34 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm
Reference Value = 47.49 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 4.04 W/kg
SAR(1 g) = 2.79 W/kg; SAR(10 g) = 1.55 W/kg
Maximum value of SAR (measured) = 3.45 W/kg
dB

-4.07
-8.14
-12.21
-16.28
-20.35

0 dB = 3.45 W/kg = 5.38 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/14
WLAN 802.11b__ Extremity exposure_Back side_CH 6_0mm
Communication System: WLAN(2.45G); Frequency: 2437 MHz
Medium parameters used: f = 2437 MHz; o = 1.976 S/m; ¢, = 52.892; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:
o Probe: EX3DV4 - SN3938; ConvF(7.17,7.17, 7.17); Calibrated: 2015/10/1;
e Sensor-Surface: 2mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24
o Phantom: Body
o« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Body/Area Scan (81x101x1): Interpolated grid: dx=12 mm, dy=12
mm
Maximum value of SAR (interpolated) = 2.60 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm
Reference Value = 33.33 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.72 W/kg
SAR(1 g) = 1.69 W/kg; SAR(10 g) = 0.873 W/kg
Maximum value of SAR (measured) = 2.23 W/kg
dB

5.1

-10.62
-15.94
-21.25
-2b6.56

0 dB = 2.23 W/kg = 3.48 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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6. SAR System Performance Verification

Date: 2016/2/13
Dipole 1900 MHz_SN:5d027_ Head
Communication System: CW; Frequency: 1900 MHz
Medium parameters used: f = 1900 MHz; o = 1.425 S/m; ¢, = 40.303; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:

e Probe: EX3DV4 - SN3938; ConvF(7.89, 7.89, 7.89); Calibrated: 2015/10/1;
Sensor-Surface: 2mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24

e Phantom: Head

o DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Pin=250mW/Area Scan (41x101x1): Interpolated grid: dx=15 mm,
dy=15 mm
Maximum value of SAR (interpolated) = 14.4 W/kg

Configuration/Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm
Reference Value = 101.4 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 18.8 W/kg
SAR(1 g) = 9.92 W/kg; SAR(10 g) = 5.11 W/kg
Maximum value of SAR (measured) = 14.5 W/kg
dB

-3.60
-F.20
-10.81
-14.11
-18.M

0dB = 14.5 W/kg = 11.61 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/13
Dipole 2450 MHz_SN:727_Head
Communication System: CW; Frequency: 2450 MHz
Medium parameters used: f = 2450 MHz; o = 1.84 S/m; ¢, = 39.305; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:

« Probe: EX3DV4 - SN3938; ConvF(7.11, 7.11, 7.11); Calibrated: 2015/10/1;

e Sensor-Surface: 2mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24

o Phantom: Head

o« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Pin=250mW/Area Scan (51x81x1): Interpolated grid: dx=12 mm,
dy=12 mm
Maximum value of SAR (interpolated) = 21.4 W/kg

Configuration/Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm
Reference Value = 103.4 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 27.9 W/kg
SAR(1 g) = 13.2 W/kg; SAR(10 g) = 6.02 W/kg
Maximum value of SAR (measured) = 20.3 W/kg
dB

-4.57
-9.1%
-13.72
-18.30
-22.87

0 dB = 20.3 W/kg = 13.07 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/14
Dipole 1900 MHz_SN:5d027_Body
Communication System: CW; Frequency: 1900 MHz
Medium parameters used: f = 1900 MHz; o = 1.565 S/m; €, = 52.848; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:

o Probe: EX3DV4 - SN3938; ConvF(7.41, 7.41, 7.41); Calibrated: 2015/10/1;

e Sensor-Surface: 2mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24

o Phantom: Body

« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Pin=250mW/Area Scan (41x61x1): Interpolated grid: dx=15 mm,
dy=15 mm
Maximum value of SAR (interpolated) = 14.0 W/kg

Configuration/Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm
Reference Value = 96.29 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 17.2 W/kg
SAR(1 g) =9.76 W/kg; SAR(10 g) = 5.28 W/kg
Maximum value of SAR (measured) = 13.8 W/kg
dB

-3.22
-b.44
-9.66
-12.88
-16.10

0 dB = 13.8 W/kg = 11.40 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Date: 2016/2/14
Dipole 2450 MHz_SN:727_Body
Communication System: CW; Frequency: 2450 MHz
Medium parameters used: f = 2450 MHz; o = 1.997 S/m; €, = 52.846; p = 1000 kg/m*
Phantom section: Flat Section

DASY5 Configuration:

e Probe: EX3DV4 - SN3938; ConvF(7.17,7.17, 7.17); Calibrated: 2015/10/1;

e Sensor-Surface: 2mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1260; Calibrated: 2015/9/24

o Phantom: Body

« DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)
Configuration/Pin=250mW/Area Scan (51x81x1): Interpolated grid: dx=12 mm,
dy=12 mm
Maximum value of SAR (interpolated) = 21.0 W/kg

Configuration/Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm
Reference Value = 101.0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 27.5 W/kg
SAR(1 g) = 13.4 W/kg; SAR(10 g) = 6.18 W/kg
Maximum value of SAR (measured) = 20.5 W/kg
dB

-4.11
-8.81
-13.22
-17.62
-22.03

0 dB = 20.5 W/kg = 13.12 dBW/kg

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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7. DAE & Probe Calibration Certificate

Calibration Laboratory of {z':': A s g Schweizerischer Kalbrierdienst
Schrmid & Pariner ﬁﬁi. ¥ 4 \II Baivice auiase d'éalonnage
Engineering AG = |, 5 s i ol inisers
Faughmussirsans 43, 1004 Supich, Swkmerleed 1"-.,:_,__;?3:_"\.__._: RE" ._w-" S Swiss Callirntion Service
Ancreciied b T Seiss Acoiedlalin Bevidn |RAS) Acereditaiion Moo SCS 0108

The Swise Acersdlation Serics e one al The signatesioe jo s ES
Waultiivieral Agressmem for the: recognition of colbrason setificates

Cllent SGS - TW [Aucken) Certifizate Ho: AEA-1260 Sepl15

|CALIBRATION CERTIFICATE |

I 1
| Eatye DALY - S0 000 D04 BM « SM: 1260

Al Ll b QA CAL-Us.veg
Calibration procedure for the data acquesition slecironics (DAE)

Caliration coln Septermber 24, 2015

| Trim calbmion pordiiznio docirenis ha imosahiey ko nalkmnal giandas, whish meiie e phyaei dnls o) megarsmenie 035
The: Mansremans and e uncanainias Wit combiancs probalelly ss green an e Rloseng pegess @ am el of e cemlicelo
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Frimary Standaics |z e Cal Dadn [l Mo Schedued Cadrsion
Kairiay Mutimeter Type 2004 IEH.II-II]ET‘S DO-Sep- 15 (a1 71535 Sap-15
R ) |1 ¢ Chaok Cass (10 hotiss) Sokoduad Chck
fgin ONE Caimsrion Lind SELUWE (B3 Al T D dare S (o P ol G Pasci | IF e clinck: J@n-r6
Caluasor Boa 3,1 SE WS 06 A WCER - e 15 T Bodjbes Erei) il hinse check! @n-16
Feainiu Rlgnio ] SgnmE
{mioried by Enic Honlaka Tawivscaun e
i = —"_'E.—-ﬁi-\i:-_-\—"-'_
Apprmss e Fin Bamhxd Doputy Tachnical More i ' 0
1.\ h A
Isaund Sapleedms 29, 2
TIWe ibiu i Carilicale dhal vl be nemduced swewpi ol withor wihen ol thie Eboraacry
Cadilicas ha: DAEL- 1 260_Sapi1b FPage 1 cf5
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Callbration Laboratery of iy P NP P S p———
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Glossary

CAE dala acguisition skecionics

Conneciol angie  Information wused m DASY syslem to align probe sensar ¥ 10 the robot
coprdingta systam,

Methods Applied and Interpretation of Parameters
s DO Voltage Measurermeni Calbration Factor assessed (o use in DASY systermn by
comparnson with 8 eahbraled instramenl raceable o nalional standards. The ligure glven
corespends o he ull scale ranga of he velimater 0 the respective rangs.

= Lovineefor angle: The angle of the connector ia essessed measuring e angla
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measurement,

e Cammon mode sensiiviy Influence of 5 positive of negAIVE ommon mode wollage o)
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¢ Channal ssparation: Influenoe of & veltage an tha nalghbor ehannals mol sutyes 1o @n
ihput vellage.

o AD Converter Values with fnputs shorted. Valies on the Internal AD converler
porresponding bo gar inpul voliags
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e npur Cifset Curient’ Typlcal value for Inlermation; Madmum chianme! inpuet ofisst
currenl, nar conzidaning tha ot resistance.
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DC Voltage Measurement

AD - Converter Resolution nominal
High Ranga: 158 = Bpv, full renga = -100, 4300 my
Lenwt Flanga: 1L8B= Elrd . full range = 1. 3
DASY messuremant parameters: Aute Zars Time: 3 seo; Measuring fme: 3 ses
‘Calibration Factors X Y Z
High Range 06043 & 0.02% (k=R] | S0R010 4 0.00% (k=) | 408577 & 0.07% k=)
Low Range AH5700 & 1.50% (k=2) | 4071858 + 1.50% (k=2) | 400483 + 1.500% k=2}
Connector Angle
| Conneator Angle 1o ba used in DASY system | BAEE1"
Cerlilicals No: DAE-1260_Sep15 Page 2ol &
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Appendix (Additional assessments outside the scope of SCS0108)
1. DC Voltage Linearity
High Range Raading (uV) Differance (U} Error (%)
Channel] X = Inpul 18889671 071 -0.00
Chanmal X + Input 200042 1.97 0,01
Chanmae| X = Input SGEET 9 54 =002
Chanmal ¥ + ingut 1#a5a7.03 074 <000
Channel Y + Input 2000218 L L]
Chanmel ¥ - It -20000.65 -0.0a 000
Channel + Input 195955 02 =252 =000
Channel + Input 2000073 -0.63 -0.04
Channel £ = Input 2000 .87 =108 (L]
Low Range Feading (V) Difference (uW) Error (%)
Channel X + lnput 20013 o2 Q00
Channel X + Input 20174 ] o0a
Channel X = Input 1471 .49 -0.25
Channel ¥ + Input 200147 a1 0,01
Channel ¥ + Input 20157 .08 <004
Channel ¥ = Input -183.16 .02 <0.0¢
Channel Z = Input 008 018 -0
Chanmel £ + Input 200,55 -1.168 -D5a
Channel Z - Ingaut AT -1.47 0.74
2. Common mode sensitivily
DASY measuramand parameters: Aule Zare Timee 3 sea; Maasusing fime: 3 ses
CORMmcn mode High Rangs Low Ranoe
Input Voltage (my) Aocerage Faading (uv) Avarage Resding (V)
Channel X 200 1.97 Rl
- 200 0.95 130
Channal ¥ 200 1320 1311
= 200 -13.68 -13.896
Channe| 2 20 -0.dd -0.25
=200 =106 -1.67
3. Channel separation
DIASY massurement paramatars: Auta Tero Time: 3 sac; Massuring ime: 3 sec
Input Yoltage (mV) | Channed X (uV) | Channed ¥ {gV) Channel Z (%)
Chanmel X i - 5.685 -2a5
Channel ¥ ] wiE - G.9%
Channal £ 00 245 726
Camfcaie Mo DAE4-1280_Scp15 Page 4 of 5
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4. AD-Converter Values with inputs shorted

DHAEY measurement paramatars: Auto Zero Time: 3 sec; Maasuring time: 3 sec

High Range (LSE) Low Range (LSE)
Channel X 15811 14818
Channal ¥ 15818 =R
Channal Z 164 1EAE4

5. Input Offset Measurement
DAEY maasurement paramatars: Ausa Zaro Time: 3 sec; Massuring time: 3 sec

Input 10MEG
Average (uV) | min. Oset (uV) | meax. OMfset (uv) | % m"’“‘
Channel X 0.6 1.6 080 .44
Channel ¥ -0.E8 -3.1a 027 0.80
Channel -1.05 187 026 0,48
6. Input Offset Current
Mamingl Input clreultry afiset curent o all channals: <2504
7. Input Resistance (Typical values for infarmaticn)
Zeraing (kOhm) Maasuring [MOhm)
Channel X 200 200
Chanpel ¥ T 00
Chanpel T = 200
8. Low Battery Alarm Voltage [Typical vales for information)
Typical values Alarm Leval (VDE)
Supply (+ Veo) +7.8
Supply (- Vee) 76
9. Power Consumption (Tysical values for informatien)
Typleal valuse Bwitched off (mA) | Stand by (mA) | Transmitting {mA)
Supply [+ Ves) .01 i +14
Supply [~ Vo) .01 & 4

Cerlilicale Mo DAES-1260_Sapn18 Pags 50f 5
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The Swiss Seciedilaion Berdes @ one of e signalies i P EA
71 | &g 431 iha mregy il esbilination cariScates
Clee  SESTW [Atidon) Cariificam bo: EX3-3938_Octis
[CALIBRATION CERTIFICATE |
|.:nin: EXA0NV - BiN:3908 |
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Glossary:

TSL a0 Siruds| g lgusd

[ P sl vty im Trest spiice

LumiF wrsllivily im TEL { NORMLypz

DCF Mioda covignassian goinl

cE creet foeine | isuly_oypile) of Bie FF Bl

A B.C.0 mdidation gepanden] earmmtion paramelens

Prisgigalini g i mialion ampund Erbe s
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Calibration is Performed According to the Following Standarda:

3l IEEE 20 14582013 IEEE Focommonded Smcticn for Deternine g ihe Peak Spalinkdseraged Speci
hbaanpan Fabe (BAR} & Ui Humsn Head e Winless Sommunimstians Bovicas; Measumment
Toctmizues', June 2013
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H) KDB BREGE4, “SAR Messuramanl Regukaimms B 100 MHz o § GHr

Hulhud: Applied and Interpretation of Parameters:

NN w7 hzssssad for E-lieln polavsaton =40 0 © 800 MHzm TEM-cel | = | 500 e RE2 waveguoi)
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EXIDNE = Shi:3arks Celober 1, 2005

Probe EX3DV4

SN:3938

Manufactured: May 2, 2013
Calibrated: October 1, 2015

Calibrated for DASY/EASY Syslems

(Mode: nan-com palible will DASYZ sysiemd]

Cefficale Hoo EX3-3538_Ocl18 Page 3o 11
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Ex30Va- Sh-FI30 Dchabar 1, 2015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3938

Basic Calibration Parameters

Sensor X Senzory Sangor T Une (k=2)
Merrin IE'"'{E'M]"T" 0.52 057 0,34 + 101 %
DCF (m) 1004 537 104.1
Modulation Calibration Parameters
U | Communication System Name n B C [+] VR Une™
L] AV o8 m k=2
[ o S 0.0 0.4 1.4 .00 1413 | =27T%
] v | oo 00 10 Ta1.2
z 0.0 [T 1.0 1781

The mmbocl uncertainty of measurement i stated & the standard uncertainty of measuremant
multiplied by the coverage factor k=2, which for a normal distribution cormesponds 1o a coverage
probabllity of approximately 85%.

:Th||u'luﬂllrlhgd'_hbrrn}LYzmndlqjh:E?ﬂqdmmmmTSLtumhmsﬂﬂH

& Uricat ity i dRarminad wing ihe ik, Q080 om Breir FESgonaE AREhing nectorguine cislifsubon and i sxprased fr i s of the
fieki valse.
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EX30va- BR300 Dictaber 1. 2015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3938

Calibration Parameter Detarmined in Head Tissue Simulating Media

| f W) rm' mmuc:iriy ConvF X | ConvFY | ConvF E | Mipha® _I_Lm:'.; ) {E'ﬂ;'_
TEO 418 _0.ag 2.69 860 | B89 0,19 16T =120 %
435 a5 p.a0 0.85 B35 936 | 026 | 123 | +120% |

| amo 415 0.97 915 | 815 | w18 [ o018 | 188 | si20% |
1450 40.5 1.20 7.8 L] 788 0.13 263 + 120 %
1750 A1 1.7 817 BAT BA7 | 036 | nso | +120%
1900 400 1.40 7.69 7.89 vea | ozz | oeo | swom
2000 400 1,40 7.8 7.5 veg | 038 | 075 | sd20w
2300 i 1.67 TAE FAG T 46 034 088 | =12.0%
2450 0 1,80 141 .11 vA1 | o3z | ome | si20%m
2600 300 1,96 678 8,78 678 | 024 | 123 | +120%
B2E0 158 a7 480 4.90 430 | oan | 1me | zwawm
500 158 476 441 281 481 | a0 | 1me | z1aam
5600 355 507 428 4328 428 | 080 | 180 | £131%
5750 5.4 5.22 4.1 441 441 | 050 | 480 | +131%

‘muqmmmmdnmmmmuuh&hujmm Page 21 ubﬂhuml-wldhfﬂlthThi
il ity & Ui RED ol 8a CoireF il aanid this rtainty for the: indioaled frequenoy band. Fraguescy walidhy
Doabow 300 M is 2 16, 28, 40, 50 snd 70 MHz for GonvF aseossments o 30, 64, 131, 1sdwmu+hm Asown 5 GHz feguency
rﬂrﬁhhidmhtﬂﬂm

A Mrageancios bebow 5 CHe, (ha vabity of o panesalom f&snd o) can Ba selased 80+ 10% H Gguid compensaion fomusa is appied 1o
e SAR valoas. Al leeguen e aboes 3 G, ihe validiy of lsaue saramalens je and o) 3 redicioed o 2 5% The uncoralnty ks Sha R5E of
N';:ITI'F uriatam by lor ingiestid Lrgal Yasra ootk

w arg detarmingd durisg coltrabon. EPEAS woroals that ik remaining dewalon due do the boundany ofect ofor compornelion =
muqm: 1% o Fraguessien Bk 3 GHE snd Sakew = B4 Ry frageances betweon 3-8 GHe ol ey disianca lager than hall the probe Hp
diamaier from the boundany.
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BRI SNFEE Db 1, I015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3938

Calibration Parameter Determined In Body Tissue Simulating Media

f {MiHg) © Hmf ME’W ConvF ¥ | ComvF Y | ConvF & ﬂm_"ﬂ‘ {tr:-n;}
750 S5.5 .96 850 9.50 9.50 .31 113 | #12.0%
835 552 o497 &30 2.30 2.30 0.38 126 | *+12.0%
200 550 1.05 832 9.2z 8.2z 0.34 108 | +920%
1460 540 130 | 788 706 796 0,18 206 | £130%
1750 534 1.40 773 L] T 042 0.80 +12.0%
1600 53.3 1.52 a1 741 a1 0.52 040 +120% |
20400 53.3 1.52 7.88 768 7.56 0.26 | 105 | +120% |
2300 52.9 1.0 7.27 727 7.27 036 | 084 | £120%
2480 BT 1.65 717 717 7.7 037 | 0BS5S | £120%

|_2600 52.5 214 §.90 .50 6,50 .33 080 £120%
5350 489 5,5 2.1% 4,19 418 450 180 | £151%
5300 489 5.42 408 4.09 408 050 | 180 | £134%m
B 485 577 366 | 366 366 055 | 180 | =434%
5750 463 5.94 a7 3.87 .87 055 1.80 131 %

Frafusnsy walil! mmumar:mmm,mummtmlmrﬂgmmpmnmtumm = 50 MHz. The
Mhlhﬁmhwmwulwmfmwlh i Emifed, i oy el il
[ bze 300 M2 & £ 10, 35, 40, 50 and 7D MHz for ConvF csascments af 30, 54, 1ﬂimwmmmmummmw
mmummdb-u-:m

" it froquencies bl 3 Gz, o walidny of s parmmetens {s and o can be el b0 VGG F bl compametion Sema b e e
momswed SAR values, A frequeancies above 3 GHI, The walikdiy of fasen o i s ) e A b 5% The uscedainty & ihe ASS of
HMFMMMHNNWIMW
? Alphudw SPEAG

pth e | dusing il B g chiA e i i Bcund sy @l afler oompensoion &
mm:m:mmmmaﬁmmm:nmmmmnmmwmmmmhlnmlh
e o Ihe baundagy,
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EXIDW4= SN:3538 Griohar 1, 215

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Wavenuide: R22)

TTrETTeT
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rTEeErT T

=
%]

g

Frequency response (normalized)
3 3

g

] 500 1000 1500 2000 2500 3000
fi=a]

Uncertainty of Frequency Response of E-field: 2 6.3% [k=2)
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£V G EAE Cicder 1. B115

Receiving Pattern (¢), 3 = 0°

=600 MHz. TEM f=1800 MHz R22
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Tw

Erra [4E]
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BN BTz s

Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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EXEO/E- Eh-3E38 Dtk 1, 2015

Dynamic Range f(SARcad)

[TEM cell , fyuu= 1900 MHz)

=

Input Signadl (L]

-
2
I

Uncertainty of Linsarity Assessment: & 0.5% (k=2)
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XM G HEH Demaned 12015

Conversion Factor Assessment

F= E3E Mz WELS RE (b_tonedF) F= 1800 MHz W3LS R2Z (H_conFl
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. 2 2 2
e ha o o—n —

Deviation from Isotropy in Liquid
Error (&, &), [ = 300 MHz

<10 o8 <08 L4 02 00 o2 04 -] =13 1}
Uncariainty of Sphorical lsotropy Asssssment: £ 2.6% (k2]
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EX 3D~ SNERRER Cuctober 1, 2015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3938

Other Probe Parameters

Senaor Arrangemenl Tranguler
Cannechor Angle [7) =281
Miachanical Surface Detection Mode enabiad
Oplical Surface Detection Mode deabid
Prebe Cvarall Length 237 mm
Probe Body Dameer T iomm |
Tip Lengih - 9 mim
Tip Diamater 2.5 mm
Probe Tip in Sensar X Calibration Paint T wm
PFrobe Tip 10 Sensar ' Gallbratien Faing Tmm
Frobe Tip io Sensar 2 Calbraton Port Tram
Recommendad Measurement Disience rem Sufacs 1.4 mm
Cenlfcale Mo: EX3-3835_ Oc15 Page 11 afl 11

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
2 Ve R lFuﬁéfﬂﬁ%J i@%‘?ﬁﬂ?ﬁ;’/ﬁﬁh Fif [ﬁJEﬁL’*ﬁfﬁh@ W?ﬁ'%‘« ° 7#*%‘4?&7@7# 2 FIJEF‘;F'I?:"FI‘ > F‘ﬁﬂl’ﬁﬁ?@l °

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at



Report No. : ES/2016/10002
Page: 58 of 75

8. Uncertainty Budget

Measurement Uncertainty evaluation template for DUT SAR test (0.3-3G)

A c D e f g h=c*f/e |i=c*g/e k
Source of Uncertainty | 10/6rance/ |Probabilitl -y oy vajue [ci(1g)  |ci (1og)  [Standard - (Standard oy
Uncertainty % uncertainty [uncertainty

Measurement system
Probe calibration 6.00% N 1 1 1 1 6.00% 6.00% o
Isotropy , Axial 3.50% R /3 1.732 1 1 2.02% 2.02% o
Isotropy, o o o o
Hemispherical 9.60% R V3 1.732 1 1 5.54% 5.54%
Boundary Effect 1.00% R /3 1.732 1 1 0.58% 0.58% co
Linearity 4.70% R /3 1.732 1 1 2.71% 2.711% £
Detection Limits 1.00% R V'3 1.732 1 1 0.58% 0.58% oo
Readout Electronics 0.30% N 1 1 1 1 0.30% 0.30% 00
Response time 0.80% R v/ 3 1.732 1 1 0.46% 0.46% S
Integration Time 2.60% R v/ 3 1.732 1 1 1.50% 1.50% co
Measurement drift

1.75% R 1.732 1 1 1.01% 1.01% o
(class A evaluat('qn) V3
S(';Szmb'em condition - 3.00% R /3 1.732 1 1 1.73% 1.73%| oo
RF ambient conditions - | 5 gg0,| R /3 1.732 1 1 1.73% 1.73%| oo
reflections
Probe positioner 0.40%| R /3 1.732 1 1 0.23% 0.23%| oo
Mechanical restrictions
Probe Positioning with 290%| R /3 1.732 1 1 1.67% 1.67%| oo
respect to phantom
Post-processing 1.00% R v/ 3 1.732 1 1 0.58% 0.58% o
Max SAR Eval 1.00% R V3 1.732 1 1 0.58% 0.58% oo
Test Sample related
Test sample positioning 2.90% N 1 1 1 1 2.90% 2.90%| M-1
Device Holder 3.60%| N 1 1 1 1 3.60% 3.60%| M-1
Uncertainty
Drift of output power 5.00% R /3 1.732 1 1 2.89% 2.89% o
Phantom and Setup
Phantom Uncertainty 4.00% R /3 1.732 1 1 2.31% 2.31% oo
Deviation from
reference 1.27% N 1 1 0.64 0.43 0.81% 0.55% M
liquid taraet € 'r(Bodv)
Deviation from
reference 3.75% N 1 1 0.6 0.49 2.25% 1.84% M
liguid target g (Bodv)
Combined standard RSS 11.58% 11.48%
uncertainty
Expant uncertainty o o
(95% confidence 23.16% 22.97%

Unless otherwise stated the results shown in this test report refer only to the sampl tested and such sample(s) are retained for 90 days only.
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9. Phantom Description
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10. System Validation from Original Equipment Supplier

Calibration Laboratory of

P e
Schmid & Pariner S—t
Engineering AG i,%f
Feughoussirasss 43, B004 Zurich, Switzerland @*
LU ML

Accredad by Iha Swiss Ancrsdiation Sendee (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of ealibration certificates

Client SGS-TW (Auden)

s
c
s

Bchweizerischer Kalibrisrdiens!
Service sulsee d'Slalonnage
Eervizio svizzaro di taratura
Swiss Callbration Service

Accreditation No: SCS 0108

Certificats Mo: D1900V2-5d027 Apri15

CALIBRATION CERTIFICATE

Dibfect D1900V2 - SN:5d027

Calibiration procedurels)

QA CAL-05.v9

Callbeatlon dete: April 29, 2015

| Calibration Eguipment vsed (METE crilical Tor calibralion)

Calibration procedurs for dipola valldation kits above 700 MHz

This c=libration cenificats decuments (he tracsatliy to nadional standards, which rmalize (b pliveical units of messurements (51).
Thi maasuremants and e uncedainties with confidence probabity are gaen on the following pages and are per of the cartificate

All calibrations have been conduciad in the closed aharalony laelily! endonmen empermaiue (22 =35 and humidity = 70%.

| Metwork Analyzer HP B7RIE | UB3T300506 54208

18-0cit-01 [in house check Oct-14)

Marmi Furtion
Callbrated by Claudio Leutias liaboratory Tachnian
APRIOVED By Halja Pokovic Technical Meneger

_EI I‘F_TLR_W_SlEMEI'U.E | D # Cal Date {Gartificala Mo, | Scheduled Calibration
Powar meter EPM-4424 GEIr480704 O7-0ct14 (Mo, 297-02020) Oct-15

Priwar sonigor HP B4814A LS37Ee2Tea O7-0cl-14 (Mo, 217-02020) Det-15

Powsar sangor HP B4814 WY 4 032317 O7-Oct-1d (Mo, 297-02021) Doi-1a

Felerence 20 dB Attenuator Sk SO5E (200 OV-Apr-15 (Mo, 297-02131} MAsi-16

Typa-N mismateh combination SN 50472/ DEIET D1-Apr-15 (Mo, 297-02154) Migr-16

Relerence Prooe ES30M3 SH; 3205 30Dac-1d {No, ES3-3205_Dec14) Dec-15

DAE SH: 601 18-Aug-14 (Mo, DAEA-G01_Augid) Alg-13

Secondary Stendeids | (] Cneck Dats (in housa) Sehaduled Check

FF generator RS SMT-08 [1cotos 04-Aug-94 fin house check Qa-13) Iri Iuse check: Oct-16

Tnis calibration cerificate shall not be reproduced sxcept in full wilhout wittan approal of e [abaralony,

In house check: Ocl-16
Tlrrr(—
e

.»-'_? =

Issued: Apri 20, 2015

Carificate No: D1900V2-50027_Apris

Pagel ol B
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Calibration Laboratory of

=3 Schweizerischer Kalibrierdienst
Schmid & Partner c Servige aulsae d'étaionnaege
Engineernng AG Servizic svizeero di taratora
Zeughaussirasse 43, BODA Zuileh,. Swizeriang S Swiss Callbration Service
Acoratiter by 1he, Bwiss Accmditalion Saricn (305) Accreditation Mo.: SCS 0108

The Swiss Accreditation Sarvice 15 ane of the signatories to the EA
Multilateral Agreament for the recegnition of calibralion certificates

Glossary:

Tel fissue simulating liguid

ConvF sensilivity In TSL / MOBM xy,z
/A not applicable or not measurad

Calibration is Performad According to the Following Standards;

a) |EEE Std 1528-2013, “|EEE Recommended Practice for Determining the Peak Spaltial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

b) |EGC 62209-1, "Procedure to measure the Specific Absorption Rale (SAR) for hand-held
devices usad in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

e} KDB 865664, “SAR Measurement Requirements for 100 MHz ta 6 GHZ"

Additional Documentation:
d) DASY4/5 Systern Handbook

Methods Applied and Interpretation of Parameters:

« Measurement Conditions: Furiher details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

= Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
paint exactly below the center marking of the flat phantom section. with the arms orientad
parallel to the body axis.

+ Feed Point Impedance and Return Loss: These paramelars are measured with the dipole
positioned under the liguid fllled phantom. The impedance stated s iransformed from the
measurament al the SMA cannector 1o the teed point. The Return Loss ensures low
reflected power. Mo uncertainty required,

* Electrical Delay: One-way delay between the SMA conneator and the antenna feed point,
No uncertainty required,

= SAH measured: SAR measured at the stated antenna input power.

+ SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
ponnectar,

+ SAR for nominal TSL paramelers: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which far a normal distribution correspands (o a coverage
probability of approximately 85%.

Cerificate Mot DNEMV2-5d027 Apris FPage 2 ot 8@
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASYS v52.8.8

Extrapolation Advanced Extrapolation

Phantem Madular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 1800 MHz = 1 MHz
Head TSL parameters

The following parameters and caloulations wera applied.
Temperature Permittivity Caonductivity

Nominal Head TSL parameters 220°C 40,0 1.40 mhofm

Measured Head TSL parameters {220=x02)"C WEEN 1.37 mho/m =6 %

Head TSL temperature change during test =0.5°C - e
SAR result with Head TSL

SAR averaged over 1 em” {1 g) of Head TSL Condition

SAR measurad 250 mW input power 10.1 Wikg

SAR for nominal Head TSL parameters normalized to 1W 40.6 Wkg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured 250 mVW input power 5.30 Wikg

SAR for nominal Head TSL parameters nomalized to 1W 21.3 Wikg = 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conduetivity
Nominal Body TSL parameters 22.0°C 53.3 1.52 mha/m
Measured Body TSL parameters (#2.0+0.2)°C 528 +6% 1.50 mho/m =6 %
Body TSL temperature change during test =0.5"C —— -
SAR result with Body TSL
SAR averaged over 1cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 9.78 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

39,3 Wikg £ 17.0 % (k=2)

SAR averaged over 10 cm’® (10 g) of Body TSL

caonditfon

SAR measured

250 mW input power

5.20 Wikg

SAR for nominal Bady TSL parameters

normalized to 1W

20.9 Wikg = 16.5 % (k=2)

Cerificate Na: D1200V2-5d027_Apr1S

Page 3aof 8
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL

Impedance, transformed to feed point 50120+250

Return Loss -322dB

Antenna Parameters with Body TSL

Impedance, transtormed 1o fead point AB50+2.5]0

RAetumn Loss -27.0dB

General Antenna Parameters and Design

| Etectrical Detay (one direction) 1.197 ns

After long term use with 100W radiated power, only a slight warming of the dipala near the feedpoint can be measured.

Tha dipole is mades of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipale, The antenna is therefore shorl-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole ams in order to improve malching when loaded according to the position as explained in the:
"Measurament Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is stili
according to the Standard.

Mo excessive fores must be applied to the dipole arms, because they might band or the soldered connections near the
fesdpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on Decembear 17, 2002
Cerificate Mo: D1900W2-5d027_Apr15s Paga 4 of 8

Unless otherwise stated the results shown in this test report refer only to the sampl tested and such sample(s) are retained for 90 days only.
FEZRYE R P SRR BRI TSR MFI00= « R E AR 2 I PR Db -

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at




Report No. : ES/2016/10002
Page: 64 of 75

DASY5 Validation Report for Head TSL

Date: 29.04.2015
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHez; Type: D1900V2: Serial: D1900V2 - SN:5d027

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: = 1900 MHz; 0= 1.37 5/m; g = 38.6; p = 100D kg/m’
Phantom section: Flat Section

Medsurement Standard; DASYS (IEEETEC/ANSI C63.19-2011)

DASYS52Z Configuralion:
» Probe: ES3IDV3 - SN3205: ConvF(5, 5, 5); Calibrated: 30.12.2014;
= Sensor-Surface: 3mum (Mechamical Surface Detection)
» Electronics: DAE4 Sn601; Calibruted: 18.08.2014
=« Phantom: Flat Phantom 5.0 (front); Type: QDOI0OPS0AAS Senal: 1001

= DASYSZ52.88(1222), SEMCAD X 14.6.1007331)

Dipole Calibration for Head Tissue/Pin=250 mW, d=I0mm/Zoom Scan (7x7x7/Cube ()
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value =97.71 Vim; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 18.5 Wikg

SAR(1 g) = 10,1 W/kg: SAR(1D g) = 5.3 Wikg

Maximum value of SAR (measured) = 12.3 Wikg

-3.00
-5.00
-5.00
-12.00

-15.00

Carlifiate No: D1800V2-5d027_Apris Page 5 of &
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL
Date: 29.04. 2015

Test Laboratory; SPEAG, Zurich, Switzerlund
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900Y2 - SN: 5d027
Communication System: ULD 0 - W, Frequency: 1900 MHz ,
Medium parameters osed: f= 1900 MHz, 6= 1.5 S/m; ¢, =32.5; p= 1000 kg/m
Phantom section: Flat Section
Measurement Standard; DASYS (IEEEAEC/ANST C63.19-2011)
DASY52 Configuration:

»  Probe: ES3DV3 - 8N3205: ConvF(4.63, 4.65, 4.65); Calibrated: 30,.12.2014;

» Sensor-Surface: 3mm (Mechunical Surface Detection)

s Electronics: DABE4 Snfl 1 Calibrated: 18.08.2014

= Phantom: Flat Fhantom 5.0 (back); Type: QDOOOPS0AA; Serial: 1002

« DASYS2 52.8.801222), SEMCAD X 14.6.10(7331)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0):
Measurement grid: dx=5mm, dy=3mm. dz=5mm

Reference Value = 94.63 ¥V/m; Power Dnft = 0.06 dB

Peak SAR [(extrapolated) = 16.7 Wikg

SAR(L g) = 9.78 W/kg; SAR(10 g) =5.2 W/kg

Maximum value of SAR (measured) = 12.4 Wikg

-3.00
-6.00
-9.00

-12.00

-15.00

(dB =124 W/kg = 10.93 dBW/kg

Cerificate No: D1900V2-50027_Apri5 Page 7 oi B
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Impedance Measurement Plot for Body TSL
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Calibration Laboratary of S, S Schweizerischer Kalibrierdisnst

Schmid & Partner % ¢ Service suisse diétalennage
Engineeﬂ.rlg AG T Servizio svizzero di laratura

Zeughausstrasse 43, B00A Zurich, Switzerland N S gwiss Calitwation Service

-'n'.n..l.t"“

Accredied by the Swiss Accracilation Senvice (SAS) Accreditation No: SCS 0108

The Swiss Accredimtion Servica is one of tha signatories 1o the EA
Multilateral Agreement for the recognition of calibration certifieates

SGS-TW (Auden)
[CALIBRATION CERTIFICATE |
’_ ||

| Dbt D2450V2 - SN: 727

Chiant Cartificate No: D2450V2-727 Apris

QA CAL-05.v8
Calibration procedure for dipale validation kits above 700 Mhz

Calitration procadiiim(s)

Canlibara e dabe

April 22, 2015

This calitirat|on cefificats docwments tre traceability o national standards, which reslize he physical wnits of meaesemanis (S0,
The massursments and the uweertantios wilf cendidence probability ars given on the following pages and are pat of tha cestliicate

) eiikwations have been conducted inthe closad aborlory facility, envronment iemperaiurs (222 31°Cand humily < T0%

Calibration Equipmpnl uzed (MATE ctical for calibraiion)

Prmary Standards | w Cal Date [Certilieals Ne) Schedulad Calibation
[ Powar muler EPM-2434 GEITABO7OM O7-0ct-14 (No. 217-02020 Qet-15

Fower sansor HP B4414 | LIsa7REeTAI 07-0ct-1 4 (No. 217-02020) a5

Powsr sansor HP BIETA MY41092317 DDt 4 (Me 21 7-02037) Oat-15

Refarance 20 4B Attarnsiior M- BO0SA (20k) 01-Ape-15 (No. 217-02131) Mar-i6

Type-N m=malch combination Shi- 5047 2 | 08327 O1-Ape-15 (Mo 217-02134) Mar-16

Refarance Probe ES30VE SN: 3905 30-Dec-14 (No. £53-3205 Dec14) Don-15

DAEA SM: 8 1B-Au-1d (Ne, DAE4-601_Augid) Augib

Secondary Standars D # Chack ke [in houss) Sehycdulad Check "1

RF generstor A4S SMT-08 100005 D4-Aug-22 (in house chack Ocl-13) I house check, Ocl-16

Maiwark Analyzer HP 8753E LISATE00585 54206 10807 (iey house check Ocl-14) Im house chieck: Ocl- 15
| g e Funclion Hipmluia

Calibrated by Ikchael Weaber Laboretory Technician

s
Approven by Katls FoRove Techmicel Maragsr
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Calibration Laboratory of S,

F SN, S  Schwsizerischer Kallbrierdien
Schmid & Partner % c Service sulsse d'étalonnage
Engineering AG Tz Servizio svizzero di taralura
Zeughausstrasse 43, B004 Zurich, Switzerland 4 ,«:.-'_'-\“\\\‘\-‘ S swiss Callbration Service
RUTLITIA
Accreditad by (e Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service {s one of the signatories 1o the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) KDBE 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 Systern Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

= Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

s Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The Impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

o FElectrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

+ SAR measured: SAR measured at the stated antenna input power.

s SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

= SAR for nominal TSL parameters: The measured TSL parameters are used {o calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given on page 1.
DASY Version DASYS5 V5288
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 2450 MHz =1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters {22.0 £+ 0.2) °C 376+6% 1.82 mho/m + € %
Head TSL temperature change during test <0.5°C -—- -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured

250 mW input power

13.2 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

52.0 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.10 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

24.2 W/kg + 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 220°C 52.7 1.95 mho/m
Measured Body TSL parameters (22.0+0.2)°C 50.6 =6 % 2.02 mho/m +£6 %
Body TSL temperature change during test <05°C — -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Caondition
SAR measured 250 mW input power 13.1 Wikg

SAR for nominal Body TSL parameters

normmalized to 1W

51.0 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

6.10 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

24.0 Wikg = 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 56.2Q+1.3[Q

Return Loss -24.6dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 51.804+33jQ

Retumn Loss -28.6dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.149 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
aceording to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on January 09, 2003
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DASYS5 Validation Report for Head TSL

Date: 22.04.2015
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 727

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; 6 = 1.82 S/m: & = 37.6; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASY S (I[EEE/IEC/ANSI C63.19-2011})

DASYS2 Configuration:
«  Probe: ES3DV3 - SN3205; ConvF(4.54, 4.54, 4,54); Calibrated: 30.12.2014;,
« Sensor-Surface: 3mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn601; Calibrated: 18.08.2014
« Phantom: Flat Phantom 5.0 (front); Type: QDOO0OP50AA: Serial: 1001
o DASYS3252.8.8(1222); SEMCAD X 14.6.10(7331)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=3mm

Reference Value = 101.5 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 27.4 W/kg

SAR(1 g) = 13.2 W/kg; SAR(10 g) = 6.1 W/kg

Maximum value of SAR (measured) = 17.5 W/kg

dB

-5.00

-10.00
-15.00
-20.00
-25.00

0dB=17.5 W/kg = 12.43 dBW/kg
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Impedance Measurement Plot for Head TSL

22 Apr 2015 13:45:33
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DASY5 Validation Report for Body TSL

Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 727

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: { = 2450 MHz; a = 2.02 S/m: & = 50.6; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:
s Probe: ES3DV3 - SN3205; ConvF(4.32, 4,32, 4.32); Calibrated: 30.12.2014;
» Sensor-Surface: 3mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn601; Calibrated: 18.08.2014
« Phantom: Flat Phantom 5.0 (back); Type: QDOOOPS0AA; Serial: 1002
« DASY5252.8.8(1222);: SEMCAD X 14.6.10(7331)

Report No. : ES/2016/10002
Page: 74 of 75

Date: 22.04.2015

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:

Measurement grid: dx=5mm, dy=5mm, dz=Smm
Reference Value = 95.54 V/m; Power Drift =-0.01 dB
Peak SAR (extrapolated) = 27.2 W/kg

SAR(1 g) = 13.1 W/kg: SAR(10 g) = 6.1 W/kg
Maximum value of SAR (measured) = 17.4 W/kg

-5.00

-10.00
-15.00
-20.00

-25.00

0dB =17.4 W/kg = 12.41 dBW/kg
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Impedance Measurement Plot for Body TSL

22 Apr 2015 13:45:10
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