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Summary of Test Result

E:,Z: Rc‘;:;: Test ltems (PAZ(::;:IL) Remark
3.1 15.403 6dB & 26dB Bandwidth Pass -
3.1 2.1049 99% Occupied Bandwidth Pass -
3.2 15.407(a) Maximum Conducted Output Power Pass -
3.3 15.407(a) Power Spectral Density Pass -
3.4 15.407(b) Unwanted Emissions Pass -
3.5 15.207 AC Conducted Emission Pass -
3.6 15.203 Antenna Requirement Pass -

Conformity Assessment Condition:

1. ECR inquiry for data referencing from FCC ID:2AEUPBHADPO021 has been approved by TCB. The ECR
inquiry and the associated document are submitted in the confidential exhibit.

2. FCC ID: 2AEUP-5DFYA9 is different from FCC ID:2AEUPBHADP021(Reference model), in the following:

The only difference between FCC ID: 2AEUP-5DFYA9 and FCC ID: 2AEUPBHADPO021( are
Remove 24G Radar Function& Component

3. Allthe test results are referenced from FCC ID:2AEUPBHADP021(Sporton Test Report FR572903D), and
spot check results to justify data referencing is presented in the Appendix F.

4. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who
shall bear all the risks of non-compliance that may potentially occur if measurement uncertainty is taken
into account.

5. The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”.

Disclaimer:
The product specifications of the EUT presented in the test report that may affect the test assessments are
declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Keven Cheng
Report Producer: Julia Chang
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1
11

1.2

1.3

1.4

General Description

Product Feature of Equipment Under Test

Product Feature

General Specs
Bluetooth-LE, Wi-Fi 2.4GHz 802.11b/g/n/ac/ax, and Wi-Fi 5GHz 802.11a/n/ac/ax.

Antenna Type
WLAN: Stamped metal IFA antenna

Antenna information

5725 MHz ~ 5850 MHz Peak Gain (dBi) ‘ 4.5

Remark: The EUT's information above is declared by manufacturer. Please refer to Disclaimer in report

summary.

EUT Information (Referenced Model)

Product Feature

General Specs
Bluetooth-LE, Wi-Fi 2.4GHz 802.11b/g/n/ac/ax, and Wi-Fi 5GHz 802.11a/n/ac/ax and 24GHz Radar.

Antenna Type
WLAN: Stamped metal IFA antenna

Antenna information

5725 MHz ~ 5850 MHz Peak Gain (dBi) | 4.5

Remark: The EUT's information above is declared by manufacturer. Please refer to Disclaimer in report

summary.
Modification of EUT
No modifications made to the EUT during the testing.

Testing Location

Test Site Sporton International Inc. Wensan Laboratory

No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City 333010, Taiwan (R.O.C.)

TEL: +886-3-327-0868

FAX: +886-3-327-0855

Test Site Location

Sporton Site No.
Test Site No.

THO05-HY, CO07-HY, 03CH12-HY

Note: The test site complies with ANSI C63.4 2014 requirement.
FCC designation No.: TW3786
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SPORTON LAB.

1.5 Applicable Standards

According to the specifications declared by the manufacturer, the EUT must comply with the
requirements of the following standards:

+ FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.

+ FCC KDB 414788 D01 Radiated Test Site v01r01.

¢+ FCC Part 15 Subpart E

+ ANSI C63.10-2020

Remark:

1. All the test items were validated and recorded in accordance with the standards without any
modification during the testing.

2. The TAF code is not including all the FCC KDB listed without accreditation.

3. This EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B,
recorded in a separate test report.
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2 Test Configuration of Equipment Under Test

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement, the
measured emission level of the EUT was maximized by rotating the EUT on a turntable, adjusting
the orientation of the EUT and EUT antenna in three orthogonal axis (X: flat, Y: portrait, Z:
landscape), and adjusting the measurement antenna orientation, following C63.10 exploratory test

procedures and only the worst case emissions were reported in this report.

b. AC power line Conducted Emission was tested under maximum output power.

2.1 Carrier Frequency and Channel

Freq. Freq.
F B h | h 1
requency Band Channe (MHz) Channe (MHz)
149 5745 157 5785
5725-5850 MHz i i i i
Band 4
(U-NII-3) 153 5765 161 5805
- - 165 5825

2.2 Test Mode

This device support 26/52/106-tone RU.

The PSD of partial RU is reduced to be smaller than full RU according to TCB workshop interim
guidance Oct. 2022.

The 802.11ax mode is investigated among different tones, full resource units (RU), partial resource
units. The partial RU has no higher power than full RU’s, thus the full RU is chosen as main test
configuration.

The power for 802.11n mode is smaller than 802.11ac mode, so all other conducted and radiated test is

covered by 802.11ac mode.

The final test modes include the worst data rates for each modulation shown in the table below.

Modulation Data Rate
802.11a 6 Mbps
802.11n HT20 (Covered by VHT20) MCSO0
802.11ac VHT20 MCSO0
802.11ax HE20 MCSO0
TEL : 886-3-327-0868 Page Number 7 of 22
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Test Cases

AC Conducted

Mode 1: WLANS5SGHz Link + Adapter
Emission

Remark:

1. The detailed Radiated test modes are shown in Appendix C.

2. For radiation spurious emission, the modulation and the data rate picked for testing are
determined by the Max. RF conducted power.

2.3 Connection Diagram of Test System

Syslem BT
Simulator AP router Motebook GPS Station Earphone
Source Notebook
Earphone ‘ WLAN AP Monior ‘

This example is connection diagram of EUT test configurations,
For detail, pease refer to test mode configuration and setup photographs for each test bem.

2.4 Support Unit used in test configuration and system

Item |[Equipment Brand Name [Model Name FCC ID Data Cable |Power Cord
1. |WLANAP ASUS RT-AC52 MSQ-RTAC4A00 |N/A Unshielded,1.8m
ACI/P:
2. |Notebook Dell Latitude 3400  |FCC DoC N/A ggsg'f;dfd’ 1.2m
Shielded, 1.8m
3. WLAN AP ASUS RT-AX88U MSQ-RTAXHPOO [N/A N/A
4. Bluetooth Earphone|SONY SBH20 N/A N/A N/A
5. TEST NB DELL Latitude 3400 N/A N/A N/A
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2.5 EUT Operation Test Setup

The RF test items, utility “Tera Term v4.95” was installed in Notebook which was programmed in order
to make the EUT get into the engineering modes to provide channel selection, power level, data rate
and the application type and for continuous transmitting signals.

2.6 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example :
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10 dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)

TEL : 886-3-327-0868 Page Number 19 of 22
FAX: 886-3-327-0855 Issue Date 1 Jan. 14, 2026
Report Template No.: BU5-FR15EWLB4 AC MA Version 2.5 Report Version 101



swanranas. FCC RADIO TEST REPORT Report No.: FR572903-01D

3 Test Result
3.1 6dB and 26dB and 99% Occupied Bandwidth Measurement
3.1.1 Description of 6dB and 26dB and 99% Occupied Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.
26dB and 99% Occupied bandwidth are reporting only.

3.1.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.1.3Test Procedures

1. The testing follows FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.
Section C) Emission bandwidth for the band 5.725-5.85 GHz

Set RBW = 100 kHz.

Set the VBW = 3 x RBW.

Detector = Peak.

Trace mode = max hold

Measure the maximum width of the emission that is 6 dB down from the peak of the emission.

N o g b~ N

Measure and record the results in the test report.

3.1.4Test Setup

Spectrum Analyzer EUT

3.1.5Test Result of 6dB and 26dB and 99% Occupied Bandwidth

Please refer to Appendix A.
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3.2 Maximum Conducted Output Power Measurement

3.2.1Limit of Maximum Conducted Output Power

For the band 5.725-5.85 GHz, the maximum conducted output power over the frequency band of

operation shall not exceed 1 W.

If transmitting antennas of directional gain greater than 6 dBi are used, the peak output power shall

be reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi.

3.2.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.2.3Test Procedures

The testing follows Method PM-G of FCC KDB 789033 D02 General UNII Test Procedures New Rules
v02r01.

Method PM-G (Measurement using a gated RF average power meter):

1. Measurement is performed using a wideband RF power meter.

2. The EUT is configured to transmit at its maximum power control level.

3. Measure the average power of the transmitter.

4. Since the measurement is made only during the ON time of the transmitter, no duty cycle

correction factor is required.

3.2.4Test Setup

CE [ e

Attenuator
Power Meter i EUT
3.2.5 Test Result of Maximum Conducted Output Power
Please refer to Appendix A.
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3.3 Power Spectral Density Measurement

3.3.1Limit of Power Spectral Density

For the band 5.725-5.85 GHz, the maximum power spectral density shall not exceed 30 dBm in any
500-kHz band.

If transmitting antennas of directional gain greater than 6 dBi are used, the peak output power shall

be reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi.

3.3.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.3.3Test Procedures

The testing follows FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.

Section F) Maximum power spectral density.

# Method SA-2 #

(trace averaging across on and off times of the EUT transmissions, followed by duty cycle correction).

- Measure the duty cycle.
+ Set span to encompass the entire emission bandwidth (EBW) of the signal.
+ Set RBW = 500kHz.
+ Set VBW = 1 MHz.
« Number of points in sweep =2 Span / RBW.
- Sweep time = auto.

« Detector = RMS

- Trace average at least 100 traces in power averaging mode.

-+ Add 10 log(1/x), where x is the duty cycle, to the measured power in order to compute the
average power during the actual transmission times. For example, add 10 log(1/0.25) = 6 dB if
the duty cycle is 25 percent.

1. The RF output of EUT is connected to the spectrum analyzer by a low loss cable.
2. Each plot has already offset with cable loss, and attenuator loss. Measure the PPSD and
record it.

3.3.4Test Setup

e )

Spectrum Analyzer EUT
3.3.5Test Result of Power Spectral Density
Please refer to Appendix A.
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3.4 Unwanted Emissions Measurement

This section is to measure unwanted emissions through radiated measurement for band edge
spurious emissions and out of band emissions measurement.

3.4.1Limit of Unwanted Emissions

(1) For transmitters operating in the 5.725-5.85 GHz band:

15.407(b)(4)(i) All emissions shall be limited to a level of -27 dBm/MHz at 75 MHz or more above
or below the band edge increasing linearly to 10 dBm/MHz at 25 MHz above or below the band
edge, and from 25 MHz above or below the band edge increasing linearly to a level of 15.6
dBm/MHz at 5 MHz above or below the band edge, and from 5 MHz above or below the band
edge increasing linearly to a level of 27 dBm/MHz at the band edge.

(2) Unwanted spurious emissions falls in restricted bands shall comply with the general field strength

limits as below table,

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

Note: The following formula is used to convert the EIRP to field strength.

E=w HV/m, where P is the eirp (Watts)

EIRP (dBm) Field Strength at 3m (dBuV/m)
-27 68.3

(3) KDB789033 D02 v02r01 G)2)c)
(i) Sections 15.407(b)(1-3) specifies the unwanted emissions limit for the U-NII-1 and U-NII-2
bands. As specified, emissions above 1000 MHz that are outside of the restricted bands are
subject to a peak emission limit of —27 dBm/MHz.
(ii) Section 15.407(b)(4) specifies the unwanted emissions limit for the U-NII-3 band. A band
emissions mask is specified in Section 15.407(b)(4)(i). The emission limits are based on the use
of a peak detector.

3.4.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.
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3.4.3Test Procedures

1.

The testing follows FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.
Section G) Unwanted emissions measurement.
(1) Procedure for Unwanted Emissions Measurements Below 1000 MHz
RBW = 120 kHz
VBW = 300 kHz
+  Detector = Peak
Trace mode = max hold
(2) Procedure for Peak Unwanted Emissions Measurements Above 1000 MHz
. RBW =1 MHz
VBW 2 3 MHz
Detector = Peak
+  Sweep time = auto
Trace mode = max hold
(3) Procedures for Average Unwanted Emissions Measurements Above 1000 MHz
. RBW =1 MHz
VBW = 10 Hz, when duty cycle is no less than 98 percent.
VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.
The EUT is placed on a turntable with 0.8 meter for frequency below 1 GHz and 1.5 meter for
frequency above 1 GHz respectively above ground.
The EUT is set 3 meters away from the receiving antenna which is mounted on the top of a
variable height antenna tower.
The antenna is a broadband antenna and its height is adjusted between one meter and four
meters above ground to find the maximum value of the field strength for both horizontal
polarization and vertical polarization of the antenna.
For each suspected emission, the EUT is arranged to its worst case and then adjust the antenna
tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the maximum
reading.
Radiated testing below 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from 0 degree to 360 degrees to find the peak maximum hold reading.
When there is no suspected emission found and the emission level is with at least 6 dB margin
against QP limit line, the position is marked as “-*.
Radiated testing above 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from O degree to 360 degrees to find the peak maximum hold reading
for scanning all frequencies.
When there is no suspected emission found and the harmonic emission level is with at least 6 dB

“ o

margin against average limit line, the position is marked as “-*.
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3.4.4Test Setup

For radiated emissions below 30MHz

i | RX Antenna
- 3m -

Metal Full Soldered Ground Plane

= ..

Spectrum Analyzer / Receiver

For radiated emissions from 30MHz to 1GHz

RX Antenna

Metal Full Soldered Ground Plane

oo
Spectrum Analyzer | Receiver
For radiated test from 1GHz to 18GHz
RX Antenna
L %

e 3m —
_____ EUT ; !
= =] :
1
1.5m !
|
o e =
Metal Full Soldered Ground Plane
o0
Spectrum Analyzer / Receiver
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For radiated test above 18GHz

RX Antenna

Metal Full Soldered Ground Plane

Spectrum Analyzer / Receiver

3.4.5Test Results of Radiated Emissions (9 kHz ~ 30 MHz)

The low frequency, which starts from 9 kHz to 30 MHz, is pre-scanned and the result which is 20 dB
lower than the limit line is not reported.

There is adequate comparison measurement of both open-field test site and alternative test site -
semi-Anechoic chamber according to 414788 D01 Radiated Test Site v01r01, and the result came

out very similar.

3.4.6 Test Result of Radiated Band Edges

Please refer to Appendix C.

3.4.7 Duty Cycle

Please refer to Appendix D.

3.4.8 Test Result of Unwanted Radiated Emission (30MHz ~ 10th Harmonic)

Please refer to Appendix C.
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3.5 AC Conducted Emission Measurement
3.5.1Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies
within the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.5.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.5.3Test Procedures

1. The EUT is placed 0.4 meter away from the conducting wall of the shielding room, and is kept at

least 80 centimeters from any other grounded conducting surface.

2. Connect EUT to the power mains through a line impedance stabilization network (LISN).
3. All the support units are connecting to the other LISN.
4. The LISN provides 50 ohm coupling impedance for the measuring instrument.
5. The FCC states that a 50 ohm, 50 microhenry LISN shall be used.
6. Both Line and Neutral shall be tested in order to find out the maximum conducted emission.
7. The frequency range from 150 kHz to 30 MHz is scanned.
8.  Set the test-receiver system to Peak Detect Function and specified bandwidth with Maximum
Hold Mode.
TEL : 886-3-327-0868 Page Number 1 17 of 22
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3.5.4Test Setup

| =xbesiaatnain dos Tt o mr e e T T e i S o T g T et Al B ST s o e |
I |
|
I Rear of EUT to be flushed !
I with rear of table top ]
I 1
| |
| |
| e EUT '
I - ol [ I l 80 cm to
I Receiver | ground
| 500 RF Cable Slem | |ff plane
|
: |
|
| |r’ 2 |
| g | U
| “3bp ;
|
| AC :
| AMH | |
I [LISH) : |
I L Ll |
|
I s | £
I o -~ Bonded to horizontal l o e
- round plane ~
e e o i e i i i o i s
AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.5.5Test Result of AC Conducted Emission
Please refer to Appendix B.
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3.6 Antenna Requirements
3.6.1 Standard Applicable

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section. The manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.
This requirement does not apply to carrier current devices or to devices operated under the provisions
of § 15.211, 15.213, 15.217, 15.219, 15.221, or § 15.236. Further, this requirement does not apply to
intentional radiators that must be professionally installed, such as perimeter protection systems and
some field disturbance sensors, or to other intentional radiators which, in accordance with § 15.31(d),
must be measured at the installation site. However, the installer shall be responsible for ensuring that

the proper antenna is employed so that the limits in this part are not exceeded.

3.6.2 Antenna Anti-Replacement Construction

Antenna permanently attached.
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

4 List of Measuring Equipment

Instrument | Brand Name Model No. Serial No. |Characteristics Calg)ar:i:ion Test Date Due Date Remark
Loop Antenna gg:\?vzé HFH2-Z2E 101108 | 9 kHz~30 MHz | Dec. 18, 2024 A:Sé.1;1é22%2255~ Dec. 17, 2025 (Oggaifgj_rl‘y)
Bilog Antenna | TESEQ 0%?6035331% 37059 & 01 | 30MHz~1GHz | Nov. 27, 2024 A:%ﬁgﬁ%i? Nov. 26, 2025 (O?Ffoaaifgf’gy)
Horn Antenna SCHV&RZBE BBHA 9120 D | 9120D-02114 | 1GHz~18GHz | Jul. 02, 2025 %35'1242”2200225; Jul. 01, 2026 (oigaifg?gv)
SHP-EHF Hom) SCHWARZBE | BBHA9170 | 00994 | 18GHZ40GHZ | Jan. 09, 2025 ?35'1;2”2200225; Jan. 08, 2026 (O?Ffoaaifgf’gy)
Preamplifier |COM-POWER|  PA-103 161075 | 10MHz~1GHz | Mar. 19, 2025 %35_1;2"220525; Mar. 18, 2026 (Oﬁgaifgf’gy)
Preamplifier Agilent 8449B | 3008A02375 | 1GHz~26.5GHz| Feb. 07, 2025 %35_1;2"220525; Feb. 06, 2026 (Oﬁgaifgf’gy)
Preampifier | CINSTRUME | FRATOONIS | Ec1900269 | 1GHz18GH2 | Dec. 19, 2024 ng,?z’,zzoozz&: Dec. 18, 2025 (O:?Ca::ifg?l—?Y)
Preamplifier EMEC EM18G40G | 060715 | 18GHz~40GHz | Dec. 02, 2024 ?55.1242’,2200225; Dec. 01, 2025 (oicaaifg?gv)

i‘?;‘f;rzue’? Keysight N9O10B | MY64320114 | 10Hz~44GHz | Oct. 05, 2024 %35_1;2"2200225; Oct. 04, 2025 (oigai?gjjv)

Eg"c';s:: Agilent | N9038A(MXE) | MY53290053 | 20Hz~26.5GHz | Sep. 09, 2024 %55.1;2”2200225; Sep. 08, 2025 (o?g:ifgfﬁv)

Notch Filter | Wainwright Yggcﬁzi%%?g SN2 ig?::l'tge? Mar. 12, 2025 %35_1;2"2200225; Mar. 11, 2026 (oigai?gjjv)

Notch Filter | Wainwright WLKSS1§OO'12 SN2 15;:?'2::';2}” Mar. 12, 2025 ng,?z’,zzoozz&: Mar. 11, 2026 (O:?Ca::ifg?l—?Y)

RF Cable | HODR™ SUC1%ZLEX 505134/2 | 30MHz~40GHz | Dec. 19, 2024 T3§.1242’,22002255~ Dec. 18, 2025 (oioaaifg?gv)

RF Cable | 2obmR> | SUCOPLEX | 803055/ | 30MHZ~40GHz | Nov. 01, 2024 %fé_?z"zzoozzss" Oct. 31, 2025 (Oig:ifgf’gy)

RF Cable EMCI EM&:\AO_?&)KM' 240907 | 30MHz~40GHz | Nov. 14, 2024 %35_1;2”22002255" Nov. 13, 2025 (o?gaifgj-r;v)
Hygrometer | TECPEL | DTM-3038 | TP210090 N/A Aug. 29, 2024 ?35_12‘1’2”22002255* Aug. 28, 2025 (o?g:i?;i?gv)

Controller EMEC EM1000 N/A tagg”gg\'ﬂ{‘:\;’;st N/A ?35_1;2"22002255" N/A (og{g:i?;i?:y)
AntennaMast| EMEC  |AM-BS-4500B|  N/A 1m~4m N/A %L?g_?z’,zzoozzs; N/A (o:?g:i?g?;y)

Turn Table EMEC TT2000 N/A | 0~360 Degree N/A ?35_12‘1’2”22002255* N/A (o?g:i?;i?gv)

Software Audix 6_20593:8_2 4 | RK-000989 N/A N/A ?55_1;2"22002255* N/A (O:Tg:ifgfﬁy)
Hygrometer | TECPEL DTM-303A | TP201996 N/A Nov. 01, 2024 'AA\LJL?Q.1255;,22O()2255~ Oct. 31, 2025 goggg_ﬂi‘;

VS8 Power DARE RPR3008W Ff)'j';%vé?g’g; 10MHz~8GHz | Jun. 17, 2025 %35_1255"22002255" Jun. 16, 2026 (CTOJ(‘)’;_T:?‘;

Aﬁggir gg:\‘:lzr‘z FSV3044 101467 | 10HZ~44GHZ | Jan. 14, 2025 ?35_1255"2200225; Jan. 13, 2026 goggg_ﬁf(‘;
S anirame | Ednstument | ETF-14050 | ECE2IST NA | Feb. 10,2025 %35_1255‘2205255" Feb. 09, 2026 (C:T"l_r"ggﬂi‘:;

Software Sporton I\?(;rr\fc,\{cl)i‘l‘__gg(])%la N/A Otﬁ::‘?’:gtt(lati m N/A %35_1255"2200225; N/A ((_)ro|-r|1 ggj_tiic;
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Instrument | Brand Name Model No. Serial No. |Characteristics Calg)ar:i:ion Test Date Due Date Remark
Ag;‘:(‘:"fr ACPOWER | AFC-11003G | F317040033 N/A N/A Aug. 29, 2025 N/A fggg;cﬂ%'
Software monde & lemcazvioso|  Na N/A NA | Aug. 29, 2025 N/A ?ggg;cﬂ%'
Pulse Limiter | SCMWARZBE| VTSDSSO1F | 85817 | oKz 200MHz | Oct. 23, 2024 | Aug. 29,2025 | Oct. 22, 2025 fgggﬁ%
RF Cable gtﬁii; RG 214/U 1358175 | 9kHz~30MHz | Mar. 03, 2025 | Aug. 29, 2025 | Mar. 02, 2026 fggg;‘:ﬂ‘:{?
VT_ ",fl‘;t'\;v'g'fk TESEQ NNB 51 45051 N/A Mar. 24, 2025 | Aug. 29, 2025 | Mar. 23, 2026 fggg;cﬂ%'
52’2;52: gg:\‘/’vzé ESR3 102317 | 9kHz~3.6GHz | Sep. 23, 2024 | Aug. 29, 2025 | Sep. 22, 2025 fgggﬁ%
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swanranas. FCC RADIO TEST REPORT Report No.: FR572903-01D

5 Measurement Uncertainty

Uncertainty of Conducted Emission Measurement (150kHz ~ 30MHz)

Measuring Uncertainty for a Level of Confidence 3.7dB
of 95% (U = 2Uc(y)) )
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 6.3 dB
of 95% (U = 2Uc(y)) )

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 6000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

4.7 dB

Uncertainty of Radiated Emission Measurement (6000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

5.0dB

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence
° 5.1dB
of 95% (U = 2Uc(y))
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Appendix A. Test Result of Conducted Test Items

Report Number : FR572903-01D

Test Engineer:

Jay Chen/Cindy Huang

Temperature:

21~25

°C

Test Date:

2025/8/15~8/25

Relative Humidity:

51~54

%

Al-1 of 7




TEST RESULTS DATA

Report Number : FR572903-01D

6dB and 26dB EBW and 99% OBW

U-NII-3 single antenna

99% 26dB 6 dB 6 dB
Data Freg. Bandwidth Bandwidth Bandwidth Bandwidth .
Mod. Rate NT{ CH. (MHCL) (MH2) (MH2) (MH2) Min. Limit Pass/Fail

(MHz)

Antl | Ant2 | Antl | Ant2 | Antl | Ant2

1la |6Mbps| 1| 149 | 5745 | 17.32 22.84 15.30 0.5 Pass
1la |6Mbps| 1| 157 | 5785 | 17.20 20.46 15.13 0.5 Pass
1la |6Mbps| 1| 165 | 5825 | 17.17 20.46 15.32 0.5 Pass
VHT20[{ MCSO| 1 | 149 | 5745 | 17.98 20.81 15.13 0.5 Pass
VHT20| MCSO| 1| 157 | 5785 | 17.96 20.82 15.13 0.5 Pass
VHT20[ MCSO| 1 | 165 | 5825 | 17.96 20.82 15.14 0.5 Pass
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Report Number : FR572903-01D

TEST RESULTS DATA
Average Power Table

U-NII-3 single antenna

Average FCC
Data e Conducted Conducfteq DG_ .
Mod. Rate NTH CH. (MHZ) Power Power Limit (dBi) Pass/Fail
(dBm) (dBm)
Antl | Ant2 | SUM | Ant1 | Ant2 [ Ant1l | Ant2
11a [6Mbps| 1 | 149 | 5745 (17.76 - 30.00 - 4.50 - Pass
11a [6Mbps| 1 | 157 | 5785 | 17.47 - 30.00 - 4.50 - Pass
11a [6Mbps| 1| 165 | 5825 [17.12 - 30.00 - 4.50 - Pass
HT20 | MCSO| 1 | 149 | 5745 (1754 - 30.00 - 4.50 - Pass
HT20 [MCSO| 1 | 157 | 5785 [17.32 - 30.00 - 4.50 - Pass
HT20 [MCSO| 1 | 165 | 5825 (17.07 - 30.00 - 4.50 - Pass
VHT20[ MCSO| 1 [ 149 | 5745 [17.61 - 30.00 - 4.50 - Pass
VHT20[ MCSO| 1 | 157 | 5785 [17.45 - 30.00 - 4.50 - Pass
VHT20[ MCSO| 1 [ 165 | 5825 [17.15 - 30.00 - 4.50 - Pass
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Report Number

TEST RESULTS DATA
Power Spectral Density

: FR572903-01D

U-NII-3 single antenna

Duty Average . Average
Data Freq. Factor P_ower Density PSD DG_ Pass
Mod. Rate NTY CH. (MH2) (dB) with Duty Factor Limit (dBi) IFail
(dBm/500kHz) (dBm/500kHz)
Antl | Ant2 [ Antl [ Ant2 [ SUM | Antl | Ant2 | Ant1l | Ant2
1la |6Mbps| 1| 149 | 5745 | 0.11 341 - 30.00 - 4.50 - Pass
1la |6Mbps| 1| 157 | 5785 | 0.11 2.82 - 30.00 - 4.50 - Pass
1la |6Mbps| 1| 165 | 5825 | 0.11 2.53 - 30.00 - 4.50 - Pass
VHT20({ MCSO| 1 | 149 | 5745 | 0.12 3.81 - 30.00 - 4.50 - Pass
VHT20({ MCSO| 1 | 157 | 5785 | 0.12 3.34 - 30.00 - 4.50 - Pass
VHT20({ MCSO| 1 | 165 | 5825 | 0.12 3.29 - 30.00 - 4.50 - Pass
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Report Number : FR572903-01D

TEST RESULTS DATA

6dB and 26dB EBW and 99% OBW

U-NII-3 single antenna

Dat F RU T g gg%dth B szsdth B 6ddB'olth B GddE"dth

ata req. . anawl anawl anawi andwi )
Mod. Rate NTY{ CH. (MH(l) Config (MHz) (MHz) (MHz) Min. Limit Pass/Fail

’ (MHz)
Antl | Ant2 | Antl | Ant2 [ Antl | Ant2

HE20 [ MCSO| 1| 149 | 5745 | Full | 18.92 - 20.86 18.30 0.5 Pass

HE20 | MCSO| 1| 157 | 5785 | Full | 18.87 - 20.74 18.43 0.5 Pass

HE20 [ MCSO| 1| 165 | 5825 | Full | 18.88 - 20.75 18.49 0.5 Pass
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Report Number : FR572903-01D

TEST RESULTS DATA

Average Power Table

U-NII-3 single antenna

Average FCC
Data Freq. RU_ Conducted Conduc@ec_i DQ -
Mod. Rate NTH CH. (MH2) Config Power Power Limit (dBi) Pass/Fail
. (dBm) (dBm)
Antl [ Ant2 | SUM | Antl | Ant2 | Antl | Ant2
HE20 | MCSO| 1| 149 | 5745 Full [17.74 - 30.00 - 4.50 - Pass
HE20 [MCSO| 1 | 149 | 5745 | 26/0 | 8.93 - 30.00 - 450 - Pass
HE20 [ MCSO| 1 | 149 | 5745 | 52/37 | 11.61 - 30.00 - 4.50 - Pass
HE20 [ MCSO| 1 | 149 | 5745 [(106/53| 14.25 - 30.00 - 4.50 - Pass
HE20 | MCSO| 1| 157 | 5785 Full |17.49 - 30.00 - 4.50 - Pass
HE20 [ MCSO| 1 | 157 | 5785 | 26/4 | 7.83 - 30.00 - 450 - Pass
HE20 [ MCSO| 1 | 157 | 5785 | 52/37 | 11.10 - 30.00 - 4.50 - Pass
HE20 [ MCSO| 1 | 157 | 5785 [106/53| 13.61 - 30.00 - 450 - Pass
HE20 [MCSO| 1| 165 | 5825 Full |17.18 - 30.00 - 450 - Pass
HE20 [MCSO| 1| 165 | 5825 | 26/8 | 7.55 - 30.00 - 450 - Pass
HE20 [ MCSO| 1| 165 | 5825 | 52/40 | 10.33 - 30.00 - 450 - Pass
HE20 [ MCSO| 1 | 165 | 5825 [106/54| 13.39 - 30.00 - 450 - Pass

Al1-6 of 7




Report Number : FR572903-01D

TEST RESULTS DATA

Power Spectral Density

U-NII-3 single antenna

Duty Average . Average

Data Freqg. RU. Factor F_’ower DB PSD DG. Pass

Mod. Rate NT{ CH. (MH2) Config (dB) with Duty Factor Limit (dBi) IEail
. (dBm/500kHz) (dBm/500kHz)
Antl | Ant2 | Antl | Ant2 | SUM | Antl [ Ant2 [ Antl [ Ant2

HE20 |MCSO| 1| 149 | 5745 | Full | 0.15 - 2.93 30.00 - 4.50 Pass
HE20 |MCSO| 1| 149 | 5745 | 26/0 | 0.25 - 291 30.00 - 4.50 Pass
HE20 | MCSO| 1 | 149 | 5745 | 52/37 | 0.44 - 2.78 30.00 - 4.50 Pass
HE20 | MCSO| 1| 149 | 5745 |106/53| 0.73 - 2.46 30.00 - 4.50 Pass
HE20 |MCSO| 1| 157 | 5785 | Full | 0.15 - 2.19 30.00 - 4.50 Pass
HE20 | MCSO| 1| 157 | 5785 | 26/4 | 0.25 - 1.88 30.00 - 4.50 Pass
HE20 | MCSO| 1| 157 | 5785 | 52/37 | 0.44 - 1.93 30.00 - 4.50 Pass
HE20 | MCSO| 1| 157 | 5785 |106/53| 0.73 - 1.89 30.00 - 4.50 Pass
HE20 |MCSO| 1| 165 | 5825 | Full | 0.15 - 1.87 30.00 - 4.50 Pass
HE20 |MCSO| 1| 165 | 5825 | 26/8 | 0.25 - 1.65 30.00 - 4.50 Pass
HE20 | MCSO| 1| 165 | 5825 | 52/40 | 0.44 - 1.53 30.00 - 4.50 Pass
HE20 |MCSO| 1| 165 | 5825 |106/54| 0.73 - 1.72 30.00 - 4.50 Pass
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\Test Result of 6dB and 26dB and 99% Occupied Bandwidth\
<Ant. 1>
<802.11a>

6dB Bandwidth 26dB Bandwidth

RefLovel 3000 ¢ Offset 267048 = RBW 100Kz RefLevel 3000 ¢ Offset 26,7048 = RBW 500kiz
- At 2008 SWT 101 ms ® VBW 300 kitz_ Mode Sweep - At 008 SWT _107ms ® VBW 2 Mz Mode Sweep
1 frequency Sweep

10 0 eAdem
H1 6681 der e e

o PP I Y, Lm"*“'lﬂ‘ﬁrf'l”rjm'm b ,
i .‘ iohy \
\
10 dBm JI - 10 dBm

s =

|CF 5.745 GHz 10001 pts. 5.0 MHz/ Span 50.0 MKz |CF 5.745 GHz 10001 pts. 8.0 MHz/ Span 80.0 MHz.
Mesres W & L T

04:26:48 PM 08/19/2025 04:28:38 BM 08/18/2025

99% Occupied Bandwidth N/A

RefLevel 3000 06m  Offset 26,708 = RBW 500 kiz
- At 06 SWT 10.1ms @ VEW 2 Miiz_ Mode Sweep
1 Occupied Bandwidth

20 der bl M

X

40 déi
F 5,745 GHz 10001 pts .0 MHz/ Span 50.0 MHz
2 Marker Table
i i 5.7422803 GHz 1213 dBm Occ b 17.316973 443 MHz
TI 1 573625643 Gz 164 dbm e b Centroid 5744514812 Gz
] i 57515734 Gie 153 dbm Occ B Freq Offset 55088 250929 kite
Measur M  JERN

04:25:37 P 08/19/2025
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swanranas. FCC RADIO TEST REPORT Report No.: FR572903-01D

<802.11ac VHT20>

6dB Bandwidth 26dB Bandwidth

Ref Level Offset 26,73 db = RBW 500 kiz
- At dB SWT 1015 ® VBW 2 MHz _Mode Sweep
1 frequency Sweep

g Offict 26.73dB = RBW 100 kiz
- At dB SWT 101 ms ® VBW 300z Mode Sweep
1 frequency Sweep

Br 30

2050800 My
¥ I
. o M““‘M‘u’m b ) / |
s oy f \
|
10 dBm II T 10 dBm \
f w107 g

]
M\; \ ‘ T i
A "*‘“ :‘ - T 40 dBmr

|CF 5.745 GHa 10001 pis. 5.0 MHz/ Span 50.0 MHz |CF 5.745 GHa 10001 pis. 8.0 MHz/

11:24:58 BM 08/25/2025 11:25:59 BM 08/25/2025

99% Occupied Bandwidth N/A

RefLevel 3000 06m  Offset 26,738 = REW 500 kiz
- At 06 SWT 10.1ms @ VEW 2 Miiz_ Mode Sweep
1 Occupied Bandwidth

10 y
O
0 dBinr
/ \
\\
L [ 1l
W#MM' me
40 dbim-
F 5.745 GHz 10007 pts .0 MHz/ Span 50.0 MHz.
2 Marker Table
[Tl 1 57481647 GHz 11.48 dBm Occ bw 17.973558147 MHz
i 1 5.735964 56 GHz 134 dBm Occ Bw Centroid 5744951337 GHz
T2 1 5753938 12 GHz 1.70 dBm. Oce Bw Freq Offset 48,662 7141 873 kHz

[

11:26:56 P 08/25/2025
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<802.11ax HE20>

6dB Bandwidth 26dB Bandwidth

RefLovel 3000 ¢ Offset 267048 = RBW 100Kz
- At 2008 SWT 101 ms ® VBW 300 kitz_ Mode Sweep
1 frequency Sweep

RefLevel 3000 ¢ Offset 26,7048 = RBW 500kiz
- At 008 SWT _107ms ® VBW 2 Mz Mode Sweep
1 frequency Sweep

830000 M|

H1 6,834 B

o 120834 ; e ""‘le#\w ‘Mk‘dﬁl'»kbdiu

e Wy o

10 dBmr ] L 10 dbm:

40 dim

|CF 5.745 GHa 10001 pis. 5.0 MHz/ Span 50.0 MHz |CF 5.745 GHa 10001 pis. 8.0 MHz/

Span 80.0 MiHz

04:45:45 BM 08/19/2025 04:46:10 B 08/19/2025

99% Occupied Bandwidth N/A

RefLevel 3000 06m  Offset 26,708 = RBW 500 kiz

- At Ol SWT  i01ms & VBW 2 MHz  Mode Sweep
1 Occupied Bandwidth
i
10 LW A A Aoy
r \
0 dbior i |
J \
20 B M W
M Do
40 dBmr
75795 60 0001 pis N Spon 0.0
2 Marker Table
i i 57441501 GHz 512dBm O 18919562251 MHz
il 1 573550332 GHe 5dBn  Ocebu Centroid 57449630996
n 1 575442288 GHe 762dBm___ Oce B Freq Ol 36900721 066 ke

[

04:44:27 P 08/19/2025
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SPORTON LAB.

Test Result of Power Spectral Density|
<802.11a>

Maximum Power Density Plot (dBm/500kHz)
Ant1

Rof Lovel 3000 c8m ~ Ofset 26,7908 @ RBW S00kH: 56l
Jms & VW 3NH: Mode Sweep Count 100/100

30 den

5.0 MHa Span 50.0 MHz

1007 pts

|CF 5,745 6z
2 Marker Table

M 1 5.744 201 GHz 330 dBm

10:33:47 B 0B/15/2025

<802.11ac VHT20>

Maximum Power Density Plot (dBm/500kHz)
Ant1

s6l
Cound 100/100

Ref Level 310008  Offset 26,7348 # RBW S00kH:
Jms & VW 3NH: Mode Sweep

30 den

Span S0.0 Mz

1007 pts 5.0 Mha/

|CF 5.785 GHz
2 Markes Table

M 1 5.743851 GHz 3.69 dBm

09:55:52 B 08/25/2025

Page Number 1 A2-4 of 5



e ’ FCC RADIO TEST REPORT Report No.: FR572903-01D

SPORTON LAB.

<802.11ax HE20>

Maximum Power Density Plot (dBm/500kHz)
Ant1

RefLevel 300008 Ofset 26,7940 ® RBW S00kH:

- A 0di & SWT 2ms & VEW 3IMH: Made Sweep
10
08 = = — —
I
| |
30 dBen
50,
|CF 5,745 GHz 1001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
i 1 5.746039 GHz 278.dBm
uiniang

10:40:06 B 08/15/2025
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Appendix B. AC Conducted Emission Test Results

Temperature : 23.5~26.6°C
Relative Humidity : |45.5~57.0%

Test Engineer : |Louis Chung
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CO07-HY

EUT Information

Report NO :
Test Mode :
Test Voltage :
Phase :

100

804

801

704

601

501

Level in dBuV

40+

Report No.: FR572903-01D
2025/8/29

572903-01
Mode 1
120Vac/60Hz
Line

Full Spectrum

\ CISPR-QP Limit atMain Ports
|

30

20

10

0-

CISPR-Ave LimitatMain Ports

150k

Final Result

300 400500 800 1M 2M 3M 4AM5M 6 8 10M 20M  30M

Frequency inHz

Frequency QuasiPeak | CAverage Limit Margin Line PE Corr.
(MHz) (dBuVv) (dBuV) (dBuV) (dB) (dB)
0.150000 23.04 56.00 32.96 | L1 FLO 20.0
0.150000 34.87 66.00 31.13 | L1 FLO 20.0
0.163860 21.12 55.27 34.15 | L1 FLO 20.0
0.163860 34.09 65.27 31.18 | L1 FLO 20.0
0.192300 18.59 53.94 35.35 | L1 FLO 20.0
0.192300 29.16 63.94 3478 | L1 FLO 20.0
0.359250 17.12 48.75 31.63 | L1 FLO 20.0
0.359250 26.95 58.75 31.80 | L1 FLO 20.0
0.439980 20.74 47.06 26.32 | L1 FLO 20.0
0.439980 30.90 57.06 26.16 | L1 FLO 20.0
0.650310 13.79 46.00 32.21 | L1 FLO 20.0
0.650310 18.26 56.00 37.74 | L1 FLO 20.0
8.868210 17.40 50.00 32.60 | L1 FLO 20.3
8.868210 19.87 60.00 40.13 | L1 FLO 20.3
20.424750 21.86 50.00 28.14 | L1 FLO 20.8
20.424750 26.07 60.00 33.93 | L1 FLO 20.8
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CO07-HY

EUT Information

Report No.: FR572903-01D
2025/8/29

Report NO : 572903-01
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Neutral
Full Spectrum
1001
0T
80+
70+
N 60_\ I CISPR-QP Limit atMain Ports
>
m i RN
° e CISPR-Ave LimitatMain Ports
= 504+ = - : O e Tt arimelllE =
© end e e H
g 1
3
40+
3o+ @ &
4
[ o @
201 Y 3
10+
0 } } } —+—+— } } } |
150k 300 400500 800 1M 2M 3M 4AM 5M 6 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line PE Corr.
(MHz) (dBuV) (dBuV) | (dBuV) | (dB) (dB)
0.156750 22.46 55.63 33.17 | N FLO 20.0
0.156750 32.98 65.63 32.65 | N FLO 20.0
0.197250 18.76 53.73 3497 | N FLO 20.0
0.197250 30.28 63.73 3345 | N FLO 20.0
0.228660 16.66 52.50 35.84 | N FLO 20.0
0.228660 25.12 62.50 37.38 | N FLO 20.0
0.381120 19.25 48.26 29.01 | N FLO 20.0
0.381120 27.30 58.26 30.96 | N FLO 20.0
0.435210 24.06 47.15 23.09 | N FLO 20.0
0.435210 28.94 57.15 28.21 | N FLO 20.0
0.832020 16.57 46.00 29.43 | N FLO 20.0
0.832020 19.61 56.00 36.39 | N FLO 20.0
12.446070 17.09 50.00 3291 | N FLO 20.5
12.446070 19.50 60.00 40.50 | N FLO 20.5
20.427000 22.98 50.00 27.02 | N FLO 20.9
20.427000 27.57 60.00 3243 | N FLO 20.9
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samanas. FCC RADIO TEST REPORT Report No.: FR572903-01D

Appendix C.Radiated Spurious Emission Test Data

Temperature : 21~25.3°C

Test Engineer : Gerry Wei, Tim Lee, and Wilson Wu.
Relative Humidity : [51~61.8%

Note symbol

-L Low channel location

-R High channel location

C1l. Radiated Spurious Emission Test Modes

Band . Data
Mode Band Antenna Modulation Channel ' Frequency RU Remark
(GHz) Rate
Mgge U-NII-3  5.725-5.85 1 802.11a 149 5745 6Mbps - -
Mgge U-NII-3 | 5.725-5.85 1 802.11a 157 5785 6Mbps - -
Mg?'e U-NII-3 | 5.725-5.85 1 802.11a 165 5825 6Mbps - -
Mgge U-NII-3  5.725-5.85 1 802.11ax HE20 149 5745 MCSO Full RU -
Mode ' \jl.3  5.725.5.85 1 802.11 I
% -NII-3 | 5.725-5. 11lax HE20 157 5785 MCS0 Full RU -
Mode ' \j1.3  5.725.5.85 1 802.11 I
%0 -NII-3 | 5.725-5. 11lax HE20 165 5825 MCS0 Full RU -
Mode ' i3 5.725.5.85 1 802.11ax HE20 = 149 5745  MCSO Partial
31 : - : RU106/53
Mgge U-NII-3  5.725-5.85 1 802.11ax HE20 149 5745 MCSO Full RU LF
Mode 802.11ac
" U-NII-3  5.725-5.85 1 Vo9 149 5745 MCSO Full RU -
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ssarran s, FCC RADIO TEST REPORT Report No.: FR572903-01D
C2. Summary of each worse mode
Freq. Level Limit Margin Peak
Mode @ Modulation | Ch. Pol. Result RU Remark
(MHz)  (dBuV/m) (dBuV/m) (dB) Avg.
802.11a 149 5634.66  52.08 68.20 | -16.12 =V | Peak Pass Eggg
25
802.11a 149 11490.00  42.79 5400  -1121 V| Avg. Pass - Harmonic
Band
802.11a | 157 5944.89  52.93 6820 | -1527 H  Peak Pass - Edge
26
802.11a 157 | 11570.00 40.93 54.00 -13.07 \% Avg. Pass - Harmonic
802.11a 165 592625  53.39 6820 | -1481 = H  Peak Pass - Eggg
27
802.11a 165 | 11650.00 42.10 54.00 -11.90 \% Avg. Pass - Harmonic
802.11ax Band
HE20 149 560551 @ 52.18 6820 | -1602 H  Peak Pass Full RU Edge
28
80202 149 1149000  45.03 5400 = 897 V  Avg. Pass  FulRU  Harmonic
802.11ax Band
HE20 157 594835  53.66 6820 | -1454 V  Peak Pass Full RU Edge
29
80202 157 1157000  44.05 5400  -995 V  Avg. Pass  FullRU  Harmonic
802.11ax Band
HE20 165 5933.00  54.26 6820 | -1394 H  Peak Pass Full RU Edge
30
B02D3% 165 11650.00  44.12 5400 = 988 V  Avg. Pass  FulRU  Harmonic
802.11ax Partial Band
HE20 149 5649.74  53.04 6820  -1516 H  Peak Pass o 0fc, Edge
31
802.11ax Partial -
HE20 19 ) ) ] . " Rul0e/53 Harmonic
32 LF 149  36.79 33.98 40.00 6.02 H | Peak Pass - LF
802.11ac Band
Vo9 149 5621.03  52.51 6820 | -1569 H  Peak Pass Full RU Edge
34
802.178C | 149 | 11490.00  44.29 5400 -971 V  Avg. Pass  FullRU  Harmonic
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
440L2¥el (dBuVim) e XE WY - Leve (i) Date: 025.08-17
‘ \ WFM w
1 1 11
| / i
1050/ ‘ // [M )
|
’ / | s
| [ [ ‘
] MMJ'J o o U T T " PEAN(M)
% ‘ : T 1 I :M—J bl
’ | . W "
Peak . ‘ ‘ |
| 1.
5620, 5658. msm. 516, 5145
1 2200, 3400. 4600. 5600, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-25782 HORTZONTAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3a 91200-82114-250762 HORIZONTAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark ¢ FENCL00. ot Vo 000 Btz ST uto
Wi Ga de @ BN @ B B B o dg it fead jat Cable Preamp  Aux APos Thos
1 SE.26 SLSB 63.20 -16.62 481 .35 10.42 .00 0.0 100 176 PEAC Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 565119 50.70 69.08 -18.38 40.85 33.41 10.44 34.00 0.00 100 176 PEAK -
3 5712.95 62.30 108.83 -46.53 52.06 33.75 10.50 34.01 0.00 100 176 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 STIB79 6134 112,50 5125 5106 3378 10.51 M4.01 0.00 100 176 PEAK 1 SM5.00 112,62 ---o- -~ 102,21 333 1054 401 000 10 176 PEAK
qlevlBn) Date: 2025-08-17
1 11
1050, h
Hl
00
AVG_54)
8 __.-—---—"—""‘"_-"—'__
PR |
Avg Blank
1.
1 2200, 3400. 4600. 5800, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3n 91200-02114-256702 HORTZONTAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto
Limit Read Ant Cable Preamp Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S745.00 103.77 --- -~ 9336 3388 10.54 .61 0.00 100 176 AVERAGE
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Vertical Fundamental
4 4pLevel (4BuVim) ‘mwm Date: 2025-08-17
1 1 11
1
1050/ 1
a.
ﬂl
{(Yimmin | B ¥ ua NT I, 5 |
28 ..4—7'1* “"2~"f""""l'fi"'”
m M i o ¢
% f
Peak L '
| | 1.
5620, 5658. 5687. 516, 5145
Frequency (MHz)
1 2200, 3400, 4600. 5600, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-256782 VERTICAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3m 91200-82114-250702 VERTICAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark RN L00. ot Vo 000 Btz STt
Wi Gaade @ BN @ B B B o dg it fead jat Cable Preamp  Aux APos Thos
1 56366 508 63.00-16.12 .29 B 1.2 M. 0.0 M 360 PEAK Freq Level  Line Margin Level Factor  Loss Factor Factor Renark
2 565220 SL.64 69.84 -18.20 4179 33.41 10.44 34.00 0.0 343 360 PEAK -
3 5718.61 50.10 110.41 -51.31 48.83 33.77 10.51 34.01 0.00 343 360 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 SR S6.73 11127 5454 4645 3378 10.51 M4.01 0.00 343 360 PEAK 1 S745.00 109,63 -- - GRG0 3388 1054 M1 0.0 M3 360 PEAK
qlevlBn) Date: 2025-08-17
1 11
1050 1
ﬂl
00
| | AVG_54)
Ry [ ‘
Avg Blank
1.
1 2200, 3400. 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3m 91200-02114-250702 VERTICAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Renark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S745.00 100,39 --- -~ 8993 3308 1054 M.B1 0.00 M3 360 AVERAGE
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FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Vertical
.'nl-"‘(ml Date: 2025-08-18 mw(m' Date: 2025-08-18
ol ol
- iz - iz
T : I | 1 n | T : | W | ]| n |
\ \ VG54 \ P VG54
‘ 3 ‘ 3
Peak % ‘ % ‘
1 ‘ 1
Avg \ ‘ ‘ ‘
|
1 8800, 16600, 2400, 32200, 40000 1 8800, 16600, 24400, 32200, 40000
Frequency (MHz) Frequency (MHz)
Site & B3(HI2-HY Site & B3(HI2-HY
Condition: PEAK(UNII) 3m 91200-02114-250762 HORIZONTAL Condition: PEAK(UNII) 3m 91200-02114-250762 VERTICAL
Linit Read At Cable Preasp Aux APos TPos Linit Read At Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Resark Freq Level Line Margin Level Factor Loss Factor Factor Resark
MizdBW/ndBuV/m d8 BV dB/n dB dB B cm deg MizdBW/ndBuV/m d8 BV dB/n dB dB B cm deg
1 11490.00 52,96 74.00 -21.04 64.24 39.18 16.49 67.22 0.27 100 158 PEA 1 11490.00 53.66 74.00 -20.34 64.94 39.18 16.49 67.22 0.27 100 125 PEA
2 11490.00 41.98 54.00 -12.02 53.26 39.18 16.49 67.22 .27 100 158 Average 2 11490.00 42.79 54,00 -11.21 54.07 39.18 16,49 67.22 .27 100 125 Average
3 17235.00 47.24 68.20 -20.96 55.42 38.27 20.45 67.10 0.20 - PEAK 3 17235.00 47.80 68.20 -20.48 55.98 38.27 20.45 67.10 0.20  -- -- PEAC

Page Number : C5 of C30




SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
440L2¥el (dBuVim) e XE WY - Leve (i) Date: 025.08-17
\ r_mm w
' et -
1050f / i [‘"" 1
. | ;
/ | s
| | |
[y ] . VT ] LA PRI
1 3 4
| M ol
| x |
Peak . ‘ [ |
! 1.
5637, 5674, mﬂﬂ. 5748, 5785
1 2200, 3400. 4600. 5600, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-25782 HORTZONTAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3a 91200-82114-250762 HORIZONTAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark ¢ FENCL00. ot Vo 000 Btz ST uto
W Boln B/ & W dln & B @ deg Unit fead dnt Cable Preamp Aux dPos  Toos
1 SEW97 SLEL 63.20-16.39 4.0 NI 10.42 M0 0.0 100 175 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 S658.69 49.80 68.71 -18.91 39.95 33.40 10.44 34.00 0.00 100 175 PEAK -
3 5702.86 53.55 106.00 -52.45 43.36 33.71 10.49 34.01 0.00 100 175 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 STR.07 5213 110.95 -58.82 4185 3378 10.51 401 0.00 100 175 PEAK 1 785.00 11117 --e ---- 100,53 M09 1057 .02 000 10 175 PEAK
qlevlBn) Date: 2025-08-17
1 11
1050
ﬂl
00
| | AVG_54)
—
" -
R |
Avg Blank
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3n 91200-02114-256702 HORTZONTAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto
Limit Read Ant Cable Preamp Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S785.00 163,33 --- - L6 M0 1057 ME2 0.0 100 175 AVERAGE
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wamaniae. FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
g evel (4BuVim) Date: 2025-08-17
—] \
1 \ ‘
ph ™~
|
. ’ ‘
| \E&!&Uﬂl
1 ‘ :
1 ‘ | 4
i
|
Peak . | Blank
5818, 5851, 5884, 5917, 5950
Frequency (MHz)
Site + 03CHI2-HY
Condition: PEAK BE(B4)_16-24 3m 91280-82114-256762 HORIZONTAL
+ RBW:1000.000kHz VBW:3000.000kHz SWT:Auto
Lisit Read Ant Csble Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark

Mz dBuV/m dBuV/m  dB dBw dB/m 8 B B
5854.96 52.28 110.89 -58.61 41,23 34.40 10.68 3403 0.00 100
5872.12 52.45 106.01 -53.56 41,33 34.40 10.70 34.63 0.00 100 175 PEAK
5922.94 52.93 £9.72 -16.79 41,84 34,35 10.78 34.64 0.00 100
5944.89 52.93 68.20 -15.27 41.85 34.31 10.81 34.4 0.08 108 175 PEAK

TR
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Vertical Fundamental
Jglere (¢Bavm) e XE WY - Leve (i) Date: 025.08-17
\ r_mm w
1 ‘ 1 11
| L/
1050 / I 1
. | ;
A | b
| | |
N M{y“ (i I 1 T I LA PEAINY
|
[ L e rree e preery £ ¥ 1 e g e TRPPIIRE Y T e R Y |
- X T L | - e '
30 1 Mw
" ‘ \ %
Peak ‘ ‘
| 1.
5631, 5674, msm. 5748, 5785
1 2200, 3400. 4600. 5800, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-25702 VERTICAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml ke i i T Condition: PEAK(UNIT) 3m 91200-82114-250702 VERTICAL
Freq Level Line bangin Level Factor Loss Factor Factor Renark RN L00. ot Vo 000 Btz STt
We Bon B/ & W dfn & @ B deg Unit fead dnt Cable Preamp Aux dPos  Toos
1 SE.00 5193 63.20-16.27 4212 BB 10.43 M.0 0.0 357 351 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 565832 50.49 68.44 -17.95 40.65 33.40 10.44 34.00 0.00 357 351 PEAK -
3 5700.83 50.23 105.43 -55.20 40.85 33.78 10.49 34.01 0.00 357 351 PEAK Mz dBV/mdbuV/m 8 dBV dB/m B B dB
4 STR.07 45.86 110.95 -62.09 3858 3378 10.51 .01 0.00 357 351 PEAK 1 5765.00 106,51 -- - 0500 W03 1058 M2 0.0 357 35LPEAK
qlevlBn) Date: 2025-08-17
1 11
1050
l?l
00
| | AVG_54)
_..-’-"‘-""‘"rm_‘_
3. 1
Avg Blank '
1.
1 2200, 3400, 4600. 5800, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3m 91200-02114-250702 VERTICAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Renark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S785.00 99.86 --- - B4 W0 1057 MB2 0.0 357 351 AVERAGE
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wamaniae. FCC RADIO TEST REPORT Report No.: FR572903-01D

Pol. Vertical Fundamental

evel (4BuVim) Date: 2025-08-17
1

|

)
/

|
| \E&!&Uﬂl
iy o |
|3 | 4
‘ i i ity i
30 ‘ 1
|
Peak 1 T Blank
I |
5818, 5851, 5884, 517, 5950
Frequency (WHz)
Site + 03CHI2-HY
Condition: PEAK_BE(B4)_16-24 3 91200-02114-250762 VERTICAL
+ REW:1000.000kHz VBW:3000.000kHz ST:Auto
Linit Read Ant Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark

Miz d8V/mdBuV/m dB BV dB/m B d8 B o deg
5854.96 51.60 110,89 -59.29 49.55 34.40 10.68 34.03 0.00 357 351 PEAK
5874.93 51.73 105.22 -53.49 40.65 34.48 10.71 34.83 0.0 357 351 PEAK
5923.60 51.81 69.23 -17.42 40.72 34.35 10.78 34.04 0.00 357 351 PEN
5926.41 52.42 68.20 -15.78 41.32 34.35 10.79 34,84 Q.00 357 351 PEAK

o e
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Pol. Horizontal Vertical
qagLevel(dBuVim) Die: 20250613 gLl (B Date: 20250818
ol ol
- iz - iz
T : I | 1 n | T : | W | ]| n |
\ ’ \ VG 54 \ 3 \ VG 54
3 ‘ 3
Peak % ‘ f % ‘ ‘
1 1
n 1]
1 8800, 16600, 2400, 200, 40000 1 8800, 16600, 2440, 20, 40000
Frequency (W) Frequency (W)
Site @ @3CHI2-HY Site @ @3CHI2-HY
Condition: PEAK(UNII) 3m 91200-02114-250762 HORIZONTAL Condition: PEAK(UNII) 3m 91200-02114-250762 VERTICAL
Linit Read At Cable Preasp Aux APos TPos Linit Read At Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Resark Freq Level Line Margin Level Factor Loss Factor Factor Resark
MizdBW/ndSu/m d8 BV dB/n dB dB B cm deg MizdBW/ndSuV/m d8 BV dB/n dB dB B cm deg
1 11570.00 50.60 74,00 -23.40 62.82 38.92 16.55 67.17 0.8 100 155 PEAK 1 11570.00 51.11 74,00 -22.89 62.53 38.92 16.55 67.17 0.28 100 123 PEAK
2 11570.00 40.44 54,00 -13.56 51.86 38.92 16.55 67.17 .28 100 155 Average 2 11570.00 40.93 54,00 -13.07 52.35 38.92 16.55 67.17 0.8 100 123 Average
3 17355.00 47.15 68.20 -21.85 55.21 38.51 20.53 67.31 .2 .- - PEA 3 17355.00 47.63 68.20 -20.57 55.69 38.51 20.53 67.31 .2 .-  -- PEA
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
: Date: 20250817 e Dale 20250847
‘ \
1 1 11
Nl | | ] |
1050 = T | 1
. : ‘
|| i
no—wh— L L L L 1N A
\ [T/t | N R O 1 5 L PEAK(UNI)
525 o ot s G
‘ [ PRI T e aimaptens
™ | M i
| : |
‘ T
Peak . ‘ ‘ .
1.
5850, 5475, msm 5925, 5950
1 2200, 3400, 4600. 5800, 7000
Site  : O3CHI2-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91260-82114-250762 HORTZONTAL
+ R3H:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
s Nl i i Condition: PEAK(UNIT) 3a 91200-82114-25762 HORIZONTAL
Freq Level Line bangin Level Factor Loss Factor Factor Renark ¢ FENCL00. ot Vo 000 Btz ST uto
We Bon B/ & W dfn & @ @ o deg Unit fead dnt Cable Preamp Aux dPos  Toos
1 SEA25 62,32 112,51 -50.19 528 34.40 10.67 M.03 0.0 100 171 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 SB8.38 56.33 106.49 -50.16 45.26 34.40 1070 34.03 0.00 100 171 PEAC -
3 5924.88 52.38 68.29 -15.91 41.29 34.35 10.78 34.04 0.00 100 171 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 59625 5339 68.20-14.81 42.29 M35 1079 M4.04 0.00 100 171 PEAK SR LY UL/ — 9.8 M3 10.64 MB 0.8 100 17 PEK
ey Date: 2025.08-17
1225 [I—
1054
e
" |
[ AVG 54
[ O I il ]
M_
Avg Blank |
1.
1 2200, 3400. 4600. 5600, 7000
Frequency (WHy)
Site  : O3CHIZHY

Condition: AVG_54 3n 91200-02114-256702 HORTZONTAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto

Limit Read Ant Cable Preamp Aux APos  TPos

Freq Level Line Margin Level Factor Loss Factor Factor Remark
W Bafs @ & B & & @ @

1 5825.00 103.84 ------ ----e- 92,14 34.30 10.63 3403 0.02 100 171 AVERAGE
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Vertical Fundamental
Jglere (¢Bavm) e WA - Leve (i) Date: 025.08-17
i 140
1 ‘ 1 11
Nl [ [ ]
105}“\ = \‘ 1 A
. : ‘
“] \ ‘ \ s
| | ‘ inn B T BT el B T
Sy Wity ot AP W
| P
H [ M e aet T
| :
| i i
Peak . ‘ ‘ |
] 1.
5850. 5875, mm 5025, 5950
1 2200, 3400. 4600. 5800, 7000
Site 1 G3CHL2-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-25782 VERTICAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3m 91200-82114-250702 VERTICAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark RN L00. ot Vo 000 Btz STt
Wi Bon Bw/s &8 G d/n @ B B a et fead pnt Cable Pressp fux os Thos
1 SESITS 5628 113.65 -57.37 45.26 M40 10.67 M.03 0.0 40 33 PEAK Freq Level  Line Margin Level Factor  Loss Factor Factor Renark
2 SB75.00 52.8715.20 -52.33 4179 34.40 10.71 34.03 0.00 400 333 PEAK -
3 592,88 53.88 69.77 -16.69 41.99 34.35 10.78 34.04 0.00 400 333 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 500,63 5328 68.20 -14.92 42.19 34.34 10.70 34.04 0.00 400 333 PEAK 1 5805.00 100,60 -- - .67 32 1064 M3 0.0 400 333 PEAK
Date: 2025-08-17
CCIC]
1 11
1050 1
1
ﬂl
00
| | AVG_54)
[ S
% i
bt | |
Avg Blank ‘
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3m 91200-02114-250702 VERTICAL
+ RBW:1000.000kHz VBW:0.750kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Renark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S65.00 92,52 --- -~ BLED 3430 1063 M.63 0.00 400 333 AVERAGE
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Pol. Horizontal Vertical
Ll Date: 20250818 g Date: 20250818
o o
T 1]
- iz - iz
T : LA n | T : LA n |
\ N VG54 \ \ VG54
L I
Peak R 1 ‘ i % ‘
1 ‘ 1
Avg ‘ l ‘
1 8400 16600, 40, 20, 40000 1 8400, 16600 400, 220, 40000
Frequency (W) Frequency W)
Site  : GICHL2HY Site  : GICHL2HY
Condition: PEAK(UNII) 3u S1260-62114-250762 HRTZONTAL Condition: PEAK(UNII) 3n S1200-62114-250762 VERTICAL
Lisit Read Ant Cable Preamp Aux APos TPos Linit Read At Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Resark Freq Level Line Margin Level Factor Loss Factor Factor Resark
WdWe B B BN B B B o deg W /e /e @ G /e & @ B o
1165000 S0.41 74.00 359 6203 860 16.61 6111 0.8 100 157 PEAC 1 165000 SLEL 74002239 6.3 .60 16.61 6111 0.8 100 135 PEA
2 11650.00 41.00 54.00 -13.00 52.62 38.60 16.61 67.11 ©.28 100 157 Average 2 11650.00 42.10 54,00 -11.90 53.72 38.60 16.61 67.11 ©.28 100 135 Average
3 17475.00 48.58 68.20 -19.62 56.59 38.70 20.60 67.53 0.2 - == PEAC 3 17475.00 48.06 68.20 -20.14 56.07 38.70 20.60 67.53 0.2 - -- PEAC
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
440L2¥el (dBuVim) e XE WY - Leve (i) Date: 025.08-17
‘ \ w w
1
B / " !
W, | }
/ .F 875
| | |
‘ Y Y i | ¢ e o N
A PVREIOH me s
\ [ by
Peak il N .
! 1.
500 5628, ™ 16 5745 i
1 2200, 3400. 4600. 5800, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-250762 HORTZONTAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3a 91200-82114-250762 HORIZONTAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark ¢ FENCL00. ot Vo 000 Btz ST uto
W Boln B & W dln & B @ deg Unit fead dnt Cable Preamp Aux dPos  Toos
1 S65.51 5218 6.00-16.02 4246 331 10.40 B9 0.0 11 175 PEAK Freq Level  Line Margin Level Factor  Loss Factor Factor Renark
2 565090 SL.66 68.87-17.21 4181 33.41 10.44 .00 0.00 111 175 PEA -
3 5703.10 56.44 106.07 -49.63 46.25 33.71 10.49 34.01 0.00 111 175 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 STR2L 59.41111.27 -51.86 49.13 3378 1051 .01 0.00 111 175 PEAK 1 STAS.00 115,88 ------ —----- 10467 33.08 10.54 .61 0.0 11 175 PEN
el Date: 2025-08-17
1 11
1
1050
l?l
00
AVG_54)
% e T
R | |
Avg Blank
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (WHy)
Site 1 @3CHIZ-HY
Condition: AVG_54 3n 91200-02114-256702 HORTZONTAL
+ RBW:1000.000kHz VBW:1.000kHz SWT:Auto
Limit Read Ant Cable Preamp Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
157500 106.9 --- - 96,57 3388 1054 M6 B0 11 175 AVERAGE
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Vertical Fundamental
440L2¥el (dBuVim) e XE WY - Leve (i) Date: 025.08-17
‘ \ *"Fm ™
1 1 11
‘ \ [E / 1
, T |
W, | }
/ ! 875
| | | I
| 3 Np-‘" Tt | T | 1 U 1A PEAK(UNIY
LT e —— VYL ‘
' i e o ‘ L Kb et
| x |
| T
Peak L s ‘ ‘
| 1.
5629. 5658. msm. 5716, 5145 3
1 2200, 3400, 4600. 5600, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-256782 VERTICAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3m 91200-82114-250702 VERTICAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark RN L00. ot Vo 000 Btz STt
Wi Ga s @ BN @ B B B o deg it fead jat Cable Preamp  Aux APos Thos
1 SE21 SLE6 63.20 -16.54 4L84 339 10.43 M.00 0.00 M5 360 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 SES2.78 5140 70.27 -18.87 4154 33.42 10.44 34.00 0.00 345 360 PEAK -
3 5708.17 55.57 107.49 -51.92 45.35 33.73 10.50 34.01 0.00 M5 360 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 S 50.04 111,27 5223 4876 3378 10.51 .01 0.00 345 360 PEAK 1 S745.00 111,29 -- - 10086 33.91 10.54 M8 0.0 M5 360 PEAK
qlevlBn) Date: 2025-08-17
1 11
1050
ﬂl
00
| | AVG_54)
[ =y |
Avg Blank
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3m 91200-02114-250702 VERTICAL
+ RBW:1000.000kHz VBW:1.000kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Renark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S745.00 104,10 --- - 9170 3388 10.54 M.B1 0.00 M5 360 AVERAGE
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wamaniae. FCC RADIO TEST REPORT Report No.: FR572903-01D

Pol. Horizontal Vertical
1 Ll (#BuVin) Date: 2025-08-18 1 Level (§BuVin) Date: 2025-08-18
ol ol
Sl il
- iz - iz
T : I | 1 n | T : | W | ]| n |
‘ 1 ‘ AVG_54 ‘ 1 AVG_54
| | |
Peak % ‘ % ‘ ‘
1. 1.
Avg | Hl
1 8800, 16600, 2400, 32200, 40000 1 8800, 16600, 2200, 40000
Frequency (MHz) Frequency (MHz)
Site & B3CHI2-HY Site & B3(HI2-HY
Condition: PEAK(UNII) 3m 91200-02114-250782 HORIZONTAL Condition: PEAK(UNII) 3m 91200-02114-250762 VERTICAL
Linit Read At Cable Preasp Aux APos TPos Linit Read At Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Resark Freq Level Line Margin Level Factor Loss Factor Factor Resark
MizdBW/ndBu/m d8 BV dB/n dB dB B cm deg MizdBW/ndSuV/m d8 BV dB/n dB dB B cm deg
1 11490.00 53.73 74,00 -20.27 65.81 39.18 16.49 67.22 0.27 100 158 PEA 1 11490.00 54.70 74,00 -19.30 65.98 39.18 16.49 67.22 0.27 100 125 PEA
2 11490.00 44.04 54,00 -9.96 55.32 39.18 16,49 67.22 0.7 100 158 Average 2 11490.00 45.03 54.00 -8.97 56.31 39.18 16,49 67.22 0.7 100 125 Average
3 17235.00 47.31 68.20 -20.89 55.49 38.27 20.45 67.10 0.20  -- == PEAC 3 17235.00 51.96 68.20 -16.24 60.14 38.27 20.45 67.10 0.0  -- -- PEAC
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Horizontal Fundamental
440L2¥el (dBuVim) e XE WY el ) Date: 025.08-17
‘ | r_mm
1 1 11
| L/
1050/ / I { 1
. | ;
A | .
| | |
| L Teias E T BT M T PEAIN)
1 12 oY |t i
e | ! | - " " b
N M i
L] %
Peak 15— ‘ﬁ | |
| 1.
5600 5637, 5674, mw' 5748, 5785
1 2200, 3400, 4600. 5800, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-25782 HORTZONTAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3a 91200-82114-250762 HORIZONTAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark ¢ FENCL00. ot Vo 000 Btz ST uto
W Boln B/ & W dln & @ @ deg Unit fead dnt Cable Preamp Aux dPos  Toos
1 SEILTE S261 63.20-15.59 4286 3.4 1041 .00 0.0 131 175 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 S6SB.51 50.37 68.58 -18.21 40.53 33.40 10.44 34.00 0.0 131 175 PEAK -
3 5700.89 51.65105.22 -53.57 41.47 33.78 10.49 34.01 0.00 131 175 PEAK Miz BuV/n dBV/e B dBW dB/m A8 OB B o deg
4 STR.44 SLET 11179 -50.92 4150 3378 10.51 .01 0.00 131 175 PEAK 1 S765.00 115,22 --o- - 104,50 .06 1058 .02 0.0 1L 175 PEAK
Date: 2025-08-17
._I-uelllml
1 11
1050
ﬂl
00
| | AVG_54)
" - ]
Avg Blank
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3n 91200-02114-256702 HORTZONTAL
+ RBW:1000.000kHz VBW:1.000kHz SWT:Auto
Limit Read Ant Cable Preamp Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S785.00 107,23 --- -~ 9654 .03 1058 .02 0.0 131 175 AVERAGE
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wamaniae. FCC RADIO TEST REPORT Report No.: FR572903-01D

Pol. Horizontal Fundamental

evel (4BuVim) Date: 2025-08-17
1

|

A

Peak . Blank

5818, 5851, 5884, 5917, 5950

Site + 03CHI2-HY
Condition: PEAK BE(B4)_16-24 3m 91280-82114-256762 HORIZONTAL
+ REW:1000.000kHz VBW:3000.000kHz SWT:Auto

Linit Read  Ant Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark

Miz d8V/mdBuV/m dB dBV dB/m B d8 B o deg
5854.80 51.72 111,27 -59.55 49.68 34.40 10.67 34.03 0.00 131 175 PEAK
5871.79 53.65 106.10 -52.45 42.58 34.48 10.70 34.83 0.80 131 175 PEAK
5924.92 51.31 68.26 -16.95 40.22 34.35 10.78 34.04 0.0 131 175 PEN
5942.41 53.24 68.20 -14.96 42.15 34.32 10.81 34.64 Q.00 131 175 PEAK

TR
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No.: FR572903-01D

Pol. Vertical Fundamental
440L2¥el (dBuVim) e XE WY - Leve (i) Date: 025.08-17
\ r_mm w
1 ‘ 1 11
| L/
1059 / \ f" 1
. | ;
A | b
| | |
‘ (Vimmin e W BT "1 PEAK(M)
‘ |
e on | B -
35.0; M o
] : |
Peak . ‘ [ |
| 1.
5637, 5674, msns. 5748, 5785
1 2200, 3400, 4600. 5600, 7000
Site 1 G3CHL-HY Frequency (MHz)
Condition: PEAK_BE(B4)_16-24 3n 91200-82114-256782 VERTICAL
+ RBH:1000.000kHz VBW:3000.000kHz SWT:Auto Site 1 @3CHIZ-HY
it Ml Clieiren i e T Condition: PEAK(UNIT) 3m 91200-82114-250702 VERTICAL
Freq Level Line Margin Level Factor Loss Factor Factor Remark RN L00. ot Vo 000 Btz STt
Wi Ga s @ BN @ B B B o deg it fead jat Cable Preamp  Aux APos Thos
1 SEE7 5214 63.20 -16.06 4231 .39 10.44 M.00 0.00 4 360 PEAK Freq Level Line Margin Level Factor  Loss Factor Factor Renark
2 S658.32 50.56 68.44 -17.88 40.72 33.40 10.44 34.00 0.00 324 360 PEAK -
3 570194 51.73105.74 -54.01 4154 33.71 10.49 34.01 0.00 324 360 PEAK Mz dBV/mdbuV/m 8 dBV dB/m B B dB
4 STR25 .78 11137 -60.59 4050 3378 10.51 .01 0.00 324 360 PEAK 1 5765.00 110,15 -- - 100.46 .03 1058 M8 0.0 34 360 PEAK
Date: 2025-08-17
._I-uelllml
1 11
1050
ﬂl
00
| | AVG_54)
| [ o
it A
kY
N———— [
Avg Blank
1.
1 2200, 3400, 4600. 5600, 7000
Frequency (MHz)
Site 1 @3CHIZ-HY
Condition: AVG_54 3m 91200-02114-250702 VERTICAL
+ RBW:1000.000kHz VBW:1.000kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Renark
Mz Bal/n dBl/n G0 dBV ddm B B B cn deg
1 S765.00 163.93 --- - 934 03 1058 M6 0.0 34 360 AVERAGE
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wamaniae. FCC RADIO TEST REPORT Report No.: FR572903-01D

Pol. Vertical Fundamental

evel (4BuVim) Date: 2025-08-17
1

A T

/

ha

440
WMy,

Peak . Blank

[
|
! |
5818, 5851, 5684, 5917, 5950

Site + 03CHI2-HY
Condition: PEAK BE(B4)_16-24 3m 91200-82114-256762 VERTICAL
+ REW:1000.000kHz VBW:3000.000kHz SWT:Auto

Linit Read  Ant Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark

Miz d8V/mdBuV/m dB BV dB/m B d8 B cm deg
5854.47 51.44 112,02 -60.58 40.40 34.40 10.67 34.03 0.00 324 360 PEAC
5874.93 52.21105.22 -53.61 41.13 34.48 10.71 34.83 0.0 324 360 PEAK
592492 51.86 68.26 -16.40 40.77 34.35 10.78 34.04 0.0 324 360 PEX
5948.35 53.66 68.20 -14.54 42,58 34.30 10.82 34.84 0.00 324 360 PEAK

TR
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wamaniae. FCC RADIO TEST REPORT Report No.: FR572903-01D

Pol. Horizontal Vertical
1 Ll (#BuVin) Date: 2025-08-18 1 Level (§BuVin) Date: 2025-08-18
ol ol
Sl il
- iz - iz
T : I | 1 n | T : | W | ]| n |
\ G54 \ = VG54
Peak % % ‘
1 ‘ 1
Avg \ ‘ ‘
1 8800, 16600, 24400, 32200, 40000 1 8800, 16600, 24400, 2200, 40000
Frequency (WHz) Frequency (MHz)
Site & B3(HI2-HY Site @ B3(HI2-HY
Condition: PEAK(UNII) 3m 91200-02114-250762 HORIZONTAL Condition: PEAK(UNII) 3m 91200-92114-250762 VERTICAL
Linit Read At Cable Preasp Aux APos TPos Linit Read At Cable Preasp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Resark Freq Level Line Margin Level Factor Loss Factor Factor Resark
MizdBW/ndSu¥V/m d8 BV dB/n dB dB B cm deg MizdBW/ndSu¥/m 8 BV dB/n B dB B
1 11570.00 52.51 74,00 -21.49 63.93 38.92 16.55 67.17 0.28 100 157 PEAK 1 11570.00 52.66 74.00 -21.34 64.88 38.92 16.55 67.17 0.28 100 133 PEA
2 11570.00 43.59 54,00 -10.41 55.01 38.92 16.55 67.17 ©.28 100 157 Average 2 11570.00 44,05 54.00 -9.95 55.47 38.92 16.55 67.17 0.8 100 133 Average
3 17355.00 48.75 68.20 -19.45 56.81 38.51 20.53 67.31 @.21 - == PEAC 3 17355.00 49.68 68.20 -18.52 57.74 38.51 20.53 67.31 @.21 - -- PEAC
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