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This report is governed by, and incorporates by reference, the Conditions of Testing as posted at the date of issuance of this report at
http://www.bureauveritas.com/home/about-us/our-business/cps/about-us/terms-conditions/ and is intended for your exclusive use. Any copying or replication of this
report to or for any other person or entity, or use of our name or trademark, is permitted only with our prior written permission. This report sets forth our findings solely
with respect to the test samples identified herein. The results set forth in this report are not indicative or representative of the quality or characteristics of the lot from
which a test sample was taken or any similar or identical product unless specifically and expressly noted. Our report includes all of the tests requested by you and the
results thereof based upon the information that you provided to us. Measurement uncertainty is only provided upon request for accredited tests. Statements of conformity
are based on simple acceptance criteria without taking measurement uncertainty into account, unless otherwise requested in writing. You have 60 days from date of
issuance of this report to notify us of any material error or omission caused by our negligence or if you require measurement uncertainty; provided, however, that such
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1 Certificate of Conformity

Product: Floodlight Cam Pro (2nd Gen)
Brand: ring
Test Model: 5CCEA3
Sample Status: Engineering sample
Applicant: Ring LLC

Test Date: 2025/7/31 ~ 2025/9/9

Standards: 47 CFR FCC Part 15, Subpart C (Section 15.247)

ANSI C63.10-2020

The above equipment has been tested by Bureau Veritas Consumer Products Services (H.K.) Ltd.,

Taoyuan Branch, and found compliance with the requirement of the above standards. The test record,

data evaluation & Equipment Under Test (EUT) configurations represented herein are true and accurate

accounts of the measurements of the sample’s RF characteristics under the conditions specified in this

report.

g
Prepared by : g Hj C}M , Date:

Pc?lly ChierP/ Specialist

« |
| |

/ .
iEyem ) [t N\

L

Approved by : - , Date:

Jeremy Lin / Project Engineer

2025/9/17

2025/9/17
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2 Summary of Test Results

47 CFR FCC Part 15, Subpart C (Section 15.247)
FCC
Test ltem Result Remarks
Clause
Meet the requirement of limit.
15.207 AC Power Conducted Emission Pass Minimum passing margin is
-12.48dB at 0.17400MHz.
15.247(a)(1)(i) sséndber of Hopping Frequency Pass Meet the requirement of limit.
15.247(a)(1)(i) | Dwell Time on Each Channel Pass Meet the requirement of limit.
Spectrum Bandwidth of a
15'24(?)(3)(1) Frequency Hopping Sequence Pass Meet the requirement of limit.
Spread Spectrum System
15.247(b)(2) | Maximum Peak Output Power Pass Meet the requirement of limit.
Meet the requirement of limit.
15.205 & 209 | Radiated Emissions Pass Minimum passing margin is
-3.1dB at 2745.60MHz.
Meet the requirement of limit.
15.247(d) Band Edge Measurement Pass Minimum passing margin is
-3.2dB at 928.00MHz.
15.247(d) Antenna Port Emission Pass Meet the requirement of limit.
15.203 Antenna Requirement Pass No antenna connector is used.

Note:

1. 20 dB bandwidth of the hopping channel is 250 kHz or greater, the system shall use at least 25
hopping frequencies and the average time of occupancy on any frequency shall not be greater than
0.4 seconds within a 10 second period.

2. 20 dB bandwidth of the hopping channel is 250 kHz or greater, the system shall use at least 25
hopping frequencies and the average time of occupancy on any frequency shall not be greater than
0.4 seconds within a 10 second period.

3. Determining compliance based on the results of the compliance measurement, not taking into
account measurement instrumentation uncertainty.

21 Measurement Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests performed
on the EUT as specified in CISPR 16-4-2;

Measurement Frequency ExpanczESZL)Jr(]Jcr:)e rtainty

Conducted Emissions at mains ports 150kHz ~ 30MHz 2.79dB
9kHz ~ 30MHz 3.00dB
Radiated Emissions up to 1 GHz 30MHz ~ 200MHz 2.91dB
200MHz ~1000MHz 2.93dB
1GHz ~ 18GHz 1.76 dB

Radiated Emissi b 1GH
adiated Emissions above z 18GHz ~ 40GHzZ 177 dB

2.2 Modification Record

There were no modifications required for compliance.
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3  General Information

3.1 General Description of EUT

Product Floodlight Cam Pro (2nd Gen)

Brand ring

Test Model 5CCEAS

Status of EUT Engineering sample

Power Supply Rating 100-240Vac, 50/60Hz, 0.45A, 45W (From Floodlight Cam Wired Pro)

Modulation Type

LoRa 125kbps FHSS: LoRa
FSK 50kbps FHSS: FSK
FSK 150kbps FHSS: FSK
FSK 250kbps FHSS: FSK

Operating Frequency

LoRa 125kbps FHSS: 902.2 ~ 927.8MHz
FSK 50kbps FHSS: 902.2 ~ 927.8MHz
FSK 150kbps FHSS: 902.4 ~ 927.6MHz
FSK 250kbps FHSS: 902.5 ~ 927.5MHz

Number of Channel

LoRa 125kbps FHSS: 129
FSK 50kbps FHSS: 129
FSK 150kbps FHSS: 64
FSK 250kbps FHSS: 51

Output Power

LoRa 125kbps FHSS: 352.371mW
FSK 50kbps FHSS: 363.078mW
FSK 150kbps FHSS: 338.065mW
FSK 250kbps FHSS: 356.451mW

Antenna Type Refer to note
Antenna Connector Refer to note
Accessory Device NA
Cable Supplied NA
Note:
1. The Antenna information is listed as below.
Brand Model Gain(dBi) Frequency range Antenna Type | Connecter Type
INPAQ | WAG-M-LORA-00-008 1 LoRa 902~928MHz PIFA N/A

*Detail antenna specification please refer to antenna datasheet and/or antenna measurement report.
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3.2 Description of Test Modes
LoRa 125kbps FHSS

FSK 50kbps FHSS:

129 channels are provided to this EUT:

Channel (I;/rlﬁlqz') Channel (I;/rlﬁlqz') Channel (I;/rlﬁlqz') Channel (I;/rlﬁlqz') Channel (Ilzvllfﬁ'qz')
0 902.2 30 908.2 60 914.2 90 920.2 120 926.2
1 902.4 31 908.4 61 914.4 91 920.4 121 926.4
2 902.6 32 908.6 62 914.6 92 920.6 122 926.6
3 902.8 33 908.8 63 914.8 93 920.8 123 926.8
4 903.0 34 909.0 64 915.0 94 921.0 124 927.0
5 903.2 35 909.2 65 915.2 95 921.2 125 927.2
6 903.4 36 909.4 66 915.4 96 921.4 126 927.4
7 903.6 37 909.6 67 915.6 97 921.6 127 927.6
8 903.8 38 909.8 68 915.8 98 921.8 128 927.8
9 904.0 39 910.0 69 916.0 99 922.0
10 904.2 40 910.2 70 916.2 100 922.2
11 904.4 41 910.4 71 916.4 101 922.4
12 904.6 42 910.6 72 916.6 102 922.6
13 904.8 43 910.8 73 916.8 103 922.8
14 905.0 44 911.0 74 917.0 104 923.0
15 905.2 45 911.2 75 917.2 105 923.2
16 905.4 46 911.4 76 917.4 106 923.4
17 905.6 47 911.6 77 917.6 107 923.6
18 905.8 48 911.8 78 917.8 108 923.8
19 906.0 49 912.0 79 918.0 109 924.0
20 906.2 50 912.2 80 918.2 110 924.2
21 906.4 51 912.4 81 918.4 111 924 .4
22 906.6 52 912.6 82 918.6 112 924.6
23 906.8 53 912.8 83 918.8 113 924.8
24 907.0 54 913.0 84 919.0 114 925.0
25 907.2 55 913.2 85 919.2 115 925.2
26 907.4 56 913.4 86 919.4 116 925.4
27 907.6 57 913.6 87 919.6 117 925.6
28 907.8 58 913.8 88 919.8 118 925.8
29 908.0 59 914.0 89 920.0 119 926.0
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FSK 150kbps FHSS:
64 channels are provided to this EUT:

Channel |Freq. (MHz)| Channel |Freq. (MHz)| Channel |Freq. (MHz)| Channel |Freq. (MHz)
0 902.4 20 9104 40 9184 60 926.4
1 902.8 21 910.8 41 918.8 61 926.8
2 903.2 22 911.2 42 919.2 62 927.2
3 903.6 23 911.6 43 919.6 63 927.6
4 904.0 24 912.0 44 920.0
5 904 .4 25 9124 45 920.4
6 904.8 26 912.8 46 920.8
7 905.2 27 913.2 47 921.2
8 905.6 28 913.6 48 921.6
9 906.0 29 914.0 49 922.0
10 906.4 30 914.4 50 922.4
1 906.8 31 914.8 51 922.8
12 907.2 32 915.2 52 923.2
13 907.6 33 915.6 53 923.6
14 908.0 34 916.0 54 924.0
15 908.4 35 916.4 55 924 4
16 908.8 36 916.8 56 924.8
17 909.2 37 917.2 57 925.2
18 909.6 38 917.6 58 925.6
19 910.0 39 918.0 59 926.0
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FSK 250kbps FHSS:

51 channels are provided to this EUT:

Channel |Freq. (MHz)| Channel |Freq. (MHz)| Channel |Freq.(MHz)| Channel |Freq. (MHz)
0 902.5 15 910.0 30 917.5 45 925.0
1 903.0 16 910.5 31 918.0 46 9255
2 903.5 17 911.0 32 918.5 47 926.0
3 904.0 18 911.5 33 919.0 48 926.5
4 904.5 19 912.0 34 919.5 49 927.0
5 905.0 20 9125 35 920.0 50 927.5
6 905.5 21 913.0 36 920.5
7 906.0 22 913.5 37 921.0
8 906.5 23 914.0 38 921.5
9 907.0 24 914.5 39 922.0
10 907.5 25 915.0 40 922.5
11 908.0 26 9155 41 923.0
12 908.5 27 916.0 42 9235
13 909.0 28 916.5 43 924.0
14 909.5 29 917.0 44 924.5
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3.21 Test Mode Applicability and Tested Channel Detail
1. EUT can be used in the following ways: X-axis/ Y-axis/ Z-axis. Pre-scan these ways and find the worst case
as a representative test condition.
Pre-Scan:
2. Pre-Scan has been conducted to determine the worst-case mode from all possible combinations between
available modulations, data rates and antenna ports (if EUT with antenna diversity architecture).
Worst Case:  [X-axis/ Y-axis/ Z-axis Worst Condition: X-axis
EUT Configure Applicable to o
Description
Mode RE>1G RE<1G PLC APCM
- N N N N ]
Where RE>1G: Radiated Emission above 1GHz & RE<1G: Radiated Emission below 1GHz

Bandedge Measurement

PLC: Power Line Conducted Emission APCM: Antenna Port Conducted Measurement

Radiated Emission Test (Above 1GHz):

X Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity
architecture).

X] Following channel(s) was (were) selected for the final test as listed below.

EUT Configure Mode Available Channel Tested Channel Modulation Type Remark
- 0to 128 0, 64, 128 LoRa LoRa 125kbps FHSS
- 0to 128 0, 64, 128 FSK FSK 50kbps FHSS
- 0to 63 0, 32, 63 FSK FSK 150kbps FHSS
- 0 to 50 0, 25, 50 FSK FSK 250kbps FHSS

Radiated Emission Test (Below 1GHz):

XI Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity
architecture).

Xl Following channel(s) was (were) selected for the final test as listed below.

EUT Configure Mode Available Channel Tested Channel Modulation Type Remark
- 0to 128 0, 64, 128 LoRa LoRa 125kbps FHSS
- 0to 128 0, 64, 128 FSK FSK 50kbps FHSS
- 0to 63 0, 32,63 FSK FSK 150kbps FHSS
- 0to 50 0, 25, 50 FSK FSK 250kbps FHSS

Power Line Conducted Emission Test:

XI Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity

architecture).

XI Following channel(s) was (were) selected for the final test as listed below.

EUT Configure Mode

Available Channel

Tested Channel

Modulation Type

Remark

0to 128

64

LoRa

LoRa 125kbps FHSS

Report No.: RFCJWN-WTW-P25060383-6
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Antenna Port Conducted Measurement:

X This item includes all test value of each mode, but only includes spectrum plot of worst value of each

mode.

XI Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity

architecture).

X Following channel(s) was (were) selected for the final test as listed below.

EUT Configure Mode Available Channel Tested Channel Modulation Type Remark
- 0to 128 0, 64, 128 LoRa LoRa 125kbps FHSS
- 0to 128 0, 64, 128 FSK FSK 50kbps FHSS
- 0 to 63 0, 32, 63 FSK FSK 150kbps FHSS
- 0to 50 0, 25, 50 FSK FSK 250kbps FHSS
Test Condition:

Applicable to Environmental Conditions Input Power Tested by
RE>1G 23 deg. C, 66% RH 120Vac, 60Hz Greg Lin, Titan Hsu
RE<1G 23 deg. C, 66% RH 120Vac, 60Hz Greg Lin

PLC 25 deg. C, 75% RH 120Vac, 60Hz Greg Lin
APCM 25 deg. C, 60% RH 120Vac, 60Hz Jisyong Wang
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3.3 Duty Cycle of Test Signal
LoRa 125kbps FHSS: Duty cycle of test signal is 100%.
LoRa 125kbps FHSS
Duty Cycle Analysis
TS RBWV:
10.000MHz
130 VBV
120 10.000MHz
110 Total Tx on:
100ms
3 100
& Measure Time:
;u’ 90 100ms
E“ a0
70
60
50
40-, i
0 10m 20m 30m 40m 50m 60m 70m 80m 90m 100m
Time (=)
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FSK 50kbps FHSS: Duty cycle = 89.7 ms / 100 ms x 100% = 89.7%
FSK 150kbps FHSS: Duty cycle = 81.7 ms / 100 ms x 100% = 81.7%
FSK 250kbps FHSS: Duty cycle =74 ms /100 ms x 100% = 74%
FSK 50kbps FHSS
Duty Cycle Analysis
=2 RBVV:
10.000MH=z
50 VBW:
a5 10.000MH=z
= Total Tx on:
75 89.7ms
? e .
& Measure Time:
;u’ 85 100ms
7 60
~ 55
50
45
40 o4
35
31| i
0 10m 20m 30m 40m 50m B80m 70m 80m 90m 100m
Time (s)
FSK 150kbps FHSS
Duty Cycle Analysis
=2 RBVV:
10.000MH=z
50 VBW:
a5 10.000MH=z
= Total Tx on:
75 81.7ms
? e .
& Measure Time:
;u’ 85 100ms
7 60
~ 55
50
45
0 A d
35
31, .
0 10m 20m 30m 40m 50m B80m 70m 80m 90m 100m
Time (s)
FSK 250kbps FHSS
Duty Cycle Analysis
=2 RBVV:
10.000MH=z
50 VBW:
a5 10.000MH=z
= Total Tx on:
75 Tdms
? e .
& Measure Time:
;u’ 85 100ms
7 60
~ 55
50
45
4G L =
35
31| i
0 10m 20m 30m 40m 50m B80m 70m 80m 90m 100m
Time (s)
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3.4 Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or support

units. The following support units or accessories were used to form a representative test configuration
during the tests.

o Shielding
ID Descriptions Qty. Length (m) Cores (Qty.) Remarks
(Yes/No)
1. AC Power Cable 1 1 No 0 Supplied by applicant
3.41 Configuration of System under Test
EUT
(1
Under Table

3.5 General Description of Applied Standards and References

The EUT is a RF Product. According to the specifications of the manufacturer, it must comply with the
requirements of the following standards and references:

FCC Part 15, Subpart C (15.247)
ANSI C63.10-2020

All test items have been performed and recorded as per the above standards.
References Test Guidance:
KDB 558074 D01 15.247 Meas Guidance v05r02

All test items have been performed as a reference to the above KDB test guidance.
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4 Test Types and Results

4.1 Radiated Emission and Bandedge Measurement

4.1.1 Limits of Radiated Emission and Bandedge Measurement

Radiated emissions which fall in the restricted bands must comply with the radiated emission limits
specified as below table. Other emissions shall be at least 20dB below the highest level of the desired

ower:
Fre(war;;:ies (mﬁi:?lc?vc?lirs?rr;%’gar) Measurement Distance (meters)
0.009 ~ 0.490 2400/F(kHz) 300
0.490 ~ 1.705 24000/F(kHz) 30
1.705 ~ 30.0 30 30
30 ~ 88 100 3
88 ~ 216 150 3
216 ~ 960 200 3
Above 960 500 3
NOTE:
1. The lower limit shall apply at the transition frequencies.
2. Emission level (dBuV/m) = 20 log Emission level (uV/m).
3. For frequencies above 1000MHz, the field strength limits are based on average detector, however,

the peak field strength of any emission shall not exceed the maximum permitted average limits,
specified above by more than 20dB under any condition of modulation.
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4.1.2 Test Instruments

Description & Manufacturer Model No. Serial No. Cal. Date Cal. Due
Antenna Tower MFA-515BSN N/A N/A N/A
Max-Full
Test Receiver
Rohdo & Sefwarz ESR3 102783 2024/12/17 | 2025/12/16
Spectrum Analyzer
VS| N9020B MY60110513 2024/12/30 | 2025/12/29
BILOG Antenna
SCHWARZBEGK VULB9168 9168-1214 2024/10/15 | 2025/10/14
HORN Antenna BBHA 9120 D 9120D-1170 2024/11/10 | 2025/11/09
SCHWARZBECK
Eﬁ’glA”te””a EM-6879 64095 2024/10117 | 2025/10/16
Eﬁgﬁ“p"f'er EMC330N 980798 2025/01/14 | 2026/01/13
Eﬁgﬁ“p"f'er EMC118A45SE 980809 2025/04/24 2026/04/23
Eﬁg’l‘“p"f'er EMC184045SE 980786 2025/01/14 | 2026/01/13

. EMCCFD400-NM-
R ignal cable NM- 2012018 20 249" | 202501114 | 2026/01/13

(9000+300+500)

RF signal cable EMC101G-KM-KM- |201261+201258+20
EMCI (5000+3000+2000) 1249 2025/01/14 | 2026/01/13
Software ADT_Radiated_V7.
BV ADT 7111 NA NA NA
Antenna Tower MFA-515BSN NA NA NA
Max-Full
Tum Table MFT-201SS NA NA NA
Max-Full
Turn Table Controller MF-7802BS MF780208676 NA NA

Max-Full

Note: 1. The calibration interval of the above test instruments is 12 months and the calibrations are
traceable to NML/ROC and NIST/USA.

2. The test was performed in WM Chamber 9.

3. Test Date: 2025/8/5 ~ 2025/8/29
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4.1.3 Test Procedures

For Radiated emission below 30MHz

a.

The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
chamber room. The table was rotated 360 degrees to determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

Parallel, perpendicular, and ground-parallel orientations of the antenna are set to make the
measurement.

For each suspected emission, the EUT was arranged to its worst case and the rotatable table was
turned from O degrees to 360 degrees to find the maximum reading.

The test-receiver system was set to Quasi-Peak Detect Function and Specified Bandwidth with
Maximum Hold Mode.

Note:

1.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 200 Hz at
frequency below 150 kHz.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 9 kHz or 10 kHz
at frequency (150 kHz to 30 MHz).

All modes of operation were investigated and the worst-case emissions are reported.

For Radiated emission above 30MHz

a.

The EUT was placed on the top of a rotating table 0.8 meters (for 30MHz ~ 1GHz) / 1.5 meters (for
above 1GHz) above the ground at 3 meter chamber room for test. The table was rotated 360
degrees to determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

The height of antenna is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360
degrees to find the maximum reading.

The test-receiver system was set to quasi-peak detect function and specified bandwidth with
maximum hold mode when the test frequency is below 1 GHz.

The test-receiver system was set to peak and average detect function and specified bandwidth with
maximum hold mode when the test frequency is above 1 GHz. If the peak reading value also meets
average limit, measurement with the average detector is unnecessary.
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Note:

1.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120 kHz for
Quasi-peak detection (QP) at frequencies less than or equal to 1 GHz.

The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is 3
MHz for Peak detection (PK) and Average detection (AV) at frequency above 1 GHz.

(For LoRa 125kbps FHSS , FSK 50kbps FHSS)
The maximum dwell time per 1 MHz is determined as follows:

Maximum dwell time per 1 MHz = dwell time per 100 ms per channel x (channel separation
correction + overlapping channel correction) where:

i) Channel separation correction = [1 / channel separation (MHz)] for channel separation < 1 MHz,
and = 1 for channel separation = 1 MHz, as determined using the procedures of 7.8.2. If the average
measurements are performed on the Nth harmonic, the channel separation value is N times the
separation at the fundamental frequency.

ii) Overlapping channel correction = 0 when the 20 dB channel bandwidth < channel separation and
1 for when the 20 dB channel bandwidth > channel separation.
The average value may be determined as follows:

a) From the peak value of the emission: The measured peak value in dBuV/m is corrected by
20log(maximum dwell time in 100 ms / 100).

b) From the average value of the emission: When the average value has been measured with the
device continuously transmitting (100% duty cycle) the measured average value in dBuV/m is
corrected by Xlog(maximum dwell time in 100 ms / 100) where X = 10 if using an rms-average power
detector (with output data in power terms) and X = 20 if using a linear voltage average detector (with
output data in voltage terms).

(For FSK 150kbps FHSS , FSK 250kbps FHSS)

All modes of operation were investigated and the worst-case emissions are reported.

4.1.4 Deviation from Test Standard

No deviation.

4.1.5 Test Setup

For Radiated emission below 30MHz

EUT& 3m /
| —

Support Units | |

\f Turn Table
R— /

80cm [
L

Ground Plane

Test Receiver

N [ —

O O O @
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For Radiated emission 30MHz to 1GHz

EUT&

Support Un'tﬁ\
i e

An

3m

t. Tower

Turn Table

1-4m
Variable

80cmT
L

For Radiated emission above 1GHz

EUT&

I
Ground Plane
Test Receiver
[ | —
O O 0O O
/W © 0 0 o=y
Ant. Tower 1-4m
Variable
3m
Support Units | I
Turn Table D 7
Absorber
5_8

150cn’{

L

WAMAAA

Ground Plane

Test Receiver

N

For the actual test configuration, please refer to the attached file (Test Setup Photo).

4.1.6 EUT Operating Conditions

Set the EUT under transmission condition continuously at specific channel frequency.
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4.1.7 Test Results
LoRa 125kbps FHSS

CHANNEL TX Channel 0 DETECTOR enk (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/Tm MA?;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 81.3QP 89.2 7.9 1,00 H 29 50.6 30.7
2 | *90220 | 119.2QP 1.00 H 29 88.4 30.8
Remarks:

N —

[ 206, I~ V)

— Pre-Amplifier Factor (dB)

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
. " * " Fundamental frequency.

."#" The radiated frequency is out of the restricted band.

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

120

100

a0

B0

40

20

Level
(dBuVim)
140

0-
802

1 1
904 906

1 1
so0g 910

1
"2

1
914

1 1
916 918

Frequency (MHz)

1
520

1 1
g2z G24

1 1
926 928
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CHANNEL TX Channel 0 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL dLB'“Q/'/Tm MA(TBG'N HEIGHT | ANGLE | VALUE FACTOR
(MHz) (dBuvim) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 86.4QP 94.4 8.0 119V 109 55.7 30.7
2 | *90220 | 124.4QP 119V 109 93.6 30.8
Remarks:

N —

— Pre-Amplifier Factor (dB)

[©206) I~ eV

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
. " * " Fundamental frequency.

."#" The radiated frequency is out of the restricted band.

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

Level
(dBuVim)
140

2

120

100

a0

B0

40

20

0-

1 1 1
B0z 904 Q06 S08

1 1 1 1 1 |
910 2 914 96 918 920

Frequency (MHz)

1 1
g2z G24

1 1
926 928
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CHANNEL TX Channel 64 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSES' LEVEL dLB'“f/'/Tm MA:;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *915.00 | 119.7QP 132 H 113 88.7 31.0
Remarks:

N -~

o Ok~ W

— Pre-Amplifier Factor (dB)

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

Level
(dBuVim)
140

120

100

80

B0

4D

20

0-,
802

] I I
504 506 908

1 1
810 2

1 1 1 |
514 H16 918 920

Frequency (MHz)

1 1
G922 524

1 1
926 628
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CHANNEL TX Channel 64 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. F;EQ' LEVEL d'é”\c/Tm MA(TBG N HEIGHT ANGLE VALUE FACTOR
(MHz) (dBuvim) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 *915.00 124.8 QP 120V 107 93.8 31.0
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

(o216 I ~ NN OV]

Level
(dBuVim)
140

120

100

80

B0

40

20

D _I ] I I 1 1 1 1 1 | | | | |
902 904 906 908 910 912 914 916 918 920 922 924 926 928
Frequency (MHz)
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CHANNEL TX Channel 128 DETECTOR .
Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz FUNCTION
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  [CORRECTION
NO. ':;E(Z)) LEVEL ( d:m/l/Tm) M'?(TBG)IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *927.80 119.5 QP 1.36 H 13 88.3 31.2
2 928.00 86.0 QP 89.5 -3.5 1.36 H 13 54.8 31.2
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)

N

[©20N6) I~ eV

— Pre-Amplifier Factor (dB)

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#" The radiated frequency is out of the restricted band.

. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

Level
(dBuV/m)
140-

120

100

a0

&0

40

20

n-

1 1
502.00000 505.00000

1 1
§10.00000 ‘915.00000

Frequency (MHz)

1
H20.00000

1
525.00000 928.00001
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CHANNEL TX Channel 128 DETECTOR Peak (QP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  [CORRECTION
NO. F;EQ' LEVEL d';'\c/Tm MAEBG N HEIGHT ANGLE VALUE FACTOR
(MHz) (dBuvim) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 *927.80 124.5 QP 117V 109 93.3 31.2
2 928.00 91.3 QP 94.5 -3.2 117V 109 60.1 31.2
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)

N

. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

. The other emission levels were very low against the limit.

. Margin value = Emission Level — Limit value

" * " Fundamental frequency.

."#" The radiated frequency is out of the restricted band.

[©20N6) I~ eV

Level
(dBuV/m)
140-

120

100

a0

&0

40

20

0-!
1 1 1 1 U 1
502.00000 905.00000 510.00000 915.00000 520.00000 §25.00000 526.00001
Frequency (MHz)

Report No.: RFCJWN-WTW-P25060383-6 Page No. 26 / 88 Report Format Version: 6.1.1




BUREAU

Above 1GHz Data:

FREQUENCY RANGE |1GHz ~ 10GHz FUNISITICI Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d'l‘a”\f/'/T MACT; N HEiGHT | ANGLE | VALUE FACTOR
(MH2) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 270660 | 52.3PK 74.0 217 2.68 H 297 54.6 23
2 | 270660 | 49.6AV 54.0 4.4 2.68 H 297 51.9 23
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F“F;EQ‘ LEVEL dLB”\Q/'/T MA?; | HeigHT | ANGLE | VALUE FACTOR
(MHz) (dBuv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 270660 | 49.2PK 74.0 2438 184V 77 515 23
2 | 270660 | 454AV 54.0 86 184V 77 477 23
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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CHANNEL TX Channel 64 SEEeTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/Tm MAC'T; N\ HEiGHT | ANGLE VALUE FACTOR
(MHz) (Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 274500 | 50.7PK 74.0 233 2.97H 303 526 19
2 | 274500 | 47.3AV 54.0 6.7 2.97H 303 492 19
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. ZGES) LEVEL | d;'m/'/Tm) M’?(T;'N HEIGHT | ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 | 274500 | 50.1PK 74.0 23.9 143V 75 52.0 19
2 | 274500 | 46.9AV 54.0 71 143V 75 4838 19
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/Tm MA(TBG N\ HEiGHT | ANGLE VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 2783.40 | 49.2PK 74.0 24.8 2.67H 307 51.0 18
2 | 278340 | 462AV 54.0 7.8 2.67H 307 48.0 18
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MACT; N1 HeiGHT | ANGLE VALUE FACTOR
(MHz) (dBuv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 278340 | 489PK 74.0 251 151V 82 50.7 18
2 | 278340 | 44.0AV 54.0 10,0 151V 82 458 18
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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Below 1GHz data:
CHANNEL TX Channel 0 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |9kHz ~ 1GHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. T;ES) LEVEL (dlélm/l/Tm) M,?(I;{;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 121.18 34.3 QP 435 9.2 1.00H 174 49.2 -14.9
2 153.19 31.5QP 43.5 -12.0 1.25H 116 44.3 -12.8
3 265.71 35.0QP 46.0 -11.0 1.50H 260 48.3 -13.3
4 328.76 26.8 QP 46.0 -19.2 1.00H 262 38.0 -11.2
5 843.83 31.4 QP 46.0 -14.6 1.25H 63 33.1 -1.7
6 944.71 30.8 QP 46.0 -15.2 1.00H 286 30.6 0.2
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m).
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier
Factor(dB).

3. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value.

N

5. The frequency range 9 kHz ~ 30 MHz: all emissions are more than 20 dB below the limit,
therefore do not be recorded in this report.
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CHANNEL TX Channel 0 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |9kHz ~ 1GHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':;E(Z)) LEVEL ( dlé”\c/Tm) Mp(‘(TBG)IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) . (m) (Degree) | (dBuv) (dB/m)
1 36.79 33.6 QP 40.0 6.4 1.00V 17 47.4 -13.8
2 79.47 36.4 QP 40.0 -3.6 125V 159 54.1 -17.7
3 154.16 30.6 QP 43.5 -12.9 125V 88 43.3 -12.7
4 265.71 29.2 QP 46.0 -16.8 1.00 V 196 425 -13.3
5 488.81 309 QP 46.0 -15.1 1.00 V 167 38.6 7.7
6 944.71 32.1QP 46.0 -13.9 1.50 V 82 31.9 0.2
Remarks:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m).

2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier
Factor(dB).

3. The other emission levels were very low against the limit.

. Margin value = Emission Level — Limit value.

5. The frequency range 9 kHz ~ 30 MHz: all emissions are more than 20 dB below the limit,
therefore do not be recorded in this report.
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FSK 50kbps FHSS
CHANNEL TX Channel 0 SErEETEE |
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. TSEQ) LEVEL | d'l‘a”\f/'/T ) M’??;'N HEIGHT | ANGLE | VALUE FACTOR
‘ (dBuV/m) uvim (m) (Degree) | (dBuv) (dB/m)
1 | #90200 | 76.7QP 89.6 12,9 1.00 H 27 46.0 30.7
2 | *90220 | 1196QP 1.00 H 27 88.8 30.8
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

. Margin value

(o206 I ~ N ON]

— Pre-Amplifier Factor (dB)

= Emission Level — Limit value

" * " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

. The other emission levels were very low against the limit.
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CHANNEL TX Channel 0 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA?;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 811QP 94.6 135 121V 105 50.4 30.7
2 | *902.20 | 1246QP 121V 105 93.8 30.8
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

(o216 I >N OV]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 64 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F,\F;ES' LEVEL dLB'“f/'/Tm MA:; N hEiGHT | ANGLE | vALUE FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *915.00 | 119.9QP 134 H 114 88.9 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

o bk~ W

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 64 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F;EQ' LEVEL d;”\f/'/Tm MA(T; | HeiGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *915.00 | 1252QP 122V 103 94.2 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

o Ok~ W
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CHANNEL TX Channel 128 ETEETOR e (P
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSES' LEVEL dLB'“Q/'/Tm MA:;'N HEIGHT | ANGLE | VALUE | FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | +927.80 | 119.8QP 131 H 115 88.6 31.2
2 | #92800 | 78.7QP 89.8 11 131 H 115 475 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

o Ok~ W

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 128 SErEETOR -
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA(TE?'N HEIGHT | ANGLE | VALUE | FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *927.80 | 124.5QP 120V 12 933 31.2
2 | #92800 | 83.7QP 945 10.8 120V 12 525 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#" The radiated frequency is out of the restricted band.
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Above 1GHz Data:
FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL d'l‘a”\Q/'/T MA(T; N1 WeiGHT | ANGLE | VALUE FACTOR
(MH2) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 270660 | 51.7PK 74.0 223 331H 56 54.0 23
2 | 270660 | 505AV 54.0 35 331H 56 52.8 23
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MA?; N\ HEiGHT | ANGLE | VALUE FACTOR
MH2) | aguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 278340 | 482PK 74.0 258 1.70V 80 50.0 18
2 | 278340 | 468AV 54.0 72 170V 80 486 18
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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CHANNEL TX Channel 64 ST Peak (PK)
FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MAC'T; N\ HEiGHT | ANGLE | VALUE FACTOR
MH2) | gguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 274500 | 51.1PK 74.0 229 294H 49 53.0 19
2 | 274500 | 49.8AV 54.0 42 294H 49 51.7 19
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL d'I‘B"\Q/'/T MA(T; N1 WeiGHT | ANGLE | VALUE FACTOR
(MHz) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 274500 | 49.1PK 74.0 249 243V 170 51.0 19
2 | 274500 | 475AV 54.0 65 243V 170 49.4 19
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA(TBG'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 278340 | 50.4PK 74.0 236 1.60 H 61 52.2 18
2 | 278340 | 487AV 54.0 53 1.60 H 61 50.5 18
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL dLB”\Q/'/T MACT; N1 WeiGHT | ANGLE | VALUE FACTOR
(MH2) (dBuv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 278340 | 482PK 74.0 258 170V 80 50.0 18
2 | 278340 | 468AV 54.0 72 170V 80 486 18
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
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CHANNEL TX Channel 0 SErEETEE |
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. TSEQ) LEVEL | d'l‘a”\f/'/T ) M’??;'N HEIGHT | ANGLE | VALUE FACTOR
‘ (dBuV/m) uvim (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 652QP 89.2 24.0 1.00 H 30 345 30.7
2 | *90240 | 119.2QP 1.00 H 30 88.4 30.8
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

o Ok~ W
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CHANNEL TX Channel 0 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSES' LEVEL dLB'“Q/'/Tm MA:;'N HEIGHT | ANGLE | VALUE | FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 70.3QP 945 24.2 119V 105 39.6 30.7
2 | *90240 | 1245QP 119V 105 93.7 30.8
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

(021N é) I >N OV]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 32 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F,\F;ES' LEVEL dLB'“f/'/Tm MA:; N hEiGHT | ANGLE | vALUE FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *91520 | 119.7QP 131H 112 88.7 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

[T é) I >N V]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 32 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F,\F;ES' LEVEL dLB'“f/'/Tm MA:; N hEiGHT | ANGLE | vALUE FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *91520 | 124.9QP 123V 104 93.9 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

[T é) I >N V]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 63 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSES' LEVEL dLB'“Q/'/Tm MA:;'N HEIGHT | ANGLE | VALUE | FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *92760 | 119.5QP 124 H 12 88.3 31.2
2 | #92800 | 67.8QP 89.5 217 124 H 12 36.6 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

(021N é) I >N OV]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 63 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA?;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *92760 | 124.3QP 147V 12 93.1 31.2
2 | #92800 | 724QP 94.3 219 147V 12 412 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

(o216 I >N OV]

Level
(dBuV/m)
140 -

120

100

a0

60

40

20

0-
1 1 1 1 U 1
G02.00000 905.00000 910.00000 915.00000 §20.00000 925.00000 928.00001
Frequency (MHz)

Report No.: RFCJWN-WTW-P25060383-6 Page No. 46 / 88 Report Format Version: 6.1.1




BI.IEJ\I.I

Above 1GHz Data:
FREQUENCY RANGE |1GHz ~ 10GHz FUNISITICI Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL d'l‘a”\Q/'/T MA(T; N HEiGHT | ANGLE | VALUE FACTOR
(MH2) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 270720 | 49.9PK 74.0 241 3.40 H 34 52.2 23
2 | 270720 | 481AV 54.0 59 3.40 H 34 50.4 23
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MAC'T; | HeigHT | ANGLE | VALUE FACTOR
MH2) | aguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 270720 | 479PK 74.0 261 252V 173 50.2 23
2 | 270720 | 461AV 54.0 7.9 252V 173 48.4 23
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

3. The other emission levels were very low against the limit.

4. Margin value = Emission Level — Limit value

5.The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping
channel correction)) = 20 log(81.7/100*(1+0))= -1.8 dB
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CHANNEL TX Channel 32 DETECTOR Quasi-Peak (QP)
FUNCTION Peak (PK)
FREQUENCY RANGE |[1GHz ~ 10GHz Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d'é'“f/'/T MA?; N"| HeigHT | ANGLE | VALUE FACTOR
MH2) | gguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 274560 | 527PK 74.0 213 242H 55 54.6 1.9
2 | 274560 | 50.9AV 54.0 3.1 2.42H 55 52.8 1.9
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dII-BIM\/l;r MA:; N HEiGHT | ANGLE | VALUE FACTOR
(MHz) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 274560 | 50.6 PK 74.0 234 247V 167 52,5 1.9
2 | 274560 | 488AV 54.0 52 247V 167 50.7 19
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5.The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping

channel correction)) = 20 log(81.7/100*(1+0))= -1.8 dB
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FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA(TBG'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 278280 | 50.8PK 74.0 232 183 H 57 526 18
2 | 278280 | 49.0AV 54.0 5.0 183 H 57 50.8 18
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL dLB”\Q/'/T MACT; N1 WeiGHT | ANGLE | VALUE FACTOR
(MH2) (dBuv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 278280 | 49.7PK 74.0 243 162V 77 515 18
2 | 278280 | 479AV 54.0 6.1 162V 77 49.7 18
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

3. The other emission levels were very low against the limit.

4. Margin value = Emission Level — Limit value

5.The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping
channel correction)) = 20 log(81.7/100*(1+0))= -1.8 dB
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FSK 250kbps FHSS
CHANNEL TX Channel 0 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. Z\F;EQ) LEVEL | d'l‘a”\f/'/T ) M’??BC')"N HEIGHT | ANGLE | VALUE FACTOR
‘ (dBuV/m) uvim (m) (Degree) | (dBuV) (dB/m)
1 | #902.00 | 652QP 89.5 243 101H 29 345 30.7
2 | *90250 | 1195QP 101H 29 88.7 30.8
REMARKS:

1

[©20N6) I~ eV

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2.

Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
" * " Fundamental frequency.

."#" The radiated frequency is out of the restricted band.

140

Level
(dBuVim)

5

120

100

0

60

40

20

0-

502

1 1 1
S04  S06 508

1 1
510 912

1
914

1 1 !
916 918 920

Frequency (MHz)

1 1
g22  G24

1 1
926 928

Report No.: RFCJWN-WTW-P25060383-6

Page No. 50 / 88

Report Format Version: 6.1.1




]

BIJEAI.I

CHANNEL TX Channel 0 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA?;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | #902.00 | 69.9QP 94.3 24.4 118V 107 39.2 30.7
2 | *902.50 | 1243QP 118V 107 935 30.8
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

(o216 I >N OV]
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CHANNEL TX Channel 25 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F,\F;ES' LEVEL dLB'“f/'/Tm MA:; N hEiGHT | ANGLE | vALUE FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *915.00 | 120.1QP 128 H 113 89.1 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

[T é) I >N V]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 25 DETECTOR .
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. F;EQ' LEVEL d;”\f/'/Tm MA(T; | HeiGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *915.00 | 1251 QP 124V 106 94.1 31.0
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

(021N é) I >N OV]
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CHANNEL TX Channel 50 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSES' LEVEL dLB'“Q/'/Tm MA:;'N HEIGHT | ANGLE | VALUE | FACTOR
MHz) | gBuvsm) | (@BUVM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *92750 | 119.6 QP 135 H 118 88.4 31.2
2 | #92800 | 66.4QP 89.6 232 135 H 118 35.2 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)

— Pre-Amplifier Factor (dB)

(021N é) I >N OV]

. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 50 DETECTOR Poak (OP
FUNCTION Quasi-Peak (QP)
FREQUENCY RANGE |902MHz ~ 928MHz
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA?;'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | *92750 | 124.4QP 147V 110 93.2 31.2
2 | #92800 | 71.1QP 94.4 233 147V 110 39.9 31.2
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.
."#": The radiated frequency is out of the restricted band.

(o216 I >N OV]
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Above 1GHz Data:
FREQUENCY RANGE |1GHz ~ 10GHz FUNISITICI Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL d'l‘a”\Q/'/T MA(T; N HEiGHT | ANGLE | VALUE FACTOR
(MH2) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 270750 | 51.9PK 74.0 22.1 2.98 H 35 54.2 23
2 | 270750 | 493AV 54.0 47 2.98 H 35 516 23
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MAC'T; | HeigHT | ANGLE | VALUE FACTOR
MH2) | aguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 270750 | 50.5PK 74.0 235 263V 245 52.8 23
2 | 270750 | 479AV 54.0 6.1 263V 245 50.2 23
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

3. The other emission levels were very low against the limit.

4. Margin value = Emission Level — Limit value

5. The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping
channel correction)) = 20 log(74/100*(1+0))= -2.6 dB
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CHANNEL TX Channel 25 ST Peak (PK)
FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dLB”\Q/'/T MAC'T; N\ HEiGHT | ANGLE | VALUE FACTOR
MH2) | gguvim) | (@BUVm) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 274500 | 527PK 74.0 213 266 H 47 54.6 19
2 | 274500 | 50.1AV 54.0 3.9 266 H 47 52.0 19
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL d'I‘B"\Q/'/T MA(T; N1 WeiGHT | ANGLE | VALUE FACTOR
(MHz) (@Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 274500 | 50.9PK 74.0 231 2.90 V 245 52.8 19
2 | 274500 | 483AV 54.0 57 290V 245 50.2 19
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

3. The other emission levels were very low against the limit.

4. Margin value = Emission Level — Limit value

5. The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping
channel correction)) = 20 log(74/100*(1+0))= -2.6 dB
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FREQUENCY RANGE |1GHz ~ 10GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL d;”\f/'/Tm MA(TBG'N HEIGHT | ANGLE | VALUE FACTOR
MHz) | gBuvsm) | (@BUVIM) (dB) (m) (Degree) | (dBuv) (dB/m)
1 | 278250 | 53.0PK 74.0 210 2.86H 293 54.8 18
2 | 278250 | 504AV 54.0 36 2.86H 293 522 18
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA | TABLE RAW  |CORRECTION
NO. FI\F;EQ' LEVEL dLB”\Q/'/T MACT; N1 WeiGHT | ANGLE | VALUE FACTOR
(MH2) (dBuv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuV) (dB/m)
1 | 278250 | 512PK 74.0 228 352V 255 53.0 18
2 | 278250 | 486AV 54.0 54 352V 255 50.4 18
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
— Pre-Amplifier Factor (dB)

3. The other emission levels were very low against the limit.

4. Margin value = Emission Level — Limit value

5. The average value of 3nd harmonic frequency is: Average = Peak value + 20 log(dwell time
per 100 ms per channel * (channel separation correction + overlapping channel correction))
Where the duty cycle correction factor is calculated from following formula:
20 log(dwell time per 100 ms per channel x (channel separation correction + overlapping
channel correction)) = 20 log(74/100*(1+0))= -2.6 dB
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4.2 Conducted Emission Measurement

4.21 Limits of Conducted Emission Measurement

Conducted Limit (dBuV)
Frequency (MHz) Quasi-peak Average
0.15-0.5 66 - 56 56 - 46
0.50-5.0 56 46
5.0-30.0 60 50

Note: 1. The lower limit shall apply at the transition frequencies.
2. The limit decreases in line with the logarithm of the frequency in the range of 0.15 to
0.50MHz.

4.2.2 Test Instruments

Description & Manufacturer Model No. Serial No. Cal. Date Cal. Due
Test Receiver
ROHDE & SCHWARZ ESCI 100613 2024/11/25 2025/11/24
RF signal cable (with 10dB
PAD) 5D-FB Cable-cond1-01 2025/1/5 2026/1/4
Woken
LISN
ROHDE & SCHWARZ ENV216 101826 2025/3/24 2026/3/23
(EUT)
LISN
ROHDE & SCHWARZ ESH3-z5 100311 2024/9/5 2025/9/4
(Peripheral)
Software BVADT_Cond
ADT V7.4.1.0 N/A N/A N/A

Note: 1. The calibration interval of the above test instruments is 12 months and the calibrations are
traceable to NML/ROC and NIST/USA.
2. The test was performed in HwaYa Shielded Room 1 (Conduction 1).
3. The VCCI Site Registration No. is C-12040.
4. Test Date: 2025/7/31
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4.2.3 Test Procedures

a. Exploratory ac power-line conducted emission measurements: The EUT shall be operated on the mid
channel and in the mode with highest output power unless the fundamental operates in the AC power-
line emission test range then the EUT shall be operated in the range of typical modes of operation.

b. The EUT was placed on a 0.8 meter to the top of table and placed 0.4 meters from the conducting wall
of the shielded room with EUT being connected to the power mains through a line impedance
stabilization network (LISN). Other support units were connected to the power mains through another
LISN. The two LISNs provide 50 ohm/ 50 uH of coupling impedance for the measuring instrument.

c. Both lines of the power mains connected to the EUT were checked for maximum conducted
interference.

d. The frequency range from 150 kHz to 30 MHz was searched. Emission levels under (Limit — 20 dB)
was not recorded.

Note: The resolution bandwidth and video bandwidth of test receiver is 9kHz for quasi-peak detection
(QP) and average detection (AV) at frequency 0.15MHz-30MHz.

4.2.4 Deviation From Test Standard
No deviation.

4.2.5 Test Setup

/ Vertical Ground
Reference Plane / Test Receiver

—~———— L 1
IN

© 0 o o°
EUT ] o o0 oo
] |l |
\ Horizontal Ground
Reference Plane
Note: 1.Support units were connected to second LISN.
2.Both of LISNs (AMN) are 80 cm from EUT and at least 80

40cm

80cm
]

|LISNh
|

IH

from other units and other metal planes

For the actual test configuration, please refer to the attached file (Test Setup Photo).

4.2.6 EUT Operating Condition

Same as item 4.1.6.
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4.2.7 Test Results
LoRa 125kbps FHSS

Phase Line (L) Detector Function g::rs;;e(%()ap) /
Channel TX Channel 64
Freq. Corr. Reading Value | Emission Level Limit Margin
No Factor [dB (uV)] [dB (uV)] [dB (uV)] (dB)
[MHZ] (dB) Q.P. AV. Q.P. AV. Q.P. AV. Q.P. AV.
1 0.15400 9.68 38.34 | 16.25 | 48.02 | 2593 | 65.78 | 55.78 | -17.76 | -29.85
2 0.17400 9.69 42.60 | 30.50 | 52.29 | 40.19 | 64.77 | 54.77 | -12.48 | -14.58
3 0.35782 9.72 29.11 | 1562 | 38.83 | 25.34 | 58.78 | 48.78 | -19.95 | -23.44
4 0.55800 9.74 2421 | 10.07 | 33.95 | 19.81 | 56.00 | 46.00 | -22.05 | -26.19
5 0.97400 9.79 2455 | 10.11 | 34.34 | 19.90 | 56.00 | 46.00 | -21.66 | -26.10
6 2.01400 9.79 23.10 | 10.87 | 32.89 | 20.66 | 56.00 | 46.00 | -23.11 | -25.34

REMARKS:
1. Q.P. and AV. are abbreviations of quasi-peak and average individually.
2. The emission levels of other frequencies were very low against the limit.
3. Margin value = Emission level - Limit value
4. Correction factor = Insertion loss + Cable loss
5. Emission Level = Correction Factor + Reading Value.

PK Trace e
o) — @P Limit |-
CAV Limit |

= : @F  Value

MHz
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Phase Neutral (N) Detector Function gy:;:;;e(%/(ﬁp) /
Channel TX Channel 64
S Corr. Reading Value | Emission Level Limit Margin
No ' Factor [dB (uV)] [dB (uV)] [dB (uV)] (dB)
[MHZ] (dB) Q.P. AV. Q.P. AV. Q.P. AV. Q.P. AV.
1 0.15000 9.66 33.22 | 10.86 | 42.88 | 20.52 | 66.00 | 56.00 | -23.12 | -35.48
2 0.16190 9.66 40.46 | 23.08 | 50.12 | 32.74 | 65.37 | 55.37 | -15.25 | -22.63
3 0.17800 9.66 4213 | 31.24 | 51.79 | 40.90 | 64.58 | 5458 | -12.79 | -13.68
4 0.35400 9.71 29.79 | 1761 | 39.50 | 27.32 | 58.87 | 48.87 | -19.37 | -21.55
5 1.14600 9.81 25.61 | 1246 | 3542 | 22.27 | 56.00 | 46.00 | -20.58 | -23.73
6 2.35387 9.82 2441 | 10.94 | 34.23 | 20.76 | 56.00 | 46.00 | -21.77 | -25.24
REMARKS:

1. Q.P. and AV. are abbreviations of quasi-peak and average individually.
2. The emission levels of other frequencies were very low against the limit.
3. Margin value = Emission level - Limit value

4. Correction factor = Insertion loss + Cable loss

5. Emission Level = Correction Factor + Reading Value.

PK Trace
@P Limit
CAV Limit

= : @F  Value

1
10.00

1
30.00
MHz
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4.3 Number of Hopping Frequency Used
4.3.1 Limits of Hopping Frequency Used Measurement
For LoRa 125kbps FHSS, FSK 50kbps FHSS, FSK 150kbps FHSS:
At least 50 channels frequencies, and should be equally spaced.
For FSK 250kbps FHSS:
At least 25 channels frequencies, and should be equally spaced.
4.3.2 Test Setup
EUT SPECTRUM
| | ANALYZER
10dB ATTENUATION
PAD
4.3.3 Test Instruments
Description i i
p Model No. Serial No. Calibrated Callbra_ted
Manufacturer Date Until

Fixed Attenuator 00800A1KO1A-10 | 00B00ATKO1A-10-01 | 2025/5/23 | 2026/5/22

Woken

;‘gga' & Spectrum Analyzer FSV3044 101504 2025/6/18 | 2026/6/17
Software ADT_RF Test

BV Software V7.6.5.4 N/A N/A N/A
Notes:

1. The calibration interval of the above test instruments is 12 months and the calibrations are
traceable to NML/ROC and NIST/USA.

2. The test was performed in Oven room.

3. Tested Date: 2025/8/31 ~ 2025/9/9

4.3.4 Test Procedure

a. Check the calibration of the measuring instrument (SA) using either an internal calibrator or a known
signal from an external generator.

b. Turn on the EUT and connect its antenna terminal to measurement via a low loss cable. Then set it
to any one measured frequency within its operating range and make sure the instrument is operated
in its linear range.

c. Setthe SA on MaxHold Mode, and then keep the EUT in hopping mode. Record all the signals from
each channel until each one has been recorded.

d. Setthe SA on View mode and then plot the result on SA screen.

e. Repeat above procedures until all frequencies measured were complete.

4.3.5 Deviation from Test Standard

No deviation.
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4.3.6 Test Results

There are 129 hopping frequencies in the hopping mode. On the plots, it shows that the hopping

frequencies are equally spaced.

LoRa 125kbps FHSS
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There are 64 hopping frequencies in the hopping mode. On the plots, it shows that the hopping

frequencies are equally spaced.
FSK 150kbps FHSS:

b1l M ﬁ‘lliJlllle‘iIllllillj[llﬁili“; et J']“HH H ﬁ”hln 1MM= Lrﬁ sa7
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|
\
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There are 51 hopping frequencies in the hopping mode. On the plots, it shows that the hopping

frequencies are equally spaced.
FSK 250kbps FHSS:

T T T
Center 908 78 Mz 1.38 MHzf

TR TATATATROATRATRIATRTRURTATATRIN ATATRATARRRRTATRTRIAE AT
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T T T
Center 5215 UHz 1.38 Mz!
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4.4 Dwell Time on Each Channel

4.41 Limits of Dwell Time on Each Channel Measurement

For LoRa 125kbps FHSS, FSK 50kbps FHSS, FSK 150kbps FHSS:

the 20 dB bandwidth less than 250 kHz, the system shall use at least 50 hopping frequencies and the
average time of occupancy on any frequency shall not be greater than 0.4 seconds within a 20 second
period.

For FSK 250kbps FHSS:

the 20 dB bandwidth of the hopping channel is 250 kHz or greater, the system shall use at least 25
hopping frequencies and the average time of occupancy on any frequency shall not be greater than 0.4
seconds within a 10 second period.

4.4.2 Test Setup

SPECTRUM
EUT ANALYZER

4.4.3 Test Instruments

Refer to section 4.3.3 to get information of above instrument.

444 Test Procedures

a. Check the calibration of the measuring instrument (SA) using either an internal calibrator or a known
signal from an external generator.

b. Turn on the EUT and connect its antenna terminal to measurement via a low loss cable. Then set it
to any one measured frequency within its operating range and make sure the instrument is operated
in its linear range.

c. Span: Zero span, centered on a hopping channel.

d. RBW shall be < channel spacing and where possible RBW should be set >> 1/ T, where T is the
expected transmission time per hop.

e. Sweep time: Set so that the start of the first transmission and end of the last transmission for the hop
are clearly captured. Setting the sweep time to be slightly longer than the hopping period per channel
(hopping period = 1/hopping rate) should achieve this.

f. Use a video trigger, where possible with a trigger delay, so that the start of the transmission is clearly
observed. The trigger level might need adjustment to reduce the chance of triggering when the system
hops on an adjacent channel.

g. Detector function: Peak.

h. Trace: Clear-write, single sweep.

i. Place markers at the start of the first transmission on the channel and at the end of the last
transmission. The dwell time per hop is the time between these two markers.

Note: Where the device shares the same hopping algorithms (dwell time, channel selection) across
multiple data rates or modulation schemes then the time of occupancy need only be measured for
one of those modulation schemes or data rates. If the dwell time value varies with different modes of
operation (data rate, modulation format, number of hopping channels, etc.), then repeat this test for
each variation in dwell time.
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4.4.5 Deviation from Test Standard
No deviation.
4.4.6 Test Results
LoRa 125kbps FHSS
Length of : -
Mode |[Number of transmission in 20 Sec.| transmission time el Vi Ll U
(msec) (msec) | Result
(msec)
FHSS 1 times 394 394 400 Pass
Note: Test plots of the transmitting time slot are shown as below.
m;:g:i [T1) WP CLRWR m;ﬂ;kl::z [T1) P VEW Marker 1 T1)
h
. |
| "
[ o T " o I
L w\-l L-MWJ L}“J w”u LM‘“W N“\-J LJ‘\""\&" FOR RPN Ar..a... akba ki mw TR TPiTey
FSK 50kbps FHSS:
Length of . I
Mode [Number of transmission in 20 Sec.| transmission time el Vi LFis Vs
(msec) (msec) | Result
(msec)
FHSS 1 times 388 388 400 Pass
Note: Test plots of the transmitting time slot are shown as below.
M
* | ‘4 r"h. n "o Lot %
E dLH‘“ L%J umewm umrijjm 'm"HIJ"{I LR ’l III 'mrll1'rll1'ul.l
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FSK 150kbps FHSS:
Length of ' -
Mode |[Number of transmission in 20 Sec.| transmission time DRl e Sl RTestIt
(msec) (msec) (msec) esu
FHSS 1 times 388 388 400 Pass
Note: Test plots of the transmitting time slot are shown as below.
REW 100 kHz [T1) WP CLRWR aﬂw;{;:i [T1) P VEW Marker 1 [T1] s
Wl e Sl Ll Sl (UL [ . sttt sl
: . ) AT R NN NU Y (@)
FSK 250kbps FHSS:
Length of ' .
Mode [Number of transmission in 10 Sec.| transmission time Bl L RTGStIt
(msec) (msec) (msec) esu
FHSS 1 times 382 382 400 Pass
Note: Test plots of the transmitting time slot are shown as below.

49

F e F B

Center QILIIKZ s Center 91;“!1: ZQ.OHU EOLINrES
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4.5 Channel Bandwidth

4.5.1 Limits of Channel Bandwidth Measurement

The maximum allowed 20 dB bandwidth of the hopping channel is 500 kHz.
4.5.2 Test Setup

SPECTRUM
EUT ANALYZER

4.5.3 Test Instruments

Refer to section 4.3.3 to get information of above instrument.

4.5.4 Test Procedure

a. Check the calibration of the measuring instrument using either an internal calibrator or a known signal
from an external generator.

b. Turn on the EUT and connect it to measurement instrument. Then set it to any one convenient
frequency within its operating range. Set a reference level on the measuring instrument equal to the
highest peak value.

c. Measure the frequency difference of two frequencies that were attenuated 20dB from the reference
level. Record the frequency difference as the emission bandwidth.

d. Repeat above procedures until all frequencies measured were complete.

4.5.5 Deviation from Test Standard

No deviation.

4.5.6 EUT Operating Condition

The software provided by client enabled the EUT to transmit and receive data at lowest, middle and
highest channel frequencies individually.
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4.5.7 Test Results
LoRa 125kbps FHSS
Channel Frequency (MHz) 20dB Bandwidth (MHz) Limit (MHz)
0 902.2 0.13 0.5
64 915 0.14 0.5
128 927.8 0.14 0.5

Note: 20 dB bandwidth of the hopping channel is less than 250 kHz, the system shall use at least 50
hopping frequencies and the average time of occupancy on any frequency shall not be greater than 0.4
seconds within a 20 second period.

Spectrum Plot of Worst Value

D2 0.58 dBm

REW 3 kHz [T1] WP WIEW Marker 1 [T1]
WBW 10 kHz 0.58 dBm
£1- Ref 41 dBm Att 40 dB SWT 4.45 ms 91493 MHz
Offset 11 dB Detta 2 [T1)
0.00 dB
20 140.00 kHz
D1 20.58 dBm
20 /_(\,N WW
10

“

"

[ I
Center 915 MHz

30 kHz/

Span 300 kHz
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FSK 50kbps FHSS:
Channel Frequency (MHz) 20dB Bandwidth (MHz) Limit (MHz)
0 902.2 0.10 0.5
64 915 0.1 0.5
128 927.8 0.10 0.5

Note: 20 dB bandwidth of the hopping channel is less than 250 kHz, the system shall use at least 50
hopping frequencies and the average time of occupancy on any frequency shall not be greater than 0.4
seconds within a 20 second period.

Spectrum Plot of Worst Value

RBW 3 kHz [T1] MP VIEW Marker 1 [T1]
WVBW 10 kHz 1.73 dBm
e Ref 41 dBm Att 40 dB SWT 2.28 me 91494 MHz
Offset 11 dB Delta 2 [T1]
0.00 dB
30 110.00 kHz
D1 21.73 dBm
20 nwwn
10 '\/"mj \'\w
D2 1.73 dBm j t;

) E—,
=20

WS
=

| 1
Center 915 MHz

Span 300 kHz
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FSK 150kbps FHSS:
Channel Frequency (MHz) 20dB Bandwidth (MHz) Limit (MHz)
0 902.4 0.16 0.5
32 915.2 0.16 0.5
63 927.6 0.16 0.5

Note: 20 dB bandwidth of the hopping channel is less than 250 kHz, the system shall use at least 50
hopping frequencies and the average time of occupancy on any frequency shall not be greater than 0.4
seconds within a 20 second period.

Spectrum Plot of Worst Value
RBW 3 kHz [T1] MP VIEW Marker 1 [T1]
e Ref 41 dBm Att 40 dB SWT 2.28 ms 902.32 MHz
Offset 11 dB Detta Z [T1]
0.00 dB
30 180.00 kHz
D1 2394 dBm
10 HMW \/“'\W\,\men
D2 3.94 dBm /j
| /- f Y,
-1 M W
-20
-30
-40
50
F FP
59— D
I I I I I I
Center 302.4 MHz 30 kHz/ Span 300 kHz
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FSK 250kbps FHSS:
Channel Frequency (MHz) 20dB Bandwidth (MHz) Limit (MHz)
0 902.5 0.25 0.5
25 915 0.26 0.5
50 927.5 0.26 0.5

Note: 20 dB bandwidth of the hopping channel is 250 kHz or greater, the system shall use at least 25
hopping frequencies and the average time of occupancy on any frequency shall not be greater than 0.4
seconds within a 10 second period.

Spectrum Plot of Worst Value

REBW 3 kHz [T1] WP WIEWW

WBW 10 kHz
31 - Ref 31 dBm Alt 30 dB SWT 11.2 ms

Offset 11 dB
D1 2275 dBm
) Mﬂw
10 }
D2275dBm
0 r ki
-0 L\ﬂ
-20 n iy 7/ l‘\ .ﬂl.l'lluillL_‘ n
JW’ Ty i ‘1]\“
-30
-40 Awf %\M\w’l
50 .;.Tnﬁw\/] Lb*{l\'\nhﬁ\,v
-50
F Fp
59— I 1 1 I 1 1 1
Center 915 MHz 100 kHz/! Span 1 MHz

Marker 1[T1]
275 dBm
91487 MHz
Deltta 2 [T1]
0.00 dB
2560.00 kH=z
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4.6 Hopping Channel Separation

4.6.1 Limits of Hopping Channel Separation Measurement

At least of 25 kHz or the 20 dB bandwidth of the hopping channel, whichever is greater.

4.6.2 Test Setup

EUT SPECTRUM
10dB ATTENUATION ANALYZER
PAD

4.6.3 Test Instruments

Refer to section 4.3.3 to get information of above instrument.

4.6.4 Test Procedure

a. Check the calibration of the measuring instrument using either an internal calibrator or a known
signal from an external generator.

b. Turn on the EUT and connect it to measurement instrument. Then set it to any one convenient
frequency within its operating range.

c. Span: Wide enough to capture the peaks of two adjacent channels.

d. RBW: Start with the RBW set to approximately 30% of the channel spacing; adjust as necessary to

best identify the center of each individual channel.

Video (or average) bandwidth (VBW) = RBW.

Sweep: No faster than coupled (auto) time.

Detector function: Peak.

Se ™o

Trace: Max-hold.

i. Allow the trace to stabilize.

Note: Where the device shares the same channel plan (carrier frequencies and number of channels)
across multiple data rates or modulation schemes then the carrier separation need only be measured
for one of those modulation schemes or data rates.

4.6.5 Deviation from Test Standard

No deviation.
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4.6.6 Test Results
LoRa 125kbps FHSS
Adjacent Channel Minimum Limit .
Channel Frequency (MHz) Separation (MHz) (MHz) Pass / Fail
0 902.2 0.206 0.13 PASS
64 915 0.203 0.14 PASS
128 927.8 0.208 0.14 PASS
Spectrum Plot of Worst Value
RBWY 30 kHz [T1] MP VIEW Marker 1 [T2}
VBW 100 kHz [T2] WP VIEW ' 33 83 dBm
4y _ Ref 31 dBm Att 30 dB SWT 1.01 ms 927 61 MHz
Dffset 11 dB 1 5 Detta 2 [T1] 015 a8
t - | - 208.00 kHz

. / N
| T \
i <

! ! ! ! ! '
Center 9277 MHz 50 kHz/ Span 500 kHz
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FSK 50kbps FHSS:
Adjacent Channel Minimum Limit .
Channel Frequency (MHz) Separation (MHz) (MHz) Pass / Fail
0 902.2 0.208 0.10 PASS
64 915 0.200 0.11 PASS
128 927.8 0.204 0.10 PASS
Spectrum Plot of Worst Value
RBW 30 kHz [T1] MP VIEW Marker 1 [T1]
VEW 100 kHz [T2] MP VIEW ' 59 58 dBm
41 Ref 31 dBm Att 30 dB SWT 1.1 ms 902.17 MHz
Dffset 11 dB 1 5 Delta 2 [T2]
0.22 dB
20 ﬁu—\ 208.00 kHz
0
N, A
-20
i M
-30 WMW
-40)
50
: @
-89 [ [ [ [ [ [ o 'f:" m
Center 9502.3 MHz 50 kHz/ Span 500 kHz
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FSK 150kbps FHSS:
Adjacent Channel Minimum Limit .
Channel Frequency (MHz) Separation (MHz) (MHz) Pass / Fail
0 902.4 0.405 0.16 PASS
32 915.2 0.404 0.16 PASS
63 927.6 0.403 0.16 PASS
Spectrum Plot of Worst Value
RBW 30 kHz [T1] MP VIEW Marker 1 [T1]
VEW 100 kHz [T2] MP VIEW ' 59 59 dBm
41 Ref 31 dBm Att 30 dB SWT 1.1 ms 902.44 MHz
Dffset 11 dB 1 3 Delta 2 [T2] 005 45
20 f\f’\-’J‘\ + £05.00 kHz
. // \\
0
0 f'/ \\\
-30 —
[ M
B w’hww—w
50
: @
-89 [ [ [ [ [ [ o 'f:" m
Center 9026 MHz 100 kHz/ Span 1 MHz
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FSK 250kbps FHSS:
Adjacent Channel Minimum Limit .
Channel Frequency (MHz) Separation (MHz) (MHz) Pass / Fail
0 902.5 0.504 0.25 PASS
25 915 0.505 0.26 PASS
50 927.5 0.507 0.26 PASS
Spectrum Plot of Worst Value
REW 30 kHz [T1] MP VIEW Warker 1 [T2]
VEW 100 kHz [T2] MP VIEW 29 50 dBm
- Ref 31 dBm Att 30 dB SWT 1.01 me 927.06 MHz
Dffset 11 dB ] . Delta 2 [T1]
2 0.66 dB
20 t e T 507.00 kHz
) / / \\
0
/ \
-20 /V\/
-30 /
_40 \\W _— M L
50
: @
-89- [ [ [ [ [ [ o 'f:" o
Center 927.25 MHz 100 kHz/ Span 1 MHz
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4.7 Maximum Output Power

4.7.1 Limits of Maximum Output Power Measurement

For frequency hopping systems operating in the 902-928 MHz band: 1 watt for systems employing at
least 50 hopping channels.

4.7.2 Test Setup

EUT ornator I Power Sensor Power Meter

4.7.3 Test Instruments

Refer to section 4.3.3 to get information of above instrument.

4.7.4 Test Procedure

Peak Power:

A peak power sensor was used on the output port of the EUT. A power meter was used to read the
response of the peak power sensor. Record the power level.

The power meter video bandwidth is greater than or equal to the DTS bandwidth and use a fast
responding diode detector

Average Power:

Average power sensor was used to perform output power measurement, trigger and gating function of
wide band power meter is enabled to measure max output power of TX on burst. Duty factor is not added
to measured value.

4.7.5 Deviation from Test Standard

No deviation.

4.7.6 EUT Operating Condition

The software provided by client enabled the EUT to transmit and receive data at lowest, middle and
highest channel frequencies individually.
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4.7.7 Test Results
Peak Power
LoRa 125kbps FHSS
Frequency Peak Power Peak Power Power Limit .
Channel (MHz) (MW) (dBm) (dBm) Pass / Fail
0 902.2 352.371 25.47 30 PASS
64 915 329.610 25.18 30 PASS
128 927.8 296.483 24.72 30 PASS
FSK 50kbps FHSS:
Frequency Peak Power Peak Power Power Limit .
Channel (MHz) (MW) (dBm) (dBm) Pass / Fail
0 902.2 363.078 25.60 30 PASS
64 915 299.226 24.76 30 PASS
128 927.8 273.527 24 .37 30 PASS
FSK 150kbps FHSS:
Frequency Peak Power Peak Power Power Limit .
Channel (MHz) (MW) (dBm) (dBm) Pass / Fail
0 902.4 338.065 25.29 30 PASS
32 915.2 309.742 24 .91 30 PASS
63 927.6 284.446 24.54 30 PASS
FSK 250kbps FHSS:
Frequency Peak Power Peak Power Power Limit .
Channel (MHz) (MW) (dBm) (dBm) Pass / Fail
0 902.5 356.451 25.52 30 PASS
25 915 324.340 25.11 30 PASS
50 927.5 281.838 24.50 30 PASS
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Average Power
LoRa 125kbps FHSS

Channel Frequency (MHz) Average Power (mW) Average Power (dBm)
0 902.2 349.140 25.43
64 915 323.594 25.10
128 927.8 292.415 24.66
FSK 50kbps FHSS:
Channel Frequency (MHz) Average Power (mW) | Average Power (dBm)
0 902.2 356.451 25.52
64 915 296.483 24.72
128 927.8 270.396 24.32
FSK 150kbps FHSS:
Channel Frequency (MHz) Average Power (mW) | Average Power (dBm)
0 902.4 332.660 25.22
32 915.2 306.902 24 .87
63 927.6 279.254 24 .46

FSK 250kbps FHSS:

Channel Frequency (MHz) Average Power (mW) Average Power (dBm)
0 902.5 349.945 25.44
25 915 318.420 25.03
50 927.5 279.898 24 .47
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4.8 Conducted Out of Band Emission Measurement

4.8.1 Limits Of Conducted Out of Band Emission Measurement

Below —20dB of the highest emission level of operating band (in 100kHz RBW).

4.8.2 Test Instruments

Refer to section 4.3.3 to get information of above instrument.

4.8.3 Test Procedure

The transmitter output was connected to the spectrum analyzer via a low lose cable. Set both RBW and
VBW of spectrum analyzer to 100 kHz and 300 kHz with suitable frequency span including 100 MHz
bandwidth from band edge. The band edges was measured and recorded.

4.8.4 Deviation from Test Standard

No deviation.

4.8.5 EUT Operating Condition

The software provided by client enabled the EUT to transmit and receive data at lowest, middle and
highest channel frequencies individually.

4.8.6 Test Results

The spectrum plots are attached on the following images. D1 line indicates the highest level, D2 line
indicates the 20dB offset below D1. It shows compliance with the requirement.
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5 Pictures of Test Arrangements

Please refer to the attached file (Test Setup Photo).
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Appendix — Information of the Testing Laboratories

We, Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch, were founded in 1988 to
provide our best service in EMC, Radio, Telecom and Safety consultation. Our laboratories are FCC
recognized accredited test firms and accredited and approved according to ISO/IEC 17025.

If you have any comments, please feel free to contact us at the following:

Lin Kou EMC/RF Lab Hsin Chu EMC/RF/Telecom Lab
Tel: 886-2-26052180 Tel: 886-3-6668565
Fax: 886-2-26051924 Fax: 886-3-6668323

Hwa Ya EMC/RF/Safety Lab
Tel: 886-3-3183232
Fax: 886-3-3270892

Email: service.adt@bureauveritas.com
Web Site: http://ee.bureauveritas.com.tw

--- END ---
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