swomon . FCC RADIO TEST REPORT Report No. : FR501419-01B
Ny, :
;é////?/\\\?? ‘l ‘esting Laboratory
Dl W 3786
FCCID : 2AEUPBHARG101
Equipment : Video Doorbell
Brand Name : ring
Model Name : 5DFYA5
Applicant : RingLLC
12515 Cerise Ave, Hawthorne, CA 90250, USA
Manufacturer : Ring LLC
12515 Cerise Ave, Hawthorne, CA 90250, USA
Standard : FCC Part 15 Subpart C §15.247

The product was received on Dec. 31, 2025 and testing was performed from Oct. 27, 2025 to Nov. 13,
2025. We, Sporton International Inc. Wensan Laboratory, would like to declare that the tested sample
has been evaluated in accordance with the test procedures and has been in compliance with the
applicable technical standards.

The test results in this report apply exclusively to the tested model / sample. Without written
approval from Sporton International Inc. Wensan Laboratory, the test report shall not be reproduced
except in full.

Z,Jul>s LUU\

Approved by: Louis Wu

Sporton International Inc. Wensan Laboratory
No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist., Taoyuan City 333010, Taiwan (R.O.C.)

TEL : 886-3-327-0868 Page Number 11 of 23
FAX : 886-3-327-0855 Issue Date : Feb. 09, 2026
Report Template No.: BU5-FR15CWL AC MA Version 2.5 Report Version 1 01



swanranas. FCC RADIO TEST REPORT Report No. : FR501419-01B

Table of Contents

HISTOIY Of thiS TS FEPOIT...eeiiiiiiei etttk e e s bbbt e e e aab e e e s ab b e e e s anbn e e e s annneeas 3
SUMMATY OF TEST RESUIL....euiiiiiii et e e e s e s e et e e e s s st a e e e e aeesaasssataeeeaeesssasrnneeeeeaenaannns 4
R 1T ot o= Tl B TS Tod ] o1 T ] o EO P T PP UP PP UPTPPPPP 5
1.1 Product Feature of EQUIDMENT UNAEE TEST.....ccoi ittt e e e e et re e e e e e e e e nnnranee e e e s 5
2 |V (o T [ Tor= o] o I o =L N PRSPPI 5
G T =T v o o T 4T o PSSR 5
1.4  APPlCADIE STANAAIAS .....ccoiiiiiiiieii ettt 6
2 Test Configuration of EQUIPMENT UNGEr TEST ...cciiiiiiiiiiiiee et e e e e 7
2.1 Carrier Frequency and ChannEl ...........ueiiiiiiiio ittt 7
P =1 1Y o o =T T U PP PP P PPPPP PP 8
2.3 Connection Diagram Of TESE SYSIEM ... ...iii ittt e e neee 8
2.4 Support Unit used in test configuration and SYSIEM .......ccceeiiiiiiiiiii e 9
2.5 EUT OPEration TESE SELUD ....vetteieeiiieiiiiit e ittt ettt e et et e et e s aabbe e e s abb e e e s asbee e e enbe e e e enbreeesannes 9
2.6 Measurement Results Explanation EXampPle........ccccoooiioiiiiiiiiiieicecs s 9
G T I TS A LTS 1 | SRR 10
3.1 6dB and 99% Bandwidth Measurement .............occcoiiiiiiiiiiiic i 10
3.2 OUtPUL POWET MEASUIEIMENT. ...ttt ete ettt et e e e et e e e e s e s e e e e e e s e sannn e e e e e e e s e aaes 11
3.3 Power Spectral Density MEaSUIEMIENT ........cccoiii i 12
3.4 Conducted Band Edges and Spurious Emission MeasuremMent ..........ccccooveecvveeereeeeeiniceeneeneeensnnnns 13
3.5 Radiated Band Edges and Spurious Emission Measurement ............cccceeeeee e, 14
3.6 AC Conducted EmIiSSION MEASUIEIMENT...........uuiiiiiieeeieiiieeir e e e e e s sttt re e e e e e s ssnteaeeeeeeeesssnnneeeeeeaeseaanns 18
3.7 ANENNA REQUITEIMENTS ... .o 20
4 List 0f MEASUIING EQUIPMIENT ....oiiiiiiiii ittt ettt et e e st bt e e e st bt e e e sbb e e e e abbeeeesbbeeeeaas 21
R\ LT T U =T o =T o T ol =T o V1 o Y 23

Appendix A. Conducted Test Results

Appendix B. AC Conducted Emission Test Result
Appendix C. Radiated Spurious Emission Test Result
Appendix D. Duty Cycle Plots

Appendix E. Setup Photographs

TEL : 886-3-327-0868 Page Number 12 of 23

FAX : 886-3-327-0855 Issue Date : Feb. 09, 2026
Report Template No.: BU5-FR15CWL AC MA Version 2.5 Report Version 1 01



swanranas. FCC RADIO TEST REPORT Report No. : FR501419-01B

History of this test report

Report No. Version Description Issue Date
FR501419-01B 01 Initial issue of report Feb. 09, 2026
TEL : 886-3-327-0868 Page Number 1 3 of 23
FAX : 886-3-327-0855 Issue Date : Feb. 09, 2026

Report Template No.: BU5-FR15CWL AC MA Version 2.5 Report Version 1 01



swanranas. FCC RADIO TEST REPORT Report No. : FR501419-01B

Summary of Test Result

Report Ref Std. Result
Clause Clause Test tems (PASS/FAIL) Remark
3.1 15.247(a)(2) 6dB Bandwidth Pass -
3.1 2.1049 99% Occupied Bandwidth Pass -
3.2 15.247(b) Power Output Measurement Pass -
3.3 15.247(e) Power Spectral Density Pass -
Conducted Band Edges Pass -
3.4 15.247(d)
Conducted Spurious Emission Pass -
35 15.247(d) Radiated Ban.d Edges. ar'ld Radiated Pass i
Spurious Emission
3.6 15.207 AC Conducted Emission Pass -
3.7 15.203 Antenna Requirement Pass -

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who
shall bear all the risks of non-compliance that may potentially occur if measurement uncertainty is taken
into account.

2. The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”.

Disclaimer:

The product specifications of the EUT presented in the test report that may affect the test assessments are

declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Keven Cheng
Report Producer: Yuri Huang
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1  General Description
1.1 Product Feature of Equipment Under Test

Product Feature

General Specs
Bluetooth, Wi-Fi 2.4GHz 802.11b/g/n

Antenna Type
WLAN: IFA Antenna

Antenna information
2400 MHz ~ 2483.5 MHz Peak Gain (dBi) ‘ 4.3

Remark: The EUT's information above is declared by manufacturer. Please refer to Disclaimer in report

summary.

1.2 Modification of EUT

No modifications made to the EUT during the testing.

1.3 Testing Location

The test location is accredited based on TAF code 1190 and 3786 designated by NCC (National

Communication Commission).

Test Site Sporton International Inc. EMC & Wireless Communications Laboratory

No.52, Huaya 1st Rd., Guishan Dist.,
Taoyuan City 333, Taiwan (R.O.C.)

Test Site Location

Test Site Sporton International Inc. Wensan Laboratory

No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City 333010, Taiwan (R.O.C.)

FCC designation No.: TW1190 and TW3786
Note:
1. The test site complies with ANSI C63.4 2014 requirement.

Test Site Location

2. Remark: The AC Conducted Emission test item subcontracted to Sporton International Inc. EMC &

Wireless Communications Laboratory
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1.4 Applicable Standards

According to the specifications declared by the manufacturer, the EUT must comply with the
requirements of the following standards:

+ FCC KDB Publication No. 558074 D01 15.247 Meas Guidance v05r02.

+ FCC KDB 414788 D01 Radiated Test Site vO1r01.

+ FCC Part 15 Subpart C §15.247

+ ANSI C63.10-2020 + Cor.1-2023

Remark:

1. All the test items were validated and recorded in accordance with the standards without any
modification during the testing.

2. The TAF code is not including all the FCC KDB listed without accreditation.

3. This EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B,
recorded in a separate test report.
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2 Test Configuration of Equipment Under Test

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement, the
measured emission level of the EUT was maximized by rotating the EUT on a turntable, adjusting
the orientation of the EUT and EUT antenna in three orthogonal axis (X: flat, Y: portrait, Z:

landscape), and adjusting the measurement antenna orientation, following C63.10 exploratory test

procedures and only the worst case emissions were reported in this report.

b. AC power line Conducted Emission was tested under maximum output power.

2.1 Carrier Frequency and Channel

Frequency Band Channel (II:\I'I'(I:C;) Channel I:I:'ne:;)
1 2412 8 2447
2 2417 9 2452
3 2422 10 2457
2400-2483.5 MHz 4 2427 11 2462
5 2432 12 2467
6 2437 13 2472
7 2442
TEL : 886-3-327-0868 Page Number 17 of 23
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2.2 Test Mode

The final test modes include the worst data rates for each modulation shown in the table below.

Modulation Data Rate
802.11b 1 Mbps
802.11g 6 Mbps

802.11n HT20 MCSO0

Test Cases
AC Conducted Mode 1 :Bluetooth Link+ +Power from Plug in Adapter
Emission Mode 2 WLAN (2.4G) Link+ +Power from Plug in Adapter

Remark:

3.

1. The worst case of Conducted Emission is mode 2 only the test data of it was reported.

2. The detailed Radiated test modes are shown in Appendix C.
For radiation spurious emission, the modulation and the data rate picked for testing are

determined by the Max. RF conducted power.

2.3 Connection Diagram of Test System

Earphone ‘

System BT
Simulator AP router Motebook GPS Station Earphone
Power EUT
Source Motebook
Monior

This example is connection diagram of EUT test configurations.,
For detail, please refer to test mode configuration and setup pholographs for each test item.
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2.4 Support Unit used in test configuration and system

Item |[Equipment Brand Name [Model Name FCC ID Data Cable Power Cord

1. |WLAN AP ASUS RT-AC66U MSQ-RTAC66U |N/A Unshielded, 1.8 m

AC I/P:
Unshielded, 1.2 m
DC O/P:
Shielded, 1.8 m

3. Mobile Phone SAMSUNG SM-A256E/DSN A3LSMA730F N/A Unshielded, 1.8 m

AC I/P:
Unshielded, 2.0 m
DC O/P:
Shielded, 1.5m
AC I/P:
Unshielded, 1.2 m
DC O/P:
Shielded, 1.8 m

Remark: Applicant has ensured support unit would not be attached with the product on the market,

2. |Notebook Dell Latitude 3400 FCC DoC N/A

4. |Adapter Ring 6PCEA3 N/A N/A

5. |Notebook Acer N18Q13 PD9AX201NG N/A

support unit is provided by lab for testing.

2.5 EUT Operation Test Setup

The RF test items, utility “ComplianceTool 1.0.1.64” was installed in Notebook which was
programmed in order to make the EUT get into the engineering modes to provide channel selection,

power level, data rate and the application type and for continuous transmitting signals.

2.6 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example:
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10 dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=42+10=14.2 (dB)
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3 Test Result
3.1 6dB and 99% Bandwidth Measurement

3.1.1Limit of 6dB and 99% Bandwidth
The minimum 6 dB bandwidth shall be at least 500 kHz.

3.1.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.1.3Test Procedures

1. The testing follows the ANSI C63.10 Section 6.9.3 (OBW) and 11.8.1 (6dB BW).

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

Set the maximum power setting and enable the EUT to transmit continuously.

4.  Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 1% to 5%
of the OBW but not less than 100 kHz. Set the Video bandwidth VBW > 3 * RBW. In order to
make an accurate measurement. The 6dB bandwidth must be greater than 500 kHz.

5. For 99% Bandwidth Measurement, the spectrum analyzer's resolution bandwidth (RBW) is set
1-5% of the emission bandwidth, and set the Video bandwidth (VBW) = 3 * RBW.

6. Measure and record the results in the test report.

3.1.4Test Setup

Spectrum Analyzer EUT
3.1.5Test Result of 6dB and 99% Occupied Bandwidth
Please refer to Appendix A.
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3.2 Output Power Measurement

3.2.1Limit of Output Power
For systems using digital modulation in the 2400-2483.5 MHz, the limit for output power is 30 dBm. If
transmitting antenna with directional gain greater than 6 dBi is used, the peak output power from the
intentional radiator shall be reduced below the above stated value by the amount in dB that the
directional gain of the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to be

reduced by 1 dB for every 3 dB that the directional gain of the antenna exceeds 6 dBi.

3.2.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.2.3Test Procedures

1. For Average Power, the testing follows ANSI C63.10 Section 11.9.2.3.2 Method AVGPM-G

2. The RF output of EUT is connected to the power meter by RF cable and attenuator. The path
loss is compensated to the results for each measurement.

3.  Setthe maximum power setting and enable the EUT to transmit continuously.

4.  Measure the conducted output power and record the results in the test report.

3.2.4Test Setup

=

[

Attenuator
Power Meter EUT
3.2.5Test Result of Average Output Power
Please refer to Appendix A.
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3.3 Power Spectral Density Measurement

3.3.1Limit of Power Spectral Density

The peak power spectral density shall not be greater than 8 dBm in any 3 kHz band at any time

interval of continuous transmission.

3.3.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.3.3Test Procedures

1. The testing follows the ANSI C63.10 Section 11.10.2 Method PKPSD.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3.  Setthe maximum power setting and enable the EUT to transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 3 kHz.
Video bandwidth VBW = 10 kHz In order to make an accurate measurement, set the span to 1.5
times DTS Channel Bandwidth. (6dB BW)

5. Detector = peak, Sweep time = No faster than coupled (auto) time, Trace mode = max hold,
Allow trace to fully stabilize. Use the peak marker function to determine the maximum power
level.

6. Measure and record the results in the test report.

3.3.4Test Setup

(a¥e [} ]
Spectrum Analyzer EUT
3.3.5Test Result of Power Spectral Density
Please refer to Appendix A.
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3.4 Conducted Band Edges and Spurious Emission Measurement

3.4.1Limit of Conducted Band Edges and Spurious Emission Measurement

In any 100 kHz bandwidth outside of the authorized frequency band, the emissions which fall in the

non-restricted bands shall be attenuated at least 20 dB / 30dB relative to the maximum PSD level in

100 kHz by RF conducted measurement.

3.4.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.4.3Test Procedures

1. The testing follows the ANSI C63.10 Section 11.11.3 Emission level measurement.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3. Setthe maximum power setting and enable the EUT to transmit continuously.

4. Set RBW =100 kHz, VBW=300 kHz, Peak Detector. Unwanted Emissions measured in any 100
kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 20 dB
relative to the maximum in-band peak PSD level in 100 kHz when maximum peak conducted
output power procedure is used. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per 15.247(d).

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded against the limit line in the operating
frequency band.

3.4.4Test Setup

e 2

Spectrum Analyzer EUT

3.4.5Test Result of Conducted Band Edges and Spurious Emission

Please refer to Appendix A.
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3.5 Radiated Band Edges and Spurious Emission Measurement

3.5.1Limit of Radiated band edge and Spurious Emission Measurement

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious

must be at least 20 dB below the highest emission level within the authorized band. If the output

power of this device is measured by spectrum analyzer, the attenuation under this paragraph shall be

30 dB instead of 20 dB. In addition, radiated emissions which fall in the restricted bands must also

comply with the limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F (kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.5.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.5.3Test Procedures

1. The testing follows the ANSI C63.10 Section 11.12.1 Radiated emission measurements.

2. The EUT is arranged to its worst case and then tune the antenna tower (from 1 m to 4 m) and
turntable (from O degree to 360 degrees) to find the maximum reading. A pre-amp and a high
pass filter are used for the test in order to get better signal level.

3. The EUT is placed on a turntable with 0.8 meter for frequency below 1 GHz and 1.5 meter for
frequency above 1 GHz respectively above ground.

4, The EUT is set 3 meters away from the receiving antenna, which is mounted on the top of a
variable height antenna tower.

5. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

6. Radiated testing below 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from O degree to 360 degrees to find the peak maximum hold reading.
When there is no suspected emission found and the emission level is with at least 6 dB margin
against QP limit line, the position is marked as “-“.
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7. Radiated testing above 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from 0 degree to 360 degrees to find the peak maximum hold reading
for scanning all frequencies. When there is no suspected emission found and the harmonic
emission level is with at least 6 dB margin against average limit line, the position is marked as

8. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the emission being measured;
(2) Set RBW =100 kHz for f < 1 GHz; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold,;
(3) Set RBW =1 MHz, VBW= 3 MHz for f > 1 GHz for peak measurement.
For average measurement:
+  VBW =10 Hz, when duty cycle is no less than 98 percent.
«  VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum

power control level for the tested mode of operation.

3.5.4Test Setup

For radiated emissions below 30MHz

i | RX Antenna
- 3m -

Metal Full Soldered Ground Plane

= ..

Spectrum Analyzer / Receiver
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For radiated emissions from 30MHz to 1GHz

Metal Full Soldered Ground Plane

For radiated test from 1GHz to 18GHz

RX Antenna

[

Spectrum Analyzer | Receiver

RX Antenna
v g e
.‘J
——
Dx +-4m
.
[Eur |4 ]
= =i :
I
15m !
)
0, 8
Metal Full Soldered Ground Plane
o0
Spectrum Analyzer / Receiver
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For radiated test above 18GHz

RX Antenna

Metal Full Soldered Ground Plane

Spectrum Analyzer / Receiver

3.5.5Test Results of Radiated Spurious Emissions (9kHz ~ 30MHz)

The low frequency, which starts from 9 kHz to 30 MHz, is pre-scanned and the result which is 20 dB
lower than the limit line is not reported.

There is adequate comparison measurement of both open-field test site and alternative test site -
semi-Anechoic chamber according to 414788 D01 Radiated Test Site v01r01, and the result comes

out very similar.

3.5.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix C.

3.5.7Duty Cycle

Please refer to Appendix D.

3.5.8 Test Result of Radiated Spurious Emission (30MHz ~ 10'" Harmonic)

Please refer to Appendix C.
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3.6 AC Conducted Emission Measurement
3.6.1Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies
within the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Frequency of Emission Conducted Limit (dBpV)
(MHz) Quasi-Peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.6.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.6.3Test Procedures

1. The EUT is placed 0.4 meter away from the conducting wall of the shielding room, and is kept at

least 80 centimeters from any other grounded conducting surface.

2. Connect EUT to the power mains through a line impedance stabilization network (LISN).
3. All the support units are connecting to the other LISN.
4. The LISN provides 50 ohm coupling impedance for the measuring instrument.
5. The FCC states that a 50 ohm, 50 microhenry LISN shall be used.
6. Both Line and Neutral shall be tested in order to find out the maximum conducted emission.
7. The frequency range from 150 kHz to 30 MHz is scanned.
8. Set the test-receiver system to Peak Detect Function and specified bandwidth (IF bandwidth =
9kHz) with Maximum Hold Mode.
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3.6.4Test Setup

| =xbesiaatnain dos Tt o mr e e T T e i S o T g T et Al B ST s o e |
I |
|
I Rear of EUT to be flushed !
I with rear of table top ]
I 1
| |
| |
| e EUT '
I - ol [ I l 80 cm to
I Receiver | ground
| 500 RF Cable SHem | || ptane
|
: |
|
| |r’ 2 |
| 3 | L
| “3bp ;
|
| AC :
I AMH | |
I [LISH) : |
I L L |
|
I i | .
I o -~ Bonded to horizontal l o e
- round plane ~
e e o i e i i i o i s
AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.6.5Test Result of AC Conducted Emission
Please refer to Appendix B.
TEL : 886-3-327-0868 Page Number 119 of 23
FAX : 886-3-327-0855 Issue Date : Feb. 09, 2026

Report Template No.: BU5-FR15CWL AC MA Version 2.5 Report Version 1 01



swanranas. FCC RADIO TEST REPORT Report No. : FR501419-01B

3.7 Antenna Requirements
3.7.1Standard Applicable

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section. The manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.
This requirement does not apply to carrier current devices or to devices operated under the provisions
of § 15.211, 15.213, 15.217, 15.219, 15.221, or § 15.236. Further, this requirement does not apply to
intentional radiators that must be professionally installed, such as perimeter protection systems and
some field disturbance sensors, or to other intentional radiators which, in accordance with § 15.31(d),
must be measured at the installation site. However, the installer shall be responsible for ensuring that

the proper antenna is employed so that the limits in this part are not exceeded.

3.7.2 Antenna Anti-Replacement Construction

Antenna permanently attached.

TEL : 886-3-327-0868 Page Number 1 20 of 23
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4 List of Measuring Equipment

Instrument | Brand Name Model No. Serial No. |Characteristics Calg)ar:i:ion Test Date Due Date Remark
Loop Antenna gg:\?vzé HFH2-Z2E 101108 | 9 kHz~30 MHz | Dec. 18, 2024 Sg\tl g}) i?é; Dec. 17, 2025 (Oggaifgf’gy)
RF Cable gﬂﬁii; SUC%Z"EX 803951/2 OK~30M | Mar. 05, 2025 ngt/ g;z%z; Mar. 04, 2026 (Ogg:ifgf:‘y)
Ampliier | SONOMA 310N 187282 | 9kHz~1GHz |Dec. 12, 2024 Sg\t/ g;i’é; Dec. 11, 2025 (Og{gaifgf’;y)
Bilog Antenna | TESEQ 0%?6035331% 40103 & 07 | 30MHz~1GHz | Apr. 13, 2025 ngt/ g;z%z; Apr. 12, 2026 (O?Ffoaaifgf’gy)
i‘;}iﬁ;rzue'? Keysight N9O10A | MY54200485| 10Hz~44GHz | Aug. 27, 2025 Sg\tl g}) i?é; Aug. 26, 2026 (Oﬁgﬁfgf’gy)
SA%‘Z‘T;?ST Keysight | N9O38AMXE) | MY57290111 | 3Hz~26.5GHz | Nov. 22, 2024 Sg\t/ ?)15 ;?;; Nov. 21, 2025 (o?g:ifgfﬁv)
Hygrometer | TECPEL DTM-303A | TP215159 N/A Sep. 08, 2025 Sg\t/ ?)15 3?); Sep. 07, 2026 (O:?Ca::ifitsi?l—?Y)
Preamplifier MITEQ p;“é'g;%ﬂ%? 1590074 | 1GHz~18GHz | May. 14, 2025 Sg\t/ g}) 2%2; May. 13, 2026 (oicaaifg?gv)
Preampliier |EM Electronics| EMO1G18G | 060803 | 1GHz-18GHz | Jan. 08,2025 | 0% g;;gi; Jan. 07, 2026 (Oﬁg:ifgf’gy)
D%?%E%ﬂ?d SCHV&RZBE BBHA 9120 D | 9120D-1326 | 1GHz~18GHz | Sep. 03, 2025 Sg\t/ ?)233?); Sep. 02, 2026 (oicaaifg?gv)
Notch Filter | Wainwright ‘gvo'j';g(')l)?gg;g SN12 1'§:SSHFZ”'t‘e°rW Sep. 10, 2025 sg\t/ ?)15 ;?;; Sep. 09, 2026 (O;{g:ifgf’;w
Notch Filter | Wainwright gg&:i%ézo?g SN2 ii‘;'::l'tge? Jul. 08, 2025 Sg\t/ g}) é%; Jul. 07, 2026 (Oﬁg:ifgf’gy)
RF Cable gﬂﬁii; SU?(?;‘EX 508408-2E N/A Jun. 16, 2025 Sg\t/ 3(;15 3%; Jun. 15, 2026 (oioaaifg?gv)
RF Cable gﬂﬁii; SU?%FI;‘EX 0030/126E | 30MHz~18GHz | Feb. 06, 2025 Sg\t/ g;ég; Feb. 05, 2026 (O:Tg:ifgfﬁy)
RFCable | Snner | o doa . | MY24961/4 | 30MHz-18GHz | Feb. 06, 2025 | B% 31 205 | Feb. 05, 2026 | “EIEAN
Antenna Mast| EMEC  |AM-BS-4500-B N/A 1m~4m N/A Sg\t/ ?)15 i?é; N/A (03333?3%
Turn Table EMEC TT2000 N/A 0~360 Degree N/A Sg\tl g; ;g;; N/A (Oig:ifgf’gy)
Software Audix N/A RK-001124 N/A N/A Sg\tl gl égé; N/A (o?gaifg?gv)
Loop Antenna ggmzri HFH2-Z2E 101108 | 9 kHz~30 MHz | Dec. 18, 2024 Sg\t/ ?)15 3(())3; Dec. 17, 2025 (03333?3%
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Instrument | Brand Name Model No. Serial No. |Characteristics Calg)ar:ietlon Test Date Due Date Remark
Oct.27,2025~ Conducted
Hygrometer TECPEL DTM-303A TP224371 N/A Jun. 16, 2025 Nov. 06,2025 Jun. 15, 2026 (THO5-HY)
13100030SNO Oct.27,2025~ Conducted
Power Sensor DARE RPR3006W 31 (NO:182) 9kHz~6GHz | Jan. 09, 2025 Nov. 06,2025 Jan. 08, 2026 (THO5-HY)
Signal Rohde & 9 Oct.27,2025~ Conducted
Analyzer Schwarz FSV3044 101467 10HZ~44GHZ | Jan. 14, 2025 Nov. 06,2025 Jan. 13, 2026 (THO5-HY)
Switch Control EC1900157 Oct.27,2025~ Conducted
Mainframe E-Instument ETF-1405-0 (BOX6) N/A Feb. 10, 2025 Nov. 06,2025 Feb. 09, 2026 (THO5-HY)
BTWIFI_Final
. " Conducted Oct.27,2025~ Conducted
Software Sporton verS|on3_24051 N/A Other Test Item N/A Nov. 06,2025 N/A (THO5-HY)
AC Power . Conduction
Source ChainTek APC-1000W N/A N/A N/A Nov. 13, 2025 N/A (CO05-HY)
EMI Test Rohde & Conduction
Receiver Schwarz ESR3 102388 N/A Dec. 10, 2024 | Nov. 13, 2025 | Dec. 09, 2025 (CO05-HY)
Conduction
Hygrometer TECPEL DTM-303A TP210031 N/A Jun. 26, 2025 | Nov. 13, 2025 | Jun. 25, 2026 (CO05-HY)
Two-Line Rohde & Conduction
V-Network Schwarz ENV216 100081 N/A Jul. 25,2025 | Nov. 13, 2025 | Jul. 24, 2026 (CO05-HY)
Rohde & Conduction
Software Schwarz EMC32 N/A N/A N/A Nov. 13, 2025 N/A (CO05-HY)
- SCHWARZBE | VTSD 9561-F Conduction
Pulse Limiter CK N 00691 N/A Jul. 29, 2025 | Nov. 13, 2025 | Jul. 28, 2026 (CO05-HY)
MQT2408250 Conduction
LISN Cable MVE RG-400 1 N/A Oct. 14, 2025 | Nov. 13, 2025 | Oct. 13, 2026 (CO05-HY)
TEL : 886-3-327-0868 Page Number 1 22 of 23
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5 Measurement Uncertainty

Uncertainty of Conducted Emission Measurement (150kHz ~ 30MHz)

Measuring Uncertainty for a Level of Confidence 3.7dB
of 95% (U = 2Uc(y)) )
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 6.6 dB
of 95% (U = 2Uc(y)) )

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 6000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

4.6 dB

Uncertainty of Radiated Emission Measurement (6000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

5.6 dB

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence
° 5.2dB
of 95% (U = 2Uc(y))
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FAX : 886-3-327-0855 Issue Date : Feb. 09, 2026

Report Template No.: BU5-FR15CWL AC MA Version 2.5 Report Version 1 01



Appendix A. Test Result of Conducted Test Items

Report Number : FR501419B

Test Engineer:

Shiming Liu

Temperature:

21~25

°C

Test Date:

2025/10/27~2025/11/6

Relative Humidity:

51~54

%
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TEST RESULTS DATA

6dB and 99% Occupied Bandwidth

Report Number : FR501419B

2.4GHz Band Single Antenna

Data i 99% Occupied BW 6dB BW 6dB BW
Mod. NTY CH. ; (MHz) (MHz) Limit Pass/Fail
Rate (MHz)
(MHz)
Ant1 Ant2 Ant1 Ant2
11b |1Mbps| 1 1 2412 12.59 - 7.08 - 0.50 Pass
11b |1Mbps| 1 6 2437 12.63 - 7.08 - 0.50 Pass
11b |1Mbps| 1 11 2462 12.62 - 7.09 - 0.50 Pass
11b |1Mbps| 1 12 | 2467 12.71 - 7.09 - 0.50 Pass
11b |1Mbps| 1 13 | 2472 12.68 - 7.09 - 0.50 Pass
11g |6Mbps| 1 1 2412 16.92 - 15.89 - 0.50 Pass
11g |6Mbps| 1 6 2437 17.33 - 15.84 - 0.50 Pass
11g |6Mbps| 1 11 2462 16.94 - 15.80 - 0.50 Pass
11g |6Mbps| 1 12 | 2467 16.93 - 15.97 - 0.50 Pass
11g |6Mbps| 1 13 | 2472 17.84 - 15.94 - 0.50 Pass
HT20 | MCSO| 1 1 2412 17.96 - 16.37 - 0.50 Pass
HT20 | MCSO| 1 6 2437 18.31 - 16.94 - 0.50 Pass
HT20 | MCSO| 1 11 2462 17.97 - 16.84 - 0.50 Pass
HT20 | MCSO| 1 12 | 2467 17.96 - 16.90 - 0.50 Pass
HT20 | MCSO| 1 13 | 2472 18.89 - 16.81 - 0.50 Pass
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TEST RESULTS DATA

Average Output Power

Report Number : FR501419B

2.4GHz Band Single Antenna

Average Conducted EIRP EIRP

Data Freq. e Pgwgr DG. Power Pgwgr Pass

Mod- | pate N™ CH- | Mz zfg"nf; ('(;'E';“n']t) (dBi) (dBm) ('(;'E';“n']t) Fail
Ant1 | Ant2 [ SUM | Ant1 | Ant2 | Ant1 | Ant2 | Ant1 | Ant2 [ Ant1 | Ant2

11b |1Mbps| 1 1 2412 | 16.70 - 30.00 - 4.30 - 21.00 - 36.00 - Pass
11b |1Mbps| 1 6 2437 1 18.10 - 30.00 - 4.30 - 22.40 - 36.00 - Pass
11b |1Mbps| 1 11 2462 | 16.30 - 30.00 - 4.30 - 20.60 - 36.00 - Pass
11b |1Mbps| 1 12 | 2467 | 12.30 - 30.00 - 4.30 - 16.60 - 36.00 - Pass
11b |1Mbps| 1 13 | 2472 [ 10.40 - 30.00 - 4.30 - 14.70 - 36.00 - Pass
11g |6Mbps| 1 1 2412 1 13.50 - 30.00 - 4.30 - 17.80 - 36.00 - Pass
11g |6Mbps| 1 2 2417 | 15.20 - 30.00 - 4.30 - 19.50 - 36.00 - Pass
11g |6Mbps| 1 3 2422 1 17.90 - 30.00 - 4.30 - 22.20 - 36.00 - Pass
11g |6Mbps| 1 6 2437 | 18.40 - 30.00 - 4.30 - 22.70 - 36.00 - Pass
11g |6Mbps| 1 8 2447 | 16.40 - 30.00 - 4.30 - 20.70 - 36.00 - Pass
11g |6Mbps| 1 9 2452 | 14.70 - 30.00 - 4.30 - 19.00 - 36.00 - Pass
11g |6Mbps| 1 10 | 2457 | 14.40 - 30.00 - 4.30 - 18.70 - 36.00 - Pass
11g |6Mbps| 1 11 2462 | 12.40 - 30.00 - 4.30 - 16.70 - 36.00 - Pass
11g |6Mbps| 1 12 | 2467 | 10.40 - 30.00 - 4.30 - 14.70 - 36.00 - Pass
11g |6Mbps| 1 13 | 2472 | -8.30 - 30.00 - 4.30 - -4.00 - 36.00 - Pass
HT20 | MCSO| 1 1 2412 1 13.40 - 30.00 - 4.30 - 17.70 - 36.00 - Pass
HT20 | MCSO| 1 2 2417 | 14.80 - 30.00 - 4.30 - 19.10 - 36.00 - Pass
HT20 | MCSO| 1 3 24221 17.30 - 30.00 - 4.30 - 21.60 - 36.00 - Pass
HT20 | MCSO| 1 6 2437 1 18.10 - 30.00 - 4.30 - 22.40 - 36.00 - Pass
HT20 | MCSO| 1 8 2447 | 17.60 - 30.00 - 4.30 - 21.90 - 36.00 - Pass
HT20 | MCSO| 1 9 2452 | 15.80 - 30.00 - 4.30 - 20.10 - 36.00 - Pass
HT20 | MCSO| 1 10 | 2457 | 13.80 - 30.00 - 4.30 - 18.10 - 36.00 - Pass
HT20 | MCSO| 1 11 2462 | 11.50 - 30.00 - 4.30 - 15.80 - 36.00 - Pass
HT20 | MCSO| 1 12 | 2467 | 10.00 - 30.00 - 4.30 - 14.30 - 36.00 - Pass
HT20 | MCSO| 1 13 | 2472 | -8.70 - 30.00 - 4.30 - -4.40 - 36.00 - Pass

Note: Measured power (dBm) has offset with cable loss.

Al-30f4



TEST RESULTS DATA

Peak Power Spectral Density

Report Number : FR501419B

2.4GHz Band Single Antenna

Peak PSD DG Pei:‘m'?tSD
Mod. | P28 |\rd cH. | Frea: (dBm/3kHz) (dB) (dBm/3kHz) Pass/Fail
Rate (MHz)
Ant1 Ant2 Wgrgf T Antt Ant2 Ant1 Ant2
T1b [1Mbps| 1] 1 | 2412 | 447 - 4.30 - 8.00 - Pass
T1b |1Mbps| 1] 6 | 2437 | -2.65 - 230 N 8.00 - Pass
T1b |1Mbps| 1] 11 | 2462 | -4.67 - 230 N 8.00 - Pass
1o |1Mbps| 1] 12 | 2467 | -8.60 - 230 N 8.00 - Pass
1o |1Mbps| 1] 13 | 2472 | -10.68 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 1 | 2412 | -12.34 - 230 N 8.00 - Pass
T1g [6Mbps| 1] 2 | 2417 | -10.58 - 730 - 8.00 - Pass
T1g |6Mbps| 1] 3 | 2422 | -7.69 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 6 | 2437 | -6.98 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 8 | 2447 | -8.68 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 9 | 2452 | -10.48 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 10 | 2457 | -10.77 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 11 | 2462 | -12.70 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 12 | 2467 | -14.88 - 230 N 8.00 - Pass
T1g |6Mbps| 1] 13 | 2472 | -32.02 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 1| 2412 | -12.16 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 2 | 2417 | -10.55 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 3 | 2422 | -7.90 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 6 | 2437 | -7.08 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 8 | 2447 | -7.68 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 9 | 2452 | -9.47 - 230 N 8.00 - Pass
HT20 [MCSO| 1| 10 | 2457 | -1143 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 11 | 2462 | -13.43 - 230 N 8.00 - Pass
HT20 [MCSO| 1] 12 | 2467 | -15.11 - 230 N 8.00 - Pass
HT20 [MCSO| 1| 13 | 2472 | -31.76 - 230 N 8.00 - Pass

Measured power density (dBm) has offset with cable loss.
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Report No. : FR501419-01B

6dB and 99% Occupied Bandwidth
<802.11b>
SISO <Ant. 1>

6dB Bandwidth

99% Occupied Bandwidth

RefLevel 30.00dBm  Offset 23308 @ RBW 300 kHz

RefLevel 30.00dBm  Offset 23308 @ RBW 500 kHz

® At 2008 SWT 101 ms ® VBW 2 MHz_Mode Sweep

03:56:18 BM  11/05/2025

o At 2008 SWT 10 ms © VBW 1MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Occupied Bandwidth 1Pk View
M 410Bm MIf]  1018dBm
240845000 GHz 241247500 GHz
20 dBir 021 d
7.080 00 MHz | ke
10 v s
160:105 o Y M
i PINAA o M,
I\ / v/ \ 2 - T
H24.105 \c)a/(«\f\/b L \/ \/\/AU - ¥, oo
0 7~ v AR 10 dBm -
AN\ / \\/ A i \
o A A,
10 VA SE 2
/ e, " 7 ‘\
™
20 \ 30 dbm
\ Vit N\ e g
/\/ M\ e ! vt AN
S 9N o i
i M .
¥, !
40
60 dBm
50
CF2.472 Gz 70001 pts 50MHz/ Span 50.0 MHz
B 2 Marker Table
] 1 2412475 GHz 10.18 dBm OccBw 12.592160589 MHz
T 1 240574234 GHz 550 dBm Occ Bw Centroid 2412038423 GHz
CF2.472 Gz 70001 pts 20MHz/ Span 20,0 MHz n 1 24183345 GHz 519 dBm Occ Bw Freq Offset 38422594048 khz
wesuing.. NN L wesuing.. NNENNNN e LS

03:54:14 BM  11/05/2025

Note: The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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Report No. : FR501419-01B

<802.11g>
SISO <Ant. 1>

6dB Bandwidth

99% Occupied Bandwidth

RefLevel 30.00dBm  Offset 23308 @ RBW 300 kHz
® At 2008 SWT 101 ms ® VBW 1MHz_Mode Sweep

1 Frequency Sweep 1Pk View
i) -0.49 dBm
200003800 GH

20 d o1 84
589200 Mz

H15.655 dBim o T e T ST P

"

LT | N
e’ Y

RefLevel 30.00dBm  Offset 23308 @ RBW 500 kHz

o At 2008 SWT 101 ms & VBW 2 MHz _Mode Sweep
1 Occupied Bandwidth 1Pk View
MI[T]  822d8m

241028020 G|

10
A sl

- i A

-30 dBm-
50
-40
-60 dBy
50
(CF2.412 GHz 10001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
-60
[ 1 24102802 GHz 8.22dBm Occ Bw 16.923098533 MHz
m ¥ 240355827 GHz -3.95 dBm Occ Bw Centroid 2412019818 GHz
CF2.412 GHz 10001 pts 2.0 MHz/ Span 20.0 MHz 20 1 242048137 GHz -2.66 dBm Occ Bw Freq Offset 19.818 118993 khz
[

vesun. NN % P

05:04:40 BM 11/05/2025

05:04:26 BM 11/05/2025

Note: The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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<802.11gN HT20>
SISO <Ant. 1>

6dB Bandwidth 99% Occupied Bandwidth

RefLevel 30.00dBm  Offset 23308 @ RBW 300 kHz RefLevel 30.00dBm  Offset 23308 @ RBW 500 kHz

o At 2008 SWT_ 101 ms ® VBW 1Mz _Mode Sweep o At 2008 SWT_ 101 ms ® VBW 2 MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Occupied Bandwidth 1Pk View
M) -040Bm MIf]  846Bm
240395000 GHz 241414950 GHz
20 dBnr o2 4984
6.36800 M W
10
o, umw
" HH‘WGB‘T‘ TR JpreropeTon TSRS o RPN . ]
0 4 H2=0:17 7 dBrr - m — il " yi
10 dBm

M

/ N |- A

i
30 dBm
50
-4
-60 dBm
50
CF2.412 GHz 10001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
60
mi 1 24141498 GHz 846 dBm OccBw 17.963234142 MHz
m ¥ 240304967 GHz -2.70 dBm Occ Bw Centroid 2412031291 GHz
CF2.412 GHz 10001 pts 2.0 MHz/ Span 20.0 MHz n 1 242101291 GHz 363 dBm Occ Bw Freg Offset 31.290736 963 kHz
wesuing.. INNNANN S RS wesuing.. NNENNNN e I
01:31:36 M 11/06/2025 01:31:20 BM 11/06/2025

Note: The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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FCC RADIO TEST REPORT

Report No. : FR501419-01B

IPower Spectral Density(dBm/3kHz)

<802.11b>
SISO <Ant. 1>

Worst Case Power Density (dBm/3kHz)

RefLevel 3000dBm  Offset 23308 @ RBW 3kHz

® At 2048 SWT  126ms ® VBW 10kHz _Mode Sweep
1 Frequency Sweep. 1Pk Max
MIfi]  -265dBm

24377920 Ghz|

g A,
P o ™ JM W g |

4

T

0 .
E L M
M.\\\’v‘ ‘wm\%

i !

1.13 MHz/.

1001 pts

Span 11.328 MHz

CF2.437 GHz
2 Marker Table

M1 1 2437792 GHz -2.65dBm

Measuring...  ENENNNNEN

04:11:32 PM 11/05/2025
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<802.11g>
SISO <Ant. 1>

Worst Case Power Density (dBm/3kHz)
Ref Level 30.00dBm  Offset 23.30dB ® RBW 3khz
& Att 20dB SWT  282ms ® VBW 10kHz Mode Sweep
20
10 dBar
:
10 — ’I\A‘ eyt N«VMVM/\Wm \N( AVAV\M\VAYIM‘ b |1 _
A WYV \Lf VR VTV g N
2 { f
J e
30 JWN n\r% o
b I MM
ey
50
60
CF 2.437 GHz 1001 pts 2.54 MHz/ Span 25.3504 MHz
2 Marker Table
M1 1 24357588 GHz -6.98 dBm

Measuring... NN = L

05:28:03 BM 11/05/2025
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Report No. : FR501419-01B

<802.11gN HT20>
SISO <Ant. 1>

Worst Case Power Density (dBm/3kHz)

RefLevel 3000dBm  Offset 23308 @ RBW 3 kHz
® At 2048 SWT  302ms @ VBW 10kHz _Mode Sweep

mifl]  -7.08d8m
24395724 6ty
20
10 dBar
10 - ,”'vU med (\44/{ . A\‘rm ij f ‘l/kl .
e R L T
2 i \
3048 A M
i “M\,‘%
PRY Ml
oA Y
50
)
G243 GH 7001 pts 271 MHz] Span 27.1072 Mz
2 Marker Table
M 1 24395724 GHz -7.08 dBm
wessoring.. INENNNNEN

01:39:29 PM  11/06/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

\Band Edges and Spurious Emission|

Number of TX =1, Ant. 1 (Measured)

Test Mode :

802.11b

Test Channel : |01

100kHz PSD reference Level

Channel 01 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz
® At 20d8 SWT 101 ms @ VBW 300kHz Mode Sweep

RefLevel 2000 dBm  Offset 22308 ® RBW 100 kHz
° Att 20d8 SWT _801ms @ VBW 300kHz Mode Sweep

04:04:57 BM 11/05/2025

1 Frequency Sweep 1Pk Max 1 Frequency Sweep 1Pk View
Wit 877 dém Ml 3848 dBm
24114790 GHz| 23999580 GHz|
2 o
0 o~ LMM
Lad fESSVAY dBm }
A ,/Lu’\»J % J Ay ~/L’\'\L AU i !
A ALY N |/ AS A 5
T W T T V‘\
J \ 10 i i
v N I “
. N 1
20 dBm——1—H1-20230 dBm: ’r T
| |
30 f \
4 m
40 )fv‘f IJ W\‘Uwv\q
| W'h
" PRTRIRTIR NURT Lo i Y it
60 dBnr 50
GF2412GHz 1007 pts 1.13 MHz/ an 11,328 MHz 70 dm
2 Marker Table o
M1 1 2411479 GHz 9.77dBm 231GHz 8001 pts 13.5 MHz/ 2445 GHz
vessing.. INNNNENNN e [

04:08:53 PM  11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

 Att 10dB SWT  30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pl View
WI1] 5601 dBm] M1 861 dBm)
35.2220 MHz| = 2412230 GHz|
10 10 dBm-y 21480768
22.077170 GHz|
0 0
10 10
20 dBar————#1-20230 cr 20 $1-20.230 d
70 dBir 70 dBir
30.0MHz 30001 pts 97.0 MHz/ T0GHz T0GHz 30001 pts 253 GHz/ %3 GHz
Measuring...  NNNNNNEN Measuring...  NNNNNNEN

04:07:55 BM 11/05/2025

04:08:27 PM 11/05/2025

Page Number 1 A2-7 of 21



SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode : 802.11b

Test Channel : |06

100kHz PSD reference Level

Channel 06 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz
® At 20d8 SWT 101 ms @ VBW 300kHz Mode Sweep

1 Frequency Sweep 1Pl Max
mifi] 1132d8m
24364790 GHy
2
10 o T 7
Al oA / W rareh
5 A Pond ) L = AN W I
domfc A
£
30
40
50 d
60 dBnr
2437 GHz 1007 pts 1.13 MHe/ an 11328 MHz
2 Marker Table
Ml 1 2436479 GHz 1132 dBm
[

04:12:39 PM 11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz
® Att 10d8 _SWT

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
MI[1] 5619 dBm M1 993 dBm)
35.4800 MHz| 2436880 GHz|
" " 491948
21.980 280 GHz|
0dBm 0dBm
10 10
30 dbm H1-18.680 dBm: 30 dbm H1-18.680 dBm:
70 dme 70 dme
30.0 MHz 30001 pts 97.0 MHz/ T0GHz 30001 pts 255 GHz/

Measuring.

04:13:28 PM 11/05/2025

Measuring.

04:13:52 PM 11/05/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode : 802.11b

—_

Test Channel : |11

100kHz PSD reference Level

Channel 11 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz
® At 2048 SWT

RefLevel 2000 dBm  Offset 22308 ® RBW 100 kHz

1.01ms ® VBW 300kHz Mode Sweep  Att 20d8 SWT  801ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk Max 1 Frequency Sweep 1Pk View
i 928c6m 1] 4497 dBm)
24614784 GHz 24846260 GHz
2 10 'J
10 &M u
AN fea\ 0 il \VJ 4,
A pif g feeet: % // N
0dBm . X A —
Nt W e S 10 r\ l}‘
N i W1
1Y W
~20.dB HT-20. 7ona i ‘5
|
30 r‘ k
i Ay
1° i WWW I
P M
iy A B it g b B
-50 dBm OB mrr ™ iy 4 " Ly
60 dB- 60
CF 2.462 GHz 1001 pts 1.13 MHz/ Span 11.347 2 MHz -70 dBn
2 Marker Table a
M1 1 24614784 GHz 9.28 dBm 2.43 GHz 8001 pts 13.5 MHz/
Wessuring messuing... INNNERNRN

04:16:53 PM 11/05/2025

04:18:11 PM 11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

 Att 10dB SWT  30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep
MI[1] 5549 dBm w1

39.6840 MHz| 2462380 GHz|

10 10 dBrr M1} —48.31 By
22.168970 GHz|

0dBm 0dBm
10 10
=20 dBar HT-20720 dBi =20.dBar HT-20720 dBi

70 dB

70 dB

30.0 MHz 30001 pts 97.0 MHz/ 1.0GHz

1.0GHz 30001 pts 2.5 GHz/

Measuring.

04:17:16 PM  11/05/2025

265 GHz

Measuring.

04:17:33 PM 11/05/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode : 802.11b

Test Channel : |12

100kHz PSD reference Level

Channel 12 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz
® At 20d8 SWT 101 ms @ VBW 300kHz Mode Sweep

RefLevel 2000 dBm  Offset 22308 ® RBW 100 kHz

 Att 20d8 SWT  801ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk Max 1 Frequency Sweep 1Pk View
Wil 521dem Wil 4415 dBm
24674764 GHz 24841870 GHz
20 10
e 0 i
i R
o A A A ) |
PR v v L
P A A A 10 |
N L ” b
\ I
Al W 20 dBm ]
H1-24.790 dBny-
30 ‘1
-40 ,M V h
" i A WJVW,,\ T P PV 01 TONTT T APDRSTT™ EYVRRRIIN POPY AvI
60 dB- 60
CF 2.467 GHz 1001 pts 1.13 MHz/ Span 11.347 2 MHz -70 dBn
2 Marker Table !
Wi 1 24674764 GHz 521 d8m THe 0751 T35 MR
et ]

04:41:00 PM  11/05/2025

04:42:33 M 11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

 Att 10dB SWT  30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
M) 5641 dBm M1 2.94dBm|
36.8060 MHz| 2468330 GHz|
" " 21— 4856 B
M 19.296 070 GHz
0dBm 0dBm
10 10
20dBm 20dBm
H1-24.790 dBm- H1-24.790 dBm-
70 dme 70 dme
30.0 MHz 30001 pts 97.0 MHz/ T0GHz T0GHz 30001 pts 255 GHz/

Measuring...  ENNNNNEN

04:41:28 PM 11/05/2025

265 GHz

Measuring.

04:41:45 P 11/05/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode : 802.11b

Test Channel : |13

100kHz PSD reference Level

Channel 13 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz
® At 20d8 SWT 101 ms @ VBW 300kHz Mode Sweep

1 Frequency Sweep 1Pl Max

RefLevel 2000 dBm  Offset 22308 ® RBW 100 kHz
° Att 20d8 SWT _801ms @ VBW 300kHz Mode Sweep

1 Frequency Sweep 1Pk View

] 38 dBm i) 4539 dsm
24714790 GHz 24840020 GHz
2 10
10 I
0dBm- L
.\ Aot de | J{l{h
NN N Y W I
W/ i
E 1Al I
\ 20 dBm i
A f
H1-26.330 dBm ]' T
» f u
it { b
" ,nu.hu-hww L TP PRRTEY P T TR TIY FUTCy T/ TRNTY P,
50 dBm i ¥ ¥ ikl
60 dB- 60
CF 2.472 GHz 1001 pts 1.13 MHz/ an 11.344 MHz -70 B
2 Marker Table o
Vi
M1 1 2471479 GHz 3.67 dBm 2.43 GHz 8001 pts 13.5 MHz/

[

04:46:59 BM 11/05/2025

Measuring.

04:48:15 PM 11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

* Att 10d8  SWT  30.1ms ® VBW 300 kHz Mode Sweep * Att 10d8  SWT  255ms ® VBW 300 kHz Mode Sweep
1 Frequency Sweep 1Pl View 1 Frequency Sweep 1Pk View
MI[T] 5628 dBm| w287 dém
32.8610 MHz| 2472580 GHz|
10 10 M2l —487 dm]
Ll 22.063 570 GHz|
0 dBir 0 dBir
10 10
20 4B 20 4B
H1-26.330 dBnr H1-26.330 dBnr
70 dBm: 70 dBm:
30,0 Mz 30001 pts 97.0 MHe/ T0GHz T0GHz 30001 pts 255 GHe/ 265Gz
Measuriog... INANNENNN Messuriog... . INANNENAN Rt

04:47:28 PM 11/05/2025

04:47:45 M 11/05/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode: |802.11g

Test Channel : |01

100kHz PSD reference Level

Channel 01 Plot

RefLevel 3000 dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 22308 ® RBW 100 kHz

 Att 2008 SWT  1.01ms ® VBW 300kHz Mode Sweep  Att 20d8 SWT  801ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk Max 1 Frequency Sweep 1Pk View
mfi] 237 dsm i) -3330d8m
24132444 GHz 23999580 GHz
2 o
10
u 0dBm M - %
fdbor P T e /MW P A Aol Tl |
ol | 10
o \ W
j 3 !
20 6B
{ N ] I
ANW "Iy H1-27.630 dm ‘j \
o o
30 dBip T
v Vi) j \M
|
40 r
T IR wmwmmﬁm“w WWMWM
50 dBm . il ki
60 dBm: )
GF2AT2GH: 1001 pts 2.54 MHe/ Span 254272 Mz 70 dBm:
2 Marker Table o
M1 1 24132444 GHz 2.37 dBm 231GH 8001 pts 135 M/

Measuring.

05:06:21 PM  11/05/2025

Measuring.

05:08:55 PM  11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

 Att 10dB SWT  30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
MI[1] 5613 dBm M1 -0.45 dBm)
34.4130 MHz| 2412230 GHz|
" " it 49.25 48
21.340 250 GHz|
0dBm 0dBm
10 10
20dBm 20dBm
H1-27.630 dBnr H1-27.630 dBnr

70 B 70 B

30.0 MHz 30001 pts 97.0 MHz/ 1.0GHz 1.0 GHz 30001 pts 2.55 GHz/. 26.5GHz
Measuing...  ENNNENNEN e Measuing...  ENNNENNEN - ;

05:07:02 BN 11/05/2025 05:07:27 BN 11/05/2025
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR501419-01B

Test Mode: |802.11g

Test Channel : |06

100kHz PSD reference Level

Channel 06 Plot

1Pk Max.
mifi]  803dBm
24382408 GHy

Ref Level 3000 dBm  Offset 233003 ® RBW 100 kiz
° At 2008 SWT 101 ms ® VBW 300kiiz_Mode Sweep
1 Frequency Sweep

i s o S |

il

W o, A,

50 dBm

60 dBr

CF 2.437 GHz
2 Marker Table

1001 pts 2.54 MHz/ Span 25.350 4 MHz

M1 1 24382408 GHz 8.03 dBm

Messuring... [

05:28:49 BM  11/05/2025

Spurious Emission 30MHz~1GHz

Spurious Emission 1GHz~26.5GHz

RefLevel 2000dBm  Offset 22308 ® RBW 100 kHz

RefLevel 2000 dBm  Offset 23308 ® RBW 100 kHz

 Att 10dB SWT  30.1ms ® VBW 300kHz Mode Sweep  Att 10dB SWT  255ms ® VBW 300kHz Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
M) -55.828m ] 7.74 d8m
38.4870 MHz| 2436030 GHz|
10 10 dém’ M2y 43,83 98
22.142 620 GHz|
0dBm 0dBm
10 10
20dBm 20dBm
H1-21.970 dBm H1-21.970 dBm

70 dB

70 dB

30.0 MHz 30001 pts 97.0 MHz/

1.0GHz 30001 pts 2.5 GHz/

Measuring.

05:29:31 PM 11/05/2025

Measuring.

05:29:47 PM 11/05/2025
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