SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL Report No.: LCS171211025AEE

FCC TEST REPORT
For
WeTek Electronics Limited
Android tv box
Test Model: RL

List Model No.: RL2, RL3, RL4, RL x, RL xx (x represents character A-Z, 0-9)

Prepared for :  WeTek Electronics Limited

Address : Level 10, Central Building, 1-3 Pedder Street, Central, Hong Kong,
China

Prepared by :  Shenzhen LCS Compliance Testing Laboratory Ltd.

Address : 1F., Xingyuan Industrial Park, Tongda Road, Bao’an Blvd., Bao’an
District, Shenzhen, Guangdong, China

Tel : (+86)755-82591330

Fax 1 (+86)755-82591332

Web : www.LCS-cert.com

Mail :  webmaster@LCS-cert.com

Date of receipt of test sample :  December 11, 2017

Number of tested samples 2

Serial number :  Prototype

Date of Test :  December 11, 2017~January 15, 2018

Date of Report :  January 15, 2018

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 1 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL Report No.: LCS171211025AEE

FCC TEST REPORT
FCC CFR 47 PART 15 E(15.407): 2017
Report Reference No. ................. : LCS171211025AEE
Date of ISSUE.......uveeiiiiiiiiiiiieeeeeees : January 15,2018
Testing Laboratory Name............. : Shenzhen LCS Compliance Testing Laboratory Ltd.
AdAress......ccooeeieeneiee e : 1F., Xingyuan Industrial Park, Tongda Road, Bao’an Blvd., Bao’an

District, Shenzhen, Guangdong, China

Testing Location/ Procedure........... : Full application of Harmonised standards =
Partial application of Harmonised standards o

Other standard testing method o

Applicant’s Name..........c.ccccveuuenee : WeTek Electronics Limited
AdAresS....ooeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees : Level 10, Central Building, 1-3 Pedder Street, Central, Hong Kong,
China

Test Specification

Standard .........ccooeeriiinine : FCC CFR 47 PART 15 E(15.407): 2017

Test Report Form No...........c....... : LCSEMC-1.0

TRF Originator .......ccccoveeveiieeeieene : Shenzhen LCS Compliance Testing Laboratory Ltd.
Master TRF ..., : Dated 2011-03

Shenzhen LCS Compliance Testing Laboratory Ltd. All rights reserved.

This publication may be reproduced in whole or in part for non-commercial purposes as long as the
Shenzhen LCS Compliance Testing Laboratory Ltd. is acknowledged as copyright owner and source of the
material. Shenzhen LCS Compliance Testing Laboratory Ltd. takes no responsibility for and will not
assume liability for damages resulting from the reader's interpretation of the reproduced material due to its
placement and context.

EUT Description.......cccceccemmnrniiaenns : Android tv box
Trade Mark.......coccoceeeeiceeeiiieeeees :
Test Model .....oovvveiiiieeeeeeeee : RL
Ratings....ccccoovveeeciee e : DC 5V by AC/DC ADAPTER
Result e . Positive
Compiled by: Supervised by: Approved by:
Yeodee Dtk Sk (i B
Leo Lee/ File administrators Dick Su/ Technique principal Gavin Liang/ Manager

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 2 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL Report No.: LCS171211025AEE

FCC -- TEST REPORT
January 15, 2018
Test Report No. : LCS171211025AEE .
Date of issue

BUT e, : Android tv box

Test Model.....ccoeeeeeeiiiiiiiiiiiinnns : RL

Applicant........cccciiimeriisennnans : WeTek Electronics Limited

AdAress.....coeeeeeeeeeeiiieeeeeeeennnn . Level 10, Central Building, 1-3 Pedder Street, Central, Hong Kong,
China

Telephone.......ccccooviieieinnen i

| = ) G 2/

Manufacturer......ccccceceeerrennees : WeTek Electronics Limited

AdAress.....ceeeeeeieeeiiiieeeeeeeenenn . Level 10, Central Building, 1-3 Pedder Street, Central, Hong Kong,
China

Telephone.......ccccooiiieeiiinnnnn. i

| = ) G 2/

Factory.......ccccnivmmmnnscnnnsiaeens : WeTek Electronics Limited

AdAress.....ceeeeeeiieeiiieeeeeeeeennn . Level 10, Central Building, 1-3 Pedder Street, Central, Hong Kong,
China

Telephone.......cccooviiieieinnnen /

| ) G /

Test Result: Positive

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test laboratory.

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 3 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD.

FCCID: 2AF9R-RL

Report No.: LCS171211025AEE

Revision History

Revision

Issue Date Revisions

Revised By

000

January 15, 2018 Initial Issue

Gavin Liang

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.

Page 4 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL

Report No.: LCS171211025AEE

TABLE OF CONTENTS
1. GENERAL INFORMATION 6
1.1. DESCRIPTION OF DEVICE (EUT ) ..ottt ettt ettt ettt te et aeete s aeete s eteete e ennne 6
1.2. HOST SYSTEM CONFIGURATION LIST AND DETAILS.. ..ottt ettt ettt eeaesene s 7
1.3, EXTERNAL /O PORT ..ottt et ettt ettt et e eae et e et e e et e e et e et eeaeeaee st eeaeeeseeeseeenesenesnesane 7
1.4, DESCRIPTION OF TEST FACILITY ...ttt teete ettt oot ee ettt eeee et e et eeteeeseeeseseueseesaeesaeenaeeeeteeeeeeeeseeesneesseeesesenesenenreenaes 7
1.5. STATEMENT OF THE MEASUREMENT UNCERTAINTY ..ovtetteteeeeeeeeeeeeeeeereeeeeseeeseeseeeseeeeeteeseeeeseeseesseeesesesesesesenennes 7
1.6. MEASUREMENT UNCERTAINTY ...eettetteeteeeteeeteeeeeeeeseeeeeeeeeeeeeeeeeseeeaseeeseeesesesesaeeseeesseesseeneteeseseesneesseesseeesesesesasesseennes 8
1.7. DESCRIPTION OF TEST IMODES. ... etotteuteeteteeteeeeeeeeeeeeeeeeeeeeeeseeseesessessesaeeeeetenseesessessesaeeneesenseesessessesseenesseeeeseeneenne 8
2. TEST METHODOLOGY 10
2.1, EUT CONFIGURATION ...ttt ettt ee e e e e e ee e ee e e e e e e e eeeeeeneeseaeeeeueeeseeseneeeeaeeseneeeeneeeenaeseeeseaeesnneean 10
2.2,  EUT EXERCISE ..ottt ettt ettt e e ettt e e e e ee s te st e s et eeae e e e eeeeeae st esaeeeseeeueesessessesnesanesasesseeannans 10
2.3. GENERAL TEST PROCEDURES......coout ettt ettt ettt e e e eeeeee et e st eeateeateeeeeeaeseesaeesaeeeseeesesesesaestesaeesaeesaesaneens 10
3. SYSTEM TEST CONFIGURATION 11
BT JUSTIFICATION .. .ottt et et et et e et e et e e et et e eea e e e e ste st e saeeeaeeeeeeeeesesaeesaeeeseeeseesessesaneseesaeesanenneennnens 11
3.2 EUT EXERCISE SOFTWARE .....oeetteetteeee et et eeee et e e e et eeteeeeeeeeeseaesee st esseeeeseeeseeaeseesaeesseeeseeesesesesaseseeseeesseeseesaneens 11
3.3, SPECIAL ACCESSORIES. ...t uteeeeeeeeee e eee e et eeee et e e e e et eeseeeaeeeaeseseseee st esseeesseeeseesesreesaeesseesseeesesesesesesreessesseesaeennnens 11
3.4. BLOCK DIAGRAM/SCHEMATICS ..ottt et eee et ee et e teeteeveeaesaeeee et eeeeseeseeaesaeesesseneesessessessseseeaseeensennan 11
3.5. EQUIPMENT IMODIFICATIONS . ....oeiuti ittt ettt et eet e et e eteeteeeeeaeesatesatesaeeestesssensessaesasesssesssenseessesssesnsesesesssesseensesnnesns 11
BB, TEST SETUP ..ottt ettt ettt ettt e et eae e et e et e et e eatesatesaeesas e s s easseasesatesaseessenssenseessesasesasesasesnsesseesesnneens 11
4. SUMMARY OF TEST RESULTS 12
5. TEST RESULT 13
5.1, ONTIME AND DUTY CYCLE ...ttt ettt ettt ettt et et sat e vttt eae st e sateease s s eseessesasesasesasesnsesseesesnneens 13
5.2. MAXIMUM CONDUCTED OUTPUT POWER MEASUREMENT ......euteiteete et oot eeeeeeeeeeeeeeeeeeeeeeeeeeeneseeeseeeseeseneseseeenens 15
5.3. POWER SPECTRAL DENSITY MEASUREMENT ......eeouteetteetteeteeeeeeeeeeeee st eeeeeeeeeeeeeaeseeeseesseeeseeeseseseseseseeeseesseesseeeenens 17
5.4. 6DB OCCUPIED BANDWIDTH IMEASUREMENT ... .eeteeetteeteeeeeeeeeeeeeeeee et eeeeeeeeeeseeeeeeeeseeeseesseeesesesesenesreeseesseenseeeenens 25
5.5. RADIATED EMISSIONS IMEASUREMENT ......veevtetteeteteeeeeee et et et eeeeeteeeeesesaeeeeseseeeessessessesaeeseeasensesensessessseneesensensensan 33
5.6. POWER LINE CONDUGCTED EMISSIONS ......ecutettetteeteteeteeeeeeeeeeeeeeeeeeeeesesseeseesteseesesseesesasessssesessessessesssenssssessessenss 44
5.7 UNDESIRABLE EMISSIONS IMEASUREMENT .....oovteuteeteteeteeeeeeeeeeeeeteeeeeseseeeseeeteseesesseesesaeesessesessesseesesssesesasessessennas 46
5.8. ANTENNA REQUIREMENTS .. .eeeeeeteeetteeee oot eeeeeeee et eeeee et eeteeeueeeseseeeseeeseesaeeesseaeseeaeseesseessseeseeesesesesasesreesseesseenseennnens 64
6. LIST OF MEASURING EQUIPMENTS 66
7. TEST SETUP PHOTOGRAPHS OF EUT 67
8. EXTERIOR PHOTOGRAPHS OF THE EUT 67
9. INTERIOR PHOTOGRAPHS OF THE EUT 67

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.

Page 5 of 67
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1. GENERAL INFORMATION
1.1. Description of Device (EUT)

EUT

Model Number
Model Declaration

Test Model
Power Supply
Hardware Version
Software Version
Bluetooth
Frequency Range
Channel Number

Channel Spacing

Modulation Type

Bluetooth Version
WIFI(2.4G Band)
Frequency Range

Channel Spacing
Channel Number

Modulation Type

WIFI(5.2G Band)

Frequency Range
Channel Number

Modulation Type
WIFI(5.8G Band)
Frequency Range
Channel Number

Modulation Type

Antenna Description

: Android tv box

: RL, RL2, RL3, RL4, RL x, RL xx (x represents character A-Z, 0-9)
: PCB board, structure and internal of these model(s) are the same,

Only the model name is different for these models.

: RL

: DC 5V by AC/DC ADAPTER
: Wetek _core V3.0

: 6.0.1

: 2402-2480MHz
: 79 channels for Bluetooth V4.1 (BDR/EDR)

40 channels for Bluetooth V4.1 (BT LE)

: 1MHz for Bluetooth V4.1 (BDR/EDR)

2MHz for Bluetooth V4.1 (BT LE)

: GFSK, 1 /4-DQPSK, 8-DPSK for Bluetooth V4.1 (BDR/EDR)

GFSK for Bluetooth V4.1 (BT LE)

: V4.1

: 2412-2462MHz
: SMHz
: 11 channels for 20MHz bandwidth(2412~2462MHz)

7 channels for 40MHz bandwidth(2422~2452MHz)

: 802.11b: DSSS(CCK,DQPSK,DBPSK);

802.11g/n: OFDM(64QAM, 16QAM, QPSK, BPSK)

: 5180-5240MHz
: 4 channels for 20MHz bandwidth(5180-5240MHz)

2 channels for 40MHz bandwidth(5190~5230MHz)
1 channels for S0MHz bandwidth(5210MHz)

: 802.11a/n/ac: OFDM(64QAM, 16QAM, QPSK, BPSK)

: 5745-5825MHz
: 5 channels for 20MHz bandwidth(5745-5825MHz)

2 channels for 40MHz bandwidth(5755~5795MHz)
1 channels for 80MHz bandwidth(5775MHz)

: 802.11a/n/ac: OFDM(64QAM, 16QAM, QPSK, BPSK)

Two same PIFA Antenna;
ANTO used for WIFI TX/RX, 2.0dBi(Max.);
ANT1 used for WIFI/Bluetooth TX/RX, 2.0dBi(Max.)

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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FCCID: 2AF9R-RL

Report No.: LCS171211025AEE

1.2. Host System Configuration List and Details

Manufacturer Description Model N%?;E‘ér Certificate
SONY TV Set KDL-32W700B 2011083 DOC
SHENZHEN FUJIA SWITCHING ADAPTER
FJ-SW1904000F / DOC
APPLIANCE CO., LTD (for TV Set)
SHEN ZHEN KEYU
POWER SUPPLY AC/DC ADAPTER KA23-0502000DES / VOC
TECHNOLOGY CO., LTD
1.3. External I/O Port
I/O Port Description Quantity Cable
A/N OUTPUT Port 1 N/A
LAN Port 1 N/A
HDMI Port 1 1.5m, unshielded
DC 5V IN Port 1 N/A
MICRO SD Card Slot 1 N/A
USB Port (Type A) 2 N/A

1.4. Description of Test Facility

FCC Registration Number. is 254912.

Industry Canada Registration Number. is 9642A-1.
ESMD Registration Number. is ARCB0108.

UL Registration Number. is 100571-492.

TUV SUD Registration Number. is SCN1081.

TUV RH Registration Number. is UA 50296516-001
NVLAP Registration Code is 600167-0

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.4:2014 and CISPR
16-1-4:2010 SVSWR requirement for radiated emission above 1GHz.

1.5. Statement of the Measurement Uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report acc. To CISPR 16 — 4
“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4: Uncertainty
in EMC Measurements” and is documented in the LCS quality system acc. To DIN EN ISO/IEC 17025.
Furthermore, component and process variability of devices similar to that tested may result in additional
deviation. The manufacturer has the sole responsibility of continued compliance of the device.
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SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD.

FCCID: 2AF9R-RL Report No.: LCS171211025AEE

1.6. Measurement Uncertainty

Test ltem Frequency Range Uncertainty Note
9KHz~30MHz +3.10dB (1)
30MHz~200MHz +2.96dB (1)
Radiation Uncertainty 200MHz~1000MHz +3.10dB (1)
1GHz~26.5GHz +3.80dB (1)
26.5GHz~40GHz +3.90dB (1)
Conduction Uncertainty 150kHz~30MHz +1.63dB (1)
Power disturbance 30MHz~300MHz 1+1.60dB (1)

(1). This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2.

1.7. Description of Test Modes

The EUT has been tested under operating condition.

This test was performed with EUT in X, Y, Z position and the worst case was found when EUT in X
position.

Worst-case mode and channel used for 150 KHz-30 MHz power line conducted emissions was the mode
and channel with the highest output power that was determined to be IEEE 802.11n HT20 mode (Low
Channel, Combined Antenna Chain0 and Antenna Chain1).

Worst-case mode and channel used for 9 KHz-1000 MHz radiated emissions was the mode and channel
with the highest output power, that was determined to be IEEE 802.11n HT20 mode (Low Channel,
Combined Antenna Chain0 and Antenna Chaint).

Pre-test AC conducted emission at both voltage AC 120V/60Hz and AC 240V/50Hz, recorded worst case.

Worst-Case data rates were utilized from preliminary testing of the Chipset, worst-case data rates used
during the testing are as follows:

IEEE 802.11a Mode: 6 Mbps, OFDM.

IEEE 802.11ac VHT20 Mode: MCS0

IEEE 802.11n HT20 Mode: MCS0, OFDM.
IEEE 802.11ac VHT40 Mode: MCS0, OFDM.
IEEE 802.11n HT40 Mode: MCS0, OFDM.
IEEE 802.11ac VHT80 Mode: MCS0, OFDM.

Antenna & Bandwidth

Antenna Chain0 (ANTO) Chain1 (ANT1) Simultaneously
Bandwidth Mode | 20MHz 40MHz 80MHz 20MHz 40MHz 80MHz /
IEEE 802.11a 4] O O 4] O O O
IEEE 802.11n 4] 4] O 4] ] O O
IEEE 802.11ac 4] 4] 4] 4] ] ] M
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Channel & Frequency:

Frequency Band | Channel No. Frequency(MHz) Channel No. Frequency(MHz)
149 5745 155 5775
151 5755 159 5795
5745~5825MHz 153 5765 161 5805
157 5785 165 5825

For IEEE 802.11a/n HT20/ac VHT20, Channel 149, 157 and 165 were tested.
For IEEE 802.11n HT40/ac VHT40, Channel 151 and 159 were tested.
For IEEE 802.11ac VHT80, Channel 155 was tested.
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2. TEST METHODOLOGY

All measurements contained in this report were conducted with ANSI C63.10-2013, American National
Standard of Procedures for Compliance Testing of Unlicensed Wireless Devices.

The radiated testing was performed at an antenna-to-EUT distance of 3 meters. All radiated and
conducted emissions measurement was performed at Shenzhen LCS Compliance Testing Laboratory Ltd.

2.1. EUT Configuration

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions
requirement and operating in a manner that intends to maximize its emission characteristics in a
continuous normal application.

2.2. EUT Exercise

The EUT was operated in the engineering mode to fix the TX frequency that was for the purpose of the
measurements.

According to FCC'’s request, Test Procedure 789033 D02 General UNII Test Procedures New Rules

v01r03 and KDB 662911 D01 Multiple Transmitter Output v02r01 is required to be used for this kind of
FCC 15.407 Ull device.

According to its specifications, the EUT must comply with the requirements of the Section 15.203, 15.205,
15.207, 15.209 and 15.407 under the FCC Rules Part 15 Subpart E

2.3. General Test Procedures

2.3.1 Conducted Emissions

The EUT is placed on the turntable, which is 0.8 m above ground plane. According to the requirements in
Section 6.2.1 of ANSI C63.10-2013 Conducted emissions from the EUT measured in the frequency range
between 0.15 MHz and 30MHz using Quasi-peak and average detector modes.

2.3.2 Radiated Emissions

The EUT is placed on a turn table, which is 0.8 m above ground plane. The turntable shall rotate 360
degrees to determine the position of maximum emission level. EUT is set 3m away from the receiving
antenna, which varied from 1m to 4m to find out the highest emission. And also, each emission was to be
maximized by changing the polarization of receiving antenna both horizontal and vertical. In order to find
out the maximum emissions, exploratory radiated emission measurements were made according to the
requirements in Section 6.3 of ANSI C63.10-2013

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
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FCCID: 2AF9R-RL

Report No.: LCS171211025AEE

3. SYSTEM TEST CONFIGURATION

3.1. Justification

The system was configured for testing in a continuous transmits condition.

3.2. EUT Exercise Software

The system was configured for testing in a continuous transmits condition and change test channels by
software (rftesttool-cn) provided by application.

3.3. Special Accessories

. : shielded/
No. Equipment | Manufacturer Model No. Serial No. | Length e Notes
1 TV Set SONY KDL-32W700B 2011083 / / DOC
HENZHEN
SWITCHING S FUJIA
2 ADAPTER APPLIANCE FJ-SW1904000F / 1.00m | unshielded | DOC
(for TV Set) CO., LTD

3.4. Block Diagram/Schematics

Please refer to the related document

3.5. Equipment Modifications

Shenzhen LCS Compliance Testing Laboratory Ltd. has not done any modification on the EUT.

3.6. Test Setup

Please refer to the test setup photo.
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4. SUMMARY OF TEST RESULTS

Applied Standard: FCC Part 15 Subpart E

FCC Rules Description of Test Result
§15.407(a) Maximum Conducted Output Power Compliant
§15.407(a) Power Spectral Density Compliant
§15.407(e) 6dB Bandwidth Compliant
§15.407(b) Radiated Emissions Compliant
§15.407(b) Band edge Emissions Compliant
§15.407(9g) Frequency Stability Note
§15.207(a) Line Conducted Emissions Compliant

§15.203 Antenna Requirements Compliant

§2.1093 RF Exposure Compliant

Note: The customer declared frequency stability is better than 20ppm which ensures that the signal
remains in the allocated bands under all operational conditions stated in the user manual.
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5. TEST RESULT
5.1. On Time and Duty Cycle
5.1.1. Standard Applicable

None; for reporting purpose only.

5.1.2. Measuring Instruments and Setting

Please refer to equipment list in this report. The following table is the setting of the spectrum analyzer.

5.1.3. Test Procedures

1. Set the Centre frequency of the spectrum analyzer to the transmitting frequency;
2. Set the span=0MHz, RBW=8MHz, VBW=50MHz, Sweep time=5ms;
3. Detector = peak;

4. Trace mode = Single hold.

5.1.4. Test Setup Layout

ale [}

e
Spectrum Analyse EUT

5.1.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.1.6. Test result

On Time Szl Duty Cycle Duty Duty Cycle 1/B
Mode B (ms) X Cycle Correction Minimum
(ms) (Linear) (%) Factor (dB) VBW (KHz)

IEEE 802.11a 5.0 5.0 1 100% 0 0.01

IEEE 802.11n HT20 5.0 5.0 1 100% 0 0.01

IEEE 802.11ac VHT20 5.0 5.0 1 100% 0 0.01

IEEE 802.11n HT40 5.0 5.0 1 100% 0 0.01

IEEE 802.11ac VHT40 5.0 5.0 1 100% 0 0.01

IEEE 802.11ac VHT80 5.0 5.0 1 100% 0 0.01
Note: Duty Cycle Correction Factor=10log(1/Duty cycle)
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On Time and Duty Cycle
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5.2. Maximum Conducted Output Power Measurement
5.2.1. Standard Applicable

For 5725~5850MHz

For the band 5.725-5.85 GHz, the maximum conducted output power over the frequency band of
operation shall not exceed 1 W. In addition, the maximum power spectral density shall not exceed 30 dBm
in any 500-kHz band. If transmitting antennas of directional gain greater than 6 dBi are used, both the
maximum conducted output power and the maximum power spectral density shall be reduced by the
amount in dB that the directional gain of the antenna exceeds 6 dBi. However, fixed point-to-point U-NI|
devices operating in this band may employ transmitting antennas with directional gain greater than 6 dBi
without any corresponding reduction in transmitter conducted power. Fixed, point-to-point operations
exclude the use of point-to-multipoint systems, omnidirectional applications, and multiple collocated
transmitters transmitting the same information. The operator of the U-NII device, or if the equipment is
professionally installed, the installer, is responsible for ensuring that systems employing high gain
directional antennas are used exclusively for fixed, point-to-point operations.

5.2.2. Measuring Instruments and Setting

Please refer to equipment list in this report. The following table is the setting of the power meter.

5.2.3. Test Procedures

The transmitter output (antenna port) was connected to the power meter.

According to KDB 789033 D02 Section 3 (a) Method PM (Measurement using an RF average power
meter):

(i) Measurements may be performed using a wideband RF power meter with a thermocouple detector or
equivalent if all of the conditions listed below are satisfied.

@® The EUT is configured to transmit continuously or to transmit with a constant duty cycle.
@® At all times when the EUT is transmitting, it must be transmitting at its maximum power control level.

@® The integration period of the power meter exceeds the repetition period of the transmitted signal by
at least a factor of five.

(ii) If the transmitter does not transmit continuously, measure the duty cycle, x, of the transmitter output
signal as described in section II.B.

(iii) Measure the average power of the transmitter. This measurement is an average over both the on and
off periods of the transmitter.

5.2.4. Test Setup Layout

Power Meter EuT

5.2.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.
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5.2.6. Test Result of Maximum Conducted Output Power

Temperature 25C Humidity 60%
Test Engineer Tom Liu Configurations IEEE 802.11a/n/ac
AVG Conducted Power Duty Report Maximum
Frequency Cycle Conducted Power o
Test Mode | Channel (dBm) Limit Result
(MHz) Factor (dBm) (@Bm)
Chain0 Chain1 Sum (dB) Chain0 Chain1 Sum

\EEE 149 5745 13.52 13.22 / 0.000 13.52 13.22 /

802.11a 157 5785 13.01 13.02 / 0.000 13.01 13.02 / 30 Complies
' 165 5825 12.64 12.61 / 0.000 12.64 12.61 /

IEEE 149 5745 13.90 13.79 16.86 0.000 13.90 13.79 16.86
802.11n 157 5785 13.14 13.06 16.11 0.000 13.14 13.06 16.11 30 Complies

HT20 165 5825 12.94 12.84 15.90 0.000 12.94 12.84 15.90

IEEE 149 5745 13.88 13.45 16.68 0.000 13.88 13.45 16.68
802.11ac 157 5785 12.95 12.54 15.76 0.000 12.95 12.54 15.76 30 Complies
VHT20 165 5825 12.88 12.49 15.70 0.000 12.88 12.49 15.70

IEEE 151 5755 13.83 13.84 16.85 0.000 13.83 13.84 16.85
802.11n 30 Complies

HT40 159 5795 13.35 13.15 16.26 0.000 13.35 13.15 16.26

IEEE 151 5755 13.98 13.77 16.89 0.000 13.98 13.77 16.89
802.11ac 30 Complies
VHT40 159 5795 13.04 13.01 16.04 0.000 13.04 13.01 16.04

IEEE
802.11ac 155 5775 9.18 9.23 12.22 9.18 9.23 12.22 30 Complies
VHT80

Remark:

1. Measured output power at difference data rate for each mode and recorded worst case for each mode.

2. Test results including cable loss;

3. Worst case data at 6Mbps at IEEE 802.11a; MCSO0 at IEEE 802.11n HT20, IEEE 802.11n HT40, IEEE

802.11a VHT20, IEEE 802.11ac VHT40 and IEEE 802.11ac VHT80,
Report conducted power = Measured conducted average power + Duty Cycle factor;

A

5. The EUT used two same PIFA antenna for WIFI TX/RX, the directional gain=2.0+10%log(2)=5.01dBi.
So the power limits of IEEE 802.11n HT20, IEEE 802.11 n HT40, IEEE 802.11 ac VHT20, IEEE 802.11 ac
VHT40 and IEEE 802.11 ac VHT80 for MIMO with CDD technology should not be reduced.

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.

Page 16 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL Report No.: LCS171211025AEE

5.3. Power Spectral Density Measurement
5.3.1. Standard Applicable

For 5725~5850MHz

For the band 5.725-5.85 GHz, the maximum conducted output power over the frequency band of
operation shall not exceed 1 W. In addition, the maximum power spectral density shall not exceed 30 dBm
in any 500-kHz band. If transmitting antennas of directional gain greater than 6 dBi are used, both the
maximum conducted output power and the maximum power spectral density shall be reduced by the
amount in dB that the directional gain of the antenna exceeds 6 dBi. However, fixed point-to-point U-NI|
devices operating in this band may employ transmitting antennas with directional gain greater than 6 dBi
without any corresponding reduction in transmitter conducted power. Fixed, point-to-point operations
exclude the use of point-to-multipoint systems, omnidirectional applications, and multiple collocated
transmitters transmitting the same information. The operator of the U-NII device, or if the equipment is
professionally installed, the installer, is responsible for ensuring that systems employing high gain
directional antennas are used exclusively for fixed, point-to-point operations.

5.3.2. Measuring Instruments and Setting

Please refer to equipment list in this report. The following table is the setting of Spectrum Analyzer.

5.3.3. Test Procedures

1). The transmitter was connected directly to a Spectrum Analyzer through a directional couple.

2). The power was monitored at the coupler port with a Spectrum Analyzer. The power level was set to the
maximum level.

. Set the RBW = 300 kHz
. Set the VBW = 3*RBW

3

g b

. Span=Encompass the entire emissions bandwidth (EBW) of the signal
. Detector = RMS.

0 N O

. Trace mode = max hold.

©

)
)
)
)
). Sweep time = auto couple.
)
). Allow trace to fully stabilize.
0

10). If measurement bandwidth of Maximum PSD is specified in 500 kHz, add 10 log (500 kHz/RBW) to
the measured result, whereas RBW (<500 kHz) is the reduced resolution bandwidth of the spectrum

analyzer set during measurement.

11). If measurement bandwidth of Maximum PSD is specified in 1 MHz, add 10 log (1MHz/RBW) to the
measured result, whereas RBW (< 1 MHz) is the reduced resolution bandwidth of spectrum analyzer
set during measurement.

12). Care must be taken to ensure that the measurements are performed during a period of continuous
transmission or are corrected upward for duty cycle.

5.3.4. Test Setup Layout

=]

Spectrum Analyse EUT
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5.3.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.3.6. Test Result of Power Spectral Density

Temperature 25C Humidity 60%
Test Engineer Tom Liu Configurations IEEE 802.11a/n/ac
Power Density Duty RBW Report conducted PSD Maximum
Test Mode | Channel Frequency 3(()%BKT|/ cycle factor e Limit Result
(MHz) 2) factor (@B) S00KHz) (dBm/
Chain0 Chain1 Sum (dB) Chain0 | Chaint Sum 500KHz)
\EEE 149 5745 0.31 -0.11 / 0.000 2.218 253 2.11 /
802 11a 157 5785 -1.09 -1.15 / 0.000 2.218 1.13 1.07 / 30 Complies
165 5825 -1.56 -1.76 / 0.000 2.218 0.66 0.46 /
IEEE 149 5745 0.01 -0.20 2.92 0.000 2.218 2.23 2.02 5.14
802.11n 157 5785 -1.06 -1.05 1.96 0.000 2.218 1.16 1.17 4.18 30 Complies
HT20 165 5825 -1.13 -1.21 1.84 0.000 2.218 1.09 1.01 4.06
IEEE 149 5745 0.01 -0.13 2.95 0.000 2.218 2.23 2.09 517
802.11ac 157 5785 -1.06 -1.27 1.85 0.000 2.218 1.16 0.95 4.07 30 Complies
VHT20 165 5825 -1.13 -1.71 1.60 0.000 2.218 1.09 0.51 3.82
IEEE 151 5755 -4.02 -3.55 -0.77 0.000 2.218 -1.80 -1.33 1.45
802.11n 30 Complies
HT40 159 5795 -4.16 -4.26 -1.20 0.000 2.218 -1.94 -2.04 1.02
IEEE 151 5755 -3.21 -3.74 -0.46 0.000 2.218 -0.99 -1.52 1.76
802.11ac 30 Complies
VHT40 159 5795 -4.68 -4.21 -1.43 0.000 2.218 -2.46 -1.99 0.79
IEEE
802.11ac 155 5775 -11.25 | -10.80 -8.01 0.000 2.218 -9.03 -8.58 -5.79 30 Complies
VHT80
Remark:

1. Measured power spectrum density at difference data rate for each mode and recorded worst case for each

mode.

2. Test results including cable loss;
3. Worst case data at 6Mbps at IEEE 802.11a; MCSO0 at IEEE 802.11n HT20, IEEE 802.11n HT40, IEEE

802.11a VHT20, IEEE 802.11ac VHT40 and IEEE 802.11ac VHTS80;
4. Report conducted PSD = measured conducted PSD + Duty Cycle factor + RBW factor;

O

6. Please refer to following test plots;

RBW factor = 10 log (500 KHz / 300 KHz) = 2.218 dB;
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Power Spectral Density
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Power Spectral Density

IEEE 802.11n HT40 @ Chain0

IEEE 802.11ac VHT40 @ Chain0

Agilent Spactrum Analy
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Power Spectral Density

IEEE 802.11ac VHT20 @ Chain0

IEEE 802.11ac VHT80 @ Chain0

Agilent Spactrum Analyzsr - Swapt SA
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Power Spectral Density
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Center Freq 5.785000000 G!,'!.ﬁ, Fos == Trig:Free Run AvgHold: 10010 e Certter Freq 5.785000000 G!,'!.ﬁ, = _._‘ Trig: Free Run AvgHold: 10010 e
IFGainlow  #Atten: 30 dB verlh Ak kA A Foginilow — #Atten: 30 dB DET|A A A A A A
Auto Tune Auto Tune
Ref Offsot 973 0B Mkr1 5.784 25 GHz Ref Offsot 973 0B Mkr1 5.784 26 GHz
10 dBieiv  Ref 20.00 dBm -1.148 dB 0 dBsdiv  Ref 20.00 dBm -1.052 dB
Log Log
Center Freq Center Freq|
00| 5785000000 GHz 0 5785000000 GHz
1 1
0.00] . M’k\ - . om - B
gty P by ¥ StartFreq i gprttdeerp i iy StartFreq|
- r_(i e, 5770000000 6Hz|| 100 i Mﬂ WWMW"“"\ 5767370000 GHz
/ \ f \
o t StopFreq o \ Stop Freq|
/ 5800000000 GHz \ 5802630000 GHz
i Wk, / |
o A fo g Mg 1
i \ | [
CF Ste I hl CF Stej
ke I 3.000000 Msz b 3526000 MHPz
Man| Man|
50, 500
e Freqoffset| | - Freq Offset
OHz OHz
70 -700
ICenter 5.78500 GHz ‘Span 30.00 MHZ] iCenter 5.78500 GHz ‘Span 35.26 MHZ]
j¥Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) [#Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts)
s Tgsros = Tgsrams
Channel 157 /5785 MHz Channel 157 /5785 MHz
RL . RF S0Q . 2 SENSE:PULSE] ALEGN AUTO |07:42:33 PM Dec 20, 2017 F RL . RF S0Q . 2 SENSE:PULSE| ALIGN ALY |08:12:15 PMDec 20, 2017 F
Center Freq 5.825000000 GHz Avg Type: RMS TAE1 23455 requency Center Freq 5.825000000 GHz Avg Type: RMS TAE[1 23455 requency
PRO-Fast == Trig:Free Run Avg|Held: 1010 PRO-Fast == Trig:Free Run Avg|Held: 1010
IFGainlow  #Atten: 30 dB verlh Ak kA A Foginilow — #Atten: 30 dB DET|A A A A A A
Auto Tune Auto Tune
Ref Offsot 973 0B Mkr1 5.825 66 GHz Ref Offsot 973 0B Mkr1 5.825 72 GHz
10 dBieiv  Ref 20.00 dBm -1.758 dB 0 dBsdiv  Ref 20.00 dBm -1.211 dB
Log Log
Center Freq Center Freq|
00| '5.825000000 GHz 0 5.825000000 GHz
1
0m .1 . om - ’ =
O T AT StartFreq My WM StartFreq |
0 ."*‘" it i, 5810000000 6Hz| [ 00 / 1 M\‘ iy 5810000000 GHz
f |
bl ! 200 ||' \
{ StopFreq StopFreq|
;' \ 5840000000 GHz {"{ \ 5840000000 GHz
300 UM M 300 M M h‘g J(
. Jflv{w# MMWM_’I crstepl |, i i WW}M"I CF Step
3.000000 MHz: 3.000000 MHz
Man Man
50 10
e Freqoffset| | - Freq Offset
OHz OHz
70 -700
ICenter 5.82500 GHz ‘Span 30.00 MHZ] iCenter 5.82500 GHz ‘Span 30.00 MHZ]
j¥Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) [#Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts)
s Tgsros = Tgsrams
Channel 165 /5825 MHz Channel 165 /5825 MHz

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 22 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD. FCCID: 2AF9R-RL Report No.: LCS171211025AEE

Power Spectral Density
IEEE 802.11n HT40 @ Chaint IEEE 802.11ac VHT40 @ Chain1

Agilent Spactrum Analy

RL RF S0Q  AC SENSE:PULSE] ALIGNAUTO |08:22:24 PMDec 20, 2017 RL R C
Center Freq 5.755000000 GHz Avg Type: RMS matt[la3s5|  Frequency Center Freq 5.755000000 GHz | Avg Type: RMS
NoTFas = Trig:Fres Run AuglHold: 10HO [ PNO Fas == Trig:Free Run AuglHold: 10HO [
WFGainlow  #Atten: 30 4B DETfA AAAA A WFGaintow  #Atten: 30 dB DETjEAA LA b
Auto Tune Auto Tune
Ref Offset9.73 dB Mkr1 5'747 Es GHZ Ref Offset9.73 dB Mkr1 5'760 Bs GHZ
(0 dBidly_Ref 20.00 dBm -3.552 dB 104Bidy_Ref 20.00 dBm -3.736 dB
Center Freq Center Freq|
100 5755000000 GHz| | 0 5.755000000 GHz
om) ! :’1 ! o ! 41
., | StartFreq . ! StartFreq|
Py A [ N"w A
B ol ™ rmm""’w'\"-ﬂ“'w-\ 5725000000 GHz| | ik 'LMW‘\ Pk Al 5725000000 GHz
0 ! 100 i
J i
) ! H 20 / ~l
StopFreq StopFreq|
5.785000000 GHz 5785000000 GHz
-300 l -300 ’*j
PO ‘er MM«MWMJI crstep]| [0 MM \kﬂﬁuMw‘.m"h;I CF Step
6.000000 MHz: 6.000000 MHz
Man| Man|
50, 500
e Freqoriset| | - Freq Offset
0Hz OHz
70, -70.0
[Center 5.75500 GHz Span 60.00 MHz| [Center 5.75500 GHz Span 60.00 MHz|
j¥Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) #Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts)
= [ = [

Channel 151 /5755 MHz Channel 151 /5755 MHz

RL . RF S0Q 2 SENSE:PULSE] |08:27:39 PM Dec 20, 2017 Frequency RL . RF S0Q 2 |02:15:09 PMDec 21, 2017 Frequency
o Avg Type: @fiz73455 = Avg Type: RMS WaE[123455
Center Freq 5.795000000 G!,'!.ﬁ, ik freaun Auv:ium.;wm 123456 Center Freq 5.795000000 G!,'!.ﬁ, . _’_\ Tiig Froaflun Auv:ium.;wm 123456
WGainLow  #Atten: 30 dB oeTlA AAAAA Foginilow — #Atten: 30 dB DeTlA AAAA A
Auto Tune Auto Tune
Ref Offsot 973 0B Mkr1 6,800 88 GHz Ref Offsot 973 0B Mkr1 6.789 66 GHz
(QgBisly _Ref 20.00 dBm -4.255 dB (g amdy _Ref 20.00 dBm -4.207 dB
Center Freq Center Freq|
00| 5785000000 GHz 0 5795000000 GHz,
om ] a1 o ] 1 I
. ! StartFreq }&‘ . StartFreq|
. AR PRINTARTA, | At i, 5765000000 GHz|| |00 et PR, | (AN b 5765000000 GHz
] 1
I’ IF \\
o T StopFreq o StopFreq|
i 5825000000 GHz i}‘ 5825000000 GHz
B d 300 y
. MU»JMW[ “w N crstep| |, MW«"I HL'..MM g CFStep
L =t "‘"‘1 6.000000 MHz & '”"VI 6.000000 MHz,
Man| Man|
50, 500
. Freqoffset| | Freq Offset
OHz OHz
70, -700
[Center 5.79500 GHz Span 60.00 MHz] [Center 5.79500 GHz Span 60.00 MHz]
j¥Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) [#Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts)
= [ c gsrms
Channel 159 / 5795 MHz Channel 159 / 5795 MHz
IEEE 802.11ac VHT20 @ Chain1 IEEE 802.11ac VHT20 @ Chain1
RL . RF S0Q 2 SENSE:PULSE] ALEGN AUTO 08:43:41 PMDec 20, 2017 F RL . RF S0Q 2 SENSE:PULSE| ALEGN AUTO |01:53:37 PMDec 21, 2017 F
Center Freq 5.745000000 GHz Avg Type: RMS TAE[1 23455 requency Center Freq 5.785000000 GHz ] Avg Type: RMS TAE[1 23455 requency
PRO-Fasi == Trig:Free Run Avg|Hold: 1010 PhO-Fasi —— Trig:Free Run Avg|Hold: 1010
WGainLow  #Atten: 30 dB oeTla AAAAA Foginilow — #Atten: 30 dB DeTlA AAAA A
Auto Tune Auto Tune
Ref Offsot 973 0B Mkr1 6.744 31 GHz Ref Offsot 973 0B Mkr1 6,784 22 GHz
10 dBieiv  Ref 20.00 dBm -0.127 dB 0 dBsdiv  Ref 20.00 dBm -1.269 dB
Log Log
‘ Center Freq Center Freq|
100 1 5745000000 GHz 0 5785000000 GHz
1 1
0w I [ ot \ | ) I |
JrEEEE P B oot -y StartFreq oyt T LT ; StartFreq|
10 J f 5730000000 GHzf N 11p P f‘ fiwiby 5770000000 GHz
20 V( 200 { \‘
StopFreq StopFreq|
- /( ) s7so0o00c0 ez | 4 we 5800000000 GHz
; i 0 g T T el
junainpid” Yot ——— | I
-4 ep 00 CF Step
I 3000000 MHz: 3.000000 MHz
Man 1 Man
50, 500
. Freqoffset| | Freq Offset
OHz OHz
70 -700
[Center 5.74500 GHz Span 30.00 MHz] [Center 5.78500 GHz Span 30.00 MHz]
j¥Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) [#Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts)
= [ o [

Channel 149 /5745 MHz Channel 157 /5785 MHz
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Power Spectral Density

IEEE 802.11ac VHT20 @ Chaint

IEEE 802.11ac VHT80 @ Chaint

Agilent Spactrum Analyzsr - Swapt SA

\gilent Spectrum Analyzer - Swept SA

Rl 09 A PULSE] ALIGNAUTO 02:01: 18 PMDec 21, 2017 F RL [ £ PLLSE ALIGNA 12: 7 2 F
Center Freq 5.825000000 GHz : Avg Type: RMS hac s Tequancy Fenter Freq 5.775000000 GHz Avg Type: RMS ace 5 fequency
PO Fas == Trig: Free Run AvglHold: 10110 v NGFas >~ Trig:Free Run AvglHold: 10110 TFE e
IFGain:low  MAtten:30 4B L Foainlos  #Asten:30 dB Erfh ARARA
Auto Tune. Auto Tune
Ref Offset .73 B Mkr1 5.825 84 GHz Ref Offset 973 8 Mkr1 5.776 68 GHZ
10 gBidiv Ref 20.00 dBm -1.708 dBm| ho dBidiv  Ref 20.00 dBm -10.802 dBm|
L og
CenterFreq Center Freq||
6 GHz 100 5.776000000 GHz.
1
0m Il x‘ - a0
bt | e, i start Freq 1 Start Freq||
0o ';; il i | i il i - 5.810000000 GHz 100 ‘ 715000000 GHz,
J h PR TTIREIN| TIRELE L L i L TR STTRRNR
200 £ 20 I |
ff \1{ StopFreq l Stop Freq|
5840000000 GH:
i W} ‘* 7 0 ’ \ 5.835000000 GHz
i
. ) el il o crstep| ool A)J \ [ CF Step
3.000000 MHz Pl IR APRERRRL il ‘rﬂﬂn 12.000000 MHz
Man A Man
500 50.0
e Freqoffset| N FreqOffset
OHz 0Hz
-70.0 700
[Center 5.82500 GHz Span 30.00 MHz| [enter 5.77500 GHz Span 120.0 MHZ]
#Res BW 300 kHz #VBW 910 kHz* Sweep 1.000 ms (1001 pts) [fRes BW 300 kHz #VEBW 910 kHz* Sweep 1.667 ms (1001 pts)
- e e ———

Channel 165 /5825 MHz

Channel 155 /5775 MHz
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5.4. 6dB Occupied Bandwidth Measurement

5.4.1. Standard Applicable

Within the 5.725-5.85 GHz band, the minimum 6 dB bandwidth of U-NII devices shall be at least 500 kHz.

5.4.2. Measuring Instruments and Setting

Please refer to equipment list in this report. The following table is the setting of the Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto

Span > 26dB Bandwidth
Detector Peak

Trace Max Hold

Sweep Time Auto

5.4.3. Test Procedures

1. The transmitter output (antenna port) was connected to the spectrum analyzer in peak hold mode.

2. The resolution bandwidth of 100 KHz and the video bandwidth of 300 KHz were used.

3. Measured the spectrum width with power higher than 6dB below carrier.

5.4.4. Test Setup Layout

CHCh

5

(]

D B

Spectivum Analyze

5.4.5. EUT Operation during Test

EUT

The EUT was programmed to be in continuously transmitting mode.

5.4.6. Test Result of 6dB Occupied Bandwidth

Temperature

25C

Humidity

60%

Test Engineer

Tom Liu

Configurations

IEEE 802.11a/n/ac
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Frequency | 6dB Bandwidth (MHz) Limits -
Test Mode Channel (MHz) chano Cham (MHz) Verdict
149 5745 17.64 17.63
|[EEE 802.11a 157 5785 17.63 17.61 =0.500 Complies
163 5825 17.64 17.64
149 5745 17.61 17.62
IEEE 802.11n 157 5785 17.63 17.63 0.500 | Complies
163 5825 17.63 17.64
IEEE 149 5745 17.61 17.63
802.11ac 157 5785 17.65 17.64 20.500 | Complies
VHT20 163 5825 17.63 17.65
IEEE 802.11n 151 5755 36.39 36.41 .
HT40 159 5795 36.38 36.36 20.500 | Complies
IEEE
802.11ac 151 5755 36.38 36.38 >0.500 | Complies
VHT40 159 5795 36.37 36.39
IEEE
802.11ac 155 5775 75.47 75.42 20.500 Complies
VHT80
Remark:
1.Measured 6dB bandwidlth at difference data rate for each mode and recorded worst case for each
mode.

2. Test results including cable loss;

3. Worst case data at 6Mbps at IEEE 802.11a; MCSO at IEEE 802.11n HT20, IEEE 802.11n HT40, IEEE
802.11a VHT20, IEEE 802.11ac VHT40 and IEEE 802.11ac VHT80;

4.Please refer to following test plots;
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6dB Occupied Bandwidth
IEEE 802.11a @ Chain0 IEEE 802.11n HT20 @ Chain0
Rad Frequency 5 Frequency
" n AvglHold: 11
#FGainlaw  WAtten:30 4B Radio Device: BTS HFGainiow  MAtten:30 4B Radio Device: BTS
Ref Offset9.73 dB. Ref Offset9.73 dB.
10 dBidiv Ref 20,00 dBm 10 dBidiv Ref 20,00 dBm
Log Log
CenterFreq Center Freq|
o 2 5. GHz, o 5. GHz,
100 et s 100 o b
200 ;/ 1 ,\ 200 ! 1 ! \
200 300 4
O O R T o ety - il i sk
4 et St ]
500 -50.0
-500 -B0.0
-700 -700
Center 5.745 GHz Span 40 MHz CFStep Center 5.745 GHz Span 40 MHz CFStep
[#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms 4,000000 M2, [#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms 4,000000 M2,
i . jAute Man . o jAute Man
Occupied Bandwidth Total Power 15.6 dBm Occupied Bandwidth Total Power 15.2 dBm
17.596 MHz — 17.573 MHz —
Transmit Freq Error -1.542 kHz OBW Power 99.00 % OHz Transmit Freq Error 931 Hz OBW Power 99.00 % OHz
x dB Bandwidth 17.64 MHz x dB -6.00 dB x dB Bandwidth 17.61 MHz x dB -6.00 dB
s s s s
Channel 149 /5745 MHz Channel 149 / 5745 MHz
RL . RF 509 A SENSE PULSE] ALIGHAUTO |04:43:15 PMDec 20, 2017 RL RF 509 A SENSE PULSE] ALIGH |05:15:3¢
Center Freq 5.785000000 GHz Center Freq: 5.785000000 GHz Radio Std: None Frequency Center Freq 5.785000000 GHz Center Freq: 5.785000000 GHz Radi Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o . GHz o . GHz
100 W 100 ;
00 A . 00 y
i / \ i /
o et N by o N L
AW VT R i, T AW [t A M s MR
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.785 GHz Span 40 MHz CFStep Center 5.785 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle
i 2 jAuto Man) : N jAuto Man
Occupied Bandwidth Total Power 14.1 dBm Occupied Bandwidth Total Power 14.0 dBm
17.586 MHz —— 17.580 MHz ——
Transmit Freq Error 5.031 kHz OBW Power 99.00 % Ll Transmit Freq Error 1.162 kHz OBW Power 99.00 % Ll
x dB Bandwidth 17.63 MHz x dB -6.00 dB x dB Bandwidth 17.63 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 157 /5785 MHz Channel 157 /5785 MHz
RL T SENSE PULSE ALIGAUTO 44450 PMDec 20, 2017 RL T SENSE PULSE 06:23,20 PMDec 20, 2017
Center Freq 5.825000000 GHz Center Freq: 5526000000 GHz Radio Std: None Frequency Center Freq 5.825000000 GHz Center Freq: 5525000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o 5 GHz o 5 GHz
i . A |y i e np At
200 { \\ 200 A !
300 f} 300 Pl \1
o e N o ! i Ml
| orrrtrafiased e AP L UL
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.825 GHz Span 40 MHz CFStep Center 5.825 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle
. N |Auto Man . i |Auto Man
QOccupied Bandwidth Total Power 13.7 dBm Occupied Bandwidth Total Power 14.0 dBm
17.598 MHz —— 17.584 MHz ——
Transmit Freq Error -338 Hz OBW Power 99.00 % Ll Transmit Freq Error -1.750 kHz OBW Power 99.00 % Ll
x dB Bandwidth 17.64 MHz x dB -6.00 dB x dB Bandwidth 17.63 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 165 /5825 MHz Channel 165 /5825 MHz

This report shall not be reproduced except in full, without the written approval of Shenzhen LCS Compliance Testing Laboratory Ltd.
Page 27 of 67




SHENZHEN LCS COMPLIANCE TESTING LABORATORY LTD.

FCCID: 2AF9R-RL

Report No.: LCS171211025AEE

6dB Occupied Bandwidth

IEEE 802.11n HT40 @ Chain0

IEEE 802.11ac VHT40 @ Chain0

Agilent Spactrum An

RL 3 A 07: PrDec 20,
Center Freq 5.755000000 GHz Center Fre: 0000 GHz Frequency Center Fr 5000000 GHz ln de:N:cni Frequency
——— == Trig: Free Run AvglHold: 11 == Trig: Free Run AvglHold: 11
#FGainlaw  WAtten:30 4B Radio Device: BTS HFGainiow  MAtten:30 4B Radio Device: BTS
Ref Offset9.73 dB. Ref Offset9.73 dB.
10 dBidiv Ref 20,00 dBm 10 dBidiv Ref 20,00 dBm
Log Log
CenterFreq Center Freq|
o 5. GHz, o 5. GHz,
100 o 100 o]
00 ! 00 } I
-30.0 ,“W“J ""h"‘ -30.0
T bt o P L
R A e ]
500 -50.0
-500 -600
-700 -700
Center 5.755 GHz Span 80 MHz CFStep Center 5.755 GHz Span 80 MHz CFStep
[#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms 8.000000 M2, [#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms 8.000000 M2,
i . jAute Man . o jAute Man
Occupied Bandwidth Total Power 15.2 dBm Occupied Bandwidth Total Power 15.3 dBm
36.193 MHz —— 35.941 MHz ——
Transmit Freq Error -50.565 kHz OBW Power 99.00 % OHz Transmit Freq Error -34.503 kHz OBW Power 99.00 % OHz
x dB Bandwidth 36.39 MHz x dB -6.00 dB x dB Bandwidth 36.38 MHz x dB -6.00 dB
s s s s
Channel 151 /5755 MHz Channel 151 /5755 MHz
RL . RF 509 " - SENSE PULSE] ALIGH 0 06:40:11 PMDec 20, 2017 RL . RF 509 " - SENSE PULSE] |07:15:25 PMDec 20, 2017
Center Freq 5.795000000 GHz Center Freq: 5785000000 GHz Radio Std: None Frequency Center Freq 5.795000000 GHz Center Freq: 5795000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o . GHz o . GHz
100 100
= ] e )
00 1 ! 200 "Ig I
7 i / 5
400 Ay e oy W 400 gy e
b e st e i et tats oyl
-60.0 -60.0
-70.0 -70.0
Center 5.795 GHz Span 80 MHz CFStep Center 5.795 GHz Span 80 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| §.000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| §.000000 hikle
i 2 jAuto Man) : N jAuto Man
Occupied Bandwidth Total Power 14.6 dBm Occupied Bandwidth Total Power 14.4 dBm
35.925 MHz _— 35.934 MHz _—
Transmit Freq Error -36.833 kHz OBW Power 99.00 % Ll Transmit Freq Error -40.954 kHz OBW Power 99.00 % Ll
x dB Bandwidth 36.38 MHz x dB -6.00 dB x dB Bandwidth 36.37 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 159 / 5795 MHz Channel 159 / 5795 MHz
IEEE 802.11ac VHT20 @ Chain0 IEEE 802.11ac VHT20 @ Chain0
RL . RF 509 A - SENSE PULSE] ALIGH |06:54:05 PMDec 20, 2017 RL . RF 509 A - SENSE PULSE] ALIGH |06:58:53 PMDec 20, 2017
Center Freq 5.745000000 GHz Center Freq: 5.745000000 GHz Radio Std: None Frequency Center Freq 5.785000000 GHz Center Freq: 5.785000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o 5. GHz. o 5. GHz.
100 [t 100 b st
200 . 200 A
300 / .\* 300 e
. " i N‘ﬁ- A 00 i u',..,.u" \‘1 Aot
o Wi L e U R, T ey
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.745 GHz Span 40 MHz CFStep Center 5.785 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4500000 hitde #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4500000 hitde
i . jAute Man . o jAute Man
Occupied Bandwidth Total Power 15.3 dBm Occupied Bandwidth Total Power 14.0 dBm
17.583 MHz _— 17.577 MHz _—
Transmit Freq Error 1.947 kHz OBW Power 99.00 % Ll Transmit Freq Error -888 Hz OBW Power 99.00 % Ll
x dB Bandwidth 17.61 MHz x dB -6.00 dB x dB Bandwidth 17.65 MHz x dB -6.00 dB
o Gysrans o Gysrans

Channel 149 /5745 MHz

Channel 157 /5785 MHz
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6dB Occupied Bandwidth

IEEE 802.11ac VHT20 @ Chain0

IEEE 802.11ac VHT80 @ Chain0

\gilent Spectrum Analyzer - Occupied BW.

07:00:30 PMDec 20, 2017 RL [ T NSEPLLSE ALIGN & 03:09:38 PM Jan 02, 2018
525000000 GHz Radio Std: None Frequency Eenter Freq 5.775000000 GHz Center Freq: 5775000000 GHz Radio Std: None Frequency
ig Avg|Hold: 11 5= Trig:Free Run Avg|Held: 111
#IFGain:Low #Atten: 30 dB Radio Device: BTS #IFGain:Low #Atten: 30 dB Radie Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBiciv____ Ref 20.00 dBm o dBidiv___ Ref 20.00 dBm
o boal 1
Center Freq 100 Center Freq|
o 5 GHz 000 5775000000 GHz.
100 100
20 — - 200 ILLUNU-L“U-..J e e N TREITT ]
/
o i T | — \M 0 J i
400 [ty y i 400 R e Lrerwy
i g Jrlenet T g,
-600 600
-700 700
Center 5.825 GHz Span 40 MHz CF st Eemer 5.775 GHz Span 160 MHz|
[#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms, avcoooon | [Res BW 100 kz #VBW 300 kHz Sweep 15.33ms mmﬂ:}zﬂ:‘mp
I 2
M
Occupied Bandwidth Total Power 13.9 dBm = U | occupied Bandwidth Total Power 12.0 dBm joute Man
17.592 MHz mo— 75.408 MHz p——
Transmit Freq Error 222 Hz OBW Power 99.00 % s Transmit Freq Error 44161kHz  OBW Power 99.00 % 0Hz
x dB Bandwidth 17.63 MHz x dB -6.00dB x dB Bandwidth 75.47 MHz x dB -6.00 dB
- s e

Channel 165 /5825 MHz

Channel 155 /5775 MHz
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6dB Occupied Bandwidth
IEEE 802.11a @ Chain1 IEEE 802.11n HT20 @ Chain1
RL . RF 509 A SENSE PULSE] ALIGHAUTO |07:32:53 PMDec 20, 2017 RL . RF 509 A SENSE PULSE] ALIGH |08:04:05 PMDec 20, 2017
Center Freq 5.745000000 GHz Center 5745000000 GHz Radio Std: None Frequency Center Freq 5.745000000 GHz Center Freq: 5.745000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o . GHz o . GHz
100 e bl e TP 100 s boner i
20 / 4 \ 20 /‘ | \
300 -300
00 I R 00 reblbag il L. )
ity ¥ W e SR f 1 Nah
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.745 GHz Span 40 MHz CFStep Center 5.745 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle
Man| Man|
Occupied Bandwidth Total Fower 154 dBm = Occupied Bandwidth Total Power 153 dBm puts
17.578 MHz —— 17.590 MHz ——
Transmit Freq Error -1.861 kHz OBW Power 99.00 % Ll Transmit Freq Error -1.707 kHz OBW Power 99.00 % Ll
x dB Bandwidth 17.63 MHz x dB -6.00 dB x dB Bandwidth 17.62 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 149 /5745 MHz Channel 149 / 5745 MHz
RL . RF 509 A B ULSE| ALIGHAUTO |07:40:00 PMDec 20, 2017 RL . RF 509 A SENSE PULSE] ALIGH |08:08:20 PMDec 20, 2017
Center Freq 5.785000000 GHz Center Freq: 5785000000 GHz Radio Std: None Froguency Center Freq 5.785000000 GHz Center Freq: 5785000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o . GHz o . GHz
100 prpish L i st e SO 100 LYY P Gl SENRPSR
00 . A . 00
i / N i
o st Muals o0 sl Y
p—— P LT v Pt L
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.785 GHz Span 40 MHz CFStep Center 5.785 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle
. N |Auto Man . i |Auto Man
QOccupied Bandwidth Total Power 14.2 dBm Occupied Bandwidth Total Power 13.9 dBm
17.584 MHz —— 17.589 MHz ——
Transmit Freq Error 4.333 kHz OBW Power 99.00 % Ll Transmit Freq Error 6.330 kHz OBW Power 99.00 % Ll
x dB Bandwidth 17.61 MHz x dB -6.00 dB x dB Bandwidth 17.63 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 157 /5785 MHz Channel 157 /5785 MHz
RL . F:l 509 ".‘ ’ SENSE PULSE] ALIGHAUTO 07:41:43 PMDec 20, 2017 RL . F:l 509 ".‘ ’ SENSE PULSE] ALIGH |08:11:25 PMDec 20, 2017
Center Freq 5.825000000 GHz Center Freq: 5825000000 GHz Radio Std: None Frequency Center Freq 5.825000000 GHz Center Freq: 5825000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log— 7 Log— 7
0 Center Freq 0 Center Freq|
o 5 GHz o 5 GHz
100 ackals = ¥ 100 Py i
20 ; | ] 20 ] \
300 u’l -300 /
o T LW o0t Mo S
it W (e e [ e kAl
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.825 GHz Span 40 MHz CFStep Center 5.825 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4000000 hikle
. N |Auto Man . i |Auto Man
Occupied Bandwidth Total Power 13.7 dBm Occupied Bandwidth Total Power 13.8 dBm
17.589 MHz ——" 17.591 MHz ——"
Transmit Freq Error -4.634 kHz OBW Power 99.00 % Ll Transmit Freq Error -604 Hz OBW Power 99.00 % Ll
x dB Bandwidth 17.64 MHz x dB -6.00 dB x dB Bandwidth 17.64 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 165 /5825 MHz Channel 165 /5825 MHz
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6dB Occupied Bandwidth
IEEE 802.11n HT40 @ Chain1 IEEE 802.11ac VHT40 @ Chain1
Agilent Spactrum An
RL 3 g 02:10:47 PMDec 24,
Center Freq 5.755000000 GHz Center Fre: 0000 GHz Frequency Center Fr 5000000 GHz Radio 5td: None Frequency
——— == Trig: Free Run AvglHold: 11 == Trig: Free Run AvglHold: 11
#FGainlaw  WAtten:30 4B Radio Device: BTS HFGainiow  MAtten:30 4B Radio Device: BTS
Ref Offset9.73 dB. Ref Offset9.73 dB.
10 dBidiv Ref 20,00 dBm 10 dBidiv Ref 20,00 dBm
Log Log
CenterFreq Center Freq|
o 5. GHz, o 5. GHz,
100 P 100 oy
00 ! 00 I
300 -30.0
. speegal \, 0 e A
" e L Ty T e R s T
500 -50.0
-500 -600
-700 -700
Center 5.755 GHz Span 80 MHz CFStep Center 5.755 GHz Span 80 MHz CFStep
[#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms 8.000000 M2, [#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms 8.000000 M2,
Occupied Bandwidth Total Power 15.2 dBm jute "l 1 occupied Bandwidth Total Power 15.1 dBm jute et
35.961 MHz — 35.936 MHz —
Transmit Freq Error -40.071 kHz OBW Power 99.00 % OHz Transmit Freq Error -45.236 kHz OBW Power 99.00 % OHz
x dB Bandwidth 36.41 MHz x dB -6.00 dB x dB Bandwidth 36.38 MHz x dB -6.00 dB
s s s s
Channel 151 /5755 MHz Channel 151 /5755 MHz
RL . RF 509 " - SENSE PULSE] ALIGH |08:26:33 PMDec 20, 2017 RL . RF 509 " - SENSE PULSE] |02:14:03 PMDec 21, 2017
Center Freq 5.795000000 GHz Center Freq: 5785000000 GHz Radio Std: None Frequency Center Freq 5.795000000 GHz Center Freq: 5795000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log[— T Log[— T
0 Center Freq 0 Center Freq|
o . GHz o . GHz
100 - 100 o
00 ! 00 I
-300 f \ -300 Mr( 1\.
B P o el i wat i
P R g i R e b R |
-60.0 -60.0
-70.0 -70.0
Center 5.795 GHz Span 80 MHz CFStep Center 5.795 GHz Span 80 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| §.000000 hikle #Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| §.000000 hikle
Occupied Bandwidth Total Power 14.4 dBm joute "l | occupied Bandwidth Total Power 14.3 dBm joute Al
35.913 MHz —— 35.927 MHz ——
Transmit Freq Error -26.163 kHz OBW Power 99.00 % Ll Transmit Freq Error -43.954 kHz OBW Power 99.00 % Ll
x dB Bandwidth 36.36 MHz x dB -6.00 dB x dB Bandwidth 36.39 MHz x dB -6.00 dB
s Gysmans s Gysmans
Channel 159 / 5795 MHz Channel 159 / 5795 MHz
IEEE 802.11ac VHT20 @ Chain1 IEEE 802.11ac VHT20 @ Chain1
RL . RF 509 A - SENSE PULSE] ALIGH |08:42:50 PMDec 20, 2017 RL . RF 509 A - SENSE PULSE] ALIGH 01:58:46 PMDec 21, 2017
Center Freq 5.745000000 GHz Center Freq: 5.745000000 GHz Radio Std: None Frequency Center Freq 5.785000000 GHz Center Freq: 5.785000000 GHz Radio Std: None Frequency
== Trig:Free Run RvglHold: 111 == Trig:Free Run RvglHold: 111
#IFGain:Low #Aten: 30 dB Radio Device: BTS #IFGain:Low #Aten: 30 4B Radio Device: BTS
Ref Offset9.73 dB Ref Offset9.73 dB
10 dBidiv Ref 20.00 dBm 10 dBidiv Ref 20.00 dBm
Log[— T Log[— T
0 Center Freq 0 Center Freq|
o 5. GHz. o 5. GHz.
100 g il 100 " i) v 1‘
00 00 -
90 el g O PP b
e L L ¥er QT
500 500
-60.0 -60.0
-70.0 -70.0
Center 5.745 GHz Span 40 MHz CFStep Center 5.785 GHz Span 40 MHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4500000 hitde #Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4500000 hitde
Occupied Bandwidth Total Power 15.0 dBm jute "l 1 occupied Bandwidth Total Power 13.7 dBm jute et
17.588 MHz —— 17.658 MHz ——
Transmit Freq Error 1.613 kHz OBW Power 99.00 % Ll Transmit Freq Error 1.304 kHz OBW Power 99.00 % Ll
x dB Bandwidth 17.63 MHz x dB -6.00 dB x dB Bandwidth 17.64 MHz x dB -6.00 dB
o Gysrans o Gysrans
Channel 149 /5745 MHz Channel 157 /5785 MHz
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6dB Occupied Bandwidth

IEEE 802.11ac VHT20 @ Chaint

IEEE 802.11ac VHT80 @ Chaint

Frequency

\gilent Spectrum Analyzer - Occupied BW.
[ E 02:35:50 PM Jan (2, 2016
Radio Std: None:

Frequency

Center Freq: 5775000000 GHz

RL [ T
Center Freq 5.775000000 GHz

ig: Avg|Hold: 11 > Trig:Free Run Avg|Held: 111
#IFGain:L ow #Atten: 30 dB Radio Device: BTS #IFGain:L ow #Atten: 30 dB Radio Device: BTS
Ref Offset9.73 dB Ref Offset 9.73 dB
10 deidiv___ Ref 20,00 dBm io deiciv___ Ref 20.00 dBm
Log boal 1
Center Freq 100 Center Freq/f
1 5 GHz Ll 5.776000000 GHz!
100 ” 100
a0 T 00 R e B TTA AT
300 ‘jx - e 300 1
400 b i e Nz T 400 f— - e \""“\.
500 500 RS Wiy
-600 600
-700 700
Center 5.825 GHz Span 40 MHz CF st Eemer 5.775 GHz Span 160 MHz|
[#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| avcoooon | [Res BW 100 kz #VBW 300 kHz Sweep 15.33 ms| mmﬂ:}zﬂ:‘mp
! 2
M
Occupied Bandwidth Total Power 13.5 dBm lAuto an Occupled Bandwidth Total Power 12,0 dBm jfute Man|
17.593 MHz —— 75.429 MHz p—
Transmit Freq Error 3.407 kHz OBW Power 99.00 % s Transmit Freq Error 60,292 kHz OBW Power 99,00 % 0Hz
x dB Bandwidth 17.65 MHz x dB .00 dB x dB Bandwidth 75.42 MHz x dB .00 dB
tpmans o

Channel 165 /5825 MHz

Channel 155 /5775 MHz
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5.5. Radiated Emissions Measurement

5.5.1. Standard Applicable

15.205 (a) Except as shown in paragraph (d) of this section, only spurious emissions are permitted in any

of the frequency bands listed below:

MHz MHz MHz GHz
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
\1\ 0.495-0.505 16.69475-16.69525 608-614 5.35-5.4
2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.7
4.125-4.128 25.5-25.67 1300-1427 8.025-8.
4.17725-417775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-1
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-
6.31175-6.31225 123-138 2200-2300 14.47-
8.291-8.294 149.9-150.05 2310-2390 15.35-
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293. 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 (\2Y)

13.36-13.41

\1\ Until February 1, 1999, this restricted band shall be 0.490-0.510 MHz.

\2\ Above 38.6

For transmitters operating in the 5.725-5.85 GHz band:

All emissions shall be limited to a level of —27 dBm/MHz(68.2dBuV/m at 3m) at 75 MHz or more above or
below the band edge increasing linearly to 10 dBm/MHz(105.2dBuV/m at 3m) at 25 MHz above or below
the band edge, and from 25 MHz above or below the band edge increasing linearly to a level of
15.6(110.8dBuV/m at 3m) dBm/MHz at 5 MHz above or below the band edge, and from 5 MHz above or
below the band edge increasing linearly to a level of 27 dBm/MHz(122.2dBuV/m at 3m) at the band edge.

In addition, In case the emission fall within the restricted band specified on 15.205(a), then the 15.209(a)

limit in the table below has to be followed.

Frequencies Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

5.5.2. Measuring Instruments and Setting

Please refer to equipment list in this report. The following table is the setting of spectrum analyzer and

receiver.

Spectrum Parameter Setting
Attenuation Auto

Start Frequency 1000 MHz

Stop Frequency

10" carrier harmonic

RB / VB (Emission in restricted band)

1MHz / 1MHz for Peak, 1 MHz / 1/B kHz for Average

RB / VB (Emission in non-restricted band)

1MHz / 1MHz for Peak, 1 MHz / 1/B kHz for Average
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Receiver Parameter Setting

Attenuation Auto

Start ~ Stop Frequency 9kHz~150kHz / RB/VB 200Hz/1KHz for QP/AVG
Start ~ Stop Frequency 150kHz~30MHz / RB/VB 9kHz/30KHz for QP/AVG
Start ~ Stop Frequency 30MHz~1000MHz / RB/VB 120kHz/1MHz for QP

5.5.3. Test Procedures
1) Sequence of testing 9 kHz to 30 MHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 0.8 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions.

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.
--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna height is 0.8 meter.

--- At each turntable position the analyzer sweeps with peak detection to find the maximum of all
emissions

Final measurement:

--- Identified emissions during the premeasurement the software maximizes by rotating the turntable
position (0° to 360°) and by rotating the elevation axes (0° to 360°).

--- The final measurement will be done in the position (turntable and elevation) causing the highest
emissions with QPK detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, correction factor, margin to
the limit and limit will be recorded. Also a plot with the graph of the premeasurement and the limit will be
stored.
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2) Sequence of testing 30 MHz to 1 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a table with 0.8 m height is used, which is placed on the ground plane.
--- If the EUT is a floor standing device, it is placed on the ground plane with insulation between both.

--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna is polarized vertical and horizontal.

--- The antenna height changes from 1 to 3 meter.

--- At each turntable position, antenna polarization and height the analyzer sweeps three times in peak to
find the maximum of all emissions.

Final measurement:
--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the software maximize
the peaks by changing turntable position (£ 45°) and antenna movement between 1 and 4 meter.

--- The final measurement will be done with QP detector with an EMI receiver.

--- The final levels, frequency, measuring time, bandwidth, antenna height, antenna polarization, turntable
angle, correction factor, margin to the limit and limit will be recorded. Also a plot with the graph of the
premeasurement with marked maximum final measurements and the limit will be stored.
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3) Sequence of testing 1 GHz to 18 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 1.5 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation between both.
--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 3 meter.

--- The EUT was set into operation.

Premeasurement:

--- The turntable rotates from 0° to 315° using 45° steps.

--- The antenna is polarized vertical and horizontal.

--- The antenna height scan range is 1 meter to 2.5 meter.

--- At each turntable position and antenna polarization the analyzer sweeps with peak detection to find the
maximum of all emissions.

Final measurement:
--- The final measurement will be performed with minimum the six highest peaks.

--- According to the maximum antenna and turntable positions of premeasurement the software maximize
the peaks by changing turntable position (£ 45°) and antenna movement between 1 and 4 meter. This
procedure is repeated for both antenna polarizations.

--- The final measurement will be done in the position (turntable, EUT-table and antenna polarization)
causing the highest emissions with Peak and Average detector.

--- The final levels, frequency, measuring time, bandwidth, turntable position, EUT-table position, antenna
polarization, correction factor, margin to the limit and limit will be recorded. Also a plot with the graph of
the premeasurement with marked maximum final measurements and the limit will be stored.
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4) Sequence of testing above 18 GHz
Setup:

--- The equipment was set up to simulate a typical usage like described in the user manual or described by
manufacturer.

--- If the EUT is a tabletop system, a rotatable table with 1.5 m height is used.

--- If the EUT is a floor standing device, it is placed on the ground plane with insulation between both.
--- Auxiliary equipment and cables were positioned to simulate normal operation conditions

--- The AC power port of the EUT (if available) is connected to a power outlet below the turntable.

--- The measurement distance is 1 meter.

--- The EUT was set into operation.

Premeasurement:

--- The antenna is moved spherical over the EUT in different polarizations of the antenna.

Final measurement:

--- The final measurement will be performed at the position and antenna orientation for all detected
emissions that were found during the premeasurements with Peak and Average detector.

--- The final levels, frequency, measuring time, bandwidth, correction factor, margin to the limit and limit
will be recorded. Also a plot with the graph of the premeasurement and the limit will be stored.
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5.5.4. Test Setup Layout

For radiated emissions below 30MHz

}——D 3m&1m 4—‘
RX Antenna

EUT,
T SPA/Receiver
im [=]=)
o8m ]
: r L
I 1
Turntable «~ \Reference Ground Plane

Below 30MHz

 —|

Antenna Tower

| > 3m

yntenna
v

am -1
N Ill‘/

EUT -'+
SPA/Receiver
1
. 7 C &

0.8
T I 1 [ = 1

Turntable - \Referem:e Ground Plane

Below 1GHz

 I— |

Antenna Tower

"’37'"&1"“ ‘—| |_—Horn Antenna
v
4

EUT 4 T

l 1.5m SPA/Receiver
1.5m

e-am oo

i [ i

- [e]n]

L

Turntable ~ Reference Ground Plane

Above 1GHz

Above 18 GHz shall be extrapolated to the specified distance using an extrapolation factor of 20
dB/decade form 3m to 1m.

Distance extrapolation factor = 20 log (specific distanc [3m] / test distance [1.5m]) (dB);

Limit line = specific limits (dBuV) + distance extrapolation factor [6 dB].

5.5.5. EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.
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5.5.6. Results of Radiated Emissions (9 KHz~30 MHz)

Temperature 25C Humidity 60%
Test Engineer Tom Liu Configurations IEEE 802.11a/n/ac
Freq. Level Over Limit Over Limit
(MHz) (dBuV) (dB) (dB) Remark
- - - - See Note

Note:

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible
value has no need to be reported.

Distance extrapolation factor = 40 log (specific distance / test distance) (dB);

Limit line = specific limits (dBuV) + distance extrapolation factor.

5.4.7. Results of Radiated Emissions (30 MHz~1 GHz)

Temperature 25°C Humidity 60%
Test Engineer Tom Liu Configurations IEEE 802.11n HT20

Test result for IEEE 802.11n HT20 mode (Low Channel, Combined Antenna Chain0O and Antenna Chain1)

Horizontal:

80 Lewvel (dBuWim)

TO

60
FCC|CLASS-B

50

40

30

20

10

G30 50 100 200 500 1000
Frequency (MHz)

pol: HORITZOMNTAT

Freoq Feading CabLos Antfac Measured Limit Ower Femark

MH= dBEuv dE dBSm dEuW. m dEuWV m dE
1 .35 11.3292 o.z2g 12.1& 24 .93 40 .00 -15.07 L=
= 82.36 12.33 0o.54 9.38 =29 .25 40 .00 -10.75 L) =3
<] 143 .23 17. 82 o.71 8.22 Z6.55 432 .50 —1l&a.25 L=
4 330.1%9% 13.47 1.17 13.73 28.37 4a.00 —17.a63 2F
5 432 .55 11.8&6 1.1= 15.532 Z28.57 4. 00 —17.432 P
=1 a01.43 3.20 1.43 158.46 28.7°2 4a.00 —17.=21 2F
Note: 1. &A11 readings are CQuasi-peak walues.

2. Measured= Reading + Antenna Factor + Cakle Laoss
3. The emission that ate Z0db klow the offficial limit are not reported
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Vertical:

80 Lewvel {(dBuvim)

70

60

FCC|CLASS-B
50
[

40 I

30

20

10

G30 50 100 200 500 1000

Frequency (MHz)
pol: VYERTICAT
Freq Peading CabLo=s Antfac Measured Limit Owver Femark
MH= dBuw dBE dE/m dBEuv.sm dBEuv.sSm dBE
1 45,99 14.29 0.325 1z.43 zZ8.07 40.00 -11.23 QF
2 S2&.10 17 .00 o.582 12.21 20.49 432 .50 -12.01 L) =]
] 112.&0 =Z1.07 0. &4 10.73 F=2.44 432 .50 -11.0& ) =
4 18=2.58 13.21 o.82 2.21 =249 .71 43 .50 -15.732 ) =)
5 Z64.75 9.85 1.03 1=.=20 Z3.08 44,00 —zZz.9=2 QF
= s01.43 7.68 1.43 12.4¢5 Z27.57 44,00 -l12.43 QF
Note: 1. &11 readings are Quasi—-peak wvalues.

Z. Measured= Reading + Antenna Factor + Cable Loss
3. The emission that ate Z0db blow the offficial limit

Note:

are not reported

Pre-scan all modes and recorded the worst case results in this report (IEEE 802.11n HT20 mode (Low

Channel, Combined Antenna Chain0 and Antenna Chain1)).

Emission level (dBuV/m) = 20 log Emission level (uV/m).
Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level.
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5.5.8. Results for Radiated Emissions (Above 1GHz)

IEEE 802.11a (Worst Case at Antenna Chain0)
Channel 149 /5745 MHz

Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.?l’_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.235 61.74 33.23 35.04 3.91 63.84 68.20 -4.36 Peak Horizontal
17.235 43.13 33.23 35.04 3.91 45.23 54.00 -8.77 | Average | Horizontal
17.235 58.47 33.23 35.04 3.91 60.57 68.20 -7.63 Peak Vertical
17.235 41.38 33.23 35.04 3.91 43.48 54.00 -10.52 | Average Vertical
Channel 157 /5785 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Ca(kj)él’_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.355 59.62 33.27 35.15 3.93 61.67 68.20 -6.53 Peak Horizontal
17.355 42.60 33.27 | 35.15 3.93 44.65 54.00 -9.35 | Average | Horizontal
17.355 57.63 33.27 35.15 3.93 59.68 68.20 -8.52 Peak Vertical
17.355 41.85 33.27 35.15 3.93 43.90 54.00 -10.10 | Average | Vertical
Channel 163 /5825 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.BLos Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.475 62.03 33.32 35.14 3.97 64.18 68.20 -4.02 Peak Horizontal
17.475 46.39 33.32 35.14 3.97 48.54 54.00 -5.46 | Average | Horizontal
17.475 59.14 33.32 35.14 3.97 61.29 68.20 -6.91 Peak Vertical
17.475 41.94 33.32 35.14 3.97 44.09 54.00 -9.91 Average Vertical
IEEE 802.11n HT20 (Combine with Antenna Chain0O and Antenna Chain1)
Channel 149 /5745 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cag.BL o= Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.235 62.14 33.23 35.04 3.91 64.24 68.20 -3.96 Peak Horizontal
17.235 42.48 33.23 35.04 3.91 44 .58 54.00 -9.42 | Average | Horizontal
17.235 57.83 33.23 35.04 3.91 59.93 68.20 -8.27 Peak Vertical
17.235 42,74 33.23 35.04 3.91 44.84 54.00 -9.16 | Average Vertical
Channel 157 /5785 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.?l,_ o Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.355 60.80 33.27 35.15 3.93 62.85 68.20 -5.35 Peak Horizontal
17.355 41.22 33.27 35.15 3.93 43.27 54.00 -10.73 | Average | Horizontal
17.355 58.70 33.27 35.15 3.93 60.75 68.20 -7.45 Peak Vertical
17.355 41.31 33.27 35.15 3.93 43.36 54.00 -10.64 | Average | \Vertical
Channel 163 /5825 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagg_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.475 59.99 33.32 35.14 3.97 62.14 68.20 -6.06 Peak Horizontal
17.475 46.91 33.32 35.14 3.97 49.06 54.00 -4.94 | Average | Horizontal
17.475 60.11 33.32 35.14 3.97 62.26 68.20 -5.94 Peak Vertical
17.475 42 .98 33.32 35.14 3.97 4513 54.00 -8.87 | Average Vertical
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IEEE 802.11ac VHT20 (Combine with Antenna Chain0 and Antenna Chain1)
Channel 149 /5745 MHz

Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.?l’_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.235 61.79 33.23 35.04 3.91 63.89 68.20 -4.31 Peak Horizontal
17.235 44.62 33.23 35.04 3.91 46.72 54.00 -7.28 | Average | Horizontal
17.235 56.04 33.23 35.04 3.91 58.14 68.20 -10.06 Peak Vertical
17.235 42.83 33.23 35.04 3.91 44.93 54.00 -9.07 | Average | \Vertical
Channel 157 /5785 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagél)_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.355 59.36 33.27 35.15 3.93 61.41 68.20 -6.79 Peak Horizontal
17.355 41.69 33.27 35.15 3.93 43.74 54.00 -10.26 | Average | Horizontal
17.355 57.90 33.27 35.15 3.93 59.95 68.20 -8.25 Peak Vertical
17.355 39.77 33.27 35.15 3.93 41.82 54.00 -12.18 | Average Vertical
Channel 163 /5825 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.gLos Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.475 63.09 33.32 35.14 3.97 65.24 68.20 -2.96 Peak Horizontal
17.475 4475 33.32 35.14 3.97 46.90 54.00 -7.10 | Average | Horizontal
17.475 59.38 33.32 35.14 3.97 61.53 68.20 -6.67 Peak Vertical
17.475 42.96 33.32 35.14 3.97 45.11 54.00 -8.89 | Average Vertical
IEEE 802.11n HT40 (Combine with Antenna Chain0 and Antenna Chain1)
Channel 151 /5755 MHz
Read Ant. Pre. Measured Limit Over
gﬁg Level Fac Fac Cagl.?l’_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.265 60.11 33.23 35.04 3.91 62.21 68.20 -5.99 Peak Horizontal
17.265 43.20 33.23 35.04 3.91 45.30 54.00 -8.70 | Average | Horizontal
17.265 58.85 33.23 35.04 3.91 60.95 68.20 -7.25 Peak Vertical
17.265 43.79 33.23 | 35.04 3.91 45.89 54.00 -8.11 | Average | Vertical
Channel 159 /5795 MHz
Read Ant. Pre. Measured Limit Over
gﬁg Level Fac Fac Cagé_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.385 59.93 33.23 35.04 3.91 62.03 68.20 -6.17 Peak Horizontal
17.385 43.28 33.23 35.04 3.91 45.38 54.00 -8.62 | Average | Horizontal
17.385 57.19 33.23 35.04 3.91 59.29 68.20 -8.91 Peak Vertical
17.385 43.28 33.23 35.04 3.91 45.38 54.00 -8.62 | Average Vertical
IEEE 802.11ac VHT40 (Combine with Antenna Chain0 and Antenna Chain1)
Channel 151 /5755 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.3Los Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.265 57.29 33.23 35.04 3.91 59.39 68.20 -8.81 Peak Horizontal
17.265 42.21 33.23 35.04 3.91 44 .31 54.00 -9.69 | Average | Horizontal
17.265 58.27 33.23 35.04 3.91 60.37 68.20 -7.83 Peak Vertical
17.265 38.33 33.23 35.04 3.91 40.43 54.00 -13.57 | Average Vertical
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Channel 159 /5795 MHz

Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Cagl.?l)_os Level Line limit Remark | Pol/Phase
dBuV dB/m dB dBuV dBuV/m dB
17.385 58.55 33.23 35.04 3.91 60.65 68.20 -7.55 Peak Horizontal
17.385 42.91 33.23 35.04 3.91 45.01 54.00 -8.99 | Average | Horizontal
17.385 55.94 33.23 35.04 3.91 58.04 68.20 -10.16 Peak Vertical
17.385 38.58 33.23 35.04 3.91 40.68 54.00 -13.32 | Average | Vertical
IEEE 802.11ac VHT80 (Combine with Antenna Chain0 and Antenna Chain1)
Channel 155/5775 MHz
Read Ant. Pre. Measured Limit Over
grﬁg Level Fac Fac Ca(kj)l.?l’_os Level Line limit Remark Pol
dBuV dB/m dB dBuV dBuV/m dB
17.325 57.89 33.27 35.15 3.93 59.94 68.20 -8.26 Peak Horizontal
17.325 41.29 33.27 35.15 3.93 43.34 54.00 -10.66 | Average | Horizontal
17.325 59.71 33.27 35.15 3.93 61.76 68.20 -6.44 Peak Vertical
17.325 41.71 33.27 35.15 3.93 43.76 54.00 -10.24 | Average | \Vertical
Notes:

1). Measuring frequencies from 9 KHz ~ 40 GHz, No emission found between lowest internal

used/generated frequency to 30MHz.
2). Radiated emissions measured in frequency range from 9 KHz ~ 40 GHz were made with an instrument

using Peak detector mode.
3). 18~40GHZz at least have 20dB margin. No recording in the test report.
4). Worst case data at 6Mbps at IEEE 802.11a; MCSO0 at IEEE 802.11n HTZ20, IEEE 802.11n HT40, IEEE
802.11a VHT20, IEEE 802.11ac VHT40 and IEEE 802.11ac VHTS80;
5). Data of measurement within this frequency range shown “---” in the table above means the reading of
emissions are attenuated more than 20dB below the permissible limits or the field strength is too small to
be measured.

6). Pre-scan at Antenna0 and Antennat for IEEE 802.11a mode, pre-scan at Antenna0, Antennai and
Combined Antenna 0 and Antenna 1 for IEEE 802.11n and IEEE 802.11ac, recorded worst case.
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5.6. Power line conducted emissions
5.6.1 Standard Applicable

According to §15.207 (a): For an intentional radiator which is designed to be connected to the public utility
(AC) power line, the radio frequency voltage that is conducted back onto the AC power line on any
frequency or frequencies within the band 150 kHz to 30 MHz shall not exceed 250 microvolts (The limit
decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz). The limits at
specific frequency range are listed as follows:

Frequency Range Limits (dBuV)
(MHz) Quasi-peak Average
0.15t0 0.50 66 to 56* 56 to 46*
0.50t0 5 56 46
510 30 60 50

* Decreasing linearly with the logarithm of the frequency

5.6.2 Block Diagram of Test Setup

Vert. reference
plane
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5.6.3 Test Results
PASS.

The test data please refer to following page.
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