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2 Test Details 

2.1 Radiated Disturbance 

2.1.1 Specification Reference 

FCC 47 CFR Part 15B, Clause 15.109 
ICES-003, Clause 3.2  
ISED RSS-GEN, Clause 7.1 

2.1.2 Equipment Under Test and Modification State 

MiX 4401-B, S/N: 55000102 - Modification State 0 
MiX 4401-B, S/N: 55000201  Modification State 0 

2.1.3 Date of Test 

05-October-2021 & 15-March-2022 

2.1.4 Test Method  

The EUT was set up on a non-conductive table 0.8 m above a reference ground plane within a semi-
anechoic chamber on a remotely controlled turntable. 
 
A pre-scan of the EUT emissions profile using a peak detector was made at a 3 m antenna distance 
whilst varying the antenna-to-EUT azimuth and polarisation. 
 
For an EUT which could reasonable be used in multiple planes, pre-scans were performed with the 
EUT orientated in X, Y and Z planes with reference to the ground plane. 
 
Using a list of the highest emissions detected during the pre-scan along with their bearing and 
associated antenna polarisation, the EUT was then formally measured using a Quasi-Peak, Peak or 
CISPR Average detector as appropriate. 
 
The readings were maximised by adjusting the antenna height, polarisation and turntable azimuth, in 
accordance with the specification. 

2.1.5 Example Calculation 

Below 1 GHz: 
 

Quasi-Peak level (dBµV/m) = Receiver level (dBµV) + Correction Factor (dB/m) 
Margin (dB) = Quasi-Peak level (dBµV/m) - Limit (dBµV/m) 

  
Above 1 GHz: 
 

CISPR Average level (dBµV/m) = Receiver level (dBµV) + Correction Factor (dB/m) 
Margin (dB) = CISPR Average level (dBµV/m) - Limit (dBµV/m) 

 
Peak level (dBµV/m) = Receiver level (dBµV) + Correction Factor (dB/m) 
Margin (dB) = Peak level (dBµV/m) - Limit (dBµV/m) 
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Figure 12 - Test Setup - 30 MHz to 1 GHz 
 

 

Figure 13 - Test Setup - 1 GHz to 13 GHz 
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Figure 20 - Test Setup - 30 MHz to 1 GHz 

 

Figure 21 - Test Setup - 1 GHz to 13 GHz 
  


