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How to connect: 

1. DIY the shape as per your needs, please make sure that 
connect the USB inputting with charger and output with lamps 
Connect the first lamp and the next lamp with front side of 
USB connecting chips as below 
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Any USB port of the first module light can be used as an input port 
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USB connect;ng中;ps a,e ;n o,de,, and they must be connected ;n the d;,ect;on of the front 

Tips: 
Please conaect the lights as shown above,lf the USB connection chips a,e ,everaed, 
the light will not light ,p 

Tips: 
The first lamp and last lamp do not need to be connected w;th USB oonnecting ch;ps, 
othe『w;se the Ughts wm not Ught up 

2. Put the fixed buckle on the back side on lamps 
Attach the adhesive pad to the back 

Fixed buckle Adhesive pad 

心 Tips:
Before fixing with b,ckle, make sore all the lamps are lighting with connecting chips 

心 Tips:
Please firat oonfinn the Installation position, powe『on to lest whethe, the llghls up, then 
secure with fixed buc�e and finally tea, off the backing adhesive 

OO 
Accessories: 
Adhesive pad, b,c�e. USB connecting chips, 1"Remote control, 1•usa con1roller 

心 Tips:
1.The"'Is a film oa the surta岱of the lamp, please tea「It off afte, you get them 
2.11 aeeds to add the powe, adapte, whea the"'a"'mo"'than 12 lamps 

Product Paremeters 

Inpu廿o,tp,t Voltage DC5V 

Powe, 1W/PCS/Each Lamp 

Lighting Color RGBIC 

Control Method Magic Lantern APP control and 
IR remote control, voice control 

Working Temperature -10°C to 40°C/14°F to 104°F 

Lamp Size Diameter 10.4cm, thickness 2cm 

Lamp Weight 62g/Each Lamp 

芘 CE: RoHS 



FCC STATEMENT
1. This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including 
interference that may cause undesired operation.
2. Changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to 
operate the equipment.

NOTE: This equipment has been tested and found to comply 
with the limits for a Class B digital device, pursuant to Part 15 of 
the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential 
installation.
This equipment generates uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference 
by one or more of the following measures:
Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from 
that to which the receiver is connected.
Consult the dealer or an experienced radio/TV technician for 
help.

FCC Radiation Exposure Statement
This equipment complies with FCC radiation exposure limits set 
forth for an uncontrolled environment. This equipment should be 
installed and operated with minimum distance 20cm between the 
radiator & your body




