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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 11:03:16

Ambit temp (test rack) [°C] | humidity [rel%)] 22.0138

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.91 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2412.700 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 33.91111.3240
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 18.61 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 18.61 dBm PASS
corrected
Verdict

PASS
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 11:16:19

Ambit temp (test rack) [°C] | humidity [rel%)] 223138

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.26 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2435.900 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 32.26111.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 18.06 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 18.06 dBm PASS
corrected
Verdict

PASS
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 11:19:25

Ambit temp (test rack) [°C] | humidity [rel%)] 223138

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.06 dBm INFO
TMHz/1MHz cond.
Ref. frequency — — 2461.100 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 32.0612.02 |35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
€100 -
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 18 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 18 dBm PASS
corrected
Verdict

PASS
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 11.05.2026 13:56:21

Ambit temp (test rack) [°C] | humidity [rel%)] 24.0142

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 16.82 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2413.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

26.82111.32130
2392.000 | 2432.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

0.0-

Magnitude
=
S)

I

N}

©

o
|

-30.0 -

-40.0 -

-50.0 -

-60.0 -

MHz [{

] ] ] ] ] ] ] ]
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

Frequency

Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 21.15 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 21.15 dBm PASS
corrected
Verdict

PASS
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 11.05.2026 14:08:16

Ambit temp (test rack) [°C] | humidity [rel%)] 23.942

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 15.93 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2435.700 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

2593111.75130
2417.000 | 2457.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

0.0-

Magnitude
=
S)

I

N}

©

o
|

-30.0 -

-40.0 -

-50.0 -

-60.0 -

MHz [{

] ] ] ] ] ] ] ]
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.53 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.53 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 19 of 364



cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 11.05.2026 14:11:01

Ambit temp (test rack) [°C] | humidity [rel%)] 24.0142

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 16.14 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2463.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

26.14112.02|30
2442.000 | 2482.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm
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10.0 —
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Magnitude
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Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.35 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.35 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 11.05.2026 14:15:29

Ambit temp (test rack) [°C] | humidity [rel%)] 24.0142

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.09 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2418.590 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

29.09111.32135
2392.000 | 2432.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

0.0-

Magnitude
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.89 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.89 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 11.05.2026 14:18:27

Ambit temp (test rack) [°C] | humidity [rel%)] 24.1142

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.62 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2429.710 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.62111.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.36 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.36 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 11.05.2026 14:21:16

Ambit temp (test rack) [°C] | humidity [rel%)] 24.1142

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 17.57 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2465.100 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

27.57112.02130
2442.000 | 2482.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.21 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 20.21 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:25:19

24241

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

FCC 15.247 Avg output power SA DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.03 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2418.990 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

29.03111.32|35
2392.000 | 2432.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

Magnitude
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Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.29 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 20.29 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:28:00

24341

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

FCC 15.247 Avg output power SA DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 17.53 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2430.910 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

27.53111.75130
2417.000 | 2457.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

Magnitude
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Frequency

Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 19.81 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 19.81 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:31:05

24341

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

FCC 15.247 Avg output power SA DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 17.02 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2468.190 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

27.02112.02130
2442.000 | 2482.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE
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Avg output power SA DTS
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advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 19.5 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 19.5 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 ax-HE20

References

TC start 12.05.2026 08:02:00
Ambit temp (test rack) [°C] | humidity [rel%)] 20.6 |42

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4
FCC 15.247 Avg output power SA DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.45 dBm INFO
TMHz/1MHz cond.
Ref. frequency — — 2420.590 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 31.45|11.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 21.43 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 21.43 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 ax-HE20

References

TC start 12.05.2026 08:12:23
Ambit temp (test rack) [°C] | humidity [rel%)] 20.8 41

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4
FCC 15.247 Avg output power SA DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.69 dBm INFO
TMHz/1MHz cond.
Ref. frequency — — 2428.810 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.6911.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 —
MHz {
-50.0 - I I I I I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.84 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.84 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 ax-HE20

References

TC start 12.05.2026 08:24:17
Ambit temp (test rack) [°C] | humidity [rel%)] 211141

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4
FCC 15.247 Avg output power SA DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 18.97 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2461.100 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

28.97112.02|35
2442.000 | 2482.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

Magnitude
=
o
I

-20.0 -
-30.0 -
-40.0 -

-50.0 - T ] I
2445.00 2450.00 2455.00

MHz [{
] ] ] ] ]
2460.00 2465.00 2470.00 2475.00 2480.00

Frequency

Avg output power SA DTS
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advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.33 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.33 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 08:33:22

Ambit temp (test rack) [°C] | humidity [rel%)] 21.3141

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.45 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2412.400 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.45111.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 19.25 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 19.25 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:05:26

Ambit temp (test rack) [°C] | humidity [rel%)] 219139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.62 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2436.600 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

29.62111.75135
2417.000 | 2457.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

0.0-

Magnitude
=
o
I

-20.0 -

-30.0 -

-40.0 -

-50.0 - T ] I
2420.00 2425.00 2430.00

MHz [{
] ] ] ] ]
2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

Avg output power SA DTS
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advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 18.65 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 18.65 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:20:20

Ambit temp (test rack) [°C] | humidity [rel%)] 22.1139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.67 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2462.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg output power SA DTS

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0

29.67112.02|35
2442.000 | 2482.000
0.500000 | 2.000000
RMS | AVER
500100 | 160 | SWE

I'dBm

20.0 —

10.0 —

0.0-

Magnitude
=
o
I

-20.0 -

-30.0 -

-40.0 -

-50.0 - T ] I
2445.00 2450.00 2455.00

MHz [{
] ] ] ] ]
2460.00 2465.00 2470.00 2475.00 2480.00

Frequency

Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 18.48 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 18.48 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:28:24

Ambit temp (test rack) [°C] | humidity [rel%)] 222139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.12 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2412.000 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 33.12111.32 40
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 20.08 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 20.08 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:37:20

Ambit temp (test rack) [°C] | humidity [rel%)] 223138

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.43 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2437.000 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 32.43111.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
Avg output power SA DTS
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cetecom

advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 19.63 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 19.63 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 64 of 364



cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 10:29:11

Ambit temp (test rack) [°C] | humidity [rel%)] 22.5|38

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.61 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2462.000 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 32.61112.02|35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
€100 -
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
Avg output power SA DTS
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advanced

RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 19.44 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 19.44 dBm PASS
corrected
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 10:34:11

Ambit temp (test rack) [°C] | humidity [rel%)] 223138

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.80 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2415.200 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 32.80111.3240
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
€100 -
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
_500 - I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 17.52 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC - 30 17.52 dBm PASS
corrected
Verdict

PASS
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 10:37:05

Ambit temp (test rack) [°C] | humidity [rel%)] 22238

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.18 dBm INFO
TMHz/1MHz cond.
Ref. frequency — — 2434.400 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.18111.75| 35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
-50.0 - I I I I I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 17.03 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 17.03 dBm PASS
corrected
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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FCC 15.247 # Avg output power SA DTS ~ WLAN2G4 g mode

References

TC start 12.05.2026 10:48:27

Ambit temp (test rack) [°C] | humidity [rel%)] 219139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method ANSI C63.10-2013 Chapter 11.9.2.2.2 or .4

Description FCC 15.247 Avg output power SA DTS - WLAN2G4 g mode
Information OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.31 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2465.200 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg output power SA DTS
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.3112.02|35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 500|100 | 160 | SWE
30.0 —7gBm
20.0 -
10.0 -
0.0 -
g
Z-100-
g
=
20.0 -
-30.0 -
-40.0 -
MHz {
_500 - I I I I I I I I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
Avg output power SA DTS
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RESULT (Channel power method)

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg output power — — 16.81 dBm INFO
uncorrected
Duty cycle correction — - 0 dB INFO
Avg power DC — 30 16.81 dBm PASS
corrected
Verdict

PASS
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advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 11:02:13

22.0138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 23.54 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2413.300 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined
Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

00~ ydBm
5.0~

10.0 -

15.0 -

20.0 -

25.0 -

-30.0 -

-35.0 -

Magnitude

-40.0 -

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

28.54111.32|35
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

r4

] ] ] T T ] ] ] T T ] ] ] T ]
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

Avg psd
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -8.23 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -8.23 dBm/3kHz PASS
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 11:15:16

22.3138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 22.92 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2435.300 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

00~ ydBm
5.0~

10.0 -

15.0 -

20.0 -

25.0 -

-30.0 -

-35.0 -

Magnitude

-40.0 -
-45.0 -
-50.0 -
-55.0 -
-60.0 -
-65.0

-70.0 - ‘

] ] ] ] T ] ] ]
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00

27.92111.75135
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Frequency

Avg psd

MHz [{

] T ] ] ] 1
2442.00 2444.00 2446.00 2448.00 2450.00 2452.00
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -9.39 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -9.39 dBm/3kHz PASS
Verdict

PASS
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 11:18:22

22.3138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 22.49 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2461.000 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

00~ ydBm
5.0~

10.0 -

15.0 -

20.0 -

25.0 -

-30.0 -

-35.0 -

Magnitude

-40.0 -

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

27.49112.02|35
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Frequency

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 84 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -8.3 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -8.3 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 13:55:16

241142

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 16.73 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2413.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - 4Bm
150 -
-20.0 -
250
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0

-75.0 -

-80.0 -

21.73111.32130
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

Avg psd
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -10.58 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -10.58 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:07:12

23942

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 15.97 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2435.800 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined
Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - ; 4Bm
15.0 -
-20.0 -
250 -
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -
-55.0 -
-60.0 -
-65.0 -
-70.0 —
-75.0 -

-80.0 - ‘

20.97111.75125
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] ] T ] ] ] ] T ] ] ] 1
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00 2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -11.02 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -11.02 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:09:57

23942

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_b-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 16.21 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2463.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - 4Bm
150 -
-20.0 -
250
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

-75.0 -

-80.0 -

21.21112.02|25
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -10.96 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -10.96 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:14:25

24.0| 42

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode

OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power -
TMHz/1MHz cond.

Ref. frequency

Evaluation max. duty cycle

Duty cycle evaluation

UPPER LIMIT

MEASURED
19.24

2418.390

UNIT
dBm

MHz

VERDICT
INFO

INFO

DESCRIPTION LOWER LIMIT

Duty cycle min -

Avg. psd

READ SA SETTINGS:

UPPER LIMIT

MEASURED
0

UNIT
dB

VERDICT
DC > 98% defined

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

24.24111.32130
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

T T T T T T T T T T T T T T T
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

cetecom advanced GmbH
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -11.8 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -11.8 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:17:24

241142

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode

OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 18.29 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2430.110 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 —

70.0 - !

23.29111.75130
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

T T T T T T T T T T T T T 1
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00 2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -12.81 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -12.81 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:20:13

241142

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode

OFDM_g-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power -
TMHz/1MHz cond.

Ref. frequency

Evaluation max. duty cycle

Duty cycle evaluation

UPPER LIMIT

MEASURED
17.45

2464.700

UNIT
dBm

MHz

VERDICT
INFO

INFO

DESCRIPTION LOWER LIMIT

Duty cycle min -

Avg. psd

READ SA SETTINGS:

UPPER LIMIT

MEASURED
0

UNIT
dB

VERDICT
DC > 98% defined

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

22.45112.02130
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

‘vf

T T T T T T T T T T T T T T T
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -14.23 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -14.23 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 103 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:24:15

24.2 |42

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power -
TMHz/1MHz cond.

Ref. frequency

Evaluation max. duty cycle

Duty cycle evaluation

UPPER LIMIT

MEASURED
19.47

2418.090

UNIT
dBm

MHz

VERDICT
INFO

INFO

DESCRIPTION LOWER LIMIT

Duty cycle min -

Avg. psd

READ SA SETTINGS:

UPPER LIMIT

MEASURED
0

UNIT
dB

VERDICT
DC > 98% defined

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 —

-70.0 -

24.47111.32130
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 105 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -12.94 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -12.94 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:26:58

24341

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 18.25 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2429.710 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 —

-70.0 - ‘

23.25111.75130
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] ] T ] ] ] ] T ] ] ] 1
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00 2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -13.41 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -13.41 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

11.05.2026 14:30:03

24341

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 16.71 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2467.290 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - 4Bm
150 -
-20.0 -
250
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -

-55.0 -

-60.0 -

-65.0

-70.0 -

-75.0 -

-80.0 -

21.71112.02|25
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -15.07 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -15.07 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 08:00:55

20.6 | 42

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 20.67 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2418.590 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 - 3 4Bm
-15.0 -
-20.0 -
-25.0 -
-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

25.67111.32130
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -12.75 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -12.75 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 115 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 08:11:18

20.8 42

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 21.04 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2429.710 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 - 5 4Bm
-15.0 -
-20.0 -
-25.0 -
-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 —

-70.0 - ‘

26.04111.75130
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] ] T ] ] ] ] T ] ] ] 1
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00 2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -13.15 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -13.15 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 118 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 08:23:13

211141

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 ax-HE20
OFDM_ax-mode_20MHz_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.62 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2464.700 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 - 3 4Bm
-15.0 -
-20.0 -
-25.0 -
-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 —

-70.0 -

24.62112.02130
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -15.58 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -15.58 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 08:32:18
Ambit temp (test rack) [°C] | humidity [rel%)] 21.3141

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.10.5 or.3
FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 20.57 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 2412.000 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

0.0

~ ldBm

-10.0 -

-20.0 -

-30.0 -

Magnitude
A
o
o
I

-50.0 -

-60.0 -

-70.0 -

-80.0 -

25.57111.32130
2397.000 | 2427.000
0.003000 | 0.010000

RMS | AVER

33411001001 | SWE

Frequency

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 123 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -9.03 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -9.03 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:04:22
Ambit temp (test rack) [°C] | humidity [rel%)] 219139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.10.5 or.3
FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.43 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2436.600 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

0.0

~ 0 dBm

-10.0 -

-20.0 -

-30.0 -

Magnitude
A
o
o
I

-50.0 -

-60.0 -

-70.0 —

-80.0 - ‘

24.43111.75130
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

MHz [{

] ] ] ] T ] ] ] ] T ] ] ] 1
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00 2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -9.57 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -9.57 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 127 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 09:19:16

22.1139

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.68 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2462.400 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

0.0

~ ldBm

-10.0 -

-20.0 -

-30.0 -

Magnitude
A
o
o
I

-50.0 -

-60.0 -

-70.0 -

-80.0 -

24.68112.02|30
2447.000 | 2477.000
0.003000 | 0.010000

RMS | AVER

33411001001 | SWE

Frequency

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 129 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -9.42 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -9.42 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 130 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start 12.05.2026 09:27:20
Ambit temp (test rack) [°C] | humidity [rel%)] 222139

System version 6.0.6.4

Standard | Version FCC 15.247 | NI

Method
Description

Information

EUT Common Settings WLAN2G4

ANSI C63.10-2013 Chapter 11.10.5 or.3
FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.09 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2412.000 MHz INFO
Evaluation max. duty cycle
Duty cycle evaluation
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Duty cycle min - - 0 dB DC > 98% defined
Avg. psd
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.09111.32|35
Start [MHZ] | Stop [MHz] 2397.000 | 2427.000
RBW [MHz] | VBW [MHZz] 0.003000 | 0.010000
Detector | TraceMode RMS | AVER
Sweep: time [ms] | count | points per Section | type 3341100| 1001 | SWE
0.0 5 dBm
5.0 -
-10.0 -
-15.0 —
-20.0 -
25.0 —
» 30.0 -
E
E-35.0 -
g
2 400-
-45.0 —
-50.0 —
-55.0 —
-60.0 —
-65.0 —
70.0 - Hz [l
" 2308.00 240000 2402.00 240400 2406.00 2408.00 241000 2412.00 241400 241600 2418.00 242000 242200 242400 242600
Frequency
Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -5.72 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -5.72 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 133 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 09:36:16

223138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 22.63 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2437.000 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined
Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

00~ ydBm
5.0~

10.0 -

15.0 -

20.0 -

25.0 -

-30.0 -

-35.0 -

Magnitude

-40.0 -
-45.0 -
-50.0 -
-55.0 -
-60.0 -
-65.0 -

-70.0 - ‘

] ] ] ] T ] ] ]
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00

27.63111.75135
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Hz l{

] T ] ] ] 1
2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 135 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -6.26 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -6.26 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 136 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 10:28:07

22.6138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 b mode
DSSS_5MHz(QR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 22.17 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2462.000 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined
Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

00~ ydBm
5.0~

10.0 -

15.0 -

20.0 -

25.0 -

-30.0 -

-35.0 -

Magnitude

-40.0 -

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

A sl

-70.0 -

27.17112.02|35
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

W TWMHZ i

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency

Avg psd

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 138 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -5.94 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -5.94 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 139 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 10:33:08

22.4138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power -
TMHz/1MHz cond.

Ref. frequency

Evaluation max. duty cycle

Duty cycle evaluation

UPPER LIMIT

MEASURED
21.80

2414.900

UNIT
dBm

MHz

VERDICT
INFO

INFO

DESCRIPTION LOWER LIMIT

Duty cycle min -

Avg. psd

READ SA SETTINGS:

UPPER LIMIT

MEASURED
0

UNIT
dB

VERDICT
DC > 98% defined

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

-10.0 -

I dBm

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

Magnitude

-45.0 -

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

26.80111.32|35
2397.000 | 2427.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

T T T T T T T T T T T T T T T
2398.00 2400.00 2402.00 2404.00 2406.00 2408.00 2410.00 2412.00 2414.00 2416.00 2418.00 2420.00 2422.00 2424.00 2426.00

Frequency

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 141 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -10.79 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -10.79 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 142 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 10:36:02

22.3138

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 21.32 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2434.200 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - ; 4Bm
15.0 -
-20.0 -
250 -
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -
-55.0 -
-60.0 -
-65.0 -
-70.0

-75.0 -

-80.0 - ‘

] ] ] ] T ] ] ]
2422.00 2424.00 2426.00 2428.00 2430.00 2432.00 2434.00 2436.00 2438.00 2440.00

Frequency

26.32111.75130
2422.000 | 2452.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

] T ] ] ] 1
2442.00 2444.00 2446.00 2448.00 2450.00 2452.00

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 144 of 364
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advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -11.99 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -11.99 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 145 of 364



cetecom

advanced

FCC 15.247 # Avg psd DTS ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

12.05.2026 10:47:24

21.8139

6.0.6.4

FCC 15.247 | NI

ANSI C63.10-2013 Chapter 11.10.5 or.3

FCC 15.247 Avg psd DTS - WLAN2G4 g mode
OFDM_10MHz(HR)_ANT1_PS20 avg Nachmessung

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.63 dBm INFO
TMHz/1MHz cond.

Ref. frequency — — 2464.100 MHz INFO
Evaluation max. duty cycle

Duty cycle evaluation

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Duty cycle min - - 0 dB DC > 98% defined

Avg. psd

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

10.0 - 4Bm
150 -
-20.0 -
250
-30.0 -
350 -

-40.0 -

-45.0 -

Magnitude

-50.0 -

-55.0 -

-60.0 -

-65.0 -

-70.0 -

-75.0 -

-80.0 -

24.63112.02|30
2447.000 | 2477.000
0.003000 | 0.010000
RMS | AVER
33411001001 | SWE

Avg psd

MHz [{

] ] ] T T ] ] ] T T ] ] ] T ]
2448.00 2450.00 2452.00 2454.00 2456.00 2458.00 2460.00 2462.00 2464.00 2466.00 2468.00 2470.00 2472.00 2474.00 2476.00

Frequency

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 147 of 364



cetecom

advanced
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Avg psd uncorrected - — -11.55 dBm INFO
Duty cycle correction - - 0 dB INFO
Avg psd DC corrected — 8 -11.55 dBm/3kHz PASS
Verdict

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 148 of 364



cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 20.04.2026 11:19:08

Ambit temp (test rack) [°C] | humidity [rel%)] 23.4|35

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.41 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2413.200 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.41111.32130
Start [MHZ] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE

200~ § 4Bm

100 -

0.0-
-10.0 -

Magnitude
N
o
o
1

-30.0 -
-40.0 —
-50.0 —
MHz [
-60.0 — T T T T T T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 8532 kHz PASS
Verdict
PASS
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01

Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 150 of 364



cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 20.04.2026 11:40:01

Ambit temp (test rack) [°C] | humidity [rel%)] 23.4|35

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.01 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2435.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 23.01111.75130
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0
-50.0 — | | i T i i T i
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 7520 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01

Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 152 of 364



cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 20.04.2026 12:03:07

Ambit temp (test rack) [°C] | humidity [rel%)] 23.3135

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.71 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2463.200 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 23.71112.02| 30
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE

200~ § 4Bm

100 - |

0.0-
-10.0 -

Magnitude
N
o
o
1

-30.0 -
-40.0 —
-50.0 —
MHz [
-60.0 — T T T T T T T T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 7084 kHz PASS
Verdict
PASS
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 20.04.2026 12:54:25

Ambit temp (test rack) [°C] | humidity [rel%)] 23.6|34

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.86 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2418.790 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.8611.32| 35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 15716 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 20.04.2026 13:15:59

Ambit temp (test rack) [°C] | humidity [rel%)] 23.5|34

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.68 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2430.810 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.68111.75130
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50— '
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz {
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 15932 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 20.04.2026 13:32:52

Ambit temp (test rack) [°C] | humidity [rel%)] 23.6|34

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.01 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2468.190 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.01112.02130
Start [MHZ] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE

200~ § 4Bm

100 -

0.0-
-10.0 -

Magnitude
)
o
o
|

-30.0 -
-40.0 —
-50.0 —
MHz [
-60.0 — T T T T T T T T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 16308 kHz PASS
Verdict
PASS
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:12:42
23.6134

6.0.6.0

FCC 15.247 | NI

FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT
Ref. power - —
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

MEASURED UNIT VERDICT
21.07 dBm INFO
2418.990 MHz INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

0.0-

-5.0 -

Magnitude
&
o
|

-25.0 -
-30.0 -
-35.0 -
-40.0 -
-45.0 -

-50.0 -

RESULT

T T T T
2395.00 2400.00 2405.00 2410.00

26.07111.32130
2392.000 | 2432.000
0.100000 | 0.300000
POS | MAXH
50120010001 | SWE

MHz [f
T T T T
2415.00 2420.00 2425.00 2430.00

Frequency

BW 6dB

DESCRIPTION LOWER LIMIT UPPER LIMIT

DTS bandwidth (6dB) 500 -

Verdict

MEASURED UNIT VERDICT
16367.999999999998 kHz PASS

PASS

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 162 of 364



cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:51:26
23.7133

6.0.6.0

FCC 15.247 | NI

FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.64 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2431.810 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.64111.75130
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 16424 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 15:13:57
23.833

6.0.6.0

FCC 15.247 | NI

FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 n-HT20 mode
OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHZz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.38 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2465.200 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.3812.02 |30
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
g -10.0 -
£-150-
2 20.0 -
-25.0 -
-30.0 -
-35.0 -
-40.0
-45.0
500 | | | | | | | Mz
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 16379.999999999998 kHz PASS

Verdict

PASS

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 166 of 364



cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 ax-HE20

References

TC start 21.04.2026 07:23:21

Ambit temp (test rack) [°C] | humidity [rel%)] 21.5|35

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 ax-HE20
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 ax-HE20
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.03 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2420.290 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.03111.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 - .
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 18636 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 ax-HE20

References

TC start 21.04.2026 08:11:09

Ambit temp (test rack) [°C] | humidity [rel%)] 22234

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 ax-HE20
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 ax-HE20
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.91 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2432.000 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.91111.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 18796 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 ax-HE20

References

TC start 21.04.2026 08:32:22

Ambit temp (test rack) [°C] | humidity [rel%)] 22.6|33

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 ax-HE20
Information

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 ax-HE20
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.74 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2468.490 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.74112.02| 30
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0 —
-50.0 — ! ! I | | | | | MHz {
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 18940 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 08:59:54

Ambit temp (test rack) [°C] | humidity [rel%)] 22.6|33

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.00 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2414.600 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.0011.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
g -10.0 -
£-150-
2 20.0 -
-25.0 -
-30.0 -
-35.0 -
-40.0 ~
-45.0
500 | | | | | | | Mz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 8135.999999999999  kHz PASS

Verdict

PASS

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01

Release 1 - Page 174 of 364
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FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 09:36:22

Ambit temp (test rack) [°C] | humidity [rel%)] 227133

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION

Ref. power -
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

LOWER LIMIT

UPPER LIMIT MEASURED UNIT

- 22.53 dBm

- 2440.200 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

0.0-

-5.0 -

Magnitude
&
o
|

-25.0 -
-30.0 -
-35.0 -
-40.0 -
-45.0 -

-50.0 -

T T
2420.00 2425.00

RESULT

27.53111.75135
2417.000 | 2457.000
0.100000 | 0.300000
POS | MAXH
50120010001 | SWE

T T T T T
2430.00 2435.00 2440.00 2445.00 2450.00

Frequency

BW 6dB

MHz [f
T
2455.00

DESCRIPTION LOWER LIMIT

DTS bandwidth (6dB) 500

Verdict

UPPER LIMIT MEASURED UNIT

- 8167.999999999999 kHz

VERDICT
PASS

PASS

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 10:00:21

Ambit temp (test rack) [°C] | humidity [rel%)] 227132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION

Ref. power -
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

LOWER LIMIT

UPPER LIMIT MEASURED UNIT

- 23.29 dBm

- 2465.400 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

0.0-

-5.0 -

Magnitude
&
o
|

-25.0 -
-30.0 -
-35.0 -
-40.0 -
-45.0 -

-50.0 -

T T
2445.00 2450.00

RESULT

28.29112.02|35
2442.000 | 2482.000
0.100000 | 0.300000
POS | MAXH
50120010001 | SWE

T T T T T
2455.00 2460.00 2465.00 2470.00 2475.00

Frequency

BW 6dB

MHz [f
T
2480.00

DESCRIPTION LOWER LIMIT

DTS bandwidth (6dB) 500

Verdict

UPPER LIMIT MEASURED UNIT

- 8167.999999999999 kHz

VERDICT
PASS

PASS

cetecom advanced GmbH

Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 10:19:45

Ambit temp (test rack) [°C] | humidity [rel%)] 22933

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information DSSS_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 26.09 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2413.200 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 31.09111.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0
-50.0 — ! ! ! | | | | | MHz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 4116 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 10:44:54

Ambit temp (test rack) [°C] | humidity [rel%)] 229132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information DSSS_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 25.00 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2435.800 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.00|11.75]35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 4136 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 g mode

References

TC start 21.04.2026 11:04:20

Ambit temp (test rack) [°C] | humidity [rel%)] 23.0133

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 g mode
Information OFDM_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 g mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 25.57 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2462.800 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.57112.02| 35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0
-50.0 — ! ! ! | | | | | MHz
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 4128 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 11:30:15

Ambit temp (test rack) [°C] | humidity [rel%)] 23.1132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.00 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2412.100 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.0011.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 - ;
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0
-50.0 — ! ! ! | | | | | MHz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 - 3808 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 11:53:59

Ambit temp (test rack) [°C] | humidity [rel%)] 23.1132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.68 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2436.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.6811.75|30
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 - '
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0 -
-50.0 — | | i T i i T i
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 3812 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 12:18:17

Ambit temp (test rack) [°C] | humidity [rel%)] 23.1132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_10MHz(HR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.45 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2462.000 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 27.45112.02| 35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 - : .
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0 -
-50.0 — ! ! ! | | | | | MHz
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 - 3808 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 12:37:14

Ambit temp (test rack) [°C] | humidity [rel%)] 23.3132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test True | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 25.18 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2412.100 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.18111.32| 35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0
-50.0 — ! ! ! | | | | | MHz
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 2036 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 13:14:05

Ambit temp (test rack) [°C] | humidity [rel%)] 23.2132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test True | Freq [MHZz] 2437
Frequency high to test False | Freq [MHz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 24.23 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2437.000 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 29.23111.7535
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 2036 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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cetecom

advanced

FCC 15.247 # Bandwidth 6dB DTS ~ WLAN2G4 b mode

References

TC start 21.04.2026 13:49:03

Ambit temp (test rack) [°C] | humidity [rel%)] 23.2132

System version 6.0.6.0

Standard | Version FCC 15.247 | NI

Method

Description FCC 15.247 Bandwidth 6dB DTS - WLAN2G4 b mode
Information DSSS_5MHz(QR)_ANT1_PS22 avg

EUT Common Settings WLAN2G4

Number of antenna ports 2
User interaction No
Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test WLAN2G4 b mode

EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test False | Freq [MHz] 2412
Frequency mid to test False | Freq [MHz] 2437
Frequency high to test True | Freq [MHZz] 2462
Auto control enabled power supply | Climatic Box No | No

Additional path loss [dB] 0

Full path type EUT_SA_GEN_SIG

Full path name EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/

Switch bits 00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 25.02 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2462.000 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0212.02| 35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.100000 | 0.300000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~
10.0 -

Magnitude
&
o
|

20.0 —
25.0 -
-30.0 —
-35.0 —
-40.0 —
-45.0 —
-50.0 — ! ! ! | | | | | MHz
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 6dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
DTS bandwidth (6dB) 500 2036 kHz PASS
Verdict
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 11:20:51
234135
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT
Ref. power - —
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT VERDICT
19.46 dBm INFO
2413.200 MHz INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0 -

dBm

15.0 —

10.0 —

5.0 -

0.0-

-5.0 -

Magnitude
o
o
1

24.46111.32130
2392.000 | 2432.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

-25.0 -

-30.0 -

-35.0 -

-40.0

-45.0 -

MHz [
-50.0 - T T T 1 1 T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 99PCT

cetecom advanced GmbH
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20.0 -

{ dBm

Magnitude

-50.0 —
-60.0 —
-70.0 —

-80.0 —

MHz [}
T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 13047.000 kHz INFO
T199% 2400.000000 - 2405.8086 MHz PASS
T299% 2483.500000 2418.8553 MHz PASS

20.0- 7 4Bm
15.0 —
10.0 -

5.0 -

0.0 -

-5.0 -

10.0 -

Magnitude
&
o
1

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0

-45.0 —

MHz [I
T T T T T T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

-50.0 -

Frequency
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BW 20dB
200~y 4gm
e
':%
s
-50.0 —
-60.0 —
-70.0 -
-80.0 —
MHz [
-90.0 - T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00
Frequency
BW within band 20dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB 14920 kHz INFO
T120dB 2400.000000 2404.8080 MHz PASS
T2 20dB 2483.500000 2419.7280 MHz PASS
Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 11:41:42
234135
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 17.97 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2435.800 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 22.97111.75]30
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~y 4gm
15.0 —
10.0 —
5.0 -
0.0 -
5.0 -
o100 -
=
£-150-
2 200-
25.0 -
-30.0 -
-35.0 -
-40.0 -
-45.0 —
MHz {
-50.0 - T T 1 1 1 T T T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 99PCT
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20075 dBm
10.0

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 13211.000 kHz INFO
T199% 2400.000000 - 2430.1247 MHz PASS
T299% 2483.500000 2443.3354 MHz PASS

20.0- 7 4Bm
15.0 —

10.0 -

10.0 -

-15.0 -

Magnitude

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 —

-45.0 -
MHz [I
T T T T T T 1 T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

-50.0 -
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BW 20dB

20.0 1 dBm
10.0 -
0.0~

-10.0

-20.0

N @
< <
o o
1 1

Magnitude

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 14988 kHz INFO
T120dB 2400.000000 - 2429.2440 MHz PASS
T2 20dB - 2483.500000 24442320 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 12:04:48
234134
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT
Ref. power - —
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT VERDICT
18.72 dBm INFO
2463.200 MHz INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0 -

dBm

15.0 —

10.0 —

5.0 -

0.0-

-5.0 -

Magnitude
o
o
1

23.72112.02|30
2442.000 | 2482.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

-25.0 -

-30.0 -

-35.0 -

-40.0

-45.0 -

MHz [
-50.0 - T T T 1 1 T T T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 99PCT

cetecom advanced GmbH
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20075 dBm
10.0

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 12587.000 kHz INFO
T199% 2400.000000 - 2455.7766 MHz PASS
T299% 2483.500000 2468.3634 MHz PASS

20.0- 7 4Bm
15.0 —
10.0 -

5.0 -

0.0 -

-5.0 -

10.0 -

Magnitude
&
o
1

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0

-45.0 —

MHz [I
T 1 T T T I 1 T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00

-50.0 -

Frequency
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BW 20dB

20.0 1 dBm
10.0 -
0.0~

-10.0

-20.0

N @
< <
o o
1 1

Magnitude

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 14416 kHz INFO
T120dB 2400.000000 - 2454.8080 MHz PASS
T2 20dB - 2483.500000 2469.2240 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 12:56:05
23.6|34
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.68 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2418.590 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.6811.32| 35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
50—

Magnitude
Y 4
o o
o o
1 1

-20.0 -
-25.0 -
-30.0 -
-35.0 —
MHz ({
-40.0 - 1 1 I I 1 I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 99PCT
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20.0- 7 4Bm

10.0 -

-10.0 -
-20.0 -

-30.0 -

Magnitude

-40.0 -
-50.0 —
-60.0 —
-70.0 —

-80.0 —

MHz [}
T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 16974.000 kHz INFO
T199% 2400.000000 - 2403.6168 MHz PASS
T299% - 2483.500000 2420.5911 MHz PASS

20.0- 7 4Bm

15.0 —

10.0 —

Magnitude
S
o
|

-15.0 -
-20.0 -
-25.0 -
-30.0 -

-35.0 ~

MHz [I
T T T T T T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

Frequency

-40.0 -
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BW 20dB

20.0 -y 4Bm
10.0 -
0.0-

-10.0 -

-20.0 -

N @
< <
o o
I I

Magnitude

-50.0 -

-60.0 -

-70.0 -

-80.0 -

MHz [}

-90.0 - T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB - - 18932 kHz INFO
T120dB 2400.000000 - 2402.6560 MHz PASS
T2 20dB - 2483.500000 2421.5880 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 13:17:37
23.6|34
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
20.40 dBm

2429.710 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

0.0-

&
o
|

Magnitude
=
o
1

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

25.40111.75130
2417.000 | 2457.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

I T I I I I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00

Frequency

BW 99PCT

MHz
1 1
2450.00 2455.00
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20075 dBm
10.0

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0
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-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 17114.000 kHz INFO
T199% 2400.000000 - 2428.2249 MHz PASS
T299% - 2483.500000 2445.3392 MHz PASS

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

& o
o o
] ]

Magnitude
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o
|

-15.0 -
-20.0 -
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-35.0 -
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2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

-40.0 -
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BW 20dB

20.0 1 dBm
10.0 -
0.0~

-10.0

-20.0
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Magnitude

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 19260 kHz INFO
T120dB 2400.000000 - 2427.0040 MHz PASS
T2 20dB - 2483.500000 2446.2640 MHz PASS

Verdict

PASS
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advanced

FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 13:34:30
23.6|34
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.67 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2467.390 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.67112.02| 30
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
200~ § 4Bm
15.0 -
10.0 -
50—
0.0-
5.0~

Magnitude
N 4 4
o o o
o o o

I | I
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-40.0 -

-45.0 -
MHz [f
I 1 I I I I 1 I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00

Frequency

-50.0 -

BW 99PCT
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20075 dBm
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Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 16790.000 kHz INFO
T199% 2400.000000 - 2453.5448 MHz PASS
T299% 2483.500000 2470.3352 MHz PASS
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BW 20dB
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BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 18780 kHz INFO
T120dB 2400.000000 - 2452.5640 MHz PASS
T2 20dB - 2483.500000 2471.3440 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:14:21
23.6|34
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.66 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2419.290 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.6611.32|30
Start [MHZ] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE

20.0 - § 4gm

15.0 —

10.0 -

5.0 -
0.0 -

e
S -50-
s
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Frequency
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cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01

Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 222 of 364



cetecom

advanced

200~y ggm
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BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 16902.000 kHz INFO
T199% 2400.000000 - 2403.6688 MHz PASS
T299% - 2483.500000 2420.5711 MHz PASS
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BW 20dB
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BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 18928 kHz INFO
T120dB 2400.000000 - 2402.7600 MHz PASS
T2 20dB - 2483.500000 2421.6880 MHz PASS

Verdict

PASS

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 224 of 364



cetecom

advanced

FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:53:03
23.7133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.14 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2429.810 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 25.14111.75130
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
20.0 - 5 ggm
15.0 -
10.0 -
50—
0.0-
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 16986.000 kHz INFO
T199% 2400.000000 - 2428.3489 MHz PASS
T299% 2483.500000 2445.3352 MHz PASS
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BW 20dB
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 18928 kHz INFO
T120dB 2400.000000 - 2427.1840 MHz PASS
T2 20dB - 2483.500000 2446.1120 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

n-HT20 mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 15:15:34
23.8133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 n-HT20 mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.37 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2465.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.37112.02|30
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
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BW 20dB
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 18508 kHz INFO
T120dB 2400.000000 - 2452.6800 MHz PASS
T2 20dB - 2483.500000 2471.1880 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 07:25:04
21.6135
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 ax-HE20

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 23.25 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 2419.690 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 28.25]11.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 19270.000 kHz INFO
T199% 2400.000000 - 2402.4610 MHz PASS
T299% - 2483.500000 2421.7310 MHz PASS
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BW 20dB
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB - - 20784 kHz INFO
T120dB 2400.000000 - 2401.7360 MHz PASS
T2 20dB - 2483.500000 2422.5200 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 08:12:49
223133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 ax-HE20

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
20.93 dBm

2428.210 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm
25.0 -
20.0 -
15.0 —

10.0 -

Magnitude
(4]
o
1

-10.0 -

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

I T I I
2420.00 2425.00 2430.00 2435.00

2593111.75130
2417.000 | 2457.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

I I
2440.00 2445.00

Frequency

BW 99PCT

Hz

1 I
2450.00 2455.00
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 19354.000 kHz INFO
T199% 2400.000000 - 2427.1970 MHz PASS
T299% 2483.500000 2446.5510 MHz PASS

300~y dBm
25.0 -
20.0 -
15.0

10.0 -

Magnitude
(4]
o
1

100 -
15.0 -
20.0 -
25.0 -
30.0 -

-35.0 -
Hz
I I I I I I 1 I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

-40.0 -
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BW 20dB

30.0 ~ y 4Bm
20.0 ~
10.0

0.0

-10.0

-20.0

Magnitude
@
o
o
1

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 20940 kHz INFO
T120dB 2400.000000 - 2426.3880 MHz PASS
T2 20dB - 2483.500000 2447.3280 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 08:34:01
22.6133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 ax-HE20

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

MEASURED UNIT
21.25 dBm
2461.000 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

& o
o o
| ]

Magnitude
IS
o
|

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0

-40.0 -

26.25112.02|30
2442.000 | 2482.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

T T I I I I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00

Frequency

BW 99PCT

MHZ'®
T T
2475.00 2480.00
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20075 dBm
10.0

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 19106.000 kHz INFO
T199% 2400.000000 - 2452.4210 MHz PASS
T299% - 2483.500000 2471.5270 MHz PASS

20.0- 7 4Bm
15.0 —
10.0 —

5.0 -

& o
o o
] ]

Magnitude
S
o
1

-15.0 -
-20.0 -
-25.0 -

-30.0 -

MHZ'E
I I 1 I I 1 1 I
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency

-40.0 -
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BW 20dB

20.0 1 dBm
10.0 -
0.0~

-10.0

-20.0

N @
< <
o o
1 1

Magnitude

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 20752 kHz INFO
T120dB 2400.000000 - 2451.5840 MHz PASS
T2 20dB - 2483.500000 2472.3360 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 09:01:35
22.7133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
24.71 dBm

2415.200 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm
25.0 —
20.0 -
15.0 —

10.0 -

Magnitude
(4]
o
1

-10.0 -

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0

-40.0 -

I 1 I I
2395.00 2400.00 2405.00 2410.00

29.71111.32135
2392.000 | 2432.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

I I
2415.00 2420.00

Frequency

BW 99PCT

MHz [i

I I
2425.00 2430.00
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30.0 - 7 4Bm
20.0 -

10.0 —

-10.0 -
-20.0 -

-30.0 -

Magnitude

-40.0 —
-50.0 —
-60.0 —
-70.0 -

-80.0 —

MHz [}
T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 8783.000 kHz INFO
T199% 2400.000000 - 2407.6484 MHz PASS
T299% - 2483.500000 2416.4316 MHz PASS

300~y dBm
25.0 -
20.0 -
15.0

10.0 -

Magnitude
(4]
o
|

100 -
15.0 -
20.0 -
25.0 -
-30.0 -

-35.0
MHz [I
T T T T T T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

Frequency

-40.0 -
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BW 20dB

30.0 -y 4Bm
20.0 -
10.0 —

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
|

-40.0 -

-50.0 -

-60.0 -

-70.0 -

-80.0 -

MHz [}

-90.0 - T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 10200 kHz INFO
T120dB 2400.000000 - 2406.9680 MHz PASS
T2 20dB - 2483.500000 2417.1680 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 09:38:02
22.7133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.65 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2433.800 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 27.65|11.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
300~y 4gm
25.0 -
20.0 -

15.0 —

10.0 -

5.0 -

0.0-

-5.0 -

Magnitude

-10.0 -

-15.0 -

-20.0 -

-25.0 -

-30.0 -

MHz I
I T I I I I 1 I
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

BW 99PCT
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 8827.000 kHz INFO
T199% 2400.000000 - 2432.4925 MHz PASS
T299% - 2483.500000 2441.3196 MHz PASS

30.0 - 7 4Bm

25.0 -

Magnitude

MHz [
-40.0 — T T T T T T T T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
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BW 20dB

30.0 ~ y 4Bm
20.0 ~
10.0

0.0

-10.0

-20.0

Magnitude
@
o
o
1

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 10140 kHz INFO
T120dB 2400.000000 - 2431.7960 MHz PASS
T2 20dB - 2483.500000 2441.9360 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 10:02:01
22.8133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
23.21 dBm
2464.400 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

300~y 4gm
25.0 -
200 -
15.0 -
10.0 -
50—

0.0-

-5.0 -

Magnitude

-10.0 -

-15.0 -

-20.0 -

-25.0 -

-30.0 -

I 1 I I
2445.00 2450.00 2455.00 2460.00

28.21112.02|35
2442.000 | 2482.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

I 1
2465.00 2470.00

Frequency

BW 99PCT

MHz [{
1 I
2475.00 2480.00
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 8735.000 kHz INFO
T199% 2400.000000 - 2457.6404 MHz PASS
T299% 2483.500000 2466.3756 MHz PASS

30.0 -

{ dBm

25.0 -

20.0 -

15.0 —

10.0 -

5.0 -

0.0 -

-5.0 -

Magnitude

-10.0 —

-15.0 -

-20.0 -

-25.0 —

-30.0 -

-35.0

MHz [l
T 1 T T T I 1 T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00

Frequency

-40.0 -
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BW 20dB

30.0 ~ y 4Bm
20.0 ~
10.0

0.0

-10.0

-20.0

Magnitude
@
o
o
1

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 10028 kHz INFO
T120dB 2400.000000 - 2456.9480 MHz PASS
T2 20dB - 2483.500000 2466.9760 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 10:21:24
229132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
25.86 dBm

2413.400 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm
25.0 -
20.0 -
15.0 —

10.0 -

Magnitude
(4]
o
1

-10.0 -

-15.0 -

-20.0 -

-25.0 -

-30.0 -

-35.0 -

-40.0 -

I 1 I I
2395.00 2400.00 2405.00 2410.00

30.8611.32| 35
2392.000 | 2432.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

T I
2415.00 2420.00
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-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 4664.000 kHz INFO
T199% 2400.000000 - 2409.6802 MHz PASS
T299% - 2483.500000 2414.3438 MHz PASS

300~y dBm
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20.0 -
15.0

10.0 -

Magnitude
(4]
o
1

100 -
15.0 -
20.0 -
25.0 -
-30.0 -

-35.0 -
MHz [l
I I I I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

Frequency

-40.0 -

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 259 of 364



cetecom

advanced

BW 20dB
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Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 5464 kHz INFO
T120dB 2400.000000 - 2409.2720 MHz PASS
T2 20dB - 2483.500000 2414.7360 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 10:46:32
229133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 24.84 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2435.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 29.84111.75|35
Start [MHz] | Stop [MHz] 2417.000 | 2457.000
RBW [MHZz] | VBW [MHz] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
300~y 4gm
25.0 -

Magnitude

MHz [
-40.0 —
242'0.00 242'5.00 243'0.00 243'5.00 244'0.00 244'5.00 2456400 245'5.00
Frequency
BW 99PCT
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Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 4660.000 kHz INFO
T199% 2400.000000 - 2434.6362 MHz PASS
T299% - 2483.500000 2439.2958 MHz PASS

30.0 - 7 4Bm

25.0 -

Magnitude

MHz [
-40.0 - 1 T I 1 I 1 1 1
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BW 20dB
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Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 5408 kHz INFO
T120dB 2400.000000 - 2434.2360 MHz PASS
T2 20dB - 2483.500000 2439.6440 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 11:05:58
23.0132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 g mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

READ SA SETTINGS:

MEASURED UNIT
24.89 dBm
2463.300 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm

25.0 -

Magnitude

29.89112.02|35
2442.000 | 2482.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

I 1 I I T 1
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00

Frequency

BW 99PCT

1 I
2475.00 2480.00
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 4660.000 kHz INFO
T199% 2400.000000 - 2459.6842 MHz PASS
T299% 2483.500000 2464.3438 MHz PASS

30.0 - 7 4Bm

25.0 -

Magnitude

MHz [
-40.0 - 1 T 1 I I 1 1 1
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Frequency
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01

Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 267 of 364



cetecom

advanced

BW 20dB
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Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 5456 kHz INFO
T120dB 2400.000000 - 2459.2360 MHz PASS
T2 20dB - 2483.500000 2464.6920 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 11:31:54
23.1132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.83 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2412.300 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 27.83111.32|35
Start [MHz] | Stop [MHz] 2392.000 | 2432.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
20.0 - § 4gm
15.0 -
10.0 -
50—
0.0 -
5.0 -
e
£-100-
s
15.0 -
20.0 -
25.0 -
-30.0 —
-35.0 —
MHz
-40.0 - I T T I I I I I
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 99PCT
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200~y ggm
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-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 6539.000 kHz INFO
T199% 2400.000000 - 2408.8403 MHz PASS
T299% - 2483.500000 2415.3797 MHz PASS
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BW 20dB
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Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB - - 7680 kHz INFO
T120dB 2400.000000 - 2408.2440 MHz PASS
T2 20dB - 2483.500000 2415.9240 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 11:55:37
23.1132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 21.96 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2437.000 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 26.96|11.75|35
Start [MHZ] | Stop [MHz] 2417.000 | 2457.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
20.0 - § 4gm
15.0 -
10.0 -
50—
0.0 -
5.0 -
e
£-100-
s
15.0 -
20.0 -
25.0 -
-30.0 —
-35.0
MHz
-40.0 — T T T 1 1 T T T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00
Frequency
BW 99PCT
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RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 6559.000 kHz INFO
T199% 2400.000000 - 2433.6363 MHz PASS
T299% - 2483.500000 2440.1957 MHz PASS
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BW 20dB

20.0 1 dBm
10.0 -
0.0~

-10.0

-20.0

N @
< <
o o
1 1

Magnitude

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00
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BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 7700 kHz INFO
T120dB 2400.000000 - 2433.0800 MHz PASS
T2 20dB - 2483.500000 2440.7800 MHz PASS

Verdict

PASS

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 276 of 364



cetecom

advanced

FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 12:19:54
232133
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_10MHz(HR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 22.51 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2462.100 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 27.51112.02| 35
Start [MHz] | Stop [MHz] 2442.000 | 2482.000
RBW [MHz] | VBW [MHZ] 0.500000 | 2.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501200 | 10001 | SWE
20.0 - § 4gm
15.0 -
10.0 -
50—
0.0 -
5.0 -
e
£-100-
s
15.0 -
20.0 -
25.0 -
-30.0 —
-35.0
MHz
-40.0 — T T T 1 1 T T T
244500 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00
Frequency
BW 99PCT
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BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 6475.000 kHz INFO
T199% 2400.000000 - 2458.8203 MHz PASS
T299% - 2483.500000 2465.2957 MHz PASS
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BW 20dB
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BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 7620 kHz INFO
T120dB 2400.000000 - 2458.2280 MHz PASS
T2 20dB - 2483.500000 2465.8480 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 12:38:53
23.3132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 25.69 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2412.000 MHz INFO
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm
25.0 -
20.0 -
15.0 —

10.0 -

Magnitude
(4]
o
|

-10.0 -
-15.0 -
-20.0 -
-25.0 -
-30.0 -
-35.0

-40.0 - I T I
2395.00 2400.00 2405.00

30.69111.32|35
2392.000 | 2432.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

MHz [l
1 1 1 1 1
2410.00 2415.00 2420.00 2425.00 2430.00
Frequency
BW 99PCT
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30.0 - 7 4Bm
20.0 -

10.0 —

-10.0 -
-20.0 -

-30.0 -

Magnitude

-40.0 —
-50.0 —
-60.0 —
-70.0 -

-80.0 —

MHz [}
T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

-90.0 -

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 3400.000 kHz INFO
T199% 2400.000000 - 2410.3162 MHz PASS
T299% - 2483.500000 2413.7158 MHz PASS

300~y dBm
25.0 -
20.0 -
15.0

10.0 -

Magnitude
(4]
o
1

100 -
15.0 -
20.0 -
25.0 -
-30.0 -

-35.0
MHz [I
T T T T T T T T
2395.00 2400.00 2405.00 2410.00 2415.00 2420.00 2425.00 2430.00

Frequency

-40.0 -
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BW 20dB

30.0 -y 4Bm
20.0 -
10.0 —

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
|

-40.0 -

-50.0 -

-60.0 -

-70.0 -

-80.0 -

MHz [}

-90.0 - T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 3912 kHz INFO
T120dB 2400.000000 - 2410.0600 MHz PASS
T2 20dB - 2483.500000 2413.9720 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 13:15:42
23.2132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

MEASURED UNIT
24.68 dBm
2437.000 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm

25.0 -

Magnitude

29.68111.75|35
2417.000 | 2457.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

T T T T T T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00

Frequency

BW 99PCT

T T
2450.00 2455.00
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 3400.000 kHz INFO
T199% 2400.000000 - 2435.2762 MHz PASS
T299% - 2483.500000 2438.6758 MHz PASS

30.0 -

{ dBm

25.0 -

20.0 -

15.0 —

10.0 -

5.0 -

0.0 -

-5.0 -

Magnitude

-10.0 —

-15.0 -

-20.0 -

-25.0 —

-30.0 -

-35.0

MHz [I
T T T T T T 1 T
2420.00 2425.00 2430.00 2435.00 2440.00 2445.00 2450.00 2455.00

Frequency

-40.0 -
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BW 20dB

30.0 ~ y 4Bm
20.0 ~
10.0

0.0

-10.0

-20.0

Magnitude
@
o
o
1

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 3912 kHz INFO
T120dB 2400.000000 - 2435.0200 MHz PASS
T2 20dB - 2483.500000 2438.9320 MHz PASS

Verdict

PASS
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FCC 15.247, ISED RSS247 # Bandwidth 99PCT and 20dB ~ WLAN2G4

b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

21.04.2026 13:50:40
23.3132
6.0.6.0

FCC 15.247, ISED RSS247 | NI

FCC 15.247 Bandwidth 99PCT-20dB DTS - WLAN2G4 b mode

DSSS_5MHz(QR)_ANT1_PS22 avg

Number of antenna ports 2

User interaction No

Equipment

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0
Test Parameter

Technology to test WLAN2G4 b mode
EUT port EUT1

Temperature nom

Voltage nom

Frequency low to test

Frequency mid to test

Frequency high to test

Auto control enabled power supply | Climatic Box
Additional path loss [dB]

Full path type

Full path name

Switch bits

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001



cetecom

advanced

Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

READ SA SETTINGS:

MEASURED UNIT
24.99 dBm
2462.000 MHz

VERDICT
INFO

INFO

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHz]

RBW [MHZz] | VBW [MHz]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

30.0 - 7 4Bm

25.0 -

Magnitude

29.99112.02|35
2442.000 | 2482.000
0.500000 | 2.000000
POS | MAXH
50120010001 | SWE

T T T T T T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00

Frequency

BW 99PCT
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300~ ggm
20.0
10.0 -

0.0
0.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [
-90.0 ~ 1 1 1 T T T I T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within Band 99PCT

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 99% - - 3404.000 kHz INFO
T199% 2400.000000 - 2460.3082 MHz PASS
T299% - 2483.500000 2463.7118 MHz PASS

30.0 - 7 4Bm

25.0 -

Magnitude

-40.0 -

T 1 T T T I 1 T
2445.00 2450.00 2455.00 2460.00 2465.00 2470.00 2475.00 2480.00

Frequency
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BW 20dB

30.0 ~ y 4Bm
20.0 ~
10.0

0.0

-10.0

-20.0

Magnitude
@
o
o
1

-40.0

-50.0

-60.0

-70.0

-80.0

MHz [}

-90.0 T T T T T T T T
2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00

Frequency

BW within band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Bandwidth 20dB - - 3920 kHz INFO
T120dB 2400.000000 - 2460.0480 MHz PASS
T2 20dB - 2483.500000 2463.9680 MHz PASS

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 11:21:30
23.4135

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.47 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2413.200 MHz INFO

10.0 ~ 3 4pm

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
1

-40.0 -

-50.0 -

i e
ot ppe !

MHz
e 200000 400000 600000 8000.00 1000000 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 19.47121.22115

Start [MHZ] | Stop [MHz] 24780.000 | 25000.000

RBW [MHZz] | VBW [MHZ] 0.100000 | 0.300000

Detector | TraceMode RMS | MAXH

Sweep: time [ms] | count | points per Section | type 200 25] 1501 | SWE
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10.0 - 4 4Bm

-10.0 -

-20.0 -

Magnitude
@
o
o
|

-40.0 -
-50.0 -

-60.0 -

MHz [l
-70.0 - T T T T T T T T T T T 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00 2490.00 2500.00
Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Reference @ 2412.67 — — 8.53 dBm INFO
MHz

No peaks detected PASS

Lowest margin to 0 19.92 dB INFO
limit 4824 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 11:42:22
23.4135

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

10.0 - 5 dgm

MEASURED UNIT VERDICT
17.95 dBm INFO
2435.800 MHz INFO

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
1

-40.0 -

-60.0 —M

-70.0 -

I I I I
2000.00 4000.00 6000.00 8000.00

READ SA SETTINGS:

A
b i Vg e

MHz [l

I I I I I I I I
10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00

Frequency

TX emissions

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

17.95121.22|15
24780.000 | 25000.000
0.100000 | 0.300000
RMS | MAXH

200 25]1501 | SWE
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10.0 - 4 4Bm

0.0-

-10.0 -

-20.0 -

Magnitude
@
o
o
|

-40.0 -

-50.0 -

-60.0
MHz I
-70.0 - I | 1 | | 1 | 1 1 | | 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00  2470.00 2480.00 2490.00 2500.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2436.33 — — 6.99 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 21.08 dB INFO
limit 4874 MHz
Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 b mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 12:05:27
23.4|34

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 b mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 b mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.73 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2463.200 MHz INFO
10.0 - 5 dgm
0.0-
-10.0 -
-20.0 -
°
2
E-30.0 -
&
=
-40.0 -
-50.0 —
-60.0 — w 'm
MHz [
-70.0 - T T T T T T T T T T I T
2000.00  4000.00  6000.00  8000.00 10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

18.73121.22115
24780.000 | 25000.000
0.100000 | 0.300000
RMS | MAXH

200 25]1501 | SWE
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10.0 - 4 4Bm

-10.0 -

-20.0 -

Magnitude
@
o
o
|

-40.0 -
-50.0 -

-60.0 -

MHz [l
-70.0 - T T T T T T T T T T T 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00 2490.00 2500.00
Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Reference @ 2462.67 - — 6.93 dBm INFO
MHz

No peaks detected PASS

Lowest margin to 0 23.13 dB INFO
limit 4924 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 12:56:44
23.6134

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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advanced

Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 21.53 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2419.190 MHz INFO

10.0 - 5 dgm

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
1

-40.0 -
-50.0 — ‘
-60.0 -# “ * ‘
MHz @
-70.0 - T T T T T T T T T T I T
2000.00  4000.00  6000.00  8000.00 10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 21.5321.22|20
Start [MHz] | Stop [MHz] 24780.000 | 25000.000
RBW [MHz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode RMS | MAXH
Sweep: time [ms] | count | points per Section | type 200 25] 1501 | SWE
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10.0 - 4 4Bm
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-10.0 -
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-25.0 -

Magnitude

-30.0 -

-35.0

-40.0
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-50.0 -

-55.0
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-60.0 - T T T T T T T T T T T
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00 2470.00 2480.00 2490.00 2500.00

Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2419.50 — — 5.81 dBm INFO
MHz

No peaks detected PASS
Lowest margin to 0 11.26 dB INFO
limit 2399.833 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 13:18:16
23.6134

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 20.11 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2429.510 MHz INFO

10.0 - 5 dgm

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
1
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N
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MHz
e 200000 400000 600000 8000.00 1000000 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 20.11121.22115
Start [MHZ] | Stop [MHz] 24780.000 | 25000.000
RBW [MHZz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode RMS | MAXH
Sweep: time [ms] | count | points per Section | type 200 25] 1501 | SWE
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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10.0 - 4 4Bm
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Magnitude
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-70.0 - I | 1 | | 1 | 1 1 | | 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00  2470.00 2480.00 2490.00 2500.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2430.17 - — 4.39 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 24.63 dB INFO

limit 19465 MHz

Verdict

PASS

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 307 of 364



cetecom

advanced

FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 g mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

EUT Common Settings WLAN2G4

20.04.2026 13:35:09
23.6134

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS - WLAN2G4 g mode

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 g mode

EUT1

nom

nom

False | Freq [MHZz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.27 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2467.790 MHz INFO

10.0 - 5 dgm

0.0 -

-10.0 -

-20.0 -

Magnitude
@
o
o
1

-40.0 -

-50.0 -

-60.0 - & . “ m.

MHz
e 200000 400000 600000 8000.00 1000000 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 19.27121.22115

Start [MHZ] | Stop [MHz] 24780.000 | 25000.000

RBW [MHZz] | VBW [MHZ] 0.100000 | 0.300000

Detector | TraceMode RMS | MAXH

Sweep: time [ms] | count | points per Section | type 200 25] 1501 | SWE

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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10.0 - 4 4Bm
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Magnitude
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-70.0 - I | 1 | | 1 | 1 1 | | 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00  2470.00 2480.00 2490.00 2500.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2467.33 — — 2.78 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 23.74 dB INFO

limit 19440.333 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 n-HT20

mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method
Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:14:59
23.6|34

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS DTS - WLAN2G4 n-HT20
mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 21.36 dBm INFO
TMHz/1MHz cond.

Ref. frequency 2417.890 MHz INFO

10.0 - 5 dgm

0.0 -

-10.0 -

-20.0 -

Magnitude
@
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-40.0 -
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MHz @
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2000.00  4000.00  6000.00  8000.00 10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 21.36121.22|20
Start [MHz] | Stop [MHz] 24780.000 | 25000.000
RBW [MHz] | VBW [MHZ] 0.100000 | 0.300000
Detector | TraceMode RMS | MAXH
Sweep: time [ms] | count | points per Section | type 200 25] 1501 | SWE
cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
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10.0 - 4 4Bm

-10.0 -

-20.0 -

Magnitude
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-40.0 -
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-60.0 —
MHz I
-70.0 - I | 1 | | 1 | 1 1 | | 1
2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00  2470.00 2480.00 2490.00 2500.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2419.50 — — 5.38 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 9.58 dB INFO
limit 2399.833 MHz
Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 n-HT20

mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method
Description

Information

EUT Common Settings WLAN2G4

20.04.2026 14:53:41
23.7133

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS DTS - WLAN2G4 n-HT20
mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2437 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.83 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2430.110 MHz INFO
10.0 - 5 dgm
0.0-
-10.0 -
-20.0 -
°
2
E-30.0 -
&
=
-40.0 -
-50.0 —
o P g w
MHz [
-70.0 - T T T T T T T T T T I T
2000.00  4000.00  6000.00  8000.00 10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.83121.22115
24780.000 | 25000.000
0.100000 | 0.300000
RMS | MAXH

200 25]1501 | SWE

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-1335-25-01-04_TR1-A201-R01
Release 1 - Page 315 of 364



cetecom

advanced

10.0 - 4 4Bm
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2390.00 2400.00 2410.00 2420.00 2430.00 2440.00 2450.00 2460.00  2470.00 2480.00 2490.00 2500.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2429.83 — — 4.21 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 24.29 dB INFO

limit 19463 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 n-HT20

mode

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method
Description

Information

EUT Common Settings WLAN2G4

20.04.2026 15:16:12
23.8133

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS DTS - WLAN2G4 n-HT20
mode

OFDM_nHT20-mode_20MHz_ANT1_PS22 avg

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 n-HT20 mode

EUT1

nom

nom

False | Freq [MHz] 2412

False | Freq [MHz] 2437

True | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2462 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 20.91 dBm INFO
TMHz/1MHz cond.
Ref. frequency 2464.600 MHz INFO
10.0 - 4gm
0.0-
-10.0 -
-20.0 -
°
2
E-30.0 -
&
=
-40.0 -
-50.0 —
> i
MHz [
-70.0 - T T T T T T T T T T I T
2000.00  4000.00  6000.00  8000.00 10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00
Frequency
TX emissions
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.91121.22115
24780.000 | 25000.000
0.100000 | 0.300000
RMS | MAXH

200 25]1501 | SWE

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2464.50 -— — 3.82 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 24.52 dB INFO
limit 19127.667 MHz
Verdict

PASS
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FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method
Description

Information

EUT Common Settings WLAN2G4

21.04.2026 07:25:44
216135

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS DTS - WLAN2G4 ax-
HE20

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

True | Freq [MHz] 2412

False | Freq [MHz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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Test at TX 2412 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency - —

10.0 - 5 dgm

MEASURED UNIT VERDICT
23.72 dBm INFO
2419.990 MHz INFO
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Magnitude
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READ SA SETTINGS:

MHz [l

I I I I I I I I
10000.00 12000.00 14000.00 16000.00 18000.00 20000.00 22000.00 24000.00

Frequency

TX emissions

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

23.72121.22120
24780.000 | 25000.000
0.100000 | 0.300000
RMS | MAXH

200 25]1501 | SWE

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken
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Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 2421.00 — — 5.52 dBm INFO
MHz

No peaks detected PASS
Lowest margin to 0 8.71 dB INFO

limit 2399.5 MHz

Verdict

PASS

cetecom advanced GmbH Document No. 1-1335-25-01-04_TR1-A201-R01
Untertiirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 322 of 364



cetecom

advanced

FCC 15.247 # TX spurious conducted 30dBc ~ WLAN2G4 ax-HE20

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method
Description

Information

EUT Common Settings WLAN2G4

21.04.2026 08:13:28
223133

6.0.6.0

FCC 15.247 | NI

IF DTS then 8.5 DTS emissions in non-restricted frequency bands:
Subclause 11.11 of ANSI C63.10 is applicable

FCC 15.247 TX Emissions cond. 30dBc DTS DTS - WLAN2G4 ax-
HE20

Number of antenna ports

User interaction

Equipment

No

Signal analyzer,Rohde&Schwarz,FSV-40,1307.9002K40/101042,3.71

Switch matrix,cetecom advanced GmbH,USM,B002,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

WLAN2G4 ax-HE20

EUT1

nom

nom

False | Freq [MHZz] 2412

True | Freq [MHZz] 2437

False | Freq [MHz] 2462

No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/EUT1.GEN1/EUT1.GEN2/
00010001:00010001:00000000:00000001
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