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TEST REPORT

D ber 09, 2025
Test Report No. : LCSA11265001EF ecember”
Date of issue
EUT ... : Smart POS
Test Model........cccceeeeeennnnen. : WIZARPOS Q3min
Applicant...........cooeiiiiiiiennnnns : WizarPos International Co., Ltd.
AdAress......cooovveeeeiieeeiieeeeenn, : 4F, No 507 Wuning Rd, Shanghai, China
Telephone.........ccccoeeeeeeeenein. 2
Fax.....a. ket ot ®. s 2
Manufacturer........cccccoovrenenee. : WizarPos International Co., Ltd.
Address......eeeeveiiiiiiiii : 4F, No 507 Wuning Rd, Shanghai, China
Telephone..........ccccoeiniinnnne. )
FaXeiiiiiiieeeee e 2
Factory........ccooviiiiiciicinnnnnnnes : WizarPos International Co., Ltd.
Address......ccooveeveviiiiiiiieee, : 4F, No 507 Wuning Rd, Shanghai, China
Telephone..........ccccooinninnnne. /
FaXuiiiiiieeee e /
Test Result: Pass

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test laboratory.
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1 TEST STANDARDS

The tests were performed according to following standards:

FCC Part 22 (10-1-16 Edition): Cellular Radiotelephone Service.

FCC Part 24(10-1-16 Edition): Broadband PCS.

ANSI/TIA-603-E-2016: Land Mobile FM or PM Communications Equipment Measurement and Performance
Standards.

47 CFR FCC Part 15 Subpart B: Unintentional Radiators.

FCC Part 2: Frequency Allocations And Radio Treaty Matters: General Rules And Regulations.

ANSI C63.4:2014: Methods of Measurement of Radio-Noise Emissions from Low-Voltage Electrical and
Electronic Equipment in the Range of 9 kHz to 40 GHz.

ANSI C63.26-2015: Compliance Testing of Transmitters Used in Licensed Radio Services.

FCC KDB971168 D01 Power Meas License Digital Systems v03r01.
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2 SUMMARY

2.1 Product Description

The WizarPos International Co., Ltd.’'s Model: WIZARPOS Q3min or the “EUT” as referred to in this report;
more general information as follows, for more details, refer to the user’s manual of the EUT.
EUT : Smart POS
Test Model : WIZARPOS Q3min
Ratings : Input: 24V=2.5A
For AC Adapter Input: 100-240V~, 50/60Hz, 1.5A MAX
Adapter Output: 24V=2.5A
DC 3V By CR2032 LITHIUM BATTERY

Hardware Version : 1.0
Software Version :1.0.0
Bluetooth :
Frequency Range : 2402MHz~2480MHz
Channel Number : 79 channels for Bluetooth V5.0 (DSS)
40 channels for Bluetooth V5.0 (DTS)
Channel Spacing : 1MHz for Bluetooth V5.0 (DSS)
2MHz for Bluetooth V5.0 (DTS)
Modulation Type : GFSK, m/4-DQPSK, 8-DPSK for Bluetooth V5.0 (DSS)
GFSK for Bluetooth V5.0 (DTS)
Bluetooth Version : V5.0
Antenna Description : Internal Antenna, 0.8dBi(Max.)
WIFI(2.4G Band) :
Frequency Range : 2412MHz~2462MHz
: 11 Channels for 20MHz bandwidth (2412~2462MHz)
Channel Number 7 Channels for 40MHz bandwidth (2422~2452MHz)
Channel Spacing : 5MHz
Modulation Type : IEEE 802.11b: DSSS (CCK, DQPSK, DBPSK)

IEEE 802.11g: OFDM (64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11n: OFDM (64QAM, 16QAM, QPSK, BPSK)

Antenna Description : Internal Antenna, 0.8dBi(Max.)

WIFI(5.2G Band) :

Frequency Range : 5180MHz~5240MHz

Channel Number : 4 Channels for 20MHz bandwidth(5180MHz~5240MHz)

2 channels for 40MHz bandwidth(5190MHz~5230MHz)
1 channels for 80MHz bandwidth(5210MHz)

Modulation Type : IEEE 802.11a/n: OFDM (64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11ac: OFDM (256QAM, 64QAM, 16QAM, QPSK, BPSK)
Antenna Description : Internal Antenna, 1.0dBi(Max.)
WIFI(5.8G Band) :
Frequency Range : 5745MHz~5825MHz
Channel Number : 5 channels for 20MHz bandwidth(5745MHz~5825MHz)

2 channels for 40MHz bandwidth(5755MHz~5795MHz)
1 channels for 80MHz bandwidth(5775MHz)

Modulation Type : IEEE 802.11a/n: OFDM (64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11ac: OFDM (256QAM, 64QAM, 16QAM, QPSK, BPSK)
Antenna Description . Internal Antenna, 1.0dBi(Max.)
2G :
Support Band : XIGSM 850 (U.S.-Band)

XIPCS 1900 (U.S.-Band)

Shenzhen LCS Compliance Testing Laboratory Ltd.
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Release Version
GPRS Class
EGPRS Class

Type Of Modulation
Antenna Description

3G
Support Band

Release Version
Type Of Modulation
Antenna Description

LTE
Support Band

LTE Release Version
Type Of Modulation
Antenna Description

Power Class

NFC

Operating Frequency
Modulation Type
Antenna Description
Extreme temp.
Tolerance

Extreme vol. Limits

Note: For a more detailed antenna description, please refer to the antenna specifications or the anten
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: R99

: Class 12

: Class 12

: GMSK for GSM/GPRS; GMSK/8PSK for EGPRS
. Internal Antenna

-0.4dBi (max.) For GSM 850

0.3dBi (max.) For PCS 1900

: KIWCDMA Band Il (U.S.-Band)

XIWCDMA Band V (U.S.-Band)

: R6
: QPSK,16QAM
. Internal Antenna

0.3dBi (max.) For WCDMA Band II

-0.4dBi (max.) For WCDMA Band V

: K E-UTRA Band 2(U.S.-Band

( )
< E-UTRA Band 4(U.S.-Band)
< E-UTRA Band 5(U.S.-Band)
< E-UTRA Band 7(U.S.-Band)
X E-UTRA Band 38(U.S.-Band)
X E-UTRA Band 41(U.S.-Band)

: R8
: QPSK/16QAM
: Internal Antenna

0.3dBi (max.) For E-UTRA Band 2
0.4dBi (max.) For E-UTRA Band 4
-0.4dBi (max.) For E-UTRA Band 5
-0.4dBi (max.) For E-UTRA Band 7
1.0dBi (max.) For E-UTRA Band 38
1.0dBi (max.) For E-UTRA Band 41

: Class 3

: 13.56MHz

: ASK

: Internal Antenna, 0dBi(Max.)
: -10°C to +50°C

: 24VDC

na report provided by the customer.

Shenzhen LCS Compliance Testing Laboratory Ltd.

Report No.: LCSA11265001EF

Il

518000, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity

EE%E Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,
EI%

e
b


mailto:webmaster@lcs-cert.com

S

Page 9 of 48

2.2 Equipment under Test

Power supply system utilised

FCC ID: 2AG97-WIZARPOSQ3UPT

Report No.: LCSA11265001EF

Power supply voltage

120V /60 Hz

0| 115V /60Hz

12V DC

0|24V DC

o | Other (specified in blank below)

Test frequency list

RF Channel
Vs eel TR Low(L) Middle (M) High (H)
T Channel 128 Channel 190 Channel 251
GSM850 824.2 MHz 836.6 MHz 848.8 MHz
RX Channel 128 Channel 190 Channel 251
869.2 MHz 881.6 MHz 893.8 MHz
RF Channel
Vs eel TR Low(L) Middle (M) High (H)
T Channel 512 Channel 661 Channel 810
PCS1900 1850.2 MHz 1880.0 MHz 1909.8 MHz
RX Channel 512 Channel 661 Channel 810
1930.2 MHz 1960.0 MHz 1989.8 MHz

2.3
2.3.1 General Description

WIZARPOS Q3min is subscriber equipment in the

Short description of the Equipment under Test (EUT)

BT/BLE/2.4GWIFI/5.2GWIFI/5.8GWIFI/GSM/WCDMA/LTE/NFC system. GSM/GPRS/EGPRS frequency band is
Band II/V. The HSPA/UMTS frequency band is Band II/V. LTE frequency band is band 2/4/5/7/38/41. The
WIZARPOS Q3min implements such functions as RF signal receiving/transmitting, GSM/GPRS/EGPRS/
HSPA/UMTS/LTE protocol processing. Externally it provides SIM card interface.

2.4 Support equipment List

Manufacturer Description Model Serial Number | Certificate
Hunan Dajing Power AC : L
Technology Co.,Ltd. ADAPTER ADP-60D24 FCC
2.5 External I/O Cable
I/O Port Description Quantity Cable
Type-C USB Port 1 N/A
USB Port 1 N/A
LAN IN Port 2 N/A
Power Port 1 N/A

2.6 Normal Accessory setting
Fully charged battery was used during the test.

Shenzhen LCS Compliance Testing Laboratory Ltd.
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2.7 Test Sample

The application provides 2 samples to meet requirement;

Sample Number Description
Sample 1(A251125098-1) Engineer sample — continuous transmit
Sample 2(A251125098-2) Normal sample — Intermittent transmit

2.8 EUT configuration

The following peripheral devices and interface cables were connected during the measurement:
e - supplied by the manufacturer

o - supplied by the lab

o | Power Cable Length (m) : /
Shield : /
Detachable : /
o | Multimeter Manufacturer : |/
Model No. : /

2.9 Related Submittal(s) / Grant (s)

This submittal(s) (test report) is intended for FCC ID: 2AG97-WIZARPOSQ3UPT filing to comply with FCC Part
22 and Part 24 Rules.

2.10 Modifications

No modifications were implemented to meet testing criteria.
2.11 General Test Conditions/Configurations
2.11.1 Test Modes

NOTE: The test mode(s) are selected according to relevant radio technology specifications.

Test Mode Test Modes Description

GSM/TM1 GSM system, GSM, GMSK modulation
GSM/TM2 GSM system, GPRS, GMSK modulation
GSM/TM3 GSM system, EDGE, GMSK, 8PSK modulation
Note:

1. As GSM and GPRS with the same emission designator, test result recorded in this report at the worst case
GSM/TM1 only after exploratory scan.

2.11.2 Test Environment

Environment Parameter Selected Values During Tests
Relative Humidity Ambient
Temperature TN Ambient
VL DC 20.4V
Voltage VN DC 24V
VH DC 27.6V

NOTE: VL=lower extreme test voltage VN=nominal voltage
VH=upper extreme test voltage TN=normal temperature

Shenzhen LCS Compliance Testing Laboratory Ltd.
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3 TEST ENVIRONMENT

3.1 Address of the test laboratory
Shenzhen LCS Compliance Testing Laboratory Ltd
101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District,
Shenzhen, 518000, China

The sites are constructed in conformance with the requirements of ANSI C63.4 (2014) and CISPR
Publication 22.

3.2 Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

NVLAP Accreditation Code is 600167-0.
FCC Designation Number is CN5024.
CAB identifier is CN00O71.

CNAS Registration Number is L4595.
Test Firm Registration Number: 254912

3.3 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Temperature: 15-35°C
Humidity: 30-60 %
Atmospheric pressure: 950-1050mbar
[=] =] Shenzhen LCS Compliance Testing Laboratory Ltd.
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3.4 Test Description

FCC ID: 2AG97-WIZARPOSQ3UPT

3.4.1 Cellular Band (824-849MHz paired with 869-894MHz)

Report No.: LCSA11265001EF

Test Item FCC Rule No. Requirements Verdict
Effective(lsotropic) Radiated §2.1046, .
Output Power §22.913 FCC: ERP < 7W. Pass
Modulation Characteristics §2.1047 Digital modulation N/A
. OBW: No limit.
Bandwidth §2.1049 EBW: No limit. Pass
§2.1051 <-13dBm/1%*EBW, in 1MHz bands
Band Edges Compliance y ’ immediately outside and adjacent to Pass
§22.917
The frequency block.
. . < -13dBm/100kHz,
Spurious Em|ss.|on gkishtenna §2.1051, from 9kHz to 10th harmonics but outside Pass
Terminals §22.917 ¥ :
authorized operating frequency ranges.
Field Strength of Spurious §2.1053,
Radiation §22.917 < -13dBm/100kHz. Pass
. §2.1055,
Frequency Stability §22.355 < 12.5ppm. Pass
Peak-Average Ratio §22.913 FCC:Limit<13dB N/A
Receiver Spurious Emissions N/A Pass
NOTE 1: For the verdict, the “N/A” denotes “not applicable”, the N/T de notes “not tested”.
3.4.2 PCS Band (1850-1910MHz paired with 1930-1990MHz)
Test Item FCﬁ:ule Requirements Verdict
Effective(lsotropic) Radiated §2.1046,
Output Power §24.232 EIRP <2W Pass
. §2.1046,
Peak-Average Ratio §24.232 <13dB Pass
Modulation Characteristics §2.1047 Digital modulation N/A
: OBW: No limit.
Bandwidth §2.1049 EBW- No limit. Pass
Band Edges Compliance §2.1051, < -13dBm/1%*EBW, In 1MHz bands immediately Pass
9 P §24.238 outside and adjacent to The frequency block.
Spurious Emission at §2.1051, <-13dBm/1MHz, from 9kHz to10th harmonics but Pass
Antenna Terminals §24.238 outside authorized Operating frequency ranges.
Field Strength of Spurious §2.1053,
Radiation §24.238 <-13dBm/1MHz. Pass
. §2.1055,
Frequency Stability §24.235 < +2.5ppm. Pass
Peak-Average Ratio §24.232 FCC:Limit<13dB Pass
Recelvgr Spurlous N/A _ Pass
Emissions

NOTE 1: For the verdict, the “N/A” denotes “not applicable”, the “N/T” de notes “not tested”.

Remark: The measurement uncertainty is not included in the test result.

518000, China
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FCC ID: 2AG97-WIZARPOSQ3UPT

Report No.: LCSA11265001EF

3.5 Equipments Used during the Test
Irts Equipment Manufacturer Model No. Serial No. Cal Date Due Date
1 Power Meter R&S NRVS 100444 2025-05-22 2026-05-21
2 Power Sensor R&S NRP-Z81 100458 2025-05-22 2026-05-21
3 Power Sensor R&S U2021 10057 2025-05-22 2026-05-21
4 LTE Test Software Tonscend JS1120-1 N/A N/A N/A
5 RF Control Unit MWRFtest MW100-RFCB / 2025-11-07 2026-11-06
6 MXA Signal Analyzer Agilent N9020A MY53300304 2025-05-22 2026-05-21
WIDEBAND RADIO
7 COMMUNICATION R&S CMW 500 166586 2025-05-22 2026-05-21
TESTER
8 DC Power Supply Agilent E3642A N/A 2025-09-27 2026-09-26
9 EMI Test Software Farad EZ-EMC VermARRD- N/A N/A
10 3m Semi Anechoic Maorui 966 / 2023-10-12 | 2026-10-11
Chamber
11 Positioning Controller Max-Full MF7802BS MF780208586 N/A N/A
12 Active Loop Antenna SCHWARZBECK FMZB 1519B 00005 2024-07-13 2027-07-12
13 By-log Antenna SCHWARZBECK VULB9163 9163-470 2024-08-03 2027-08-02
14 Horn Antenna SCHWARZBECK BBHA 9120D 9120D-1925 2024-07-13 2027-07-12
15 | Broadband Horn Antenna SCHWARZBECK BBHA 9170 791 2024-07-13 2027-07-12
16 Broadband Preamplifier SCHWARZBECK BBV9719 9719-025 2024-07-30 2027-07-29
17 EMI Test Receiver R&S ESR7 101181 2025-05-22 2026-05-21
RS SPECTRUM
18 ANALYZER R&S FSP40 100503 2025-05-22 2026-05-21
19 Low-frequency amplifier SchwarzZBECK BBV9745 00253 2025-09-27 2026-09-26
20 High-frequency amplifier JS Denki Pte PA0118-43 JSPA21009 2025-09-27 2026-09-26
21 6dB Attenuator / 100W/6dB 1172040 2025-05-22 2026-05-21
22 3dB Attenuator / 2N-3dB / 2025-09-28 2026-09-27
23 | Temperature & Humidity Baro / / 2025-06-04 | 2026-06-03
Chamber
24 EMI Test Software Farad EZ-EMC Ver'si“ﬁ'fON N/A N/A
25 Antenna Mast Max-Full MFA-515BSN 1308572 N/A N/A
[=] =] Shenzhen LCS Compliance Testing Laboratory Ltd.
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3.6 Measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there may
be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to ETSI TR 100 028 “ Electromagnetic compatibility
and Radio spectrum Matters (ERM); Uncertainties in the measurement of mobile radio equipment characteristics”
and is documented in the Shenzhen LCS Compliance Testing Laboratory Ltd. quality system acc. to DIN EN
ISO/IEC 17025. Furthermore, component and process variability of devices similar to that tested may result in
additional deviation. The manufacturer has the sole responsibility of continued compliance of the device.

Hereafter the best measurement capability for Shenzhen LCS Compliance Testing Laboratory Ltd. is reported:

Measurement
Test Range Uncertainty Notes
Radiated Emission 30~1000MHz 3.10dB (1)
Radiated Emission 1~18GHz 3.80 dB (1)
Radiated Emission 18-40GHz 3.90 dB (1)
Conducted Disturbance 0.15~30MHz 1.63 dB (1)
Conducted Power 9KHz~18GHz 0.61dB (1)
Spurious RF Conducted Emission 9KHz~40GHz 1.22 dB (1)
Band Edge Compliance of RF Emission 9KHz~40GHz 1.22 dB (1)
Occuiped Bandwidth 9KHz~40GHz - 1)

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level
using a coverage factor of k=1.96.
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4 TEST CONDITIONS AND RESULTS

4.1 Output Power
TEST APPLICABLE

During the process of testing, the EUT was controlled via R&S Digital Radio Communication tester (CMU200) to
ensure max power transmission and proper modulation. This result contains output power and EIRP
measurements for the EUT. In all cases, output power is within the specified limits.

4.1.1 Conducted Output Power

TEST CONFIGURATION

I
——L] At [1— cMu200

ELT

TEST PROCEDURE

Conducted Power Measurement:

a) Place the EUT on a bench and set it in transmitting mode.

b) Connect a low loss RF cable from the antenna port to a CMU200 by an Att.
¢) EUT Communicate with CMU200 then selects a channel for testing.

d) Add a correction factor to the display CMU200, and then test.

TEST RESULTS
Burst Average Conducted power (dBm)
GSM 850 Channel/Frequency(MHz)

128/824.2 190/836.6 251/848.8

GSM 32.40 32.42 32.40

1TX slot 32.30 32.27 32.31

GPRS 2TX slot 30.97 31.03 30.99

(GMSK) 3TX slot 29.50 29.52 29.48

4TX slot 28.00 28.01 28.01

1TX slot 26.01 25.98 25.98

EDGE 2TX slot 24.51 24.50 24 .47

(8PSK) 3TX slot 23.00 23.01 23.03

4TX slot 21.48 21.49 21.49

Burst Average Conducted power (dBm)
PCS 1900 Channel/Frequency(MHz)

512/1850.2 661/1880 810/1909.8

GSM 29.42 29.43 29.46

1TX slot 29.41 29.39 29.41

GPRS 2TX slot 28.01 27.98 28.01

(GMSK) 3TX slot 26.53 26.50 26.49

4TX slot 24.98 25.00 24.97

1TX slot 25.51 25.50 25.52

EDGE 2TX slot 23.99 23.99 23.98

(8PSK) 3TX slot 22.50 22.50 22.47

4TX slot 21.03 20.98 20.97
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4.1.2 Radiated Output Power

TEST DESCRIPTION

This is the test for the maximum radiated power from the EUT.

Per rule Part 24.232(c) specifies, "Mobile/portable stations are limited to 2 watts e.i.r.p. Peak power" and
24.232(e) specifies that "Peak transmit power must be measured over any interval of continuous transmission
using instrumentation calibrated in terms of an rms-equivalent voltage."

Per rule Part 22.913(a) specifies ” The ERP of mobile transmitters and auxiliary test transmitters must not exceed
7 Watts.”

TEST CONFIGURATION

Signal
Substitute Generator
Artenna

J
4

SA

Y
ol

Receiving Antenna

P

VY

e ——

SA

Fiter Amplifier

Attenuator

TEST PROCEDURE

1. EUT was placed on a 1.50 meter high non-conductive stand at a 3 meter test distance from the receive
antenna. A receiving antenna was placed on the antenna mast 3 meters from the EUT for emission
measurements. The height of receiving antenna is 1.50 m. Detected emissions were maximized at each
frequency by rotating the EUT through 360° and adjusting the receiving antenna polarization. The radiated
emission measurements of all transmit frequencies in three channels (High, Middle, Low) were measured
with peak detector.

2. Alog-periodic antenna or double-ridged waveguide horn antenna shall be substituted in place of the EUT.
The log-periodic antenna will be driven by a signal generator and the level will be adjusted till the same
power value on the spectrum analyzer or receiver. The level of the spurious emissions can be calculated
through the level of the signal generator, cable loss, the gain of the substitution antenna and the reading of
the spectrum analyzer or receiver.

3. The EUT is then put into continuously transmitting mode at its maximum power level during the test.Set Test
Receiver or Spectrum RBW=1MHz,VBW=3MHz, And the maximum value of the receiver should be recorded
as (Pr).

4. The EUT shall be replaced by a substitution antenna. In the chamber, an substitution antenna for the
frequency band of interest is placed at the reference point of the chamber. An RF Signal source for the
frequency band of interest is connected to the substitution antenna with a cable that has been constructed to
not interfere with the radiation pattern of the antenna. A power (Pwmea) is applied to the input of the substitution
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antenna, and adjust the level of the signal generator output until the value of the receiver reach the
previously recorded (Pr). The power of signal source (Pwmea) is recorded. The test should be performed by
rotating the test item and adjusting the receiving antenna polarization.

A amplifier should be connected to the Signal Source output port. And the cable should be connect between
the Amplifier and the Substitution Antenna. The cable loss (Pq) ,the Substitution Antenna Gain (Ga) and the
Amplifier Gain (Pag) should be recorded after test.

The measurement results are obtained as described below:

Power(EIRP)=Pwmeat Pag - Pai + Ga

6. This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dBi) and

known input power.

7. ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP = EIRP-2.15dBi.

TEST LIMIT

According to 22.913(a), 24.232(c) , the ERP should be not exceed following table limits:

GSM850(GPRS850,EDGES850)
Function Power Step Burst Average ERP (dBm)
GSM 5 FCC: <38.45dBm (7W)
GPRS 3 FCC: <38.45dBm (7W)
EDGE 8 FCC: <38.45dBm (7W)
PCS1900(GPRS1900,EDGE1900)
Function Power Step Burst Average EIRP (dBm)
GSM 0 <33.01dBm (2W)
GPRS 3 <33.01dBm (2W)
EDGE 2 <33.01dBm (2W)
TEST RESULTS
Remark:
1. We were tested all Configuration refer 3GPP TS151 010.
2. EIRP=Puea(dBm)-Pc(dB)+Pag(dB)+Ga(dBi)
3. ERP = EIRP — 2.15dBi as EIRP by subtracting the gain of the dipole.
4. Margin = Emission Level - Limit
5. We tested the worst-case records for H and V directions, and only the worst-case records for V direction

were recorded in the report.
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GSM/TM1/GSM850
G Burst
Frequency | Pwuea Pa 2 Correction Pag Average Limit | Margin o
(MHz) | (dBm) | (dB) | Antenna | == g (dB) ERP | (dBm) | (dB) | "olarization
Gain(dB) (dBm)
824.20 -7.03 3.45 8.45 2.15 33.79 29.61 38.45 | -8.84 \
836.60 -6.98 3.49 8.45 2.15 33.85 29.68 38.45 | -8.77 \
848.80 -7.02 3.55 8.36 2.15 33.88 29.52 38.45 | -8.93 \
GSM/TM3/EDGE850
G Burst
Frequency | Pwea Pa . Correction Pag Average Limit | Margin o
(MHz) | (@Bm) | (dB) |Antenna | == ay (dB) ERP | (dBm) | (dB) | "olarization
Gain(dB) (dBm)
824.20 -12.08 345 8.45 2.15 33.79 24.56 38.45 | -13.89 \Y
836.60 -11.90 3.49 8.45 2.15 33.85 24.76 38.45 | -13.69 \Y
848.80 -11.96 3.55 8.36 2.15 33.88 24.58 38.45 | -13.87 \Y
GSM/TM1/PCS1900
G Burst
Frequency Pwea Pl 2 Pag Average Limit Margin L
(MHz) | (dBm) (B) | Antenna | ) EIRP (dBm) @) | O
Gain(dB) (dBm)
1850.20 -12.30 4.03 8.38 35.51 27.56 33.01 -5.45 \Y
1880.00 -12.19 4.08 8.33 35.56 27.62 33.01 -5.39 \Y
1909.80 -12.17 4.14 8.26 35.63 27.58 33.01 -5.43 \Y
GSM/TM3/EDGE1900
G Burst
Frequency Pwea Pal 2 Pag Average Limit Margin L
(MHz) | (dBm) (@B) | Antenna | g EIRP | (dBm) @) | ez
Gain(dB) (dBm)
1850.20 -16.91 4.03 8.38 35.51 22.95 33.01 -10.06 \
1880.00 -16.96 4.08 8.33 35.56 22.85 33.01 -10.16 \
1909.80 -17.09 4.14 8.26 35.63 22.66 33.01 -10.35 \
[=] =] Shenzhen LCS Compliance Testing Laboratory Ltd.
5 7 Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,

518000, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity



mailto:webmaster@lcs-cert.com

s Page 19 of 48 FCC ID: 2AG97-WIZARPOSQ3UPT Report No.: LCSA11265001EF

4.2 Radiated Spurious Emssion

TEST APPLICABLE

According to the TIA/EIA 603D:2010 and FCC Part 2.1033 test method, The Receiver or Spectrum was scanned
from lowest frequency frequency generated within the equipment to the 10™ harmonic of the highest frequency
generated within the equipment, which is the transmitted carrier that can be as high as 1910 MHz. The resolution
bandwidth is set as outlined in Part 24.238, Part 22.917, RSS-132 §5.5 and RSS-133 §6.5. The spectrum is
scanned with the mobile station transmitting at carrier frequencies that pertain to low, mid and high channels of
PCS1900 and GSM850.

TEST CONFIGURATION

Signal
SA Substitute Generator
Artenna

T 5
: | n* " | I
I Il z
] eceiving Antenna 5

c

L
oy | P )
il %
=
2 = vy

Recelwng Antenna

Filter Amplifier

Allenualtor

TEST PROCEDURE

1. EUT was placed on a 1.50 meter high non-conductive stand at a 3 meter test distance from the receive
antenna. A receiving antenna was placed on the antenna mast 3 meters from the EUT for emission
measurements. The height of receiving antenna is 1.50 m. Detected emissions were maximized at each
frequency by rotating the EUT through 360° and adjusting the receiving antenna polarization. The radiated
emission measurements of all transmit frequencies in three channels (High, Middle, Low) were measured
with peak detector.

2. Alog-periodic antenna or double-ridged waveguide horn antenna shall be substituted in place of the EUT.
The log-periodic antenna will be driven by a signal generator and the level will be adjusted till the same
power value on the spectrum analyzer or receiver. The level of the spurious emissions can be calculated
through the level of the signal generator, cable loss, the gain of the substitution antenna and the reading of
the spectrum analyzer or receiver.

3. The EUT is then put into continuously transmitting mode at its maximum power level during the test.Set Test
Receiver or Spectrum RBW=1MHz,VBW=3MHz, And the maximum value of the receiver should be recorded
as (Pr).

4. The EUT shall be replaced by a substitution antenna. In the chamber, an substitution antenna for the
frequency band of interest is placed at the reference point of the chamber. An RF Signal source for the
frequency band of interest is connected to the substitution antenna with a cable that has been constructed to
not interfere with the radiation pattern of the antenna. A power (Pwmea) is applied to the input of the substitution
antenna, and adjust the level of the signal generator output until the value of the receiver
reach the previously recorded (Pr). The power of signal source (Pwmea) is recorded. The test should be
performed by rotating the test item and adjusting the receiving antenna polarization.
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5. A amplifier should be connected to the Signal Source output port. And the cable should be connect between
the Amplifier and the Substitution Antenna. The cable loss (Pq) ,the Substitution Antenna Gain (Ga) and the

FCC ID: 2AG97-WIZARPOSQ3UPT

Amplifier Gain (Pag) should be recorded after test.
The measurement results are obtained as described below:
Power(EIRP)=Pwmeat Pag - Pa + Ga
6. This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dBi) and

known input power.

Report No.: LCSA11265001EF

7. ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP = EIRP -2.15dBi.
8. In order to make sure test results more clearly,we set frequency range and sweep time for difference
frequency range as follows table:

Working Subrange Sweep time
Frequency (GHz) e e (s)
0.00009~0.15 1KHz 3KHz 30
0.00015~0.03 10KHz 30KHz 10
0.03~1 100KHz 300KHz 10
TM1/GSM 850 1~2 1 MHz 3 MHz 2
2~5 1 MHz 3 MHz 3
5~8 1 MHz 3 MHz 3
8~10 1 MHz 3 MHz 3
0.00009~0.15 1KHz 3KHz 30
0.00015~0.03 10KHz 30KHz 10
0.03~1 100KHz 300KHz 10
1~2 1 MHz 3 MHz 2
2~5 1 MHz 3 MHz 3
TM1/PCS 1900 5.8 1T MH2 3 MHzZ 3
8~11 1 MHz 3 MHz 3
11~14 1 MHz 3 MHz 3
14~18 1 MHz 3 MHz 3
18~20 1 MHz 3 MHz 2

TEST LIMITS

According to 24.238 and 22.917 specify that the power of any emission outside of the authorized operating

frequency ranges must be attenuated below the transmitting power (P) by a factor of at least 43 + 10 log(P) dB.
The specification that emissions shall be attenuated below the transmitter power (P) by at least 43 + 10 log (P)
dB, translates in the relevant power range (1 to 0.001 W) to -13 dBm. At 1 W the specified minimum attenuation

becomes 43 dB and relative to a 30 dBm (1 W) carrier becomes a limit of -13 dBm. At 0.001 W (0 dBm) the

minimum attenuation is 13 dB, which again yields a limit of -13 dBm. In this way a translation of the specification

from relative to absolute terms is carried out.

Frequency Channel Frequency Range Verdict
Low 9KHz -10GHz PASS
TM1/GSM 850 Middle 9KHz -10GHz PASS
High 9KHz -10GHz PASS
Low 9KHz -20GHz PASS
TM1/PCS 1900 Middle 9KHz -20GHz PASS
High 9KHz -20GHz PASS

TEST RESULTS

Remark:

1. We were tested all refer 3GPP TS151 010.
2. EIRP=Ppyea(dBm)-Pc(dB) +Ga(dBi)
3. We were not recorded other points as values lower than limits.

4. Margin = EIRP - Limit
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GSM/TM1/GSM850 Low Channel

FCC ID: 2AG97-WIZARPOSQ3UPT

Report No.: LCSA11265001EF

Frequency Puea Pa Diatance Ang;na Elel'\?llz§ Limit Margin Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1648.40 -43.25 3.86 3.00 8.56 -38.55 -13.00 -25.55 H
2472.60 -44.07 4.29 3.00 6.98 -41.38 -13.00 -28.38 H
1648.40 -39.91 3.86 3.00 8.56 -35.21 -13.00 -22.21 \
2472.60 -41.92 4.29 3.00 6.98 -39.23 -13.00 -26.23 \
GSM/TM1/GSM850 Middle Channel
Ga Peak _ .
Frequency Pwmea Pa . Limit Margin o
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1673.20 -41.56 3.9 3.00 8.58 -36.88 -13.00 -23.88 H
2509.80 -46.08 4.32 3.00 6.8 -43.60 -13.00 -30.60 H
1673.20 -37.91 3.9 3.00 8.58 -33.23 -13.00 -20.23 \
2509.80 -42.85 4.32 3.00 6.8 -40.37 -13.00 -27.37 \
GSM/TM1/GSM850 High Channel
Ga Peak . . .
Frequency Pwea P . Limit Margin L
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1697.60 -47.15 3.91 3.00 9.06 -42.00 -13.00 -29.00 H
2546.40 -49.43 4.32 3.00 6.65 -47.10 -13.00 -34.10 H
1697.60 -43.45 3.91 3.00 9.06 -38.30 -13.00 -25.30 \
2546.40 -44.68 4.32 3.00 6.65 -42.35 -13.00 -29.35 \
GSM/TM3/EDGE850 Low Channel
Ga Peak . .
Frequency Pwea Pa . Limit Margin o
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1648.40 -44.96 3.86 3.00 8.56 -40.26 -13.00 -27.26 H
2472.60 -46.10 4.29 3.00 6.98 -43.41 -13.00 -30.41 H
1648.40 -41.86 3.86 3.00 8.56 -37.16 -13.00 -24.16 \
2472.60 -44.23 4.29 3.00 6.98 -41.54 -13.00 -28.54 \
GSM/TM3/EDGE850 Middle Channel
Ga Peak . .
Frequency Pwea Pa . Limit Margin L
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1673.20 -43.90 3.9 3.00 8.58 -39.22 -13.00 -26.22 H
2509.80 -48.05 4.32 3.00 6.8 -45.57 -13.00 -32.57 H
1673.20 -39.63 3.9 3.00 8.58 -34.95 -13.00 -21.95 \
2509.80 -45.34 4.32 3.00 6.8 -42.86 -13.00 -29.86 \
GSM/TM3/EDGE850 High Channel
Ga Peak o .
Frequency Pwea Pa . Limit Margin o
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
1697.60 -48.78 3.91 3.00 9.06 -43.63 -13.00 -30.63 H
2546.40 -51.87 4.32 3.00 6.65 -49.54 -13.00 -36.54 H
1697.60 -45.14 3.91 3.00 9.06 -39.99 -13.00 -26.99 \
2546.40 -46.92 4.32 3.00 6.65 -44.59 -13.00 -31.59 \
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GSM/TM1/PCS1900 Low Channel

Frequency Puea Pa Diatance Ang;na Elel'\?llz§ Limit Margin Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3700.40 -45.61 5.26 3.00 9.88 -40.99 -13.00 -27.99 H
5550.60 -46.68 6.11 3.00 11.36 -41.43 -13.00 -28.43 H
3700.40 -41.50 5.26 3.00 9.88 -36.88 -13.00 -23.88 \
5550.60 -44.23 6.11 3.00 11.36 -38.98 -13.00 -25.98 \
GSM/TM1/PCS1900 Middle Channel
Ga Peak _ .
Frequency Pwmea Pa . Limit Margin o
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3760.00 -44.03 5.32 3.00 10.03 -39.32 -13.00 -26.32 H
5640.00 -48.72 6.19 3.00 11.41 -43.50 -13.00 -30.50 H
3760.00 -39.51 5.32 3.00 10.03 -34.80 -13.00 -21.80 \
5640.00 -45.22 6.19 3.00 11.41 -40.00 -13.00 -27.00 \
GSM/TM1/PCS1900 High Channel
Ga Peak . . .
Frequency Pwea P . Limit Margin L
Diatance | Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3819.60 -49.21 5.36 3.00 9.62 -44.95 -13.00 -31.95 H
5729.40 -51.22 6.24 3.00 11.46 -46.00 -13.00 -33.00 H
3819.60 -45.43 5.36 3.00 9.62 -41.17 -13.00 -28.17 \
5729.40 -47.00 6.24 3.00 11.46 -41.78 -13.00 -28.78 \
GSM/TM3/EDGE1900 Low Channel
Ga Peak - .
Frequency Pwea Pa . Limit Margin o
Diatance Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3700.40 -47.09 5.26 3.00 9.88 -42.47 -13.00 -29.47 H
5550.60 -48.59 6.11 3.00 11.36 -43.34 -13.00 -30.34 H
3700.40 -43.49 5.26 3.00 9.88 -38.87 -13.00 -25.87 \
5550.60 -45.93 6.11 3.00 11.36 -40.68 -13.00 -27.68 \
GSM/TM3/EDGE1900 Middle Channel
Ga Peak — .
Frequency Pwea Pa . Limit Margin o
Diatance Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3760.00 -46.09 5.32 3.00 10.03 -41.38 -13.00 -28.38 H
5640.00 -50.45 6.19 3.00 11.41 -45.23 -13.00 -32.23 H
3760.00 -41.20 5.32 3.00 10.03 -36.49 -13.00 -23.49 \
5640.00 -46.71 6.19 3.00 11.41 -41.49 -13.00 -28.49 \
GSM/TM3/EDGE1900 _ High Channel
Ga Peak — .
Frequency PMea Pa . Limit Margin L
Diatance Antenna EIRP Polarization
(MHz) (dBm) (dB) Gain(dB) (dBm) (dBm) (dB)
3819.60 -50.56 5.36 3.00 9.62 -46.30 -13.00 -33.30 H
5729.40 -53.82 6.24 3.00 11.46 -48.60 -13.00 -35.60 H
3819.60 -47.10 5.36 3.00 9.62 -42.84 -13.00 -29.84 \%
5729.40 -49.42 6.24 3.00 11.46 -44.20 -13.00 -31.20 \%
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4.3 Occupied Bandwidth and Emission Bandwidth

TEST APPLICABLE

Similar to conducted emissions; occupied bandwidth measurements are only provided for selected frequencies in
order to reduce the amount of submitted data. Data were taken at the extreme and mid frequencies of PCS1900
band and GSM850 band. The table below lists the measured 99% Bandwidth

and -26dBc Bandwidth.

TEST CONFIGURATION

EUT Splitter CMU200.

Attenuator Spectrum Analyzer

TEST PROCEDURE

The EUT was set up for the max output power with pseudo random data modulation;

The Occupied bandwidth and Emission Bandwidth were measured with Spectrum AnalyzerN9020A,;
Set RBW=5.1KHz,VBW=15KHz,Span=1MHz,SWT=Auto;

Set SPA Max hold and View, Set 99% Occupied Bandwidth/ Set -26dBc Occupied Bandwidth

These measurements were done at 3 frequencies, 1850.20 MHz, 1880.00 MHz and 1909.80 MHz for
PCS1900 band; 824.20MHz, 836.60 MHz and 848.80 MHz for GSM850 band. (Low, middle and high of
operational frequency range).

gl

TEST RESULTS
Occupied Emission
Frequency Bandwidth Bandwidth .
Test Mode Channel (MHz) (99% BW) (-26 dBc BW) Verdict
(KHz) (KHz)
128 824.2 24365 315.9 PASS
?GSS'V',\E;"J 190 836.6 243.67 315.4 PASS
251 848.8 245.07 314.5 PASS
128 824.2 249.03 319.3 PASS
/Cég'\c";’gs'\g% 190 836.6 246.73 308.5 PASS
251 848.8 24617 306.7 PASS
512 1850.2 24530 310.3 PASS
ﬁ%’g’@gg 661 1880.0 243.99 310.1 PASS
810 1909.8 24725 320.4 PASS
512 1850.2 247.07 309.9 PASS
/Sgg"é:';"go 661 1880.0 243.83 302.7 PASS
810 1909.8 248.94 305.7 PASS
.I;\’emark:

1. Test results including cable loss;
2. Please refer to following plots;
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Occupied Bandwidth and Emission Bandwidth

GSM/TM1/GSM850

GSM/TM3/EDGE850

Agilent Spectrum Analyzer - Occupied BW
RL

Agilent Spectrum Analyzer - Dccupied BW

0 B P 4 SENSE:PULSE] ALIGNAUTD R RE SENSE:PULEE] ALGNAUTO 26 0PMDecOleles [ _
Center Freq 824.200000 MHz | Center Freq:824.200000 MHz Frequency Center Freq 824.200000 MHz | Center Freg: 824 200000 MHz Radio Ste: None Frequency
o= Trig:Free Run Avg|Hold: 1001100 = Trig:FreeRun Avg[Held: 1001100
HIFGain:Low #Atten: 40 dB Radio Device: BTS #IFGain:Low #Atten: 40 dB Radio Device: BTS
Eo deidiv___ Ref 30.00 dBm 1Lu dBidiv___ Ref 30.00 dBm
0! 0g
liia!
bt ,w'mwm MW}H'WL CenterFreq il W T Center Freq|
101 o i 824200000 MHz 00 rd 824200000 MHz|
0 a o i h
00 JI} 100 i "W
R Ty \]\
00 1 b4 00 iy Ay
00 M‘ i 00 \,“M M"”w
|t e oot g,
-50.0 |5 -50.0 JW anm
-60.0 -60.0
Center 824.2 MHz Span 1 MHz] CFstep Center 824.2 MHz Span 1 MHz| CFstep
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms) 100000 KHe Res BW 5.1kHz #VBW 16 kHz #Sweep 100 ms| 100000 kHa
|Auto Man| ’ , Auto Man|
Occupied Bandwidth Total Power 39.0 dBm Occupied Bandwidth Total Power 334.dBm
243.65 kHz — 249,03 khz —
Transmit Freq Error 1.145 kHz OBW Power 99.00 % OHz Transmit Freq Error -188 Hz OBW Power 99.00 % OHz
x dB Bandwidth 315.9 kHz x dB -26.00 dB x dB Bandwidth 319.3 kHz xdB -26.00 dB
MSG STATUS USG STATUS

Agilent Spectrum Analyzer - Occupied BW
RL RF

Channel 128/ 824.2 MHz

Agilet Spestrum Analyzer - Dccupied BY.

Channel 128/ 824.2 MHz

STATUS

L 50R A ALICNAUTD 04:5€:2€ PMDec 01, 2 i R RF S0Q  AC ALGNAUTO 05:26:31 PMDec 01, 2005
Center Freq 836.600000 MHz | Center Freq:835.800000 MHz Raio Std: None Frequency Center Freq 836.600000 MHz | Center Freq: 836600000 MHz Radio Std: None Frequency
o= Trig:Free Run Avgl|Hold: 1001100 o= Trig:FreeRun Avg|Held: 1001100
FGainiLow  FAften: 40 dB Radio Device: BTS HFGainLow  HAtten: 40dB Radio Device: BTS
10 dBidiv Ref 30.00 dBm 10 dBidiv Ref 30.00 dBm
o0 o -
0 Ll CenterFreq| x, T meMM CenterFreq|
108 836600000 MHz] 100 ] ¥ 836,600000 MHz
Fal
0.
100 ,'f AL* 100 fﬂ K
Pali E| by
200 f 200 ,/V iy s
300 ,IN Y 300 w* . hy,
100 d}."M %-ﬁ T 400 MM [ .
400 W Bl 500
-60.0 -60.0
[Center 836.6 MHz Span 1 MHz CFS ICenter 836.6 MHz Span 1 MHz CF st
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms| PR }:_g Res BW 5.1 kHz #VEW 16 kHz #Sweep 100 ms| i
lAuto Man . " Auto Man
Occupied Bandwidth Total Power 38.7 dBm Occupied Bandwidth Total Power 33.8dBm
243.67 kHz - 246.73 kHz —
Transmit Freq Error 661Hz  OBW Power 99.00 % 0k Transmit Freq Error 2495kHz  OBW Power 99.00 % 0Kz
x dB Bandwidth 315.4 kHz x dB -26.00 dB x dB Bandwidth 308.5 kHz xdB -26.00 dB

STATUS

Channel 190/ 836.6 MHz

Channel 190/ 836.6 MHz

Shenzhen LCS Compliance Testing Laboratory Ltd.
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Agilent Spectrum Analyzer - Occupied BW Agilet Spestrum Analyzer - Dccupied BY.
X RL [ 5092 AT SENSE:PULEE] ALICNAUTD | 04:56:47 PMDec O, 2025 Fi X R RE 509 AC SENSEPULSE] AUGNAUTO  |05:26:53 PMDec 01, 2025 Fi
Center Freq 848.800000 MHz ?ﬁ:f}’,i;?ﬁ”m"“"x m:om_ oy RSt Tequency Center Freq 848.800000 MHz g;;t;'r:m :49‘900002321?;0“ gy o o fogrencs
#IFGain:an* Hiten: 40 4B ) RadioDevice: BTS #\FGain:an* Bt 40 43 ‘ Radio Device: BTS
10 dBidiv Ref 30.00 dBm 1L(l dBidiv Ref 30.00 dBm
og og
o o all HWH ¥ Center Freq 2 v‘r”"'v*nmm CenterFreq
Juli )‘\J‘} iw\ 848.800000 MHz 100 848.800000 MHz|
; ; 5 7 X
00 e 100
00 it w% 200 4 p \"' kg
300 i H 4 *,,w 300 1‘,{” M""}
Lo o L oo H‘MW Vi
00 [ 500
500 500
[Center 843.8 MHz Span 1 MHz CFS Center 848.8 MHz Span 1 MHz CF st
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms| PR }:_g Res BW 5.1 kHz #VEW 16 kHz #Sweep 100 ms| i
lAuto Man - - Auto Man
Occupied Bandwidth Total Power 39.0 dBm Occupied Bandwidth Total Power 33.9dBm
245,07 kHz — 24817 kHz —
Transmit Freq Error 197Hz  OBW Power 99.00 % 0k Transmit Freq Error 90Hz  OBW Power 99.00 % 0Kz
x dB Bandwidth 314.5 kHz x dB -26.00 dB x dB Bandwidth 306.7 kHz xdB -26.00 dB
IMSG STATUS MSG [STATUS
Channel 251/ 848.8 MHz Channel 251/ 848.8 MHz

Occupied Bandwidth and Emission Bandwidth

Agilent Spactrum Analyzer - Occupied BW. Agilent Spectrum Analyzer - Dccupied BW.
o RL PF 02 AC SENSE:PULSE] r R RF 00 AC SENSE:PULEE] ALGNAUTO L26PMDecOleles [ _
Center Freq 1.850200000 GHz | Center Fre: 1850200000 GHz R Frequency Center Freq 1.850200000 GHz | Center Freg: 1880200000 GHz Radio Ste: None Frequency
o= Trig:Free Run Avg|Hold: 1001100 = Trig:FreeRun Avg[Held: 1001100
HIFGain:Low #Atten: 40 dB Radio Device: BTS #IFGain:Low #Atten: 40 dB Radio Device: BTS
10dBidiv___ Ref 30.00 dBm 10dBidiv___ Ref 30.00 dBm
Log o9 ‘ ‘
Ed pAPp »rVL“' CenterFreq a ey .u",rw CenterFreq
102 i 1 GHz| 00 B Hﬂ 1850200000 GH]
; ‘ y .
00 f*“j \K‘q\ 100 ”f W\n‘\
gl "l“nM v MM"w i \.,JW“ ﬂ ~LrL diy
e " WW' Moy 00 i , rm"lw\
[ a g ool ]
| i J
-50.0 -50.0
-60.0 -60.0
Center 1.85 GHz Span 1 MHz] CFstep Center 1.85 GHz Span 1 MHz| CFstep
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms) 100000 KHe Res BW 5.1kHz #VBW 16 kHz #Sweep 100 ms| 100000 kHa
|Auto Man| ’ , Auto Man|
Occupied Bandwidth Total Power 33.5dBm Occupied Bandwidth Total Power 33.6dBm
245.30 kHz — 247.07 khz —
Transmit Freq Error 289 Hz OBW Power 99.00 % OHz Transmit Freq Error -1.241 kHz OBW Power 99.00 % OHz
x dB Bandwidth 310.3 kHz x dB -26.00 dB x dB Bandwidth 309.9 kHz xdB -26.00 dB
MSG STATUS USG STATUS
Channel 512/ 1850.2 MHz Channel 512/ 1850.2 MHz

Shenzhen LCS Compliance Testing Laboratory Ltd.
518000, China
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Agilent Spectrum Analyzer - Occupied BW

FCC ID: 2AG97-WIZARPOSQ3UPT

Agilet Spestrum Analyzer - Dccupied BY.

Report No.: LCSA11265001EF

[ [3 50R AT {Dec 01, 2025 R RF 500 AC AUGNAUTO  [0::1:47 PMDeCO1, 2025
Center Freq 1.880000000 GHz Center Freq: 1.660000000 GHz Ratio Std: None Frequency Center Freq 1.880000000 GHz Center Freq: 1880000000 GHz Radio St: None Frequency
o= Trig:Free Run Avgl|Hold: 1001100 o= Trig:FreeRun Avg|Held: 1001100
#FGainlow  FAtten:40 dB RadioDevice: BTS #FGainiLow  HAtten: 40 dB Radio Device: BTS
10 dB/div___ Ref 30.00 dBm 10dBidiv___ Ref 30.00 dBm
Log | Log
# iy “Immw CenterFreq a T Center Freq
100 g 1 GHz| 100 1 GHz]
0 A " o
y 1\1 7 L]
100 ;ﬂ‘ b 100 i L
00 'me H7 g 200 b J‘J MW\.
Eill o vy 200 MW.WW W'W i "A\ﬂ"\\
0o AW Moy, T 00 N’\’M %
500 [P 500 il
500 500
Center 1.88 GHz Span 1 MHz| CFStep Center 1.88 GHz Span 1 MHz| CF Step
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms| 100000 K Res BW 5.1kHz #VBW 16 kHz #Sweep 100 ms| 100000 kiiz
\Auto Man ’ s Auto Man
Occupied Bandwidth Total Power 36.3 dBm Occupied Bandwidth Total Power 334 dBm
243.99 kHz reqti 243.83 kHz p—
Transmit Freq Error 368Hz  OBW Power 99.00 % 0k Transmit Freq Error 946Hz  OBW Power 99.00 % 0Kz
x dB Bandwidth 310.1 kHz x dB -26.00 dB x dB Bandwidth 302.7 kHz xdB -26.00 dB

STATUS

STATUS

Agilent Spectrum Analyzer - Occupied BW

Channel 661/ 1880.0MHz

Channel 661/ 1880.0MHz

STATUS

[ [3 50R AT E {Dec 01, 2025 R RF ALGNAUTO  [0:22:09 PMDeC 1, 2025
Center Freq 1.909800000 GHz | Center Freq: 1503600000 GHz Ratio Std: None Frequency Center Freq 1.909800000 GHz | Center Freq: 1909800000 GHz Radio Std: None Frequency
o= Trig:Free Run Avgl|Hold: 1001100 o= Trig:FreeRun Avg|Held: 1001100
FGainiLow  FAften: 40 dB Radio Device: BTS HFGainLow  HAtten: 40dB Radio Device: BTS
10 dBidiv Ref 30.00 dBm 10 dBidiv Ref 30.00 dBm
Log Log
& el Center Freq 24 et CenterFreq
100 ¢ - Bl 1 GHz 100 t W 1 GHz
0. - L
00 \/‘J/ hk 100 ,f M
00 o Lkl "M'{‘ 200 M f
300 j . 00 By ’M‘M MWMN UAU\’}
00 HWLHIW I‘w‘:"*“ﬂw, 00 “’\l'wﬂ” /Fm'ﬂ 'L'Mw’
Bl "Y']'VWW 500 i
500 500
Center 1.91 GHz Span 1 MHz CFS ICenter 1.91 GHz Span 1 MHz CF st
Res BW 5.1 kHz #VBW 16 kHz #Sweep 100 ms| PR }:_g Res BW 5.1 kHz #VEW 16 kHz #Sweep 100 ms| i
\Auto Man| . . Auto Man
Occupied Bandwidth Total Power 35.8 dBm Occupied Bandwidth Total Power 33.6dBm
247.25 kHz - 248.94 kHz —
Transmit Freq Error 267Hz  OBW Power 99.00 % 0k Transmit Freq Error 1.224kHz  OBW Power 99.00 % 0Kz
x dB Bandwidth 320.4 kHz x dB -26.00 dB x dB Bandwidth 305.7 kHz xdB -26.00 dB

STATUS

Channel 810/ 1909.8 MHz

Channel 810/ 1909.8 MHz
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4.4 Band Edge Complicance

TEST APPLICABLE

During the process of testing, the EUT was controlled via Digital Radio Communication tester (CMU200) to
ensure max power transmission and proper modulation.

TEST CONFIGURATION
EUT Splitter CMuU200
Attenuator Spectrum Analyzer
TEST PROCEDURE
1. The EUT was set up for the max output power with pseudo random data modulation;
2. The power was measured with Spectrum Analyzer N9020A;
3. Set RBW=5.1KHz,VBW=15KHz,Span=2MHz,SWT=Auto, Dector: RMS;
1. These measurements were done at 2 frequencies, 1850.20 MHz and 1909.80 MHz for PCS1900 band;

824.20 MHz and 848.80 MHz for GSM850 band. (bottom and top of operational frequency range).

TEST RESULTS
Frequency EEd] =0l Limits
Test Mode Channel Compliance Verdict
(MHz) (dBm)
(dBm)
128 824.2 <-13dBm -13dBm
GSM/TM1/GSM850 251 848 8 <13dBm 13dBm PASS
128 824.2 <-13dBm -13dBm
GSM/TM3/EDGE850 251 848 8 <13dBm 13dBm PASS
512 1850.2 <-13dBm -13dBm
GSM/TM1/PCS1900 810 1909 8 <13dBm 13dBm PASS
512 1850.2 <-13dBm -13dBm
GSM/TM3/EDGE1900 810 1909 8 <13dBm ~13dBm PASS
Remark:
1. Test results including cable loss;
2. Please refer to following plots;
[=] =] Shenzhen LCS Compliance Testing Laboratory Ltd.
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Band-edge Compliance

Agilent Spectrum Analyzer - Swept SA

GSM/TM1/GSM850

GSM/TM3/EDGE850

Agilent Spectrum Analyzer - Swept SA

X R RE 00 AC SENSE:PULEE] ALGNAUTO 04:57,03 PMDec 01 2005 R RE 00 AC SENSE:PULEE] ALGNAUTO 05:27,00 PMDec 01 2005
enter Freq 824.000000 MHz | #Avg Type: RNS mecella345¢|  requency Center Freq 824.000000 MHz | #Avg Type: RNS WecE[Tzzase|  reauency
PNO: Wide —— 11ig: Free Run Avg[Held: 100/100 TVPE A Wiy PNO: Wide —— 11ig: Free Run Avg[Held: 100/100 TVPE A Wiy
IFGainlow  #Atten: 40 0B DETAAAAL A FGaimLow  #Atten: 40 dB DET/A A AR A
Auto Tune Auto Tune
Ref Offset5.93 dB Mkr1 823.978 MHz Ref Offset5.93 dB Mkr1 823.976 MHz
{odeidv_Ref 3000 dam -24.648 dBm {odeidv_Ref 3000 dam -30.834 dBm
CenterFreq CenterFreq
z0, 824.000000 MHZ z0, 824.000000 MHZ
10, A 10,
Jﬂ M\\( StartFreq| StartFreq|
1 823.000000 MHz| I’{‘\M L\ 823.000000 MHz|
00 f “h 00 | 1“
lvf | ST Stop Freq 1 1 ST StopFreq
. y 825,000000 Mz A 1 825,000000 Mz
20 1 20 A
/I f ]
a0 CFStep - (¥ CFStep
‘.\ 200,000 kHz ] 200000 kHz
Auto Man| 141 Auto Man|
400 / k 400 rf
0 F/J 1\(\1_” Freq Offset 0 N A ‘,\M"L Freq Offset
W 0Hy M, 0Hy
w e U Mo
I e l WWW"{’ e o it el
Center 824,000 MHz Span 2.000 MHz Center 824,000 MHz Span 2.000 MHz
#Res BW 5.1 kHz #VBW 15 kHZ* #Sweep 100.0 ms (1001 pts) #Res BW 5.1 kHz #VBW 15 kHZ* #Sweep 100.0 ms (1001 pts)
USG STATUS USG STATUS

Channel 128/ 824.2 MHz

Agilet Spestrum Analyzer - Swept SA

Agilet Spestrum Analyzer - Swept SA

Channel 128/ 824.2 MHz

use

STATUS

use

i R RF S0Q  AC ALGNAUTO 04:57:28 PMDec 01, 2025 i R RF S0Q  AC ALGNAUTO 05:27:24 PMDec 01, 2025
Center Freq 849.000000 MHz | #hvg Type: RMS 13 Frequency Center Freq 849.000000 MHz | #hvg Type: RMS eI Frequency
ono e = TrigiFree Run AvglHold: 1001100 TIPE[ WA ono e = TrigiFree Run AvglHold: 1001100 TIPE[ WA
FGainiLow  HAtten: 40 d3 DTAAARE WGainLow  #Atten: 40 dB DETIAAAAAA
Auto Tune Auto Tune
Ref Ofsst 713 dB Mkr1 849.020 MHz Ref Ofsst 713 dB Mkr1 849.008 MHz
[Qaeidv_Rer 30.0 dBm 23,600 dBm {ogei_Ref 30.00 B -32.419 dBm
Center Freq Center Freq
a0 849.000000 MHz, a0 849.000000 MHz,
i W i
m{‘/ N StartFreq M StartFreq
) | 848.000000 MHz \\ 848.000000 MHz
100 / \ 00 / |
I [ 1300 el Stop Freq [ 1 1300 el Stop Freq
j \ 850.000000 MHz f H 850.000000 MHz
a0 4! a0
- f / CF Step - / \ ! CF Step
\/ 200,000 kHz] 200,000 kHz]
l\u Auto Man Auto Man
400 /{ 400 K,'
y NM FreqOffset Nf \\M FreqOffset
£00 00 }
i W 0Hz N;ﬂ 0Hz
500 YT v h"M 00 WIM'AT . ’"M
R "W"MWWN i) ¥ L T
Center 849,000 MHz $pan 2.000 MHz Center 849,000 MHz $pan 2.000 MHz
#Res BW 5.1 kHz #VBW 15 kHz* #Sweep 100.0 ms (1001 pts) #Res BW 5.1 kHz #VBW 15 kHz* #Sweep 100.0 ms (1001 pts)

STATUS

Channel 251/ 848.8 MHz

Channel 251/ 848.8 MHz
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Band-edge Compliance
GSM/TM1/PCS1900 GSM/TM3/EDGE 1900

Agilent Spectrum Analyzer - Swept SA

ALIGNAUTD r o RL PF 904 4 ALIGNAUTD . 5
0 GHz #Avg Type: RMS TRAGE[T | Frequency Center Freq 1.850000000 GHz #Avg Type: RMS aci73.56  reduency
PNO: Wide = 1tig: Free Run AvglHold: 1001100 TYFE|A tiidid PNO: Wide = 1tig: Free Run AvglHold: 1001100 TYFE|A tiidid
IFGain:low  ¥Atten: 40 dB DIRARAAA \EGamLow  #Atten: 40 dB DETJAAALAA
Auto Tune Auto Tune
Ref Offset 786 B Mkr1 1.849 980 GHz Ref Offset 786 B Mkr1 1.849 974 GHz
{348 _Ref 3000 d3m -28.702 dBm {348 _Ref 3000 d3m -32.189 dBm
CenterFreq| CenterFreq|
00 1 GHz| o 1 GHz|
0 0
ﬂ% StartFreq StartFreq
i ol ; 1. oz i Pl 1. oz
| 1y | F1Y
1 A 1Y 30 d StopFreq| e | b 30 d StopFreq
F \ 1851000000 GHz )f \ 1851000000 GHz
200 wall
! \ ( |
0 i h CFStep 0 Iy | CFStep
200000 kH b 200000 kH
|Auto Man| y/ mlu |Auto Man|
00 qﬂ 400
50 J‘fk V\\u FreqOffset 50 mWJ W}h FreqOffset
& & L
/" 0Hz W 0Hz
Loy et M1 Lo ssngeprrtied ity oy
Center 1.850000 GHz Span 2.000 MHz Center 1.850000 GHz Span 2.000 MHz
#Res BW 5.1 kHz #VBW 15 kHz' #Sweep 100.0 ms (1001 pts) #Res BW 5.1 kHz #VBW 15 kHz' #Sweep 100.0 ms (1001 pts)
MSG STATUS MSG STATUS

Channel 512/ 1850.2 MHz Channel 512/ 1850.2 MHz

Agilent Specirum Analyzer - Swept SA

X RL 3 SENSE:PULEE] ALICNAUTD  [0S:4C:25 PM Dec 01, 2025 Fi X RL 3 S0R AT SENSE:PULEE] ALIGNAUTD 01240 PMDec 01, 2025 Fi
Center Freq 1.910000000 GHz #hvg Type: RMS W35 ey Center Freq 1.910000000 GHz #hvg Type: RMS WE3csp oMY
PNO: Wide —»— 1rig: Free Run AvglHold: 100/100 TVFE| Wihfadid PNO: Wide —»— 1rig: Free Run AvglHold: 100/100 TVFE| Wihfadid
IFGainLow  #Atten: 40 4B DHIEARAA A IFGain:low  HAtten: 40 dB DETjA A8 AAA
Auto Tune Auto Tune
Ref Offset 79 B Mkr11.910 020 GHz Ref Offset 79 B Mkr1 1.910 004 GHz
{345 _Ref 3000 dBm -26.388 dBm {345 _Ref 3000 dBm -30.645 dBm
CenterFreq CenterFreq
0, 1.910000000 GHz| 0, 1.910000000 GHz|
0 0
nﬁ W\ StartFreq) m StartFreq)
. ] 14 GHz| . ﬂd 'L.‘ 14 GHz|
| A | L1
e ] y 130 ] StopFreq| e 1 i 130 ] StopFreq|
/ L 1911000000 GHz| I 1911000000 GHz|
20 20 1
! \ 1 [1 \
(1 !
- 4 ‘ CFStep 0 J CFStep
f('V % 200000 kHz 200000 kHz
/ lAuto Man lAuto Man
00 I 400 )

/ i
f" " Freq Offset| ,14 Freq Offset|
500 L 0H 0 g M 0Hz|
0 s H%%mmji 00 .IAnM "

Y ¥

a1 T WWW’"“W&MM ey b s ot
Center 1.910000 GHz $pan 2.000 MHz Center 1.910000 GHz $pan 2.000 MHz
#Res BW 5.1 kHz #VBW 15 kHz* #Sweep 100.0 ms (1001 pts) #Res BW 5.1 kHz #VBW 15 kHz* #Sweep 100.0 ms (1001 pts)
IMSG STATUS IMSG STATUS

Channel 810/ 1909.8 MHz Channel 810/ 1909.8 MHz
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4.5 Spurious Emission on Antenna Port

TEST APPLICABLE

The following steps outline the procedure used to measure the conducted emissions from the EUT.

1. Determine frequency range for measurements: From CFR 2.1057 and RSS-GEN the spectrum should be
investigated from the lowest radio frequency generated in the equipment up to at least the 10" harmonic of
the carrier frequency. For the equipment of PCS1900 band, this equates to a frequency range of 9 KHz to 20
GHz, data taken from 30 MHz to 20 GHz. For GSM850, this equates to a frequency range of 9 KHz to 9
GHz,data taken from 30 MHz to 9 GHz.

2. The sweep time is set automatically by instrument itself. That should be the optimal sweep time for the span
and the RBW. If the sweep time is too short, that is sweep is too fast, the sweep result is not accurate; if the
sweep time is too long, that is sweep is too low, some frequency components may be lost. The instrument
will give an optimal sweep time according the selected span and RBW.

3. The procedure to get the conducted spurious emission is as follows:

The trace mode is set to MaxHold to get the highest signal at each frequency;
Wait 25 seconds;
Get the result.

4. Determine EUT transmit frequencies: below outlines the band edge frequencies pertinent to conducted

emissions testing.

TEST CONFIGURATION
ELIT Splitter CMU200.
Attenuator Spectrum Analyzer
TEST PROCEDURE

1. The EUT was set up for the max output power with pseudo random data modulation;

2. The power was measured with Spectrum Analyzer N9020A;

3. These measurements were done at 3 frequencies, 1850.20 MHz, 1880.00 MHz and 1909.80 MHz for
PCS1900 band; 824.20 MHz, 836.60 MHz and 848.80 MHz for GSM850 band. (Low, middle and high of
operational frequency range).

TEST LIMIT

Part 24.238, Part 22.917 specify that the power of any emission outside of the authorized operating frequency
ranges must be attenuated below the transmitting power (P) by a factor of at least 43 + 10 log(P) dB.

The specification that emissions shall be attenuated below the transmitter power (P) by at least 43 + 10 log (P)
dB, translates in the relevant power range (1 to 0.001 W) to -13 dBm. At 1 W the specified minimum attenuation
becomes 43 dB and relative to a 30 dBm (1 W) carrier becomes a limit of -13 dBm. At 0.001 W (0 dBm) the
minimum attenuation is 13 dB, which again yields a limit of -13 dBm. In this way a translation of the specification
from relative to absolute terms is carried out.

E?%E Shenzhen LCS Compliance Testing Laboratory Ltd.
J
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TEST RESULTS
Frequency SPULES R.F . Limits .
Test Mode Channel Conducted Emission Verdict
(MHz) (dBm) (dBm)
128 824.2 <-13dBm -13dBm
GSM/TM1/GSM850 190 836.6 <-13dBm -13dBm PASS
251 848.8 <-13dBm -13dBm
128 824.2 <-13dBm -13dBm
GSM/TM3/EDGE850 190 836.6 <-13dBm -13dBm PASS
251 848.8 <-13dBm -13dBm
512 1850.2 <-13dBm -13dBm
GSM/TM1/PCS1900 661 1880.0 <-13dBm -13dBm PASS
810 1909.8 <-13dBm -13dBm
512 1850.2 <-13dBm -13dBm
GSM/TM3/EDGE1900 661 1880.0 <-13dBm -13dBm PASS
810 1909.8 <-13dBm -13dBm
Remark:

1. Test results including cable loss;
2. Please refer to following plots;

3. Not reorded test plots from 9 KHz to 30 MHz as emission levels 20dB lower than emission limit;
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Spurious Emssion on Antenna Port

GSM/TM1/GSM850

GSM/TM3/EDGE850

Channel 128/ 824.2 MHz

Agilent Spectrum Analyzer - Swept SA

Channel 128/ 824.2 MHz

RL PF SENSE:PULSE| ALIGNAUTD i ) 5 F Xl R RF 00 AC SENSE:PULEE] ALGNAUTO 05:27,50 PMDec 01 2005 B
Center Freq 515.000000 MHz ) #hvg Type: RMS TAE[{23256 requency Center Freq 515.000000 MHz ] #Avg Type: RNS TRACE[1 2345 € requency
FNG: Fasi —— T1tig: Free Run AvglHold: 555 T PNO: Fast = 11ig: Free Run AvgHold: 56 T ‘
IFGainLow  #Atten: 46 dB o [F PPPPP FGainlow  #Atten: 46 4B beTP PPPPF
Auto Tune Auto Tune
Ref Offset 515 dB Mkr2 226.07 MHz RefOffset5.15 dB Mkr2 210.29 MHz
{348 _Ref 3000 d3m -38.696 dBm {odeidv_Ref 3000 dam -38.035 dBm
1
CenterFreq| CenterFreq
o 515.000000 MHz z0, 515.000000 MHz
0 10
StartFreq StartFreq
0 30.000000 MHz 30.000000 MHz
Al
g EEIRER StopFreq a8 1300 o Stop Freq
1.000000000 GHz| 1000000000 GHz
200 20
a1 CFStep 00 CF Step
2 97.000000 MHz 3 £7.000000 MHz
\Auto Man ’ Auto Man
400 400
0 Freq Offset . Freq Offset]
0Hz 0Hz
00 B0
Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts) #Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts)
MSG STATUS USG STATUS

30 MHz — 1000 MHz

Agilent Specirum Analyzer - Swept SA

ALIGNAUTD  [04:56:01 PHDec 01, 2025

30 MHz — 1000 MHz

Agilet Spestrum Analyzer - Swept SA

508 AC ALGNAUTO

R RF
% Frequency YT 2 Frequency
#hvg Type: RMS TAE[23056 #Avg Type: RNS
PNG: Fast —» Trig: FreeRun Av;fHo‘lls:eSIS T e Corter Freq 5.500000000 GH% Trig: Free Run Av;fHo‘lTEﬁ T ‘
Foantow  #Atten:30 dB wrf PPPPP THO:Fart -3 o 30 dB WP PPPE
Auto Tune Auto Tune
Ref Offset 751 dB Mkr1 1,648 3 GHz RefOfset 751 dB Mkr1 1.648 3 GHz
{345 _Ref 2000 dBm -24.196 dBm {ogeia_Ref 20,00 dm -34.363 dBm
CenterFreq Center Freq
18 5 GHz 108, 5 GHz
0
StartFreq) StartFreq
00 ERE, L ki 00 .00 | ! Gz
, 1 ,
Al 1} StopFreq| Al Stop Freq
10000000000 GHz 10.000000000 GHz,
00 00 ‘f
400 CF Step 0 ) CF Step|
£00.000000 MHz 900.000000 MHz
500 500
50, FreqOffset 50, FreqOffset
0Hz 0Hz|
700 0
Start 1,000 GHz Stop 10.000 GHz Start 1.000 GHz Stop 10.000 GHz
#Res BW 1.0 MHz #VEW 3.0 MHz #Sweep 1.000 s (30001 pts) #Res BW 1.0 MHz #BW 3.0 MHz #Sweep 1,000 s (30001 pts)
IMSG STATUS MSG [STATUS

1 GHz - 10 GHz

1 GHz - 10 GHz

Channel 190/ 836.6 MHz

Channel 190/ 836.6 MHz
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
|l RL RF SENSE:PULSE| ALICNAUTD 04:5€:3C PN Dec 01, 2025 R RF S0Q  AC SENSE:PULSE| ALGNAUTO 05:28:23 PMDec 01, 2025
Center Freq 51 0 MHz #Avg Type: RMS macla3esg|  Frequency Center Freq 515.000000 MHz #hvg Type: RNS micfiogase|  Freauency
PNG: Fast —» Trig: FreeRun AvglHold: 55 T PNO:Fast —»~ 1rig: FreeRun Avg[Hold: 56 T ‘
FGaintow  HAtten:46 dB wrlf PPPPP Ao r 4508 WP PPPPF
Auto Tune Auto Tune
Ref Offset5.15 dB Mkr2 242.72 MHz RefOfset5.15 dB Mkr2 462.07 MHz
{345 _Ref 3000 dBm -38.448 dBm {ogeia_Ref 30.00 dBm -38.074 dBm
1 Vil
Center Freq CenterFreq
0, 515.000000 MHz a0 515000000 MHz,
10, 10,
StartFreq) StartFreq
7 30.000000 MH 30.000000 MHz
o 1300 o) StopFreq| kL 1300 ¢ StopFreq
1000000000 GHz 1000000000 GHz
00 200
00 CFStep CF Step|
9 97.000000 MHz 97.000000 MHz
4 lauto Wan o Man
-00 L
‘e FreqOffset| FreqOffset]
0Hz 0Hz|
600 £0.0
Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts) #Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts)
IMSG STATUS MSG [STATUS
30 MHz — 1000 MHz 30 MHz — 1000 MHz
Spurious Emssion on Antenna Port
Channel 190/ 836.6 MHz Channel 190/ 836.6 MHz
Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
RL F ALICNAUTD 04:5€:41 PMDec Frequency R RF S0Q  AC ALGNAUTO 05:26:33 PMDeC 01, 2005 Frequency
Hhvg Type: RMS TAGE[53e 50 y Whvg Type: RNS TRACE[T 7
Center Freq 5.500000000 GPP:‘%: g Freoun Av;|gHo‘I,§:e5I5 Aladens Center Freq 5.500000000 G::E:rm g Av;fm‘{z;ﬁ i ‘1 345 €
Foantow  #Atten:30 dB wrf PPPPP THO:Fart -3 o 30 dB WP PPPE
Auto Tune Auto Tune
Ref Offset 751 dB Mkr1 9.680 7 GHz RefOfset 751 dB Mkr1 2,509 9 GHz
{345 _Ref 2000 dBm -38.484 dBm {ogeia_Ref 20,00 dm -34.675 dBm
Center Freq CenterFreq
18 5 GHz 108, 5 GHz
0.
StartFreq) StartFreq
00 ERE, L ki 00 .00 | ! Gz
a0 StopFreq| Al StopFreq
10000000000 GHz 10000000000 GHz
00 00 "\
1 [}
o 4 CFStep ol CFStep
900.000000 MHz 900.000000 MHz
Auto Man Auto Man
500 500
50, FreqOffset 50, FreqOffset
0Hz 0Hz|
700 00
Start 1.000 GHz Stop 10.000 GHz Start 1.000 GHz Stop 10.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts)
IMSG STATUS MSG [STATUS
1 GHz - 10 GHz 1 GHz - 10 GHz
Channel 251/ 848.8 MHz Channel 251/ 848.8 MHz
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STATUS
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use

STATUS

|l RL RF SENSE:PULSE| ALICNAUTD 04:56: 12 PMDec. R RF S0Q  AC SENSE:PULSE| ALGNAUTO 05:26:56 PMDec 01, 2005
Center Freq 515.000000 MHz #Avg Type: RMS mala3esg|  Frequency Center Freq 515.000000 MHz #hvg Type: RNS RACE Frequency
PNG: Fast —» Trig: FreeRun AvglHold: 55 T PNO:Fast —»~ 1rig: FreeRun Avg[Hold: 56 T ‘
FGaintow  HAtten:46 dB wrlf PPPPP Ao r 4508 WP PPPPF
Auto Tune Auto Tune
Ref Offset5.15 dB Mkr2 980.70 MHz RefOfset5.15 dB Mkr2 221,28 MHz
{345 _Ref 3000 dBm -38.882 dBm {ogeia_Ref 30.00 dBm -38.001 dBm
1 il
Center Freq CenterFreq
0, 515.000000 MHz a0 515000000 MHz,
10, 10,
StartFreq) StartFreq
7 30.000000 MH 30.000000 MHz
o 1300 o) StopFreq| kL 1300 ¢ StopFreq
1000000000 GHz 1000000000 GHz
200 200
0 CFStep 200 CF Step
97.000000 MHz 5 97.000000 MHz
lAuto Man [ Auto Man
‘e FreqOffset - FreqOffset
0Hz 0Hz|
600 £0.0
Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts) #Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (30001 pts)

Agilent Specirum Analyzer - Swept SA

30 MHz — 1000 MHz

ALIGN2UTD

Agilet Spestrum Analyzer - Swept SA
S0Q  AC

30 MHz — 1000 MHz

ALGNAUTO  |05:29:06 PMDec 1, 2025

300

0.0

600

700

Start 1,000 GHz
#Res BW 1.0 MHz

nsc

#VBW 3.0 MHz

Stop 10.000 GHz
#Sweep 1.000 s (30001 pts)

STATUS

Start 1.000 GHz
#Res BW 1.0 MHz

use

#VBW 3.0 MHz

Stop 10.000 GHz
#Sweep 1.000 s (30001 pts)

STATUS

|l RL RF R RF
T % Frequency YT 2 Frequency
. #Avg Type: RMS B #Avg Type: RMS TRACE) %
Center Freq 5.500000000 GPP:‘%: g Freoun ks i [Center Freq 5500000000 G::% i R el .
Foantow  #Atten:30 dB wrf PPPPP THO:Fart -3 o 30 dB WP PPPE
Ref Offset 751 dB Mkr1 1,697 5 GHz|  AoTune RefOfset 751 dB Mir1 3,167 2GHz| ~ AuoTUne
{345 _Ref 2000 dBm -25.685 dBm {ogeia_Ref 20,00 dm -38.025 dBm
CenterFreq Center Freq
5 GHz 108, 5 GHz
StartFreq) StartFreq
1
ERE, L ki 00 7300 oo Gz
a0 }1 StopFreq Al StopFreq
10000000000 GHz 10.000000000 GHz,
300
’1
00 , CFStep 0 \ CF Step|
£00.000000 MHz 900.000000 MHz
lAuto Man Auto Man
500
FreqOffset| 50, FreqOffset]
0Hz 0Hz|
700

1 GHz - 10 GHz

1 GHz - 10 GHz
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Spurious Emssion on Antenna Port

GSM/TM1/PCS1900

Channel 512/ 1850.2 MHz

Agilent Spectrum Analyzer - Swept SA

Agilent Spectrum Analyzer - Swept SA

o RL i SENSE:PULEE] ALIGNAUTD 0%:41,00 PM Dec. F o RL RE 0@ AT SENSE:PULEE] ALIGNAUTD 05:41: 11 PMDec. F
Center Freq 515.000000 MHz ) #hvg Type: RMS wEliz3esp | TeUENEY Center Freq 2.000000000 GHz ) #hvg Type: RMS WAE[l2gese | edenty
FNG: Fasi —— T1tig: Free Run AvglHold: 555 T FNG: Fasi —— T1tig: Free Run AvglHold: 555 T
IFGainLow  #Atten: 20 dB o [F PPPPP \FGainow  #Atten: 46 dB DerfF PPPPP
Auto Tune Auto Tune
Ref Offset5.15 dB Mkr1 214.07 MHz Ref Offset 751 dB Mkr2 2.513 13 GHz
[3gB_Ref 1515 dBm -50.534 dBm {348 _Ref 3000 dBm -23.395 dBm
1
CenterFreq| CenterFreq|
815 515.000000 MHz 0 2 GHz|
485 10,
StartFreq StartFreq
s SR 30000000 MHz i 1 oz
-m StopFreq o BRI StopFreq
1000000000 GHz ) 3,000000000 GHz
349 200 4
49 1 CFStep a0 W CFStep
97000000 MHz 200000000 MHz|
‘ \Auto Man \Auto Man
ol -400
55 Freq Offset - Freq Offset
OHz OHz
148 500
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 3.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts)
STATUS MSG STATUS

30 MHz — 1000 MHz

1 GHz -3 GHz

nsc

STATUS

ALICNAUTD i3 F’eque"cy
#Avg Type: RMS TRACE] 7
ast —» Trig:FreeRun Av;fHo‘lls:eSIS T i
IFGain:Low  RAtten: 30 dB oerfFPPPPP
R Mkr1 16.045 0 GHz| ~ AutoTune
{0 g Ref 20.00 dBm -31.090 dBm
CenterFreq
1 10 oHz
0
StartFreq)
oo ERE, 8 ki
e StopFreq|
.1 18000000000 GHz
Eil}
-i00 CF Step
1500000000 GHz|
lAuto Man
0.0
400 Freq Offset|
0Hz
700
Start 3.000 GHz Stop 18.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts)

3 GHz - 18 GHz
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Spurious Emssion on Antenna Port

GSM/TM1/PCS1900

Channel 661/ 1880 MHz

Agilent Specirum Analyzer - Swept SA

Agilent Specirum Analyzer - Swept SA

Rl RF 2 SENSE:PULSE| ALICNAUTD 05:41:5¢ PN Dec 01, 2025 Frequency Rl RF 502 AD SENSE:PULSE| ALICNAUTD 0:42:0¢ PMDec 01, 2025 Frequency
Hhvg Type: RMS TAGE[53e 50 ] Hhvg Type: RMS TAGE[53e 50
Center Freq 515.000000 MHPE! — rigreeRun Av;|gHo‘I,§:e5I5 Aladens Center Freq 2.000000000 G}% i Av;|gHo‘I,§:e5I5 Aladens
[FGaincLow  #Atten:20dB HECERE IFainow  #Atten: 46 dB wlf PPPPP
Auto Tune Auto Tune
Ref Offset5.15 dB Mkr1 268,86 MHz Ref Offset 751 dB Mkr2 2.513 13 GHz
fo g5 _Ref 1515 dBm -46.925 dBm {345 _Ref 3000 dBm -28.744 dBm
1
Center Freq Center Freq
R 515.000000 MHz 0, 2 GHz
486 10,
StartFreq) StartFreq)
s R 30000000 MHz i 1 GhHz
“ StopFreq o ERIEn StopFreq
1000000000 GHz 3.000000000 GHz|
ETE) 00 a2
GEsa WW% crp
97.000000 MHz 200.000000 MHz
\Auto Man \Auto Man
-00
FreqOffset| ‘e FreqOffset|
0Hz 0Hz
49 400
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 3.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts)
IMSG STATUS IMSG STATUS

30 MHz — 1000 MHz

1 GHz - 3 GHz

sc

STATUS

Agilent Spctrum Analyzer - §
X ALIGNAUTD 05:4:17 PM Dec 01, 2025 Frequency
#Avg Type: RMS TRACE[123¢56
FNO: Fasi —— T1tig: Free Run AvglHold: 555 T
FGainlow  ¥Atten:30dB Ll
e Mkr1 16.888 5 GHz|  AutoTune
{348 _Ref 2000 d3m -30.027 dBm
CenterFreq|
100 10. GHz|
0
StartFreq
00 ~13.0C a6 & oy
A StopFreq
’1 18.000000000 GHz
Kl
00 CFStep
1500000000 GHz|
|Auto Man|
500
- FreqOffset
0Hy]
00
Start 3.000 GHz Stop 18.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (30001 pts)

3 GHz - 18 GHz
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