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Test Standard FCC Part 15.247

Product name Digital Device

Brand Name Philips
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Test Result Pass

Statements of Determination of compliance is based on the results of the

Conformity compliance measurement, not taking into account

measurement instrumentation uncertainty.

The test Result was tested by Compliance Certification Services Inc. The test data, data
evaluation, test procedures, and equipment configurations shown in this report were
given in ANSI C63.10: 2013 and compliance standards.

The test results of this report relate only to the tested sample (EUT) identified in this
report.

The test Report of full or partial shall not copy. Without written approval of Compliance
Certification Services Inc. (Wugu Laboratory)

Approved by:

/e

Shawn Wu
Supervisor

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Revision History

Rev. ISZE:; Revisions Effect Page | Revised By
00 August 2, 2023 Initial Issue ALL Doris Chu
P.5, P.8,
01 August 14, 2023 See the following Note Rev. (01) Pé;(;mp 2611 Doris Chu
P.25, P12, P4
02 August 17, 2023 See the following Note Rev. (02) P4 Doris Chu
03 August 18, 2023 See the following Note Rev. (03) P4 Doris Chu

Rev. (01)

1. Modify antenna type to Monopole in section 1.3.

2. Modify 966D Equipment to EXA Signal Analyzer in section 1.6.
3. Add 240V Conduction data in section 4.1.4.

4. Modify middle Frequency to 2440 in section 3.1, 4.2.4 and 4.4.4.
5. Modify Test Procedure in section 4.4.2.

6. Modify test mode in section 3.2.

7. Add Serial Number and modify Model Discrepancy in section 1.1.
Rev. (02)

1. Modify Serial Number in section 1.1.

Rev. (03)

1. Remove HW Version in section 1.1.
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1. GENERAL INFORMATION
1.1EUT INFORMATION

Signify (China) Investment Co., Ltd.

Applicant Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai,
200233, China
Signify (China) Investment Co., Ltd.
Manufacturer Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai,
200233, China
Equipment Digital Device
Model No. 9290035625, 9290035626
Model Difference
1.without Battery components
2. without level shift IC
9290035625 3. Zighee Antenna model: RFFPA203007IMAB402
Model Discrepancy WiFi Antenna model: RFFPA203006IMLB403
1. with Battery components
2.with level shift IC
9290035626 3. Zighee Antenna model: RFFPA203007IMAB401
WiFi Antenna model: RFFPA203006IMLB402
Trade Name Philips
Received Date June 2, 2023

Date of Test

June 13 ~ August 8, 2023

Power Supply

1. Power from Power Adapter.
I/P: 100-240VAC, 0.6A, 50-60Hz
O/P: 12.0VDC, 2.0A, 24.0W
2. Power from Battery. (DC 3.7V) (for 9290035626)

SW Version

V1.0.02R25

Radiated:
9290035625: E53080
9290035626: ODF5C2

Serial Number Conducted
9290035625: FB2287
Conduction
9290035626: 74F6BF

Remark:

1. For more details, please refer to the User’s manual of the EUT.

2. Disclaimer: Antenna information is provided by the applicant, test results of this report are applicable to
the sample EUT received.

3. Disclaimer: The variant model numbers / trademarks are assessed as identical in hardware and
software to each other, hence all variants are fully covered by the test results in this test report without
further verification test.
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1.2EUT CHANNEL INFORMATION
Frequency Range 2402MHz-2480MHz
Modulation Type GFSK for BLE 1 Mbps
Number of channels 40 Channels
Remark:
Refer as ANSI C63.10: 2013 clause 5.6.1 Table 4 for test channels
Number of frequencies to be tested
Frequency range in Number of Location in frequency
which device operates frequencies range of operation
|:| 1 MHz or less 1 Middle
|:| 1 MHz to 10 MHz 2 1 near top and 1 near bottom
|Z More than 10 MHz 3 1 near top, 1 near middle, and 1 near bottom

1.3ANTENNA INFO

RMATION

Antenna Type

] Monopole ] PCB [] Dipole [] Coils

Antenna Gain

9290035625: Gain: 1.45 dBi
9290035626: Gain: 1.81 dBi

Antenna connector

I-PEX

Notes:
1.The antenna(s) of the EUT are
external antenna. So the EUT co

permanently attached and there are no provisions for connection to an
mplies with the requirements of §15.203.
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1.AMEASUREMENT UNCERTAINTY
PARAMETER UNCERTAINTY

AC Powerline Conducted Emission +2.213 dB

Channel Bandwidth +2.7%

RF output power (Power Meter + Power sensor) +0.243 dB

Power Spectral density +2.739 dB

Conducted Bandedge +2.739 dB

Conducted Spurious Emission +2.742 dB

Radiated Emission_9kHz-30MHz +3.115dB

Radiated Emission_30MHz-200MHz +4.071dB

Radiated Emission_200MHz-1GHz +4.419 dB

Radiated Emission_1GHz-6GHz +5.023 dB

Radiated Emission_6GHz-18GHz +5.068 dB

Radiated Emission_18GHz-26GHz +3.349 dB

Radiated Emission_26GHz-40GHz +3.229 dB
Remark:

1.This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2

2. ISO/IEC 17025 requires that an estimate of the measurement uncertainties associated with the
emissions test results be included in the report.
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1.5FACILITIES AND TEST LOCATION

All measurement facilities used to collect the measurement data are located at
AC Powerline Conducted Emission and Conducted:

X No.11, Wugong 6th Rd., Wugu Dist., New Taipei City, Taiwan.

Radiated emission 9kHz to 40GHz:

[] No.11, Wugong 6th Rd., Wugu Dist., New Taipei City, Taiwan.

X No. 12, Ln. 116, Wugong 3rd Rd., Wugu Dist., New Taipei City, Taiwan 24803
CAB identifier: TW1309

Test site Test Engineer Remark
AC Conduction Room Tony Chao -
Radiation Czerny Lin -
RF Conducted Allen Shen -

Remark: The lab has been recognized as the FCC accredited lab. under the KDB 974614 D01 and is
listed in the FCC pubic Access Link (PAL) database, FCC Registration No. :444940, the FCC Designation
No.:TW1309
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Page:
Rev.:

8 147
03

RF Conducted Test Site

Ezll?irgﬁwgl;\t Manufacturer Model Ni?:l?elzr Cal::t));?;'on Calibration Due
Power Sensor Anritsu MA2411B 1911386 2022-08-08 2023-08-07
Power Sensor Anritsu MA2411B 1911387 2022-08-08 2023-08-07

EXA Signal Analyzer| KEYSIGHT N9010A MY54200716| 2022-10-13 2023-10-12

Power Meter Anritsu ML2496A 2136002 2022-11-24 2023-11-23

Software

Radio Test Software Ver. 21 & E3-Ver: 6.11-20180413
LTE Measurement Power-Ver.21

Wugu 966 Chamber D

Name of Equipment | Manufacturer Model |Serial Number |Calibration Date | Calibration Due
Antenna SHWARZBECK |VULB 9168 1277 2023-01-13 2024-01-12
Pre-Amplifier EMCI EMgélESM 980820 2022-12-23 2023-12-22
Pre-Amplifier EMCI EMC330N 980853 2022-12-23 2023-12-22
EMC101G-
Coaxial Cable EMC KM-KM-900 220407421122 2023-03-21 2024-03-20
0 8+230205
EXA Signal Analyzer Agilent N9010A MY52220817 2023-03-09 2024-03-08
. EMCCFD4 (211212+211222
Coaxial Cable EMC 00 +211020 2023-03-21 2024-03-20
. . T04H30001
High Pass Filter TITAN 800070S01 211215-7-1 2023-02-02 2024-02-01
Thermo-Hygro Meter EDSDS EDS-A49 966D1 2023-05-11 2024-05-10
Pre-Amplifier EMCI EM%E“O“ 980872 2023-01-03 2024-01-02
Horn Antenna RF SPIN DRH18-E | 210301A18ES 2023-02-03 2024-02-02
Horn Antenna SHWARZBECK |BBHA 9170 1134 2022-12-30 2023-12-29
SCHWARZBEC FMZB
Loop Antenna K 1513-60 1513-60-028 2022-12-27 2023-12-26
Software e3 V9-210616¢c
AC Conducted Emissions Test Site
Equipment Manufacturer Model S/IN Cal Date Cal Due
EMI Test R&S ESCI 100064 2023-06-07 | 2024-06-06
Receiver
LISN TESEQ LN2-16N 22012 2023-03-08 | 2024-03-07
2022-06-27 | 2023-06-26
Cable EMCI CFD300-NL CERF
2023-06-27 | 2024-06-26
Software EZ-EMC(CCS-3A1-CE-WUGU)
Remark:

1. Each piece of equipment is scheduled for calibration once a year.
2. N.C.R. = No Calibration Required.
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1.7 SUPPORT AND EUT ACCESSORIES EQUIPMENT

EUT Accessories Equipment
No.| Equipment Brand Model Series No. FCC ID IC
N/A
Support Equipment
No. Equipment Brand Model Series No. FCC ID
1 NB(E) Lenovo T460 N/A N/A

1.8TEST METHODOLOGY AND APPLIED STANDARDS

The test methodology, setups and results comply with all requirements in accordance
with ANSI C63.10:2013, FCC Part 2, FCC Part 15.247 and KDB 558074.
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2. TEST SUMMARY
FCC
Standard Report Test Item Result
: Section
Section
15.203 1.3 Antenna Requirement Pass
15.207(a) 4.1 AC Conducted Emission Pass
15.247(a)(2) 4.2 6 dB Bandwidth Pass
- 4.2 Occupied Bandwidth (99%) Pass
15.247(b)(3) 4.3 Output Power Measurement Pass
15.247(e) 4.4 Power Spectral Density Pass
15.247(d) 4.5 Conducted Band Edge Pass
15.247(d) 4.5 Conducted Spurious Emission | Pass
15.247(d) 4.6 Radiation Band Edge Pass
15.247(d) 4.6 Radiation Spurious Emission Pass

10 /47
03
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3. DESCRIPTION OF TEST MODES
3.1 THE WORST MODE OF OPERATING CONDITION

Operation mode BLE Mode (1Mbps)

1.Lowest Channel : 2402MHz
Test Channel Frequencies 2.Middle Channel : 2440MHz
3.Highest Channel : 2480MHz
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3.2THE WORST MODE OF MEASUREMENT

AC Power Line Conducted Emission

Test Condition

AC Power line conducted emission for line and neutral

Power supply

Mode 1: EUT (Model: 9290035626) Power by
Adapter-1.5m(S024CSM1200200)

Mode Mode 2: EUT (Model: 9290035625) Power by
Adapter-1.5m(S024CSM1200200)
Worst Mode | [X] Mode 1 [ | Mode 2 [ ] Mode 3 [ ] Mode 4

Radiated Emission Measurement Above 1G

Test Condition

Radiated Emission Above 1G

Power supply

Mode 1: EUT (Model: 9290035626) Power by
Adapter-1.5m(S024CSM1200200)

Mode Mode 2: EUT (Model: 9290035625) Power by
Adapter-1.5m(S024CSM1200200)
Worst Mode | [X] Mode 1 [ | Mode 2 [ ] Mode 3 [ ] Mode 4

Worst Position

[ ] Placed in fixed position.
X Placed in fixed position at X-Plane (E2-Plane)
[ ] Placed in fixed position at Y-Plane (E1-Plane)

[ ] Placed in fixed position at Z-Plane (H-Plane)

Radiated Emission Measurement Below 1G

Test Condition

Radiated Emission Below 1G

Power supply

Mode 1: EUT (Model: 9290035626) Power by
Adapter-1.5m(S024CSM1200200)

Mode Mode 2: EUT (Model: 9290035625) Power by
Adapter-1.5m(S024CSM1200200)
Worst Mode | [ ] Mode 1 [X] Mode 2 [ ] Mode 3 [ ] Mode 4
Remark:

1. The worst mode was record in this test report.

2. EUT pre-scanned in three axis ,X,Y, Z and two polarity, for radiated measurement. The
worst case(X-Plane) were recorded in this report

3. AC power line conducted emission and for below 1G radiation emission were
performed the EUT transmit at the highest output power channel as worse case.
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3.3EUT DUTY CYCLE

0,
Temperature: 24.1C Test date: June 15, 2023
Humidity: 58% RH Tested by: Allen Shen
Duty Cycle
. . Duty Cycle (% Duty Factor (dB VBW settin
Configuration _ byl ) . y () 1T (kHz) 9
= Ton / (Ton+Toff) |=10*log ( 1/Duty Cycle ) (kHz)
BLE 1M 62.40 2.05 2.56 3.00
BLE-1Mbps
e Keysight Spectrum Analyzer - Swept SA =N =R
RL | RF [soe oc | [ | SENSE:INT| | ALIGN AUTO [08:04:19 PMJun 15, 2023
[Center Freq 2.402000000 GHz . Avg Type: Voltage TRACE[TT=5 5 6 Frequency
PNO: Fast —»— 1rig: Free Run TYPE| WAraRriAs
IFGain:Low #Atten: 30 dB DET|P
Auto Tune
Ref Offset 1.07 dB AMkr3 625.0 ps
10 dBidiv  Ref 20.00 dBm -0.01 dB
Log TAa3A4
100 Z = Center Freq
000 2.402000000 GHz
-10.0
~=nn StartFreq
~nu 2.402000000 GHz|
:zz e T e b [ A il e
ED'D Stop Freq
! 2.402000000 GHz
-70.0
Center 2.402000000 GHz Span 0 Hz CF Step
Res BW 8 MHz #VBW 8.0 MHz Sweep 5.000 ms (1001 pts) 8.000000 MHz|
INCTIO ] |fute Man
1 A2 1t (A) 390.0 us (A) 0.20 dB
2 F 1 t §30.0 8.63 dB
A4 1t (A) 6250 s () 00148 Freq Offset
4 F 1t 530.0 us 8.63 dBm O Hz
5 =)
6
7
8 Scale Type
9
10 0 i
11 _ |tes Lin
< | [ 3
MSG %STATUS
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4. TEST RESULT
4.1 AC POWER LINE CONDUCTED EMISSION
4.1.1 Test Limit
According to §15.207(a),

Frequency Range Limits(dBuV)
(MHz) Quasi-peak Average
0.15t0 0.50 66 to 56* 56 to 46*
0.50to 5 56 46
5to 30 60 50

* Decreases with the logarithm of the frequency.

4.1.2 Test Procedure
Test method Refer as ANSI C63.10: 2013 clause 6.2,

1. The EUT was placed above horizontal ground plane and 0.4m above vertical ground
plane

EUT connected to the line impedance stabilization network (LISN)

Receiver set RBW of 9kHz and Detector Peak, and note as quasi-peak and
average.

4. Maximum procedure was performed on the six highest emissions to ensure EUT
compliance.

5. Recorded Line for Neutral and Line.
4.1.3 Test Setup

Vertical reference ground plane

7 EMI receiver

40cm —~ HHHEHH ©
\ ]
—[ 80cm
S
¥

4.1.4 Test Result

LISN Horizontal reference ground plane

Pass.
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Test Data
Test Mode: Mode 1 Temp/Hum 24.8(C)/ 57%RH
Phase: Line Test Date June 19, 2023
Test Voltage: 120Vac, 60Hz Test Engineer Tony Chao
80.0 dBu¥
Limit1: —_—
Limit2:
1
W2
3
1 b
30 3
-20
0.150 05 [MHz) L 30.000
QU] Average |Correction Qe Average Qe Average QU] Average
Fr%%l_lezr;cy rzzgikng reading factor rzzill(t result Pnerﬁl.(t limit mPaerZIi(n margin |Remark
@Buy) | @ V) (dB) @swv) | @BV | @gguy) | ©@BUV) (@B) (dB)
0.1620 47.74 41.60 0.15 47.89 41.75 65.36 55.36 -17.47 | -13.61 | Pass
0.2020 37.19 25.66 0.15 37.34 25.81 63.53 53.53 -26.19 | -27.72 | Pass
0.4140 36.94 35.18 0.15 37.09 35.33 57.57 47.57 -20.48 | -12.24 | Pass
1.8140 28.79 24.84 0.20 28.99 25.04 56.00 46.00 -27.01 | -20.96 | Pass
3.7460 26.75 16.41 0.25 27.00 16.66 56.00 46.00 -29.00 | -29.34 | Pass
7.2540 28.31 17.78 0.31 28.62 18.09 60.00 50.00 -31.38 | -31.91 | Pass

Note: 1. Correction factor = LISN loss + Cable loss.

This document cannot be reproduced except in full, without prior written approval of the Company. i R4EARN T HEZF T > A o SRy ER -




Page: 16 /47
Report No.: TMWK2305001703KR Rev.. 03
Test Mode: Mode 1 Temp/Hum 24.8(°C)/ 57%RH
Phase: Neutral Test Date June 19, 2023
Test Voltage: 120Vac, 60Hz Test Engineer Tony Chao
80.0 dBuY
Limit1: —_—
Limit2:
1
J 2
30
h
-20
0.150 05 [MHz) 5 30.000
Qs Average |Correction Qs Average Qe Average Qs Average
Fr(?&l:_'ezr;cy rz:c?ilf*ng reading factor rZiill(t result Phe:_::(t limit mPaerZIi(n margin |Remark
dBuy) | (@BuV) (dB) @suv) | @BV [ @gguyy | @BUY) (dB) (dB)
0.1620 47.90 42.18 0.20 48.10 42.38 65.36 55.36 -17.26 | -12.98 | Pass
0.2380 35.73 21.70 0.19 35.92 21.89 62.17 52.17 -26.25 | -30.28 | Pass
0.4100 32.47 31.44 0.19 32.66 31.63 57.65 47.65 -24.99 | -16.02 | Pass
1.8140 27.76 24.16 0.24 28.00 24.40 56.00 46.00 -28.00 | -21.60 | Pass
5.1940 20.50 11.63 0.32 20.82 11.95 60.00 50.00 -39.18 | -38.05 | Pass
10.5900 | 25.19 15.57 0.38 25.57 15.95 60.00 50.00 -34.43 | -34.05 | Pass

Note: 1. Correction factor = LISN loss + Cable loss.
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Test Mode: Mode 1 Temp/Hum 24.3(°C)/ 52%RH
Phase: Line Test Date August 8, 2023
Test Voltage: 240Vac, 50Hz Test Engineer Tony Chao
80.0 dBuY
Limit1: —_—
Limit2:
1
2
bt
0 1 2 b
-20
0.150 05 [MHz) 5 30.000
L Average |Correction QL Average Qs Average Lz Average
Fr(-z'(\]/lthezr;cy rz:gikng reading factor rZiill(t result P||erﬁ||(t limit mp:rzli(n margin |Remark
(dBuY) d uv) (dB) (dBuv) (dBuV) (dBuY) (dBuV) (dB) (dB)
0.1700 4414 30.57 0.15 44.29 30.72 64.96 5496 | -20.67 | -24.24 | Pass
0.2220 38.05 27.85 0.15 38.20 28.00 62.74 52.74 | -2454 | -24.74 | Pass
0.4380 34.73 32.23 0.15 34.88 32.38 57.10 47.10 | -22.22 | -14.72 | Pass
1.8100 27.89 24.21 0.21 28.10 24.42 56.00 46.00 | -27.90 | -21.58 | Pass
4.1060 26.93 19.97 0.26 27.19 20.23 56.00 46.00 | -28.81 | -25.77 | Pass
10.7740 | 26.47 19.52 0.38 26.85 19.90 60.00 50.00 | -33.15 | -30.10 | Pass

Note: 1. Correction factor = LISN loss + Cable loss.
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Test Mode: Mode 1 Temp/Hum 24.3(°C)/ 52%RH
Phase: Neutral Test Date August 8, 2023
Test Voltage: 240Vac, 50Hz Test Engineer Tony Chao
80.0 dBu¥
Limit1: —_—
Limit2:
U : ;
30 3 i
-20
0.150 0.5 [MHz) L] 30.000
Qs Average |Correction Qs Average Qe Average Qs Average
Fr(?&l:_'ezr;cy rz:c?ilf*ng reading factor rZiill(t result Plfrf'::(t limit mPaerZIi(n margin |Remark
dBuy) | (@BuV) (dB) @suv) | @BV [ @gguyy | @BUY) (dB) (dB)
0.1820 42.27 29.70 0.20 42.47 29.90 64.39 54.39 -21.92 | -24.49 | Pass
0.4380 36.11 33.90 0.19 36.30 | 34.09 | 57.10 | 47.10 | -20.80 | -13.01 | Pass
1.0780 21.18 15.95 0.21 21.39 16.16 56.00 46.00 -34.61 | -29.84 | Pass
1.8100 25.66 22.34 0.25 25.91 22.59 56.00 46.00 -30.09 | -23.41 | Pass
3.4900 28.19 23.28 0.29 28.48 23.57 56.00 46.00 -27.52 | -22.43 | Pass
6.6500 29.96 17.24 0.34 30.30 17.58 60.00 50.00 -29.70 | -32.42 | Pass

Note: 1. Correction factor = LISN loss + Cable loss.
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4.26dB BANDWIDTH AND OCCUPIED BANDWIDTH (99%)

42.1 TestLimit
According to 8§15.247(a)(2)
6 dB Bandwidth

Page: 19 /47

Limit Shall be at least 500kHz

Occupied Bandwidth(99%) : For reporting purposes only.

4.2.2 Test Procedure
Test method Refer as ANSI C63.10: 2013,

1.
2.
3.

The EUT RF output connected to the spectrum analyzer by RF cable.
Setting maximum power transmit of EUT.

SA set RBW =100KHz, VBW = 300KHz and Detector = Peak, to measurement 6dB
Bandwidth.

SA set RBW = 1% ~ 5% OBW, VBW = three times the RBW and Detector = Peak, to
measurement 99% Bandwidth.

Measure and record the result of 6 dB Bandwidth and 99% Bandwidth. in the test
report.

4.2.3 Test Setup

ETT Spectrum

Analyzer
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4.2.4 Test Result
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June 15, 2023

Temperature: 24.1°C Test date:
Humidity: 58% RH Tested by: Allen Shen
Test mode: BLE-1Mbps mode / 2402-2480 MHz
Channel Frequency OBW (99%) 6dB BW 6dB limit
(MH2) (MH2) (kHz) (kHz)
Low 2402 1.0929 0.7248
Mid 2440 1.1029 0.7273 2500
High 2480 1.1223 0.7347
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6dB BANDWIDTH
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[y =
S LIGN ATy |06:04:41 PMJun 15, 2003 /! L ALIGN AUTO
Cenar GHz Radio $td: None Frequency Cent GHz Frequency
S Trig:Freefun  AvgHold:>100100 - Trig:FresRun  Avgiold:»100'100
WFGaindow #Aten: 30 dB Radio Device: BTS A Gaindow #amen: 30 dB Radic Device: BTS
Ref Offset 107 d8 Ref Dffset 1.07 dB.
10 dB/div Ref 20.00 dBm 10 dB/div Ref 20.00 dBm
Log) Log)
Center Freq)| Center Freq)|
2402000000 GHz} 2440000000 GHz}
Center 2.402000 GHz ‘Span 5.000 MHz CF Stey Center 2.440000 GHz ‘Span 5.000 MHz, CF Stey
[#Res BW 100 kHz #VBW 300 kHz Sweep Tms, mmm‘; [#Res BW 100 kHz #VEW 300 kHz Sweep 1ms mmm‘;
[huto Man |Auto Man)
Occupied Bandwidth Total Power 15.4 dBm Occupied Bandwidth Total Power 15.2 dBm
1.3595 MHz FreqOffset 1.3729 MHz FreqOffset
Transmit Freq Eror ~ -92649kHz % of OBW Power  99.00% oM Transmit Freq Error 95724 kHz % of OBW Power  99.00% oM
x dB Bandwidth 7248kHz  xdB .00 dB x dB Bandwidth 727.3kHz  xdB -6.00 dB
- [ - Tosuns
[y
SDUGED] LGUATO (66100 Mun15, 00
Center Freq: 2480000000 GHa Radio $td: None Frequency
5 Trig: Free Run AvgHold >100/100
WFGaindow #Aten: 30 dB Radio Device: BTS
Ref Offset 107 d8
10 dB/div Ref 20.00 dBm
Log
Center Freq)|
2480000000 GHz}
Center 2.480000 GHz ‘Span 5.000 MHz CF Step
[#Res BW 100 kHz #VBW 300 kHz Sweep Tms, 600,000 kHz]
|Auto Man)
Occupied Bandwidth Total Power 14.7 dBm
1.4063 MHz FreqOffset
Transmit Freq Eror  -103.35kHz % of OBW Power  99.00% oM
x dB Bandwidth 734TkHz  xdB .00 dB
- [
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——————
T | L)@
s 605 mun 15,205 i [ oo s s s,
Center GHz Radia $td: Nene Frequency Cen GHz Radio Std: None Frequency
5 Trig: Free Run AvglHold: 100100 5= Trig: Free Run AvglHeld 100100
WFGaindow #Aten: 30 dB Radio Device: BTS A Gaindow #amen: 30 dB Radic Device: BTS
Ref Offset 107 d8 Ref Dffset 1.07 dB.
16 dB/div Ref 20.00 dBm 16 dBldiv Ref 20.00 dBm
Log) Log
Center Freq)| Center Freq)|
2402000000 GHz 2440000000 GHz
Center 2.402000 GHz ‘Span 2.000 MHz CF Step Center 2.440000 GHz ‘Span 2.000 MHz, CF Step
[#Res BW 30 kHz #VBW 100 kHz Svieep 6.733ms 200000 K5 [#Res BW 30 kHz #VBW 100 kHz Sweep 6.733 ms| 200000 K5
|futo Man) |Auto Man|
Occupied Bandwidth Total Power 15.2 dBm Occupied Bandwidth Total Power 15.0 dBm
1.0929 MHz FreqOffset| 1.1029 MHz FreqOffset
Transmit Freq Error 3.340kHz % of OBW Power  99.00 % Ok Transmit Freq Error 2749kHz  %of OBW Power  99.00% Ok
x dB Bandwidth 6203kHz  xdB £.00 dB x dB Bandwidth 6285kHz  xdB .00 dB
- [ - g
[y
e L ATO[o0taa: e 15,008
Center Freq: 2480000000 GHa Radia $td: Nene Frequency
5 Trig: Free Run AvglHold: 100100
WFGaindow #Aten: 30 dB Radio Device: BTS
Ref Offset 107 d8
16 dB/div Ref 20.00 dBm
Log!
Center Freq)|
2480000000 GHz
Center 2.480000 GHz ‘Span 2.000 MHz CF Step
[#Res BW 30 kHz #VBW 100 kHz Svieep 6.733ms 200000 K5
|Auto Man)
Occupied Bandwidth Total Power 14.5 dBm
1.1223 MHz FreqOffset
Transmit Freq Error A672kHz % of OBW Power  99.00 % Ok
x dB Bandwidth 6339kHz  xdB £.00 dB
- [
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4.30UTPUT POWER MEASUREMENT

4.3.1 Test Limit
According to 815.247(b)(3)
Peak output power :

FCC

Page: 23 /47
Rev.: 03

For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz bands: 1 Watt. As an alternative to a peak power measurement,

Limit

X] Antenna not exceed 6 dBi : 30dBm

[ ] Antenna with DG greater than 6 dBi
[ Limit =30 — (DG - 6) ]
[] Point-to-point operation

Average output power : For reporting purposes only.

4.3.2 Test Procedure
Test method Refer as ANSI C63.10:2013.
1. The EUT RF output connected to the power meter by RF cable.

Setting maximum power transmit of EUT.

2
3. The path loss was compensated to the results for each measurement.
4

Measure and record the result of Peak output power and Average output power. in
the test report.

4.3.3 Test Setup

EUT

Power Meter
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4.3.4 Test

Temperature:

Humidity:

TMWK2305001703KR

Result

24.1°C
58% RH

Peak output power :

Test date:
Tested by:

Page: 24 /47
Rev.: 03

June 15, 2023
Allen Shen

BLE 1M mode:
CH Frequency Power Peak Power Output Required Limit
(MH2) set (dBm) (dBm)
Low 2402 default 7.86 30
Mid 2440 default 7.94 30
High 2480 default 7.51 30

Average output power :

BLE 1M mode:
CH Frequency Power Average Power Output Required Limit
(MH2) set (dBm) (dBm)
Low 2402 default 7.84 30
Mid 2440 default 7.92 30
High 2480 default 7.44 30
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4.4POWER SPECTRAL DENSITY
4.4.1 Test Limit
According to 815.247(e)

For digitally modulated systems, the power spectral density conducted from the
intentional radiator to the antenna shall not be greater than 8 dBm in any 3 kHz band
during any time interval of continuous transmission.

Report No.:

Page: 25 /47

Limit

X] Antenna not exceed 6 dBi : 8dBm
[ ] Antenna with DG greater than 6 dBi
[Limit=8—- (DG - 6) ]

[] Point-to-point operation :

4.4.2 Test Procedure
Test method Refer as ANSI C63.10:2013.
1. The EUT RF output connected to the spectrum analyzer by RF cable.

2. Setting maximum power transmit of EUT

3. SAset RBW = 3kHz, VBW = 10kHz, Span = 1.5 times DTS Bandwidth (6 dB BW),
Detector = Peak, Sweep Time = Auto and Trace = Max hold.

The path loss were compensated to the results for each measurement by SA.

Mark the maximum level.

Measure and record the result of power spectral density. in the test report.

4.4.3 Test Setup

EUT

Spectrum

Analyzer
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4.4.4 Test Result
Temperature: 24.1°C Test date: June 15, 2023
Humidity: 58% RH Tested by: Allen Shen
BLE 1M mode
RF Power . -
Frequency Densit Maximum Limit
y Result
(MHz) (dBm/3kHz) (dBm/3kHz)
2402 -5.980 8 PASS
2440 -6.151 8 PASS
2480 -6.740 8 PASS
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#vg Type: RMS T Frequency Tt a|  Frequency
a7 Trig: FreeRun m - e
[FGainlow — BAfen: 3048 el IFGsinlow  HAtten: 30 B oerlP
5307857 AutaT T3 440 007 Auto Tune
Ref OMset 1,07 4B Mkr1 2.401 997 8 GHZ] une Raf Clfast A07 B Mkr1 2.440 001 1 645
0 ¢k Ref 2000 dBm -5.98 dBm) Ref 20.00 dBm 6.151d
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2402000000 GHz, 2440000000 GHz]
! ¢ StartFi
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Scale Type, 1 cale Type
7e Center 2.4400000 GHz Span 1.091 MHz |-°8 Lin)
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[#Res B 3.0 kHz #VEW 10 kHz Sweep 28.40 ms (1001 pts| — T
= [ -
=
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#hvg Type: RMS c 5g| Frequency
7 Trig: Free Run x|
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19 0F 6 Auto Tune
et Offset 107 68 Mikr1 2.480 006 6 GHZ]
[0 deilv_Ref 20.00 dBm -6.74 dBm
.
Center Freq,
2.480000000 GHz]
StartFreq|
| Iy i 2473448975 GHz]
i ¥ i v 1
H f T StopFreq|
2480581025 GHz
CF Step
110.205 kHz]
Ao Man
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0Hz
Scale Type
i
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4.5CONDUCTED BAND EDGE AND SPURIOUS EMISSION

4.5.1 Test Limit
According to 815.247(d)

FCC: In any 100 kHz bandwidth outside the authorized frequency band,

Non-restricted bands shall be attenuated at least 20 dB/30 dB relative to the maximum
PSD level in 100 kHz by RF conducted or a radiated measurement which fall in the
restricted bands, as defined in 815.205(a), must also comply with the radiated emission
limits specified in §15.209(a).

45.2 Test Procedure
Test method Refer as ANSI C63.10:2013.

1. EUT RF output port connected to the SA by RF cable, and the path loss was
compensated to result.

2. SA setting, RBW=100kHz, VBW=300kHz, Detector=Peak, Trace mode = max hold,
SWT = Auto.

3. In any 100 kHz bandwidth outside the authorized frequency band, shall be attenuated
at least 20 dB relative to the maximum in-band peak PSD level in 100 kHz when
conducted power procedure is used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a time interval, the attenuation
required under this paragraph shall be 30 dB instead of 20 dB.

4.5.3 Test Setup

Spectrum

EUT
Analyzer
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45.4 Test Result

Test Data
Temperature: 24.1°C Test date: June 15, 2023

Humidity: 58% RH Tested by: Allen Shen

BLE-1Mbps mode Low CH

Reference Level Band Edge

[ EE———r) = ==
iy %1500 b SENSENT L0 [06051) 7
[Center Freq 2.402000000GHz _ _ | Avy Type: Log-Pr Frequency iz Frequency
PND: Wide (5 Trig: Free Run NO-Fmt -5~ Trig: FreeRun
FGainilow * #ATen: 308 Fooiniow  SAmER:
MK Auto Tune; Auto Tune;
Ref Offset 1.07 dB B :4 dBml Ref Offset 107 dB
0dBiey  Ref 20.00 dBm 10 dBiiv_ Ref 20,00 dBm
S, - Log T ~
1 CenterFreq ¥ Center Freq
] 1 1 2402000000 GHz 2360000000 GHz]
StartFreq| StartFreq
2401456400 GHz (5 2310000000 GHz]
StopFreq R o A L TR TSRO NSO V. StopFreqy
2402543600 GHz o A A OSu M IR A it 2410000000 GHz]
"
CF Step ‘Center 2.36000 GHz Span 100.0 MHz CF Step.
108.720 kHz #Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) | 10000000 Mz
Man, |auto Wan,
| S I ] ST
1Nl 24020GHz (&)  B106Bm
Fraqﬂl’!’sn -a N f 2.400 0 GHz 4008 dBm Freqoﬂsal
0Hz 4 0Kz
5
6
7
Scale Type 8 Scale Type
9
" .
Center 24020000 GHz Span 1.087 MHz| [0 s » s Lin)
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms {1501 pts) :
hea [ hea [

Spurious Emission 30MHz-25GHz

— Fepsgh Spectram Aoz - St S4 T=le
AL SEIGEINT ALLG AT 0655 2088
enter Freq 12.515000000 GHz } Aug Type: Log-Pur s cp|  Frequency
FNO: Fast —+ 11ig: FreeRun
IFGainiow  HAten: 3068
] Auto Tune;
Ref Offset 107 48 Mkr4 2
0cEidy__Ref 20.00 dBm -46
Log AT T
i Center Freq,
12515000000 GHz]
Start Freq,
30.000000 MHz:
4
i, il Stop Freq,
TV 25,000000000 GHz|
A
iCenter 12.52 GHz Span 24.97 GHz| CF Step|
#Res BW 100 kHz HVBW 300 kHz Sweep 81.57 ms (24971 pts) | 2487000000 GHz|
"
o T ——— e e ”
1N 11l 24020GHz (&) B8.14dBm
2 4804 GHz 5742 dBm
3N 114 7.206GHz (A) 6728 dBm FreqOffset;
-s N 1 245 GHz 45,80 dBm 0Hz)
6
7
] Scale Type
9
10
1 CJee Lin)
- Tgomns
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BLE-1Mbps mode Mid CH

Reference Level

Spurious Emission 30MHz-25GHz

[= e nahyzer - Suest A . Lote]
FL 3 ENSE-INI ALIGN Al 08:080
enter Freq 2.440000000 GHz Avg Type: Log-Pur T Frequency
oG- Wide o T1ig: FreeRun
IFGaindow #Anen: 30 dB
RefOffset 107 46 Mkr1 2.440 022 5 GHZ| Auto Tune]
10 devy  Ref 20.00 dBm 7.87 dBm)
Log ¥
Center Freq
' . 2440000000 GHz}
StartFreq)
2439454525 GHz|
Stop Freq)
2440545475 GHz}
CFStep
108.096 kHz}
lauto Wan
Freq Offset]
0Hz
Scale Type
A -
Center 2.4400000 GHz Span 1.091 MHz|[-°9 Lip/
[#Res BW 100 kHz #VBW 300 kHz Sweep 1,000 ms (1501 pts)
= [Fam—

Tola
LI AITD[08:0005 M 15,2003
Avp Type: LogPwr e[+ yg|  Freuency
PR P == Trig: FraeRun <o
IFGsnlow  #Atien: 30d8
Auto Tune
Ref Offset 107 6B
10dBidy_ Ref 20.00 dBm
Log AT -
1 Center Freq|

12515000000 GH2]

StartFreq|
30.000000 MHz
’1
oy
P, Y Stop Freq]
25000000000 GHz
Center 12.52 GHz Span 24.97 GHz CF Step
#Res BW 100 kHz #VBW 300 kHz Sweep 81.57 ms (24971 pts) | 2457000000 GHz]
it [
L) ST S | al
1N [ 2440GHz (4) 787 dBm
2 N 1 4BB0GHz  67.34dBm
3N foa) 7.320GHz (A)  -66.53 dBm FreqOffset;
N 2418 -50.10 dBm M
5
H
7
8 Scale Type
9
10
1 e Lin)
s Ggrns

This document cannot be reproduced except in full, without prior written approval of the Company. A R4EA N T EHEF ] » A a]EiniEsd -




Report No.:

TMWK2305001703KR

31 /47
03

Page:
Rev.:

BLE-1Mbps mode High CH

Reference Level

Band Edge

lola lofa
MO (08107 Ml 15,202 3
v Type: LogPar 77| Frequency Freguency
FHO: Vide 5 171g: Free Run PG Fas —— Trig: FreeRun
FGsniow * Atien: 308 IFGsnion  #Atien: 30dB
T =7 Auto Tune Auto Tune
Ref Offset 107 &8 Mkr1 2.480 027 9 GHz Ref Offset 1.07 4B
Ref 20.00 dBm dB (0cEir_Ref 20.00 dBm
v o9 N ¥
1 Center Freq| & Center Freq|
’ 2480000000 GHz| 2487500000 GHz)
StartFreq) StartFreq|
2479448975 GHz 2475000000 GHz:
StopFreq| I A | [ i StopFreq|
2480561025 GHz, o ) T 2500000000 64z
CF Step; Center 248750 GHz ‘Span 25.00 MHz CF Step,
110,205 kHz| #Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) 2500000 M|
Aute Man Aute Man
i T A [FLMCTONWETHL FURCTON VLLE
{10 g gadh
FreqOffset, 3 4 o 12dBm FreqOffset;
ohz 4 OHz
5
7
Scale Type 8 Scale Type
9
i
Center 24800000 GHz span 1.102 MHz||-°9 ki " L Jtes ko
[#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1501 pts) 7
- Ggrons - yrna

Spurious Emission 30MHz-25GHz

Weysgh Spectnam Anthzer - Suept S
AL , 5

l?ﬂ-a

: FIEE 83220 un 5,
enter Freq 12.515000000 GHz Avg Type: Log-Pur TRace] Frequency
PHO: Fast —+- Trig- FreeRun "
IFGainiow  HAmen: 3B =
5 ROT Auto Tune;
JS— Wikrd 24 6971 Gz
10 2idv Ref 20.00 dBm -50.68 dBm|
Leg T3 T
(‘\} T Center Freq
12515000000 GHz}
StartFreq)
30000000 MH2]
52 Y
) Stop Freq,
25000000000 GHz]
A
iCenter 12.52 GHz Span 24.97 GHz| CF Step|
#Res BW 100 kHz HVBW 300 kHz Sweep 81.57 ms (24971 pts) | 2487000000 GHz|
"
I I Y [ FUNCTON ] FLHETEN WOTT FUCTIOK VLU I e .
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4.6 RADIATION BANDEDGE AND SPURIOUS EMISSION

4.6.1 Test Limit

FCC according to 815.247(d), 815.209 and §15.205,

In any 100 kHz bandwidth outside the authorized frequency band, all harmonic and
spurious must be least 20 dB below the highest emission level with the authorized
frequency band. Radiation emission which fall in the restricted bands must also follow the
FCC section 15.209 as below limit in table.

Below 30 MHz
. Magnetic Measurement
Frequency F'eld Strength H-Field Distance
(microvolts/m) :

(microamperes/m) (metres)
9-490 kHz 2,400/F (F in kHz) 2,400/F (F in kHz) 300
490-1,705 kHz 24,000/F (F in kHz) 24,000/F (F in kHz) 30
1.705-30 MHz 30 N/A 30

Above 30 MHz

Field Strength

Frequency microvolts/m at 3 metres (watts, e.i.r.p.)
(MH2z) X -
Transmitters Receivers
30-88 100 (3 nW) 100 (3 nW)
88-216 150 (6.8 nW) 150 (6.8 nW)
216-960 200 (12 nW) 200 (12 nW)
Above 960 500 (75 nW) 500 (75 nW)
Remark:

Although these tests were performed other than open area test site, adequate comparison measurements
were confirmed against 30 m open are test site. Therefore sufficient tests were made to demonstrate that
the alternative site produces results that correlate with the ones of tests made in an open field based on

KDB 414788.
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4.6.2 Test Procedure
Test method Refer as ANSI C63.10:2013.

1. The EUT is placed on a turntable, Above 1 GHz is 1.5m and below 1 GHz is 0.8m
above ground plane. The EUT Configured un accordance with ANSI C63.10: 2013, and
the EUT set in a continuous mode.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum
emission level. And EUT is set 3m away from the receiving antenna, which is scanned
from 1m to 4m above the ground plane to find out the highest emissions. Measurement
are made polarized in both the vertical and the horizontal positions with antenna.

3. Span shall wide enough to full capture the emission measured. The SA from 9KHz to
26.5GHz set to the low, Mid and High channels with the EUT transmit.

Remark:

1. Although these tests were performed other than open area test site, adequate
comparison measurements were confirmed against 30 m open are test site. Therefore
sufficient tests were made to demonstrate that the alternative site produces results that
correlate with the ones of tests made in an open field based on KDB 414788.

2. No emission found between lowest internal used/generated frequency to 30MHz
(9kHz~30MHz).

3. The SA setting following :

(1) Below 1G : RBW = 100kHz, VBW = 3 RBW, Sweep = Auto, Detector = Peak, Trace
= Max hold.

(2) Above 1G :

(2.1) For Peak measurement : RBW = 1MHz, VBW = 3 RBW, Sweep = Auto,
Detector = Peak, Trace = Max hold.

(2.2) For Average measurement : RBW = 1MHz, VBW
‘If Duty Cycle = 98%, VBW=10Hz.
‘If Duty Cycle < 98%, VBW=1/T.
4. Data result
Actual FS=Spectrum Reading Level+Factor
Margin=Actual FS- Limit
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4.6.3 Test Setup

9kHz ~ 30MHz
T, S L R e
Loop antenna
EUT /
_\ B Spectrum /
— o Receiver
[ I H \
Y
Turntable 0.8m 1m e
A A L J5E
[ ] | ]
Reference ground plane J/
30MHz ~ 1GHz
Antenna
v tower
3m ‘ Bi-log
EUT v ‘ // antenna

Noe S
Spectrum

- = q analyzer
{ ) ‘ \

Turntable
/ [ ]

Reference ground plane J/

oo
000
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Above 1 GHz
IT Antenna
e tower
Horn
antenna
Spectrum
L analyzer
Turntable | 1.5m 1V
\ i m | -
A [ Pre-amp -\_g oo
AAA l ] l ]
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Test Mode: BLE-1Mbps Low CH Temp/Hum 25.8(C) / 62%RH
Test Item Band Edge Test Date June 13, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak / Average
120 Level (dBuvWim})
105.0
90.0
75.0
610.0
A5.0 A bl e\ 5 h ==
[N—— -k i | I . -
30.0
15.0
%310 2428. 2545. 2664. 2782. 2900
Frequency (MHz)
Trace: 1
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBuv) (dB) (dBuV/m) | (dBpV/m) (dB)
2345.27 Peak 46.34 4.83 51.17 74.00 -22.83
2345.52 Average 42.20 4.83 47.04 54.00 -6.96
2402.00 Peak 100.26 451 104.77 -- --
2402.00 Average 99.61 451 104.12 -- --
2487.58 Peak 42.44 4.57 47.02 74.00 -26.98
2498.08 Average 33.45 4.63 38.08 54.00 -15.92
2551.85 Peak 43.99 4.86 48.84 74.00 -25.16
2551.85 Average 37.84 4.86 42.70 54.00 -11.30
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Test Mode: BLE-1Mbps Low CH Temp/Hum 25.8(°C) / 62%RH
Test Item Band Edge Test Date June 13, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvWim})
105.0
90.0
75.0
610.0
45.0| e et et A el ’ el gl e
1 i Iy
30.0
15.0
%310 2428, 2546. 2664, 2782. 2900
Frequency (MHz)
Trace: 1
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBpv) (dB) (dBuV/m) | (dBuV/m) (dB)
2345.52 Peak 44.79 4.83 49.62 74.00 -24.38
2345.52 Average 39.07 4.83 43.90 54.00 -10.10
2402.00 Peak 96.55 451 101.06 - --
2402.00 Average 95.92 451 100.44 -- --
2491.58 Peak 42.26 4.56 46.82 74.00 -27.18
2495.83 Average 32.98 4.61 37.59 54.00 -16.41
2551.35 Peak 43.02 4.85 47.87 74.00 -26.13
2551.35 Average 36.93 4.85 41.78 54.00 -12.22
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Test Mode: BLE-1Mbps High CH Temp/Hum 25.8(°C) / 62%RH
Test Item Band Edge Test Date June 13, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvWim})

105.0

90.0

75.0

610.0

A5 et ittt e, thomnl

o A _.'..._ L | |
30.0
15.0
%310 2428, 2546. 2664, 2782. 2900
Frequency (MHz)
Trace: 1
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

(MHz) (PK/QP/AV) (dBpv) (dB) (dBuV/m) | (dBuV/m) (dB)
2367.77 Average 33.73 4.71 38.44 54.00 -15.56
2382.78 Peak 42.69 4.80 47.49 74.00 -26.51
2480.00 Peak 97.99 4.65 102.63 - --
2480.00 Average 97.37 4.65 102.01 - -
2483.57 Average 34.41 4.61 39.02 54.00 -14.98
2484.32 Peak 42.53 4.60 47.13 74.00 -26.87
2629.39 Peak 44.61 5.23 49.84 74.00 -24.16
2629.39 Average 38.26 5.23 43.49 54.00 -10.51
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Test Mode: BLE-1Mbps High CH Temp/Hum 25.8(°C) / 62%RH
Test Item Band Edge Test Date June 13, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvWim})
105.0
90.0
75.0
610.0
A5.0| ps * i vt ol gt ey e
30.0
15.0
%310 2428. 2546. 2664. 27832. 2900
Frequency (MHz)
Trace: 1
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBuv) (dB) (dBpVv/m) | (dBpV/m) (dB)
2310.00 Peak 42.36 4.75 47.11 74.00 -26.89
2389.03 Average 33.09 4.80 37.89 54.00 -16.11
2480.00 Peak 94.45 4.65 99.10 -- --
2480.00 Average 93.78 4.65 98.43 -- --
2483.57 Average 34.14 4.61 38.76 54.00 -15.24
2483.82 Peak 42.23 4.61 46.84 74.00 -27.16
2629.89 Peak 43.90 5.23 49.14 74.00 -24.86
2629.89 Average 35.74 5.23 40.97 54.00 -13.03
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Below 1G Test Data

Test Mode: BLE-1Mbps Mode 2 Temp/Hum 24.5(°C) 1 61%RH
Test Item 30MHz-1GHz Test Date June 17, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak
120 Lewvel (dBuvWim})

105.0

90.0

75.0

610.0

45.0 ’_I—A

30.0

15.0

5o 224, 418. 612. BO6E. 1000
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

(MHz) (PK/QP/AV) (dBpv) (dB) (dBpV/m) (dBuV/m) (dB)

86.45 Peak 44.93 -18.85 26.08 40.00 -13.92

120.02 Peak 41.81 -15.34 26.47 43.50 -17.03

208.87 Peak 44.27 -16.07 28.19 43.50 -15.31

288.02 Peak 44.28 -12.54 31.74 46.00 -14.26

311.98 Peak 47.09 -11.92 35.17 46.00 -10.83

336.04 Peak 43.53 -11.23 32.30 46.00 -13.70

Note: No emission found between lowest internal used/generated frequency to 30MHz (9kHz~30MHz).
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Test Mode: BLE-1Mbps Mode 2 Temp/Hum 24.5(C) 1 61%RH
Test Item 30MHz-1GHz Test Date June 17, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak
120 Lewvel (dBuvim)
105.0
90.0
75.0
610.0
45.0 ’_,—4
30.0
15.0
%S0 224. 418, 612, BOBG. 1000
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBpv) (dB) (dBpV/m) (dBuV/m) (dB)
82.19 Peak 48.63 -18.19 30.44 40.00 -9.56
146.40 Peak 41.03 -13.09 27.94 43.50 -15.56
208.87 Peak 46.06 -16.07 29.98 43.50 -13.52
288.02 Peak 51.18 -12.54 38.65 46.00 -7.35
311.98 Peak 54.75 -11.92 42.83 46.00 -3.17
336.04 Peak 50.53 -11.23 39.31 46.00 -6.69
Note: No emission found between lowest internal used/generated frequency to 30MHz (9kHz~30MHz).
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Test Mode: BLE-1Mbps Low CH Temp/Hum 25.8(C) / 62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvim)
105.0
90.0
5.0
0.0
45.0
30.0
15.0
qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PKIQP/AV) (dBuv) (dB) (dBuv/im) | (dBuVv/m) (dB)
4804.00 Peak 41.77 0.38 42.16 74.00 -31.84
4804.00 Average 32.99 0.38 33.37 54.00 -20.63
7206.00 Peak 40.73 5.33 46.05 74.00 -27.95
7206.00 Average 31.91 5.33 37.24 54.00 -16.76
N/A
Remark:
1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.

This document cannot be reproduced except in full, without prior written approval of the Company. A& KA N T E@mIFA] > RN a]FH{ESR -




SGS

Report No.: TMWK2305001703KR

Page: 43 /47
Rev.: 03

Test Mode: BLE-1Mbps Low CH Temp/Hum 25.8(°C)  62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvim)
105.0
90.0
5.0
0.0
45.0
30.0
15.0
qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBuv) (dB) (dBuVv/m) | (dBuVv/m) (dB)
4804.00 Peak 41.93 0.38 42.32 74.00 -31.68
4804.00 Average 33.18 0.38 33.57 54.00 -20.43
7206.00 Peak 42.09 5.33 47.42 74.00 -26.58
7206.00 Average 32.79 5.33 38.11 54.00 -15.89
N/A
Remark:
1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
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Test Mode: BLE-1Mbps Mid CH Temp/Hum 25.8(°C) / 62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak / Average

120 Lewvel (dBuvim)

105.0

90.0

5.0

0.0

45.0

30.0

15.0

qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

(MHz) (PK/QP/AV) (dBuv) (dB) (dBuVv/m) | (dBuVv/m) (dB)

4880.00 Peak 40.97 0.48 41.45 74.00 -32.55

4880.00 Average 32.29 0.48 32.77 54.00 -21.23

7320.00 Peak 40.76 5.48 46.24 74.00 -27.76

7320.00 Average 31.69 5.48 37.17 54.00 -16.83
N/A
Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental

frequency.
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Test Mode: BLE-1Mbps Mid CH Temp/Hum 25.8(°C) / 62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvim)
105.0
90.0
5.0
0.0
45.0
30.0
15.0
qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBuv) (dB) (dBuVv/m) | (dBuVv/m) (dB)
4880.00 Peak 41.00 0.48 41.48 74.00 -32.52
4880.00 Average 32.30 0.48 32.79 54.00 -21.22
7320.00 Peak 39.99 5.48 45.48 74.00 -28.52
7320.00 Average 31.80 5.48 37.28 54.00 -16.72
N/A
Remark:
1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
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Test Mode: BLE-1Mbps High CH Temp/Hum 25.8(°C) / 62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Vertical Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvim)
105.0
90.0
5.0
0.0
45.0
30.0
15.0
qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBpv) (dB) (dBuVv/im) | (dBuV/m) (dB)
4960.00 Peak 43.20 0.65 43.85 74.00 -30.15
4960.00 Average 31.63 0.65 32.27 54.00 -21.73
7440.00 Peak 41.46 5.56 47.02 74.00 -26.98
7440.00 Average 30.91 5.56 36.48 54.00 -17.52
N/A
Remark:
1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
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Test Mode: BLE-1Mbps High CH Temp/Hum 25.8(°C) / 62%RH
Test Item Harmonic Test Date June 13, 2023
Polarize Horizontal Test Engineer Czerny Lin
Detector Peak / Average
120 Lewvel (dBuvim)
105.0
90.0
5.0
0.0
45.0
30.0
15.0
qﬂﬂﬂ G1040. 11.200. 16300. 214040. 26500
Freguency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
(MHz) (PK/QP/AV) (dBpv) (dB) (dBuVv/m) | (dBuV/m) (dB)
4960.00 Peak 42.30 0.65 42.94 74.00 -31.06
4960.00 Average 3171 0.65 32.36 54.00 -21.65
7440.00 Peak 42.38 5.56 47.95 74.00 -26.05
7440.00 Average 30.90 5.56 36.46 54.00 -17.54
N/A
Remark:
1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.

--End of Test Report--
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